Provisional List

BASIC AUDIO-VISUAL EQUIPMENT

· 2 video data projector (resolution 1280 x 1024 pixels, true colour), minimum 8000 Ansi Lumen, technology DLP – rear projection – wide angle objective;

· 2 projection screens 650 x 450 cm, rear projection;

· 1 PC Pentium latest generation, SVGA, 512MB RAM, 40GB 7200 RPM Hard Drive (or better), CD-ROM/DVD-ROM drive, 32 MB (minimum) AGP Graphic Card, a network card Ethernet 100 Base-T RJ45;
Operating System MS Windows latest version, Microsoft Internet Explorer, Netscape Communicator, Adobe Acrobat Reader, Apple QuickTime, MS Office (latest version for all software) + monitor flat screen 15’’ Optimal Resolution 1024 x 768;

· 3 PC/MAC video interfaces (3 at the studio, 1 at the Podium);

· 1 RGBS distributor, 1 RGBS switcher;

· 1 DV/DVD disc player (multizone);

· 1 Super VHS video player PAL and a VHS video player (PAL-SECAM-NTSC);

· 1 VHS video player PAL and a VHS video player (PAL-SECAM-NTSC);

· 1 BETACAM PAL video player, quality type PVW Sony;
· 1 USB drive 128Mb;

· Video mixer and production accessories (monitors, video and data distributor, video and data selector, scan converter, etc…). The production unit will be able to control and manage the following video sources (multizone DV/DVD Player, S-VHS player, Beta SP player, VHS player, camera, voting system, videoconference, etc.) and data sources (PC from the lectern, from the podium, for the slides, from the Voting System, etc…). The technical solution should enable the use of the projector in its optimum data resolution;

· Portable video production units, each production unit shall include but not be limited to:

· 1 professional DV video camera

· 1 lens for each camera

· 1 tripod or stand for the camera

· 1 CCU control channels

· 1 studio viewfinder

· 1 remote controller

· 1 CCZ cables

· 1 Talkback System with 5 posts + headsets

· A sufficient lighting system, in addition to the Arena light projectors,

· 1 Speaker preview monitors (32 inch Plasma/LCD preview screens, placed in front of thei lectern);

· 1 cue light (light system to indicate to the operator to go to the next slide);

· 1 cordless mouse (if required, for the Speaker to run his/her presentation from the lectern to the A/V console computer), or equivalent system allowing same;

· Draping (or otherwise suitable means of concealment, from the audience, of the three Speaker preview monitors).

· P.A. System including amplification, speakers and microphones for maximum 6 persons at the podium, for the lectern, 1 wireless tie-clip microphone, and 3 wireless hand-held microphones for the Audience question & answers;

