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�2.0	Introduction

Cette section contient une série de tableaux décrivant les données de notification demandées pour un certain nombre de systèmes radioélectriques. Chaque tableau:

·	précise ou élargit les renseignements contenus dans l'Annexe 1B de l'appendice S4 du RR;

·	donne une liste des éléments de données à fournir pour la notification et la coordination du système radioélectrique considéré ainsi que les conditions particulières fixées par le Règlement des radiocommunications ou par les Plans régionaux correspondants; et

·	contient une brève description des systèmes radioélectriques couverts, leurs principales gammes de fréquences de fonctionnement et les éventuelles dispositions applicables du RR.

Les sections ci-après donnent quelques informations sur la façon d'utiliser les tableaux de la section 2 ainsi que sur l'emplacement d'éventuels renseignements complémentaires à leur sujet.

2.0.1	Structure des tableaux de la section 2

Chaque tableau présente les renseignements demandés pour la notification et la coordination d'un ou de plusieurs systèmes radioélectriques, pour une ou plusieurs bandes de fréquences comme indiqué dans le titre de chaque tableau. Par exemple, le Tableau 2.1 intitulé Aeronautical Mobile Service, Base Transmit, MF, HF, VHF, UHF Bands (service mobile aéronautique - station de base d'émission, bandes des ondes hectométriques, décamétriques, métriques et décimétriques) décrit les systèmes et les gammes de fréquence concernés. Lorsqu'un tableau concerne un seul système radioélectrique les valeurs indiquées dans la colonne "Format des données" ne sont valables que pour ce système. Lorsqu'un tableau couvre plusieurs systèmes radioélectriques, les valeurs s'appliquent à tous ces systèmes. Ce tableau précise les conditions fixées pour chaque élément de données, pour le système radioélectrique concerné. Chaque tableau comporte cinq colonnes, structurées comme suit:

RDD ref (réf RDD)		Cette colonne contient le numéro de référence RDD, identificateur unique attribué à chaque élément de données, à chaque groupe de données ou à chaque relation.

Data Item Name		Cette colonne contient le nom de l'élément de données tel qu'il apparaît dans (nom de l'élément 		le RDD. Chaque élément de données figurant dans les tableaux est décrit en de données)		détail dans la section 3.

Data Format		Cette colonne contient des informations concernant le format dans lequel les (format des 		données doivent être fournies pour la notification et la coordination des données)		systèmes radioélectriques et les bandes de fréquences visées dans le tableau.

Use (utilisation)			Cette colonne précise les conditions dans lesquelles l'élément de données sera utilisé. Les codes ont la signification suivante:

M:				Obligatoire: les renseignements doivent être soumis par l'Administration (administration) notificatrice; indique que l'élément de données doit être fourni pour les services et les bandes de fréquences particuliers visés dans le tableau.

R:				Requis: la fourniture des renseignements est assortie d'une condition particulière, laquelle est indiquée dans la colonne "Conditions d'utilisation". L'Administration (administration) notificatrice fournira ces renseignements.

�O:				Facultatif: les renseignements peuvent être soumis par l'Administration (administration) notificatrice, à sa discrétion; indique que l'élément de données peut être fourni à la discrétion de l'Administration (administration) notificatrice pour les services et les bandes de fréquences particuliers visés dans le tableau.

C:				Coordination: indique que l'élément de données est obligatoire s'il a été utilisé comme base pour effectuer la coordination avec une autre Administration (administration), pour les services et les bandes de fréquences particuliers visés dans le tableau.

BR:			Bureau des radiocommunications: indique que l'élément de données est fourni par le BR.

Conditions of Use	Cette colonne précise comment et quand un élément de données doit être (conditions		fourni lorsque la lettre "R" est utilisée dans la colonne "Utilisation". Les d'utilisation)		renseignements dans cette colonne sont obligatoires lorsque la lettre "R" 				apparaît dans la colonne "Utilisation". Cette colonne peut également contenir 			des précisions supplémentaires concernant la notification de l'élément �			de données.

Sample Data Table (échantillon d'un tableau de données)

On trouvera ci-après un échantillon d'un tableau de cette section.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���������For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�M���0348�Reference (Carrier) Frequency�Frequency�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���������0546�Two Dimensional Service Zone consisting of� �M���0069�either   a Circular Zone, defined by� � �Mandatory if the Class Of Station Code is “FA” or “FG” and the Zone Boundary Coordinates or the Geographical Areas are not provided.

Mandatory if the Class Of Station is “FD” and the Zone Boundary Coordinates and the Aeronautical Zones are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates,         defined by� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone is not provided.

Mandatory if the Class Of Station code is “FD” and the Circular Zone or  the Aeronautical Zones are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Area, using� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone or the Zone Boundary Coordinates are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0032�or   one or more Aeronautical Zone, using� ��Mandatory if the Class Of Station Code is “FD” operating in exclusive bands between 2850 kHz and 22000 kHz and the Circular Zone or the Zone boundary Coordinates are not provided��0033�Code�Up to 9 Char.�R� Mandatory as defined in RDD 0032��2.0.2	Utilisation des tableaux

Chaque élément de données demandé pour la notification est précédé d'un gros point noir; les tableaux ont été structurés de façon à ce que les renseignements puissent être lus comme une phrase normale. Pour l'échantillon de tableau de données ci-dessus, cette structure s'illustre comme suit:

	Pour la Signal Configuration (configuration de signal) qui est l'objet de la Terrestrial Service Notice (fiche de notification pour services de Terre) fournir la Assigned Frequency (fréquence assignée)

et

	Pour la Signal Configuration (configuration de signal) qui est l'objet de la Terrestrial Service Notice (fiche de notification pour service de Terre) fournir la Reference (Carrier) Frequency (fréquence (porteuse) de référence).

Pour déterminer comment et quand utiliser ces éléments de données, il faut consulter les colonnes "Utilisation" et "Conditions d'utilisation". Dans l'exemple qui nous intéresse la Assigned Frequency (fréquence assignée) est obligatoire dans tous les cas (symbole "M" dans la colonne "Utilisation"). La Reference (Carrier) Frequency (fréquence (porteuse) de référence), quant à elle, n'est demandée que dans des conditions données (symbole "R" dans la colonne "Utilisation", la colonne "Conditions d'utilisation" précisant que cet élément de données n'est demandé que si l'enveloppe de modulation est asymétrique).

Certains éléments de données (voir l'échantillon de tableau de données ci-dessus) peuvent être décrits d'une ou de plusieurs façons. Par exemple, Two Dimensional Service Zone (zone de service bidimensionnelle) contient plusieurs sous-niveaux et peut être décrite par une Circular Zone (zone circulaire), une Geographical Area (zone géographique) ou une Aeronautical Zone (zone aéronautique).

Cette structure peut être illustrée par l'extrait suivant du tableau de données indiqué ci-dessus comme exemple:

	Pour la Signal Configuration (configuration de signal) qui fait l'objet de la Terrestrial Service Notice (fiche de notification pour services de Terre), fournir la Two Dimensional Service Zone (zone de service bidimensionnelle) qui se compose d'une Circular Zone (zone circulaire) définie par les Centre Geographical Coordinates (coordonnées géographiques du centre) et par le Radius (rayon) ou d'une ou de plusieurs Geographical Areas (zones géographiques) en utilisant un Code (code); ou bien encore d'une ou de plusieurs Aeronautical Zones (zones aéronautiques), en utilisant un Code (code).

Cet exemple montre qu'il existe une option dans l'élément de données Two Dimensional Service Zone (zone de service bidimensionnelle) qui permet, selon les contraintes imposées dans la colonne "Conditions d'utilisation", de fournir la Two Dimensional Service Zone (zone de service bidimensionnelle) dans l'un des trois formats. Dans cet exemple, si le Class Of Station Code (code de classe de station) est "FD", la Two Dimensional Service Zone (zone de service bidimensionnelle) doit être identifiée par l'utilisation du Aeronautical Zone Code (code de zone aéronautique) approprié.

�La colonne "Format des données" donne des informations utiles concernant le format dans lequel les données doivent être fournies, ainsi que sur la gamme admissible des valeurs pour ces données. Les valeurs qui ne s'appliquent pas à tous les systèmes sont précisées dans la colonne "Conditions d'utilisation". Les valeurs apparaissant dans la colonne "Format des données" correspondent donc à la gamme possible des valeurs pour tous les systèmes radioélectriques couverts dans le tableau considéré. La section 3 contient la gamme possible maximale des valeurs d'un élément de données pour tous les systèmes radioélectriques du RDD. La colonne "Format des données" donne également des indications sur les unités, la forme et la précision demandée pour les éléments de données. Ces formats sont indiqués en version développée dans la section 3 mais, dans la section 2, ils ont été abrégés afin de réduire l'espace occupé dans le tableau.

Les abréviations suivantes sont utilisées dans les tableaux:

Int.	= Nombre entier

Char.	= Caractère

Dec.	= Nombre décimal

Long/Lat(dm) = Longitude/latitude en degrés et minutes

2.0.3	 Notification "TerRaSys"

Le Bureau des radiocommunications passe actuellement au système "TerRaSys". Pour la modification et la suppression d'une assignation existante, le BR étudie comment repérer les renseignements utiles dans le fichier MIFR. En effet, le BR Identification Code (code d'identification au BR) n'est pas suffisant si une modification est soumise avant que le BR ait eu le temps de l'adresser à l'Administration (administration). Il faudra donc avec le système TerRaSys fournir des éléments de données supplémentaires pour modifier ou supprimer des assignations notifiées ainsi que pour apporter des amendements à des fiches de notification en instance.

Ces renseignements sont les suivants:

le Administration’s Notice Code (code de la fiche de notification pour l'Administration);

ou 

des paramètres suffisants pour définir clairement l'assignation existante ou la fiche de notification en instance à modifier ou à supprimer.

Pour la radiodiffusion à ondes kilométriques/hectométriques, la radiodiffusion sonore en ondes métriques et la radiodiffusion télévisuelle, les paramètres sont les suivants:

·	les Antenna’s Geographical Coordinates (coordonnées géographiques de l'antenne) (réf. RDD: 0037);

·	la fréquence correspondant à la Signal Configuration’s Assigned Frequency (fréquence assignée de la configuration de signal) (réf. RDD: 0345) pour les bandes d'ondes kilométriques/hectométriques et pour la modulation de fréquence; et la Signal Configuration’s Vision Carrier Nominal Frequency (fréquence nominale de la porteuse image de la configuration de signal) (réf. RDD: 0064) pour la TV analogique.

�Pour les autres services (fixe, mobile, aéronautique, etc.), les paramètres sont les suivants:

·	la Signal Configuration’s Assigned Frequency (fréquence assignée de la configuration de signal) (réf. RDD: 0345);

·	l'horaire de fonctionnement la (Regular Operation Period Start Time (heure de début de la période de fonctionnement normal) (réf. RDD: 0307) et la Regular Operation Period Stop Time (heure de fin de la période de fonctionnement normal) (réf. RDD: 0308));

·	le Class Of Station Code (code de la classe de station) (réf. RDD: 0277);

·	le Signal Configuration’s Class Of Operation Code (code de classe de fonctionnement de la configuration de signal) (réf. RDD: 0494);

·	le Signal Configuration’s Class Of Emission Code (code de classe d'émission de la configuration de signal) (réf. RDD: 0351);

·	la largeur de bande nécessaire correspondant au Signal Configuration’s Necessary Bandwidth Code (code de largeur de bande nécessaire de la configuration de signal) (réf. RDD: 0157), même si, selon toute vraisemblance, le système TerRaSys utilisera la largeur de bande proprement dite et non un code.

Etant donné que l'utilisation des données susmentionnées nécessaires pour la modification ou la suppression d'une assignation existante n'est encore qu'une proposition et qu'il y aura des différences entre les notifications sur support papier et celles sur support électronique pendant la phase de transition vers le système TerRaSys, ces renseignements n'ont pas été inclus dans les tableaux qui suivent mais sont donnés pour référence et pour information.

2.1	Service mobile aéronautique - station de base d'émission dans les bandes des ondes hectométriques, décamétriques, métriques et décimétriques

Ce tableau s'applique à une station aéronautique du service mobile aéronautique (y compris le Système téléphonique aérien pour usagers privés (TFTS)).

Station aéronautique (station de base d'émission)

Polarisation verticale.

Emission station de base à mobile (aéronef) dans le service mobile aéronautique, qui ne peut pas être utilisée pour la correspondance publique dans les bandes attribuées en exclusivité. L'antenne d'émission peut être directive ou équidirective, selon la gamme de fréquence, la zone de service à couvrir et selon que le service est le service aéronautique R (le long des routes de l'aviation civile) ou OR (en dehors des routes de l'aviation civile). La zone de service peut donc être définie par des zones circulaires, par des points ou des zones particuliers et par une hauteur maximale. La portée utile est limitée par la gamme de fréquences et par la puissance de l'émetteur de l'aéronef.

Ondes hectométriques et décamétriques (MF/HF)

Gamme de fréquences: 2 850 kHz - 22 000 kHz (dans des bandes spécifiques). Les conditions d'utilisation des bandes attribuées en exclusivité au service mobile aéronautique (en dehors des routes) sont données dans l'appendice S26 du Règlement des radiocommunications. Les conditions d'utilisation des bandes attribuées en exclusivité au service mobile aéronautique (le long des routes) sont données dans l'appendice S27 du Règlement des radiocommunications.

�La portée maximale est normalement de 500 km en ondes hectométriques et de 20 000 km en ondes décamétriques. Le système fonctionne principalement en mode BLU et utilise la bande latérale supérieure.

Ondes métriques (VHF)

Gamme de fréquences: 117,975 MHz - 137 MHz.

Le système de communications en ondes métriques, l'outil fondamental du Service contrôle du trafic aérien (ATS) et du Contrôle de l'exploitation aéronautique (AOC) dans l'espace aérien, utilise des communications en visibilité directe. Les conditions d'utilisation de cette bande par le service mobile aéronautique (le long des routes), ainsi que le plan de disposition des canaux recommandé, sont normalement indiquées par l'OACI. Actuellement, ce système fonctionne surtout en DBL (émissions A3E).

Ondes décimétriques (UHF)

Gamme de fréquences: 1 670 MHz - 1 675 MHz (sol-air).

Système aéronautique de correspondance publique. Le système TFTS possède un volume de réception (cellule) tridimensionnel (la cellule est pratiquement cylindrique mais il est possible de réduire le diamètre au fur et à mesure que l'altitude augmente afin de réduire les brouillages causés aux cellules voisines). Il existe trois types de cellule: une cellule normale pour le service le long des routes; une cellule intermédiaire pour les distances proches à intermédiaires (en montée et en descente) et une cellule aéroportuaire pour la circulation au sol et les décollages/atterrissages. La forme des cellules aéroportuaires peut varier selon les dimensions et la configuration de l'aéroport. Le transfert entre cellules est automatique.

Chaque fréquence sol-air assignée est appariée à une fréquence air-sol unique. Avec les codes utilisés initialement, chaque paire de fréquences peut prendre en charge simultanément jusqu'à quatre communications dans une station au sol, laquelle possède une (ou plusieurs) fréquence(s) d'émission assignée(s), la fréquence de réception appariée auxquelles s'ajoute une référence de synchronisation extérieure au système. Aux fins de la planification, les fréquences sont groupées en blocs entrelacés de quatre, chacun assorti d'un code d'identification.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� ����0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed that  should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�M���0348�Reference (Carrier) Frequency�Frequency�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not allocated to the Signal Configuration.��0347�Call Sign�Up to 10 Char.�O���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power83

�Dec. in range 5.0 to 60.0 in dBW.�R�Mandatory in the bands below 28000 kHz as well as in those bands shared with space services which are listed in Article S21 with the indication of power limits. For other bands mandatory if Maximum Radiated Power is not supplied. ��0155�Maximum Radiated Power�Dec. in range 0.0 to 60.0 in dBW  with Gain Reference Antenna Code.�R�Mandatory in those bands shared with space services which are listed in Article S21 with the indication of power limits. For other bands mandatory if Transmitter Output Power and the  Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in  range to 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of a� �O���0001� Three Dimensional Zones defined by� � ���0003�Maximum Operating Height�Int. in range 0 to 60000 in feet.�C�Only required above VHF.��0004�Minimum Operating Height�Int. in range 0 to 60000 in feet.�C�Only required for Aeronautical Public Correspondence systems.��0083�Altitude Radius Reduction�Int. in range 0 to 10 in metres/foot.�C�Only required for Aeronautical Public Correspondence systems.��0546�Two Dimensional Service Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Class Of Station Code is “FA” or “FG” and the Zone Boundary Coordinates or the Geographical Areas are not provided.

Mandatory if the Class Of Station is “FD” and the Zone Boundary Coordinates and the Aeronautical Zones are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates,         defined by� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone is not provided.

Mandatory if the Class Of Station Code is “FD” and the Circular Zone or  the Aeronautical Zones are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number� Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Area, using� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone or the Zone Boundary Coordinates are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0032�or   one or more Aeronautical Zone, using� ��Mandatory if the Class Of Station Code is “FD” operating in exclusive bands between 2850 kHz and 22000 kHz and the Circular Zone or the Zone boundary Coordinates are not provided��0033�Code�Up to 9 Char.�R� Mandatory as defined in RDD 0032��0156�Nature of Service Code�2 Char.�M�"CP" is not permitted in bands allocated exclusively to the Aeronautical Mobile Service RR S43.4.���Class Of Station of the Signal Configuration, using� ����0277�Code�2 Char.�M�Always "FA", "FD", or "FG". ���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. In range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�O���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range  0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the Transmitting Antenna beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory in the bands shared with space services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of  � � ����36 Vectors, defined by� � ���0507b�Azimuth and�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�O���0502�and a Vertical Gain Pattern  consisting of� � ����10Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.2	Service mobile aéronautique - station de base de réception, bandes des ondes hectométriques, décamétriques, métriques et décimétriques, et service des auxiliaires de la météorologie, bande des ondes décimétriques 

Ce tableau s'applique à une station aéronautique de réception du service mobile aéronautique (y compris le Système téléphonique aérien pour usagers privés (TFTS)) ainsi qu'à une station de réception météorologique (sondes air-sol) du service des auxiliaires de la météorologie.

Station d'aéronef (émettrice)

Polarisation verticale.

Emission mobile (aéronef) à station de base du service mobile aéronautique qui ne peut pas être utilisée pour la correspondance publique dans les bandes attribuées en exclusivité. Bien que l'antenne d'émission ne soit pas directive, la zone de mobilité peut être définie par des points ou des zones bien précises et par une hauteur maximale, car la station de base réceptrice utilise une antenne directive. La portée utile est limitée par les caractéristiques de propagation de la gamme de fréquences et par la puissance d'émission de l'aéronef. Les assignations de fréquence aux stations d'aéronef ne doivent pas faire l'objet d'une notification lorsque les communications sont effectuées en mode d'exploitation simplex (à l'alternat) sur une seule porteuse, car ces assignations sont couvertes par la notification des assignations de fréquence des stations aéronautiques correspondantes.

Ondes hectométriques et décamétriques (MF/HF)

Gamme de fréquences: 2 850 kHz - 22 000 kHz (dans des bandes spécifiques). 

Les conditions d'utilisation des bandes attribuées en exclusivité au service mobile aéronautique (en dehors des routes) sont données dans l'appendice S26 du Règlement des radiocommunications et celles des bandes attribuées en exclusivité au service mobile aéronautique (le long des routes) dans l'appendice S27 du Règlement des radiocommunications. Etant donné que les communications dans ces bandes sont presque toujours en mode d'exploitation simplex sur une seule porteuse, il est rarement nécessaire de notifier une assignation de fréquence faite à une station aéronautique réceptrice dans les bandes régies par les appendices S26 et S27.

La portée maximale est normalement de 500 km en ondes hectométriques et de 20 000 km en ondes décamétriques. Le système fonctionne principalement en mode BLU et utilise la bande latérale supérieure.

Ondes métriques (VHF)

Gamme de fréquences: 117,975 MHz - 137 MHz.

�Ondes décimétriques (UHF)

Gamme de fréquences: 1 800 MHz - 1 805 MHz (air-sol).

Système aéronautique de correspondance publique. Le système TFTS possède un volume de réception (cellule) tridimensionnel (la cellule est pratiquement cylindrique mais il est possible de réduire le diamètre au fur et à mesure que l'altitude augmente afin de réduire les brouillages causés aux cellules voisines). Il existe trois types de cellule: une cellule normale pour le service le long des routes; une cellule intermédiaire pour les distances proches à intermédiaires (en montée et en descente) et une cellule aéroportuaire pour la circulation au sol et les décollages/atterrissages. La forme des cellules aéroportuaires peut varier selon les dimensions et la forme de l'aéroport. Le transfert entre cellules est automatique.

Chaque fréquence sol-air assignée est appariée à une fréquence air-sol unique. Avec les codes utilisés initialement, chaque paire de fréquences peut prendre en charge simultanément jusqu'à quatre communications simultanées dans une station au sol, laquelle possède une (ou plusieurs) fréquence(s) d'émission assignée(s), la fréquence de réception appariée auxquelles s'ajoute une référence de synchronisation extérieure au système. Aux fins de la planification, les fréquences sont groupées en blocs entrelacés de quatre, chacun assorti d'un code d'identification.

Auxiliaires de la météorologie (sondes)

Gamme de fréquences: 400,15 MHz - 406 MHz et 1 668,4 MHz - 1 700 MHz.

L'antenne de réception de la station au sol des auxiliaires de météorologie et l'antenne d'émission embarquée à bord de la sonde (assimilée à une station d'aéronef) ne sont pas directives. Le rayon de la zone circulaire de réception peut atteindre 300 km et les stations notifiées normalement fonctionnent de façon intermittente pendant une période de 24 h. Il peut y avoir un seul vol ou de nombreux vols par jour, les transmissions durant jusqu'à 1 heure et demie. La Assigned Frequency (fréquence assignée) est sélectionnée dans un groupe de fréquences étant entendu qu'elle n'est pas utilisée à ce moment-là. La position de la sonde peut être suivie par un radar primaire ou par les signaux reçus d'auxiliaires de navigation maritime internationale (par exemple LORAN C) que la sonde retransmet.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range - 0.0 to 30.0 in dBW�R�Mandatory in the bands below 28000 kHz. For other bands mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 30.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. In range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0194�Three Dimensional Roaming Zone consisting of a� �O���0001�one or more Three Dimensional Zones, defined by� � ���0003�Maximum Operating Height�Int. in range 100 to 5000 in feet.�C�Mandatory above VHF.��0004�Minimum Operating Height�Int. in range 0 to 5000 in feet.�C�Only required for Aeronautical Public Correspondence systems.��0083�Altitude Radius Reduction�Int. in range 0 to 10 in metres/foot.�C�Only required for Aeronautical Public Correspondence systems.��0544�Two Dimensional Roaming Zone consisting of� �M���0069�a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�M���0071�Radius�Int. in range 1 to 20000 in km.�M���0156�Nature Of Service Code�2 Char.�M�"CP" is not permitted in bands allocated exclusively to the Aeronautical Mobile Service RR S43.4.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�"MA" or "SA".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. In range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently  Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site  is located, using� � ���0174�Code�Up to 3 Char.�M���2.3	Service de radionavigation aéronautique - ILS, MLS et VOR, et radiobornes le long des routes, bandes des ondes métriques, décimétriques et centrimétriques

Ce tableau couvre les systèmes de radionavigation aéronautique exploités entre 30 MHz et 10 GHz.

�Système d'atterrissage aux instruments (ILS)

Radiophare d'alignement de piste ILS

Gamme de fréquences: 108,000 - 111,975 MHz, entrelacement avec les signaux de radioalignement VOR.

Polarisation horizontale.

Le rayonnement du système d'antenne du radiophare d'alignement de piste ILS produit un diagramme de champ composite qui est modulé en amplitude par une tonalité de 90 Hz et une tonalité de 150 Hz. Le diagramme de ce champ de rayonnement produit un secteur d'alignement de piste dans lequel l'une des tonalités prédomine lorsqu'on se trouve trop à gauche, l'autre trop à droite de l'axe de la piste. Par ailleurs, le signal de transmission peut acheminer une identification en Morse et des signaux vocaux, ces deux composantes étant modulées en amplitude. Les fréquences du radiophare ILS et celles du radiophare d'alignement de descente sont appariées.

Le secteur couvert par le récepteur de signaux va du centre du système d'antenne à des points distants de:

	46,3 km (25 MN) à ( 10° de l'alignement de piste en aval du récepteur LOC;

	31,5 km (17 MN) entre 10° et 35° de l'alignement de piste en aval du récepteur LOC;

	18,5 km (10 MN) en dehors de ( 35° si cette couverture est fournie.

Plan de descente ILS

Gamme de fréquences: 328,6 - 335,4 MHz.

Polarisation horizontale.

Le rayonnement de l'antenne de plan de descente produit un diagramme de champ composite qui est modulé en amplitude par une tonalité de 90 Hz et une tonalité de 150 Hz. Ce diagramme est modelé de façon à indiquer un trajet rectiligne de descente dans le plan vertical contenant l'axe médian de la piste. La tonalité de 150 Hz prédomine lorsqu'on se trouve au-dessous de cet axe et celle de 90 Hz lorsqu'on se trouve au-dessus. Les fréquences de l'émetteur de signaux de plan de descente et du radiophare d'alignement de piste sont appariées.

Radioborne

Gamme de fréquences: 75 MHz.

Polarisation horizontale.

Balise à diagramme de rayonnement vertical, qui est utilisée en association avec un système ILS pour indiquer des distances prédéterminées à partir du seuil d'atterrissage le long de l'axe d'alignement ILS. Cette radioborne est modulée en amplitude à une fréquence audio qui achemine l'identification de la balise. Le système se compose de deux ou trois balises appelées: radioborne intérieure (qui utilise, lorsqu'elle est installée, une fréquence de modulation de 3 000 Hz); radioborne intermédiaire (qui utilise une fréquence de modulation de 1 300 Hz); radioborne extérieure (qui utilise une fréquence de modulation de 400 Hz). Normalement, ce système ne fait pas l'objet d'une notification parce qu'il est couvert par des fréquences communes.

�Systèmes d'atterrissage hyperfréquence (MLS)

Gamme de fréquences: 5 000 - 5 150 MHz.

Polarisation verticale.

L'équipement MLS est un système d'aide à l'approche et à l'atterrissage qui donne des informations de position et diverses données sol-air. Les informations de position sont fournies dans un large secteur de couverture et sont définies par une mesure d'angle d'azimut, d'angle de site et de distance. Les fréquences de l'équipement MLS et au dispositif de mesure de distance (DME) sont appariées.

Un réseau linéaire d'éléments rayonnants est alimenté séquentiellement par une source de puissance hyperfréquence qui produit un faisceau battant à référence temporelle (TRSB), équivalent à une source se déplaçant sur une droite. Un aéronef recevra ce signal avec un décalage Doppler qui dépendra de la composante de vitesse apparente de la source par rapport à l'aéronef et qui sera proportionnel au cosinus de l'angle formé par l'aéronef et l'axe du réseau émetteur. Pour éliminer les variations de fréquence et le décalage Doppler dus au mouvement de l'aéronef, le même signal radiofréquence est simultanément émis par une antenne. Le guidage en azimut est assuré par un réseau émetteur horizontal et le guidage dans le plan d'élévation par un réseau vertical. On mesure la distance au point d'atterrissage en utilisant un dispositif DME de précision dont la fréquence est appariée à celle du système MLS.

Radiophare équidirectif à ondes métriques (VOR)

Gamme de fréquences:	108,000 - 111,975 MHz en entrelacement avec le radiophare LOC/ILS�111,975 - 117,975 MHz en attribution exclusive.

Polarisation horizontale.

Le radiophare VOR rayonne une porteuse radiofréquence qui possède deux modulations distinctes de 30 Hz. L'une de ces modulations est telle que sa phase soit indépendante de l'azimut du point d'observation (phase de référence). L'autre modulation, appelée "phase variable", est calculée de façon que sa phase diffère, au point d'observation, de celle de référence d'un angle égal au relèvement du point d'observation par rapport au radiophare VOR. Les modulations de phase de référence et de phase variable sont en phase avec le méridien passant par la station. En outre, le signal de transmission peut acheminer une identification en Morse et des signaux vocaux, modulées l'un et l'autre en amplitude. Le radiophare VOR est habituellement associé au dispositif DME sur la base d'une appariement de fréquences tel que ces deux systèmes fournissent des informations aussi bien de distance que de relèvement.

Radioborne de croisière

Gamme de fréquences: 75 MHz.

Polarisation horizontale.

Balise présentant un diagramme de rayonnement vertical qui peut être directif dans le sens de la trajectoire de vol. Cette balise est modulée en amplitude par une tonalité de 3 000 Hz. Il en existe deux types: les radiobornes à faisceau en éventail, qui sont recommandées pour relever une position sur une route quelconque; les radiobornes de cône de silence (type Z), qui sont recommandées pour relever la position d'un auxiliaire de radionavigation donnant des informations de direction et de trajectoire en vol.

�

�RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 0.0 to 60.0 in dBW.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. In other bands mandatory  if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of� �O���0001�one or more Three Dimensional Zones defined by� � ���0003�Maximum Operating Height�Int. in range 1 to 10000 in feet.�O�Required  for VOR, in the coordination process.��0546�Two Dimensional Service Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref:0527��0069�either a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for VOR.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for VOR.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � ���0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory if a Circular Zone is not provided.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory if a Circular Zone is not provided.��0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC" or "RD" or "RG" or "RT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "AL".��0226�Protection Mask that defines the protection for the Signal Configuration using� �C���0231�Shape�Diagram.�C���227�Signal  to Interference Ratio�Dec. in range 10.0 to 25.0 in dB.�C���0229�Minimum Protected Field Strength�Dec. in range 10.0 to 30.0 in dB(V/m.�C���0230�Protection Margin�Dec. in range 5.0 to 25.0 in dB.�C����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�O���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if  the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if  the Transmitting Antenna beam is rotational or swept.��0129�Maximum Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.��0108�Azimuth Of Maximum Gain�Dec. In range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. 

��0110�Reference Pattern consisting of� �O���0110a�either  an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � �O�VOR only.���36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �O ����10 Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.�O����0502a�Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.4	Service de radionavigation maritime (radiophares maritimes, systèmes hyperboliques, GPS différentiel dans la bande des ondes hectométriques) et service de radionavigation aéronautique (radiobalises aéronautiques) dans les bandes des ondes kilométriques/hectométriques

Ce tableau s'applique aux radiobalises équidirectives (NDB) utilisées dans le service de radionavigation aéronautique, ainsi qu'aux radiophares maritimes (MB) et aux systèmes hyperboliques utilisés dans le service de radionavigation maritime.

Radiobalise équidirective aéronautique (NDB)

Parties de la gamme de fréquences: 160 kHz - 1 750 kHz.

Polarisation verticale.

Borne utilisée pour obtenir un relèvement dans une zone de service désignée. Ces balises sont également utilisées, totalement ou partiellement, comme auxiliaires d'attente, d'approche ou d'atterrissage. Elles rayonnent généralement une porteuse entretenue. Leur identification s'effectue par commutation (à 1 020 Hz ou à 400 Hz) d'une porteuse modulée en amplitude, bien que d'autres types de modulation soient possibles en dehors de celui qui est indiqué pour l'identification, en particulier la modulation simultanée du signal d'identification et des signaux vocaux. Dans certaines conditions (voir les Normes internationales et pratiques recommandées de l'OACI), des radiobalises NDB autres que celles qui remplissent totalement ou partiellement le rôle d'auxiliaires d'attente, d'approche ou d'atterrissage peuvent être identifiées par commutation de la porteuse non modulée.

L'utilisation des bandes 415 - 435 kHz et 510 - 526,5 kHz dans la Région 1 par le service de radionavigation aéronautique (radiobalises) est régie par l'Accord régional GE85-MM-R1.

Radiophares maritimes

Bande de fréquences: 283,5 - 335 kHz.

Polarisation verticale.

Balise radiogoniométrique dont le signal émis comporte normalement une composante d'identification A1A, un trait long de goniométrie et une séquence facultative de transmission de données vers des navires. Certaines stations de radiophares maritimes transmettent également des informations supplémentaires de navigation (par exemple des corrections différentielles pour le système mondial de navigation par satellite (GNSS)).

L'utilisation de la bande 283,5 - 315 kHz dans la Région maritime européenne par le sevice de radionavigation maritime est régie par l'Accord régional GE85-EMA.

�Systèmes hyperboliques de radionavigation maritime

Bandes de fréquences: 283,5 - 315 kHz et 405 - 415 kHz.

Il s'agit de systèmes à plusieurs fréquences, fonctionnant par comparaison de phase entre différentes porteuses non modulées, émises en séquence par au moins trois émetteurs synchrones. Par ailleurs, chaque station émet en permanence sur une fréquence bien précise une porteuse non modulée caractéristique, pour l'identification et la mise à jour continue des relèvements pendant les intervalles du rythme séquentiel.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric ��0495�Channel Number�Int. in range 401 to 2509.�C�Mandatory if part of the RARC 85 Plan (in the process of coordination).��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -20.0 to 60.0 in dBW.�R�Mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  -26.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band governed by the GE85 Agreements and the administration is a party to the relevant Agreement. In other cases mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�M���0071�Radius�Int. in range 1 to 20000 in km.�M���0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "AL" or "NL".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False�M�Always False i.e. omni-directional.��0129�Maximum Gain�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.5	Service de radionavigation aéronautique (équipement DME, radars SSR) et service de radionavigation maritime (racons), bandes des ondes décimétriques et centimétriques

Ce tableau s'applique aux systèmes de radiodétection (radars) mettant en œuvre un émetteur mobile dans une communication bilatérale avec une station de base fixe. Il peut donc être nécessaire de notifier les deux stations au sol, émettrice et réceptrice. Dans les tableaux relatifs à ces radiosystèmes on est parti de l'hypothèse que le signal émis par le mobile sera plus sensible aux brouillages et que l'administration notificatrice souhaitera donc en protéger la réception.

Equipement de mesure de distance (DME)

Gamme de fréquences: 960 - 1 215 MHz.

Polarisation verticale.

Système dans lequel l'interrogateur de l'aéronef émet une série d'impulsions codées qui sont reçues par le répondeur et retransmises sur une nouvelle fréquence après un délai de 50 ms. En mesurant la période qui s'écoule entre l'émission de l'impulsion d'interrogation et la réception de la réponse du répondeur, on obtient une mesure de la distance de l'aéronef par rapport au répondeur. Cet équipement est habituellement associé à des dispositifs ILS, MLS ou VOR. Lorsqu'il est associé à un radiophare VOR, l'équipement DME a la même position que celui-ci.

Radar de surveillance secondaire (SSR)

Gamme de fréquences: 1 030 MHz (sol-air); 1 090 MHz (air-sol).

Polarisation verticale.

Utilisé comme auxiliaire des services de trafic aérien, un radar SSR se compose de deux éléments: un interrogateur au sol et un répondeur embarqué. L'interrogateur au sol peut fonctionner dans différents modes (A, B, C, D). Le mode A sert à déclencher une réponse du répondeur d'aéronef pour l'identification et la poursuite. Le mode C sert à déclencher l'émission automatique de l'altitude en fonction de la pression. Les émissions d'interrogation et de commande s'effectuent dans le sens sol-air sur la fréquence centrale de 1 030 MHz. L'émission de la réponse, dans le sens air-sol, s'effectue à la fréquence centrale de 1 090 MHz. Le système d'antenne du répondeur, embarqué à bord de l'aéronef, possède un diagramme d'antenne équidirectif dans le plan horizontal. Le système SSR doit assurer le service dans toutes les conditions météorologiques, à tous les relèvements et à toutes les distances comprises entre 1,85 km et 370 km, ainsi qu'à toutes les altitudes de fonctionnement jusqu'à au moins 30 480 m au-dessus du niveau moyen de la mer, à des angles d'élévation compris entre au moins 0,5° et 45°.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 0.0 to 25.0 in dBW.�R�Mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 25.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0194�Three Dimensional Roaming Zone consisting of� �O���0001�one or more Three Dimensional Zones, defined by� � ���0003�Maximum Operating Height�Int. in range 1 to 20000 in feet.�C�Aeronautical Radionavigation Only.��0544�Two Dimensional Roaming Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref:0527.��0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for DME.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for DME.��0173�or   one or more Geographical Areas, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if a Circular Zone is not provided.��0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC" or "RD" or "RG" or "RT"���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�“AL” or  "AM",  “NL” or "MR" ��0462�Protection Mask that defines the protection for the Signal Configuration, using� �C�For  DME only.��0231�Shape�Diagram.�C���0227�Signal to Interference Ratio�Dec. in range 10.0  to 25.0 in dB.�C���0229�Minimum Protected Field Strength�Dec. in range 10.0 to 30.0 in dB(V/m.�C���0230�Protection Margin�Dec. in range 5.0 to 25.0 in dB.�C����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms)�M����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.6	Service des auxiliaires de la météorologie - Service de radionavigation aéronautique (radars dans les bandes des ondes métriques, décimétriques et centimétriques)

Ce tableau s'applique à une station de radiodétection primaire pour le relevé du profil du vent dans le service de radiolocalisation, pour la notification d'une station de radiodétection primaire du service de radiolocalisation, du service des auxiliaires de la météorologie ou du service de radionavigation.

Radar profileur de vent

Gamme de fréquences: parties des bandes proches de 50 MHz, 400 MHz et 1 000 MHz.

Les radars profileurs de vent sont d'importants systèmes météorologiques pour mesurer la direction et la vitesse du vent en fonction de l'altitude.

Dans une station de radar profileur de vent, l'antenne d'émission est une antenne-réseau produisant un faisceau directif qui est déplacé électroniquement dans une plage d'angles d'azimut selon deux angles d'élévation différents. Le système radar explore cinq portions de l'atmosphère: une portion dans quatre azimuts différents (par pas de 90°) à l'angle d'élévation inférieur (72° au moins) et une à un angle d'élévation de 90°.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0 to 60.0 in dBW.�R�Mandatory if the Signal Configuration is in a band shared with Space services above 1 GHz. For other bands mandatory if the if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space services above 1 GHz. For other bands mandatory if the if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0274�Horizontal Radiation Pattern consisting of��C����36 Vectors, defined by� � ���0274b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees. �C���0274a�Radiated Power�Dec. in range 0.0 to 60.0 in dBW with Gain Reference Antenna Code.�C���0275�Vertical Radiation Pattern consisting of��C����10 Vectors, defined by� � ���0275b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.  �C���0275a�Radiated Power�Dec. in range 0.0 to 60.0 in dBW with Gain Reference Antenna Code.�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of� �O���0001�one or more Three Dimensional Zones, defined by� ����0003�Maximum Operating Height�Int. in range 0 to 20000 in feet �C���0546�Two Dimensional Service Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref: 0527.��0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for Wind Profiler Radar.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for Wind Profiler Radar.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if a Circular Zone is not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0156�Nature Of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�"AL" or  "AM", "LR" or "MR", "RN" or "NR", "SM" or "SA".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0129�Maximum Gain�Dec. in range 5.0 to 60.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1GHz as well as in all cases where the Transmitting Antenna is directional. In other cases mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1GHz.��

�For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.7	Service de radiodiffusion sonore en modulation de fréquence, bande des ondes métriques

Ce tableau s'applique aux systèmes de radiodiffusion sonore en modulation de fréquence exploités entre 30 MHz et 300 MHz.

�Radiodiffusion sonore en modulation de fréquence conformément aux Accords régionaux suivants, y compris les procédures de modification associées:

·	Stockholm 1961, modifié par la Conférence de Genève de 1985

·	Genève 1984

Notification au titre de l'article S11 dans les bandes suivantes:

·	87,5 - 108 MHz dans la Région 1, Afghanistan et Iran

·	76 - 108 MHz dans la Région 2

·	87 - 108 MHz dans la Région 3

·	autres bandes attribuées au service de radiodiffusion (renvois du Tableau d'attribution des bandes de fréquences)

·	à toute autre fréquence non mentionnée ci-dessus, lorsque la notification est effectuée conformément à l'article S4.4.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.  Currently  BR Identification Code is only 9 characters, it is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0157�Necessary Bandwidth Code�4 Char.�O���0351�Class Of Emission Code�Up to 5 Char.�M�Either "F3E" for monophonic and “F8E--” or “F9E--” for stereophonic signals. The codes may include 1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always "Y".��0149�Maximum Horizontally Polarised  Radiated Power�Dec. In range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "H" or "M".��0170�Maximum Vertically Polarised  Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "V" or "M".��0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0165�FM Transmission System Code�1 Char. in range 1 to 5�M���0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11. If not supplied it will be assumed to be “ True”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been  obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�O���0308�Stop Time�Time in UTC.�O����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�M���0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�M���0060�Vertically Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "V" or "M".���36 Vectors, defined by the� � ���0060a�Attenuation at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0060.��0060b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �R�Mandatory as defined in RDD 0060.��0273�Horizontally Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "H" or "M".���36 Vectors, defined by the� � ���0273a�Attenuation  at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0273.��0273b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in  degrees.�R�Mandatory as defined in RDD 0273.��0123�Effective Height Pattern consisting of� �M����36 vectors, defined by the� � ���0123a�Effective Antenna Height  at the following�Int. in range -400 to 5000 in metres�M���0123b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �M���������0128�Maximum Effective Height�Int. in range -400 to 5000 in metres�M���0550�Azimuth Of Maximum Effective Height�Int. in range 0 to 359 in degrees.�M���0131�Polarization Code�1 Char.�M�Always "H", "M" or "V".��0122�Directivity Indicator�True or False.�M����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.8	Service de radiodiffusion télévisuelle, bandes des ondes métriques et décimétriques

Ce tableau s'applique aux systèmes de radiodiffusion télévisuelle exploités entre 30 MHz et 1 000 MHz.

Radiodiffusion télévisuelle conformément aux Accords régionaux suivants, y compris les procédures de modification associées:

·	Stockholm 1961, modifié par la Conférence de Genève de 1985

·	Genève 1989

Notification au titre de l'article S11 dans les bandes suivantes:

·	47 - 68 MHz, 88 - 100 MHz, 174 - 230 MHz et 470 - 960 MHz dans la Région 1

·	54 - 72 MHz, 174 - 216 MHz et 470 - 890 MHz dans la Région 2

·	47 - 50 MHz, 54 - 68 MHz, 174 - 230 MHz et 470 - 960 MHz dans la Région 3

·	autres bandes attribuées au service de radiodiffusion (renvois du Tableau d'attribution des bandes de fréquences)

·	à toute autre fréquence non mentionnée ci-dessus, lorsque la notification est effectuée conformément à l'article S4.4.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters, it is proposed  this should be increased to 10 characters.  ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�R�Mandatory for digital television, supplied by the BR for analogue television.��0652�Frequency Offset�Frequency in range        -166.000 to +166.000 kHz.�R�Mandatory for digital television.��0064�Vision Carrier Nominal Frequency�Frequency in range 40.0 to 999.9 in MHz�R�Mandatory for analogue television.��0065�Vision Carrier  Frequency Offset Code�Up to 4  Char.�R�Mandatory for analogue television in GE89 and for ST61 if Vision Carrier Frequency Offset is not supplied.��0482�Sound Carrier  Frequency Offset Code�Up to 4  Char.�R �Mandatory for analogue television in GE89 and for ST61 if  Sound Carrier Frequency Offset is not supplied and is not equal to Vision Carrier Frequency Offset Code.��0551�Vision Carrier  Frequency Offset�Frequency in range        -300.000 to 300.000 kHz.�R�Mandatory for analogue television in North America and  if  Vision Carrier Frequency Offset Code is not supplied.��0552�Sound Carrier  Frequency Offset�Frequency in range        -300.000 to 300.000 kHz.�R�Mandatory for analogue television in North America if  Sound Carrier Frequency Offset Code is not supplied and is not equal to Vision Carrier Frequency Offset.��0553�Frequency Offset Stability Indicator�Up to 9 Char.�C�Either “Precision” or “Normal”��0347�Call Sign�Up to 10 Char.�O�If  Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�If Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always “X” for the Vision Carrier Nominal Frequency.��0149�Maximum Horizontally Polarised  Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "H".��0170�Maximum Vertically Polarised  Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "V".��0066�Vision To Sound Power Ratio�Int. in range 5 to 23 in dB.�R�Mandatory for analogue television.��0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0132�Synchronised Network Indicator�True or False.�R�Mandatory for Digital Television.��0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory for Digital Television if part of a single frequency network.��0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11. If not supplied it will be assumed to be “True”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BT".���Television System used by the Signal Configuration, using�����0283�Code�Up to 2 Char.�R�Mandatory for analogue television. For digital television although there are several different bit rates,  a common system has been agreed  for the purpose of coordination.���Colour System used by the Signal Configuration, using�����0078�Code�Up to 5 Char.�R�Mandatory for analogue television.���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�O���0308�Stop Time�Time in UTC.�O����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�M���0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�M���0060�Vertically Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "V".���36 Vectors, defined by the� � ���0060a�Attenuation at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0060.��0060b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �R�Mandatory as defined in RDD 0060.��0273�Horizontally Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "H".��0273a�Attenuation  at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0273.��0273b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in  degrees.�R�Mandatory as defined in RDD 0273.��0128�Maximum Effective Height�Int. in range -400 to 5000 in metres.�M���0550�Azimuth Of Maximum Effective Height�Int. in range 0 to 359 in degrees. �M���0123�Effective Height Pattern consisting of� �M����36 vectors, defined by� � ���0123a�Effective Antenna Height  at the following�Int. in range -400 to 5,000 in metres.�M���0123b�Azimuth�Int. in range 0 to 350 in multiples   of 10 in degrees. �M���0131�Polarization Code�1  Char.�M�"V" or "H" or "M" ("V" or "H" digital television and GE89 only).��0122�Directivity Indicator�True or False.�M����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.9	Service de radiodiffusion - Régions 1 et 3, bandes des ondes kilométriques et hectométriques

Ce tableau s'applique aux systèmes de radiodiffusion sonores exploités entre 150 kHz et 2 000 kHz.

Radiodiffusion sonore conformément à l'Accord régional de Genève, 1975, y compris la procédure de modification associée.

Notification au titre de l'article S11 dans les bandes suivantes:

·	148,5 - 283,5 kHz et 526,5 - 1 606,5 kHz dans la Région 1

·	526,5 - 1 606,5 kHz dans la Région 3

·	autres bandes attribuées au service de radiodiffusion (renvois du Tableau d'attribution des bandes de fréquences)

·	à toute autre fréquence non mentionnée ci-dessus, lorsque la notification est effectuée conformément à l'article S4.4.

Note: 	Pour la radiodiffusion en ondes kilométriques/hectométriques dans les Régions 1 et 3, le BR a mis au point un système de notification qui permet de notifier simultanément des Signal Configurations (configurations de signal) en période aussi bien diurne que nocturne, ce qui évite la duplication des données. Comme cela est dit dans l'introduction, les éléments de données énumérés dans la section représentent les renseignements demandés pour la notification et la coordination d'une seule émission radioélectrique. La fiche de notification du BR indiquera les éléments de données énumérés ci-dessous qui doivent être fournies pour le fonctionnement en période aussi bien diurne que nocturne.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0157�Necessary Bandwidth Code�4 Char.�R�Mandatory for notification under Article S11.��0351�Class of Emission Code�Up to 5 Char.�M�Either  ”A3E--” or “A8E--”. The codes may include  1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing the Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing the Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�BR�Always “Z”.��0554�Antenna Input Power�Dec in range 0.01 to 1000.00 kW.�M���0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code (M).�M���0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11.��0132�Synchronised Network Indicator�True or False.�M���0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory if Synchronised Network Indicator is “True” (GE75, P341).��0120�Adjacent Channel Protection Ratio �1 Char.�M�Either “A” , “B”, “C” or “D”.��0183�Local Operation Period Code�Up to 2 Char.�M�Either “HJ” or “HN” or “JN”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0133�Type Code�1 Char.�M���0536�Physical Height�Int. in range 10 to 300 in metres.�R�Mandatory if a  Type A  Transmitting Antenna.��0507�Horizontal Gain Pattern consisting of� �R�Mandatory  for a  Type B  Transmitting Antenna.���36 Vectors, defined by the� � ���0507a�Gain at the following�Dec. in range -5.0  to 10.0 in dB with Gain Reference Antenna Code (M).�R�Mandatory as defined in RDD 0507.��0507b�Azimuth�Int. in range 0 to 350 in multiples   of 10 in degrees. �R�Mandatory as defined in RDD 0507.��0508�Elevation Gain Pattern consisting of� �O�For night-time operation only It is recommended that a Vertical Gain Pattern is supplied, if a full Elevation Gain Pattern is not available.���up to 36 Vectors repeated for each one of nine� � ���0508c�Elevation Angles�Int. in range 10 to 90 in  multiples  of 10 in degrees.�O����with each Vector defined by the � � ���0508a�Gain  at the following�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code (M).�O���0508b�Azimuth�Int. in range 0 to 350 in  multiples  of 10 in degrees.�O���0502�or a Vertical Gain Pattern  consisting � �O�Recommended to be supplied for night-time operations only if an Elevation Gain Pattern is not supplied.���9 Vectors, defined by the� � ���0502a�Gain at the following�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code (M).�O���0502b�Elevation Angle�Int. in range 10 to 90 in  multiples of 10 in degrees.�O���0124�Ground Conductivity�1 Char. �M�The Ground Conductivity Code can be captured from maps and therefore it is proposed for deletion. ���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.10	Service de radiodiffusion - Région 2, bande des ondes hectométriques

Ce tableau s'applique aux systèmes de radiodiffusion sonore exploités entre 300 kHz et 2 000 kHz.

Radiodiffusion sonore conformément à l'Accord régional de Rio de Janeiro, 1981, y compris la procédure de modification associée.

Notification au titre de l'article S11 dans les bandes suivantes:

·	525 - 535 kHz

·	535 - 1 605 kHz

·	1 605 - 1 705 kHz

·	à toute autre fréquence non mentionnée ci-dessus, lorsque la notification est effectuée conformément à l'article S4.4.

�Note: 	Pour la radiodiffusion en ondes kilométriques/hectométriques dans la Région 2, le BR a mis au point un système de notification qui permet de notifier simultanément des Signal Configurations (configurations de signal) en période aussi bien diurne que nocturne, ce qui évite la duplication des données. Comme cela est dit dans l'introduction, les éléments de données énumérés dans la section représentent les renseignements demandés pour la notification et la coordination d'une seule émission radioélectrique. La fiche de notification du BR indiquera les éléments de données énumérés ci-dessous qui doivent être fournis pour le fonctionnement en période aussi bien diurne que nocturne.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�M���0157�Necessary Bandwidth Code�4 Characters�O���0351�Class Of Emission Code�Up to 5 Char.�M�Always “A3E--” The codes may include  1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing RDD 0150 is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing RDD 0347 is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always “Z”.��0554�Antenna Input Power�Dec in range 0.01 to 10.00 kW.�M���0471�RMS Radiation�Dec. in range 0.0 to 9999.99 in mV/m at 1km.�M���0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR Conformity Indicator�True or False�R�Mandatory for notification under Article S11.��0360�Station Coverage Code�1 Char.�M���0132�Synchronised Network Indicator�True or False.�M���0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory if the Synchronised Network Indicator is “True” (RJ81, Annex 2 Section 1 Item 1.15). ��0183�Local Operation Period Code�Up to 2 Char.�M�Either “HJ” or “HN” or “JN”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0382�Electrical Height�Dec. in range 50 to 250 in degrees.�R�Mandatory if a Type A  Transmitting Antenna Identical to (RDD ref: 0394) Tower Electrical Height (Appendix S4 item 9T7).��0133�Type Code�1 Char.�M�Either “A”  or “ B”. ��0383�Pattern Type�1 Char.�R�Either “ T” , “ M”  or “ E”. �Mandatory if Type B  Transmitting Antenna��0359�Special Quadrature Factor�Dec. in range 0.01 to 10.00  in mV/m.�O�If requested by the Administration for a Type B  Transmitting Antenna with Pattern Type “M”  or “E”.���For each Tower that forms a part of Type B  Transmitting Antenna, provide the� � ���0397�Structure Code�1 Char.�M�Either  “0”, “1”  or “ 2”.��0396�Identification Number�Int. in range 1 to 12.�M���0390�Angular Orientation�Dec. in range 0.00 to 359.99 in degrees.�R�Mandatory for multiple Towers.��0391�Reference Number�Int. in  range 1 to 12.�R�Mandatory for multiple Towers. Currently the Reference Number is known as the “Reference Tower” and supplied as a binary character. It is proposed that this should be changed to the number of the Tower used as a reference.��0392�Electrical Spacing�Dec. in range 40.0 to 1200.0  in degrees.�R�Mandatory for multiple Towers.��0393�Field Phase Difference�Dec. in range -359.99 to 359.99 in degrees.�R�Mandatory for multiple Towers.��0394�Electrical Height�Dec. in range 50.0 to 250.0 in degrees.�M���0395�Field Strength Ratio�Dec. in range 0.0000 to 10.0000.�R�Mandatory for multiple Towers. Currently the Field Strength Ratio has a precision of 2 decimal places it is proposed that it should be increased to 4 decimal places. ��0388�Height Difference�Dec. in range 10.0 to 180.0 in degrees.�R�Mandatory for a Top Loaded Tower

 Identical to (RDD ref: 0379) Sectionalised Tower Height Difference (Appendix S4 item 9T9D). ��0377� Lower Section Electrical  Height�Dec. in range 50.0 to 250.0 in degrees.�R�Mandatory for a Sectionalised Tower.��0376� Lower Section Height Difference�Dec. in range 0.0 to 180.0 in degrees�R�Mandatory for a Sectionalised Tower.��0379� Height Difference�Dec. in range 0.0 to 30.0 in degrees.�R�Mandatory for a Sectionalised Tower. Note: if the Sectionalised Tower is not itself top loaded the Height Difference is 0 degrees.���For each Antenna Radiation Pattern Augmentation that describes a modification to the radiation pattern of a Type B  Transmitting Antenna, provide the� � ���0357�Serial Number�Int. in range 1 to 99.�R�Mandatory if the Pattern Type  is “M”.��0356�Central Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Pattern Type  is “M”.��0355�Central Azimuth Radiation�Dec. in range 0.0 to 9999.9 in mV/m.�R�Mandatory if the Pattern Type  is “M”.��0358�Total Span�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Pattern Type  is “M”.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����2.11	Service de radiodiffusion - Bandes des ondes décamétriques et bandes tropicales

Ce tableau s'applique aux systèmes de radiodiffusion sonore exploités entre 2,3 et 30 MHz.

Radiodiffusion sonore conformément à l'article S12.

Notification au titre de l'article S11 dans les bandes suivantes:

·	2 300 - 2 498 kHz, 3 200 - 3 400 kHz, 4 750 - 4 995 kHz et 5 005 - 5 060 kHz (zone tropicale)

·	à toute autre fréquence non mentionnée ci-dessus, lorsque la notification est effectuée conformément à l'article S4.4.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric��0371�Alternative Frequency�Frequency.�O�Possibly more than one Alternative Frequency.��0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz�R�Mandatory if a frequency assignment is requested under Article S7.6.��0157�Necessary Bandwidth Code�4 Char.�R�Mandatory if HF Transmission Code =”D”.��0351�Class Of Emission Code�Up to 5 Char.�R�Mandatory as defined in RDD 0157.��0347�Call Sign�Up to 10 Char.�R�Mandatory when notifying under Article S11 or Article S12.��0159�Power Measurement Method Code�1 Char.�M�Either "Z" for Double Side Band emissions or "X" for Single Side Band emissions.��0166�Transmitter Output Power�Dec. in range  10.0 to 60.0 in dBW�M���0141�Date Of Bringing Into Use�Date�R�Mandatory if Start Date does not coincide with the Season Of Operation schedule periods.��0512�HF Transmission System Code�1 Char.�M�Either  “D”, “T” or “S”. ��0132�Synchronised Network Indicator�True or False.�O���0546�Two Dimensional Service Zone consisting of� �M���0366�either   one or more CIRAF Zones, using� � ���0368�Zone Number and�Int. in range 1 to 99.�R�Mandatory for Article S12 or if neither Circular Zone nor Geographical Area Code is used.��0367�Quadrant Code�Up to 2  Char.�R�Mandatory for Article S12 or if neither Circular Zone nor Geographical Area Code is used.��0069�or   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates and its�Long/Lat(dm).�R�Mandatory if neither a CIRAF Zone nor Geographical Area Code is used.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory if neither a CIRAF Zone nor Geographical Area Code is used.��0173�or   one or more Geographical Area, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if neither a CIRAF Zone nor Circular Zone is used.��0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For each Season of Operation during which the Signal Configuration operates, provide the���Note: deleted at WRC97 but still required for HFBC.��0247�Code�Up to 5 Char.�R�Mandatory for Article S12.��0538�Start Date�Date.�O���0539�Stop Date�Date.�O����For each Day Of Operation during which the Signal Configuration operates, provide the� � ���0500�Indicator�Up to 9 Char. �R�Mandatory if  not in operation seven days a week.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False.�M���0129�Maximum Gain�Dec. in range 0.0 to 15.0 in dB with Gain Reference Antenna Code (i).�R�Mandatory if the Maximum Gain is different from the Maximum Gain associated with the relevant Reference Pattern (RDD 0110) in the ITU-R antenna handbook.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the  Transmitting Antenna  is directional in the horizontal plane.��0109�Elevation Angle of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if Directional  Transmitting Antenna  is used.��0110�Reference Pattern consisting of� �M���0110c�a ITU-R Antenna Characteristic Code�Up to 10 Char.�M���0476�Radiator Type�1 Char.�M�Either “E”  or “C”.��0477�Reflector Type�1 Char.�R�Mandatory if the Transmitting Antenna is equipped with reflectors; either  “T”   or "A”.��0478�Design Frequency�Frequency.�O���0480�Slew Angle�Int. in range 0 to 30 in degrees.�R�Mandatory if the Directional  Transmitting Antenna ‘s  beam is slewed. ���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.12	Service fixe - Liaisons fixes point à point, bandes des ondes décamétriques, métriques, décimétriques, centimétriques et millimétriques

Ce tableau s'applique aux stations du service fixe pour des liaisons point à point.

Pour une station du service fixe en ondes décamétriques, l'antenne d'émission peut être directive ou équidirective. Le signal en provenance d'une antenne d'émission peut être reçu en un certain nombre de sites différents, l'onde ionosphérique revenant vers la Terre. La propagation est affectée par les variations de l'ionosphère ainsi que par la fréquence utilisée et/ou par la distance du site d'émission. Les conditions ionosphériques du site de réception varient entre le jour et la nuit.

Pour une station du service fixe en ondes décamétriques, il convient se reporter à l'article S4 du Règlement des radiocommunications pour le fonctionnement et les restrictions imposées aux Signal Configurations (configurations de signal) décrites par ce modèle.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.  Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz.�R�Mandatory if a frequency assignment is requested under RR S7.6.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M�"F3E" and "G3E" emissions are prohibited below 30 MHz  RR S24.2 Art S24.��0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not required.��0347�Call Sign�Up to 10 Char.�R�Mandatory below 28 MHz RR S19.7.��0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0 to 40.0 in dBW.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0570�Power Control Range�Dec. in range 10.0 to 20.0 in dB.�R�Mandatory for HF fixed links if power control is used.��0484�Energy Dispersal Description�Text.�C���0485�Pre-emphasis PP Frequency Deviation�Dec. in range 0.0 to 15.0 in MHz.�C���0572�Pre-emphasis RMS Frequency Deviation�Dec. in range 20.0 to 300.0   in kHz.�C���0154�Maximum Power Density Over 4kHz�Dec. in range -170 to 30.0 in dB(W/Hz).�C���0571�Maximum Power Density Over 1MHz�Dec. in range -200.0 to 20.0 in dB(W/Hz).�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0156�Nature Of Service Code�2 Char.�O�Only "CO", "CP", "CR", "CV", “HP”, "PX", “MX”, "OT" and “ST” valid  (also “AX” after 1 January 1999).��0494�Class Of Operation Code�1 Char.�R�Mandatory for HF only.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FX"(“AX” is allowed until 1 January 1999).���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the Transmitting Antenna beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range -90.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O���0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic  Code�Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � � ����36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. In range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �����up to 19 Vectors, defined by� ����0502b�Elevation Angle�Int. in range -90 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0 to 50.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����For the Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms)�M���0160�Receiving System Noise Temperature�Int. in range 20 to 6000 in Kelvin.�C����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M����Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.13	Service fixe - Liaisons point-multipoint, bandes des ondes décamétriques, métriques, décimétriques, centimétriques et millimétriques

Ce tableau s'applique au signal émis par une Transmitting Antenna (antenne d'émission) unique vers deux ou plus de deux Receiving Antenna (antennes de réception).



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification �Up to 20 Char.�R�Mandatory if a Call Sign is not supplied.��0347�Call Sign�Up to 10 Char.�O���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0  to 40.0 in dBW.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0570�Power Control Range�Dec. in range 10.0 to 20.0 in dB.�R�Mandatory for HF fixed links if power control is used.��0484�Energy Dispersal Description�Text.�C���0485�Pre-emphasis PP Frequency Deviation�Dec. in range 0.0 to 15.0 in MHz.  �C���0572�Pre-emphasis RMS Frequency Deviation�Dec. in range 20.0 to 300.0 in kHz.�C���0154�Maximum Power Density over 4kHz�Dec. in range -170.0 to 30.0 in dBW/Hz.�C���0571�Maximum Power Density over 1MHz�Dec. In range -200.0 to 20.0 in dBW/Hz.�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� � R�Mandatory if the Sites for the individual  Receiving Antenna are not known.��0328�either   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Circular Zone or the Geographical Areas are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0069�       or   a Circular Zone, defined by���Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�                 Centre Geographical Coordinates�Long/Lat(dm)�R�Mandatory as defined in RDD 0069.��0071�                 Radius�Int. in range 1 to 20000 km.�R�Mandatory as defined in RDD 0069.��0156�Nature Of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV", “HP”,  “PX”, “MX”, "OT" and “ST”  valid (Also “AX” after 1 January 1999).���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FX" (“AX” is  allowed until 1 January 1999).���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if in band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0129�Maximum Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range -90.0 to 90.0 in degrees.�R�Mandatory if in band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � �����36 Vectors, defined by� ����0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. In range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �����up to 19 Vectors, defined by� ����0502b�Elevation Angle�Int. In range -90 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M����Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����For each  Receiving Antenna that is the target of the Signal Configuration, provide the� � �Mandatory if the Sites for the individual  Receiving Antenna(s) are known.��0037�Geographical Coordinates�Long/Lat(dms).�R���0160�Receiving System Noise Temperature�Int. in range 20 to 6000 in Kelvin.�C����For the Site where the  Receiving Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�R�Mandatory if the Site for the individual  Receiving Antenna(s) are known. Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if the Site for the individual  Receiving Antenna(s) are known.��2.14	Service mobile terrestre - Station de base réceptrice, bandes des ondes décamétriques, métriques et décimétriques

Ce tableau s'applique au signal émis par une station mobile et destiné à être reçu par une Receiving Antenna (antenne de réception) connue en un point fixe, ou par une Receiving Antenna (antenne de réception) transportable lorsqu'une protection est demandée pour la zone de mobilité. Bien que l'antenne d'émission soit équidirective, la zone de mobilité peut être définie par des points spécifiques car la station réceptrice de base utilise une antenne directive.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.� ���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range  0.0 to 30.0 in dBW.�R�Mandatory in the bands below 28000 kHz, For other bands mandatory if Maximum Radiated Power is not supplied. ��0155�Maximum Radiated Power�Dec. in range -10.0 to 40.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0350�Channel Occupation Indicator�True or False.�O�CEPT, Vienna Agreement, not in APS4.��0145�Frequency Category Code�1 Char. in range 1 to 5�O�CEPT, Vienna Agreement, not in APS4.��0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either  a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat (dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or      between 3 and 6 Zone Boundary Coordinates, defined by���Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�           Geographical Coordinates�Long/Lat (dms).�R�Mandatory as defined in RDD 0328.��0511�           Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or        one or more Geographical Areas, using� � �Mandatory if the  Circular Zone  or the Zone Boundary Coordinates are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV" and "OT" valid.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "ML".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the  Receiving Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���For  the Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.15	Service mobile terrestre - Station de base émettrice, bandes des ondes décamétriques, métriques et décimétriques

Ce tableau s'applique au signal émis par une Transmitting Antenna (antenne d'émission) située en un point fixe destiné à être reçu par une station mobile ou une station transportable lorsqu'une protection est demandée pour l'émetteur et pour sa zone de service.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently the BR Identification Code is only 9 characters. It is proposed that this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Characters�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification �Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -5.0 to 40.0 in dBW�R�Mandatory in the bands below 28000 kHz as well as in the bands above 1 GHz shared with space services. For other bands mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 50.0 in  dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with space services above 1 GHz. For other bands mandatory if the Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0350�Channel Occupation Indicator�True or False.�O�CEPT, Vienna Agreement, not in APS4.��0145�Frequency Category Code�1 Char. in range 1 to 5.�O�CEPT, Vienna Agreement, not in APS4.��0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Zone Boundary Coordinates or the Circular Zones are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV" and "OT" valid.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FB".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if in band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if in band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0129�Maximum Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if in a band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � � ����36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� � ����10 Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degree.�O���0502a�Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.16	Service mobile maritime - Station côtière émettrice, bandes des ondes myriamétriques, kilométriques, hectométriques, décamétriques et métriques

Ce tableau s'applique à une station côtière du service mobile maritime (y compris le service NAVTEX).

Station côtière (émettrice)

Polarisation verticale.

Transmission base à mobile (navire) dans le service mobile maritime. L'antenne d'émission est habituellement équidirective mais une antenne directive peut être utilisée pour éviter de causer des brouillages aux systèmes terrestres ou, en ondes métriques, pour étendre la couverture dans les baies et les estuaires. La zone de service, normalement circulaire, peut être définie par des points ou zones spécifiques, soit parce qu'on utilise une antenne directive soit par effet d'écran du terrain. La portée utile est limitée par la gamme de fréquences et par la puissance d'émission de la station de navire.

Gammes de fréquences:

Ondes myriamétriques - ondes kilométriques;

Ondes hectométriques (normalement avec une portée de 500 km);

Ondes décamétriques (normalement avec une portée de 20 000 km);

Ondes métriques de 156 à 174 MHz (normalement avec une portée de 60 km).

NAVTEX

Le service international NAVTEX est le système qui permet la radiodiffusion et la réception automatique d'informations de sécurité maritime par télégraphie à impression directe à bande étroite sur 518 kHz en langue anglaise pour satisfaire aux exigences de la Convention internationale pour la sauvegarde de la vie humaine en mer (SOLAS). Les stations NAVTEX exploitent un réseau à une seule fréquence. Chaque station couvre une zone maritime spécifique et émet pendant une période de MM minutes toutes les HHMM heures et minutes ou à des intervalles irréguliers. La zone de couverture est identifiée par un caractère de type B1 (de A à Z) et peut être sélectionnée par réglage du récepteur de façon à ne recevoir que les messages en provenance de certaines stations.

Gammes de fréquences:

518 kHz: service international NAVTEX, émissions en langue anglaise seulement;

490 kHz: émission en langue nationale (facultative), ne peut être assurée qu'après déploiement de tous les éléments du système SMDSM;

4 209,5 kHz: Fréquence qui remplace celle de 518 kHz en zone tropicale.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0349�Plan Channel Number�Up to 10 Char.�C�Mandatory if part of the RARC 85 Plan (in the coordination process).��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not required.��0347�Call Sign�Up to 10 Char.�R�Mandatory if the assignment is used for Radiotelephony or NAVTEX.��0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range  0.0 to 40.0 in dBW.�R�Mandatory in the bands below 28000 kHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  0.0 to 45.0 in dBW with Gain Reference Antenna Code.�R�Mandatory in the bands below 28000 kHz. and  if Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in years.�O���0346�Transmission Coverage Area Identifier�1 Char.�R�Mandatory if radio system is NAVTEX.��0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� ����0069�either   a Circular Zone, consisting of� � �Note: In the case of the NAVTEX system, this is known as the NAVTEX ground wave coverage area. Mandatory for NAVTEX. For other radio systems mandatory if the Zone Boundary Coordinates or Geographical Area are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 50 to 500 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory in the Circular Zone or Geographical Area are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number� Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0185�or   one or more Maritime Zones, using� � ���0187�Code� 5 Char.�R�Allowed in the bands below 28000 kHz.��0156�Nature of Service Code�2 Char.�M�Always "CO", "CP", "CR", "CV", "FS" or "OT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FC" or "FP".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M���0142�NAVTEX Transmission Duration �Int. in range 5 to 30 in minutes.�R�Mandatory for NAVTEX.��0549�NAVTEX  Transmission Interval�Int. in range 10 to 240  in minutes.�R�Mandatory for NAVTEX.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0110�Reference Pattern  consisting of� �O���0110c�a ITU-R Antenna Characteristic Code� Up to 10 Char.� ����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.17	Service mobile maritime - Station côtière réceptrice, bandes des ondes myriamétriques, kilométriques, hectométriques et métriques

Ce tableau s'applique à une station côtière réceptrice du service mobile maritime exploitée dans la bande des ondes hectométriques.

Station de navire (émettrice)

Transmission de mobile (navire) à base dans le service mobile maritime. Bien que la Transmitting Antenna (antenne d'émission) soit équidirective, la zone de mobilité peut être définie par des points ou des zones bien précises car la station de base réceptrice utilise une antenne directive (par exemple pour étendre la couverture dans les baies et les estuaires). La portée utile est limitée par la gamme de fréquences et par la puissance d'émission de la station de navire.

�Gammes de fréquences:

Ondes myriamétriques - ondes kilométriques;

Ondes hectométriques (normalement avec une portée de 500 km);

Ondes décamétriques (normalement avec une portée de 20 000 km);

Ondes métriques de 156 à 174 MHz (normalement avec une portée de 60 km).



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range �-5.0 to  30.0 in dBW.�R�Mandatory in the bands below 28000 kHz. For VHF maximum power is 25 w carrier power.��0155�Maximum Radiated Power�Dec. in range  0.0 to 30.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if in band above 28000 kHz and if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory if a Maritime Zone is not provided.��0071�Radius�Int. in range 1 to 20000 in km.�R�For VHF 5 to 60 km; MF 50 to 500 km; HF/LF/VLF to 20000 km. Mandatory as defined in RDD 0070.��0185�or   one or more Maritime Zones, using� � ���0187�Code�5 Char.�R�Allowed only in the bands below 28000 kHz.��0156�Nature Of Service Code�2 Char.�M�Always "CO", "CP", "CR", "CV" or "OT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "MS".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.18	Service mobile maritime - Plan de l'appendice S25 pour les stations côtières, bandes des ondes décamétriques

Ce tableau concerne l'application de la procédure de mise à jour du Plan d'allotissement des fréquences figurant dans l'appendice S25.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M�“I” for initial allotment, “A” for additional allotment, “R” for replacement allotment.��0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0495�Channel Number�Int. in range 401 to 2509.�M���0496�Alternative Channel Number� Int. in range 401 to 2509.�O���0497�Channel Number to Be Replaced�Int. in range 401 to 2509.�R���0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz.�R�Mandatory when an Administration requests the assistance of the Bureau under Article S7.6.��0157�Necessary Bandwidth Code�4 Char.�M�Always “2K80”.��0351�Class Of Emission Code�Up to 5 Char.�M�Always “J3E”.��0159�Power Measurement Method Code�1 Char.�M�Always “X”.��0166�Transmitter Output Power�Dec. in range -10.0 to 40.0  in dBW.�M���0446�Maximum Length Of Circuit�Int. in range 0 to 20000 in km.�M�

��0141�Date Of Bringing Into Use�Date.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory if the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0071�Radius�Int. in range 500 to 20000 in km.�R�Mandatory if the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0185�one or more Maritime Zones, using� � ���0187�Code�5 Char.�R�Mandatory unless the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0156�Nature Of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6  Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M�����For each Traffic Characteristics that further defines the Signal Configuration, provide the� � ���0465�Start Peak Hours�Time.�M���0466�Stop Peak Hours�Time.�M���0467�Daily Volume�Int. in range 0 to 1440 in minutes.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�R�Mandatory for initial allotments.��0122�Directivity Indicator�True or False.�M���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0129�Maximum Gain�Dec. in range -5.0  to 10.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0110�Reference Pattern  consisting of� �O���0110c�	  a ITU-R Antenna Characteristic Code�Up to 10 Char.� ����For the Site where the  Transmitting Antenna may be  located, provide the� � ���0267�Name�Up to 30 Char.�R�Mandatory for initial allotments. Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Maritime HF Allotment  Area where the Site may be  located, using� � ���0578 �Code�Up to 6  Char.�M�Use symbols from Appendix 8 to the RDD.���2.19	Stations d'émission type exploitées au-dessus de 28 MHz

Lorsqu'une fréquence donnée au-dessus de 28 MHz est utilisée par un grand nombre de stations émettrices de Terre du même service (comme le service mobile terrestre) présentant des caractéristiques identiques, ces stations peuvent être représentées par une station type et peuvent être notifiées au titre du numéro S11.17. Ce type de notification n'est pas autorisé pour les stations de radiodiffusion (S11.19) ni pour des stations de Terre émettant dans la même bande de fréquences qu'une station terrienne (RR 1225) ni pour des stations de Terre d'émission exploitées dans les bandes de fréquences définies dans le Tableau II de l'appendice S7 lorsque leur p.i.r.e. dépasse les limites indiquées dans ce Tableau II (S11.21), ni pour des stations de Terre d'émission exploitées dans les bandes de fréquence partagées avec les services spatiaux énumérés dans les numéros S21.7 et S21.6.



RDD Ref.�Data Item Name�Data Format�Use�Conditions of Use���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -5.0 to 40.0 in dBW.�R�Mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 70.0 in  dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Zone Boundary Coordinates or the Circular Zones are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC�M���0308�Stop Time�Time in UTC�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0129�Maximum Gain�Dec. in range -5.0  to 

40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Transmitting Antenna is directional and the Maximum Radiated Power is not supplied.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�7 Char.�M�Always “Typical”.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����

____________________
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