recomendación  UIT-R  SM.1413

DICCIONARIO DE DATOS DE RADIOCOMUNICACIONES

Para notificación y coordinación

(Cuestión UIT�R 65/1)



Rec. UIT-R SM.1413

La Asamblea de Radiocomunicaciones de la UIT,

considerando

a)	que los procedimientos de notificación y coordinación se refieren a una amplia gama de sistemas radioeléctricos desarrollados a lo largo del tiempo;

b)	que es necesario elaborar y adoptar criterios más precisos para la compartición y coordinación de frecuencias de los sistemas espaciales y terrenales nuevos y existentes;

c)	que los efectos del cambio tecnológico rápido y de la introducción de nuevos servicios harán aumentar el número de datos que deben identificarse de forma única y exigirá un diccionario de datos que sea flexible y que forme parte de un sistema coherente;

d)	que las administraciones deben poder ser capaces de identificar adecuada y correctamente la información y las descripciones sobre gestión de frecuencias para múltiples procesos internos que incluyen la capacitación del personal y la preparación de conferencias y reuniones;

e)	que las diferencias de las definiciones de los datos y unidades entre los distintos servicios y bandas de frecuencias complican la identificación única de cada uno de los datos;

f)	que para que el intercambio electrónico de datos sea fructífero, deben en primer lugar convenirse e identificarse de forma única los datos que vayan a intercambiarse entre administraciones y la Oficina de Radiocomunicaciones de la UIT;

g)	que el apéndice S4 del Reglamento de Radiocomunicaciones (RR) define los grupos de datos que las administraciones deben facilitar, en las distintas etapas o para las diferentes categorías de servicios, a la Oficina de Radiocomunicaciones, pero no define con detalle los propios datos o sus formatos;

�h)	que las definiciones más detalladas y los formatos de los datos están esparcidos por diversos textos del UIT�R, entre los que están las cartas circulares y el Prefacio de la Lista Internacional de Frecuencias (LIF), y que sería aconsejable concentrar toda esta información en un texto único;

j)	que la introducción de un diccionario de datos que contenga los términos de radiocomunicaciones para los datos definidos de manera única relativos a los procesos de notificación:

i)	ayudaría a la introducción del intercambio electrónico de datos;

ii)	simplificaría el proceso de traducción de los textos del UIT�R y de otros textos a otros idiomas;

iii)	facilitaría a las administraciones la comprensión de las definiciones de los términos, independientemente del idioma original utilizado para definirlos;

iv)	mejoraría la precisión de los datos que facilitan las administraciones;

k)	que sería necesario mantener un diccionario de datos que permita regristrar el cambio de la tecnología y la futura ampliación del número de datos;

l)	que la existencia de un diccionario de datos sería una ayuda para que las Conferencias Mundiales de Radiocomunicaciones (CMR) actualicen y mejoren el Reglamento de Radiocomunicaciones, y en particular el apéndice S4,

reconociendo

a)	que la elaboración de un diccionario de datos exigiría un proceso constante de introducción de mejoras y de actualización con arreglo a la evolución de las radiocomunicaciones,

recomienda

1	que el diccionario de datos de radiocomunicaciones (DDR) que figura en el anexo 1 se utilice como referencia que complemente al apéndice S4 del Reglamento de Radiocomunicaciones para facilitar los procesos de publicación anticipada, coordinación y notificación de las asignaciones de frecuencias con la Oficina de Radiocomunicaciones de la UIT y para los procesos de coordinación entre administraciones;

2	que la Comisión de Estudio 1 vele por el mantenimiento constante del DDR con la ayuda de un Grupo de Relator en el que participe la Oficina de Radiocomunicaciones de la UIT.

�ANEXO 1

Diccionario de datos de radiocomunicaciones

Antecedentes

Al crear directrices para las administraciones sobre el intercambio electrónico de información de gestión del espectro, pudo verse que los datos sobre notificación y coordinación eran los elementos más frecuentes de información que se intercambiaban entre administraciones y entre éstas y la Oficina de Radiocomunicaciones (BR). No obstante, la información necesaria para facilitar este intercambio figura en numerosos documentos, y a menudo con descripciones incongruentes o inexactas. En algunos documentos, esta información o la explicación correspondiente es tan somera que su significado resulta ambiguo o equívoco. Estos problemas hacen más difícil a las administraciones y a la BR la notificación y coordinación de los sistemas radioeléctricos, introduciendo demoras innecesarias y forzando a un mayor esfuerzo para todo el proceso. Si las demoras de los procesos de notificación y coordinación se traducen en retardos en la introducción de los servicios, pueden aumentar los costes correspondientes para las administraciones y los operadores de sistemas radioeléctricos.

El aumento de la congestión del espectro radioeléctrico y la necesidad de una mayor compartición de éste hará aumentar el volumen de datos a intercambiar. Si se desea intercambiar de forma eficaz y eficiente los datos en formato escrito, es importante que todas las partes que intervienen en el proceso comprendan el significado preciso de los datos que se intercambian. Si los datos se han de intercambiar electrónicamente, la comprensión exacta resulta fundamental. Para resolver estos problemas se propuso la elaboración de un diccionario de los datos de radiocomunicaciones que se utilizan en los procesos de notificación y coordinación. Dicho documento podría también ser útil para las administraciones en sus propios procesos internos de gestión de frecuencias, especialmente cuando se emplean sistemas informáticos que necesariamente deben abarcar múltiples funciones tales como las de solicitud de licencias, desarrollo de instrumentos de ingeniería y aplicaciones, capacitación del personal, etc. También ofrece grandes posibilidades como ayuda a las administraciones en la elaboración de sus diversas contribuciones a las reuniones y conferencias técnicas, ya sea las de la estructura de la UIT, como las de otras organizaciones externas en las que pueden tratarse aspectos técnicos.

Ésta es la primera edición del diccionario de datos de radiocomunicaciones (DDR). Este documento pretende servir como referencia autorizada de la información sobre los datos utilizados en los procesos de notificación y coordinación. También se espera que el DDR sustituya a las descripciones de los datos que figuran en el Prefacio de la Lista Internacional de Frecuencias.

El DDR lleva para cada dato: una descripción precisa y sin ambigüedad, una información del formato de los datos y las condiciones de utilización. Asimismo, incluye cuadros para cada tipo de servicio radioeléctrico que describen la información necesaria durante la coordinación y notificación de las estaciones de estos servicios radioeléctricos. 

También se ha puesto de relieve que puede haber repercusiones en determinados capítulos del Reglamento de Radiocomunicaciones, especialmente en el apéndice S4 que ofrece los actuales requisitos y definiciones de los datos utilizados en la coordinación y la notificación. El apéndice S4 contiene una serie de elementos cuya definición puede mejorarse y también es posible introducir en él nuevos conceptos, así como la separación de una serie de elementos actuales en subelementos. Dichos cambios pueden contribuir a mejorar la descripción de las condiciones técnicas y de servicio específicas. Se invita a las administraciones a examinar estos posibles cambios, pues si han de aplicarse, habrán de ser objeto de las propuestas adecuadas a una CMR competente.
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�1.0	Introducción

El diccionario de datos de radiocomunicaciones (DDR) ofrece la definición de las informaciones exigidas para la notificación de los sistemas de radiocomunicaciones terrenales y espaciales. El DDR describe también las condiciones específicas que rigen las notificaciones según el apéndice S4 del Reglamento de Radiocomunicaciones (RR), otras disposiciones de dicho Reglamento y los diversos Planes Regionales. Además, el DDR contiene la información necesaria para la coordinación de los servicios terrenales y espaciales.

1.1	Objetivos y alcance

El objetivo del DDR es mejorar el intercambio de los datos de notificación y coordinación entre administraciones y entre éstas y la Oficina de Radiocomunicaciones (BR):

i)	ofreciendo una amplia fuente única de referencia que sustituirá a otros documentos similares existentes;

ii)	presentando descripciones coherentes, precisas y sin ambigüedades de los datos, con referencias, si procede, a otra documentación de la UIT que contenga información adicional pertinente;

iii)	ofreciendo a las administraciones una fuente para su proceso interno de gestión de frecuencias que puede incluir aspectos tales como los de capacitación del personal, intercambio de datos técnicos, mejora de los sistemas informatizados y preparación de conferencias y reuniones.

1.2	Planteamiento

El DDR se ha elaborado teniendo en cuenta:

i)	las diversas ediciones del Reglamento de Radiocomunicaciones, los Planes Regionales, las cartas circulares del UIT�R y las Recomendaciones y el Prefacio de la Lista Internacional de Frecuencias;

ii)	las entrevistas efectuadas por los Relatores (de las administraciones y de la BR) con los operadores de sistemas radioeléctricos y con las personas de las administraciones y de la BR encargadas de facilitar y procesar los datos de notificación y coordinación.

El resultado de esta labor constituye la base del presente documento.

1.3	Organización de las descripciones de los datos

Los datos del DDR se han dividido en categorías diferentes que se describen a continuación. Cada partida de estas distintas categorías tiene un número de identificación único que se denomina "número de referencia DDR".

1.3.1	Datos

Se han identificado unidades individuales de información significativa que se describen en el DDR como "datos" y que constituyen el componente básico de éste. Los nombres de los datos se presentan en forma de títulos en negritas (por ejemplo, el dato cuya referencia es 1A en el anexo 1A del apéndice S4 es Assigned Frequency (frecuencia asignada).

�1.3.2	Grupos de datos

Los datos pueden agruparse en rúbricas comunes conocidas como "grupos de datos", por ejemplo Signal Configuration (configuración de señal). Un grupo de datos puede contener varios datos diferentes y el nombre completo del dato será Signal Configuration Assigned Frequency (frecuencia asignada a la configuración de señal).

1.3.3	Relaciones

Los grupos de datos pueden estar vinculados entre sí mediante relaciones. Dichas relaciones representan el tipo de vínculo o asociación entre grupos de datos. Las relaciones suelen ignorarse en el análisis de los datos, pero pueden ser extremadamente útiles cuando se utilizan, definidas correctamente, para explicar las razones de la utilización y necesidad de cierta información.

1.4	Resúmenes de los capítulos

Los resúmenes siguientes ofrecen una breve descripción del contenido del DDR.

Capítulo 2:		Datos de notificación de sistemas terrenales

Este capítulo contiene una serie de cuadros. Cada uno de ellos enumera los datos necesarios para la notificación del sistema radioeléctrico, junto con las condiciones específicas que impone el Reglamento de Radiocomunicaciones o los Planes Regionales. Además, cada cuadro contiene una breve descripción de los sistemas radioeléctricos a los que es aplicable y las gamas de frecuencia operativas principales correspondientes, así como toda disposición pertinente del RR.

Capítulo 3:		Descripción de los datos de sistemas terrenales

Este capítulo contiene una descripción de todos los datos, los grupos de datos y las relaciones de los sistemas terrenales que se indican en el Capítulo 2, junto con algunos datos adicionales que no forman parte de los datos específicos de notificación, pero que pueden ofrecer interés para las administraciones que participan en el proceso de notificación.

Capítulo 4:		Datos de notificación de sistemas espaciales

Este capítulo contiene una serie de cuadros que describen los datos de las notificaciones de los sistemas radioeléctricos espaciales. Cada cuadro enumera los datos que exige el apéndice S4 del RR para la notificación de los sistemas radioeléctricos, junto con las condiciones específicas que impone el Reglamento de Radiocomunicaciones o los Planes Regionales. Además, cada cuadro contiene una breve descripción de los sistemas espaciales a los que es aplicable.

Capítulo 5:		Descripción de los datos de sistemas espaciales

Este capítulo contiene una descripción de todos los datos, grupos de datos y relaciones de los sistemas espaciales que se indican en el Capítulo 4, junto con algunos datos adicionales que no forman parte de los datos específicos de notificación, pero que pueden ofrecer interés para las administraciones que participan en el proceso de notificación.

Capítulo 6:		Formatos de los datos

Este capítulo enumera los formatos normalizados para la presentación de los datos, por ejemplo, "Long/Lat (dms)". Estos formatos normalizados se indican en el apartado de "formato del dato" que va al final de la definición de cada elemento de los Capítulos 3 y 5.

�Capítulo 7:		Diagramas

Este capítulo contiene la representación gráfica de la estructura de los datos definidos en los Capítulos 3 y 5.

Capítulo 8:		Tablas de referencia entre el apéndice S4 del RR y el DDR

Este capítulo explica la diferencia entre los enunciados del apéndice S4 y lo que se representa en el DDR. Cuando hay diferencias, se indica el motivo.

Este capítulo tiene dos secciones. La primera se refiere a los datos de notificación de sistemas terrenales y la segunda a los datos de notificación de sistemas espaciales. En cada sección se presenta la información de forma tabular asociando cada dato del apéndice S4 al dato del DDR que representa más fielmente esta información. En las notas que siguen a cada cuadro se explica toda variación significativa.

Capítulo 9:		Apéndices 1 a 14 de los Capítulos 1 a 8

	Apéndice 1:	Códigos indicativos de las administraciones notificantes

	Apéndice 2:	Lista de organizaciones intergubernamentales de satélite

	Apéndice 3:	Códigos indicativos de zonas geográficas

	Apéndice 4:	Servicios de radiocomunicaciones

	Apéndice 5:	Cuadro de las clases de estación

	Apéndice 6:	Diagramas de antena

	Apéndice 7:	Abreviaturas normalizadas empleadas para reducir los nombres de los emplazamientos

	Apéndice 8:	Zonas normalizadas

	Apéndice 9:	Sistemas de televisión

	Apéndice 10:	Símbolos utilizados para la coordinación y acuerdo

	Apéndice 11:	Conclusiones favorables o desfavorables de la BR

	Apéndice 12:	Referencias, observaciones y fechas de las conclusiones de la BR

	Apéndice 13:	Lista de códigos de naturaleza del servicio

	Apéndice 14:	Código del método de medición de la potencia para cada clase de emisión

Capítulo 10:	Índice de los datos

Índice amplio de toda la información presentada en orden alfabético y por número de referencia del DDR, separado por categorías para los servicios terrenales y espaciales.
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�2.0	Introducción

Este capítulo contiene una serie de cuadros que describen los datos de notificación para un cierto número de sistemas de radiocomunicaciones. Cada cuadro ofrece:

•	una aclaración o ampliación de la información contenida en el anexo 1B al apéndice S4 del RR;

•	una lista de los datos necesarios para la notificación y coordinación de los sistemas de radiocomunicaciones, junto con las condiciones específicas exigidas por el Reglamento de Radiocomunicaciones o los Planes Regionales correspondientes; y

•	una breve descripción de los sistemas de radiocomunicaciones a que se refiere, las principales gamas de frecuencia de funcionamiento y toda disposición del RR aplicable.

En los puntos siguientes figura información sobre la manera de utilizar los cuadros del Capítulo 2 y la forma de localizar cualquier información complementaria pertinente.

2.0.1	Estructura de los cuadros del Capítulo 2

Cada cuadro presenta la información que se requiere en la notificación y coordinación de uno o más sistemas de radiocomunicaciones para una o más bandas de frecuencias indicadas en el título de cada cuadro. Por ejemplo, el cuadro 2.1 se titula: Aeronautical Mobile Service, Base Transmit, MF, HF, VHF, UHF Bands (servicio móvil aeronáutico, transmisión de la estación de base en las bandas de ondas hectométricas, decamétricas, métricas y decimétricas) y describe los sistemas y gamas de frecuencias aplicables al cuadro. Cuando un cuadro se refiere a un solo sistema de radiocomunicaciones, los valores indicados en la columna "Formato de datos" se aplican únicamente a ese sistema. En los cuadros relativos a varios sistemas de radiocomunicaciones, los valores se refieren a todos los sistemas considerados por el cuadro. En el propio cuadro aparecen aclaraciones adicionales sobre los requisitos de cada dato con respecto al sistema de radiocomunicaciones correspondiente. En cada cuadro hay cinco columnas estructuradas de la forma siguiente:



RDD ref (ref. DDR)�Esta columna contiene el número de referencia del DDR, que es un identificador unívoco asignado a cada dato, grupos de datos o relación.��Data Item Name �(nombre del dato)�Esta columna contiene el nombre del dato tal como aparece en el DDR. Todos los datos de los cuadros se describen con detalle en el Capítulo 3.��Data Format�(formato del dato)�Esta columna contiene información sobre el formato en el que deben someterse los datos durante los procesos de notificación y coordinación de los sistemas de radiocomunicaciones y bandas de frecuencias específicos de dicho cuadro.��Use (utilización)�La información de esta columna indica las condiciones en que van a utilizarse los datos; incluye unos códigos con el siguiente significado:��	M:�Obligatorio: la Administration (administración) notificante debe proporcionar esta información; indica los datos que deben comunicarse para las bandas de frecuencias y servicios específicos considerados por el cuadro.���

	R:�Necesario:  la información debe someterse en una condición específica señalada en la columna "Condiciones de utilización". La Administration (administración) notificante deberá proporcionar esta información.��	O:�Opcional: la Administration (administración) notificante puede proporcionar la información a su discreción; indica los datos que puede proporcionar, según su criterio, la Administration (administración) notificante en las bandas de frecuencias y servicios específicos considerados por el cuadro.��	C:�Coordinación: indica que el dato es obligatorio si se ha utilizado como base para realizar la coordinación con otra Administration (administración) en las bandas de frecuencias y servicios específicos considerados en el cuadro.��	BR:�Oficina de Radiocomunicaciones: indica que ese dato lo proporciona la BR.��Conditions of Use (condiciones de utilización)�Esta columna especifica cómo y cuándo debe comunicarse un dato si aparece la letra "R" en la columna "Utilización". La información de esta columna es obligatoria cuando aparece la citada letra "R" en dicha columna. La columna puede contener también información complementaria relativa a la notificación del dato.���Sample Data Table (ejemplo de cuadro de datos)

A continuación figura un ejemplo de cuadro.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���Para la Configuración de señal objeto de la Notificación de servicio terrenal, indíquese�����0345�•	Frecuencia asignada�Frecuencia�M���0348�•	Frecuencia de referencia (portadora)�Frecuencia�R�Obligatorio si la envolvente de modulación es asimétrica.��0157�•	Código de anchura de banda necesaria�4 caracteres�M���0351�•	Código de clase de emisión�Hasta 5 caracteres�M���������0546�•	Zona de servicio bidimensional consistente en��M���0069�una Zona circular definida por���Obligatorio si el código de Clase de estación es "FA" o "FG" o no se indican las Coordenadas de los límites de zona o las Zonas geográficas.�Obligatorio si la Clase de estación es "FD" y no se indican las Coordenadas de los límites de zona y las Zonas aeronáuticas.��0070�Coordenadas geográficas del centro�Longitud/Latitud (grados/minutos)�R�Obligatorio como se define en el número 0069 del DDR.��0071�Radio�Número entero comprendido entre 1 y 20 000, en kilómetros�R�Obligatorio como se define en el número 0069 del DDR.��0328�o entre 3 y 6 Coordenadas de los límites de zona definidas por���Obligatorio si el código de Clase de estación es "FA" o "FG" y no se indica la Zona circular.�Obligatorio si el código de Clase de estación es "FD" y no se indican la Zona circular o las Zonas aeronáuticas.��0329�Coordenadas geográficas�Longitud/Latitud (grados/minutos/�segundos)�R�Obligatorio como se define en el número 0328 del DDR.��0511�Número de secuencia�Número entero comprendido entre 1 y 6�R�Obligatorio como se define en el número 0328 del DDR.��0173�o una o más Zonas geográficas, utilizando���Obligatorio si el código de Clase de estación es "FA" o "FG" y no se indican la Zona circular o las Coordenadas de los límites de zona.��0174�Código�Hasta 3 caracteres�R�Obligatorio como se define en el número 0173 del DDR.��0032�o una o más Zonas aeronáuticas, utilizando���Obligatorio si el código de la Clase de estación es "FD", el funcionamiento es en las bandas exclusivas entre 2 850 kHz y 22 000 kHz y no se indican la Zona Circular o las Coordenadas de los límites de zona.��0033�Código�Hasta 9 caracteres�R�Obligatorio como se define en el número 0032 del DDR.���2.0.2	Utilización del cuadro

Cada dato necesario para la notificación se indica mediante un signo de viñeta (•) y los cuadros se han estructurado de tal manera que la información puede leerse en forma de frase normal. En el ejemplo del cuadro de datos anterior, se demuestra:

	para la Signal Configuration (configuración de señal) objeto de la Terrestrial Service Notice (notificación de servicio terrenal), indíquese la Assigned Frequency (frecuencia asignada);

y

	para la Signal Configuration (configuración de señal) objeto de la Terrestrial Service Notice (notificación de servicio terrenal), indíquese la Reference (Carrier) Frequency (frecuencia de referencia (portadora)).

A fin de determinar cómo y cuándo deben utilizarse estos datos, deben consultarse las columnas "Utilización" y "Condiciones de utilización". En este ejemplo, la Assigned Frequency (frecuencia asignada) es obligatoria en todos los casos como indica el símbolo "M" en la columna "Utilización". Por otro lado, la Reference (Carrier) Frequency (frecuencia de referencia (portadora)) sólo se necesita en condiciones especificadas como señala el símbolo "R" en la columna "Utilización", y la columna "Condiciones de utilización" informa de que este dato sólo se necesita si la envolvente de modulación es asimétrica.

Algunos datos, como se indica en el cuadro de datos anterior, contienen una o más formas de describirlos. Por ejemplo, la Two Dimensional Service Zone (zona de servicio bidimensional) contiene varios subniveles y puede describirse mediante una Circular Zone (zona circular), una Geographical Area (zona geográfica) o una Aeronautical Zone (zona aeronáutica).

Esto puede verse mediante el siguiente extracto del cuadro anterior:

	Para la Signal Configuration (configuración de señal) objeto de la Terrestrial Service Notice (notificación de servicio terrenal), indíquese la Two Dimensional Service Zone (zona de servicio bidimensional), consistente en una Circular Zone (zona circular) definida por las Centre Geographical Coordinates (coordenadas geográficas del centro) y el Radius (radio); o una o más Geographical Areas (zonas geográficas), utilizando el Code (código); o una o más Aeronautical Zones (zonas aeronáuticas) utilizando el Code (código).

Este ejemplo muestra que hay una opción bajo la Two Dimensional Service Zone (zona de servicio bidimensional) que, dependiendo de las limitaciones impuestas por la columna de "Condiciones de utilización", permite someter la Two Dimensional Service Zone (zona de servicio bidimensional) en uno cualquiera de los tres formatos. En este ejemplo, si el Class Of Station Code (código de la clase de estación) es "FD", la Two Dimensional Service Zone (zona de servicio bidimensional) debe identificarse utilizando el Aeronautical Zone Code (código adecuado de la zona aeronáutica).

La columna "Formato del dato" ofrece información práctica sobre el formato en el que deben presentarse los datos y la gama admisible de valores para dichos datos. Los valores que no son aplicables a todos los sistemas se indican en la columna "condiciones de utilización". Por lo tanto, los valores de la columna "formato del dato" indican la gama de valores probable para todos los sistemas de radiocomunicaciones a los que se refiere el cuadro. En el Capítulo 3 figura la gama máxima de valores posible de los datos para todos los sistemas de radiocomunicaciones terrenales en el DDR. La columna "Formato del dato" también da detalles sobre las unidades, el formato y la precisión necesarios en los datos. Estos formatos aparecen completos en el Capítulo 3, pero en el Capítulo 2 se han abreviado para disminuir el espacio necesario en los cuadros.

�Las abreviaturas utilizadas en los cuadros son las siguientes:

Int.	=	Número entero

Car.	=	Carácter

Dec.	=	Notación decimal

Long/Lat (gm)	=	Longitud/latitud en grados y minutos

2.0.3	Notificación TerRaSys

La BR está pasando al sistema "TerRaSys" y para la modificación y supresión de una asignación existente está considerando la forma de identificar la información pertinente en el Registro Internacional de Frecuencias puesto que el BR Identification Code (código de identificación de la BR) no es suficiente si se presenta una modificación antes de que la BR haya tenido tiempo de indicarla a la Administration (administración). Por consiguiente, TerRaSys requerirá datos adicionales para modificar y suprimir las asignaciones notificadas y enmendar las notificaciones pendientes.

Esta información es:

el Administration’s Notice Code (código de notificación de la administración);

o

parámetros suficientes para definir claramente las asignaciones existentes que van a modificarse o suprimirse o las notificaciones pendientes que van a enmendarse o eliminarse.

Para la radiodifusión en las bandas de ondas kilométricas y hectométricas, la radiodifusión sonora en la banda de ondas métricas y la radiodifusión de televisión, estos parámetros son los siguientes:

•	las Antenna’s Geographical Coordinates (coordenadas geográficas de la antena) (ref. DDR: 0037);

•	la frecuencia correspondiente a la Signal Configuration’s Assigned Frequency (frecuencia asignada a la configuración de señal) (ref. DDR: 0345) para las bandas de ondas kilométricas y hectométricas y la modulación en frecuencia; y la Signal Configuration’s Vision Carrier Nominal Frequency (frecuencia nominal de la portadora de imagen de la configuración de señal) (ref. DDR: 0064) para la TV analógica.

Para otros servicios (fijo, móvil, aeronáutico, etc.) estos parámetros son:

•	la Signal Configuration’s Assigned Frequency (frecuencia asignada a la configuración de señal) (ref. DDR: 0345);

•	las horas de funcionamiento entre (Regular Operation Period Start Time (hora de inicio del período de funcionamiento regular) (ref. DDR: 0307) y Regular Operation Period Stop Time (hora de finalización del período de funcionamiento regular) (ref. DDR: 0308));

•	el Class Of Station Code (código de la clase de estación) (ref. DDR: 0277);

•	el Signal Configuration’s Class Of Operation Code (código de la clase de funcionamiento de la configuración de señal) (ref. DDR: 0494);

•	el Signal Configuration’s Class Of Emission Code (código de la clase de emisión de la configuración de señal) (ref. DDR: 0351);

�•	la anchura de banda necesaria correspondiente al Signal Configuration’s Necessary Bandwidth Code (código de la anchura de banda necesaria de la configuración de señal) (ref. DDR: 0157), aunque TerRaSys utilizará probablemente la anchura de banda real en vez de un código.

Como la utilización de los datos anteriores para modificar o suprimir una asignación existente responde únicamente a una propuesta y habrá diferencias entre las notificaciones electrónicas y las notificaciones presentadas en papel durante el período de transición hacia TerRaSys, esta información no aparece en los cuadros siguientes, sino que se indica únicamente a título informativo y como referencia.

2.1	Servicio móvil aeronáutico, transmisión de la estación de base en las bandas de ondas hectométricas, decamétricas, métricas y decimétricas

Este cuadro se refiere a las estaciones aeronáuticas del servicio móvil aeronáutico (incluido el sistema de telecomunicaciones de vuelo terrenal (TFTS)).

Estación aeronáutica (transmisión de la estación de base)

Polarización vertical.

Transmisión de base a móvil (aeronave) en el servicio móvil aeronáutico, que no puede utilizarse para la correspondencia pública en bandas exclusivas. La antena de transmisión puede ser directiva o no directiva, dependiendo de la gama de frecuencias, la zona de servicio que debe cubrirse y el hecho de que la transmisión sea un servicio aeronáutico en ruta o fuera de ruta. Por lo tanto, la zona de servicio puede definirse por zonas circulares, puntos o zonas específicos y una altura máxima. El alcance operativo viene limitado por la gama de frecuencias y por la potencia de transmisión de la aeronave.

Ondas hectométricas/ondas decamétricas

Gama de frecuencias: 2 850 � 22 000 kHz (en bandas específicas). Las condiciones para la utilización de las bandas atribuidas exclusivamente al servicio móvil aeronáutico (OR) figuran en el apéndice S26 del Reglamento de Radiocomunicaciones. Las condiciones de utilización de las bandas atribuidas exclusivamente al servicio móvil aeronáutico (R) aparecen en el apéndice S27 del Reglamento de Radiocomunicaciones.

El alcance máximo normalmente es de 500 km en ondas hectométricas y de 20 000 km en ondas decamétricas. El sistema funciona principalmente en modo BLU utilizando la banda lateral superior.

Ondas métricas

Gama de frecuencias: 117,975 � 137 MHz.

El sistema de comunicaciones en la banda de ondas métricas es el instrumento fundamental para el servicio de tráfico aéreo (ATS) y el control de operaciones aeronáuticas (AOC) en el espacio aéreo al que puede darse servicio mediante comunicaciones con visibilidad directa. Las condiciones de utilización de esta banda por el servicio móvil aeronáutico (R) y la disposición de canales recomendada normalmente vienen especificadas por la OACI. Actualmente el sistema funciona fundamentalmente en DBL (A3E).

�Ondas decimétricas

Gama de frecuencias: tierra-aire 1 670 � 1 675 MHz.

Se trata de un sistema de correspondencia pública aeronáutica. El TFTS tiene un volumen o célula de recepción tridimensional (la forma de la célula es básicamente cilíndrica pero el diámetro de la misma puede disminuir al aumentar la altitud a fin de reducir la interferencia causada a las células vecinas). Existen tres tipos de células, una célula normalizada para el servicio en ruta, una célula intermedia para alcances cortos a intermedios (durante el ascenso y el descenso) y una célula de aeropuerto para las operaciones de rodadura, despegue y aterrizaje de las aeronaves. La forma de la célula de aeropuerto puede variar dependiendo del tamaño y la forma del propio aeropuerto. El traspaso entre células se realiza de forma automática.

Cada frecuencia tierra�aire asignada va emparejada a una sola frecuencia aire�tierra. Con los códigos utilizados inicialmente, cada par de frecuencias puede servir hasta para cuatro llamadas simultáneas a una estación en tierra. Una estación en tierra consta de una o más frecuencias de transmisión asignadas, la frecuencia de recepción asociada y una referencia de temporización del sistema externa. A efectos de planificación, las frecuencias se agrupan en bloques entrelazados de cuatro, llevando cada uno de ellos un código de identificación.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� ����0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed that  should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�M���0348�Reference (Carrier) Frequency�Frequency�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not allocated to the Signal Configuration.��0347�Call Sign�Up to 10 Char.�O���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 5.0 to 60.0 in dBW.�R�Mandatory in the bands below 28000 kHz as well as in those bands shared with space services which are listed in Article S21 with the indication of power limits. For other bands mandatory if Maximum Radiated Power is not supplied. ��0155�Maximum Radiated Power�Dec. in range 0.0 to 60.0 in dBW  with Gain Reference Antenna Code.�R�Mandatory in those bands shared with space services which are listed in Article S21 with the indication of power limits. For other bands mandatory if Transmitter Output Power and the  Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in  range to 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of a� �O���0001� Three Dimensional Zones defined by� � ���0003�Maximum Operating Height�Int. in range 0 to 60000 in feet.�C�Only required above VHF.��0004�Minimum Operating Height�Int. in range 0 to 60000 in feet.�C�Only required for Aeronautical Public Correspondence systems.��0083�Altitude Radius Reduction�Int. in range 0 to 10 in metres/foot.�C�Only required for Aeronautical Public Correspondence systems.��0546�Two Dimensional Service Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Class Of Station Code is “FA” or “FG” and the Zone Boundary Coordinates or the Geographical Areas are not provided.

Mandatory if the Class Of Station is “FD” and the Zone Boundary Coordinates and the Aeronautical Zones are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates,         defined by� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone is not provided.

Mandatory if the Class Of Station Code is “FD” and the Circular Zone or  the Aeronautical Zones are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number� Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Area, using� ��Mandatory if the Class Of Station Code is “FA” or “FG” and Circular Zone or the Zone Boundary Coordinates are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0032�or   one or more Aeronautical Zone, using� ��Mandatory if the Class Of Station Code is “FD” operating in exclusive bands between 2850 kHz and 22000 kHz and the Circular Zone or the Zone boundary Coordinates are not provided��0033�Code�Up to 9 Char.�R� Mandatory as defined in RDD 0032��0156�Nature of Service Code�2 Char.�M�"CP" is not permitted in bands allocated exclusively to the Aeronautical Mobile Service RR S43.4.���Class Of Station of the Signal Configuration, using� ����0277�Code�2 Char.�M�Always "FA", "FD", or "FG". ���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. In range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�O���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range  0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the Transmitting Antenna beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory in the bands shared with space services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of  � � ����36 Vectors, defined by� � ���0507b�Azimuth and�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�O���0502�and a Vertical Gain Pattern  consisting of� � ����10Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0 to 40.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

�2.2	Servicio móvil aeronáutico, recepción en la estación de base en las bandas de ondas hectométricas, decamétricas, métricas y decimétricas y servicio de ayudas a la meteorología en la banda de ondas decimétricas

Este cuadro se refiere a las estaciones aeronáuticas de recepción del servicio móvil aeronáutico (incluido el sistema de telecomunicaciones de vuelo terrenal (TFTS)) y a las estaciones de recepción meteorológicas (sondas aire�tierra) del servicio de ayudas a la meteorología.

Estación de aeronave (transmisión)

Polarización vertical.

Transmisión de móvil (aeronave) a base en el servicio móvil aeronáutico, que no puede ser utilizada para la correspondencia pública en bandas exclusivas. Aunque la antena de transmisión no es directiva, la zona de itinerancia puede definirse mediante puntos o zonas específicos y una altura máxima como resultado de la utilización de una antena directiva en la estación de base de recepción. El alcance operativo viene limitado por las propiedades de propagación de la gama de frecuencias y por la potencia de transmisión de la aeronave. Las asignaciones de frecuencias a las estaciones de aeronave no se notifican cuando las comunicaciones se realizan en modo de funcionamiento símplex con una sola frecuencia, puesto que estas asignaciones ya están cubiertas por la notificación de las asignaciones de frecuencias relativas a las estaciones aeronáuticas correspondientes.

Ondas hectométricas y decamétricas

Gama de frecuencias: 2 850 � 22 000 kHz (en bandas específicas).

Las condiciones de utilización de las bandas atribuidas exclusivamente al servicio móvil aeronáutico (OR) figuran en el apéndice S26 del Reglamento de Radiocomunicaciones. Las condiciones de utilización de las bandas atribuidas exclusivamente al servicio móvil aeronáutico (R) figuran en el apéndice S27 del Reglamento de Radiocomunicaciones. Como las comunicaciones en estas bandas se realizan casi siempre en modo de funcionamiento símplex con una sola frecuencia, no suele ser necesario notificar una asignación de frecuencia a una estación aeronáutica de recepción en las bandas que rigen los apéndices S26 y S27.

El máximo alcance normalmente es de 500 km en ondas hectométricas y de 20 000 km en ondas decamétricas. El sistema funciona principalmente en modo BLU utilizando la banda lateral superior.

Ondas métricas

Gama de frecuencias: 117,975 � 137 MHz.

Ondas decimétricas

Gama de frecuencias: tierra-aire 1 800 � 1 805 MHz.

Sistema de correspondencia pública aeronáutica. El TFTS tiene un volumen o célula de recepción tridimensional (la forma de la célula es básicamente cilíndrica pero su diámetro puede disminuir al aumentar la altitud a fin de reducir la interferencia causada a las células vecinas). Existen tres tipos de células, una célula normalizada para el servicio en ruta, una célula intermedia para alcances cortos a intermedios (durante el ascenso y el descenso) y una célula de aeropuerto para las operaciones de rodadura, despegue y aterrizaje de las aeronaves. La forma de la célula de aeropuerto puede variar según el tamaño y la forma del propio aeropuerto. El traspaso entre células se realiza de forma automática.

Cada frecuencia tierra�aire asignada va asociada a una sola frecuencia aire�tierra. Con los códigos utilizados inicialmente, cada par de frecuencias puede servir hasta para cuatro llamadas simultáneas �a una estación en tierra. Una estación en tierra consta de una o más frecuencias de transmisión asignadas, la frecuencia de recepción asociada y una referencia de temporización del sistema externa. A efectos de planificación, las frecuencias se agrupan en bloques entrelazados de cuatro, llevando cada uno de ellos un código de identificación.

Ayudas a la meteorología (sondas)

Gama de frecuencias: 400,15 � 406 MHz y 1 668,4 � 1 700 MHz.

La antena de recepción de la estación en tierra y la antena de transmisión a bordo de la sonda (que se considera como una estación de aeronave) del servicio de ayudas a la meteorología son no directivas. El radio de la zona de recepción circular puede llegar a los 300 km y las estaciones notificadas normalmente funcionan intermitentemente a lo largo de un periodo de 24 horas. Los vuelos pueden realizarse una o varias veces al día, con transmisiones que pueden durar hasta 1,5 horas. La Assigned Frequency (frecuencia asignada) se selecciona entre un grupo de frecuencias y se elige basándose en que no esté siendo empleada en ese instante. La posición de la sonda puede seguirse mediante un radar primario o por la retransmisión que realiza la sonda de las señales recibidas de un sistema internacional de ayudas a la navegación marítima (por ejemplo, el sistema Loran C).



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range - 0.0 to 30.0 in dBW�R�Mandatory in the bands below 28000 kHz. For other bands mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 30.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. In range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0194�Three Dimensional Roaming Zone consisting of a� �O���0001�one or more Three Dimensional Zones, defined by� � ���0003�Maximum Operating Height�Int. in range 100 to 5000 in feet.�C�Mandatory above VHF.��0004�Minimum Operating Height�Int. in range 0 to 5000 in feet.�C�Only required for Aeronautical Public Correspondence systems.��0083�Altitude Radius Reduction�Int. in range 0 to 10 in metres/foot.�C�Only required for Aeronautical Public Correspondence systems.��0544�Two Dimensional Roaming Zone consisting of� �M���0069�a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�M���0071�Radius�Int. in range 1 to 20000 in km.�M���0156�Nature Of Service Code�2 Char.�M�"CP" is not permitted in bands allocated exclusively to the Aeronautical Mobile Service RR S43.4.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�"MA" or "SA".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently  Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site  is located, using� � ���0174�Code�Up to 3 Char.�M���2.3	Servicio de radionavegación aeronáutica, sistema de aterrizaje por instrumentos (ILS), sistema de aterrizaje por microondas (MLS), radiofaro omnidireccional en ondas métricas (VOR) y radiobalizas en ruta en las bandas de ondas métricas, decimétricas y centimétricas

Este cuadro se refiere a los sistemas de radionavegación aeronáutica entre 300 MHz y 10 GHz.

Sistema de aterrizaje por instrumentos (ILS)

Localizador del ILS

Gama de frecuencias: 108,000 � 111,975 MHz entrelazadas con las frecuencias del VOR.

Polarización horizontal.

�La radiación procedente del sistema de antena del localizador produce un diagrama de campo compuesto con modulación en amplitud por un tono de 90 Hz y otro de 150 Hz. El diagrama del campo de radiación produce un sector de rumbo predominando un tono en un lado del rumbo y el otro tono en el lado opuesto. Además, la transmisión puede cursar identificación Morse y señal vocal, ambas moduladas en amplitud. El localizador del ILS funciona mediante pares de frecuencias con el transmisor de la senda de planeo.

El sector de cobertura del localizador se extiende desde el centro del sistema de antena del localizador hasta distancias de:

	46,3 km (25 millas náuticas) en un sector de ( 10 grados a partir de la línea del rumbo frontal;

	31,5 km (17 millas náuticas) en un sector comprendido entre 10 grados y 35 grados a partir de la línea del rumbo frontal;

	18,5 km (10 millas naúticas) fuera del sector de ( 35 grados si se da cobertura.

Senda de planeo del ILS

Gama de frecuencia: 328,6 � 335,4 MHz.

Polarización horizontal.

La radiación de la antena de la senda de planeo produce un diagrama de campo compuesto con modulación de amplitud por un tono de 90 Hz y otro de 150 Hz. El diagrama se dispone para dar un trayecto de descenso en línea recta en el plano vertical que contiene la línea central de la pista de aterrizaje, predominando el tono de 150 Hz por debajo del trayecto ideal y el de 90 Hz por encima del mismo. El transmisor de la senda de planeo funciona por pares de frecuencias con el localizador del ILS.

Radiobaliza

Gama de frecuencias: 75 MHz.

Polarización horizontal.

Radiofaro con un diagrama de radiación vertical utilizada junto con un ILS para señalar unas distancias predeterminadas desde el umbral de aterrizaje a lo largo de la senda de planeo del ILS. La señal del radiofaro presenta una modulación en amplitud con una audiofrecuencia que incorpora la identificación del propio radiofaro. El sistema comprende dos o tres radiofaros denominados: radiobaliza interna (si está instalada) que utiliza una frecuencia de modulación de 3 000 Hz; radiobaliza media, que utiliza una frecuencia de modulación de 1 300 Hz y baliza externa, que utiliza una frecuencia de modulación de 400 Hz. Normalmente no se notifica porque está cubierta por frecuencias comunes.

Sistema de aterrizaje por microondas (MLS)

Gama de frecuencias: 5 000 � 5 150 MHz.

Polarización vertical.

El MLS es el sistema de guía de precisión para las maniobras de aproximación y aterrizaje que proporciona información sobre la posición y diversos datos, en sentido tierra-aire. La información sobre la posición se ofrece a un sector de cobertura muy amplio y viene determinada por la medición de un ángulo acimutal, la medición de un ángulo de elevación y la medición de una distancia. El equipo de MLS funciona por pares de frecuencias con los equipos de medida de distancia (DME).

Se alimenta secuencialmente un sistema lineal de radiadores mediante una fuente de potencia de microondas que produce un haz de exploración con referencia en el tiempo (TRSB) el cual es equivalente a la fuente desplazándose a lo largo de un recorrido lineal. La aeronave recibirá la señal con un desplazamiento Doppler que depende de la componente de la velocidad aparente de la fuente dirigida hacia la aeronave y es proporcional al coseno del ángulo entre la aeronave y la línea del sistema de antenas de transmisión. Para eliminar los efectos de la deriva de frecuencia y el desplazamiento Doppler debido al movimiento de la aeronave, se radia la misma señal de radiofrecuencia simultáneamente desde una antena. El guiado en acimut se obtiene a partir del sistema de antenas de transmisión horizontal, mientras que el sistema de antenas vertical da el guiado en el plano de elevación. Una medida de la distancia al punto de contacto del avión con la pista de aterrizaje se obtiene utilizando un DME de precisión que relaciona su frecuencia con la del MLS.

Radiofaro omnidireccional en ondas métricas (VOR)

Gama de frecuencias:	108,000 � 111,975 MHz entrelazadas con las frecuencias del localizador

	111,975 � 117,975 MHz de forma exclusiva

Polarización horizontal.

El VOR radia una portadora de radiofrecuencia con dos modulaciones de 30 Hz distintas. En una de estas modulaciones la fase es independiente del acimut del punto de observación y se conoce como fase de referencia. La otra modulación, conocida como fase variable, es tal que su fase en el punto de observación difiere de la fase de referencia un ángulo igual a la marcación del punto de observación con respecto al VOR. Las modulaciones de fase de referencia y de fase variable están en fase a lo largo del meridiano de referencia que pasa a través de la estación. Además, la transmisión puede incorporar identificación Morse y señal vocal, ambas moduladas en amplitud. El dispositivo VOR va asociado normalmente a un DME con frecuencias emparejadas y utilizadas conjuntamente para proporcionar información sobre distancia y marcación.

Radiobaliza en ruta

Gama de frecuencias: 75 MHz.

Polarización horizontal.

Se trata de un radiofaro con un diagrama de radiación vertical que puede ser directivo en dirección del trayecto de vuelo. El radiofaro se modula en amplitud con un tono de 3 000 Hz. Existen dos tipos de radiofaros: radiobaliza de abanico, recomendada para señalar una posición en cualquier ruta y radiobaliza en Z, recomendada para señalar la posición de una ayuda a la radionavegación proporcionando orientación direccional o de trayecto en ruta.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�Up to 10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 0.0 to 60.0 in dBW.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. In other bands mandatory  if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of� �O���0001�one or more Three Dimensional Zones defined by� � ���0003�Maximum Operating Height�Int. in range 1 to 10000 in feet.�O�Required  for VOR, in the coordination process.��0546�Two Dimensional Service Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref:0527��0069�either a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for VOR.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for VOR.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � ���0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory if a Circular Zone is not provided.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory if a Circular Zone is not provided.��0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC" or "RD" or "RG" or "RT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "AL".��0226�Protection Mask that defines the protection for the Signal Configuration using� �C���0231�Shape�Diagram.�C���227�Signal  to Interference Ratio�Dec. in range 10.0 to 25.0 in dB.�C���0229�Minimum Protected Field Strength�Dec. in range 10.0 to 30.0 in dB(V/m.�C���0230�Protection Margin�Dec. in range 5.0 to 25.0 in dB.�C����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�O���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if  the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if  the Transmitting Antenna beam is rotational or swept.��0129�Maximum Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.��0108�Azimuth Of Maximum Gain�Dec. In range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1 GHz. 

��0110�Reference Pattern consisting of� �O���0110a�either  an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � �O�VOR only.���36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �O ����10 Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range 0.0 to 40.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

�2.4	Servicio de radionavegación marítima, radiofaro marítimo, sistemas hiperbólicos en la banda de ondas hectométricas, sistema mundial de determinación de la posición diferencial (DGPS), servicio de radionavegación aeronáutica y radiofaros aeronáuticos en las bandas de ondas kilométricas y hectométricas

Este cuadro se refiere a las radiobalizas no directivas del servicio de radionavegación aeronáutica y a las radiobalizas marítimas y sistemas hiperbólicos del servicio de radionavegación marítima.

Radiobaliza no directiva aeronáutica

Partes de la gama de frecuencias: 160 � 1 750 kHz.

Polarización vertical.

Radiofaro utilizado para obtener una marcación dentro de una zona de servicio designada. También se utilizan en su totalidad o parcialmente como ayuda en las maniobras de espera, aproximación y aterrizaje de las aeronaves. Las radiobalizas generalmente radian una portadora initerrumpida. La identificación se realiza mediante la manipulación conexión/desconexión de un tono modulado en amplitud (de 1 020 Hz o de 400 Hz), aunque ello no impide la utilización de otros tipos de modulación además de los especificados para la identificación, incluida la identificación simultánea y la modulación de voz. En ciertas condiciones (Normas Internacionales y Prácticas Recomendadas por la OACI) las radiobalizas no directivas distintas de las indicadas pueden identificarse mediante la manipulación conexión/desconexión de la portadora sin modular.

La utilización de las bandas 415 � 435 kHz y 510 � 526,5 kHz en la Región 1 por el servicio de radionavegación aeronáutica (radiobalizas) se rige por el acuerdo regional GE85-MM-R1.

Radiobaliza marítima

Banda de frecuencias: 283,5 � 335 kHz.

Polarización vertical.

Radiofaro utilizado para radiogoniometría. La señal transmitida normalmente comprende una señal de identificación A1A, una raya larga para radiogoniometría y una secuencia de transmisión opcional para la transmisión de datos a barcos. Algunas estaciones de radiobalizas marítimas también transmiten información suplementaria para la navegación (por ejemplo, transmisión de correcciones diferenciales para el sistema mundial de navegación aeronáutica por satélite (GNSS).

La utilización de la banda 283,5 � 315 kHz en la Zona Marítima Europea por el servicio de radionavegación marítima (radiobalizas), se rige por el acuerdo regional GE85-EMA.

Sistemas de radionavegación marítima hiperbólicos

Bandas de frecuencias: 283,5 � 315 kHz y 405 � 415 kHz.

Se trata de un sistema multifrecuencia que funciona mediante la comparación de fase entre distintas portadoras sin modular emitidas secuencialmente por, al menos, tres transmisores síncronos. Además, cada estación transmite constantemente una portadora sin modular característica, en una frecuencia específica, a efectos de identificación y actualización constante de las marcaciones durante los intervalos del ritmo secuencial.



�

ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric ��0495�Channel Number�Int. in range 401 to 2509.�C�Mandatory if part of the RARC 85 Plan (in the process of coordination).��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -20.0 to 60.0 in dBW.�R�Mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  -26.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band governed by the GE85 Agreements and the administration is a party to the relevant Agreement. In other cases mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�M���0071�Radius�Int. in range 1 to 20000 in km.�M���0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "AL" or "NL".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False�M�Always False i.e. omni-directional.��0129�Maximum Gain�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.5	Servicio de radionavegación aeronáutica (DME, SSR) y servicio de radionavegación marítima (radiobalizas) en las bandas de ondas decamétricas y centimétricas

Este cuadro se refiere a los sistemas de radar con un transmisor móvil para comunicaciones bidireccionales con una estación de base fija. En consecuencia, puede que sea necesario identificar tanto la estación en tierra transmisora como la estación en tierra receptora. Los cuadros para estos sistemas de radiocomunicaciones se basan en la hipótesis de que la señal transmitida por el móvil es más susceptible a la interferencia y, por consiguiente, la administración notificante desea proteger su recepción.

Equipo de medición de distancia (DME)

Gama de frecuencias: 960 � 1 215 MHz.

Polarización vertical.

Sistema en el que el interrogador de la aeronave transmite una serie de impulsos codificados que se reciben en el transpondedor en tierra y se retransmiten en una nueva frecuencia 50 microsegundos después. Midiendo el periodo de tiempo transcurrido entre la transmisión del impulso de interrogación y la recepción de la respuesta del transpondedor, se obtiene una medida de la distancia entre la aeronave y el transpondedor. Normalmente estos equipos van asociados con dispositivos ILS, MLS o VOR. En el caso de los VOR, el DME está ubicado en el mismo emplazamiento que el VOR.

Radar de vigilancia secundaria (SSR)

Gama de frecuencias: tierra-aire 1 030 MHz, aire-tierra 1 090 MHz.

Polarización vertical.

El sistema SSR se utiliza como una ayuda a los servicios de tráfico aéreo y consta de dos componentes. Un interrogador en tierra y un transpondedor a bordo de la aeronave. El interrogador puede funcionar en cuatro modos distintos (A, B, C y D). El modo A se emplea para iniciar una respuesta del transpondedor de la aeronave a efectos de identificación y seguimiento; el modo C se utiliza para iniciar una transmisión automática de la altitud por medición de la presión atmosférica. Las transmisiones de interrogación y control se realizan en sentido tierra-aire sobre la frecuencia central de 1 030 MHz. La transmisión de respuesta, en sentido aire-tierra, se realiza a la frecuencia de 1 090 MHz. El sistema de antena del transpondedor, instalado a bordo de la aeronave, �presenta un diagrama de antena omnidireccional en el plano horizontal. El sistema SSR debe proporcionar servicio cualesquiera que sean las condiciones meteorológicas, para todas las marcaciones, para todas las distancias entre 1,85 km y 370 km y para todas las altitudes operacionales hasta al menos 30 480 m por encima del nivel medio del mar, entre los ángulos de elevación de, al menos, 0,5 grados y 45 grados.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 0.0 to 25.0 in dBW.�R�Mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 25.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0194�Three Dimensional Roaming Zone consisting of� �O���0001�one or more Three Dimensional Zones, defined by� � ���0003�Maximum Operating Height�Int. in range 1 to 20000 in feet.�C�Aeronautical Radionavigation Only.��0544�Two Dimensional Roaming Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref:0527.��0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for DME.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for DME.��0173�or   one or more Geographical Areas, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if a Circular Zone is not provided.��0156�Nature Of Service Code�2 Char.�R�Mandatory if  "RC" or "RD" or "RG" or "RT"���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�“AL” or  "AM",  “NL” or "MR" ��0462�Protection Mask that defines the protection for the Signal Configuration, using� �C�For  DME only.��0231�Shape�Diagram.�C���0227�Signal to Interference Ratio�Dec. in range 10.0  to 25.0 in dB.�C���0229�Minimum Protected Field Strength�Dec. in range 10.0 to 30.0 in dB(V/m.�C���0230�Protection Margin�Dec. in range 5.0 to 25.0 in dB.�C����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms)�M����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed  this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

2.6	Servicio de ayudas a la meteorología - Servicio de radionavegación aeronáutica, Radar de radiolocalización en las bandas de ondas métricas, decimétricas y centimétricas

Este cuadro se refiere a las estaciones de radar primario de perfil del viento del servicio de radiolocalización y a las condiciones de notificación de una estación de radar primario del servicio de radiolocalización, del servicio de ayudas a la meteorología o del servicio de radionavegación.

Radar de perfil del viento

Gama de frecuencias: partes de las bandas en las proximidades de 50 MHz, 400 MHz y 1 000 MHz.

Los radares de perfil del viento son sistemas meteorológicos importantes que miden la dirección y la velocidad del viento en función de la altitud.

En una estación de radar de perfil del viento, la antena transmisora es un sistema de antenas con una forma de haz directivo electrónicamente controlado a lo largo de una gama de ángulos acimutales para dos ángulos de elevación distintos. El sistema de radar radia hacia 5 segmentos de la atmósfera: un segmento en cuatro acimuts diferentes (en pasos de 90 grados) para el ángulo de elevación más bajo (mínimo 72 grados) y un segmento para un ángulo de elevación de 90 grados.

�

ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0 to 60.0 in dBW.�R�Mandatory if the Signal Configuration is in a band shared with Space services above 1 GHz. For other bands mandatory if the if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space services above 1 GHz. For other bands mandatory if the if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0274�Horizontal Radiation Pattern consisting of��C����36 Vectors, defined by� � ���0274b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees. �C���0274a�Radiated Power�Dec. in range 0.0 to 60.0 in dBW with Gain Reference Antenna Code.�C���0275�Vertical Radiation Pattern consisting of��C����10 Vectors, defined by� � ���0275b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degrees.  �C���0275a�Radiated Power�Dec. in range 0.0 to 60.0 in dBW with Gain Reference Antenna Code.�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0545�Three Dimensional Service Zone consisting of� �O���0001�one or more Three Dimensional Zones, defined by� ����0003�Maximum Operating Height�Int. in range 0 to 20000 in feet �C���0546�Two Dimensional Service Zone consisting of� �M�Identical to Two Dimensional Zone RDD ref: 0527.��0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory for Wind Profiler Radar.��0071�Radius�Int. in range 1 to 100 in km.�R�Mandatory for Wind Profiler Radar.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if a Circular Zone is not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0156�Nature Of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�"AL" or  "AM", "LR" or "MR", "RN" or "NR", "SM" or "SA".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0129�Maximum Gain�Dec. in range 5.0 to 60.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1GHz as well as in all cases where the Transmitting Antenna is directional. In other cases mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration is in a band shared with Space Services above 1GHz.��

�For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����2.7	Servicio de radiodifusión, sonora con modulación de frecuencia en la banda de ondas métricas

Este cuadro se refiere a los sistemas de radiodifusión sonora con modulación de frecuencia entre 30 MHz y 300 MHz.

Radiodifusión sonora con modulación de frecuencia según los siguientes acuerdos regionales, incluidos los procedimientos de modificación correspondientes:

•	Estocolmo, 1961, modificado por la Conferencia de Ginebra de 1985;

•	Ginebra, 1984.

Notificación con arreglo al artículo S11 en las siguientes bandas:

•	87,5 � 108 MHz en la Región 1, Afganistán e Irán;

•	76 � 108 MHz en la Región 2;

•	87 � 108 MHz en la Región 3;

•	otras bandas atribuidas al servicio de radiodifusión mediante notas en el Cuadro de atribución de bandas de frecuencias;

•	cualquier otra frecuencia no indicada anteriormente, cuando la notificación se realiza de acuerdo con el artículo S4.4.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.  Currently  BR Identification Code is only 9 characters, it is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0157�Necessary Bandwidth Code�4 Char.�O���0351�Class Of Emission Code�Up to 5 Char.�M�Either "F3E" for monophonic and “F8E--” or “F9E--” for stereophonic signals. The codes may include 1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always "Y".��0149�Maximum Horizontally Polarised  Radiated Power�Dec. In range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "H" or "M".��0170�Maximum Vertically Polarised  Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "V" or "M".��0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0165�FM Transmission System Code�1 Char. in range 1 to 5�M���0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11. If not supplied it will be assumed to be “ True”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been  obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�O���0308�Stop Time�Time in UTC.�O����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�M���0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�M���0060�Vertically Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "V" or "M".���36 Vectors, defined by the� � ���0060a�Attenuation at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0060.��0060b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �R�Mandatory as defined in RDD 0060.��0273�Horizontally Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "H" or "M".���36 Vectors, defined by the� � ���0273a�Attenuation  at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0273.��0273b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in  degrees.�R�Mandatory as defined in RDD 0273.��0123�Effective Height Pattern consisting of� �M����36 vectors, defined by the� � ���0123a�Effective Antenna Height  at the following�Int. in range -400 to 5000 in metres�M���0123b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �M���������0128�Maximum Effective Height�Int. in range -400 to 5000 in metres�M���0550�Azimuth Of Maximum Effective Height�Int. in range 0 to 359 in degrees.�M���0131�Polarization Code�1 Char.�M�Always "H", "M" or "V".��0122�Directivity Indicator�True or False.�M����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.8	Servicio de radiodifusión de televisión en las bandas de ondas métricas y decimétricas

Este cuadro se refiere a los sistemas de radiodifusión de televisión entre 30 MHz y 1 000 MHz.

Servicio de televisión según los siguientes acuerdos regionales, incluidos los procedimientos de modificación correspondientes:

•	Estocolmo, 1961, modificado por la Conferencia de Ginebra de 1985;

•	Ginebra, 1989.

Notificación con arreglo al artículo S11 en las siguientes bandas:

•	47 � 68 MHz, 88 � 100 MHz, 174 � 230 MHz y 470 � 960 MHz en la Región 1;

•	54 � 72 MHz, 174 � 216 MHz y 470 � 890 MHz en la Región 2;

•	47 � 50 MHz, 54 � 68 MHz, 174 � 230 MHz y 470 � 960 MHz en la Región 3;

•	otras bandas atribuidas al servicio de radiodifusión mediante notas en el Cuadro de atribución de bandas de frecuencias;

•	cualquier otra frecuencia no indicada anteriormente, cuando la notificación se realiza de acuerdo con el artículo S4.4.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters, it is proposed  this should be increased to 10 characters.  ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�R�Mandatory for digital television, supplied by the BR for analogue television.��0652�Frequency Offset�Frequency in range        -166.000 to +166.000 kHz.�R�Mandatory for digital television.��0064�Vision Carrier Nominal Frequency�Frequency in range 40.0 to 999.9 in MHz�R�Mandatory for analogue television.��0065�Vision Carrier  Frequency Offset Code�Up to 4  Char.�R�Mandatory for analogue television in GE89 and for ST61 if Vision Carrier Frequency Offset is not supplied.��0482�Sound Carrier  Frequency Offset Code�Up to 4  Char.�R �Mandatory for analogue television in GE89 and for ST61 if  Sound Carrier Frequency Offset is not supplied and is not equal to Vision Carrier Frequency Offset Code.��0551�Vision Carrier  Frequency Offset�Frequency in range        -300.000 to 300.000 kHz.�R�Mandatory for analogue television in North America and  if  Vision Carrier Frequency Offset Code is not supplied.��0552�Sound Carrier  Frequency Offset�Frequency in range        -300.000 to 300.000 kHz.�R�Mandatory for analogue television in North America if  Sound Carrier Frequency Offset Code is not supplied and is not equal to Vision Carrier Frequency Offset.��0553�Frequency Offset Stability Indicator�Up to 9 Char.�C�Either “Precision” or “Normal”��0347�Call Sign�Up to 10 Char.�O�If  Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�If Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always “X” for the Vision Carrier Nominal Frequency.��0149�Maximum Horizontally Polarised  Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "H".��0170�Maximum Vertically Polarised  Radiated Power�Dec. in range 0.0 to 70.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna's Polarization Code is "V".��0066�Vision To Sound Power Ratio�Int. in range 5 to 23 in dB.�R�Mandatory for analogue television.��0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0132�Synchronised Network Indicator�True or False.�R�Mandatory for Digital Television.��0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory for Digital Television if part of a single frequency network.��0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11. If not supplied it will be assumed to be “True”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BT".���Television System used by the Signal Configuration, using�����0283�Code�Up to 2 Char.�R�Mandatory for analogue television. For digital television although there are several different bit rates,  a common system has been agreed  for the purpose of coordination.���Colour System used by the Signal Configuration, using�����0078�Code�Up to 5 Char.�R�Mandatory for analogue television.���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�O���0308�Stop Time�Time in UTC.�O����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�M���0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�M���0060�Vertically Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "V".���36 Vectors, defined by the� � ���0060a�Attenuation at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0060.��0060b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in degrees. �R�Mandatory as defined in RDD 0060.��0273�Horizontally Polarised Component Horizontal Attenuation Pattern consisting of� �R�Mandatory if the Transmitting Antenna is directional and its Polarization Code is "H".��0273a�Attenuation  at the following�Int. in range 0 to 40 in dB.�R�Mandatory as defined in RDD 0273.��0273b�Azimuth�Int. in range 0 to 350 in multiples  of 10 in  degrees.�R�Mandatory as defined in RDD 0273.��0128�Maximum Effective Height�Int. in range -400 to 5000 in metres.�M���0550�Azimuth Of Maximum Effective Height�Int. in range 0 to 359 in degrees. �M���0123�Effective Height Pattern consisting of� �M����36 vectors, defined by� � ���0123a�Effective Antenna Height  at the following�Int. in range -400 to 5,000 in metres.�M���0123b�Azimuth�Int. in range 0 to 350 in multiples   of 10 in degrees. �M���0131�Polarization Code�1  Char.�M�"V" or "H" or "M" ("V" or "H" digital television and GE89 only).��0122�Directivity Indicator�True or False.�M����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.9	Servicio de radiodifusión en las Regiones 1 y 3 en las bandas de ondas kilométricas y hectométricas

Este cuadro se refiere a los sistemas de radiodifusión sonora entre 150 kHz y 2 000 kHz.

Radiodifusión sonora según el Acuerdo regional de Ginebra, 1975, incluido el procedimiento de modificación correspondiente.

Notificación con arreglo al artículo S11 en las siguientes bandas:

•	148,5 � 283,5 kHz y 526,5 � 1 606,5 kHz en la Región 1;

•	526,5 � 1 606,5 kHz en la Región 3;

•	otras bandas atribuidas al servicio de radiodifusión mediante notas en el Cuadro de atribución de bandas de frecuencias;

•	cualquier otra frecuencia no indicada anteriormente, cuando la notificación se realiza de acuerdo con el artículo S4.4.

�Nota:	Para la radiodifusión en las bandas de ondas kilométricas y hectométricas en las Regiones 1 y 3, la BR ha desarrollado un sistema de notificación que permite notificar a la vez las Signal Configurations (configuraciones de señal) diurnas y nocturnas, evitando de esa forma la duplicación de los datos. Como se describe en la introducción a este capítulo, los datos indicados en el mismo representan la información necesaria para la notificación y coordinación de una sola transmisión de radiocomunicaciones; la referencia al formulario de notificación de la BR indicará cuáles son los datos señalados a continuación que deben comunicarse para el funcionamiento diurno y nocturno.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0157�Necessary Bandwidth Code�4 Char.�R�Mandatory for notification under Article S11.��0351�Class of Emission Code�Up to 5 Char.�M�Either  ”A3E--” or “A8E--”. The codes may include  1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing the Station Identification is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing the Call Sign is not supplied.��0159�Power Measurement Method Code�1 Char.�BR�Always “Z”.��0554�Antenna Input Power�Dec in range 0.01 to 1000.00 kW.�M���0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code (M).�M���0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11.��0132�Synchronised Network Indicator�True or False.�M���0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory if Synchronised Network Indicator is “True” (GE75, P341).��0120�Adjacent Channel Protection Ratio �1 Char.�M�Either “A” , “B”, “C” or “D”.��0183�Local Operation Period Code�Up to 2 Char.�M�Either “HJ” or “HN” or “JN”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0133�Type Code�1 Char.�M���0536�Physical Height�Int. in range 10 to 300 in metres.�R�Mandatory if a  Type A  Transmitting Antenna.��0507�Horizontal Gain Pattern consisting of� �R�Mandatory  for a  Type B  Transmitting Antenna.���36 Vectors, defined by the� � ���0507a�Gain at the following�Dec. in range -5.0  to 10.0 in dB with Gain Reference Antenna Code (M).�R�Mandatory as defined in RDD 0507.��0507b�Azimuth�Int. in range 0 to 350 in multiples   of 10 in degrees. �R�Mandatory as defined in RDD 0507.��0508�Elevation Gain Pattern consisting of� �O�For night-time operation only It is recommended that a Vertical Gain Pattern is supplied, if a full Elevation Gain Pattern is not available.���up to 36 Vectors repeated for each one of nine� � ���0508c�Elevation Angles�Int. in range 10 to 90 in  multiples  of 10 in degrees.�O����with each Vector defined by the � � ���0508a�Gain  at the following�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code (M).�O���0508b�Azimuth�Int. in range 0 to 350 in  multiples  of 10 in degrees.�O���0502�or a Vertical Gain Pattern  consisting � �O�Recommended to be supplied for night-time operations only if an Elevation Gain Pattern is not supplied.���9 Vectors, defined by the� � ���0502a�Gain at the following�Dec. in range -5.0 to 10.0 in dB with Gain Reference Antenna Code (M).�O���0502b�Elevation Angle�Int. in range 10 to 90 in  multiples of 10 in degrees.�O���0124�Ground Conductivity�1 Char. �M�The Ground Conductivity Code can be captured from maps and therefore it is proposed for deletion. ���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

�2.10	Servicio de radiodifusión en la Región 2 en la banda de ondas hectométricas

Este cuadro se refiere a los sistemas de radiodifusión sonora entre 300 kHz y 2 000 kHz.

Radiodifusión sonora según el Acuerdo Regional de Río de Janeiro de 1981, incluido el procedimiento de modificación correspondiente.

Notificación con arreglo al artículo S11 en las siguientes bandas:

•	525 � 535 kHz;

•	535 � 1 605 kHz;

•	1 605 � 1 705 kHz;

•	cualquier otra frecuencia no indicada anteriormente, cuando la notificación se realiza de acuerdo con el artículo S4.4.

Nota:	Para la radiodifusión en la banda de ondas hectométricas en la Región 2, la BR ha desarrollado un sistema de notificación que permite notificar al mismo tiempo las Signal Configurations (configuraciones de señal) diurnas y nocturnas, evitando de esa forma la duplicación de los datos. Como se describe en la introducción a este capítulo, los datos indicados en el mismo representan la información necesaria para la notificación y coordinación de una sola transmisión de radiocomunicaciones; la referencia al formulario de notificación de la BR indicará cuáles son los datos señalados a continuación que deben comunicarse para el funcionamiento diurno y nocturno.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date�O���0202�BR Date Received�Date�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency�M���0157�Necessary Bandwidth Code�4 Characters�O���0351�Class Of Emission Code�Up to 5 Char.�M�Always “A3E--” The codes may include  1 or 2 optional characters.��0347�Call Sign�Up to 10 Char.�O�Optional and providing RDD 0150 is not supplied.��0150�Station Identification�Up to 20 Char.�O�Optional and providing RDD 0347 is not supplied.��0159�Power Measurement Method Code�1 Char.�M�Always “Z”.��0554�Antenna Input Power�Dec in range 0.01 to 10.00 kW.�M���0471�RMS Radiation�Dec. in range 0.0 to 9999.99 in mV/m at 1km.�M���0141�Date Of Bringing Into Use�Date.�R�Mandatory for notification under Article S11.��0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR Conformity Indicator�True or False�R�Mandatory for notification under Article S11.��0360�Station Coverage Code�1 Char.�M���0132�Synchronised Network Indicator�True or False.�M���0535�Synchronised Network Number�Int. in range 1 to 9999.�R�Mandatory if the Synchronised Network Indicator is “True” (RJ81, Annex 2 Section 1 Item 1.15). ��0183�Local Operation Period Code�Up to 2 Char.�M�Either “HJ” or “HN” or “JN”.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�R�Mandatory for notification under Article S11.���Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0382�Electrical Height�Dec. in range 50 to 250 in degrees.�R�Mandatory if a Type A  Transmitting Antenna Identical to (RDD ref: 0394) Tower Electrical Height (Appendix S4 item 9T7).��0133�Type Code�1 Char.�M�Either “A”  or “ B”. ��0383�Pattern Type�1 Char.�R�Either “ T” , “ M”  or “ E”. �Mandatory if Type B  Transmitting Antenna��0359�Special Quadrature Factor�Dec. in range 0.01 to 10.00  in mV/m.�O�If requested by the Administration for a Type B  Transmitting Antenna with Pattern Type “M”  or “E”.���For each Tower that forms a part of Type B  Transmitting Antenna, provide the� � ���0397�Structure Code�1 Char.�M�Either  “0”, “1”  or “ 2”.��0396�Identification Number�Int. in range 1 to 12.�M���0390�Angular Orientation�Dec. in range 0.00 to 359.99 in degrees.�R�Mandatory for multiple Towers.��0391�Reference Number�Int. in  range 1 to 12.�R�Mandatory for multiple Towers. Currently the Reference Number is known as the “Reference Tower” and supplied as a binary character. It is proposed that this should be changed to the number of the Tower used as a reference.��0392�Electrical Spacing�Dec. in range 40.0 to 1200.0  in degrees.�R�Mandatory for multiple Towers.��0393�Field Phase Difference�Dec. in range -359.99 to 359.99 in degrees.�R�Mandatory for multiple Towers.��0394�Electrical Height�Dec. in range 50.0 to 250.0 in degrees.�M���0395�Field Strength Ratio�Dec. in range 0.0000 to 10.0000.�R�Mandatory for multiple Towers. Currently the Field Strength Ratio has a precision of 2 decimal places it is proposed that it should be increased to 4 decimal places. ��0388�Height Difference�Dec. in range 10.0 to 180.0 in degrees.�R�Mandatory for a Top Loaded Tower

 Identical to (RDD ref: 0379) Sectionalised Tower Height Difference (Appendix S4 item 9T9D). ��0377� Lower Section Electrical  Height�Dec. in range 50.0 to 250.0 in degrees.�R�Mandatory for a Sectionalised Tower.��0376� Lower Section Height Difference�Dec. in range 0.0 to 180.0 in degrees�R�Mandatory for a Sectionalised Tower.��0379� Height Difference�Dec. in range 0.0 to 30.0 in degrees.�R�Mandatory for a Sectionalised Tower. Note: if the Sectionalised Tower is not itself top loaded the Height Difference is 0 degrees.���For each Antenna Radiation Pattern Augmentation that describes a modification to the radiation pattern of a Type B  Transmitting Antenna, provide the� � ���0357�Serial Number�Int. in range 1 to 99.�R�Mandatory if the Pattern Type  is “M”.��0356�Central Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Pattern Type  is “M”.��0355�Central Azimuth Radiation�Dec. in range 0.0 to 9999.9 in mV/m.�R�Mandatory if the Pattern Type  is “M”.��0358�Total Span�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Pattern Type  is “M”.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

2.11	Servicio de radiodifusión en la banda de ondas decamétricas y en las bandas tropicales

Este cuadro se refiere a los sistemas de radiodifusión sonora entre 2,3 y 30 MHz.

Radiodifusión sonora de acuerdo con el artículo S12.

Notificación con arreglo al artículo S11 en las siguientes bandas:

•	2 300 � 2 498 kHz, 3 200 � 3 400 kHz, 4 750 � 4 995 kHz y 5 005 � 5 060 kHz en la Zona Tropical;

•	cualquier otra frecuencia no indicada anteriormente, cuando la notificación se realiza de acuerdo con el artículo S4.4.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.

Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters.��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O�For TerRaSys this data item may be mandatory under specified conditions.���Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric��0371�Alternative Frequency�Frequency.�O�Possibly more than one Alternative Frequency.��0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz�R�Mandatory if a frequency assignment is requested under Article S7.6.��0157�Necessary Bandwidth Code�4 Char.�R�Mandatory if HF Transmission Code =”D”.��0351�Class Of Emission Code�Up to 5 Char.�R�Mandatory as defined in RDD 0157.��0347�Call Sign�Up to 10 Char.�R�Mandatory when notifying under Article S11 or Article S12.��0159�Power Measurement Method Code�1 Char.�M�Either "Z" for Double Side Band emissions or "X" for Single Side Band emissions.��0166�Transmitter Output Power�Dec. in range  10.0 to 60.0 in dBW�M���0141�Date Of Bringing Into Use�Date�R�Mandatory if Start Date does not coincide with the Season Of Operation schedule periods.��0512�HF Transmission System Code�1 Char.�M�Either  “D”, “T” or “S”. ��0132�Synchronised Network Indicator�True or False.�O���0546�Two Dimensional Service Zone consisting of� �M���0366�either   one or more CIRAF Zones, using� � ���0368�Zone Number and�Int. in range 1 to 99.�R�Mandatory for Article S12 or if neither Circular Zone nor Geographical Area Code is used.��0367�Quadrant Code�Up to 2  Char.�R�Mandatory for Article S12 or if neither Circular Zone nor Geographical Area Code is used.��0069�or   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates and its�Long/Lat(dm).�R�Mandatory if neither a CIRAF Zone nor Geographical Area Code is used.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory if neither a CIRAF Zone nor Geographical Area Code is used.��0173�or   one or more Geographical Area, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if neither a CIRAF Zone nor Circular Zone is used.��0161�RR Conformity Indicator�True or False.�R�Mandatory for notification under Article S11.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "BC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code �Up to 12 Char.�R�Mandatory if any RR or Plan provisions are applicable to Notification or Coordination. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and has been obtained.���For each Season of Operation during which the Signal Configuration operates, provide the���Note: deleted at WRC97 but still required for HFBC.��0247�Code�Up to 5 Char.�R�Mandatory for Article S12.��0538�Start Date�Date.�O���0539�Stop Date�Date.�O����For each Day Of Operation during which the Signal Configuration operates, provide the� � ���0500�Indicator�Up to 9 Char. �R�Mandatory if  not in operation seven days a week.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False.�M���0129�Maximum Gain�Dec. in range 0.0 to 15.0 in dB with Gain Reference Antenna Code (i).�R�Mandatory if the Maximum Gain is different from the Maximum Gain associated with the relevant Reference Pattern (RDD 0110) in the ITU-R antenna handbook.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the  Transmitting Antenna  is directional in the horizontal plane.��0109�Elevation Angle of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if Directional  Transmitting Antenna  is used.��0110�Reference Pattern consisting of� �M���0110c�a ITU-R Antenna Characteristic Code�Up to 10 Char.�M���0476�Radiator Type�1 Char.�M�Either “E”  or “C”.��0477�Reflector Type�1 Char.�R�Mandatory if the Transmitting Antenna is equipped with reflectors; either  “T”   or "A”.��0478�Design Frequency�Frequency.�O���0480�Slew Angle�Int. in range 0 to 30 in degrees.�R�Mandatory if the Directional  Transmitting Antenna ‘s  beam is slewed. ���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

2.12	Servicio fijo, enlaces fijos punto a punto en las bandas de ondas decamétricas, métricas, decimétricas, centimétricas y milimétricas

Este punto se refiere a las estaciones fijas punto a punto del servicio fijo.

En una estación fija en ondas decamétricas la antena de transmisión puede ser directiva o no directiva. La configuración de señal procedente de una antena transmisora puede ser recibida por un cierto número de emplazamientos pues la onda ionosférica vuelve a la Tierra. La propagación resulta afectada por las variaciones ionosféricas, la frecuencia utilizada y la distancia desde el emplazamiento del transmisor. Las condiciones ionosféricas en el emplazamiento del receptor varían entre el día y la noche.

Para las estaciones fijas del servicio fijo en la banda de ondas decamétricas debe hacerse referencia al artículo S24 del Reglamento de Radiocomunicaciones sobre la explotación y restricciones en las Signal Configurations (configuraciones de señal) descritas por este modelo.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment.  Currently  BR Identification Code is only 9 characters. It is proposed this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz.�R�Mandatory if a frequency assignment is requested under RR S7.6.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M�"F3E" and "G3E" emissions are prohibited below 30 MHz  RR S24.2 Art S24.��0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not required.��0347�Call Sign�Up to 10 Char.�R�Mandatory below 28 MHz RR S19.7.��0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0 to 40.0 in dBW.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0570�Power Control Range�Dec. in range 10.0 to 20.0 in dB.�R�Mandatory for HF fixed links if power control is used.��0484�Energy Dispersal Description�Text.�C���0485�Pre-emphasis PP Frequency Deviation�Dec. in range 0.0 to 15.0 in MHz.�C���0572�Pre-emphasis RMS Frequency Deviation�Dec. in range 20.0 to 300.0   in kHz.�C���0154�Maximum Power Density Over 4kHz�Dec. in range -170 to 30.0 in dB(W/Hz).�C���0571�Maximum Power Density Over 1MHz�Dec. in range -200.0 to 20.0 in dB(W/Hz).�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0156�Nature Of Service Code�2 Char.�O�Only "CO", "CP", "CR", "CV", “HP”, "PX", “MX”, "OT" and “ST” valid  (also “AX” after 1 January 1999).��0494�Class Of Operation Code�1 Char.�R�Mandatory for HF only.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FX"(“AX” is allowed until 1 January 1999).���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M�����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane and the Transmitting Antenna beam is not rotating or swept.��0109�Elevation Angle Of Maximum Gain�Dec. in range -90.0 to 90.0 in degrees.�R�Mandatory if the Signal Configuration for this Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O���0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic  Code�Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � � ����36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. In range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �����up to 19 Vectors, defined by� ����0502b�Elevation Angle�Int. in range -90 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0 to 50.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����For the Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms)�M���0160�Receiving System Noise Temperature�Int. in range 20 to 6000 in Kelvin.�C����For the Site where the  Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M����Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.13	Servicio fijo, punto a multipunto, en las bandas de ondas decamétricas, métricas, decimétricas, centimétricas y milimétricas

Este cuadro se refiere a la señal transmitida desde una sola Transmitting Antenna (antena de transmisión) a dos o más Receiving Antenna (antenas de recepción).



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification �Up to 20 Char.�R�Mandatory if a Call Sign is not supplied.��0347�Call Sign�Up to 10 Char.�O���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range 10.0  to 40.0 in dBW.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 10.0 to 60.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration  is in a band shared with Space services above 1 GHz. In other bands mandatory if the Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.��0570�Power Control Range�Dec. in range 10.0 to 20.0 in dB.�R�Mandatory for HF fixed links if power control is used.��0484�Energy Dispersal Description�Text.�C���0485�Pre-emphasis PP Frequency Deviation�Dec. in range 0.0 to 15.0 in MHz.  �C���0572�Pre-emphasis RMS Frequency Deviation�Dec. in range 20.0 to 300.0 in kHz.�C���0154�Maximum Power Density over 4kHz�Dec. in range -170.0 to 30.0 in dBW/Hz.�C���0571�Maximum Power Density over 1MHz�Dec. In range -200.0 to 20.0 in dBW/Hz.�C���0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� � R�Mandatory if the Sites for the individual  Receiving Antenna are not known.��0328�either   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Circular Zone or the Geographical Areas are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0069�       or   a Circular Zone, defined by���Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�                 Centre Geographical Coordinates�Long/Lat(dm)�R�Mandatory as defined in RDD 0069.��0071�                 Radius�Int. in range 1 to 20000 km.�R�Mandatory as defined in RDD 0069.��0156�Nature Of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV", “HP”,  “PX”, “MX”, "OT" and “ST”  valid (Also “AX” after 1 January 1999).���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FX" (“AX” is  allowed until 1 January 1999).���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable. ���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if in band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0168�Vertical Beamwidth�Dec. in range 0.1 to 180.0 in degrees.�C���0129�Maximum Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range -90.0 to 90.0 in degrees.�R�Mandatory if in band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � �����36 Vectors, defined by� ����0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. In range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� �����up to 19 Vectors, defined by� ����0502b�Elevation Angle�Int. In range -90 to 90 in multiples of 10 in degrees.�O���0502a�Gain�Dec. in range -5.0  to 50.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M����Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����For each  Receiving Antenna that is the target of the Signal Configuration, provide the� � �Mandatory if the Sites for the individual  Receiving Antenna(s) are known.��0037�Geographical Coordinates�Long/Lat(dms).�R���0160�Receiving System Noise Temperature�Int. in range 20 to 6000 in Kelvin.�C����For the Site where the  Receiving Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�R�Mandatory if the Site for the individual  Receiving Antenna(s) are known. Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�R�Mandatory if the Site for the individual  Receiving Antenna(s) are known.��

2.14	Servicio móvil terrestre, recepción en la estación de base en las bandas de ondas decamétricas, métricas y decimétricas

Este cuadro se refiere a la señal transmitida desde una estación móvil para su recepción por una Receiving Antenna (antena de recepción) conocida situada en una emplazamiento fijo o por una Receiving Antenna (antena de recepción) transportable, cuando se solicita protección para la zona de itinerancia. Aunque la antena de transmisión no es directiva, la zona de itinerancia puede definirse mediante puntos específicos como resultado de la utilización de una antena directiva en la estación de base de recepción.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.� ���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range  0.0 to 30.0 in dBW.�R�Mandatory in the bands below 28000 kHz, For other bands mandatory if Maximum Radiated Power is not supplied. ��0155�Maximum Radiated Power�Dec. in range -10.0 to 40.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if Transmitter Output Power and the  Transmitting Antenna’s Maximum Gain is not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0350�Channel Occupation Indicator�True or False.�O�CEPT, Vienna Agreement, not in APS4.��0145�Frequency Category Code�1 Char. in range 1 to 5�O�CEPT, Vienna Agreement, not in APS4.��0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either  a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat (dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or      between 3 and 6 Zone Boundary Coordinates, defined by���Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�           Geographical Coordinates�Long/Lat (dms).�R�Mandatory as defined in RDD 0328.��0511�           Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or        one or more Geographical Areas, using� � �Mandatory if the  Circular Zone  or the Zone Boundary Coordinates are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV" and "OT" valid.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "ML".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the  Receiving Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���For  the Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���2.15	Servicio móvil terrestre, transmisión de la estación de base en las bandas de ondas decamétricas, métricas y decimétricas

Este cuadro se refiere a la señal transmitida desde una Transmitting Antenna (antena de transmisión) en un emplazamiento fijo para su recepción por una estación móvil o una estación transportable, cuando se solicita protección para el transmisor y su zona de servicio.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently the BR Identification Code is only 9 characters. It is proposed that this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Characters�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification �Up to 20 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -5.0 to 40.0 in dBW�R�Mandatory in the bands below 28000 kHz as well as in the bands above 1 GHz shared with space services. For other bands mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 50.0 in  dBW with Gain Reference Antenna Code.�R�Mandatory if the Signal Configuration is in a band shared with space services above 1 GHz. For other bands mandatory if the Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0350�Channel Occupation Indicator�True or False.�O�CEPT, Vienna Agreement, not in APS4.��0145�Frequency Category Code�1 Char. in range 1 to 5.�O�CEPT, Vienna Agreement, not in APS4.��0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Zone Boundary Coordinates or the Circular Zones are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M�Only "CO", "CP", "CR", "CV" and "OT" valid.���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FB".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0121�Ground Altitude Above Mean Sea Level�Int. in range -1000 to 8848 in metres.�R�Mandatory if the Signal Configuration for this  Transmitting Antenna is in a band shared with Space Services above 1 GHz.��0125�Height Above Ground Level�Int. in range 0 to 1000 in metres.�R�Mandatory if in band shared with Space Services above 1 GHz.��0131�Polarization Code�Up to 2 Char.�R�Mandatory if in band shared with Space Services above 1 GHz.��0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0129�Maximum Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional. 

Mandatory in shared bands above 1 GHz.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0109�Elevation Angle Of Maximum Gain�Dec. in range 0.0 to 90.0 in degrees.�R�Mandatory if in a band shared with Space Services above 1 GHz.��0110�Reference Pattern consisting of� �O�.��0110a�either   an Antenna Gain Equation�Equation.�O���0110b�or   an Antenna Gain Polar Diagram�Diagram.�O���0110c�or   a ITU-R Antenna Characteristic Code, �Up to 10 Char.�O���0507�or   a Horizontal Gain Pattern consisting of � � ����36 Vectors, defined by� � ���0507b�Azimuth�Int. in range 0 to 350 in multiples of 10 in degrees.�O���0507a�Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�O���0502�and   a Vertical Gain Pattern  consisting of� � ����10 Vectors, defined by� � ���0502b�Elevation Angle�Int. in range 0 to 90 in multiples of 10 in degree.�O���0502a�Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�O����For the Site where the  Transmitting Antenna is located, provide the� � �Note: RR S 21.1 - 21.2.��0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

2.16	Servicio móvil marítimo, estación costera (transmisora) en las bandas de ondas miriamétricas, kilométricas, hectométricas, decamétricas y métricas

Este cuadro se refiere a las estaciones costeras del servicio móvil marítimo (incluido el NAVTEX).

Estación costera (transmisora)

Polarización vertical.

Transmisión de base a móvil (barco) en el servicio móvil marítimo. La antena de transmisión normalmente es no directiva, pero puede utilizarse una antena directiva para evitar la interferencia causada a los sistemas basados en tierra o, en la banda de ondas métricas, para ampliar la cobertura a bahías y ensenadas. La zona de servicio que normalmente es circular puede definirse por zonas o puntos específicos, como resultado de la utilización de una antena directiva o del apantallamiento del terreno. El alcance operativo viene limitado por la gama de frecuencias y la potencia de transmisión del barco.

Gamas de frecuencias:

ondas miriamétricas - ondas kilométricas;

el alcance en ondas hectométricas normalmente es de 500 km;

el alcance en ondas decamétricas normalmente es de 20 000 km;

el alcance en ondas métricas (156 � 174 MHz) normalmente es de 60 km.

NAVTEX

El servicio NAVTEX internacional es un sistema para la difusión y recepción automática de información sobre seguridad marítima mediante impresión directa en banda estrecha en 518 kHz utilizando el idioma inglés para satisfacer los requisitos del convenio sobre seguridad de la vida humana en el mar (SOLAS). Las estaciones NAVTEX funcionan en una red de una sola frecuencia. Cada servicio cubre una zona marítima específica y transmite durante un periodo de MM minutos cada HHMM horas y minutos o a periodos irregulares. La zona de cobertura de transmisión se identifica mediante un carácter B1 (A-Z) y puede seleccionarse ajustando el receptor para que seleccione mensajes procedentes únicamente de ciertas estaciones.

�Gamas de frecuencias:

518 kHz: servicio NAVTEX internacional, transmisión únicamente en inglés;

490 kHz: transmisión en el idioma nacional (opcional), puede implantarse únicamente tras la completa instalación del SMSSM;

4 209,5 kHz: zona tropical, alternativa a 518 kHz.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope is asymmetric.��0349�Plan Channel Number�Up to 10 Char.�C�Mandatory if part of the RARC 85 Plan (in the coordination process).��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0150�Station Identification�Up to 20 Char.�R�Mandatory if a Call Sign is not required.��0347�Call Sign�Up to 10 Char.�R�Mandatory if the assignment is used for Radiotelephony or NAVTEX.��0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range  0.0 to 40.0 in dBW.�R�Mandatory in the bands below 28000 kHz. In other bands mandatory if the Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range  0.0 to 45.0 in dBW with Gain Reference Antenna Code.�R�Mandatory in the bands below 28000 kHz. and  if Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in years.�O���0346�Transmission Coverage Area Identifier�1 Char.�R�Mandatory if radio system is NAVTEX.��0161�RR  Conformity Indicator�True or False.�M���0546�Two Dimensional Service Zone consisting of� ����0069�either   a Circular Zone, consisting of� � �Note: In the case of the NAVTEX system, this is known as the NAVTEX ground wave coverage area. Mandatory for NAVTEX. For other radio systems mandatory if the Zone Boundary Coordinates or Geographical Area are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 50 to 500 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory in the Circular Zone or Geographical Area are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number� Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0185�or   one or more Maritime Zones, using� � ���0187�Code� 5 Char.�R�Allowed in the bands below 28000 kHz.��0156�Nature of Service Code�2 Char.�M�Always "CO", "CP", "CR", "CV", "FS" or "OT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FC" or "FP".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M���0142�NAVTEX Transmission Duration �Int. in range 5 to 30 in minutes.�R�Mandatory for NAVTEX.��0549�NAVTEX  Transmission Interval�Int. in range 10 to 240  in minutes.�R�Mandatory for NAVTEX.���For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M���0122�Directivity Indicator�True or False.�M���0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional.��0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna  beam is rotational or swept.��0129�Maximum Gain�Dec. in range -5.0  to 20.0 in dB with Gain Reference Antenna Code.�R�Mandatory if the Transmitting Antenna is directional.��0108�Azimuth of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0110�Reference Pattern  consisting of� �O���0110c�a ITU-R Antenna Characteristic Code� Up to 10 Char.� ����For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

�2.17	Servicio móvil marítimo, estación costera (receptora) en las bandas de ondas miriamétricas, kilométricas, hectométricas y métricas

Este cuadro se refiere a las estaciones costeras receptoras del servicio móvil marítimo en la banda de ondas hectométricas.

Estación de barco (transmisora)

Transmisión de móvil (barco) a base en el servicio móvil marítimo. Aunque la Transmitting Antenna (antena de transmisión) no es directiva, la zona de itinerancia puede definirse mediante Zonas o puntos específicos como resultado de la utilización de antenas directivas (por ejemplo, para ampliar la cobertura a bahías y ensenadas) en la estación de base receptora. El alcance operativo viene limitado por la gama de frecuencias y la potencia de transmisión de la estación de barco.

Gamas de frecuencias:

ondas miriamétricas - ondas kilométricas;

el alcance en ondas hectométricas normalmente es de 500 km;

el alcance en ondas kilométricas normalmente es de 20 000 km;

el alcance en ondas métricas (156 � 174 MHz) normalmente es de 60 km.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range �-5.0 to  30.0 in dBW.�R�Mandatory in the bands below 28000 kHz. For VHF maximum power is 25 w carrier power.��0155�Maximum Radiated Power�Dec. in range  0.0 to 30.0 in dBW with Gain Reference Antenna Code.�R�Mandatory if in band above 28000 kHz and if Transmitter Output Power and Transmitting Antenna's Maximum Gain are not supplied.��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory if a Maritime Zone is not provided.��0071�Radius�Int. in range 1 to 20000 in km.�R�For VHF 5 to 60 km; MF 50 to 500 km; HF/LF/VLF to 20000 km. Mandatory as defined in RDD 0070.��0185�or   one or more Maritime Zones, using� � ���0187�Code�5 Char.�R�Allowed only in the bands below 28000 kHz.��0156�Nature Of Service Code�2 Char.�M�Always "CO", "CP", "CR", "CV" or "OT".���Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "MS".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� ����0219�Code�3 Char. in range 001 to 999�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For the  Receiving Antenna that is the target of the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�M����For the Site where the Receiving Antenna is located, provide the� � ���0267�Name�Up to 30 Char.�M�Currently Site Name is only 20 characters. It is proposed this should be increased to 30 characters.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M���

2.18	Servicio móvil marítimo, estaciones costeras del apéndice S25 en las bandas de ondas decamétricas

Este cuadro se refiere a la aplicación del procedimiento para actualizar el Plan de Adjudicación de frecuencias contenido en el apéndice S25.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M�“I” for initial allotment, “A” for additional allotment, “R” for replacement allotment.��0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0495�Channel Number�Int. in range 401 to 2509.�M���0496�Alternative Channel Number� Int. in range 401 to 2509.�O���0497�Channel Number to Be Replaced�Int. in range 401 to 2509.�R���0374�Preferred Frequency Band�Int. in range 3 to 30 in MHz.�R�Mandatory when an Administration requests the assistance of the Bureau under Article S7.6.��0157�Necessary Bandwidth Code�4 Char.�M�Always “2K80”.��0351�Class Of Emission Code�Up to 5 Char.�M�Always “J3E”.��0159�Power Measurement Method Code�1 Char.�M�Always “X”.��0166�Transmitter Output Power�Dec. in range -10.0 to 40.0  in dBW.�M���0446�Maximum Length Of Circuit�Int. in range 0 to 20000 in km.�M�

��0141�Date Of Bringing Into Use�Date.�M���0546�Two Dimensional Service Zone consisting of� �M���0069�either   a Circular Zone, defined by� � ���0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory if the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0071�Radius�Int. in range 500 to 20000 in km.�R�Mandatory if the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0185�one or more Maritime Zones, using� � ���0187�Code�5 Char.�R�Mandatory unless the Two Dimensional Service Zone is smaller than the pre-defined Maritime Zone.��0156�Nature Of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M�Always "FC".���Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6  Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each  Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC.�M���0308�Stop Time�Time in UTC.�M����For each Traffic Characteristics that further defines the Signal Configuration, provide the� � ���0465�Start Peak Hours�Time.�M���0466�Stop Peak Hours�Time.�M���0467�Daily Volume�Int. in range 0 to 1440 in minutes.�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0037�Geographical Coordinates�Long/Lat(dms).�R�Mandatory for initial allotments.��0122�Directivity Indicator�True or False.�M���0509�Rotational Antenna Beam Start Azimuth�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0510�Rotational Antenna Beam Finish Azimuth�Dec. in range 0.1 to 360.0 in degrees.�R�Mandatory if the Transmitting Antenna beam is rotational or swept.��0147�Horizontal Beamwidth�Dec. in range 0.1 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0129�Maximum Gain�Dec. in range -5.0  to 10.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Signal Configuration’s Maximum Radiated Power is not supplied.��0108�Azimuth Of Maximum Gain�Dec. in range 0.0 to 359.9 in degrees.�R�Mandatory if the Transmitting Antenna is directional in the horizontal plane.��0110�Reference Pattern  consisting of� �O���0110c�	  a ITU-R Antenna Characteristic Code�Up to 10 Char.� ����For the Site where the  Transmitting Antenna may be  located, provide the� � ���0267�Name�Up to 30 Char.�R�Mandatory for initial allotments. Currently Site Name is only 20 characters. It is proposed this  should be increased to 30 characters.���Maritime HF Allotment  Area where the Site may be  located, using� � ���0578 �Code�Up to 6  Char.�M�Use symbols from Appendix 8 to the RDD.��

2.19	Estaciones de transmisión típicas por encima de 28 MHz

Cuando una frecuencia determinada por encima de 28 MHz es utilizada por un gran número de estaciones transmisoras terrenales del mismo servicio, como por ejemplo el servicio móvil terrestre, con características idénticas, pueden representarse por una estación típica y notificarse con arreglo al S11.17. Este tipo de notificación no está autorizada para las estaciones de radiodifusión (S11.19); ni para las estaciones de transmisión terrenal en la misma banda de frecuencias que una estación terrena (RR1225); ni para las estaciones transmisoras terrenales que funcionan en las bandas de frecuencias definidas en el Cuadro II del apéndice S7 cuando su potencia isótropa radiada equivalente rebasa los límites indicados en el citado Cuadro II (S11.21); ni para las estaciones transmisoras terrenales en bandas de frecuencias compartidas con los servicios espaciales enumerados en S21.6 y S21.7.



ref.�DDR�Nombre del dato�Formato del dato�Utilización�Condiciones de utilización���For each Terrestrial Service Notice, provide the� � ���0205�BR Identification Code�10 Char.�R�Mandatory if the notification is a modification or suppression of an existing assignment. Currently  BR Identification Code is only 9 characters. It is proposed  this should be increased to 10 characters. ��0206�Intended Action Code�1 Char.�M���0204�Date Sent�Date.�O���0202�BR Date Received�Date.�BR���0201�Administration’s Notice Code�Up to 20 Char.�O����Provision under which the Terrestrial Service Notice is notified, using�����0608�Code�Up to 12 Char.�M����For the Signal Configuration which is the subject of the Terrestrial Service Notice, provide the� � ���0345�Assigned Frequency�Frequency.�M���0348�Reference (Carrier) Frequency�Frequency.�R�Mandatory if the modulation envelope  is asymmetric.��0157�Necessary Bandwidth Code�4 Char.�M���0351�Class Of Emission Code�Up to 5 Char.�M���0159�Power Measurement Method Code�1 Char.�M���0166�Transmitter Output Power�Dec. in range -5.0 to 40.0 in dBW.�R�Mandatory if Maximum Radiated Power is not supplied.��0155�Maximum Radiated Power�Dec. in range 0.0 to 70.0 in  dBW with Gain Reference Antenna Code.�R�Mandatory if the Transmitter Output Power and the Transmitting Antenna's Maximum Gain is not supplied.

��0141�Date Of Bringing Into Use�Date.�M���0144�Period Of Validity�Int. in range 1 to 30 in years.�O���0161�RR  Conformity Indicator�True or False.�M���0544�Two Dimensional Roaming Zone consisting of� �M���0069�either a Circular Zone, defined by� � �Mandatory if the Zone Boundary Coordinates or the Geographical Areas are not provided.��0070�Centre Geographical Coordinates�Long/Lat(dm).�R�Mandatory as defined in RDD 0069.��0071�Radius�Int. in range 1 to 20000 in km.�R�Mandatory as defined in RDD 0069.��0328�or   between 3 and 6 Zone Boundary Coordinates, defined by� � �Mandatory if the Circular Zone  or the Geographical Areas are not provided.��0329�Geographical Coordinates�Long/Lat(dms).�R�Mandatory as defined in RDD 0328.��0511�Sequence Number�Int. in range 1 to 6.�R�Mandatory as defined in RDD 0328.��0173�or   one or more Geographical Areas, using� � �Mandatory if the Zone Boundary Coordinates or the Circular Zones are not provided.��0174�Code�Up to 3 Char.�R�Mandatory as defined in RDD 0173.��0156�Nature of Service Code�2 Char.�M����Class Of Station of the Signal Configuration, using� � ���0277�Code�2 Char.�M����Administration notifying the Signal Configuration, using� � ���0011�Code�Up to 3 Char.�M����Correspondence Address to contact regarding matters of interference, using� � ���0094�Code�Up to 2 Char.�M����Operator of the Signal Configuration, using� � ���0219�Code�3 Char. in range 001 to 999.�O����For each Coordination Agreement obtained for the Signal Configuration, provide the� � ���0090�Status Code�Up to 6 Char.�BR����Provision the Coordination Agreement is in respect of, using�����0608�Code�Up to 12 Char.�R�Mandatory if any RR provision is applicable.���Administration coordination is obtained with, using� � ���0011�Code�Up to 3 Char.�R�Mandatory if agreement is necessary and obtained.���For each Regular Operation Period during which the Signal Configuration operates, provide the� � ���0307�Start Time�Time in UTC�M���0308�Stop Time�Time in UTC�M����For the  Transmitting Antenna emitting the Signal Configuration, provide the� � ���0129�Maximum Gain�Dec. in range -5.0  to 

40.0 in dB with Gain Reference Antenna Code.�R�Mandatory if Transmitting Antenna is directional and the Maximum Radiated Power is not supplied.���For the Site where the  Transmitting Antenna is located, provide the� � ���0267�Name�7 Char.�M�Always “Typical”.���Geographical Area where the Site is located, using� � ���0174�Code�Up to 3 Char.�M����

____________________
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