
Attachment to Request for Coordination for SUPA-5.5W 

NOTES 

to accompany Request for Coordination 

for the SUPA-5.5W Geostationary Satellite System 

 

1. The operator of the SUPA-5.5W geostationary satellite network (item A3a.) is: 

 

APUS Telecom Satellite Services GmbH 

Hauptstrasse 3 

82319 Starnberg 

Germany 

 

Phone: +49 8151 559 449 

Fax: +49 8151 559 668 

Mail: coordination@apus-telecom.de 

 

2. This network also includes frequency assignments with the class of stations “UG” for 

earth stations on board unmanned aircraft communicating with a space station of a 

geostationary-satellite network in the fixed-satellite service for the control and non-

payload communications of unmanned aircraft systems in non-segregated airspaces in the 

frequency bands listed under resolves 1 of Resolution 155 (WRC-15), not processed by 

the Bureau in accordance with instructs the Director of the Radiocommunication Bureau 

4 of the same resolution. 

 

3. The gain diagrams for the beams UKAR, DK1R, D2KR and DKBR in the GIMS 

database do contain the required gain contour lines of 0 dB, -2 dB, -4dB and -6 dB. The -

10 dB and -20dB gain contour lines are outside the Earth’s surface seen from 5.5°W. 

 

4. The gain diagrams for the beams UVR and DQR in the GIMS database do contain the 

required gain contour lines of 0 dB, -2 dB, -4dB, -6 dB and -10 dB. The -20dB gain 

contour line is outside the Earth’s surface seen from 5.5°W. 

 
 


