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DRAFT  RECOMMENDATION  [DAB]  (WRC-03)

RF protection ratios associated with digitally modulated emissions in the
HF bands allocated exclusively to the broadcasting service

The World Radiocommunication Conference (Geneva, 2003),

considering

a)
that this Conference has resolved to encourage the introduction of digitally modulated emissions in the high frequency broadcast bands allocated exclusively to the broadcasting service;

b)
that the current use of the spectrum is based on the use of double-sideband (DSB) emissions;

c)
that RF co-channel and adjacent channel protection ratios are among the fundamental parameters when determining compatibility;

d)
that this Conference has adopted Resolution 517 (Rev.WRC-03) relating to the introduction of digitally modulated emissions in the HF bands allocated exclusively to the broadcasting service;

e)
that Part C of Appendix 11 contains digital system specifications that refer to this Recommendation for matters dealing with appropriate protection ratios,

recommends

that in the application of Article 12, the protection ratios specified in the Annex to this Recommendation be used for all those cases where digitally modulated emissions operate in the same bands as double-sideband analogue emissions.
Reasons:
This Recommendation provides protection ratios associated with digital emissions in the same manner as that of Recommendation 517, originally from HFBC-87, which deals with SSB and DSB only. Along with its annex, it specifies the levels of protection required both to protect the amplitude modulation transmissions from digital modulation emissions, digital modulation emissions from other digital modulation emissions and digital modulation emissions from amplitude modulation emissions.
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