MOD
USA/12/10

RECOMMENDATION  517  (Rev.wrc-03)

RF protection ratio values for single-sideband (SSB) 
emissions in the HF bands allocated exclusively 
to the broadcasting service

The World Radiocommunication Conference (Geneva, 2003),

considering

a)
that WRC‑97 adopted Article 12 as the seasonalplanning procedure for the HF bands allocated exclusively to the broadcasting service;

b)
that this procedure is based principally on the use of double-sideband (DSB) emissions;

c)
that the RF co-channel protection ratio is one of the fundamental planning parameters;

d)
that this Conference has adopted Resolution 517 (Rev.WRC‑03) relating to the introduction of digitally modulated and SSB emissions in the HF bands allocated exclusively to the broadcasting service;

e)
that the SSB system characteristics for HF broadcasting are contained in Appendix 11;

f)
that, however, due to their provisional nature, the values of the relative RF protection ratio to be applied for all relevant combinations of wanted and unwanted DSB and SSB emissions have not been included in the Appendix mentioned in considering e);

g)
that studies have shown that SSB emissions may require a lower RF co‑channel protection ratio for the same reception quality;

h)
Resolution 514 (HFBC-87)* relating to the procedure to be applied by the Radio Regulations Board and the Bureau in the revision of relevant parts of their Technical Standards used for HF broadcasting,

recommends

that, subject to the procedure to be applied by the Radio Regulations Board and the Bureau in the revision of relevant parts of their Technical Standards used for HF broadcasting given in Resolution 514 (HFBC-87)*, the values of relative RF protection ratio given in the Annex to this Recommendation be used by the Bureau in its application of Article 12 Technical Standards relating to SSB and DSB emissions in the HF bands allocated exclusively to the broadcasting service;

to continue to study the values of relative RF protection ratio for the different cases and frequency separations covered in the Annex to this Recommendation.


Reasons:
This Recommendation has been modified to reflect the introduction of digital emissions. No substantive changes were made in the protection ration values with SSB versus DSB amplitude modulation.

*	This Resolution was abrogated by WRC-97.
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