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ANNEX  2B

Table of characteristics to be submitted for space and radio astronomy services

C  –  Characteristics to be provided for each group of frequency assignments for a satellite antenna beam or an earth station antenna (end)     (WRC‑03)
	Items in
Appendix
	Advance 
publication of a geostationary-satellite network
	Advance publication of a 
non-geostationary-satellite network subject to coordination under 
Section II of Article 9
	Advance publication of 
a non-geostationary-satellite network not subject to coordination under Section II 
of Article 9
	Notification or
coordination of
a geostationary-satellite network (including 
Appendix 30B)
	Notification or coordination
of a non-geostationary-satellite network
	Notification or coordination of an earth station
	Notice for space stations in the broadcasting-satellite service under Appendix 30

	Notice for 
feeder-link 
stations under Appendix 30A

	Notice for stations 
in the fixed-
satellite service under
Appendix 30B
	Items in
Appendix
	Radio 
astronomy
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	X
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	C.9.b.5
	

	C.9.b.6
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	X
	
	C.9.b.6
	

	C.9.b.7
	
	
	
	
	
	
	X
	X
	
	C.9.b.7
	

	C.9.b.8
	
	
	
	
	
	
	X
	X
	
	C.9.b.8
	

	C.9.b.9
	
	
	
	
	
	
	X
	X
	
	C.9.b.9
	

	C.9.b.10
	
	
	
	
	
	
	X
	X
	
	C.9.b.10
	

	C.9.c
	
	
	X
	
	X
	
	
	
	
	C.9.c
	

	C.9.d
	
	
	X
	
	X
	
	X
	X
	
	C.9.d
	

	C.10.a
	
	
	X
	X
	X
	
	
	
	
	C.10.a
	

	C.10.b
	
	
	X
	X
	X
	
	
	X
	
	C.10.b
	

	C.10.c.1
	
	
	X
	X
	X
	
	
	X
	X
	C.10.c.1
	

	C.10.c.2
	
	
	X
	X
	X
	
	
	X
	X
	C.10.c.2
	

	C.10.c.3
	
	
	O
	X
	X
	
	
	X
	X
	C.10.c.3
	

	C.10.c.4
	
	
	X
	X
	X
	
	
	X
	X
	C.10.c.4
	

	C.10.c.5
	
	
	X
	X
	X
	
	
	
	X
	C.10.c.5
	

	C.10.c.6
	
	
	X
	X
	X
	X
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	C.10.c.6
	

	C.11.a
	X10
	X10
	X
	X
	X
	
	
	
	
	C.11.a
	

	C.11.b
	
	
	
	
	
	
	
	X
	
	C.11.b
	

	C.11.c
	
	
	
	
	
	
	X
	
	X
	C.11.c
	

	C.11.d
	
	
	
	
	X
	
	
	
	
	C.11.d
	

	C.12
	
	
	
	
	
	
	
	
	X
	C.12
	

	C.13
	
	
	
	
	
	
	
	
	
	C.13
	X

	C.15
	
	
	
	
	
	
	X
	X
	
	C.15
	


X
Mandatory information
O  Optional information
C  This information need only be furnished when it has been used as a basis to effect coordination with another administration

1
Only the value of maximum power density is mandatory.
2
For transmission from the space station only.
3
For space-to-space relay only.
4
For transmission from the earth station only.
5
Not required for coordination under Nos. 9.15, 9.17 or 9.17A.
6
Required, if applicable, for the type of transmission. If not applicable, a reason why it is not applicable is required.
7
One or the other of C.8.a or C.8.b is mandatory, but not both.
8
Only the value of total peak envelope power is required for coordination under Nos. 9.15, 9.17 or 9.17A.
10
Only the list of country or geographic designators or a narrative description of the service area shall be supplied.
11
Not required for coordination under No. 9.7A or 9.7B.
Reasons:
Making the earth station antenna diameter a mandatory item for requests of coordination would allow the Radiocommunication Bureau to make its findings regarding the compliance with No. 5.502 based on information explicitly given by administrations.
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