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2
to examine the revised ITU-R Recommendations incorporated by reference in the Radio Regulations communicated by the Radiocommunication Assembly, in accordance with Resolution 28 (Rev.WRC-2000), and to decide whether or not to update the corresponding references in the Radio Regulations, in accordance with principles contained in the Annex to Resolution 27 (Rev.WRC-2000)

Introduction

APT countries propose the following modifications under this agenda item:

–
Resolution 27 (Rev.WRC-03).

–
Revision of references to ITU-R Recommendations revised since WRC-2000.

–
Amendment of references in RR Volume 1 to ITU-R Recommendations related to specific WRC-03 agenda items.

–
Amendments of ambiguous references in RR Volume 1 to ITU-R Recommendations not related to specific WRC-03 agenda items.

–
Proposed actions on references in RR Volume 2 to ITU-R Recommendations.

–
Proposed actions on Recommendations published in RR Volume 4.

Proposals

MOD
ASP/25/263

RESOLUTION  27  (Rev.WRC-03)

Use of incorporation by reference in the Radio Regulations

The World Radiocommunication Conference (Geneva, 2003),

considering

a)
that the principles of incorporation by reference were adopted by WRC‑95, revised by WRC‑97 and further refined by WRC-2000 (see Annexes 1 and 2 to this Resolution);

b)
that there are provisions in the Radio Regulations containing references which fail to distinguish adequately whether the status of the referenced text is mandatory or non‑mandatory,
noting

that references to Resolutions or Recommendations of a world radiocommunication conference (WRC) require no special procedures, and are acceptable for consideration, since such texts will have been agreed by a WRC,

resolves

1
that for the purposes of the Radio Regulations, the term “incorporation by reference” shall only apply to those references intended to be mandatory;

2
that when introducing new instances of incorporation by reference:

–
only texts which are relevant to a specific WRC agenda item may be considered;

–
for the correct method of reference, the principles set out in Annex 1 to this Resolution and the guidance contained in Annex 2 to this Resolution shall be applied;

3
that the procedure described in Annex 3 to this Resolution shall be applied during WRCs for the adoption of texts for incorporation by reference;
4
that existing references to Recommendations may be modified to clarify whether the reference is mandatory or non-mandatory in accordance with the guidance in Annex 2 to this Resolution;
5
that all texts incorporated by reference at the conclusion of each WRC shall be collated and published in a volume of the Radio Regulations (see Annex 3 to this Resolution),

instructs the Director of the Radiocommunication Bureau

to bring this Resolution to the attention of the Radiocommunication Assembly and the ITU-R Study Groups,

urges administrations

to prepare proposals to future conferences in order to clarify the status of references, where ambiguities remain regarding the mandatory or non-mandatory status of the references in question.

ANNEX  1  TO  RESOLUTION  27  (Rev.WRC‑03)

Principles of incorporation by reference

1
For the purposes of the Radio Regulations, the term “incorporation by reference” shall apply only to those references intended to be mandatory.

2
Where the relevant texts are brief, the referenced material should be placed in the body of the Radio Regulations rather than using incorporation by reference.

3
Texts which are of a non-mandatory nature or which refer to other texts of a non‑mandatory nature shall not be considered for incorporation by reference.

4
If, on a case-by-case basis, it is decided to incorporate material by reference on a mandatory basis, then the following provisions shall apply:

4.1
the text incorporated by reference shall have the same treaty status as the Radio Regulations themselves;

4.2
the reference must be explicit, specifying the specific part of the text (if appropriate) and the version or issue number;

4.3
the text incorporated by reference must be submitted for adoption by a competent WRC in accordance with resolves 3;

4.4
all texts incorporated by reference shall be published following a WRC, in accordance with resolves 4.

5
If, between WRCs, a text incorporated by reference (e.g. an ITU‑R Recommendation) is updated, the reference in the Radio Regulations shall continue to apply to the earlier version incorporated by reference until such time as a competent WRC agrees to incorporate the new version. The mechanism for considering such a step is given in Resolution 28 (Rev.WRC-2000).

6
Where references are non-mandatory, it is not necessary to establish specific conditions in applying the texts quoted. In such cases, reference should be made using the terminology “the most recent version” of a Recommendation.

ANNEX  2  TO  RESOLUTION  27  (Rev.WRC‑03)

Application of incorporation by reference

When introducing new instances of incorporation by reference in the provisions of the Radio Regulations or reviewing existing instances of incorporation by reference, administrations and ITU‑R should address the following factors in order to ensure that the correct style of reference is employed for the intended purpose:

1
whether each reference is mandatory, i.e. incorporated by reference, or non-mandatory;

2
mandatory references shall use clear linking language, i.e. “shall”;

3
non-mandatory references, or ambiguous references that are determined to be of a non‑mandatory character, shall use appropriate linking language, e.g. “should” or “may”;

4
mandatory references shall be explicitly and specifically identified, accompanied by the venue and the year of the approval of these ITU-R Recommendations, e.g. “Recommendation ITU‑R M.541-8 (Geneva, 2003)”;

5
if the intended reference material is, as a whole, unsuitable as treaty-status text, the reference shall be limited to just those portions of the material in question which are of a suitable nature, e.g. “Annex A to Recommendation ITU‑R Z.123-4 (Geneva, 2003)”;
6
non-mandatory references, or ambiguous references that are determined to be of a non‑mandatory character shall not be accompanied by the venue or the year of approval of these ITU-R Recommendations.
ANNEX  3  TO  RESOLUTION  27  (Rev.WRC‑03)

Procedures applicable by WRC for the adoption of texts 
for incorporation by reference

The referenced texts shall be made available to delegations in sufficient time for all administrations to consult them in their final English, Spanish and French versions. A single copy of the texts shall be made available to each administration as a conference document.

During the course of each WRC, a list of the texts incorporated by reference shall be developed and maintained by the committees. This list shall be published as a conference document in line with developments during the conference.

Following the end of each WRC, the Radiocommunication Bureau and General Secretariat will update the volume of the Radio Regulations which serves as the repository of texts incorporated by reference in line with developments at the conference as recorded in the above-mentioned document.

Before finalizing the above work, the Director of the Radiocommunication Bureau should compile a list of ITU-R Recommendations incorporated by reference. If necessary, the Director should add proposed editorial amendments to the relevant texts in order to make them consistent with the conditions laid down in this Resolution, and should then distribute the list to all Member States and Sector Members participating in the Radiocommunication Sector. The Director should finalize the texts for updating the volume of the Radio Regulations after incorporating received comments appropriately.
Reasons:

1
ADD new resolves 4, to explicitly enable WRCs to amend existing references to Recommendations, in accordance with the Annex 1 to Resolution 27. This allows the conference to correct prior drafting flaws without affecting the intent of a provision. It enables both mandatory and non-mandatory references to be corrected.

2
Delete urges text referring to specific agenda items as it is already in resolves 2 and therefore redundant and also that it would negate the new resolves 4. This allows an editorial amendment to be made to provisions that are not related to a specific agenda item of the present conference.

3
In order to facilitate the identification of mandatory references, in Annex 2, ADD the venue and the year of approval to the ITU-R Recommendations incorporated by reference in the Radio Regulations.
ADD new paragraph to Annex 3 of Resolution 27 in order to ensure that editorial amendments incorporating references are made in a way that is thorough, consistent, and does not consume the valuable time of the conference.

ASP/25/264

The Asia-Pacific Telecommunity proposes the following updates to references to ITU-R Recommendations in the 2001 version of the Radio Regulations. These concern Recommendations that have been revised since WRC-2000.

	Action
	Provision No.
	Provision
	Reason

	(MOD)
	5.288
	In the territorial waters of the United States and the Philippines, the preferred frequencies for use by on-board communication stations shall be 457.525 MHz, 457.550 MHz, 457.575 MHz and 457.600 MHz paired, respectively, with 467.750 MHz, 467.775 MHz, 467.800 MHz and 467.825 MHz. The characteristics of the equipment used shall conform to those specified in Recommendation ITU-R M.1174-1 (Geneva, 1998).
	Language is already clearly mandatory and the MOD only aligns the text with the Recommendation as listed in Volume 4 of the Radio Regulations.  

	(MOD)
	TABLE  22-1A     (WRC‑2000)

Reference antenna column
	Limits to the epfd( radiated by non‑geostationary-satellite systems in the fixed-satellite service systems in certain frequency bands3, 4, 5, 6
Recommendation ITU-R S.1428-1 (Geneva, 2001)
	MOD to indicate latest revision of the Recommendation. Replace the reference in Volume 4 of the Radio Regulations with the latest revision.

	(MOD)
	TABLE  22-1B     (WRC‑2000) 

Reference antenna column
	Limits to the epfd( radiated by non‑geostationary-satellite systems in the fixed-satellite service in certain frequency bands3, 6, 8 

Recommendation ITU-R S.1428-1 (Geneva, 2001)
	MOD to indicate latest revision of the Recommendation. Replace the reference in Volume 4 of the Radio Regulations with the latest revision.

	(MOD)
	TABLE  22-1C      (WRC‑2000) 

Reference antenna column
	Limits to the epfd( radiated by non geostationary-satellite systems in the fixed-satellite service in certain frequency bands3, 6, 8 

Recommendation ITU-R S.1428-1 (Geneva, 2001)
	MOD to indicate latest revision of the Recommendation. Replace the reference in Volume 4 of the Radio Regulations with the latest revision.

	(MOD)
	7 22.5C.6
	For this Table, reference patterns of Recommendation ITU‑R S.1428-1 (Geneva, 2001) shall be used only for the calculation of interference from non-geostationary-satellite systems in the fixed-satellite service systems into geostationary-satellite systems in the fixed-satellite service.     (WRC‑2000)
	MOD consequential to changes to Tables 22-1A, 22-1B and 22-1C above to add revision number to Recommendation.


	Action
	Provision No.
	Provision
	Reason

	(MOD)
	TABLE  22-1D      (WRC‑2000) 

Reference antenna column
	Limits to the epfd( radiated by non-geostationary-satellite systems in the fixed-satellite service in certain frequency bands into 30 cm, 45 cm, 60 cm, 90 cm, 120 cm, 180 cm, 240 cm and 300 cm broadcasting-satellite service antennas6, 9, 10, 11
Recommendation ITU‑BO.1443-1 (Geneva, 2002) Annex 1
	MOD to indicate latest revision of the Recommendation. Replace the reference in Volume 4 of the Radio Regulations with the latest revision.

	SUP
	Incorporated Recommendation ITU-R S.1428
	
	SUP as the Recommendation has been superseded by a later version.

	ADD
	Incorporated Recommendation ITU-R S.1428-1
	[Add text of Recommendation to Volume 4]
	ADD latest version of Recommendation as a consequence of changing Tables 22-1A, 22-1B and 22-1C.

	SUP
	Incorporated Recommendation ITU-BO.1443
	
	SUP as the Recommendation has been superseded by a later version.

	ADD
	Incorporated Recommendation ITU-BO.1443-1
	[Add text of Recommendation to Volume 4]
	ADD latest version of Recommendation as a consequence of changing Table 22-1D.


Amendment of references in RR Volume 1 to ITU-R Recommendations 
related to specific WRC-03 agenda items
ARTICLE  52
Special rules relating to the use of frequencies 

Section II  –  Use of frequencies for Morse radiotelegraphy

B1  –  Call and reply

MOD
ASP/25/265

52.25

4)
Before transmitting on 500 kHz, stations shall (in accordance with Recommendation ITU-R M.1170 (Geneva, 1995)) listen on this frequency for a reasonable period to make sure that no distress traffic is being sent.

Reasons:
Relates to agenda item 1.9. In accordance with Resolution 27, Annex 2, Application point 2, to clarify its intent and explicitly state that reference to Recommendation ITU-R M.1170 (which is in Volume 4 of the Radio Regulations) is mandatory. The reference was moved in the sentence to make it relate to the act of listening and not the distress traffic.

MOD
ASP/25/265A

52.31
§ 13
1)
The frequency for replying to a call sent on the general calling frequency (see No. 52.27) shall be as follows:


–
either 500 kHz,


–
or the frequency specified by the calling station in accordance with Recommendation ITU-R M.1170 (Geneva, 1995) (see No. 52.29).

Reasons:
Relates to agenda item 1.9. In accordance with Resolution 27, Annex 2, Application point 2, to clarify its intent and explicitly state that compliance with Recommendation ITU‑R M.1170 (which is in Volume 4 of the Radio Regulations) is mandatory.

MOD
ASP/25/265B

52.32

2)
In regions of heavy traffic, coast stations may answer calls made by ship stations of their own nationality in accordance with special arrangements made by the administration concerned.

Reasons:
Relates to agenda item 1.14. To delete reference to Recommendation ITU‑R M.1170 (which is in Volume 4 of the Radio Regulations), as it is silent on this matter.

D2  –  Call and reply

MOD
ASP/25/265C

52.69
§ 28
In order to reduce interference on Morse radiotelegraphy calling frequencies, a coast station shall (in accordance with Recommendation ITU-R M.1170 (Geneva, 1995)) take adequate steps to ensure, under normal conditions, the prompt receipt of Morse radiotelegraphy calls.

Reasons:
Relates to agenda item 1.14. In accordance with Resolution 27, Annex 2, Application point 2, to clarify its intent and explicitly state that reference to Recommendation ITU-R M.1170 (which is in Volume 4 of the Radio Regulations) is mandatory and that it relates to the coast stations’ steps rather than the Morse calls themselves.

Section VI  –  Use of frequencies for radiotelephony

C2  –  Call and reply

MOD
ASP/25/265D

52.224
§ 99
1)
Before transmitting on the carrier frequencies 4 125 kHz, 6 215 kHz, 8 291 kHz, 12 290 kHz or 16 420 kHz a station shall listen (in accordance with Recommendation ITU‑R M.1171 (Geneva, 1995)) on the frequency for a reasonable period to make sure that no distress traffic is being sent (see No. 52.221A).     (WRC‑03)
Reasons:
Relates to agenda item 1.14. In accordance with Resolution 27, Annex 2, Application point 2, to clarify its intent and explicitly state that reference to the Recommendation is mandatory and that it relates to the act of listening rather than the distress traffic.

ARTICLE  57
Radiotelephony

MOD
ASP/25/265E

57.1
§ 1
The procedure detailed in Recommendation ITU-R M.1171 (Geneva, 1995) shall apply to radiotelephone stations, except in cases of distress, urgency or safety, to which the provisions of Appendix 13 are applicable.

Reasons:
Relates to agenda item 1.14. In accordance with Resolution 27, Annex 2, Application point 2, to standardize the language and clarify that reference to the Recommendation (which is listed in volume 4 of the Radio Regulations) is mandatory.


ASP/25/266

The Asia-Pacific Telecommunity proposes the following updates to references to ITU-R Recommendations in the 2001 version of the Radio Regulations. These concern amendments of ambiguous references to such Recommendations, which are related to WRC-03 agenda items.

	Action
	Provision No.
	Provision
	Reason

	(MOD)
	55.1
	The radiotelegraph procedure detailed in Recommendation ITU-R M.1170 (Geneva, 1995) is obligatory, except in cases of distress, urgency, or safety, to which the provisions of Appendix 13 are applicable.
	

	SUP
	Incorporated Recommendation ITU-R TF.460-5
	
	SUP as the Recommendation is not incorporated by reference.


Further amendments of ambiguous references in RR Volume 1 to ITU-R Recommendations related to specific WRC-03 agenda items

ARTICLE  1
Terms and definitions

Section I  –  General terms

MOD
ASP/25/266A

1.14

Coordinated Universal Time (UTC):  Time scale, based on the second (SI), as defined in the latest version of ITU-R Recommendation ITU-R TF.460-5.

ARTICLE  5
MOD
ASP/25/266B

5.208A
In making assignments to space stations in the mobile-satellite service in the bands 137-138 MHz, 387-390 MHz and 400.15-401 MHz, admini​strations shall take all practicable steps to protect the radio astronomy service in the bands 150.05-153 MHz, 322-328.6 MHz, 406.1-410 MHz and 608-614 MHz from harmful interference from unwanted emissions. The threshold levels of interference detrimental to the radio astronomy service are shown in Table 1 of the latest version of Recommendation ITU-R RA.769.     (WRC-03)
Reasons:
In accordance with Resolution 27, Annex 1, Principle 6, to indicate that reference to the Recommendation (which is not listed in Volume 4 of the Radio Regulations) is not mandatory.
ARTICLE  19
Identification of stations

Section II  –  Allocation of international series and assignment of call signs

MOD
ASP/25/266C

19.38
§ 19
1)
Each administration shall choose the call signs and, if the selective calling system used is in accordance with Recommendation ITU‑R M.257‑3 (Geneva, 1995), the ship station selective call numbers and the coast station identification numbers of its stations shall be derived from the international series allocated or supplied to it; and this information shall be notified to the Secretary‑General together with the information which is to appear in Lists I, IV, V, VI and VIIIA. These notifications do not include call signs assigned to amateur and experimental stations.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, to clarify its intent and explicitly state that reference to Recommendation ITU-R M.257-3 (which is in Volume 4 of the Radio Regulations) is mandatory because the actions that flow from its use here are mandatory as indicated by the “shall” in the first part of the sentence.
Section III  –  Formation of call signs

MOD
ASP/25/266D

19.48
b)
combinations in Recommendation ITU-R M.1172 (Geneva, 1995) that are reserved for the abbreviations to be used in the radiocommuni​cation services.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, and within the context of NOC 19.45 to 19.47 above, this MOD would clarify that avoidance of Recommendation ITU-R M.1172 call sign forms is mandatory per No. 19.46. This Recommendation is already in Volume 4 of the Radio Regulations.
Section V  –  Selective call numbers in the maritime mobile Service

MOD
ASP/25/266E

19.96A

3)
Five‑digit ship station selective call numbers shall be assigned to sequential single frequency selective calling (SSFC) equipment (as described in Recommendation ITU‑R M.257‑3 (Geneva, 1995)) for calling in radiotelephony and for the phasing in of narrow‑band direct printing (NBDP) equipment (as described in Recommendation ITU‑R M.476‑5 (Geneva, 1995)). Within one administration the same five‑digit number may be used:


–
for identification of ship stations fitted with both SSFC and NBDP equipment;


–
for identification of ship stations of two different ships fitted with either SSFC or NBDP equipment only.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, to standardize the language and clarify that reference to the Recommendations (which are in Volume 4 of the Radio Regulations) is mandatory.
ARTICLE  29
Radio astronomy service

Section III  –   Protection of the radio astronomy service

MOD
ASP/25/266F

29.12
§ 9
In applying the measures outlined in this Section, administrations should bear in mind that the radio astronomy service is extremely susceptible to interference from space and airborne transmitters (for further information, see the most recent version of Recommendation ITU-R RA.769).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 3, standardize the present “urges” language and in accordance with Annex 1, Principle 6, clarify that reference to Recommendation ITU-R RA.769 (which is not in Volume 4 of the Radio Regulations) is not mandatory.
ARTICLE  32
Operational procedures for distress and safety communications in the global
maritime distress and safety system (GMDSS)

Section I  –  General

MOD
ASP/25/266G

32.7
§ 6
The Phonetic Alphabet and Figure Code in Appendix 14 and the abbreviations and signals in accordance with the most recent version of Recommendation ITU-R M.1172 should be used where applicable1.

Reasons:
The “should” language indicates that reference to Recommendation ITU-R M.1172 (which is in Volume 4 of the Radio Regulations) is not mandatory here. This editorial standardizes the language in accordance with Resolution 27, Annex 1, Principle 6.
ARTICLE  47
Operator’s certificates

Section IV  –  Qualifying service

MOD
ASP/25/266H

47.26
§ 8
1)
The holder of a radiocommunication general operator’s certificate or a first- or second-class radiotelegraph operator’s certificate shall be authorized to embark as chief operator of a ship station of the fourth category described in Recommendation ITU‑R M.1169 (Geneva, 1995).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1169 (which is in Volume 4 of the Radio Regulations) is mandatory and make the association with the fourth category explicit.
MOD
ASP/25/266I

47.27

2)
However, before becoming chief or sole operator of a ship station of the fourth category (in accordance with Recommendation ITU-R M.1169 (Geneva, 1995)) which is required by international agreements to carry a radiotelegraph operator, the holder of a radiocommunication general operator’s certificate or a first- or second-class radiotelegraph operator’s certificate shall have had adequate experience as operator on board ship at sea.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, provide regulatory certainty by clarifying that reference to Recommendation ITU-R M.1169 (which is in Volume 4 of the Radio Regulations) is mandatory and making its association with the fourth category explicit.
MOD
ASP/25/266J

47.28

3)
Before becoming chief operator of a ship station of the second or third category (in accordance with Recommendation ITU-R M.1169 (Geneva, 1995)), the holder of a radiocommunication general operator’s certificate or a first- or second-class radiotelegraph operator’s certificate shall have had, as operator on board ship or in a coast station, at least six months’ experience of which at least three months shall have been on board ship.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, provide regulatory certainty by clarifying that reference to Recommendation ITU-R M.1169 (which is in Volume 4 of the Radio Regulations) is mandatory and making its association with the third category explicit.
MOD
ASP/25/266K

47.29

4)
Before becoming chief operator of a ship station of the first category (in accordance with Recommendation ITU-R M.1169 (Geneva, 1995)), the holder of a radiocommunication general operator’s certificate or a first-class radiotelegraph operator’s certificate shall have had, as operator on board ship or in a coast station, at least one year’s experience of which at least six months shall have been on board ship.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, provide regulatory certainty by clarifying that reference to Recommendation ITU-R M.1169 (which is in Volume 4 of the Radio Regulations) is mandatory and making its association with the first category explicit.
ARTICLE  51
Conditions to be observed in the maritime services

Section I  –  Maritime mobile service

NOC
51.33
§ 15
All ship stations equipped with digital selective calling apparatus to work in the authorized bands between 4 000 kHz and 27 500 kHz shall be able to:

NOC
51.34
a)
send and receive class F1B or J2B emissions on the frequencies designated for digital selective distress calling in each of the maritime HF bands in which they are operating (see also No. 32.9);

Reasons:
Shown here only to provide a context for the following MOD to No. 51.35 b). Note that the “shall” indicates that the following reference to Recommendation ITU-R M.541-8 is mandatory, in accordance with Resolution 27, Annex 2, Application point 2.

MOD
ASP/25/266L

51.35
b)
send and receive class F1B or J2B emissions on an international calling channel identified in Recommendation ITU‑R M.541-8 (Geneva, 1995) in each of the HF maritime mobile bands necessary for their service;

Reasons:
Clarify that reference to Recommendation ITU-R M.541-8 (which is in Volume 4 of the Radio Regulations) is mandatory and make it consistent with the “shall” language in No. 51.33 § 15 shown above.

Section III  –  Stations on board aircraft communicating with stations of
the maritime mobile service and the maritime mobile-satellite service

MOD
ASP/25/266M

51.71
§ 28
In the case of communication between stations on board aircraft and stations of the maritime mobile service, radiotelephone calling may be renewed, which shall be as specified in Recommendation ITU-R M.1171 (Geneva, 1995) and radiotelegraph calling may be renewed after an interval of five minutes, notwithstanding Recommendation ITU‑R M.1170.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that renewed calling must mandatorily comply with the Recommendation, which is in Volume 4 of the Radio Regulations.

ARTICLE  52
Special rules relating to the use of frequencies 

Section II  –  Use of frequencies for Morse radiotelegraphy

D2  –  Call and reply

MOD
ASP/25/266N

52.63

2)
So far as is practicable, a coast station shall transmit its calls at specified times in the form of traffic lists (in accordance with Recommendation ITU-R M.1170 (Geneva, 1995)) on the frequency or frequencies indicated in the List of Coast Stations.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to incorporated Recommendation ITU-R M.1170 (which is in Volume 4 of the Radio Regulations) is mandatory and that it relates to the act of calling rather than the list of coast stations.

Section VI  –  Use of frequencies for radiotelephony

B2  –  Call and reply

MOD
ASP/25/266O

52.192
b)
by coast stations to announce the transmission, on another frequency, of traffic lists shall be in accordance with Recommendation ITU‑R M.1171 (Geneva, 1995).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1171 (which is listed in Volume 4 of the Radio Regulations) is mandatory. Though the use of the frequency per No. 52.190 2) is non-mandatory, calls on the frequency can only be made for the purpose of the mentioned announcements and traffic lists defined in the Recommendation.

MOD
ASP/25/266P

52.195
§ 89
1)
Before transmitting on the carrier frequency 2 182 kHz, a station shall (in accordance with Recommendation ITU-R M.1171 (Geneva, 1995)) listen on this frequency for a reasonable period to make sure that no distress traffic is being sent.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1171 (which is listed in Volume 4 of the Radio Regulations) is mandatory and relates to listening out on this frequency rather than the distress traffic.

B4  –  Additional provisions applying to Region 1

MOD
ASP/25/266Q

52.213

2)
In exceptional circumstances, if frequency usage according to Nos. 52.203 to 52.208 or No. 52.210 is not possible, a ship station may use one of its own assigned national ship-to-shore frequencies for communication with a coast station of another nationality, under the express condition that the coast station as well as the ship station shall take precautions (in accordance with Recommendation ITU-R M.1171 (Geneva, 1995)) to ensure that the use of such a frequency will not cause harmful interference to the service for which the frequency in question is authorized.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1171 (which is listed in Volume 4 of the Radio Regulations) is mandatory, as indicated by the fact that it defines the “express condition” mentioned in the provision.

C2  –  Call and reply

MOD
ASP/25/266R

52.224
§ 99
1)
Before transmitting on the carrier frequencies 4 125 kHz, 6 215 kHz, 8 291 kHz, 12 290 kHz or 16 420 kHz a station shall listen on the frequency for a reasonable period to make sure that no distress traffic is being sent and shall comply with No. 52.221A and Recommendation ITU-R M.1171 (Geneva, 1995).     (WRC‑03)
Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1171 (which is in Volume 4 of the Radio Regulations) is mandatory.

C3  –  Traffic

MOD
ASP/25/266S

52.229

4)
The technical characteristics of transmitters used for radiotelephony in the bands between 4 000 kHz and 27 500 kHz shall comply with characteristics specified in Recommendation ITU-R M.1173 (Geneva, 1995).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1173 (which is listed in Volume 4 of the Radio Regulations) is mandatory and make it a direction consistent with the “shall” language in Nos. 52.226 and 52.227.

D1  –  Call and reply

MOD
ASP/25/266T

52.231
§ 101
1)
The frequency 156.8 MHz is the international frequency for distress traffic and for calling by radiotelephony when using frequencies in the authorized bands between 156 MHz and 174 MHz (see Appendix 13 for details of use). The class of emission to be used for radiotelephony on the frequency 156.8 MHz shall be G3E, as stated in Recommendation ITU‑R M.489-2 (Geneva, 1995).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.489-2 (which is listed in Volume 4 of the Radio Regulations) is mandatory.

MOD
ASP/25/266U

52.234
b)
by coast stations to announce the transmission on another frequency of traffic lists in accordance with Recommendation ITU-R M.1171 (Geneva, 1995) and important maritime information.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that when using the frequency in No. 52.232, reference to Recommendation ITU-R M.1171 (which is listed in Volume 4 of the Radio Regulations) is mandatory and that it relates to the form of the announcement.

MOD
ASP/25/266V

52.235

3)
The frequency 156.8 MHz may be used by ship stations and coast stations for selective calling that shall conform to Recommendation ITU‑R M.257-3 (Geneva, 1995).

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that when calling using the frequency 156.8 MHz, compliance with Recommendation ITU-R M.257-3 (which is listed in Volume 4 of the Radio Regulations) is mandatory.

MOD
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52.240

8)
Before transmitting on the frequency 156.8 MHz, a station shall listen in accordance with Recommendation ITU-R M.1171 (Geneva, 1995) on this frequency for a reasonable period to make sure that no distress traffic is being sent.

Reasons:
In accordance with Resolution 27, Annex 2, Application point 2, clarify that reference to Recommendation ITU-R M.1171 (which is listed in Volume 4 of the Radio Regulations) is mandatory and that it relates to the act of listening rather than the distress traffic.
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The Asia-Pacific Telecommunity proposes the following actions on references to ITU-R Recommendations in Volume 2 of the 2001 version of the Radio Regulations.

	Action
	Provision No.
	Proposal

	MOD
	Ap.1, § 1, 2) & § 2, 3.1)
	RR Volume 4 contains Recommendation ITU-R SM.1138, but the wording in RR Appendix 1 is not clear, because § 1 simply states “Formulae and examples of emissions designated in accordance with this Appendix are given in Recommendation ITU-R SM.1138. Further examples may be provided in other ITU-R Recommendations”. If the current text is maintained as it stands, Recommendation ITU-R SM.1138 should not be regarded as mandatory and the text of this Recommendation in RR Volume 4 should be deleted.

	(MOD)
	Ap.13, Part A2, § 14A, 1)
	“Recommendation ITU-R M.1171” should read “Recommendation ITU-R M.1171 (Geneva, 1995)”.

	(MOD)
	Ap.13, Part A5, § 1, b)
	“Recommendation ITU-R M.690-1” should read “Recommendation ITU-R M.690-1 (Geneva, 1995)”.

	(MOD)
	Ap.13, Part A5, § 4, 2)
	“Recommendation ITU-R M.690-1” should read “Recommendation ITU-R M.690-1 (Geneva, 1995)”.

	(MOD)
	Ap.13, Part A5, § 9
	“Recommendation ITU-R M.1175” should read “Recommendation ITU-R M.1175 (Geneva, 1995)”.

	(MOD)
	Ap.17, Part B, 6, a)
	“Recommendation ITU-R M.1173” should read “Recommendation ITU-R M.1173 (Geneva, 1995)”.

	(MOD)
	Ap.17, Part B, 6, b)
	“Recommendation ITU-R M.1173” should read “Recommendation ITU-R M.1173 (Geneva, 1995)”.

	(MOD)
	Ap.30A, Annex 3, § 2.2,
After Step 7
	“Recommendation ITU-R P.838” should read “Recommendation ITU-R P.838-2 (Geneva, 2003)”.
The text of this Recommendation should be added to RR Volume 4.


Further proposed actions on references in RR Volume 2 
to ITU-R Recommendations

APPENDIX  4  (WRC-2000)
Consolidated list and tables of characteristics for use in the 
application of the procedures of Chapter III

ANNEX  2A

Characteristics of satellite networks’ earth stations 
or radio astronomy stations2     (WRC‑2000)
C.11
Service area

...

MOD
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d)
In the case of a non-geostationary space station submitted in accordance with No. 9.11A, appropriate information required to calculate the affected region due to the mobile-satellite service space stations which shall be calculated in accordance with Recommendation ITU-R M.1187 (Geneva, 1995).

APPENDIX  17  (WRC-2000)

Frequencies and channelling arrangements in the
high‑frequency bands for the maritime mobile service

PART  B  –  Channelling arrangements

Section I  –  Radiotelephony

MOD
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2
The technical characteristics for single-sideband transmitters are specified in the most recent version of Recommendation ITU-R M.1173.

APPENDIX  18  (WRC-2000)
Table of transmitting frequencies in the VHF
maritime mobile band

Notes referring to the Table

MOD
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e)
Administrations having an urgent need to reduce local congestion may apply 12.5 kHz channel interleaving on a non-interference basis to 25 kHz channels, provided:


–
the most recent version of Recommendation ITU-R M.1084 shall be taken into account when changing to 12.5 kHz channels;


–
it shall not affect the 25 kHz channels of the present Appendix maritime mobile distress and safety frequencies, especially the channels 06, 13, 15, 16, 17, and 70, nor the technical characteristics mentioned in Recommendation ITU-R M.489-2 (Geneva, 1995) for those channels;

APPENDIX  30*  (WRC‑2000)
ANNEX  5

Technical data used in establishing the provisions and associated Plans
and the Regions 1 and 3 List, which should be used
               for their application22     (WRC‑2000)
MOD
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3.4
Protection ratio between television signals

...

Protection masks and associated calculation methods for interference into broadcast satellite systems involving digital emissions shall be in accordance with in Recommendation ITU‑R BO.1293-2 (Geneva, 2002).     (WRC‑03)

ASP/25/268

The Asia-Pacific Telecommunity proposes the following actions on the content of Volume 4 of the 2001 edition of the Radio Regulations with respect to ITU-R Recommendations.

	Action
	Reference Provision No.
	Proposal

	SUP
	Ap.30, Annex 5, §3.4, 2nd §
	The reference to Recommendation ITU-R BO.1297 is not mandatory.

The text of this Recommendation in RR Volume 4 should be deleted.

	SUP
	Ap.30A, Article 9A, Col.6
	The reference to Recommendation ITU-R BO.1296 is not mandatory.

The text of this Recommendation in RR Volume 4 should be deleted.

	SUP
	Ap.30A, Article 9A, Col.9
	The reference to Recommendation ITU-R BO.1295 is not mandatory.

The text of this Recommendation in RR Volume 4 should be deleted.


_________________
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