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1.19
to consider regulatory provisions to avoid misapplication of the non-GSO FSS single-entry limits in Article 22 based on the results of ITU-R studies carried out in accordance with Resolution 135 (WRC-2000)
1
Introduction

WRC-2000 established single-entry epfd limits for non-GSO FSS systems in certain frequency bands in Article 22 and identified, through Resolution 135 (WRC-2000) the desirability of developing regulatory solutions to avoid misapplication of single-entry limits by dividing a non‑GSO system into several smaller non‑GSO systems which independently meet the limits.

The verification of conformance with the single-entry epfd limits contained in Tables 22-1 to 22‑3 (inclusive) of Article 22 forms an important part of the regulatory examination of any notice for a non-GSO FSS system, performed by the Radiocommunication Bureau under No. 11.31, as referenced in Sections 2.6 to 2.6.6 of the Rules of Procedure. 

Thus, the only reason for misapplication of these single-entry epfd limits by artificially splitting or combining non-GSO FSS systems will be to lower the epfd levels and therefore to get a favourable finding status as a result of this regulatory examination. The problem raised by Resolution 135 (WRC-2000) is not new or specific to certain non-GSO FSS systems. No difficulties have been experienced so far with similar limits which could be similarly misapplied.

2
Proposals

The Arab Administrations support the single-entry limits included in Tables 22-1A, 22-1B, 22-1C, 22-1D, 22-2 and 22-3 of Article 22, and considers that no further study or regulatory action is necessary on this issue and therefore the proposal will be as follows:

ARTICLE  22
Space services1
Section II  –  Control of interference to geostationary-satellite systems

NOC
ARB/27A17/1

TABLE  22-1A     (WRC‑2000)
Limits to the epfd( radiated by non‑geostationary-satellite systems in the fixed-
satellite service systems in certain frequency bands3, 4, 5, 6
NOC
ARB/27A17/2

TABLE  22-1B     (WRC‑2000)
Limits to the epfd( radiated by non‑geostationary-satellite systems
in the fixed-satellite service in certain frequency bands3, 6, 8
NOC
ARB/27A17/3

TABLE  22-1C     (WRC‑2000)
Limits to the epfd( radiated by non geostationary-satelllite systems in
the fixed-satellite service in certain frequency bands3, 6, 8
NOC
ARB/27A17/4

TABLE  22-1D     (WRC‑2000)
Limits to the epfd( radiated by non-geostationary-satellite systems in the fixed-satellite
service in certain frequency bands into 30 cm, 45 cm, 60 cm, 90 cm, 120 cm,
180 cm, 240 cm and 300 cm broadcasting-satellite service antennas6, 9, 10, 11
NOC
ARB/27A17/5

TABLE  22-2     (WRC‑2000)
Limits to the epfd( radiated by non-geostationary-satellite systems in the
fixed-satellite service in certain frequency bands14
NOC
ARB/27A17/6

TABLE  22-3     (WRC‑2000)
Limits to the epfdis radiated by non-geostationary-satellite systems in the fixed-
satellite service in certain frequency bands18
Reasons:
Studies conducted in ITU-R in response to Resolution 135 (WRC-2000) concluded that there is no need to change the single-entry epfd limits included in Tables 22-1A, 22-1B, 22-1C, 22‑1D, 22-2 and 22-3 of Article 22.

SUP
ARB/27A17/7

RESOLUTION  135  (WRC-2000)

Criteria and process for the resolution of possible cases of misapplication 
of non‑geostationary fixed-satellite service 
single-entry limits in Article 22

Reasons:
As a consequence of the above-indicated proposal, Resolution 135 (WRC-2000) is no longer required and should be suppressed.
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to bring their personal copies to the meeting since no others can be made available. 
A CD-ROM containing all preparatory documents will be provided to each participant on arrival.
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