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إلى إدارات الدول الأعضاء في الاتحاد الدولي للاتصالات
	الموضوع:
	لجنة الدراسات 7 للاتصالات الراديوية
	-	الموافقة المقترحة على 3 مشاريع لتوصيات جديدة و4 مشاريع لمراجعة توصيات
	-	اقتراح بإلغاء 11 توصية


يرجى الاطلاع على التصويب المرفق للوثيقة 7/BL/6.
فاليري تيموفيف
مدير مكتب الاتصالات الراديوية
الوثيقة المرفقة: الوثيقة 7/BL/6 (التصويب 1)


التوزيع:
-	إدارات الدول الأعضاء في الاتحاد
-	أعضاء قطاع الاتصالات الراديوية المشاركون في أعمال لجنة الدراسات 7 للاتصالات الراديوية
-	المنتسبون إلى قطاع الاتصالات الراديوية المشاركون في أعمال لجنة الدراسات 7 للاتصالات الراديوية
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		DRAFT NEW RECOMMENDATION ITU-R RS.[20 khz ATD protection]



		Protection criteria for arrival time difference (ATD) receivers operating
in the met aids service in the frequency band 9-11.3 kHz*





REPLACE page 1 of Document 7/BL/6 with this page


Summary

This ITU-R Recommendation characterises the technical properties, operational characteristics and protection criteria of the ATD system operating in the meteorological aids service in the frequency range 9‑11.3 kHz.

* 	The Radio Regulations (2008 edition) allocated bands start at 9 kHz. However the system mentioned in the Recommendation operates between 8.3 and 11.3 kHz.
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