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1.15
to review the results of studies concerning the radionavigation-satellite service in accordance with Resolutions 604 (WRC-2000), 605 (WRC-2000) and 606 (WRC-2000)
Introduction

WRC-2000 introduced an allocation for the radionavigation-satellite service (space-to-Earth) in the band 1 260-1 300 MHz. In accordance with the Radio Regulations, the band 1 215-1 300 MHz is allocated on a primary basis to the Earth exploration-satellite service (active), the radiolocation service and the space research service (active) in all ITU regions. 

Based on the results of the ITU-R studies for Resolution 606 and Method A2 of the CPM Report, APT members propose the modifications to No. 5.329 and the associated Resolution [RNSS 1.2.2‑1] to address the need to protect the radionavigation service authorized under No. 5.331 and the aeronautical radionavigation service authorized under No. 5.334 as well as the radiolocation service from the operations of RNSS in the band 1 215-1 300 MHz.

The Republic of Korea supports this modified Method A2 of the CPM Report as an APT common proposal to WRC-2003. This Administration also proposes to include our country name to existing footnote No. 5.331 to provide protection to the Republic of Korea’s radionavigation services in the band 1 215-1 300 MHz.

Proposals

ARTICLE  5
MOD
KOR/109A7/1
5.329
Use of the radionavigation-satellite service in the band 1 215-1 300 MHz shall be subject to the condition that no harmful interference is caused to, and no protection is claimed from, the radionavigation service authorized under No. 5.331 and the aeronautical radionavigation service authorized under No. 5.334. Furthermore, use of the radionavigation-satellite service in the band 1 215-1 300 MHz shall be subject to the conditions that no harmful interference is caused to the radiolocation service, and that No. 5.43 shall not apply. Resolution [RNSS 1.2.2-1] (WRC-03) shall apply.      (WRC‑03)
Reasons:
To extend the protection from harmful interference afforded to the radionavigation service so that it includes the protection of the radiolocation service and the aeronautical radionavigation service authorized under No. 5.334.
ADD
KOR/109A7/2
DRAFT  RESOLUTION  [RNSS 1.2.2-1]  (WRC-03)

Use of the frequency band 1 215-1 300 MHz by systems 
of the radionavigation-satellite service (space-to-Earth)

The World Radiocommunication Conference (Geneva, 2003),

considering

a)
that WRC-2000 introduced a new allocation for the radionavigation-satellite service (RNSS) in the frequency band 1 260-1 300 MHz;

b)
that the frequency bands 1 215-1 240 MHz and 1 240-1 260 MHz were previously allocated to the radionavigation-satellite service (RNSS);

c)
that in the band 1 215-1 260 MHz RNSS (space-to-Earth) systems have been successfully operating for more than 20 years without any reports of interference to the radars which operate in this frequency band;

d)
that Resolution 606 (WRC-2000) resolved “that no additional constraints shall be placed on RNSS (space-to-Earth) systems operating in the band 1 215-1 260 MHz”;

e)
the ITU-R studies related to the protection of the radiodetermination systems operating in the frequency band 1 215-1 300 MHz;

f)
the importance of the continuing need of protection for the radiodetermination systems operating in the frequency band 1 215-1 300 MHz,

noting

that No. MOD 5.329 of the Radio Regulations will provide for the operation of RNSS (space-to-Earth) in the frequency band 1 215-1 300 MHz and will protect aeronautical radionavigation service and radiolocation systems operating in that frequency band, in addition to the protection already provided to radionavigation service systems operating in countries listed in No. 5.331 of the Radio Regulations,

resolves
that no additional constraints to those in place prior to WRC-2000 shall be placed on the existing technical and operational characteristics of radionavigation-satellite service (space-to-Earth) systems operating in the band 1 215-1 260 MHz as of 2 June 2000,
resolves to invite ITU-R

to carry out studies and prepare, as appropriate, Recommendations related to the application of No. MOD 5.329.

Reasons:
To provide additional spectrum for the operation of RNSS (space-to-Earth) systems in the frequency band 1 215-1 300 MHz without causing harmful interference to radiodetermination systems operating in that frequency band.

ARTICLE  5
MOD
KOR/109A7/3
5.331
Additional allocation:  in Algeria, Germany, Austria, Bahrain, Belgium, Benin, Bosnia and Herzegovina, Burundi, Cameroon, China, Korea (Rep. of), Croatia, Denmark, the United Arab Emirates, France, Greece, India, Iran (Islamic Republic of), Iraq, Kenya, The Former Yugoslav Republic of Macedonia, Liechtenstein, Luxembourg, Mali, Mauritania, Norway, Oman, the Netherlands, Portugal, Qatar, Senegal, Slovenia, Somalia, Sudan, Sri Lanka, Sweden, Switzerland, Turkey and Yugoslavia, the band 1 215-1 300 MHz is also allocated to the radionavigation service on a primary basis.     (WRC‑03)
Reasons:
The modification of footnote by adding the Republic of Korea to the existing footnote provides protection to radionavigation services in the band 1 215-1 300 MHz.

SUP
KOR/109A7/4
RESOLUTION  606  (WRC-2000)

Use of the frequency band 1 215‑1 300 MHz by systems 
of the radionavigation-satellite service (space-to-Earth)

Reasons:
This Resolution is no longer needed, because of the changes made to No. 5.329 and the addition of Resolution [RNSS 1.2.2-1] (WRC-03).
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