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Working Group 4B considered at its seventh meeting the draft new Resolution contained in Document DT/143 from Sub-Working Group 4B1 and adopted Resolution [COM4/6] as included in Annex 1 to this document.

Further to the adoption of this Resolution, the Bureau indicated that, although in principle this Resolution would enter into force on [5] July 2003 and would be applicable to coordination request and notification filing submissions received by BR after that date, it understands that the intention of the Conference would be to apply also resolves 1 and 2 of that Resolution during its examination, to all non-GSO FSS systems subject to epfd limits of Article 22 received to date by the Bureau and not already covered by CR/176. Similarly, the Bureau would establish coordination requirements for all non-GSO FSS systems and specific earth stations subject to the provisions of 9.7A and 9.7B received to date by applying resolves 4. In any case, resolves 5 will apply.

Working Group 4B also considered at its seventh meeting proposals from Sub-Working Group 4B1 related to No. 22.5.I and Resolution 137 (WRC-2000), as contained in Document DT/149. Working Group 4B adopted a modification to No. 22.5.I and a suppression of Resolution 137 (WRC-2000), as shown in Annex 2 to this document.


D. JANSKY

Chairman, Working Group 4B, Box 46

Annexes: 2
ANNEX 1

ADD


DRAFT  RESOLUTION  [COM4/6]  (WRC‑03)

Protection of GSO FSS and BSS networks from 
non-GSO FSS systems in Article 22
The World Radiocommunication Conference (Geneva, 2003),

considering

a)
that WRC-2000 adopted in Article 22 single-entry limits applicable to non‑geostationary (non-GSO) fixed-satellite service (FSS) systems in certain parts of the frequency range 10.7-30 GHz to protect geostationary-satellite networks operating in the same frequency bands;

b)
that, taking into account Nos. 22.5H and 22.5I, wherever the limits referred to in considering a) are exceeded by a non-GSO FSS system to which the limits apply without the agreement of the concerned administrations, this constitutes a violation of the obligations under No. 22.2;

c)
that ITU-R has developed Recommendation ITU-R S.1503 to provide a functional description to be used in developing software tools for determining conformity of non‑geostationary-satellite orbit fixed-satellite system networks with limits contained in Article 22 of the Radio Regulations;

d)
that there is currently no software tool available to the Bureau for epfd examinations;
e) 
that the Bureau has issued Circular Letters CR/176 and CR/182 in accordance with Resolution 59 (WRC‑2000) which requests additional information from non-GSO systems in order to examine the non-GSO systems for compliance with the Article 22 epfd limits;

f) 
that since no validation software is available, the Bureau has requested the commitment of the notifying administration that it will meet the epfd limits in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]* 22‑2 and 22‑3 and under these commitments the Bureau gives a qualified favourable finding to the system;

g)
that the Bureau is not in a position to perform its duties in relation to Nos. 9.7A and 9.7B due to the lack of a simulation software;

h)
that during the examination under No.[s. 9.35 and]** 11.31, the Bureau examines non‑GSO FSS systems to ensure their compliance with the single-entry epfd limits given in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]*22‑2 and 22‑3,

resolves 

1
that since the Bureau is unable to examine non-GSO FSS systems subject to Nos. 22.5C, 22.5D and 22.5F under No.[s 9.35 and/or]** 11.31, the notifying administration shall send to the Bureau a commitment that the non-GSO FSS system complies with the limits given in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]* 22‑2 and 22‑3 in addition to the information submitted under Nos. 9.30 and 11.15;

2
that the Bureau shall issue either a qualified favourable finding under No. 9.35 or a favourable finding with a date of review under No. 11.31 with respect to the limits contained in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]*22‑2 and 22‑3, if resolves 1 is satisfied, otherwise the non-GSO FSS system will receive a definitive unfavourable finding;

3
that if an administration believes that a non-GSO FSS system for which the commitment referred to in resolves 1 was sent has the potential to exceed the limits given in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]*22‑2 and 22‑3, it may request from the notifying administration additional information with regard to the compliance with the limits mentioned above. Both administrations shall cooperate to resolve any difficulties, with the assistance of the Bureau, if so requested by either of the parties, and may exchange any additional relevant information that may be available;

4
that the Bureau shall determine coordination requirements between GSO FSS earth stations and non-GSO FSS systems under Nos. 9.7A and 9.7B based on bandwidth overlap, and GSO FSS earth station antenna maximum isotropic gain, G/T and emission bandwidth;

5
that this Resolution shall no longer be applied after the Bureau has communicated to all administrations via a Circular Letter that the software is available and the Bureau is able to verify compliance with the limits in Tables 22‑1A, 22‑1B, 22‑1C, 22‑1D, [22-1E, ]*22‑2 and 22‑3 and to determine the coordination requirements under Nos. 9.7A and 9.7B,
instructs the Radiocommunication Bureau
1
to encourage administrations to develop the validation software;

2
to review, after the validation software is available, its findings made in accordance with No.[s. 9.35 and/or] 11.31;

3
to review, after the validation software is available, the coordination requirements under Nos. 9.7A and 9.7B.

ANNEX 2

ARTICLE  22
Space services1
Section II  –  Control of interference to geostationary-satellite systems

MOD


22.5I

6)
An administration operating a non-geostationary-satellite system in the fixed-satellite service which is in compliance with the limits in Nos. 22.5C, 22.5D and 22.5F shall be considered as having fulfilled its obligations under No. 22.2 with respect to any geostationary-satellite network, irrespective of the dates of receipt by the Bureau of the complete coordination or notification information, as appropriate, for the non-geostationary-satellite system and the geostationary-satellite network, provided that the epfd( radiated by the non‑geostationary-satellite system in the fixed-satellite service into any operating geostationary fixed-satellite service earth station does not exceed the operational and additional operational limits given in Tables 22-4A, 22‑4A1, 22-4B and 22‑4C, when the diameter of the earth station antenna is equal to the values given in Table 22-4A, 22‑4A1 or 22‑4C, or the gain of the earth station is equal to or greater than the values given in Table 22‑4B for the corresponding orbital inclination of the geostationary fixed-satellite service satellite. Except as otherwise agreed between concerned administrations, an administration operating a non-geostationary-satellite system in the fixed-satellite service that is subject to the limits in Nos. 22.5C, 22.5D and 22.5F and which radiates epfd( into any operating geostationary fixed-satellite service earth station at levels in excess of the operational or additional operational limits given in Tables 22-4A, 22‑4A1, 22-4B and 22-4C, when the diameter of the earth station antenna is equal to the values given in Table 22-4A, 22‑4A1 or 22-4C, or the gain of the earth station is equal to or greater than the values given in Table 22-4B for the corresponding orbital inclination of the geostationary fixed-satellite service satellite, shall be considered to be in violation of its obligations under No. 22.2, and the provisions of Article 15 (Section V) apply. In addition, relevant ITU-R Recommendations should be used by administrations.     (WRC‑03)

SUP


RESOLUTION  137  (WRC-2000)

Further studies on the sharing conditions between geostationary fixed-satellite service networks and non-geostationary fixed-satellite service systems 
and between non-geostationary fixed-satellite service systems

____________







* Editorial Note 1 –  The text and the [ ] should be reviewed after consideration by WG 4B of draft new Table 22-1E which is proposed in Document DT/138.


** Editorial Note 2 – The text and the [ ] should be reviewed after consideration by WG 4A of No. 9.35.


** Editorial Note 2 – The text and the [ ] should be reviewed after consideration by WG 4A of No. 9.35.


* Editorial Note 1 – The text and the [ ] should be reviewed after consideration by WG 4B of draft new Table 22-1E which is proposed in Document DT/138.


1 	A.22.1	In applying the provisions of this Article, the level of accepted interference (see No. 1.168) shall be fixed by agreement between the administrations concerned, using the relevant ITU�R Recommendations as a guide.
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