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proposed modifications to the radio regulations in 
accordance with resolutions 27 and 28

	agenda item 2


Working Group 4C examined, within its terms of reference, the proposed changes to Articles 5, 19, 32, 47, 51, 52, and 57 as shown in Document DT/127.

Agreement was reached on all the changes suggested by Committee 7 with the exception of the provisions referencing Recommendation ITU-R M.1170 in Articles 51 and 52. The proposed changes suggested by Working Group 4C are shown in the Annex. Note that a modification to No. 52.23 has also been included that was not shown in Document DT/127.

As a result of these modifications to the references to Recommendation ITU-R M.1170 (and to that of No. 55.1 previously agreed by Working Group 4C), there are no longer any mandatory references to the Recommendation. Recommendation ITU-R M.1170 can therefore be removed from Volume 4 of the Radio Regulations.


A. ASHMAN

Chairman, Working Group 4C, Box 139

Annex: 1

ANNEX 1

Modification to provisions making reference to
Recommendation ITU-R M.1170

ARTICLE  51
Conditions to be observed in the maritime services

MOD
51.71
§ 28
In the case of communication between stations on board aircraft and stations of the maritime mobile service, radiotelephone calling may be renewed as specified in Recommendation ITU-R M.1171 and radiotelegraph calling may be renewed after an interval of five minutes, notwithstanding the procedure contained in the most recent version of Recommendation ITU‑R M.1170.

ARTICLE  52
Special rules relating to the use of frequencies 

MOD
52.23
b)
by coast stations to announce by means of Morse telegraphy the transmission of their traffic lists under the conditions provided for in the most recent version of Recommendation ITU‑R M.1170.

MOD
52.25

4)
Before transmitting on 500 kHz, stations must listen on this frequency for a reasonable period to make sure that no distress traffic is being sent (see the most recent version of Recommendation ITU‑R M.1170).

MOD
52.31
§ 13
1)
The frequency for replying to a call sent on the general calling frequency (see No. 52.27) shall be as follows:


–
either 500 kHz,


–
or the frequency specified by the calling station (see No. 52.29 and the most recent version of Recommendation ITU-R M.1170).

MOD
52.32

2)
In regions of heavy traffic, coast stations may answer calls made by ship stations of their own nationality in accordance with special arrangements made by the administration concerned (see the most recent version of Recommendation ITU-R M.1170).

MOD
52.63

2)
So far as is practicable, a coast station shall transmit its calls at specified times in the form of traffic lists on the frequency or frequencies indicated in the List of Coast Stations (see the most recent version of Recommendation ITU-R M.1170).

MOD
52.69
§ 28
In order to reduce interference on Morse radiotelegraphy calling frequencies, a coast station shall take adequate steps to ensure, under normal conditions, the prompt receipt of Morse radiotelegraphy calls (see the most recent version of Recommendation ITU-R M.1170).

________________
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