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A. JAMIESON

Chairman, Committee 5, Box 233

	Res. No.
	Subject
	WRC-03 Document
	Status

	49
	Administrative due diligence
	253
	[MOD]

	84
	Pfd limits in 37.5-42.5 GHz for the FSS, BSS and MSS
	B4/240
	SUP

	114
	FSS (feeder links for MSS) in 5 GHz
	263
	MOD

	122
	HAPS in 47/48 GHz
	261
	[MOD]

	127
	New allocations for feeder links to GSO MSS in 1.4 GHz
	292
	[SUP]

	128
	Protection of RA in 42 GHz
	232
	SUP

	214
	Use of bands below 1 GHz by MSS
	B2/190(Rev.1)
	SUP

	216
	Broadening the allocation to the MSS in 14-14.5 GHz
	164
	SUP

	225
	Use of additional bands for the satellite component of IMT‑2000
	243
	MOD

	226
	Sharing studies and possible allocation to the MSS (space-to-Earth) in the 1‑3 GHz, including 1 518‑1 525 MHz
	243
	SUP

	227
	Sharing studies and possible allocation to the MSS (Earth-to-space) in the 1-3 GHz, including 1 683‑1 690 MHz
	243
	SUP

	603
	Compatibility between RNSS (Earth-to-space) in 5 000‑5 010 MHz and the MLS in 5 030‑5 150 MHz
	204
	SUP

	604
	Compatibility between RNSS (space-to-Earth) in 5 010‑5 030 MHz and the RA in 4 990-5 000 MHz
	B3/239
	SUP

	605
	Use of the band 1 164-1 215 MHz by systems in the RNSS (space-to-Earth)
	253
	[SUP]

	606
	Use of the band 1 215-1 300 MHz by systems in the RNSS (space-to-Earth)
	277
	SUP

	607
	Compatibility between RNSS (Earth-to-space) and the radiolocation in 1 300-1 350 MHz
	204
	SUP

	645
	Global harmonization of spectrum for public protection and disaster relief
	230
	SUP

	723
	Allocations to space services
	263
	SUP

	724
	Use of the band 5 250-5 350 MHz by spaceborne active sensors
	252
	SUP

	725
	Use of the band 5 350-5 460 MHz by spaceborne active sensors
	252
	SUP

	727
	Use of 420-470 MHz by EESS (active)
	263
	SUP

	730
	Spaceborne precipitation radars in 35.5-35.6 GHz
	B3/239
	SUP

	733
	Review of sharing conditions between services in 13.75‑14 GHz
	277
	SUP

	734
	Use of HAPS in the FX/MO in the bands above 3 GHz allocated exclusively to terrestrial services
	261
	[MOD]

	COM5/1
	Protection of the radio astronomy service in the band 4 990-5 000 MHz from unwanted emissions of the radionavigation-satellite service (space-to-Earth) operating in the frequency band 5 010-5 030 MHz
	B3/239
	ADD

	COM5/2
	Use of the band 108-117.975 MHz by aeronautical services
	263
	ADD

	COM5/3
	Use of the frequency band 36-37 GHz
	B3/239
	ADD

	COM5/4
	Public protection and disaster relief
	230
	ADD

	COM5/5
	Use of the frequency band 1 215-1 300 MHz by systems of the radionavigation-satellite service (space‑to-Earth)
	277
	ADD

	COM5/6
	Guidelines for the implementation of high-density applications in the fixed-satellite service in frequency bands identified for HDFSS
	238
	ADD

	COM5/7
	Protection of single-dish radio astronomy stations in Region 2 in the 42.5-43.5 GHz band
	232
	ADD

	COM5/8
	Protection of aeronautical radionavigation service systems from the equivalent power flux-density produced by radionavigation-satellite service networks and systems in the 1 164-1 215 MHz frequency band
	253
	[ADD]

	COM5/9
	Transitional measures for coordination between radionavigation-satellite service systems in the bands 1 164-1 300 MHz, 1 559-1 610 MHz and 
5 010-5 030 MHz
	253
	[ADD]

	COM5/10
	
Not used.

	COM5/11
	

	COM5/12
	Sharing between the mobile-satellite service (Earth-to-space) and the space research (passive) service in the band 1 668-1 668.4 MHz and between the mobile-satellite service (Earth-to-space) and the fixed and mobile services in the band 1 668.4-1 675 MHz
	243
	ADD

	COM5/13
	Notification and protection of earth stations in the meteorological-satellite service in the band 
1 670-1 675 MHz
	243
	ADD

	COM5/14
	Protection of existing services in all Regions from non-geostationary-satellite networks in the fixed-satellite service using the frequency bands around 1.4 GHz on a secondary basis
	292
	ADD

	COM5/15
	Special requirements of geographically small or narrow countries operating fixed‑satellite service earth stations in the band 13.75-14 GHz
	282
	ADD

	COM5/16
	Use of the bands 5 150-5 250, 5 250-5 350 MHz and 5 470-5 725 MHz by the mobile service for the implementation of wireless access systems including radio local area networks
	274
	ADD

	COM5/17
	Potential use of the bands 27.5-28.35 GHz and 31.0‑31.3 GHz by high altitude platform stations (HAPS) in the fixed service
	261
	[ADD]

	COM5/A
	Guidelines for consultation meeting established in Resolution [COM5/8] (WRC-03)
	253
	[ADD]
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