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Attachment 7.1
List of input documents 

(Documents 5D/1011 – 5D/1108)

	Doc. 5D/
	Source
	Title
	Assigned to

	[ 1011 ] 
+Ch.1-7
	Chairman, WP 5D
	Report on the thirtieth meeting of Working Party 5D (Cancún, Mexico, 13-20 June 2018)
	PLENARY

	[ 1012 ]
	WP 1A
	Liaison statement to CISPR and ITU-T Study Group 5 on EMC standards and limits (copy to ITU-R Working Parties 1C, 4A, 4B, 5A, 5B, 5C, 5D, 6A, 7A, 7B, 7C & 7D) – Further Reports of Disturbances to Radiocommunication systems
	TECHNOLOGY ASPECTS

	[ 1013 ]
	WP 1A
	Reply liaison statement to Working Parties 4A, 4C, 5A, 5B, 5C, 5D, 7B and 7C - System parameter tables in Recommendation ITU-R SM.1448 and Appendix 7 (Rev. WRC-15) of the Radio Radio Regulations
	PLENARY
(meeting to note)

	[ 1014 ]
(Rev.1)
	Director, BR
	Transposition references for draft Revision 14 of Recommendation ITU-R M.1457 (CCSA)
	TECHNOLOGY ASPECTS

	[ 1015 ]
	WP 1A
	Reply liaisons statement to ITU-T Study Group 15 (copy to ITU-R Working Parties 5A, 5B, 5C, 5D, 6A, 7A, 7B and 7D) – Liaison activities on the G.mgfast PSD specification
	SPECTRUM ASPECTS

	[ 1016 ]
	WP 1A
	Liaison statement to ITU-T Study Group 15 and ITU-R Working Parties 5A, 5B, 5C, 5D, 6A, 7A, 7B, 7C and 7D – Preliminary draft revision of Report ITU-R SM.2351-2 on Smart Grid utility management systems
	GENERAL ASPECTS

	[ 1017 ]
	WP 4C
	Liaison statement to Working Party 4B (copy for information to Working Parties 4A and 5D) – MSS technical parameters in the range 1-3 GHz
	SPECTRUM ASPECTS

	[ 1018 ]
	WP 4C
	Reply liaison statement to Working Party 1A (copy for information to Working Parties 4A, 5A, 5B, 5C, 5D, 7B and 7C) – System parameter tables in Recommendation ITU-R SM.1448 and Appendix 7 (Rev.WRC-15) of the Radio Regulations
	PLENARY
(meeting to note)

	[ 1019 ]
	WPs 3J, 3K and 3M
	Liaison statement to Working Party 5D  –  On Measurement Methodologies: Conditions for comparability of measurement data
	TECHNOLOGY ASPECTS

	[ 1020 ]
	WPs 3K and 3M
	Reply liaison statement to Working Party 5D (copy for information to Working Party 5B) – Clutter loss model for sharing study regarding aeronautical path below 6 GHz
	SPECTRUM ASPECTS

	[ 1021 ]
(Rev.1)
	WP 4B
	Reply liaison statement to Working Party 7A (copy to working parties 4A, 4C, 5A, 5B, 5C, 5D, 6A, 6B, 6C, 7B, 7C and 7D) – Study on Resolution 655 (WRC-15) «Definition of time scale and dissemination of time signals via radiocommunication systems» regarding FSS/MSS/BSS
	GENERAL ASPECTS

	[ 1022 ]
	SCV
	Liaison statement on new terms and definitions in ITU-T Study Group 20 work
	PLENARY
(meeting to note)

	[ 1023 ]
	European Telecommunications Standards Institute
	Transposition references for draft revision 14 of Recommendation ITU-R M.1457 (ETSI)
	TECHNOLOGY ASPECTS

	[ 1024 ]
	WP 4B
	Liaison statement to Working Parties 5A and 5D - Key elements for integration of satellite systems in to Next Generation Access Technologies (NGAT)
	GENERAL ASPECTS

	[ 1025 ]
	WP 4C
	Liaison statement to International Maritime Organization and the International Mobile Satellite Organization (copy for information to Working Parties 5B, 5D, and ICAO) – Adjacent band compatibility studies of IMT-Advanced systems in the mobile service in the band below 1 518-1 559 MHz
	SPECTRUM ASPECTS

	[ 1026 ]
	WP 4C
	Liaison statement to Working Party 5D - Adjacent band compatibility studies of IMT-Advanced systems in the mobile service in the band below 1 518 MHz with respect to systems in the mobile-satellite service in the frequency band 1 5181 525 MHz
	SPECTRUM ASPECTS

	[ 1027 ]
	WP 4C
	Liaison statement to Working Party 5D - Coexistence and compatibility study between the terrestrial component and the satellite component of IMT in the frequency bands 1 9802 010 MHz and 2 170-2 200 MHz in different countries
	SPECTRUM ASPECTS

	[ 1028 ]
	WP 4A
	Reply liaison statement to Working Party 5D (copy for information to Working Party 6A) –  Draft CPM text for WRC19 agenda item 9.1, issue 9.1.2
	SPECTRUM ASPECTS

	[ 1029 ]
	WP 4A
	Reply liaison statement to Working Party 5D (copy for information to Working Party 6A) – Working document towards a preliminary draft new Report ITU-R M.[IMT&BSS COMPATIBILITY]
	SPECTRUM ASPECTS

	[ 1030 ]
	WP 4A
	Liaison statement to ITU-R Working Parties 4B, 5A, 5C, 5D, 7C and 7D regarding the work status of WRC-19 agenda item 9.1, issue 9.1.9
	SPECTRUM ASPECTS

	[ 1031 ]
	ITU-T SG 13
	Liaison statement on establishment of new Focus Group on Network Technologies for 2030 and beyond (FG NET-2030)
	PLENARY
(meeting to note)

	[ 1032 ]
	Director, BR
	Transposition references for draft Revision 14 of Recommendation ITU-R M.1457 (TTA)
	TECHNOLOGY ASPECTS

	[ 1033 ]
(Rev.1)
	Association of Radio Industries and Businesses
	Transposition references for draft revision 14 of Recommendation ITU-R M.1457
	TECHNOLOGY ASPECTS

	[ 1034 ]
	Director, BR
	Transposition references for Draft Revision 14 of Recommendation ITU-R M.1457 (TTC)
	TECHNOLOGY ASPECTS

	[ 1035 ]
	International Maritime Organization
	Liaison statement to Working Parties 4C and 5D (copy to Working Party 5B) and CEPT ECC PT 1 – Possible interference of terrestrial mobile communications with L-band maritime satellite communications
	SPECTRUM ASPECTS

	[ 1036 ]
	Director, BR
	Transposition references for draft Revision 14 of Recommendation ITU-R M.1457 (TSDSI)
	TECHNOLOGY ASPECTS

	[ 1037 ]
	Director, BR
	Correspondence received regarding the update of Recommendation ITU-R M.1457 to Revision 14 ("Certification C")
	TECHNOLOGY ASPECTS

	[ 1038 ]
	Director, BR
	Liaison statement on definition of test methods for OTA unwanted emissions of IMT radio equipment (3GPP)
	TECHNOLOGY ASPECTS

	[ 1039 ]
	Alliance for Telecommunications Industry Solutions
	Updated material on LTE-Advanced toward revision 4 of Recommendation ITU-R M.2012
	TECHNOLOGY ASPECTS

	[ 1040 ]
	Director, BR
	Draft revision of Recommendation ITU-R M.1457-13
	TECHNOLOGY ASPECTS

	[ 1041 ]
	CITEL Rapporteur
	Update Report on CITEL PCC.II activities
	PLENARY

	[ 1042 ]
	ITU Region 1 (CEPT) Rapporteur
	Update on recent activities within CEPT
	PLENARY

	[ 1043 ]
	WP 7C
	Reply liaison statement to Working Party 1A (copy for information to Working Parties 4A, 4C, 5A, 5B, 5C, 5D and 7B) - System parameter tables in Recommendation ITU-R SM.1448 and Appendix 7 (Rev.WRC-15) of the Radio Regulations 
	PLENARY
(meeting to note)

	[ 1044 ]
	India (Republic of)
	Further updates to preliminary draft new Report ITU-R M.[IMT.MTC] - The use of the terrestrial component of International Mobile Telecommunication (IMT) for Narrowband and Broadband Machine-Type Communication
	GENERAL ASPECTS

	[ 1045 ]
	India (Republic of)
	Further updates to working document towards a preliminary draft revision of Report ITU-R M.2291-1 – The use of International Mobile Telecommunications (IMT) for broadband Public Protection and Disaster Relief (PPDR) applications
	GENERAL ASPECTS

	[ 1046 ]
	European Telecommunications Standards Institute, DECT Forum
	Initial description template of DECT-2020 - Candidate for inclusion in IMT-2020
	TECHNOLOGY ASPECTS

	[ 1047 ]
	United States of America
	Working document towards a preliminary draft revision of Report ITU-R M.2291-1, "The use of International Mobile Telecommunications (IMT) for broadband public protection and disaster relief (PPDR) applications"
	GENERAL ASPECTS

	[ 1048 ]
	United States of America
	Working document towards a preliminary draft new Report ITU-R M.[RADAR&IMT-ADVANCED SHARING] in band and adjacent band coexistence and compatibility studies between IMT-Advanced systems in 3 300-3 400 MHz and radiolocations systems in 3 100-3 400 MHz
	SPECTRUM ASPECTS

	[ 1049 ]
	Russian Federation
	Proposals on further modification of working document towards a preliminary draft revision of Recommendation ITU-R M.1036-5
	SPECTRUM ASPECTS

	[ 1050 ]
	Apple Inc., AT&T, Inc., British Telecommunications Public Ltd. Co. (BT Plc), Broadcom Corporation, China Mobile Communications Corporation, China Telecommunications Corporation, China Unicom, DaTang Telecommunication Technology & Industry Holding Co. Ltd, Deutsche Telekom AG, Electronics and Telecommunications Research Institute (ETRI), Etisalat , Fujitsu Limited , Huawei Technologies Co. Ltd., Intel Corporation, InterDigital Communications, Inc., KDDI Corporation, KT Corporation, LG Electronics, Inc., LG Uplus, Ligado NETWORKS LLC , Mitsubishi Electric Corporation, Motorola Mobility LLC, NEC Corporation, Nokia Corporation, NTT DoCoMo, Inc., Orange, Panasonic Corporation , Qualcomm, Inc., Rohde & Schwarz GmbH & Co. KG, Samsung Electronics Co., Ltd., Sharp Corporation, SK Telecom, SoftBank Corporation, Sony Corporation, Sprint Corporation, Swisscom SA, Telecom Italia S.p.A., Telefon AB - LM Ericsson, Telefónica, S.A., Telenor ASA, Telia Company AB, Telstra Corporation Ltd., Thales SA, Verizon Communication Corporation, Vodafone Group Plc, Xilinx Incorporation, ZTE Corporation
	Preliminary description template and self-evaluation of 3GPP 5G candidate for inclusion in IMT-2020
	TECHNOLOGY ASPECTS

	[ 1051 ]
	Region 2 Rapporteur
	Update on Activities Region 2
	PLENARY

	[ 1052 ]
	Viet Nam (Socialist Republic of)
	Revision of Recommendation ITU-R M.1036-5
	SPECTRUM ASPECTS

	[ 1053 ]
	China (People's Republic of)
	Proposed modifications to the working document towards a preliminary draft new [Recommendation or Report] ITU-R M.[MSS&IMT-ADVANCED SHARING]
	SPECTRUM ASPECTS

	[ 1054 ]
	China (People's Republic of)
	Views and proposals on the studies of the WRC-19 agenda item 9.1 Issue 9.1.2
	SPECTRUM ASPECTS

	[ 1055 ]
	China (People's Republic of)
	Updated submission of candidate IMT-2020 Radio Interface Technology
	TECHNOLOGY ASPECTS

	[ 1056 ]
	China (People's Republic of), Japan, Korea (Republic of)
	Consideration on IMT-2020 evaluation process
	TECHNOLOGY ASPECTS

	[ 1057 ]
	China (People's Republic of), Japan, Korea (Republic of)
	Proposals for introducing two addenda to Circular Letter 5/LCCE/59
	GENERAL ASPECTS

	[ 1058 ]
	China (People's Republic of)
	Further review of existing ITU-R Questions, Resolutions and Opinions assigned to ITU-R Working Party 5D for RA-19 preparation
	GENERAL ASPECTS

	[ 1059 ]
	China Mobile Communications Corporation
	Proposal on study for coordination of multiple TDD network operations on the same frequency band
	TECHNOLOGY ASPECTS

	[ 1060 ]
	ITU-T SG 5
	Liaison statement on work being carried out under study in ITU-T Question 3/5
	GENERAL ASPECTS

	[ 1061 ]
	Iran (Islamic Republic of)
	Proposals for preliminary draft new Report ITU-R M.[IMT.MTC] – The use of the terrestrial component of International Mobile Telecommunication (IMT) for Narrowband and Broadband Machine-Type Communication
	GENERAL ASPECTS

	[ 1062 ]
	Industrial Technology Research Institute, Inc. (ITRI)
	Initial response to liaison statement to registered independent evaluation groups (ITRI/TPCEG)
	TECHNOLOGY ASPECTS

	[ 1063 ]
	WP 7B
	Liaison statement to Working Party 5D – Determination of coordination zones around EESS and SRS earth stations  
	
SPECTRUM ASPECTS

	[ 1064 ]
	Director, BR
	Correspondence received regarding the update of Recommendation ITU-R M.2012 to Revision 4 ("Certification B") 
	TECHNOLOGY ASPECTS

	[ 1065 ]
	WP 7B
	Liaison statement to Working Parties 4A, 4C, 5A, 5B, 5C, 5D, 6A, 7C and 7D concerning WRC-19 agenda item 1.7 – WRC19 agenda item 1.7
	SPECTRUM ASPECTS

	[ 1066 ]
	WP 7B
	Liaison statement to Working Parties 5A, 5C, 5D and 6A – Report ITU-R SA.[460 MHZ METSAT-EESS]
	SPECTRUM ASPECTS

	[ 1067 ]
	Canada
	Progression of the working document towards a preliminary draft revision of Recommendation ITU-R M.1036-5 – Frequency arrangements for implementation of the terrestrial component of International Mobile Telecommunications (IMT) in the bands identified for IMT in the Radio Regulations (RR)
	SPECTRUM ASPECTS

	[ 1068 ]
	Canada
	Progression of the preliminary draft revision of Report ITU-R M.2373-0 - Audio-visual capabilities and applications supported by terrestrial IMT systems
	GENERAL ASPECTS

	[ 1069 ]
	Canada
	Progression of the preliminary draft new Report ITU-R M.[IMT.BY.INDUSTRIES] – The use of terrestrial component of International Mobile Telecommunication (IMT) by industry sectors
	GENERAL ASPECTS

	[ 1070 ]
	Canada, Mexico, United States of America
	Proposed preliminary draft new Report ITU-R M.[IMT_EXPERIENCES]
	GENERAL ASPECTS

	[ 1071 ]
	India (Republic of)
	Proposals on workplan and document template for process and the use of Global Core Specification (GCS), references and related certifications in conjunction with Recommendation ITUR M.[IMT-2020.SPECS]
	TECHNOLOGY ASPECTS

	[ 1072 ]
	Brazil (Federative Republic of)
	Proposed changes to the working document towards a preliminary draft revision of Recommendation ITU-R M.10365
	SPECTRUM ASPECTS

	[ 1073 ]
	Brazil (Federative Republic of)
	Proposed changes to the working document towards a preliminary draft new Report ITU-R M.[REP.MSS & IMT LBAND COMPATIBILITY] and draft new Recommendation ITU-R M.[REC.MSS & IMT L-BAND COMPATIBILITY]
	SPECTRUM ASPECTS

	[ 1074 ]
	Mexico
	Proposal for working document towards a preliminary draft revision of Recommendation ITU-R M.1036-5
	SPECTRUM ASPECTS

	[ 1075 ]
	Mexico
	Proposal for updating Mexico's Annex within the working document towards a preliminary draft new Report ITU-R M.[IMT.[APPROACHES]EXPERIENCES] 
	GENERAL ASPECTS

	[ 1076 ]
	Korea (Republic of), China (People's Republic of), Japan
	Proposals on working document towards IMT-2020/VVV and its workplan
	TECHNOLOGY ASPECTS

	[ 1077 ]
	Korea (Republic of)
	Second submission of a candidate technology of IMT-2020
	TECHNOLOGY ASPECTS

	[ 1078 ]
	Angola (Republic of), Botswana (Republic of), Cameroon (Republic of), Egypt (Arab Republic of), Kenya (Republic of), Lesotho (Kingdom of), Malawi, Mozambique (Republic of), Namibia (Republic of), Niger (Republic of the), Nigeria (Federal Republic of), Rwanda (Republic of), South Africa (Republic of), Tanzania (United Republic of), Uganda (Republic of), Zambia (Republic of), Zimbabwe (Republic of)
	In band and adjacent band coexistence and compatibility studies between IMT-Advanced systems in 3 300-3 400 MHz and radiolocation systems in 3 100-3 400 MHz
	SPECTRUM ASPECTS

	[ 1079 ]
	Angola (Republic of) , Botswana (Republic of), Cameroon (Republic of), Egypt (Arab Republic of), Kenya (Republic of), Lesotho (Kingdom of), Malawi, Mozambique (Republic of), Namibia (Republic of), Niger (Republic of the), Nigeria (Federal Republic of), Rwanda (Republic of), South Africa (Republic of), Tanzania (United Republic of), Uganda (Republic of), Zambia (Republic of), Zimbabwe (Republic of)
	Out-of-block emission limits for IMT base stations at 3 3003 400 MHz in the context of radar systems operating below 3 300 MHz
	SPECTRUM ASPECTS

	[ 1080 ]
	United Kingdom of Great Britain and Northern Ireland
	Modelling the advanced antenna system (AAS) antenna pattern for adjacent frequency band
	SPECTRUM ASPECTS

	[ 1081 ]
	United Kingdom of Great Britain and Northern Ireland
	Extension of the workplan for the preliminary draft new Report ITU-R M.[IMT.AAS]
	SPECTRUM ASPECTS

	[ 1082 ]
	Japan
	Consideration on working document towards a preliminary draft new [RECOMMENDATION OR REPORT] ITU-R M.[MSS&IMT-ADVANCED SHARING] – Coexistence and compatibility study between the terrestrial component and the satellite component of IMT in the frequency bands 1 980-2 010 MHz and 2 170-2 200 MHz in different countries (Question ITU-R 201-1/4)
	SPECTRUM ASPECTS

	[ 1083 ]
	Japan
	Proposal on continuity of development of working document towards a preliminary draft new Report ITU-R M.[IMT.EXPERIENCES] – National [approaches, best practices and/or] experience of some countries in which certain frequency band(s) are allocated to mobile services and identified for IMT systems related to technical, operational and regulatory/procedural aspects
	GENERAL ASPECTS

	[ 1084 ]
	Japan
	Preliminary draft new Report ITU-R M.[IMT.MTC] – The use of the terrestrial component of International Mobile Telecommunication (IMT) for Narrowband and Broadband Machine-Type Communication
	GENERAL ASPECTS

	[ 1085 ]
	China (People's Republic of), Japan , Korea (Republic of)
	Proposals for program of IMT-2020 evaluation workshop
	TECHNOLOGY ASPECTS

	[ 1086 ]
	Japan
	Proposed modifications to [working document towards] a preliminary draft revision of Recommendation ITU-R M.10365
	SPECTRUM ASPECTS

	[ 1087 ]
	Japan
	Proposed modification to working document towards a preliminary draft new Report ITU-R M.[IMT&BSS COMPATIBILITY]
	SPECTRUM ASPECTS

	[ 1088 ]
	Japan
	Proposed working document towards a preliminary draft revision of Recommendation ITU-R M.1456-0
	SPECTRUM ASPECTS

	[ 1089 ]
	BR Study Groups Department
	This document has been withdrawn by the Administration of Korea
	

	[ 1090 ]
	BR Study Groups Department
	This document has been withdrawn by the Administration of Korea
	

	[ 1091 ]
	BR Study Groups Department
	This document has been withdrawn by the Administration of Korea
	

	[ 1092 ]
	Nokia Corporation, Orange, Telecom Italia S.p.A., Telia Company AB
	Revision of the Recommendation ITU-R M.1036-5
	SPECTRUM ASPECTS

	[ 1093 ]
	Djibouti (Republic of) , Egypt (Arab Republic of), Jordan (Hashemite Kingdom of), United Arab Emirates
	Proposal for the revision of Recommendation ITU-R M.1036-5
	SPECTRUM ASPECTS

	[ 1094 ]
	Djibouti (Republic of), Egypt (Arab Republic of), Jordan (Hashemite Kingdom of), United Arab Emirates
	Proposal for modification of working document towards a preliminary draft new Recommendation ITU-R M.[REC.MSS & IMT L-BAND COMPATIBILITY]
	SPECTRUM ASPECTS

	[ 1095 ]
	Djibouti (Republic of), Egypt (Arab Republic of), Jordan (Hashemite Kingdom of), United Arab Emirates
	Proposal for upgrading PDNR to draft new Report ITU-R M.[IMT.MTC]
	GENERAL ASPECTS

	[ 1096 ]
	Djibouti (Republic of), Egypt (Arab Republic of), Jordan (Hashemite Kingdom of), United Arab Emirates
	Proposals for the revision of workplan for studies on operational measures to enable in-band and adjacent band coexistence between IMT-Advanced systems in 3 3003 400 MHz and radiolocation systems in 3 100-3 400 MHz and working document towards a preliminary draft new Report ITU-R M.[RADAR&IMT-ADVANCED SHARING]
	SPECTRUM ASPECTS

	[ 1097 ]
	France
	Update of the sharing analysis between IMT-2020 and AMS systems operating in 4 800-4 990 MHz band
	SPECTRUM ASPECTS

	[ 1098 ]
	France
	Sharing analysis between IMT-2020 micro base stations and AMS systems operating in 4 800-4 990 MHz band
	SPECTRUM ASPECTS

	[ 1099 ]
	France
	Consideration of parameters to be used for sharing studies between IMT & AMS operating within 4.8-4.99 GHz frequency range
	SPECTRUM ASPECTS

	[ 1100 ]
	France
	Adjacent band sharing and compatibility study between IMT in 3 300-3 400 MHz band and radiolocation systems in 3 1003 400 MHz band and possible interference mitigation techniques
	SPECTRUM ASPECTS

	[ 1101 ]
	France, United Kingdom of Great Britain and Northern Ireland
	Regulatory consideration for the protection of AMS from IMT2020 systems in 4 800-4 990 MHz
	SPECTRUM ASPECTS

	[ 1102 ]
	Inmarsat Plc.
	Proposed revisions to working document towards a preliminary draft new Recommendation ITU-R M.[REC.MSS & IMT L-BAND COMPATIBILITY] – Adjacent band compatibility studies of IMT-Advanced systems in the mobile service in the band below 1 518 MHz with respect to systems in the mobile-satellite service in the frequency band 1 518-1 525 MHz
	SPECTRUM ASPECTS

	[ 1103 ]
	Inmarsat Plc.
	Proposed revisions to working document towards a preliminary draft new Report ITU-R M.[REP.MSS & IMT L-BAND COMPATIBILITY] – Adjacent band compatibility studies of IMT-Advanced systems in the mobile service in the band below 1 518 MHz with respect to systems in the mobile-satellite service in the frequency band 1 518-1 525 MHz
	SPECTRUM ASPECTS

	[ 1104 ]
	Thales SA
	Proposed updates on the working document towards a preliminary draft new Report ITU-R M.[RADAR&IMT-ADVANCED SHARING] – In band and adjacent band coexistence and compatibility studies between IMT-Advanced systems in 3 300-3 400 MHz and radiolocation systems in 3 100-3 400 MHz
	SPECTRUM ASPECTS

	[ 1105 ]
	Samsung Electronics Co., Ltd.
	Proposal for a draft new ITU-R Resolution to facilitate study for other industries using IMT-2020
	GENERAL ASPECTS

	[ 1106 ]
	Region 3 Rapporteur
	Update on activities in Region 3
	PLENARY

	[ 1107 ]
	WWRF Liaison Rapporteur
	Report on the recent activities of the Wireless World Research Forum (WWRF)
	PLENARY

	[ 1108 ]
	ITU Region 1 (ATU) Rapporteur
	Update on recent and planned IMT-related activities within ATU
	PLENARY
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Attachment 7.2
List of output documents 

(Documents 5D/TEMP/588 – 5D/TEMP/667)

	Doc. 5D/TEMP/
	Title
	Source
	Output

	[ 588 ]
(Rev.2)
	Reply liaison statement to 3GPP – Definition of test methods for Over-The-Air unwanted emissions of IMT radio equipment
	SWG OOBE
	5D/1110
(Att. 7.4)

	[ 589 ]
(Rev.1)
	Meeting Report of SWG OOBE
	SWG OOBE
	5D/1110
(Att. 5.11)

	[ 590 ]
	[Preliminary] draft revision of Recommendation ITU-R M.1457-13 - Detailed specifications of the terrestrial radio interfaces of International Mobile Telecommunications2000 (IMT-200)
	Director, BR
	5/98

	[ 591 ]
	Preliminary draft revision of Recommendation ITU-R M.2012-3 – Detailed specifications of the terrestrial radio interfaces of International Mobile TelecommunicationsAdvanced (IMT-Advanced)
	SWG IMT Specifications
	5D/1110
(Att. 5.2)

	[ 592 ]
	[Draft] liaison statement to GCS Proponents and Transposing Organizations on the provision of transposition references and certification C for draft revision 4 of Recommendation ITU-R M.2012
	SWG IMT Specifications
	5D/1110
(Att. 7.4)

	[ 593 ]
	Workplan for a draft revision of Recommendation ITU-R M.2012-3
	SWG IMT Specifications
	5D/1110
(Att. 5.3)

	[ 594 ]
	Workplan for a document-2020/VVV
	SWG IMT Specifications
	5D/1110
(Att. 5.4)

	[ 595 ]
(Rev.1)
	[Preliminary] draft new Report ITU-R M.[IMT.USAGE] - The use of terrestrial component of International Mobile Telecommunication (IMT) by industry sectors
	SWG Usage
	5/101

	[ 596 ]
(Rev.1)
	Detailed workplan for revision of Report ITU-R M.2291-1 - The use of International Mobile Telecommunications (IMT) for broadband Public Protection and Disaster Relief (PPDR) applications    
	SWG PPDR
	5D/1110
(Att. 3.4)

	[ 597 ]
(Rev.1)
	Working document towards a preliminary draft revision of Report ITU-R M.2291-1 -The use of International Mobile Telecommunications (IMT) for broadband Public Protection and Disaster Relief (PPDR) applications
	SWG-PPDR
	5D/1110
(Att. 3.3)

	[ 598 ]
(Rev.2)
	Liaison statement to Working Party 5A - Revision of Report ITU-R M.2291-1 "The use of International Mobile Telecommunications (IMT) for broadband Public Protection and Disaster Relief (PPDR) applications"
	SWG PPDR
	5A/891

	[ 599 ]
	Working document to review existing ITU-R Resolutions, Questions and Opinion related to Working Party 5D
	WG General Aspects (SWG RA preparation for SG 5)
	5D/1110
(Att. 3.13)

	[ 600 ]
	Working document towards summary of the status of the studies - [Draft] Review of existing ITU-R Resolutions, Opinion and Questions [and development of new ITU-R Resolutions, Opinion and Questions] on IMT
	SWG RA Preparation for SG 5
	5D/1110
(Att. 3.14)

	[ 601 ]
	Detailed workplan for works of SWG RA preparation for SG 5
	WG General Aspects (SWG RA preparation for SG 5)
	5D/1110
(Att. 3.15)

	[ 602 ]
	Meeting Report of SWG RA preparation for SG 5
	SWG RA Preparation for SG 5
	5D/1110
(Att. 3.12)

	[ 603 ]
(Rev.1)
	Draft liaison statement to ITU-R WP 5A and ITU-T SG 17 - The use of terrestrial component of International Mobile Telecommunication (IMT) 
	SWG USAGE
	5A/905
ITU-T SG 17

	[ 604 ]
(Rev.1)
	Draft reply liaison statement to ITU-R Working Party 1A (copy for information to ITU-T Study Group 15 and ITUR Working Parties 5A, 5B, 5C, 6A, 7A, 7B, 7C and 7D) – Preliminary draft revision of Report ITU-R SM.2351-2 on Smart Grid Utility Management Systems
	SWG USAGE
	1A/363
5A/903
5B/583
5C/562
6A/468
7A/75
7B/371
7C/347
7D/194
ITU-T SG 15

	[ 605 ]
	[Preliminary] draft revision of Report ITU-R M.2373-0 – Audio-visual capabilities and applications supported by terrestrial IMT systems
	SWG IMT-AV
	5/100

	[ 606 ]
	Draft liaison statement to Working Parties 6A, 6B and 6C - Draft revision of Report ITU-R M.2373 "Audio-visual capabilities and applications supported by terrestrial IMT systems"
	WG General Aspects
	6A/463; 6B/284; 6C/388

	[ 607 ]
	Evaluation Report received from [NAME OF IEG] on the candidate IMT-2020 Radio Interface Technology proposals
	SWG Evaluation
	5D/1110
(Att. 5.6)

	[ 608 ]
	Evaluation Report received from TPCEG on the Candidate IMT-2020 Radio Interface Technology proposals
	SWG Evaluation
	IMT-2020/8

	[ 609 ]
	Detailed workplan for development of the Document IMT2020/ZZZ
	SWG Evaluation
	5D/1110
(Att. 5.7)

	[ 610 ]
	[Draft] liaison statement to Registered Independent Evaluation Groups (copy for information to proponents '3GPP', 'Korea', 'China', 'DECT Forum', 'ETSI' and 'TSDSI') - Important information related to evaluation process and received initial evaluation report for the terrestrial components of the radio interface(s) for IMT2020
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		[bookmark: drec]Note from the Chairman of Working Party 5D to the Director, Radiocommunication Bureau



		[bookmark: dtitle1][bookmark: _Hlk526889340]Topic for consideration for the report of the Director of the Radiocommunication Bureau to WRC-19 related to the
review of the criterion in RR No. 5.441B by WRC-19





[bookmark: dbreak]Working Party (WP) 5D has carried out some studies in response to Resolution 223 (Rev.WRC-15) regarding technical and regulatory conditions for the use of IMT in the frequency band 4 8004 990 MHz in order to protect the aeronautical mobile service. These studies are also relevant to RR No. 5.441B.

WP 5D has consulted with WP 5B on this matter, and initiated the above study at its 23rd meeting (23 February – 2 March 2016) by developing a working document towards a preliminary draft new Recommendation/Report on the coexistence conditions between IMT and aeronautical mobile service in the frequency band 4 800-4 990 MHz. WP 5D has considered the work, but due to different views, complexity of the issue, as well as time constraints, no consensus was reached in WP 5D on the matter. Based on these discussions, it is unlikely that further deliberation could lead to a satisfactory resolution of the matter.

WP 5D requests the Director of the Radiocommunication Bureau to consider the matter with a view to include it in his report to CPM19-2 and WRC-19, regarding the situation as outlined above, as appropriate.
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From: Buonomo, Sergio

To: "adrian.scrase@etsi.org"; "nicolapio.magnani@telecomitalia.it”; "susanna.Kooistra@etsi.org";
“john.meredith@etsi.org"; "giovanni.romano@telecomitalia.it”; "balazs.bertenyi@nokia.com”;
"Joern.Krause@etsi.org"

Subject: LS - Definition of test methods for Over-The-Air unwanted emissions of IMT radio equipment
Date: Thursday, October 25, 2018 13:46:00
Attachments: 5D_TD_588Rev2.docx

Addressed to: 3GPP
Dear Sir/Madam,

Please find attached a Liaison Statement from ITU-R Working Party 5D entitled:
“Definition of test methods for Over-The-Air unwanted emissions of IMT radio equipment”.

The Attachment is an extract from the WP 5D Chairman’s Report (Att. 7.4 Doc. 5D/1110 -
5D/TEMP/588(Rev.2)) that can be found at (https://www.itu.int/md/R15-WP5D-C-1110/en)
(TIES Restricted access).

Yours Sincerely,

Sergio Buonomo

Counselor ITU-R Study Group 5

Radiocommunication Bureau

e-mail : Sergio.Buonomo@itu.int
Phone : +41 22 730 6229

Intarmatianal
Telecommunication

Committed to connecting the world

International Telecommunication Union
Place des Nations

CH-1211 Geneva 20

Switzerland
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[bookmark: dbreak]At its 31st meeting, ITU-R Working Party 5D (WP 5D) further discussed possible test methods for OTA unwanted emissions of IMT radio equipment. WP 5D would like to thank 3GPP RAN4/RAN5 for its liaison statement in Document 5D/1038 related to this topic and updating WP 5D on the progress of their work.


Within WP 5D there is a need to develop ITU-R Recommendations on unwanted emission limits for the IMT radio equipment (BS & UE) with AAS[footnoteRef:1], which administrations would use as a guide when solving cases of IMT interference with adjacent channels. [1:  ITU-R (Rec. ITU‑R M.2101) uses the term AAS to mean Advanced Antenna System.] 



As this topic is of importance for regulatory compliance issues, in particular the complex measurement of TRP, which is relevant for beamforming systems, it requires the development of a simplified conformity procedure to reduce the time and costs of testing and associated with field measurements for enforcement purposes.


WP 5D would very much appreciate further explanations on how TRP is related to e.i.r.p., as e.i.r.p.is a fundamental and long-established antenna parameter whose definition applies to all antennas, not just beam-forming ones. Furthermore, with TRP well-defined and related to e.i.r.p., the field measurement of TRP would be very important to understand in detail (as evidenced in the 3GPP LS by the sentence “selection of sampling grids and test distances appropriate for field measurements requires further analysis and study”).


WP 5D looks forward to receiving more information, once 3GPP RAN4/RAN5 has fully defined the conformance test cases and procedures for field measurements and concluded on this topic by end of 2018, as envisaged in its LS and to continue the collaboration with 3GPP on this topic. ITU-R WP 5D will analyse and examine the material received and in order to progress the work within ITU-R, WP 5D would appreciate receiving the required information preferably in time for its next meeting which is planned to be held on 11-15 February 2019 for which the deadline for submissions is 4 February 2019.





			Status:	For action


			





			Contact:	Sergio Buonomo


[bookmark: _GoBack]	Counsellor ITU-R SG 5


			Email:	Sergio.Buonomo@itu.int
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[bookmark: dbreak]At its 31st meeting, ITU-R Working Party 5D (WP 5D) further discussed possible test methods for OTA unwanted emissions of IMT radio equipment. WP 5D would like to thank 3GPP RAN4/RAN5 for its liaison statement in Document 5D/1038 related to this topic and updating WP 5D on the progress of their work.

Within WP 5D there is a need to develop ITU-R Recommendations on unwanted emission limits for the IMT radio equipment (BS & UE) with AAS[footnoteRef:1], which administrations would use as a guide when solving cases of IMT interference with adjacent channels. [1:  ITU-R (Rec. ITU‑R M.2101) uses the term AAS to mean Advanced Antenna System.] 


As this topic is of importance for regulatory compliance issues, in particular the complex measurement of TRP, which is relevant for beamforming systems, it requires the development of a simplified conformity procedure to reduce the time and costs of testing and associated with field measurements for enforcement purposes.

WP 5D would very much appreciate further explanations on how TRP is related to e.i.r.p., as e.i.r.p.is a fundamental and long-established antenna parameter whose definition applies to all antennas, not just beam-forming ones. Furthermore, with TRP well-defined and related to e.i.r.p., the field measurement of TRP would be very important to understand in detail (as evidenced in the 3GPP LS by the sentence “selection of sampling grids and test distances appropriate for field measurements requires further analysis and study”).

WP 5D looks forward to receiving more information, once 3GPP RAN4/RAN5 has fully defined the conformance test cases and procedures for field measurements and concluded on this topic by end of 2018, as envisaged in its LS and to continue the collaboration with 3GPP on this topic. ITU-R WP 5D will analyse and examine the material received and in order to progress the work within ITU-R, WP 5D would appreciate receiving the required information preferably in time for its next meeting which is planned to be held on 11-15 February 2019 for which the deadline for submissions is 4 February 2019.
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From: Buonomo, Sergio

To: "s-nishioka@arib.or.jp"; "m-ishii@arib.or.jp"; "arib-3app@arib.or.jp"; "sbarclay@atis.org"; "dz1069@att.com"”;
"Mark.Younge@T-Mobile.com"; "fkhatibi@gti.qualcomm.com”; "wangzhigin@catr.cn"; "wanyi@caict.ac.cn";
"zhuying@caict.ac.cn"; "zhu.longming@zte.com.cn"; "zhaosz@ccsa.org.cn"; "Luis.romero@etsi.org";
“adrian.scrase@etsi.org"; “john.meredith@etsi.org"; "quenter.kleindl@gmail.com"; "3GPPLiaison@etsi.org";
"susanna.kooistra@etsi.org"; "kdj@tta.or.kr"; "kckoo@tta.or.kr"; "ckoh@tta.or.kr"; "yongjun.chung@tta.or.kr";
"kiwee56@rapa.or.kr"; "cyil224@tta.or.kr"; "hyeyoung@tta.or.kr"; "sumita@s.ttc.or.jp"; "ttc-3gpp@ttc.or.jp";
"freqmar@ieee.orqg"; "roger@consensii.com"”; "standards@tiaonline.org"; "david.crowe@cnp-wireless.com";
"dott@gqti.qualcomm.com"”; “rich.hawkins@wimaxforum.org"; "jayne.stancavage@intel.com"”;
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[bookmark: dbreak]Introduction


Working Party (WP) 5D thanks the relevant GCS Proponents for their successful work in regards to completion of the milestone identified by Item 8 of Table 1 for the draft Revision 4 of Recommendation ITU-R M.2012 “Detailed specifications of the terrestrial radio interfaces of International Mobile Telecommunications-Advanced (IMT-Advanced)” following the process in Document IMT-ADV/30 Rev.1, “Schedule for the Revision 4 Update of Recommendation ITU-R M.2012”.


WP 5D wishes to inform the GCS Proponents and the Transposing Organizations that during its 31st meeting (9 - 16 October 2018 in Fukuoka, Japan) the specific technology updates for the draft Revision 4 of Rec. ITUR M.2012 (not including the detailed transposition references) were finalized and provisionally agreed.


Next Steps


The next step in the procedure to complete the draft revision requires the attention of the Transposing Organizations and is identified in Table 1 Item 9 of Document IMT-ADV/30 Rev.1.
This step is reproduced below:


			Extract from Document IMT-ADV/30 Rev.1, Table 1





			Item


			Entity


			Meeting designation & timeframe


			Action/Deliverable/Milestone


			Specific Dates





			9


			Transposing Organizations


			Due to ITU-R approximately one month prior to the subsequent Meeting


(Approximately September  of current revision year)


			Delivery to ITU-R of transposition references by each Transposing Organization for incorporation into the WP 5D preliminary agreed draft Revision 4 of Rec. ITU-R M.2012. 


Delivery to ITU-R of Certification C by each Transposing Organization. 
Completion of relevant business matters and indication of compliance with ITU policy on IPR, as appropriate



This Item 9 does not apply to case of a Scenario 1 update. 
In case of Scenario 3, Item 9 does not apply because  the Transposing Organization would have already provided the complete information by meeting “Y+2”


			1 June 2019











Request to Supply Transpositions References


WP 5D draws the attention of the Transposing Organizations of LTE-Advanced to the need for each Transposing Organization to provide the relevant transposition references for Section 2 of Annex 1 by the requested firm deadline of 1 June 2019[footnoteRef:1]. [1:  Since there is no update to WirelessMAN-Advanced section (i.e. Sections 2.2 and 2.3), Transposing Organizations of WirelessMAN-Advanced do not need to provide the references.] 



Note: The enclosed document is the draft Revision 4 of Rec. ITU-R M.2012 as finalized and provisionally agreed at the 31st meeting of WP 5D (not including the detailed transposition references).


Procedurally, the reply correspondence from the Transposing Organizations should be directed to the Counsellor for ITU-R Study Group 5 and not provided as inputs to WP 5D.


In the subsequent Step 10 of the process, the Counsellor for Study Group 5 will prepare a consolidated input to the 32nd meeting of WP 5D (by approximately 2 July 2019) that combines all the received responses. If there are questions on the preparation of the requested material by the Transposing Organizations they should be directed to the Counsellor well in advance of the 1 June 2019 deadline.


For reference, the identified Transposing Organizations for the enclosed draft Revision 4 of Rec. ITU-R M.2012 specifically for Section 2 of Annex 1 for the LTE-Advanced technology are:


–	Association of Radio Industries and Businesses (ARIB).


–	Alliance for Telecommunications Industry Solutions (ATIS).


–	China Communications Standards Association (CCSA).


–	European Telecommunications Standards Institute (ETSI).


–	Telecommunications Standards Development Society, India (TSDSI).


–	Telecommunications Technology Association (TTA).


–	Telecommunication Technology Committee (TTC).


Request to Supply Certification C


Each identified Transposing Organization is required to provide to ITU-R, the Certification C by 1 June 2019.  The Certification C is outlined in Document IMT-ADV/25 Rev.2 “Procedure for the development of draft Revisions of Recommendation ITU-R M.2012” and Document IMT-ADV/24 Rev.3 “Process and The Use Of Global Core Specification (GCS), References And Related Certifications In Conjunction With Recommendation ITU-R M.2012”. Procedurally, the Certification C from each Transposing Organization should be directed to the Counsellor for ITU-R Study Group 5 and not provided as inputs to WP 5D. The Counsellor will prepare as an input to the 32nd meeting of WP 5D meeting a summary statement regarding the receipt of the Certification C documents.


Completion of Relevant Business Matters


As indicated, there is also the consequential step of, as necessary, the completion of relevant business matters by 1 June 2019 and the indication of compliance with ITU policy on IPR, as appropriate.


These matters should be directly addressed between the Transposing Organization and the ITU as appropriate via the contact point of the Counsellor for Study Group 5. 


Closure of the Draft Revision 3 with References in WP 5D 


At its 32nd meeting (9-17 July 2019, Geneva) WP 5D intends to review and seek final agreement of the full consolidated draft Revision 4 of Rec. ITU-R M.2012 including the transposition references.  It will then be forwarded to ITU-R Study Group 5 for consideration at its September 2019 meeting in accordance with the ITU-R approval process in Resolution ITU-R 1-7, especially §A.2.6.2.


WP 5D looks forward to the continued cooperation with the Transposing Organizations in these final steps on concluding this update of the IMT-Advanced terrestrial radio interfaces.








			Contact:	Sergio Buonomo
                   Counsellor ITU-R SG 5


			E-mail: sergio.buonomo@itu.int











Attachment to be embedded:	Draft revision 4 of Rec. ITU-R M.2012 as finalized and provisionally agreed at the 31st meeting of WP 5D (not including the detailed transposition references).
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Summary of the revision



This modification of Recommendation ITU-R M.2012 is intended to keep the specified technologies of the terrestrial component of IMT-Advanced up to date. The main changes include the addition of enhanced capabilities for LTE-Advanced SRIT (Set of Radio Interface Technologies), and some consequential changes to the overview sections of the text, as well as to the Global Core Specifications. Also the transposition references have been updated in Annex 1. WirelessMAN-Advanced RIT (Radio Interface Technology) has no update and Annex 2 remains the same as previous Revision.



From this update, a new SDO (TSDSI) is added to GCS Proponent and Transposing Organizations for Annex 1 (LTE-Advanced).



Modifications



The modification for Annex 1 (LTE-Advanced part) is as follows:



	The main purpose of this update is to align Recommendation ITU-R M.2012 to the December 2017 version of the 3GPP Specifications of LTE-Advanced including Release 14. In particular, section 1 was reviewed and some amendments added in order to ensure full consistency with the updated list of Specifications in section 2.



Added new features introduced in Release 14 are:



–	UL Capacity enhancements, including support of 256 QAM in uplink 



–	Support of UL operation in the unlicensed 5 GHz band with Licensed Assisted Access 



–	Reduced latency in UL



–	Enhancements on Full-Dimension MIMO, including support of large antenna arrays



–	Enhancements to NB-IoT and LTE-M



–	Enhanced support for V2V communication using sidelink and downlink/uplink



–	Enhancements of MBSFN operations.







Scope



This Recommendation identifies the terrestrial radio interface technologies of International Mobile Telecommunications-Advanced (IMT-Advanced) and provides the detailed radio interface specifications.



These radio interface specifications detail the features and parameters of IMT-Advanced. This Recommendation includes the capability to ensure worldwide compatibility, international roaming, and access to high-speed data services.



Keywords



IMT, IMT-Advanced, LTE-Advanced, LTE-Advanced Pro, WirelessMAN-Advanced, radio interface specifications



[bookmark: _Toc269477800][bookmark: _Toc269478201]Related ITU-R Recommendations, Reports and Resolutions[footnoteRef:1] [1:  	The latest edition of the Recommendation/Reports in force should be used.] 




Recommendation ITU-R M.1036	Frequency arrangements for implementation of the terrestrial component of International Mobile Telecommunications (IMT) in the bands identified for IMT in the Radio Regulations (RR) 



Recommendation ITU-R M.1224	Vocabulary of Terms for International Mobile Telecommunications (IMT) 



Recommendation ITU-R M.1579	Global circulation of IMT terrestrial terminals 



Recommendation ITU-R M.1645	Framework and overall objectives of the future development of IMT-2000 and systems beyond IMT-2000



Recommendation ITU-R M.1822	Framework for services supported by IMT



Recommendation ITU-R M.2047	Detailed specifications of the satellite radio interface of International Mobile Telecommunications-Advanced (IMTAdvanced)



Recommendation ITU-R M.2070	Generic unwanted emission characteristics of base stations using the terrestrial radio interfaces of IMT-Advanced



Recommendation ITU-R M.2071	Generic unwanted emission characteristics of mobile stations using the terrestrial radio interfaces of IMT-Advanced



Recommendation ITU-R M.2090	Specific unwanted emission limit of IMT mobile stations operating in the frequency band 694-790 MHz to facilitate protection of existing services in Region 1 in the frequency band 470-694 MHz



Report ITU-R M.2072	World mobile telecommunication market forecast 



Report ITU-R M.2074	Radio aspects for the terrestrial component of IMT-2000 and systems beyond IMT-2000



Report ITU-R M.2133	Requirements, evaluation criteria and submission templates for the development of IMT-Advanced



Report ITU-R M.2134	Requirements related to technical performance for IMTAdvanced radio interface(s)



Report ITU-R M.2135	Guidelines for evaluation of radio interface technologies for IMT-Advanced



Report ITU-R M.2198	The outcome of the evaluation, consensus building and decision of the IMT-Advanced process (steps 4-7), including characteristics of IMT-Advanced radio interfaces



Report ITU-R M.2291	The use of International Mobile Telecommunications for the broadband public protection and disaster relief applications



Report ITU-R M.2320	Future technology trends of terrestrial IMT systems



Report ITU-R M.2334	Passive and active antenna systems for base stations of IMT systems



Report ITU-R M.2370	IMT traffic estimates for the years 2020 to 2030



Report ITU-R M.2373	Audio-visual capabilities and applications supported by terrestrial IMT systems



Report ITU-R M.2375	Architecture and topology of IMT networks



Resolution ITU-R 56-2	Naming for International Mobile Telecommunications



Resolution ITU-R 57-2	Principles for the process of development of IMT-Advanced



Handbook on Global Trends in International Mobile Telecommunication.



The ITU Radiocommunication Assembly,



considering



a)	that IMT systems are mobile broadband systems including IMT-2000, IMTAdvanced and IMT-2020;



b)	that IMT-Advanced systems include the new capabilities of IMT that go beyond those of IMT-2000[footnoteRef:2]; [2:  	Recommendations ITU-R M.1457 and ITU-R M.2012 are two separate, independent, and selfcontained Recommendations, each one with a specific scope. Both Recommendations will evolve independently, and there could be some overlap reflected by commonality in content between the two documents.] 




c)	that such systems provide access to a wide range of telecommunication services including advanced mobile services, supported by mobile and fixed networks, which are increasingly packet-based;



d)	that IMT-Advanced systems support low to high mobility applications and a wide range of data rates in accordance with user and service demands in multiple user environments;



e)	that IMT-Advanced also has capabilities for high-quality multimedia applications within a wide range of services and platforms providing a significant improvement in performance and quality of service;



f)	that the key features of IMT-Advanced are:



–	a high degree of commonality of functionality worldwide while retaining the flexibility to support a wide range of services and applications in a cost-efficient manner;



–	compatibility of services within IMT and with fixed networks;



–	capability of interworking with other radio access systems;



–	high-quality mobile services;



–	user equipment suitable for worldwide use;



–	user-friendly applications, services and equipment;



–	worldwide roaming capability;



–	enhanced peak data rates to support advanced services and applications (100 Mbit/s for high and 1 Gbit/s for low mobility were established as targets for research)[footnoteRef:3]; [3: 	Data rates sourced from Recommendation ITU-R M.1645.] 




g)	that these features enable IMT-Advanced to address evolving user needs;



h)	that the capabilities of IMT-Advanced systems are being continuously enhanced in line with technology developments;



i)	the necessity of priority services (e.g. emergency calls shall be supported as higher priority than other commercial services);



j)	that due to the large effective bandwidths required to support the very high data rates needed for the various services offered, allowances must be made for either much larger single carrier bandwidths (even as spectral efficiencies increase) or aggregation of RF carriers;



k)	that the rapid development of information technology, including the Internet, has resulted in the aggregation and convergence of various networks and digital devices,



recognizing



a)	that Resolution ITU-R 57-2 on the “Principles for the process of development of IMTAdvanced” outlines the essential criteria and principles used in the process of developing the Recommendations and Reports for IMT-Advanced, including Recommendation(s) for the radio interface specification,



noting



that Report ITU-R M.2198 contains the outcome and conclusions of Steps 4 through 7 of the IMTAdvanced process, including the evaluation and consensus building, and provides the characteristics of the IMT-Advanced terrestrial radio interfaces for the first release of Recommendation ITU-R M.2012-0 (01-2012),



recommends



1	that the terrestrial radio interfaces for IMT-Advanced should be:



–	“LTE-Advanced”[footnoteRef:4]; and [4: 	Developed by 3GPP as LTE Release 10 and Beyond (Long Term Evolution-Advanced).] 




–	“WirelessMAN-Advanced”[footnoteRef:5]; [5: 	Developed by IEEE as the WirelessMAN-Advanced specification incorporated in IEEE Std 802.16 beginning with approval of IEEE Std 802.16m.] 




2	that the information provided or referenced in Annexes 1 and 2 should be used as the complete set of standards for the detailed specifications of the terrestrial radio interfaces of IMTAdvanced.



Annex 1

Specification of the LTE-Advanced radio interface technology



Background



IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:6] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [6: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT..] 




–	The GCS Proponent must be one of the RIT[footnoteRef:7]/SRIT[footnoteRef:8] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012. [7: 	Radio Interface Technology.]  [8: 	Set of Radio Interface Technologies.] 




–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.



It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.



The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.



This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.



This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.



This Annex 1 contains the detailed information developed by the ITU and “ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC on behalf of 3GPP” (the GCS Proponent) and ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC (the Transposing Organizations). 



Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.



This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.



A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).



1	Overview of the radio interface technology



1.1	Overview of the SRIT



The IMT-Advanced terrestrial radio interface specifications known as LTE-Advanced is based on LTE Release 10 and Beyond are developed by 3GPP. In 3GPP terminology, the term E-UTRA (Evolved-UTRA) is also used to indicate the LTE radio interface, and 3GPP LTE Release 13 and beyond is marked as “LTE-Advanced Pro”.



LTE-Advanced is a Set of RITs (Radio Interface Technologies) consisting of one FDD RIT and one TDD RIT designed for operation in paired and unpaired spectrum, respectively. The TDD RIT is also known as TD-LTE Release 10 and Beyond or TD-LTE-Advanced. The two RITs have been jointly developed, providing a high degree of commonality while, at the same time, allowing for optimization of each RIT with respect to its specific spectrum/duplex arrangement.



Both the FDD RIT and the TDD RIT individually, and consequently the Set of RITs (SRIT), meet all the ITU IMT-Advanced minimum requirements in all four test environments defined in all aspects of Services, Spectrum and Technical performance. Furthermore, both the FDD RIT and TDD RIT individually, and consequently the SRIT, meet the requirements of Resolution ITUR 572, resolves 6 e) and f) in all four test environments.



The complete set of standards for the terrestrial radio interface of IMT-Advanced identified as LTEAdvanced includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.



The radio aspects of LTE-Advanced also include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 1.2.2.1. Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13, and Release 14 is provided in § 2.2.2.



1.2	Overview of the Radio Interface Technology (RIT)



1.2.1	Overview of the FDD RIT



The FDD RIT is the evolution of LTE FDD. The FDD RIT uses Frequency-Division Duplex operation and therefore is applicable for operation with paired spectrum. Both full-duplex and halfduplex FDD are supported.



1.2.2	Overview of the TDD RIT



The TDD RIT, also known as TD-LTE-Advanced, is the evolution of TD-LTE. The TDD RIT uses Time-Division Duplex operation and therefore is applicable for operation with unpaired spectrum. The TDD RIT provides flexibility in terms of downlink-uplink resource allocation by supporting multiple uplink-downlink resource-allocation configurations that can be used to match different traffic scenarios. The uplink-downlink resource-allocation configuration can be adapted to the varying instantaneous traffic and interference conditions even during operation.



It is also designed to exploit the more extensive channel reciprocity inherent in case of TDD operation, e.g. for beamforming, and facilitates coexistence with TD-SCDMA as well as other TDDbased IMT-2000 technologies.



1.3	Overview of the system aspects of the SRIT



The FDD and TDD RITs represent the evolution of the first releases of LTE FDD and TDD, respectively. The two RITs share many of the underlying structures to simplify implementation of dual-mode radio-access equipment. Transmission bandwidths up to 640 MHz are supported, yielding peak data rates up to roughly 25 Gbit/s in the downlink and 13.6 Gbit/s in the uplink.



The downlink transmission scheme is based on conventional OFDM to provide a high degree of robustness against channel frequency selectivity while still allowing for low-complexity receiver implementations also at very large bandwidths. 



The uplink transmission scheme is based on Discrete Fourier Transform-spread OFDM (DFTS-OFDM). The use of DFTS-OFDM transmission for the uplink is motivated by the lower Peak-to-Average Power Ratio (PAPR) of the transmitted signal compared to conventional OFDM. This allows for more efficient usage of the power amplifier at the terminal, which translates into an increased coverage and/or reduced terminal power consumption. The uplink numerology is aligned with the downlink numerology. The Narrow-band Internet of Things (NB-IOT) UL allows allocating a single-tone in addition to multi-tone DFTS-OFDM with the possibility of a lower subcarrier spacing in addition to the normal subcarrier spacing.



Channel coding is based on rate-1/3 Turbo coding (Tail Biting Convolutional Code for NB-IOT DL) and is complemented by Hybrid-ARQ with soft combining to handle decoding errors at the receiver side. Data modulation supports QPSK, 16QAM, and 64QAM, and 256QAM for both the downlink and the uplink. In downlink, 256QAM is supported. For NB-IOT, additionally pi/2-BPSK and pi/4-QPSK are supported in uplink when a single-tone is allocated.



The FDD and TDD RITs support bandwidths from approximately 1.4 MHz to 640 MHz. NBIOT supports 200 kHz bandwidth. Carrier aggregation, i.e. the simultaneous transmission of multiple component carriers in parallel to/from the same terminal/eNB, is used to support bandwidths larger than 20 MHz. Component carriers do not have to be contiguous in frequency and can even be located in different frequency bands in order to enable exploitation of fragmented spectrum allocations by means of spectrum aggregation. Licensed-Assisted Access (LAA) allows secondary component carriers to operate the DL in the unlicensed 5 GHz band. In order to fairly coexist, LAA uses a Listen-Before-Talk (LBT) medium access in the unlicensed frequency bands. Carrier Aggregation supports the functionality to aggregate TDD bands with different uplink and downlink allocations as well as the functionality to support multiple timing advancements. Carrier Aggregation also supports to aggregate FDD and TDD component carriers. Dual Connectivity allows aggregating component carriers of different eNBs that are connected via a non-ideal backhaul over the X2 interface.



Channel-dependent scheduling in both the time and frequency domains is supported for both downlink and uplink with the base-station scheduler being responsible for (dynamically) selecting the transmission resource as well as the data rate. The basic operation is dynamic scheduling, where the base-station scheduler takes a decision for each 1 ms Transmission Time Interval (TTI), but there is also a possibility for semi-persistent scheduling. Semi-persistent scheduling (SPS) enables transmission resources and data rates to be semi-statically allocated to a given User Equipment (UE) for a longer time period than one TTI to reduce the control-signalling overhead. For low latency UL transmissions, the SPS periodicity can be as low as 1 ms and UEs are allowed to skip the UL grant. For better uplink coverage, TTI bundling allows UEs to transmit in four consecutive TTIs. NB-IOT and enhanced Machine-type Communication (eMTC) allows for widespread coverage extension by means of scheduling multiple TTIs (up to several thousands).



Multi-antenna transmission schemes are an integral part of both RITs. Multi-antenna precoding with dynamic rank adaptation supports both spatial multiplexing (single-user MIMO) and beamforming. Beam-forming by means of 2-dimensional antenna arrays can exploit the horizontal as well as the vertical domain. Spatial multiplexing with up to eight layers in the downlink and four layers in the uplink is supported. Multi-user MIMO, where multiple users (up to 8) are assigned the same time-frequency resources, is also supported. Coordinated MultiPoint (CoMP) operation is also supported, where multiple transmission points or reception points are coordinated in their transmission or reception respectively. The coordinated transmission points can belong to the same cell, to different cells of the same eNB or to different cells of different eNBs. A discovery reference signal can be used to identify transmission points or cells for CoMP and/or Carrier aggregation operation. Finally, transmit diversity based on Space-Frequency Block Coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD) is supported. Large antenna arrays are efficiently supported, e.g., through codebook based channel state information (CSI) feedback for up to 32 eNB antenna ports or beamformed CSI reference signals.



Inter-cell interference coordination (ICIC), where neighbour cells exchange information aiding the scheduling in order to reduce interference, is supported for the RITs. ICIC can be used for homogenous deployments with non-overlapping cells of similar transmission power, as well as for heterogeneous deployments where a higher-power cell overlays one or several lower-power nodes. In order to increase the potential of cell range expansion, functionality for terminalside interference mitigation of reference and synchronization signals as well as the broadcast channel exists. A terminal-side mitigation of inter-cell interference caused by the data channel is supported with network assistance. A network-side interference mitigation technique is supported, which is based on the ability to turn on and off secondary cells.



Relaying functionality is included in both the FDD and TDD RITs. The relay node appears as a conventional base station (e-Node B) eNB to terminals but is wirelessly backhauled to the remaining part of the radio-access network using the LTE Release 10 radio-interface technology.



Both RITs support various types of machine-type communication. In order to better address the low-cost segment, a low-complexity terminal (Category 0) is supported, which has approximately 50% reduced modem complexity as compared to the least complex ‘normal’ UE (Category 1), e.g., by a single receive antenna, half-duplex operation and greatly reduced peak data rate support.



With the introduction of LTE-M, complexity is further reduced, e.g., by reducing the UE bandwidth down to 1.4 or 5 MHz and a low UE power class (20dBm). Two coverage extension modes have been added to LTE/LTE-M, one for moderate and another for large coverage extension basically using repetitions. 



NB-IoT is introduced aiming at extreme low complexity, e.g., by reducing the UE bandwidth down to 200 kHz, by even further limiting the UE peak data rate, and by introducing low UE power classes (20dBm/14dBm). Coverage extension of ~20 dB is enabled also basically through repetitions. NB-IoT can operate inband in LTE, in the LTE guardband, or standalone. Another 50% complexity reduction was made possible with eMTC (Category M1) and even more with NB-IOT (Category NB1). eMTC supports optionally half duplex (HD) operation and NB-IOT supports HD only. In addition, eMTC and NB-IOT extended the original LTE coverage area by ~15 dB and ~20 dB respectively. The narrow NB-IOT channel bandwidth of 200 kHz makes it possible to operate in re-farmed GSM channels or in LTE guardbands. 



In order to improve UE power consumption, a Power Saving State was introduced and extended Discontinuous Reception (eDRX) cycles range up to 10.24 s in connected mode and 43.69 min in idle mode. For eMTC LTE-M and NB-IOT, it is possible to configure an additional uplink and an additional downlink carrier for traffic which is dedicated to a particular User Equipment, whilst common transmissions such as synchronization signals, and uplink transmissions during cell access, occur on a the same carrier for all User Equipments.



In order to enhance data offloading, both RITs support LTE/Wi-Fi interworking functionality via RAN-assisted and RAN-controlled WLAN interworking. Based on configurable rules or eNB command, the UE steers its data traffic to the most appropriate radio access. Additionally, from Release 13 onwards, both RITs support LTE-WLAN aggregation (LWA) and LTE-WLAN Radio Level Integration with IPSec Tunnel (LWIP). LWA allows utilizing both LTE and WLAN in the unlicensed 2.4 GHz and 5 GHz bands simultaneously under the control of eNB.



From Release -12 onwards, sidelink transmissions are defined for Proximity based Services (ProSe) Direct Discovery and ProSe Direct Communication between terminals. ProSe Direct Communication is targeting only Public Safety applications and allows terminals to communicate with each other directly without routing the data via the eNB. ProSe Direct Discovery allows discovering other terminals in close proximity. Direct communication is also supported when a terminal is out of LTE coverage. The sidelink has been further enhanced in order to address direct vehicle-to-vehicle (V2V) communication.



1.3.1	Network architecture



The LTE-Advanced radio-access network has a flat architecture with a single type of node, the eNodeB, which is responsible for all radio-related functions in one or several cells. The eNodeB is connected to the core network by means of the S1 interface, more specifically to the serving gateway (S-GW) by means of the user-plane part, S1-u, and to the Mobility Management Entity (MME) by means of the control-plane part, S1-c. One eNodeB can interface to multiple MMEs/SGWs for the purpose of load sharing and redundancy. MMEs/S-GWs can be (re)selected for support of separate dedicated core networks that are designed to meet the requirements of a certain group of devices/customers.



The X2 interface, connecting eNodeBs to each other, is mainly used to support active-mode mobility. This interface may also be used for multi-cell Radio Resource Management (RRM) functions such as ICIC or CoMP. The X2 interface is also used to support lossless mobility between neighbouring cells by means of packet forwarding. 



FIGURE 1.1



Radio-access network interfaces











1.3.2	Layer 2 protocol architecture



Layer 2 (L2) consists of several sub-layers: Packet Data Convergence Protocol (PDCP), Radio Link Control (RLC) and Medium Access Control (MAC). The downlink and uplink protocol structures are illustrated in Fig. 1.2 and Fig. 1.3, respectively. Layer 2 provides one or more Radio Bearers to higher layers to which IP packets are mapped according to their Quality-of-Service (QoS) requirements. L2/MAC PDUs, also referred to as transport blocks, are created according to instantaneous scheduling decisions and delivered to the physical layer on one or several transport channels (one transport channel of the same type per component carrier).
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Downlink L2 protocol structure











FIGURE 1.3



Uplink L2 protocol structure











In Dual Connectivity, a data radio bearer can be configured as Master Cell Group (MCG) bearer, Secondary Cell Group (SCG) bearer or a split bearer. The MCG bearer is served by the Master eNB (MeNB), SCG bearer by the Secondary eNB (SeNB) and the split bearer is served by both eNBs. For a split bearer, a common PDCP entity is located in the MeNB, but there are two RLC entities, one terminating in the MeNB and one in the SeNB.



1.3.2.1	Packet Data Convergence Protocol (PDCP)



Except for NB-IOT, the main services and functions of the PDCP sublayer for the user plane include:



–	Header compression and decompression of IP data flows using ROHC.



–	Transfer of user data.



–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM.



–	For split bearers in Dual Connectivity (only support for RLC AM): PDCP PDU routing for transmission and PDCP PDU reordering for reception.



–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM.



–	Retransmission of PDCP SDUs at handover and, for split bearers in DC and LWA bearers, of PDCP PDUs at PDCP data-recovery procedure, for RLC AM.



–	Ciphering and deciphering.



–	Timer-based SDU discard in uplink.



For NB-IOT UE when AS security is activated, the main services and functions of the PDCP sublayer for the user plane include:



–	Header compression and decompression: ROHC only;



–	Transfer of user data;



–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;



–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;



–	Ciphering and deciphering;



–	Timer-based SDU discard in uplink.



The main services and functions of the PDCP for the control plane include:



–	Ciphering and Integrity Protection and Verification.



–	Transfer of control plane data.



For a NB-IOT UE that supports Control Plane CIoT EPS optimizations only, PDCP is bypassed. For a NB-IOT UE that supports both Control Plane CIoT EPS optimizations and User Plane CIoT EPS optimizations PDCP is not used until AS security is activated.



PDCP uses the services provided by the RLC sub-layer. There is one PDCP entity per radio bearer configured for a UE.



1.3.2.2	Radio Link Control (RLC)



Radio Link Control (RLC) is responsible for:



–	Transfer of upper layer PDUs.



–	Error correction through ARQ (only for AM data transfer).



–	Concatenation, segmentation and reassembly of RLC SDUs (only for UM and AM data transfer).



–	Resegmentation of RLC data PDUs (only for AM data transfer).



–	Reordering of RLC data PDUs (only for UM and AM data transfer).



–	Duplicate detection (only for UM and AM data transfer).



–	Protocol error detection (only for AM data transfer).



–	RLC SDU discard (only for UM and AM data transfer).



–	RLC re-establishment, except for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.



Depending on the mode-of-operation, an RLC entity may provide all, a subset of, or none of the services above. The RLC can operate in three different modes:



–	Transparent mode (TM), where the RLC is completely transparent and is in essence bypassed. This configuration is used for control-plane broadcast channels such as Broadcast Control Channel (BCCH), Common Control Channel (CCCH) and Paging Control Channel (PCCH) only where the information should reach multiple users. 



–	Unacknowledged mode (UM), where the RLC provides all the functionality above except error correction, is used when error-free delivery is not required, for example for Multicast Control Channel (MCCH) and Multicast Traffic Channel (MTCH) using Multimedia Broadcast over a Single Frequency Network (MBSFN) and for Voice-over-IP (VoIP).



–	For NB-IOT, RLC UM is not supported.



–	Acknowledged mode (AM), where the RLC provides all the services above, is the main mode-of-operation for TCP/IP packet data transmission on the Downlink Shared Channel (DLSCH). Segmentation/reassembly, in-sequence delivery and retransmissions of erroneous data are all supported.



The RLC offers services to the PDCP in the form of radio bearers and uses services from the MAC layer in the form of logical channels. There is one RLC entity per radio bearer configured for a terminal.



1.3.2.3	Medium access control (MAC)



The MAC layer is responsible for:



–	Mapping between logical channels and transport channels.



–	Multiplexing/demultiplexing of MAC SDUs belonging to one or different logical channels into/from transport blocks delivered to/from the physical layer on transport channels.



–	Scheduling information reporting.



–	Error correction through N-process stop-and-wait hybrid-ARQ (HARQ) with synchronous (for the uplink) and asynchronous (for the downlink) retransmissions.



–	Priority handling between logical channels of one UE.



–	Priority handling between UEs by means of dynamic scheduling.



–	Multimedia Broadcast/Multicast Service (MBMS) identification.



–	Transport format selection.



–	Padding.



The ProSe specific services and functions of the MAC sublayer include:



–	Radio resource selection;



–	Packet filtering for Prose Direct Communication.



In case of Dual Connectivity, the UE is configured with two independent MAC entities, one for MCG and one for SCG. 



The MAC offers services to the RLC in the form of logical channels. A logical channel is defined by the type of information it carries and is generally classified as a control channel, used for transmission of control and configuration information necessary for operating an LTE-Advanced system, or as a traffic channel, used for the user data. The set of logical-channel types specified for LTE-Advanced includes:



–	Broadcast Control Channel (BCCH), used for broadcasting system control information.



–	Bandwidth Reduced Broadcast Control Channel (BR-BCCH), used for broadcasting system control information to bandwidth limited eMTC UEs.



–	Paging Control Channel (PCCH), a downlink channel used for paging when the network is not aware of the location of the UE and for system information change notifications.



–	Common Control Channel (CCCH), used for transmission of control information between UEs and network when the UE has no RRC connection.



–	Dedicated Control Channel (DCCH), used for transmission of control information to/from a mobile terminal when the UE has a RRC connection.



–	Multicast Control Channel (MCCH), used for transmission of control information required for reception of the MTCH.



–	Single-Cell Multicast Control Channel (SC-MCCH), used for transmission of control information required for reception of MBMS using single-cell point-to-multipoint (SCPTM).



–	Sidelink Broadcast Channel (SBCH) used for broadcasting sidelink system information from one UE to other UE(s). This channel is used only by ProSe Direct Communication capable UEs.



–	Dedicated Traffic Channel (DTCH), used for transmission of user data to/from a mobile terminal. This is the logical channel type used for transmission of all uplink and nonMBSFN downlink user data. DTCH is not supported for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.



–	Multicast Traffic Channel (MTCH), used for downlink transmission of MBMS services.



–	Single-Cell Multicast Traffic Channel (SC-MTCH), used for downlink transmission of MBMS services using SC-PTM.



–	Sidelink Traffic Channel (STCH) is a point-to-multipoint channel, for transfer of user information from one UE to other UEs. This channel is used only by Prose Direct Communication capable UEs.



For a NB-IOT UE that only uses Control Plane CIoT EPS optimizations there is only one dedicated logical channel per UE.



From the physical layer, the MAC layer uses services in the form of Transport Channels. A transport channel is defined by how and with what characteristics the information is transmitted over the radio interface. Data on a transport channel is organized into transport blocks. In each Transmission Time Interval (TTI), at most one or two (in case of spatial multiplexing) transport blocks are transmitted per component carrier.



Associated with each transport block is a Transport Format (TF), specifying how the transport block is to be transmitted over the radio interface. The transport format includes information about the transport-block size, the modulation scheme, and the antenna mapping. The scheduler is responsible for (dynamically) determining the uplink as well as downlink transport format in each TTI.



The following transport-channel types are defined:



–	Broadcast Channel (BCH) has a fixed transport format, provided by the specifications. It is used for transmission of parts of the BCCH system information, more specifically the socalled Master Information Block (MIB).



–	Paging Channel (PCH) is used for transmission of paging information from the PCCH logical channel. The PCH supports discontinuous reception (DRX) to allow the mobile terminal to save battery power by waking up to receive the PCH only at predefined time instants.



–	Downlink Shared Channel (DL-SCH) is the main transport-channel type used for transmission of downlink data in LTE-Advanced. It supports dynamic rate adaptation and channel-dependent scheduling, hybrid-ARQ with soft combining, and spatial multiplexing. It also supports DRX to reduce mobile-terminal power consumption while still providing an always-on experience. 



	The DL-SCH is also used for transmission of the parts of the BCCH system information not mapped to the BCH. In case of transmission to a terminal using multiple component carriers the UE receives one DL-SCH per component carrier.



–	Multicast Channel (MCH) is used to support MBMS. It is characterized by a semi-static transport format and semi-persistent scheduling. In case of multi-cell transmission using MBSFN, the scheduling and transport format configuration is coordinated among the cells involved in the MBSFN transmission.



–	Uplink Shared Channel (UL-SCH) is the uplink counterpart to the DL-SCH, i.e. it is the uplink transport channel used for transmission of uplink data.



–	Random Access Channel (RACH) is also defined as an uplink transport channel although it does not carry transport blocks. The RACH is used in the uplink to respond to the paging message or to initiate the move to the RRC_CONNECTED state according to terminal data transmission needs.



–	Sidelink broadcast channel (SL-BCH) uses a pre-defined transport format.



–	Sidelink discovery channel (SL-DCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it uses a fixed size, pre-defined format periodic broadcast transmission. 



–	Sidelink shared channel (SL-SCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it supports HARQ combining and dynamic link adaptation by varying the transmit power, modulation and coding.



The mapping between logical channels, transport channels and physical channels (described in § 1.1.3.3) is illustrated in Fig. 1.4 for the downlink, Fig. 1.5 for the uplink, Fig. 1.6 for the sidelink, Fig. 1.6A for the NB-IOT downlink and Fig. 1.6B for the NB-IOT uplink.



FIGURE 1.4



Downlink channel mapping
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Uplink channel mapping
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Sidelink channel mapping
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NB-IOT DL channel mapping
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NB-IOT UL channel mapping











1.3.3	Physical layer



The physical layer is responsible for:



–	Modulation and demodulation of physical channels.



–	Error detection on the transport channel and indication to higher layers.



–	Forward Error Correction (FEC) encoding and decoding of transport channels.



–	Rate matching of the coded transport channel to physical channels.



–	Mapping of the coded transport channel onto physical channels according to Fig. 1.4 (downlink) and Fig. 1.5 (uplink).



–	Hybrid ARQ soft-combining.



–	Frequency and time synchronization.



–	Power weighting of physical channels.



–	Multi-antenna processing and beamforming.



–	Characteristic measurements and indication to higher layers.



–	RF processing.



A simplified overview of the processing for the DL-SCH is given in Fig. 1.7.



FIGURE 1.7



Simplified physical-layer processing for DL-SCH on one component carrier











1.3.3.1	Physical channels



The following different types of physical channels are defined for the downlink:



–	Physical Downlink Shared Channel (PDSCH): Used for transmission of user and control plane data services.



–	Physical Multicast Channel (PMCH): Used for transmission of control and user-plane broadcast services during MBSFN subframes.



–	Physical Downlink Control Channel (PDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.



–	Enhanced Physical Downlink Control Channel (EPDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.



–	MTC physical downlink control channel (MPDCCH): Used for transmission of control information in bandwidth-reduced operation and/or using coverage extension mode.



–	Physical Broadcast Channel (PBCH): Used for conveying cell and/or system specific information.



–	Physical Control Format Indicator Channel (PCFICH): It indicates to the UE the control format (number of symbols comprising PDCCH, PHICH) of the current subframe.



–	Physical Hybrid ARQ Indicator Channel (PHICH): It conveys the ACK/NAK information for UL (PUSCH) transmissions received at the eNodeB.



Three different types of physical channels are defined for the uplink:



–	Physical Random Access Channel (PRACH): It conveys a preamble which is used to trigger a random-access procedure in the eNodeB.



–	Physical Uplink Shared Channel (PUSCH): It conveys both user data and upper layer control information. 



–	Physical Uplink Control Channel (PUCCH): It conveys control information (scheduling requests, CQI, PMI, RI, HARQ ACK/NAK for PDSCH, etc.).



The following types of physical channels are defined for the sidelink:



–	Physical sidelink broadcast channel (PSBCH): Carries system and synchronization related information, transmitted from the UE.



–	Physical sidelink discovery channel (PSDCH): Carries ProSe Direct Discovery message from the UE.



–	Physical sidelink control channel (PSCCH): Carries control from a UE for ProSe Direct Communication.



–	Physical sidelink shared channel (PSSCH): Carries data from a UE for ProSe Direct Communication.



The following types of physical channels are defined for NB-IOT:



–	Narrowband Physical broadcast channel (NPBCH) : Carries the BCH for NB-IOT UEs. Used for conveying cell and/or system specific information using a transport block mapped to sixty four subframes within a 640 ms interval.



–	Narrowband Physical downlink shared channel (NPDSCH): Carries the DL-SCH and PCH for NB-IOT UEs.



–	Narrowband Physical downlink control channel (NPDCCH): Informs the NB-IOT UE about the resource allocation of PCH and DL-SCH. Carries the uplink scheduling grant for the NBIOT UE. Carries the direct indication information.



–	Narrowband Physical uplink shared channel (NPUSCH): Carries the UL-SCH and Hybrid ARQ ACK/NAKs in response to downlink transmission for the NB-IOT UE.



–	Narrowband Physical random access channel (NPRACH): Carries the random access preamble for the NB-IOT UE.



1.3.3.2	Time-domain structure and duplex schemes



Figure 1.8 illustrates the high-level time-domain structure for transmission, with each (radio) frame of length 10 ms consisting of ten equally sized subframes of length 1 ms. Each subframe consists of two equally sized slots of length Tslot = 0.5 ms with each slot consisting of a number of OFDM symbols including cyclic prefix.



FIGURE 1.8



LTE-Advanced time-domain structure











LTE-Advanced can operate in both FDD and TDD as illustrated in Fig. 1.9. Although the timedomain structure is, in most respects, the same for FDD and TDD there are some differences between the two duplex modes, most notably the presence of a special subframe in case of TDD. The special subframe is used to provide the necessary guard time for downlink-to-uplink switching.



FIGURE 1.9



Uplink/downlink time/frequency structure in case of FDD and TDD











In case of FDD operation (upper part of Fig. 1.9), there are two carrier frequencies for each component carrier, one for uplink transmission (fUL) and one for downlink transmission (fDL). During each frame, there are thus ten uplink subframes and ten downlink subframes and uplink and downlink transmission can occur simultaneously within a cell. Half-duplex operation at the UE side is supported by the scheduler ensuring non-simultaneous reception and transmission at the UE.



In case of TDD operation (lower part of Fig. 1.9), there is only a single carrier frequency per component carrier and uplink and downlink transmissions are always separated in time also on a cell basis. As seen in the figure, some subframes are allocated for uplink transmissions and some subframes for downlink transmission with the switch between downlink and uplink occurring in the special subframe. The special subframe is split into three parts: a downlink part (DwPTS), a guard period (GP) where the switch occurs, and an uplink part (UpPTS). The DwPTS is in essence treated as a normal downlink subframe, although the amount of data that it is possible to transmit is smaller due to the reduced length of the DwPTS. The UpPTS can be used for UL data transmission, channel sounding or random access. The DwPTS, GP, and UpPTS have configurable individual lengths to support different deployment scenarios, and a total length of 1 ms.



Different asymmetries in terms of the amount of resources allocated for uplink and downlink transmission, respectively, are provided through seven different downlink/uplink configurations as shown in Fig. 1.10. In case of carrier aggregation, the downlink/uplink configuration is identical across component carriers in the same band and may be the same or different across component carriers in different bands.



Coexistence between the TDD RIT and other (IMT-2000) TDD systems such as TD-SCDMA is catered for by aligning the switch points between the two systems and selecting the appropriate special subframe configuration and uplink-downlink asymmetry. 



FIGURE 1.10



Uplink-downlink asymmetries supported by the TDD RIT











Sidelink transmissions use the same frame structure as the frame structure that is defined for uplink and downlink when UEs are in network coverage. However, the sidelink transmissions are restricted to a sub-set of the uplink resources in time and frequency domain. 



The physical channel structure is similar to uplink transmissions and the same basic transmission scheme as the UL transmission scheme is used. However, sidelink is limited to single cluster transmissions and it uses a 1 symbol gap at the end of each sidelink subframe.



1.3.3.3	Physical layer processing



To the transport block(s) to be transmitted on a DL-SCH or UL-SCH, a CRC is attached, followed by rate-1/3 Turbo coding for error correction (Tail Biting Convolutional Code for NPDSCH). Rate matching is used not only to match the number of coded bits to the amount of resources allocated for the DL-SCH/UL-SCH transmission, but also to generate the different redundancy versions as controlled by the hybrid-ARQ protocol. In case of spatial multiplexing, the processing is duplicated for the two transport blocks. After rate matching, the coded bits are modulated (QPSK, 16QAM, 64QAM, 256QAM in DL). In case of multi-antenna transmission, the modulation symbols are mapped to multiple layers and precoded before being mapped to the different antenna ports. Alternatively, transmit diversity can be applied. Finally, the (precoded) modulation symbols are mapped to the time-frequency resources allocated for the transmission.



Downlink transmission is based on conventional OFDM with a cyclic prefix. The subcarrier spacing is f = 15 kHz and two cyclic prefix lengths are supported: normal cyclic prefix 4.7 µs and extended cyclic prefix 16.7 µs. In the frequency domain, the number of resource blocks can range from 6 to 100 per component carrier (for channel bandwidths ranging from 1.4 to 20 MHz respectively), where a resource block is 180 kHz in the frequency domain. There can be up to 32 component carriers transmitted in parallel implying an overall bandwidth up to 640 MHz. In inband mode NB-IOT allocates a single resource block. In standalone mode, NB-IOT uses a channel bandwidth of 200 kHz. MBSFN subframes can use subcarrier spacings of f = 7.5 kHz or f = 1.25 kHz with an extended cyclic prefix of 33.4 µs and 200 µs, respectively.



Uplink transmission is based on DFT-spread OFDM (DFTS-OFDM). DFTS-OFDM can be seen as a DFT precoder, followed by conventional OFDM with the same numerology as in the downlink. The NB-IOT UL allows allocating a single-tone with f = 3.75 kHz or f = 15 kHz subcarrier spacing. Multiple DFT precoding sizes, corresponding to transmission with different scheduled bandwidths, can be used.



The remaining downlink transport channels (PCH, BCH, MCH) are based on the same general physical-layer processing as DL-SCH, although with some restrictions in the set of features used.



1.3.3.4	Multi-antenna transmission



A wide range of multi-antenna transmission schemes are supported in the downlink:



–	Single-antenna transmission using a single cell-specific reference signal. 



–	Closed-loop spatial multiplexing, also known as codebook-based beam-forming or precoding, of up to four layers using cell-specific reference signals. Feedback reports from the terminal are used to assist the eNodeB in selecting a suitable precoding matrix.



–	Open-loop spatial multiplexing, also known as large-delay cyclic delay diversity, of up to four layers using cell-specific reference signals. 



–	Spatial multiplexing of up to eight layers using UE-specific reference signals. The eNodeB may use feedback reports or exploit channel reciprocity to set the beam-forming weights.



–	Transmit diversity based on space-frequency block coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD).



–	Multi-user MIMO where multiple terminals are assigned overlapping time-frequency resources.



–	Non-precoded CSI-RS operation is supported, which comprises schemes where different CSI-RS ports have the same wide beam width and direction and hence generally cell wide coverage.



–	Beamformed CSI-RS operation is supported, which comprises schemes where (at least at a given time/frequency) CSI-RS ports have narrow beam widths and hence not cell wide coverage, and (at least from the eNB perspective) at least some CSI-RS portresource combinations have different beam directions.



–	Downlink Coordinated MultiPoint (DL-CoMP) operation where multiple transmission points are coordinated. 



The following multi-antenna transmission schemes are supzported in the uplink:



–	Single-antenna transmission.



–	Precoding supporting rank-adaptive spatial multiplexing with one up to four layers.



–	Uplink Coordinated MultiPoint (UL-CoMP) operation where multiple reception points are coordinated. 



1.3.3.5	Link adaptation and power control



According to the radio channel conditions, the Modulation and Coding Scheme (MCS) can be adapted flexibly. The same modulation and coding is applied to all resource units assigned to the same transport block within a TTI. Uplink power control determines the average power over a DFTSOFDM symbol in which the physical channel is transmitted.



1.3.3.6	L1/L2 control signalling



Downlink control information (DCI) is transmitted on either a PDCCH or an EPDCCH. In bandwidth-reduced operation and/or when using coverage extension mode, a DCI is transmitted on an MPDCCH. For NB-IOT, a DCI is transmitted on NPDCCH. 



The PDCCH is transmitted in the first one to three OFDM symbols of each downlink subframe in each component carrier with the number of OFDM symbols being indicated on the PCFICH. Downlink and uplink scheduling grants (consisting of UE identity, time-frequency resources and transport format) and hybrid-ARQ acknowledgements are transmitted on the PDCCH and PHICH, respectively. Each grant is transmitted on a separate PDCCH using QPSK modulation and cellspecific reference signals. 



The EPDCCH/MPDCCH is transmitted in pairs of Physical Resource Blocks (PRBs) multiplexed in frequency with the PDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The EPDCCH/MPDCCH uses QPSK modulation and demodulation reference signals, and it may use either frequency-localized or frequency-distributed transmission. 



For NB-IOT, the NPDCCH is transmitted in all available OFDM symbols of pairs of PRBs, with no multiplexing with NPDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The NPDCCH uses QPSK modulation and narrowband reference signals.



Sidelink resource allocation can be transmitted on the PDCCH/EPDCCH.



Uplink control information (UCI), consisting of channel-state information (CSI), scheduling requests and hybrid-ARQ acknowledgements, is transmitted at the band edges of the primary uplink component carrier. Alternatively, parts of the control signalling can be multiplexed with data on PUSCH. To support downlink CoMP transmission, a UE may be configured with multiple CSI processes.



1.3.3.7	MBSFN operation



Multicast/Broadcast over Single Frequency Network (MBSFN) transmission, where the same signal is transmitted from multiple, time-synchronized cells, is supported by the MCH transport channel. One component carrier can support simultaneous unicast and broadcast support through time-domain multiplexing of MCH and DL-SCH transmissions, where the MCH can be configured on up to 80% of the DL resources. 



2	Detailed specification of the radio interface technology 



Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).



The IMT-Advanced standards contained in this section are derived from the global core specification for LTE-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/. The following notes apply to the sections below: 



1)	The identified Transposing Organizations[footnoteRef:9] should make their reference material available from their website.  [9: 	The following identified Transposing Organizations have provided their transposed sets of standards information contained in this section:
	–	Association of Radio Industries and Businesses (ARIB)
	–	Alliance for Telecommunications Industry Solutions (ATIS)
	–	China Communications Standards Association (CCSA)
–	European Telecommunications Standards Institute (ETSI)
–	Telecommunications Standards Development Society, India (TSDSI)
–	Telecommunications Technology Association (TTA)
–	Telecommunication Technology Committee (TTC).] 




2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.



Section 1.2.1 contains titles and synopses of the Global Core Specification of IMT-Advanced radio interface technology entitled LTE-Advanced and the related hyperlinks to the transposed standards. Specifications listed in § 1.2.2 are not part of the LTE-Advanced GCS.



The specific 3GPP specifications of the GCS for LTE-Advanced that are being transposed in § 2.1 are summarized in Table 1.1:



TABLE 1.1



3GPP specifications in § 2.1 that are to be transposed



				36.100 Series



				36.200 Series



				36.300 Series



				36.400 Series



				36.500 series



				37.xxx Series



				25.400 Series







				TS 36.101
TS 36.104
TS 36.106
TS 36.111
TS 36.112
TS 36.113
TS 36.116
TS 36.117
TS 36.124
TS 36.133
TS 36.141
TS 36.143
TS 36.171



				TS 36.201
TS 36.211
TS 36.212
TS 36.213
TS 36.214
TS 36.216



				TS 36.300
TS 36.302
TS 36.304
TS 36.305
TS 36.306
TS 36.307
TS 36.314
TS 36.321
TS 36.322
TS 36.323
TS 36.331
TS 36.355
TS 36.360
TS 36.361



				TS 36.401
TS 36.410
TS 36.411
TS 36.412
TS 36.413
TS 36.414
TS 36.420
TS 36.421
TS 36.422
TS 36.423
TS 36.424
TS 36.425
TS 36.440
TS 36.441
TS 36.442
TS 36.443
TS 36.444
TS 36.445
TS 36.455
TS 36.456
TS 36.457
TS 36.458
TS 36.459
TS 36.461
TS 36.462
TS 36.463
TS 36.464
TS 36.465



				TS 36.508
TS 36.509
TS 36.521-1
TS 36.521-2
TS 36.521-3
TS 36.523-1
TS 36.523-2
TS 36.523-3



TS 36.579-1
TS 36.579-2
TS 36.579-3
TS 36.579-4
TS 36.579-5



				TS 37.104
TS 37.105
TS 37.113
TS 37.114
TS 37.141
TS 37.144
TS 37.145-1
TS 37.145-2
TS 37.171
TS 37.320
TS 37.544
TS 37.571-1
TS 37.571-2
TS 37.571-3
TS 37.571-4
TS 37.571-5



				TS 25.460
TS 25.461
TS 25.462
TS 25.466
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Attention: The information contained in this document is temporary in nature and does not necessarily represent material that has been agreed by the group concerned. Since the material may be subject to revision during the meeting, caution should be exercised in using the document for the development of any further contribution on the subject.



2.1	Titles and synopses of the global core specification and the transposed standards



2.1.1	Introduction



The standards documents referenced below, as transposed from the relevant 3GPP specifications, are provided by the identified Transposing Organizations as the transposed sets of standards for the terrestrial radio interface of IMT-Advanced identified as LTE-Advanced and includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.



2.1.2	Radio Layer 1



2.1.2.1	TS 36.201



Evolved Universal Terrestrial Radio Access (E-UTRA); LTE physical layer; General description



This document provides a general description of the physical layer of the E-UTRA radio interface. This document also describes the document structure of the 3GPP E-UTRA physical layer specifications, i.e. TS 36.200 series. The TS 36.200 series specifies the Uu point for the LTE mobile system, and defines the minimum level of specifications required for basic connections in terms of mutual connectivity and compatibility.



SDO	Document No.	Version	Issued date	Location







2.1.2.2	TS 36.211



Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation



This document describes the physical channels and modulation for E-UTRA.



SDO	Document No.	Version	Issued date	Location







2.1.2.3	TS 36.212



Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding



This document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.



SDO	Document No.	Version	Issued date	Location







2.1.2.4	TS 36.213



Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures



This document specifies and establishes the characteristics of the physical layer procedures for E-UTRA.



SDO	Document No.	Version	Issued date	Location







2.1.2.5	TS 36.214



Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements



This document contains the description and definition of the measurements done at the UE and network in order to support operation in idle mode and connected mode in E-UTRA.



SDO	Document No.	Version	Issued date	Location







2.1.2.6	TS 36.216



Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer for relaying operation



This document describes the characteristics of eNodeB – relay node transmissions.



SDO	Document No.	Version	Issued date	Location







2.1.3	Radio Layers 2 & 3



2.1.3.1	TS 36.300



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2



This document provides an overview and overall description of the E-UTRAN radio interface protocol architecture. Details of the radio interface protocols are specified in companion specifications of the 36 series.



SDO	Document No.	Version	Issued date	Location







2.1.3.2	TS 36.302



Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by the physical layer



This document is a technical specification of the services provided by the physical layer of E-UTRA to upper layers.



SDO	Document No.	Version	Issued date	Location







2.1.3.3	TS 36.304



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode



This document specifies the Access Stratum (AS) part of the Idle Mode procedures applicable to a UE. This document specifies the model for the functional division between the NAS and AS in a UE. This document applies to all UEs that support at least E-UTRA, including multi-RAT UEs as described in 3GPP specifications, in the following cases: (i) When the UE is camped on an E-UTRA cell; (ii) When the UE is searching for a cell to camp on.



SDO	Document No.	Version	Issued date	Location







2.1.3.4	TS 36.305



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN



This document specifies the stage 2 of the UE positioning function of E-UTRAN, which provides the mechanisms to support or assist the calculation of the geographical position of a UE. The purpose of this stage 2 specification is to define the E-UTRAN UE Positioning architecture, functional entities and operations to support positioning methods. This description is confined to the E-UTRAN Access Stratum. This stage 2 specification covers the E-UTRAN positioning methods, state descriptions, and message flows to support UE positioning.



SDO	Document No.	Version	Issued date	Location







2.1.3.5	TS 36.306



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities



This document defines the E-UTRA UE Radio Access Capability Parameters.



SDO	Document No.	Version	Issued date	Location







2.1.3.6	TS 36.314



Evolved Universal Terrestrial Radio Access (E-UTRA); Layer 2 – Measurements



This document contains the description and definition of the measurements performed by EUTRAN that are transferred over the standardized interfaces in order to support E-UTRA radio link operations, radio resource management (RRM), network operations and maintenance (OAM), and self-organizing networks (SON).



SDO	Document No.	Version	Issued date	Location







2.1.3.7	TS 36.321



Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification



This document specifies the E-UTRA Medium Access Control (MAC) protocol.



SDO	Document No.	Version	Issued date	Location







2.1.3.8	TS 36.322



Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control (RLC) protocol specification



This document specifies the E-UTRA Radio Link Control (RLC) protocol.



SDO	Document No.	Version	Issued date	Location







2.1.3.9	TS 36.323



Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data Convergence Protocol (PDCP) specification



This document specifies the E-UTRAPacket Data Convergence Protocol (PDCP).



SDO	Document No.	Version	Issued date	Location







2.1.3.10	TS 36.331



Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification



This document specifies the Radio Resource Control protocol for the radio interface between UE and E-UTRAN as well as for the radio interface between RN and E-UTRAN. The scope of this document also includes: (i) the radio related information transported in a transparent container between source eNodeB and target eNodeB upon inter eNodeB handover; (ii) the radio related information transported in a transparent container between a source or target eNodeB and another system upon inter RAT handover.



SDO	Document No.	Version	Issued date	Location







2.1.3.11	TS 36.355



Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)



This document contains the definition of the LTE Positioning Protocol (LPP).



SDO	Document No.	Version	Issued date	Location







2.1.3.12	TS 36.360



Evolved Universal Terrestrial Radio Access (E-UTRA); LTE-WLAN Aggregation Adaptation Protocol (LWAAP) specification



This document specifies the E-UTRA LTE-WLAN Aggregation Adaptation Protocol (LWAAP).



SDO	Document No.	Version	Issued date	Location







2.1.3.13	TS 36.361



Evolved Universal Terrestrial Radio Access (E-UTRA); LTE/WLAN Radio Level Integration Using IPsec Tunnel (LWIP) encapsulation; Protocol specification



This document specifies the LWIP Encapsulation Protocol.



SDO	Document No.	Version	Issued date	Location







2.1.4	Architecture



2.1.4.1	TS 36.401



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description



This document describes the overall architecture of the E-UTRAN, including internal interfaces and assumptions on the radio, S1 and X2 interfaces.



SDO	Document No.	Version	Issued date	Location







2.1.4.2	TS 36.410



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1 general aspects and principles



This document is an introduction to the 3GPP TS 36.41x series of technical specifications that define the S1 interface for the interconnection of the eNodeB component of the Evolved Universal Terrestrial Radio Access Network (E UTRAN) to the Core Network of the EPS system.



SDO	Document No.	Version	Issued date	Location







2.1.4.3	TS 36.411



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1



This document specifies the standards allowed to implement layer 1 on the S1 interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document. In the following, “layer 1” and “physical layer” are assumed to be synonymous.



SDO	Document No.	Version	Issued date	Location







2.1.4.4	TS 36.412



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 signalling transport



This document specifies the standards for signalling transport to be used across S1 interface. S1 interface is a logical interface between the eNodeB and the E-UTRAN core network. This document describes how the S1-AP signalling messages are transported over S1.



SDO	Document No.	Version	Issued date	Location







2.1.4.5	TS 36.413



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)



This document specifies the E-UTRAN radio network layer signalling protocol for the S1 interface. The S1 Application Protocol (S1AP) supports the functions of S1 interface by signalling procedures defined in this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.6	TS 36.414



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 data transport



This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the S1 interface.



SDO	Document No.	Version	Issued date	Location







2.1.4.7	TS 36.420



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 general aspects and principles



This document is an introduction to the TSG RAN TS 36.42x series of UMTS technical specifications that define the X2 interface. It is an interface for the interconnection of two E-UTRAN NodeB (eNodeB) components within the Evolved Universal Terrestrial Radio Access Network (EUTRAN) architecture.



SDO	Document No.	Version	Issued date	Location







2.1.4.8	TS 36.421



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 layer 1



This document specifies the standards allowed to implement Layer 1 on the X2 interface. The specification of transmission delay requirements and O & M requirements are not in the scope of this document. In the following “Layer 1” and “Physical Layer” are assumed to be synonymous.



SDO	Document No.	Version	Issued date	Location







2.1.4.9	TS 36.422



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 signalling transport



This document specifies the standards for Signalling Transport to be used across X2 interface. X2 interface is a logical interface between eNodeBs. This document describes how the X2-AP signalling messages are transported over X2.



SDO	Document No.	Version	Issued date	Location







2.1.4.10	TS 36.423



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 Application Protocol (X2AP)



This document specifies the radio network layer signalling procedures of the control plane between eNodeBs in E-UTRAN. X2AP supports the functions of X2 interface by signalling procedures defined in this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.11	TS 36.424



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 data transport



This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the X2 interface.



SDO	Document No.	Version	Issued date	Location







2.1.4.12	TS 36.425



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 interface user plane protocol



This document specifies the X2 user plane protocol being used over the X2 interface.



SDO	Document No.	Version	Issued date	Location







2.1.4.13	TS 36.440



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); General aspects and principles for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN



This document describes the overall architecture of the interface for the provision of MBMS in the E-UTRAN. This includes also a description of the general aspects, assumptions and principles guiding the architecture and interface. The MBMS functions to be provided within that architecture are summarized. It provides an introduction to the TSG RAN TS 36.44x series of UMTS technical specifications that define the different interfaces introduced for MBMS provision in E-UTRAN.



SDO	Document No.	Version	Issued date	Location







2.1.4.14	TS 36.441



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Layer 1 for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN



This document specifies the standards allowed to implement layer 1 on the interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN. In the following, “layer 1” and “physical layer” are assumed to be synonymous.



SDO	Document No.	Version	Issued date	Location







2.1.4.15	TS 36.442



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Signalling Transport for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN



This document specifies the standards for signalling transport to be used across M2 and M3 interfaces. M2 interface is a logical interface between the eNodeB and the MCE. M3 interface is a logical interface between the MCE and the MME. This document describes how the M2-AP signalling messages are transported over M2, and how the M3-AP signalling messages are transported over M3.



SDO	Document No.	Version	Issued date	Location







2.1.4.16	TS 36.443



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M2 Application Protocol (M2AP)



This document specifies the E-UTRAN radio network layer signalling protocol for the M2 interface. The M2 Application Protocol (M2AP) supports the functions of M2 interface by signalling procedures defined in this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.17	TS 36.444



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M3 Application Protocol (M3AP)



This document specifies the E-UTRAN radio network layer signalling protocol for the M3 interface. The M3 Application Protocol (M3AP) supports the functions of M3 interface by signalling procedures defined in this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.18	TS 36.445



Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M1 data transport



This document specifies the standards for user data transport protocols over the E-UTRAN M1 interface.



SDO	Document No.	Version	Issued date	Location







2.1.4.19	TS 36.455



Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa)



This document specifies the control plane radio network layer signalling procedures between eNodeB and E-SMLC. LPPa supports the concerned functions by signalling procedures defined in this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.20	TS 36.456



SLm interface general aspects and principles



This document is an introduction to the 3GPP TS 36.45x series of technical specifications that define the SLm interface for the interconnection of the Evolved Serving Mobile Location Centre (E-SMLC) to the Location Measurement Unit (LMU) components of the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).



SDO	Document No.	Version	Issued date	Location







2.1.4.21	TS 36.457



SLm interface layer 1



This document specifies the standards allowed to implement layer 1 on the SLm interface.



SDO	Document No.	Version	Issued date	Location







2.1.4.22	TS 36.458



SLm interface signalling transport



This document specifies the standards for signalling transport to be used across the SLm interface. The SLm interface is a logical interface between the LMU and the E-SMLC in the E-UTRAN core network. This document describes how the SLmAP signalling messages are transported over SLm.



SDO	Document No.	Version	Issued date	Location







2.1.4.23	TS 36.459



SLm interface Application Protocol (SLmAP)



This document specifies the E-UTRAN radio network layer signalling protocol for the SLm interface. The SLm Application Protocol (SLmAP) supports the functions of the SLm interface by signalling procedures defined in this document. 



SDO	Document No.	Version	Issued date	Location







2.1.4.24	TS 36.461



Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw layer 1



This document specifies the standards allowed to implement Layer 1 on the Xw interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.25	TS 36.462



Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw signalling transport



This document specifies the standards for Signalling Transport to be used across the Xw interface. The Xw interface is a logical interface between the eNB and the WLAN Termination (WT). This document describes how the Xw-AP signalling messages are transported over Xw. 



SDO	Document No.	Version	Issued date	Location







2.1.4.26	TS 36.463



Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw application protocol (XwAP)



This document specifies the signalling procedures of the control plane between an eNB and WLAN Termination (WT). The Xw Application Protocol (XwAP) supports the functions of Xw interface by signalling procedures defined in this document. 



SDO	Document No.	Version	Issued date	Location







2.1.4.27	TS 36.464



Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw data transport



This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the Xw interface for LTE/WLAN Aggregation (LWA). 



SDO	Document No.	Version	Issued date	Location







2.1.4.28	TS 36.465



Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw interface user plane protocol



This document specifies the Xw user plane protocol being used over the Xw interface for LTE/WLAN Aggregation (LWA). 



SDO	Document No.	Version	Issued date	Location







2.1.4.29	TS 25.460



UTRAN Iuant interface: General aspects and principles



This document is an introduction to the 3GPP TS 25.46x series of technical specifications that define the Iuant Interface for UMTS and E-UTRAN. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.



SDO	Document No.	Version	Issued date	Location







2.1.4.30	TS 25.461



UTRAN Iuant interface: Layer 1



This document specifies the standards allowed to implement layer 1 on the Iuant interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.



SDO	Document No.	Version	Issued date	Location







2.1.4.31	TS 25.462



UTRAN Iuant interface: Signalling transport



This document specifies the signalling transport related to RETAP and TMAAP signalling to be used across the Iuant interface. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.



SDO	Document No.	Version	Issued date	Location







2.1.4.32	TS 25.466



UTRAN Iuant interface: Application part



This document specifies the Remote Electrical Tilting Application Part (RETAP) between the implementation specific O&M transport function and the RET Antenna Control unit function of the NodeB/eNodeB. The document also specifies the Tower Mounted Amplifier Application Part (TMAAP) between the implementation specific O&M transport function and the TMA control function of the NodeB/eNodeB. It defines the Iuant interface and its associated signalling procedures.



SDO	Document No.	Version	Issued date	Location







2.1.5	Radio-frequency aspects



2.1.5.1	TS 36.101



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception



This document establishes the minimum RF characteristics and minimum performance requirements for E-UTRA User Equipment (UE).



SDO	Document No.	Version	Issued date	Location







2.1.5.2	TS 36.104



Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception



This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Base Station (BS).



SDO	Document No.	Version	Issued date	Location







2.1.5.3	TS 36.106



Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater radio transmission and reception



This document establishes the minimum RF characteristics of E-UTRA FDD Repeater.



SDO	Document No.	Version	Issued date	Location







2.1.5.4	TS 36.111



Location Measurement Unit (LMU) performance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN) 



This document establishes the Location Measurement Unit (LMU) minimum UTDOA positioning requirement for the FDD and TDD mode of E-UTRAN. 



SDO	Document No.	Version	Issued date	Location







2.1.5.5	TS 36.112



Location Measurement Unit (LMU) conformance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN)



This document establishes the conformance requirements for E-UTRAN Location Measurement Units (LMU) operating in the FDD or TDD mode.



SDO	Document No.	Version	Issued date	Location







2.1.5.6	TS 36.113



Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)



This document covers the assessment of E-UTRA base stations, repeaters and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA base stations, repeaters and associated ancillary equipment in one of the following categories: (i) base stations of E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (ii) repeaters of FDD E-UTRA meeting the requirements of TS 36.106, with conformance demonstrated by compliance to TS 36.143. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.



SDO	Document No.	Version	Issued date	Location







2.1.5.7	TS 36.116



Evolved Universal Terrestrial Radio Access (E-UTRA); Relay radio transmission and reception



This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Relay.



SDO	Document No.	Version	Issued date	Location







2.1.5.8	TS 36.117



Evolved Universal Terrestrial Radio Access (E-UTRA); Relay conformance testing 



This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Relay. These have been derived from, and are consistent with the E-UTRA Relay specifications defined in TS 36.116.



SDO	Document No.	Version	Issued date	Location







2.1.5.9	TS 36.124



Evolved Universal Terrestrial Radio Access (E-UTRA); Electromagnetic compatibility (EMC) requirements for mobile terminals and ancillary equipment



This document establishes the essential EMC requirements for “3rd generation” digital cellular mobile terminal equipment and ancillary accessories in combination with a 3GPP E-UTRA user equipment (UE). This document specifies the applicable EMC tests, the methods of measurement, the frequency range, the limits and the minimum performance criteria for all types of E-UTRA UEs and their accessories. Requirements for the radiated emission from the enclosure port of integral antenna equipment and ancillaries have been included. The immunity requirements have been selected to ensure an adequate level of compatibility for apparatus in residential, commercial, light industrial and vehicular environments. The levels however, do not cover extreme cases, which may occur in any location but with low probability of occurrence. Compliance of radio equipment to the requirements of this document does not signify compliance to any requirement related to the use of the equipment (i.e. licensing requirements). Compliance to the requirements of this document does not signify compliance to any safety requirement. However, any temporary or permanent unsafe condition caused by EMC is considered as non-compliance.



SDO	Document No.	Version	Issued date	Location







2.1.5.10	TS 36.133



Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management



This document specifies requirements for support of Radio Resource Management for the FDD and TDD modes of E-UTRA. These requirements include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour and interaction, in terms of delay and response characteristics.



SDO	Document No.	Version	Issued date	Location







2.1.5.11	TS 36.141



Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing 



This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Base Stations (BS) operating either in the FDD mode (used in paired bands) or the TDD mode (used in unpaired bands). These have been derived from, and are consistent with the E-UTRA Base Station (BS) specifications defined in TS 36 104.



SDO	Document No.	Version	Issued date	Location







2.1.5.12	TS 36.143



Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater conformance testing 



This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA FDD Repeater. These have been derived from, and are consistent with the E-UTRA FDD repeater specifications defined in TS 36.106.
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2.1.5.13		TS 36.171



Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Assisted Global Navigation Satellite System (AGNSS)



This document establishes the minimum performance requirements for A-GNSS (including A-GPS) for FDD or TDD mode of E-UTRA for the User Equipment (UE).
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2.1.5.14	TS 36.307



Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) supporting a release-independent frequency band



This document specifies requirements on UEs supporting a frequency band that is independent of release. TSG-RAN has agreed that the standardization of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. All frequency bands are fully specified in this release of the specifications. This document does not contain any requirements for UEs supporting frequency bands independent of release.
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2.1.5.15	TS 37.104



E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception



This document establishes the minimum RF characteristics of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS). Requirements for multi-RAT and single-RAT operation of MSR BS are covered in this document. The requirements in this document for E-UTRA and UTRA single-RAT operation of MSR BS are also applicable to E-UTRA and UTRA multi-carrier capable single-RAT BS. Requirements for GSM BS that are only single-RAT capable are not covered.
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2.1.5.16	TS 37.105



Active Antenna System (AAS) Base Station (BS) transmission and reception



This document establishes the RF characteristics, the RF minimum requirements and minimum performance requirements for E-UTRA AAS Base Station (BS), the FDD mode of UTRA AAS Base Station (BS), the 1,28 Mchip/s TDD mode of UTRA AAS Base Station (BS) in single RAT and any MSR AAS Base Station (BS) implementation of these RATs.
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2.1.5.17	TS 37.113



E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) Electromagnetic Compatibility (EMC)



This document covers the assessment of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Stations and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA, UTRA and GSM/EDGE Base Stations and associated ancillary equipment in one of the following categories: (i) Multi-Standard Radio (MSR) Base Stations for E-UTRA, UTRA and GSM/EDGE meeting the requirements of TS 37.104, with conformance demonstrated by compliance to TS 37.141; (ii) Base Stations for E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (iii) Base Stations for UTRA FDD meeting the requirements of TS 25.104, with conformance demonstrated by compliance to TS 25.141; (iv) Base Stations for UTRA TDD meeting the requirements of TS 25.105, with conformance demonstrated by compliance to TS 25.142; (v) Base Stations for GSM/EDGE meeting the requirements of TS 45.005, with conformance demonstrated by compliance to TS 51.021. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. 



The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.18	TS 37.114



Active Antenna System (AAS) Base Station (BS) Electromagnetic Compatibility (EMC)



This document covers the assessment of E-UTRA, UTRA and Multi-Standard Radio (MSR) Active Antenna Systems Base Stations in respect of Electromagnetic Compatibility (EMC).



This document specifies the applicable test conditions, performance assessment and performance criteria for EUTRA and UTRA Base Stations and associated ancillary equipment in one of the following categories:



–	Active Antenna System Base Station for E-UTRA, UTRA and MSR meeting the requirements of 3GPP TS 37.105, with conformance demonstrated by compliance to 3GPP TS 37.145.



The scope of this document is AAS BS with TAB connectors for every transceiver unit at the Transceiver Array Boundary. Requirement, procedures and values of an AAS Base Station without TAB connectors are not included in this document and are FFS.



The environment classification used in this document refers to the residential, commercial and light industrial environment classification used in IEC 610006-1 and IEC 61000-6-3.



The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.19	TS 37.141



E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) conformance testing



This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA, UTRA and GSM/EDGE MultiStandard Radio (MSR) Base Station (BS).
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2.1.5.20	TS 37.144



User Equipment (UE) and Mobile Station (MS) GSM, UTRA and E-UTRA over the air performance requirements



This document establishes over the air antenna minimum requirements for user equipment (UE) and mobile station (MS).



Handheld UE requirements are defined for roaming bands for the speech position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment requirements are defined for roaming bands for the data transfer position (laptop ground plane phantom). Laptop embedded equipment requirements are defined for roaming bands for the data transfer position (free space). 



All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE/MS.



Requirements for operating bands are dependent on how the network has been built and are thus operator specific and cannot be specified here. Recommended performance values for operating bands (Annex B) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE/MS.
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2.1.5.21	TS 37.145-1



Active Antenna System (AAS) Base Station (BS) conformance testing; Part 1: conducted conformance testing



This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in two parts: part 1 (this document) covers conducted requirements and part 2 covers radiated requirements.
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2.1.5.22	TS 37.145-2



Active Antenna System (AAS) Base Station (BS) conformance testing; Part 2: radiated conformance testing



This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in 2 parts, part 1 covers conducted requirements and part 2 (this document) covers radiated requirements.
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2.1.5.23	TS 37.171



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) performance requirements for RATIndependent Positioning Enhancements



This document establishes the minimum performance requirements for RAT-Independent Positioning Enhancements (e.g. MBS positioning technology) for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE).



SDO	Document No.	Version	Issued date	Location







2.1.5.24	TS 37.320



Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2



This document provides an overview and overall description of the minimization of drive tests functionality. The document describes functions and procedures to support collection of UE-specific measurements for MDT using Control Plane architecture, for both UTRAN and EUTRAN. Details of the signalling procedures for single-RAT operation are specified in the appropriate radio interface protocol specification. Network operation and overall control of MDT is described in OAM specifications.
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2.1.6	User Equipment (UE) conformance testing 



2.1.6.1	TS 36.508



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance testing 



This document contains definitions of reference conditions and test signals, default parameters, reference radio bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 3rd Generation E-UTRAN User Equipment (UE).
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2.1.6.2	TS 36.509



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Special conformance testing functions for User Equipment (UE) 



This document defines for User Equipment (UE) in E-UTRA FDD or TDD mode those special functions and their activation/deactivation methods that are required in UE for conformance testing purposes.



This document also describes the operation of these special functions for UEs supporting E-UTRA FDD or TDD mode, when operating in UTRA FDD and TDD mode, in GSM/GPRS mode, and in CDMA2000 mode.
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2.1.6.3	TS 36.521-1



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: Conformance testing



This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain transmitting characteristics, receiving characteristics and performance requirements as part of the 3G Long Term Evolution (3G LTE). Conformance test for the support of RRM (Radio Resource Management) are specified in TS 36.521-3.



The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.



For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
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2.1.6.4	TS 36.521-2



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS) 



This document provides the ICS proforma for 3G Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE), in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.



This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.521-1 and 3GPP TS 36.521-3. These applicability statements are based on the features implemented in the UE.



Special conformance testing functions can be found in 3GPP TS 36.509 and the common test environments are included in 3GPP TS 36.508.



This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.5	TS 36.521-3



Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing 



This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain requirements for support of RRM (Radio Resource Management) as part of the 3G Long Term Evolution (3G LTE).



The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “test applicability” part of the test.



For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
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2.1.6.6	TS 36.523-1



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification 



This document specifies the protocol conformance testing for the 3rd Generation E-UTRAN User Equipment (UE).



This is the first part of a multi-part test specification. The following information can be found in this part:



–	the overall test structure;



–	the test configurations;



–	the conformance requirement and reference to the core specifications;



–	the test purposes; and



–	a brief description of the test procedure, the specific test requirements and short message exchange table.



The following information relevant to testing could be found in accompanying specifications:



–	the default setting of the test parameters (TS 36.508);



–	the applicability of each test case (TS 36.523-2).



A detailed description of the expected sequence of messages could be found in the 3rd part of this test specification.



The Implementation Conformance Statement (ICS) pro-forma could be found in the 2nd part of this document.



This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.7	TS 36.523-2



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification 



This document provides the ICS proforma for 3rd Generation User Equipment (UE), in compliance with the relevant EPS (E-UTRA/EPC) requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.



This document also specifies a recommended applicability statement for the test cases included in TS 36.523-1. These applicability statements are based on the features implemented in the UE.



Special conformance testing functions can be found in TS 36.509 and the common test environments are included in 3GPP TS 36.508.



This document is valid for UE complying with EPS (E-UTRA/EPC) and implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.8	TS 36.523-3



Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 3: Test suites 



This document specifies the protocol and signalling conformance testing in TTCN-3 for the 3GPP UE at the UEE-UTRAN radio interface.



The following TTCN test specification and design considerations can be found in this document:



–	the test system architecture;



–	the overall test suite structure;



–	the test models and ASP definitions;



–	the test methods and usage of communication ports definitions;



–	the test configurations;



–	the design principles and assumptions;



–	TTCN styles and conventions;



–	the partial PIXIT proforma;



–	the test suites.



The Abstract Test Suites designed in the document are based on the test cases specified in prose (3GPP TS 36.5231). The applicability of the individual test cases is specified in the test ICS proforma specification (3GPP TS 36.5232).



This document is valid for UE implemented according to 3GPP Rel-9 upwards.
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2.1.6.9	TS 36.579-1



Mission Critical (MC) services over LTE; Part 1: Common test environment 



This document defines the common test environment required for testing Client and Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP.



It contains definitions of reference conditions and test signals, default messages and other parameters, generic procedures, and, common requirements for test equipment with the goal for facilitating testing in general and test procedures specification in particular. Various parts of its content are referred to from other parts of the Mission Critical Services over LTE protocol conformance testing specification e.g. TS 36.579-2 and TS 36.579-3.



This document does not define the common test environment required for testing the implementation of the underlying LTE protocols, i.e. the LTE bearers used for transport of the Mission Critical Services signalling and media. This is defined in TS 36.508 and referred to from this document whenever needed.



In regard to default messages or other information elements contents, this document refers to content defined in requirements specifications specified by 3GPP or other organisations. In the case of Session Initiation Protocol (SIP) and Session Description Protocol (SDP) information elements this document refers to those specified in TS 34.229-1 and explicitly specifies only those relevant for the purposes of the Mission Critical Services over LTE protocol conformance testing.



In this release of the specification only Mission Critical Push To Talk (MCPTT) Services are considered. Future releases may include other Mission Critical Services.







2.1.6.10	TS 36.579-2



Mission Critical (MC) services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification 



This document specifies the protocol conformance testing for testing a MCPTT Client for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP.



I particular this document contains:



-	the overall test structure;



-	the test configurations;



-	the conformance requirement and reference to the core specifications;



-	the test purposes; and



-	a brief description of the test procedure, the specific test requirements and short message exchange table.



This document is valid for MCPTT Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.



The following information relevant to testing specified in this document could be found in accompanying specifications:



-	default setting of the test parameters TS 36.579-1;



-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;



-	the applicability of each test case TS 36.579-4.



The test cases are expected to be executed through the 3GPP radio interface. This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Client and which are required to be supported by the UE in which the MCPTT Client is installed. This is defined in TS 36.523-1.







2.1.6.11	TS 36.579-3



Mission Critical (MC) services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application conformance specification



This document specifies the protocol conformance testing for testing a MCPTT Server for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP. This document addresses only MCPTT Server-Client, and, MCPTT Server-Server communication scenarios. It does not cover e.g. MCPTT Server-EPS, MCPTT Server-SIP Core, etc. scenarios which involve interfaces which implementation may widely vary.



In particular this specification contains:



-	the overall test structure;



-	the test configurations;



-	the conformance requirement and reference to the core specifications;



-	the test purposes; and



-	a brief description of the test procedure, the specific test requirements and short message exchange table.



This document is valid for MCPTT Servers implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.



The following information relevant to testing specified in this document could be found in accompanying specifications:



-	default setting of the test parameters TS 36.579-1;



-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;



-	the applicability of each test case TS 36.579-4.



This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Server. The specification of such testing is out of the scope of RAN5.







2.1.6.12	TS 36.579-4



Mission Critical (MC) services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS) proforma specification



This document provides the Implementation Conformance Statement (ICS) proforma for testing Client or Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.



This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.579-2 and 3GPP TS 36.579-3. These applicability statements are based on the features implemented in the Client or the Server respectively.



This document is valid for Mission Critical Services Servers and Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.



This document does not specify applicability or ICS for protocol conformance testing for the EPS (LTE) bearers which carry the Mission Critical Services data sent or received by the Client and/or the Server. These are defined in TS 36.523-2.







2.1.6.13	TS 36.579-5



Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)



This document specifies the protocol and signalling conformance testing in TTCN-3 for the Mission Critical services over LTE signalling and protocol requirements defined by 3GPP.



The following TTCN test specification and design considerations can be found in this document:



-	the test system architecture;



-	the overall test suite structure;



-	the test models and ASP definitions;



-	the test methods and usage of communication ports definitions;



-	the test configurations;



-	the design principles and assumptions;



-	TTCN styles and conventions;



-	the partial Implementation eXtra Information for Testing (IXIT) proforma;



-	the test suites.



The Abstract Test Suites designed in the document are based on the test cases specified in 3GPP TS 36.579-2. The test cases specified in 3GPP TS 36.579-3 are out of scope of this document.



The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 36.579-4). Where appropriate the Abstract Test Suites belonging to this specification may refer to other Abstract Test Suites e.g. 3GPP TS 36.523-3 for test requirements related to the EPS (LTE) bearers which carry the Mission Critical services data.



This document is valid for TTCN development for Mission Critical services clients' conformance tests according to 3GPP Releases starting from Release 13 up to the Release indicated on the cover page of this document.







2.1.6.14	TS 37.544



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) Over The Air (OTA) performance; Conformance testing



This document describes the test procedure for the radiated performances measurements of the user equipment (UE).



The handheld UE measurement procedures explained in this document are defined for roaming bands for the speech mode position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment (LME) measurement procedures are defined for roaming bands for the data mode transfer position (laptop ground plane phantom). Laptop embedded equipment (LEE) measurement procedures are defined for roaming bands for the data mode transfer position (free space). 



The browsing mode position explained in this document applies when the UE is held in hand, but not pressed against ear (such as web browsing and navigation).



The data mode transfer position (free space) explained in this document applies when the UE is used away from the user’s head. Free space measurements are applicable to devices used in the data mode transfer position that consist of the laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.



All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE. 



Radiated performance of multiple-antenna receivers for handheld UE is defined for roaming bands in free space configuration.



Recommended performance values for operating bands (Annex I) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE.



The radiated radio tests considered here are:



1. 	The measurement of the Total Radiated Power (TRP)



2. 	The measurement of the Total Radiated Sensitivity (TRS)



3. 	The measurement of Total Radiated Multi-antenna Sensitivity (TRMS)



The test procedure described in this document measures the performance of the transmitter and the receiver, including the antenna and also the effects of the user.







2.1.6.159	TS 37.571-1



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 1: Conformance test specification 



This document specifies the procedures for the conformance test of the measurement requirements for FDD mode of UTRA and FDD or TDD mode of E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. These positioning methods are for UTRA: Assisted Global Positioning System (A-GPS), Assisted Global Navigation Satellite Systems (A-GNSS) and for E-UTRA: Assisted Global Navigation Satellite System (A-GNSS), Observed Time Difference of Arrival (OTDOA), Enhanced Cell ID (ECID).



Tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “Test applicability” part of the test.



The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.
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2.1.6.160	TS 37.571-2



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 2: Protocol conformance 



This document specifies the protocol conformance testing for the 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning.



This is the second part of a multi-part test specification. The following information can be found in this part:



–	the overall protocol conformance test structure;



–	the protocol conformance test configurations;



–	the conformance requirement and reference to the core specifications;



–	the test purposes; and



–	a brief description of the test procedure, the specific test requirements and short message exchange table.



The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.



This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.
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2.1.6.171	TS 37.571-3



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 3: Implementation Conformance Statement (ICS) 



This document provides the ICS proforma for 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning, in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.



This document also specifies a recommended applicability statement for the test cases included in 3GPP TS 37.571-1 and 3GPP TS 37.571-2. These applicability statements are based on the features implemented in the UE.



Special conformance testing functions can be found in 3GPP TS 34.109 for UTRA and 3GPP TS 36.509 for E-UTRA. The common test environments are included in 3GPP TS 34.108 for UTRA and in 3GPP TS 36.508 for E-UTRA.



This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.
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2.1.6.182	TS 37.571-4



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 4: Test suites 



This document specifies the protocol and signalling conformance testing in TTCN for the UE:



–	A-GPS at the UTRA Uu interface;



–	LTE positioning at the LTE-Uu interface;



–	A-GNSS at the UTRA Uu interface.



The following TTCN test specification and design considerations can be found in this document:



–	Test system architecture;



–	Test models and ASP definitions;



–	Test methods and usage of communication ports definitions;



–	Test configurations;



–	Design principles and assumptions;



–	TTCN styles and conventions;



–	Partial PIXIT proforma;



–	Test suites in TTCN-2 and TTCN-3;



–	The Test Suites designed and implemented in this document are based on the test specifications in prose in 3GPP TS 37.571-2;



–	The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 37.571-3.
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2.1.6.193	TS 37.571-5



Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 5: Test scenarios and assistance data 



This document specifies the test scenarios and assistance data required for the conformance test for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. For UTRA these are Assisted Global Positioning System (A-GPS) and Assisted Global Navigation Satellite System (A-GNSS). For E-UTRA these are A-GNSS, Observed Time Difference of Arrival (OTDOA) and Enhanced Cell ID (ECID).
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2.2	Other specifications



The radio aspects of LTE-Advanced include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 2.2.1. 



Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13 and Release 14 is provided in § 2.2.2.



2.2.1	Radio specifications



Release 8 and Release 9 of specifications listed in § 1.2.1 are provided as the foundation of the radio aspects of LTE-Advanced. They are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.



2.2.2	System and core network specifications



The system and core network specifications listed in this section are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.



2.2.2.1		TS 21.111



USIM and IC card requirements



This specification describes the requirements of the USIM and the USIM IC card (UICC). These are derived from the service and security requirements defined in the respective specifications. The document is the basis for the detailed specification of the USIM and the UICC, and the interface to the terminal.



2.2.2.2		TS 21.201



Technical specifications and technical reports relating to an Evolved Packet System (EPS) based 3GPP system



This document identifies the 3GPP technical specifications and technical reports required or potentially required to build a system based on the Evolved Packet System/LTE/E-UTRAN radio technology.



2.2.2.3		TS 21.202



Technical Specifications and Technical Reports relating to the Common IP Multimedia Subsystem (IMS)



This document identifies the 3GPP Technical Specifications and Technical Reports specifically relating to the Common IP Multimedia Subsystem (IMS) maintained by 3GPP. Standards organizations adopting the Common IP Multimedia Subsystem (IMS) might not need to use all listed specifications.



2.2.2.4		TR 21.905



Vocabulary



Document 21.905 is a collection of terms, definitions and abbreviations related to the baseline documents defining the objectives and systems framework. This document provides a tool for further work on the technical documentation and facilitates their understanding.



2.2.2.5		TS 22.002



Bearer services supported by a GSM PLMN



This specification describes a set of bearer services to be provided to subscribers by a 3G and beyond network itself and in connection with other networks. This document is also be used as a reference for defining the corresponding required mobile network capabilities which are specified by means of the connection type concept.



2.2.2.6		TS 22.004



General on supplementary services



This specification describes a recommended set of supplementary services to the teleservices and bearer services which will be supported by a 3G and beyond network in connection with other networks as a basis for the definition of the network capabilities required.



2.2.2.7		TS 22.011



Service accessibility



This specification describes the service access procedures as presented to the user. The document contains definitions and procedures are provided for international roaming, national roaming and regionally provided service. These are mandatory in relation to the technical realization of the UE.



2.2.2.8		TS 22.016



International mobile equipment identities (IMEI)



This specification describes the principal purpose and use of unique equipment identities.



2.2.2.9		TS 22.022



Personalization of GSM ME mobile functionality specification – Stage 1



This specification describes functional specifications of five features to personalize UE. These features are called:



–	network personalization;



–	network subset personalization;



–	service provider (SP) personalization;



–	corporate personalization;



–	UMTS subscriber identity module (USIM) personalization.



This specification describes requirements for UE, which provide these personalization features.



2.2.2.10		TS 22.034



High-speed circuit switched data (HSCSD) – Stage 1



This specification describes the Stage 1 description of HSCSD. HSCSD is a feature that allows users subscribing to the general bearer services to access user rates that can be achieved with one or more traffic channel. HSCSD also defines a flexible use of air interface resources, which makes efficient and flexible use of higher user rates feasible.



2.2.2.11		TS 22.038



SIM application toolkit (SAT) – Stage 1



This specification describes the Stage 1 description of the SAT primarily from the subscriber’s and serving environment’s points of view, and does not deal with the details of the human interface itself. It includes information applicable to network operators, serving environments and terminal, switch and database manufacturers and contains the core requirements for a SAT, which are sufficient to provide a complete service.



2.2.2.12		TS 22.041



Operator Determined Barring (ODB)



This document specifies the network feature Operator Determined Barring (ODB), which allows the network operator or service provider to regulate, by means of an exceptional procedure, access by the subscribers to services (both Circuit and Packet Oriented), by the barring of certain categories of outgoing or incoming calls/Packet Oriented Services or of roaming.



2.2.2.13		TS 22.060



General packet radio service (GPRS) – Stage 1



This specification describes the Stage 1 description of the GPRS.



2.2.2.14		TS 22.067



Priority set-up service – Stage 1 (ASCI spec)



This specification describes the Stage 1 description of the enhanced multi-level precedence and preemption (eMLPP) service. This service has two parts: precedence and pre-emption. Precedence involves assigning a priority level to a call in combination with fast call set-up. 



Pre-emption involves the seizing of resources, which are in use by a call of a lower precedence, by a higher level precedence call in the absence of idle resources. Pre-emption can also involve the disconnection of an ongoing call of lower precedence to accept an incoming call of higher precedence.



2.2.2.15		TS 22.071



Location services (LCS) – Stage 1



LCS is a network provided enabling technology consisting of standardized service capabilities that enables the provision of location applications. This application may be service provider specific. The description of the numerous and varied possible location applications which are enabled by this technology are outside the scope of this specification. However, clarifying examples of how the functionality being specified may be used to provide specific LCS is included in various sections of the specification.



2.2.2.16		TS 22.078



Customized applications for mobile network enhanced logic (CAMEL) – Stage 1



This specification describes the Stage 1 description for CAMEL feature, which provides the mechanisms to support services consistently independently of the serving network. The CAMEL features shall facilitate service control of operator specific services external from the serving network. The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the home network.



2.2.2.17		TS 22.081



Line Identification supplementary services; Stage 1



This document specifies the supplementary services belonging to the group Line Identification Supplementary Services, which consist of Calling line identification presentation (CLIP), Calling line identification restriction (CLIR), Connected line identification presentation (COLP), and Connected line identification restriction (COLR).



2.2.2.18		TS 22.082



Call Forwarding (CF) Supplementary Services; Stage 1



This document specifies the supplementary services belonging to the group Call Offering Supplementary Services, which consist of Call forwarding unconditional, Call forwarding on mobile subscriber busy, Call forwarding on no reply, and Call forwarding on mobile subscriber not reachable.



2.2.2.19		TS 22.083



Call Waiting (CW) and Call Holding (HOLD); Supplementary Services; Stage 1



This document specifies the supplementary services belonging to the group Call Completion Supplementary Services, which consist of Call waiting and Call hold.



2.2.2.20		TS 22.084



MultiParty (MPTY) supplementary service; Stage 1



This document specifies the supplementary services belonging to the group MultiParty Supplementary Services, which consist of MultiParty service.



2.2.2.21		TS 22.085



Closed User Group (CUG) supplementary services; Stage 1



This document specifies the supplementary services belonging to the group Community Of Interest Supplementary Services, which consist of Closed user group.



2.2.2.22		TS 22.086



Advice of Charge (AoC) supplementary services; Stage 1



This document specifies the supplementary services belonging to the group Charging Supplementary Services, which consist of Advice of Charge (Information) and Advice of Charge (Charging).



2.2.2.23		TS 22.087



User-to-User Signalling (UUS); Service description; Stage 1



This document specifies the User-to-User Signalling (UUS) supplementary service, which allows a mobile subscriber to send/receive a limited amount of information to/from another PLMN or ISDN subscriber over the signalling channel in association with a call to the other subscriber.



2.2.2.24		TS 22.088



Call Barring (CB) supplementary services; Stage 1



This document specifies the supplementary services belonging to the group Call Restriction Supplementary Services, which consist of barring of outgoing calls and barring of incoming calls.



2.2.2.25		TS 22.090



Unstructured supplementary service data (USSD); Stage 1



There are two modes of USSD: MMI-mode and application mode. MMI-mode USSD is for the transparent transport of MMI strings entered by the user to the network and for the transparent transport of text strings from the network that are displayed by the mobile for user information. Application mode USSD is for the transparent transport of data between the network and the mobile station. Application mode USSD is intended to be used by applications in the network and their peer applications in the UE. The communication over the radio interface takes place on the signalling channels using short dialogues with peak data throughput rate capabilities of up to approximately 600 bits/s outside of a call and 1 000 bits/s during a call.



2.2.2.26		TS 22.091



Explicit Call Transfer (ECT) supplementary service; Stage 1



This document specifies the stage 1 description of Explicit Call Transfer (ECT) from the service subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.



2.2.2.27		TS 22.093



Completion of Calls to Busy Subscriber (CCBS); Service description, Stage 1



This document specifies the stage 1 description of Completion of Calls to Busy Subscriber (CCBS) from the subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.



2.2.2.28		TS 22.094



Follow Me service description; Stage 1



This document specifies the stage 1 description for the Follow Me feature, which enables a mobile subscriber A to manipulate the Follow Me data of a party B in such a way that – under certain conditions – subsequent calls directed to party B will be forwarded to subscriber A.



2.2.2.29		TS 22.096



Name identification supplementary services; Stage 1



This document specifies the supplementary services belonging to the group Name Identification supplementary services, which consist of Calling Name Presentation (CNAP).



2.2.2.30		TS 22.101



UMTS service principles



This specification describes the service principles of the UMTS.



2.2.2.31		TS 22.105



Services and service capabilities



Pre-UMTS systems have largely standardized the complete sets of bearer services, teleservices and supplementary services that they provide. One major difference between UMTS and preUMTS systems is that service capabilities rather than services are standardized for UMTS, allowing service differentiation and system continuity. This document describes how and what kind of services the UMTS user has access to.



2.2.2.32		TS 22.115



Service aspects: charging and billing



This specification describes the service aspects of charging and billing of the UMTS. This standard is not intended to duplicate existing standards or standards being developed by other groups on these topics, and will reference these where appropriate. This standard will elaborate on the charging requirements described in the charging principles in TS 22.101 UMTS service principles. It will allow the generation of accurate charging information to be used in the commercial and contractual relationships between the parties concerned.



2.2.2.33		TS 22.129



Handover requirements between UMTS and GSM or other radio systems



This specification describes service requirements for handover (terms are defined below) within UMTS systems and between UMTS, other IMT-2000 family members and second generation systems. Particular emphasis has been placed on the description of requirements for handover between UMTS and GSM but requirements specific to other systems are incorporated as required.



2.2.2.34		TS 22.135



Multicall



This specification describes multicall scenarios and requirements for UMTS phase 1 release 1999. Multicall feature specifies functionality and interactions related to usage of several simultaneous bearers between a terminal and a network. Multicall features allow both circuit-switched call(s) and packet session(s) to exist simultaneously.



2.2.2.35		TS 22.146



Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1



The document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.



2.2.2.36		TS 22.153



Multimedia priority service



The document specifies the service requirements for Multimedia Priority Service (MPS). Its scope is to specify those requirements of MPS necessary to provide an end-to-end service and to interwork with external networks where needed. Service interactions with external networks are considered within the scope of this document although these interactions may be specified in other standards.



2.2.2.37		TS 22.173



Multimedia telephony service and supplementary services; Stage 1



The document defines the IMS multimedia telephony service and the minimum set of capabilities required to secure multi-vendor and multi-operator inter-operability for multimedia telephony and related supplementary services.



2.2.2.38	TS 22.179



Mission Critical Push to Talk (MCPTT) over LTE; Stage 1



This document provides the service requirements for operation of the MCPTT Service. MCPTT makes use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service. The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).



2.2.2.398		TS 22.182



Customized Alerting Tones (CAT) requirements; Stage 1



This document specifies the requirements and technical considerations for Customized Alerting Tone (CAT) service in both CS and PS domains, especially additional features for roaming and interoperability support.



2.2.2.4039		TS 22.183



Customized Ringing Signal (CRS) requirements; Stage 1



The document specifies the requirements and technical considerations for Customized Ringing Signal (CRS) service in the PS and CS domains, especially additional features for roaming and interoperability support.



2.2.2.41	TS 22.185



Service requirements for V2X services



This document provides 3GPP support for V2X service requirements to be supported by LTE transport. These requirements are identified by taking into account the V2X service requirements defined in other SDOs, e.g. ETSI ITS, US SAE. The specification includes requirements of safety and non-safety aspects.



2.2.2.420		TS 22.220



Service requirements for Home NodeB (HNB) and Home eNodeB (HeNB)



This specification defines the service requirements for the basic functionalities for the support of Home NodeB (HNB) and Home eNodeB (HeNB) – jointly referred to as H(e)NB – and the further functionalities that will enable the mobile operators to provide more advanced services as well as improving the user experience.



2.2.2.431		TS 22.228



IP Multimedia Subsystem Stage 1



This specification describes all IP Multimedia services offered by UMTS Systems and second generation systems.



2.2.2.442		TS 22.234



Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking



The document specifies the functional requirements placed on the 3GPP system for interworking WLAN with the 3GPP system. Guidance is given for WLAN operators intending to provide the interworked WLAN capability.



2.2.2.453		TS 22.246



Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1



This document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.



2.2.2.464		TS 22.268



Public Warning System (PWS) requirements



This document covers the core requirements for the PWS that are sufficient to provide a complete service. This TS also covers subsystem additional requirements for the Earthquake and Tsunami Warning System (ETWS) and the Commercial Mobile Alert System (CMAS).



2.2.2.475		TS 22.278



Service requirements for the Evolved Packet System (EPS)



This document describes the service requirements for the Evolved Packet System.



2.2.2.486		TS 22.279



Combined Circuit Switched (CS) and IP Multimedia Subsystem (IMS) sessions; Stage 1



This document specifies service requirements for Combining CS and IMS services using a CS speech or CS multimedia call in association with an IMS session.



2.2.2.49	TS 22.280



Mission Critical Services Common Requirements



This document provides the service requirements that are common across two or more mission critical services, that is MCPTT, MCData and MCVideo. The mission critical services make use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service as specified in 3GPP TS 22.179, MCVideo Service as specified in 3GPP TS 22.281, and MCData Service as specified in 3GPP TS 22.282. The mission critical services can be used for public safety applications and also for general commercial applications (e.g., utility companies and railway operators).



2.2.2.50	TS 22.281



Mission Critical Video over LTE



This document provides the service requirements for operation of the MCVideo service. MCVideo makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCVideo Service. The MCVideo Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).



2.2.2.51	TS 22.282



Mission Critical Data over LTE



This document provides the service requirements for operation of the MCData service. MCData makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCData Service. The MCData Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).



2.2.2.5247		TS 22.346



Isolated Evolved Universal Terrestrial Radio Access Network (E-UTRAN) operation for public safety; Stage 1 



This document specifies the service requirements for Isolated E-UTRAN Operation in support of mission critical network operation for Public Safety. In particular, requirements are specified for:



–	Initiation of Isolated E-UTRAN operation.



–	Ongoing Isolated E-UTRAN operation.



–	Termination of Isolated E-UTRAN operation.



–	Security aspects of Isolated E-UTRAN operation.



2.2.2.5348		TS 22.368



Service requirements for Machine-Type Communications (MTC); Stage 1



This document specifies the service requirements for Network Improvements for Machine Type Communications. In particular it will:



–	identify and specify general requirements for machine type communications;



–	identify service aspects where network improvements (compared to the current human-to-human oriented services) are needed to cater for the specific nature of machine-type communications;



–	specify machine type communication requirements for these service aspects where network improvements are needed for machine type communication.



2.2.2.5449		TS 22.468 



Group Communication System Enablers for LTE (GCSE_LTE)



This document collects the requirements as relevant to improve the EPC and E-UTRAN for system enablers to the 3GPP system to support Group Communication over LTE for Public Safety and Critical Communication.



The US requirements as specified in NPSTC (Mission Critical Voice Requirements), the TETRA + Critical Communications Association (TCCA) and ITU inputs are taken as starting point. 



Other regional requirements may also be reflected in the work. The requirements are worded in a way to easily accommodate future requirements from other regions or stakeholders. 



2.2.2.550		TS 22.519



Business communication requirements



This document specifies network requirements:



–	to support connection and interoperation of business communication capabilities (either hosted in NGCN or NGN) to the NGN; and



–	to support connection and interoperation of business communication capabilities to other business communication capabilities (either hosted in NGCN or NGN); and



–	to support connection and interoperation of business communication capabilities to other business communication capabilities located in or connected to the ISDN and PSTN; and



–	to support PABX functionality (hosted enterprise services) in an NGN. 



NOTE 1: Network requirements to support connection of NGCN directly connected to an NGN are specified. 



NOTE 2: Attachment of legacy PBX functionality to the NGN is not specified in this document. It is assumed that existing legacy service requirements apply in this case.



This document also specifies network requirements for communication between NGCN capabilities (including user equipment) to other NGCN capabilities of the same enterprise through the NGN (e.g. geographically separated). 



This document does not specify NGCN services, nor does it specify network based application services provided to a user of an NGCN.



2.2.2.561		TS 23.002



Network architecture



This specification describes the possible architectures of the mobile system.



2.2.2.572		TS 23.003



Numbering, addressing and identification



This document defines the principal purpose and use of International Mobile station Equipment Identities (IMEI) within the digital cellular telecommunications system and the 3GPP system.



2.2.2.583		TS 23.007



Restoration procedures



The data stored in location registers are automatically updated in normal operation; the main information stored in a location register defines the location of each mobile station and the subscriber data required to handle traffic for each mobile subscriber. The loss or corruption of these data will seriously degrade the service offered to mobile subscribers; it is therefore necessary to define procedures to limit the effects of failure of a location register, and to restore the location register data automatically. This document defines the necessary procedures.



2.2.2.594		TS 23.008



Organization of subscriber data



This document provides details concerning information to be stored in home subscriber servers, visitor location registers, GPRS Support Nodes and Call Session Control Function (CSCF) concerning mobile subscriber.



2.2.2.6055		TS 23.011



Technical realization of Supplementary Services



This document describes the general aspects on how supplementary services in the 3GPP system are realized from a technical point of view. Description of technical realisation for specific supplementary services can be found in 3GPP TS 23.072.



All supplementary services may require signalling on the radio path. For some supplementary services information needs to be transferred between the Home Location Register (HLR), the Visitor Location Register (VLR), the Mobile services Switching Centre (MSC) and the Serving GPRS Support Node (SGSN). Signalling procedures for such information transfer are defined in 3GPP TS 29.002.



2.2.2.6156		TS 23.012



Location management procedures 



This document describes the location management procedures for the circuit switched domain, with respect to the application level functional behaviour. This is to be distinguished from the corresponding protocol handling behaviour, which is specified in 3GPP TS 29.002. The following location management procedures are included:



–	location updating;



–	location cancellation;



–	MS purging;



–	IMSI attach/detach.



The procedures in the Mobile Station (MS) are described in 3GPP TS 23.022. The procedures between MSC, VLR and HLR utilise the Mobile Application Part (MAP) and details concerning the protocol handling are contained in 3GPP TS 29.002.



This document excludes location management procedures for the packet switched domain, which are covered in 3GPP TS 23.060.



The descriptions herein depict a logical separation between the MSC and VLR. This logical separation, as well as the messages transferred between the two logical entities are the basis of a model used to define the externally visible behaviour of the MSC/VLR, which a may be a single physical entity. They do not impose any requirement except the definition of the externally visible behaviour.



2.2.2.6257		TS 23.018



Basic call handling; Technical realization



This document specifies the technical realization of the handling of calls originated by a UMTS or GSM mobile subscriber and calls directed to a UMTS or GSM mobile subscriber, up to the point where the call is established. Normal release of the call after establishment is also specified. Trunk Originated call is also modelled.



2.2.2.6358		TS 23.034



High Speed Circuit Switched Data (HSCSD) – Stage 2



This document describes the stage 2 service description for a High Speed Circuit Switched Data (HSCSD) on GSM/GERAN in A/Gb mode and Iu mode. HSCSD utilizes the multislot mechanism, i.e. using multiple traffic channels (/bearers) for the communication. 



Additionally, the document specifies some HSCSD related requirements for multi system mobile stations operating in UTRAN Iu mode. Stage 2 identifies the functional capabilities and information flows needed to support the service. Furthermore, it identifies various possible physical locations for the functional capabilities.



2.2.2.6459		TS 23.038



Alphabets and language-specific information



This specification describes the language specific requirements for the terminals including character coding.



2.2.2.650		TS 23.040



Technical realization of the Short Message Service (SMS)



This specification describes the point-to-point SMS.



2.2.2.661		TS 23.041



Technical realization of Cell Broadcast Service (CBS)



This specification describes the point-to-multipoint CBS.



2.2.2.672		TS 23.042



Compression algorithm for text messaging services



This specification describes the compression algorithm for text messaging services.



2.2.2.683		TS 23.057



Mobile Execution Environment (MExE) – Stage 2



This TS describes the functional capabilities and the security architecture of the Mobile Execution Environment.



2.2.2.694		TS 23.060



General packet radio service (GPRS) service description – Stage 2



This specification describes a general overview over the GPRS architecture as well as a more detailed overview of the MS – CN protocol architecture. Details of the protocols will be specified in companion documents.



2.2.2.7065		TS 23.078



Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2



This document specifies the stage 2 description for the fourth phase of the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature, which provides the mechanisms to support services of operators which are not covered by standardized services even when roaming outside the HPLMN.



The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the HPLMN. CAMEL applicability to IP-based multimedia services is introduced in the fourth phase of the CAMEL. It is specified in 3GPP TS 23.278.



2.2.2.7166		TS 23.081



Line Identification supplementary services; Stage 2



This document gives the stage 2 description of the call identification supplementary services.



The group line identification supplementary services are divided into the following four supplementary services:



–	Calling line identification presentation CLIP;



–	Calling line identification restriction CLIR;



–	Connected line identification presentation COLP;



–	Connected line identification restriction COLR.



2.2.2.7267		TS 23.082



Call Forwarding (CF) supplementary services; Stage 2



This document gives the stage 2 description of the call forwarding supplementary services.



The group of supplementary services call offering supplementary services is divided into four different supplementary services:



–	Call forwarding unconditional (CFU);



–	Call forwarding on mobile subscriber busy (CFB);



–	Call forwarding on no reply (CFNRy);



–	Call forwarding on mobile subscriber not reachable (CFNRc).



2.2.2.7368		TS 23.083



Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 2



This document gives the stage 2 description of the call completion supplementary services.



The group of call completion supplementary services is divided into the following two supplementary services: 



–	Call waiting (CW);



–	Call hold (HOLD).



2.2.2.7469		TS 23.084



Multi Party (MPTY) supplementary service; Stage 2



This document gives the stage 2 description of the multi party supplementary services.



Only one multi party supplementary service has been defined, this is the Multi Party (MPTY) service.



2.2.2.750		TS 23.085



Closed User Group (CUG) supplementary service; Stage 2



This document gives the stage 2 description of the closed user group supplementary service.



The community of interest supplementary service defined is:



–	Closed user group (CUG).



2.2.2.761		TS 23.086



Advice of Charge (AoC) supplementary services; Stage 2



This document gives the stage 2 description of the Advice of Charge (AoC) supplementary services.



The charging supplementary services currently defined are:



–	Advice of Charge (Information) (AoCI);



–	Advice of Charge (Charging) (AoCC).



2.2.2.772		TS 23.087



User-to-User Signalling (UUS) supplementary service; Stage 2



This document gives the stage 2 description of the User-to-User signalling supplementary services.



The User-to-user supplementary service is divided into three different services:



–	Service 1 (UUS1)



–	Service 2 (UUS2)



–	Service 3 (UUS3)



2.2.2.783		TS 23.088



Call Barring (CB) Supplementary Services; Stage 2



This document gives the stage 2 description of the call barring services.



The possibility for a mobile subscriber to have certain categories of calls barred originated from or terminated at his access:



Barring of outgoing calls:



–	Barring of all outgoing calls (BAOC) (Barring program 1);



–	Barring of outgoing international calls (BOIC) (Barring program 2);



–	Barring of outgoing international calls EXCEPT those directed to the home PLMN country (BOIC-exHC) (Barring program 3).



Barring of incoming calls:



–	Barring of all incoming calls (BAIC) (Barring program 1);



–	Barring of incoming calls when roaming outside the home PLMN country (BIC-Roam) (Barring program 2); 



–	Anonymous Call Rejection (ACR) (Barring program 3).



The call barring program “incoming calls when roaming outside the home PLMN country” is only relevant if as a general rule the called mobile subscriber pays the charges for the forwarded part of the call from his home PLMN country to any other country.



2.2.2.794		TS 23.090



Unstructured Supplementary Service Data (USSD); Stage 2



This document gives the stage 2 description of Unstructured Supplementary Service Data (USSD).



The USSD mechanism allows the Mobile Station (MS) user and a PLMN operator defined application to communicate in a way which is transparent to the MS and to intermediate network entities. The mechanism allows development of PLMN specific supplementary services. 



This document defines the requirements for handling USSD at the MS and network entities. It does not include specification of particular applications, nor does it specify how a particular application is selected. Where more than one application exists at a network entity, routing of messages to the correct application is carried out by the USSD handler. The MMI for USSD is specified in 3GPP TS 22.030 and 3GPP TS 22.090. The alphabet indicator and the data coding scheme are defined in 3GPP TS 23.038.



USSD may be initiated by the MS user, or by the network in the following ways:



–	Network initiated USSD;



–	Mobile initiated USSD.



2.2.2.8075		TS 23.091



Explicit Call Transfer (ECT) supplementary service; Stage 2



This document gives the stage 2 description of the call transfer supplementary services.



Only one call transfer supplementary service has been defined, this is the Explicit Call Transfer (ECT) supplementary service, and it is described in this document.



2.2.2.8176		TS 23.093



Technical realization of Completion of Calls to Busy Subscriber (CCBS); Stage 2



This document gives the stage 2 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service.



2.2.2.8277		TS 23.094



Follow-Me (FM); Stage 2



This document specifies the stage 2 description for the Follow Me feature.



The Follow Me feature enables a mobile subscriber A to manipulate the Follow Me data of a remote party B in such a way that subsequent calls directed to remote party B will be forwarded to subscriber A.



2.2.2.8378		TS 23.096



Name identification supplementary services; Stage 2



This document gives the stage 2 description of the Name Identification Supplementary Services.



The group of Name Identification Supplementary Services contains the following Supplementary Service:



CNAP – Calling name presentation.



2.2.2.8479		TS 23.101



General UMTS architecture



This specification describes the basic physical and functional separation of UMTS. The content of this specification is limited to those features that are common to all UMTS networks independent of their origin. It identifies and names the reference points and functional groupings appearing at this level.



2.2.2.850		TS 23.107



QoS concept and architecture



This specification describes the framework for QoS in UMTS. The document shall be used as a living document which will cover all issues related QoS in UMTS.



2.2.2.861		TS 23.108



Mobile radio interface layer 3 specification, core network protocols; Stage 2



This specification describes the procedures used at the radio interface for Call Control (CC), Mobility Management (MM) and Session Management (SM). It contains examples of the structured procedures.



2.2.2.872		TS 23.110



UMTS access stratum services and functions



This specification describes the detailed specifications of the protocols which rule the information flows, both control and user data, between the access stratum and the parts of UMTS outside the access stratum, and of the detailed specifications of the UTRAN. These detailed specifications are to be found in other technical specifications.



2.2.2.883		TS 23.119



Gateway Location Register (GLR); Stage 2 



This document gives the stage 2 description of the Gateway Location Register (GLR) within the UMTS Core Network as a means of reducing the amount of MAP signalling traffic associated with location management carried over inter-PLMN links for roaming users.



This document will be restricted of the case where the GLR supports one VPLMN only.



2.2.2.894		TS 23.122



Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode



This specification provides an overview of the tasks undertaken by a Mobile Station (MS) when in idle mode (that is, switched on but not having a dedicated channel allocated, e.g. not making or receiving a call; or when in group receive mode, that is, receiving a group call or broadcast call but not having a dedicated connection). It also describes the corresponding network functions.



2.2.2.9085		TS 23.135



Multicall supplementary service; Stage 2 



This document gives the stage 2 description of the Multicall supplementary service.



2.2.2.9186		TS 23.142



Value-added Services for SMS (VAS4SMS) – Interface and Signalling Flow



The specification describes the stage 2 of the VAS4SMS (Value Added Service for SMS). It includes:



–	the logic architecture;



–	the logic elements functionality;



–	the signalling flows;



–	the interaction with other features.



2.2.2.9287		TS 23.153



Out-of-band transcoder control; Stage 2



This document specifies the stage 2 description of the Out-of-Band Transcoder Control for speech services. It describes the principles and procedures to support Transcoder Free Operation, Tandem Free Operation and the interworking between TrFO and TFO. Transcoder at the edge is also part of this document.



2.2.2.9388		TS 23.161



Network-Based IP Flow Mobility (NBIFOM); Stage 2 



The scope of this document is to specify the support of NBIFOM (Network based IP Flow Mobility) i.e. IP flow mobility based on network mobility protocols. This feature supports PDN connections that are simultaneously connected over 3GPP access (i.e. S5/S8 connection to a PDN GW) and a WLAN access (i.e. S2a or S2b connection to the same PDN GW).



2.2.2.9489		TS 23.167



IP Multimedia Subsystem (IMS) emergency sessions



This document defines the stage 2 service description for emergency services in the IP Multimedia Core Network Subsystem (IMS), including the elements necessary to support IP Multimedia (IM) emergency services.



2.2.2.950		TS 23.179



Functional architecture and information flows to support mission critical communication services; Stage 2 



This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service including the common services core architecture for identity management, group management, and configuration management required to support the MCPTT voice service. Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.



The corresponding service requirements are defined in 3GPP TS 22.179.



This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MCPTT functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.



The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.



The MCPTT service can be used for public safety applications and also for general commercial applications, e.g. utility companies and railways.



In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered, however, for roaming only EPC-level roaming and IMS-level roaming are considered i.e. partner MCPTT system based roaming (also known as "migration") is out of scope.



2.2.2.961		TS 23.203



Policy and charging control architecture



This document specifies the overall stage 2 level functionality for Policy and Charging Control that encompasses the following high level functions for IPCANs (e.g. GPRS, IWLAN, Fixed Broadband, etc.): (i) Flow Based Charging, including charging control and online credit control; (ii) Policy control (e.g. gating control, QoS control, QoS signalling, etc.).



2.2.2.972		TS 23.204



Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2



This document specifies the new capabilities and enhancements needed to support SMS over a generic IP Connectivity Access Network (IP-CAN) using IMS capabilities.



2.2.2.983		TS 23.205



Bearer-independent circuit-switched core network; Stage 2



This document defines the stage 2 description for the bearer independent CS core network. The stage 2 shall cover the information flow between the GMSC server, MSC server and media gateways. Note that nothing in this document shall preclude an implementation of a combined MSC Server and MGW. This document shall show the CS core network termination of the Iu interface in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.



2.2.2.99	TS 23.214



Architecture enhancements for control and user plane separation of EPC nodes



This document specifies the overall stage 2 level functionality for control and user plane separation of EPC's SGW, PGW and TDF. This enables a flexible placement of the separated control plane and user plane functions for supporting diverse deployment scenarios (e.g. central or distributed user plane function) without affecting the overall functionality provided by these EPC entities.



2.2.2.10094		TS 23.216



Single Radio Voice Call Continuity (SRVCC)



This technical specification specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E-UTRAN access and 3GPP2’s 1xCS, and between E-UTRAN access and 3GPP’s UTRAN/GERAN accesses and between UTRAN (HSPA) access and 3GPP’s UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS.



2.2.2.10195		TS 23.218



IP Multimedia (IM) session handling; IM call model; Stage 2



This document specifies the IP multimedia (IM) Call Model for handling of an IP multimedia session origination and termination for an IP Multimedia subscriber. This document includes interactions between an application server and IP multimedia sessions.



2.2.2.10296		TS 23.228



IP Multimedia Subsystem; Stage 2



This document describes the architectural requirement for an IP multimedia components incorporated in an UMTS system as well as second generation systems for GSM inside the core network and identify relevant interfaces to the existing system and the new one in between the new components incorporated.



2.2.2.10397		TS 23.231



SIP-I based circuit-switched core network; Stage 2



This document defines the stage 2 description for the SIP-I based CS core network. This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support a SIP-I based Nc interface. This document shall show the CS core network termination of the Iu and A interfaces in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.



2.2.2.10498		TS 23.234



3GPP system to Wireless Local Area Network (WLAN) interworking; System description



This document specifies system description for interworking between 3GPP systems and Wireless Local Area Networks (WLANs), which extends 3GPP services and functionality to the WLAN access environment. It is not limited to WLAN technologies, but also valid for other IP based Access Networks that support the same capabilities towards the interworking system as WLAN does.



2.2.2.10599		TS 23.237



IP Multimedia Subsystem (IMS) Service Continuity; Stage 2



This document specifies the architectural requirements and procedures for delivery of IMS Service Continuity.



2.2.2.1060		TS 23.246



Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description



This document describes the stage 2 description (architectural solution and functionalities) for the MBMS Bearer Service, which includes, together with MBMS User Services defined in TS 26.346, all the elements necessary to realise the stage 1 requirements in TS 22.146 and TS 22.246. This document encompasses both GPRS and EPS.



This document also includes considerations on the manner in which User Services should make use of the MBMS Bearer Service described herein. It should be noted that the specification of MBMS User Services in TS 26.346 takes precedence over User Service aspects described in this document.



This document includes information applicable to network operators, service providers and manufacturers.



2.2.2.1071		TS 23.259



Personal Network Management (PNM); Procedures and information flows; Stage 2



This document provides the procedure details and the information flows for support of Personal Network Management including the PN UE redirection and PN access control applications enabled by Personal Network Management (PNM).



2.2.2.1082		TS 23.261



IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2



This document specifies the Stage 2 system description for IP flow mobility between a 3GPP and a WLAN. The technical solution is based on the working principles of DSMIPv62 and it is applicable to both the Evolved Packet System and the I-WLAN mobility architecture. The specification covers the system description of seamless WLAN offload and IP flow mobility between 3GPP and WLAN as well as the respective interactions with the PCC and ANDSF frameworks. The system description for non-seamless WLAN offload is covered in 3GPP TS 23.402. This document specifies also the detailed extensions to S2c and H1 reference points for IP flow mobility. The extensions to the PCC and to the ANDSF framework are specified respectively in 3GPP TS 23.203 and in 3GPP TS 23.402.



2.2.2.1093		TS 23.271



Functional stage 2 description of Location Services (LCS)



This document specifies the stage 2 of the Location Services (LCS) feature in UMTS, GSM and EPS (for E-UTRAN), which provides the mechanisms to support mobile location services for operators, subscribers and third party service providers.



2.2.2.1104		TS 23.272



Circuit Switched Fallback in Evolved Packet System



This technical specification specifies the architecture enhancements for functionality to enable fallback from E-UTRAN access to UTRAN/GERAN CS domain access and to CDMA 1x RTT CS domain access, and functionality to reuse of voice and other CS-domain services (e.g. CS UDI video/SMS/LCS/USSD) by reuse of CS infrastructure.



2.2.2.11105		TS 23.278



Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2; IM CN Interworking



This document specifies the stage 2 description for the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature that provides the mechanisms to support services for the IP Multimedia Core Network (IM CN) Subsystem.



2.2.2.11206	TS 23.279



Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 2



This document provides architectural details to combine CS services and IMS services for using them in parallel between the same two users in a peer-to-peer context. This document provides a detailed description of how capabilities and identities are exchanged to enable the combination of CS and IMS services between the same two UEs.



2.2.2.113	TS 23.280



Common functional architecture to support mission critical services; Stage 2



This document specifies the common functional architecture, procedures and information flows needed to support mission critical services including the common services core architecture. 



The corresponding service requirements are defined in 3GPP TS 22.179, 3GPP TS 22.280, 3GPP TS 22.281 and 3GPP TS 22.282.



This document is applicable primarily to mission critical services using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MC service functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.



The common functional architecture to support mission critical services can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.



2.2.2.114	TS 23.281



Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2



This document specifies the functional model, procedures and information flows needed for the mission critical video (MCVideo) service. Support for both MCVideo group streaming and MCVideo private streaming operating in on-network and off-network modes of operation is specified.



The corresponding service requirements are defined in 3GPP TS 22.280, and 3GPP TS 22.281.



This document is applicable primarily to mission critical video service using E-UTRAN access based on the common functional architecture for mission critical services defined in 3GPP TS 23.280 and the EPC architecture defined in 3GPP TS 23.401.



The MCVideo service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.



2.2.2.115	TS 23.282



Functional architecture and information flows to support Mission Critical Data (MCData); Stage 2



This document specifies the functional architecture, procedures and information flows needed to support the Mission Critical Data (MCData) services. MCData is a suite of services which utilizes the common functional architecture defined in 3GPP TS 23.280 to support MC services over LTE including the common services core. 



MCData services suite consists of the following sub-services:



-	short data service (SDS);



-	file distribution (FD.



MCData features include:



-	conversation management;



-	transmission and reception control; 



-	communication release; and



-	enhanced status.



The corresponding service requirements are defined in 3GPP TS 22.282 and 3GPP TS 22.280.



This document is applicable primarily to MCData service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCData service could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.



The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.



2.2.2.116	TS 23.285



Architecture enhancements for V2X services



This document specifies architecture enhancements to facilitate vehicular communications for Vehicle-to-Everything (V2X) services, which includes Vehicle-to-Vehicle (V2V), Vehicle-to-Pedestrian (V2P), Vehicle-to-Infrastructure (V2I), and Vehicle-to-Network (V2N), according to the use cases and service requirements defined in TS 22.185.



The following vehicular communications for V2X services are specified:



-	V2X communication over PC5 reference point.



-	V2X communication over LTE-Uu reference point.



2.2.2.1107	TS 23.292



IP Multimedia Subsystem (IMS) centralized services; Stage 2



This document specifies the architectural requirements for delivery of consistent services to the user regardless of the attached access type (e.g. CS domain access, or IP-CAN). This is achieved by implementing the services in the IP Multimedia Subsystem (IMS).



2.2.2.1108	TS 23.303



Proximity-based services (ProSe); Stage 2



This document specifies the Stage 2 of the Proximity Services (ProSe) features in EPS. ProSe features consist of: ProSe discovery (direct or EPC-level) and ProSe Direct Communication (using E-UTRAN or WLAN direct).



ProSe discovery identifies that ProSe-enabled UEs are in proximity, using E-UTRAN (with or without E-UTRAN) or EPC.



ProSe Direct Communication enables establishment of communication paths between two or more ProSe-enabled UEs that are in direct communication range. The ProSe Direct Communication path could use E-UTRAN or WLAN.



For Public Safety specific usage:



–	Public Safety ProSe-enabled UEs can establish the communication path directly between two or more Public Safety ProSe-enabled UEs, regardless of whether the Public Safety ProSe-enabled UE is served by E-UTRAN.



–	ProSe Direct Communication is also facilitated by the use of a ProSe UE-to-Network Relay, which acts as a relay between E-UTRAN and UEs not served by E-UTRAN.



Security aspects of ProSe are defined in TS 33.303.



In this Release of the specification, there is no support for ProSe UE-to-Network Relays.



2.2.2.1109		TS 23.327



Mobility between 3GPP-Wireless Local Area Network (WLAN) interworking and 3GPP systems



This document specifies the stage 2 system description for providing mobility between 3GPP Wireless Local Area Network Interworking (I WLAN) and 3GPP Systems. It is to define a technical solution based on the working principles of DSMIPv6 with necessary enhancement of the I WLAN architecture for supporting mobility and roaming between 3GPP WLAN Interworking system and 3GPP Systems so that ongoing 3GPP PS based services can be maintained with minimal impact on the end user’s perceived quality on the services at a change of the access network (between I WLAN and 3GPP Access Systems.



2.2.2.1210		TS 23.333



Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Procedures descriptions



This specification describes the functional requirements and information flows that generate procedures between the Multimedia Resource Function Controller (MRFC) and the Multimedia Resource Function Processor (MRFP), limited to information flows relevant to the Mp Interface. 



2.2.2.1211	TS 23.334



IP Multimedia Subsystem (IMS) Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW) interface: Procedures descriptions



Annex G of 3GPP TS 23.228 gives out an IMS Application Level Gateway (IMS-ALG) and IMS Access Media Gateway (IMS-AGW) based reference model to support NAPT-PT, gate control and traffic policing between IP-CAN and IMS domain.



2.2.2.1212	TS 23.335



User Data Convergence (UDC); Technical realization and information flows; Stage 2



This document describes the procedures and signalling flows associated to the technical realization of the 3GPP User Data Convergence (UDC). It furthermore indicates some requirements for the stage 3 specifications. Special consideration is put in the following areas:



–	reference architecture for the UDC concept;



–	general description of procedures for the user data manipulation (e.g. create, delete, update, etc.);



–	identification of the requirements on the UDC for the applicability of the mechanisms described in this document.



User data convergence is an optional concept to ensure data consistency and simplify creation of new services by providing easy access to the user data, as well as to ensure the consistency of storage and data models and to have minimum impact on traffic mechanisms, reference points and protocols of network elements.



2.2.2.123	TS 23.379



Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2



This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service. The MCPTT service utilizes the common functional architecture to support MC services over LTE including the common services core defined in 3GPP TS 23.280.Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.



The corresponding service requirements are defined in 3GPP TS 22.179 and 3GPP TS 22.280.



This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCPTT service such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.



The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.



The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.



In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered.



2.2.2.12413	TS 23.380



IMS Restoration procedures



This document specifies the procedures required in 3GPP IMS to handle an S-CSCF service interruption scenario with minimum impact to the service to the end user. 



2.2.2.12514	TS 23.401



GPRS enhancements for E-UTRAN access



This technical specification defines the stage 2 service description for the Evolved 3GPP Packet Switched Domain – also called the Evolved Packet System (EPS) in this document. The Evolved 3GPP Packet Switched Domain provides IP connectivity using the Evolved Universal Terrestrial Radio Access Network (E-UTRAN). The specification also covers mobility between E-UTRAN and pre-E-UTRAN 3GPP radio access technologies.



2.2.2.12615	TS 23.402



Architecture enhancements for non-3GPP accesses



This technical specification defines the stage 2 service description for providing IP connectivity using non-3GPP accesses to the Evolved 3GPP Packet Switched domain. In addition, for EUTRAN and non-3GPP accesses, the specification describes the Evolved 3GPP PS Domain where the protocols between its Core Network elements are IETF based.



2.2.2.12716	TS 23.468 



Group Communication System Enablers for LTE (GCSE_LTE); Stage 2



This document provides the stage 2 description for the 3GPP system provided enablers to support group communication services using EUTRAN access. The corresponding stage 1 requirements are defined in TS 22.468.



The group communication system is represented by an Application Server (GCS AS) using the 3GPP system provided enablers for transferring its application signalling and for delivering application data, e.g. media data, to a group of UEs either (i) over MBMS Bearer Services using the Broadcast Mode of MBMS (TS 23.246); or (ii) over EPS Bearers; or (iii) over both MBMS and EPS bearer services.



The specification covers both roaming and non-roaming scenarios and includes support for service continuity, i.e. support for continuous reception of application data when a UE changes between reception of application data via EPS and MBMS Bearer Services.



Application level interactions between the UE and the GCS Application Server are out of scope of this specification.



2.2.2.12817	TS 23.682 



Architecture enhancements to facilitate communications with packet data networks and applications



This document specifies architecture enhancements to facilitate communications with packet data networks and applications (e.g. Machine Type Communication (MTC) applications on the (external) network/MTC servers) as per the use cases and service requirements defined in TS 22.368, TS 22.101, and related 3GPP requirements specifications. Both roaming and nonroaming scenarios are covered.



In this release, this document specifies the network elements, interfaces and procedures for:



–	Device triggering by applications/servers (e.g. MTC applications on the (external) network/MTC servers).



–	PS-Only support with and without MSISDN.



2.2.2.12918		TS 24.002



GSM – UMTS Public Land Mobile Network (PLMN) access reference configuration



This document describes the reference configuration for access to a PLMN.



2.2.2.13019	TS 24.007



Mobile radio interface signalling layer 3; General aspects



This specification describes the principal architecture of Layer 3 and its sub-layers on the GSM Um interface, i.e. the interface between mobile station (MS) and network; for the CM sub-layer, the description is restricted to paradigmatic examples, CC, supplementary services, and short message services for non-general packet radio service (GPRS) services. It also defines the basic message format and error handling applied by the Layer 3 protocols.



2.2.2.13120	TS 24.008



Mobile radio interface Layer 3 specification; Core network protocols; Stage 3



This specification describes the procedures used at the radio interface for call control, mobility management and session management. The procedures currently described are for the CC of circuitswitched connections, SM for GPRS services, MM and radio resource management for circuit-switched and GPRS services. MBMS is also added.



2.2.2.1321	TS 24.010



Mobile radio interface layer 3; Supplementary services specification; General aspects



This specification describes the general aspects of the specification of supplementary services at the Layer 3 radio interface. Details are specified in other TSs.



2.2.2.13322	TS 24.011



Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface



This specification describes the procedures used across the mobile radio interface by the signalling Layer 3 function short message control (SMC) and short message relay (SM-RL) function for both circuit-switched GSM and GPRS. 



2.2.2.13423	TS 24.022



Radio Link Protocol (RLP) for circuit switched bearer and teleservices



This specification describes the RLP for data transmission over the UMTS public land mobile network (PLMN). RLP covers the Layer 2 functionality of the ISO OSI reference model (IS 7498). It is based on ideas contained in IS 3309, IS 4335 and IS 7809 (HDLC of ISO) as well as ITUT Recommendations X.25, Q.921 and Q.922 (LAP-B and LAP-D, respectively). RLP has been tailored to the special needs of digital radio transmission. RLP provides to its users the OSI data link service (IS 8886).



2.2.2.13524	TS 24.030



Location Services (LCS); Supplementary service operations; Stage 3



This document gives the stage 3 description of the Location Service (LCS) operations for mobile station. These operations shall apply to both CS and PS domain.



The group of location services operations is divided into two different classes:



–	Network initiated location services operations;



–	Mobile initiated location services operations.



2.2.2.13625	TS 24.080



Mobile radio interface layer 3 supplementary services specification; Formats and coding



This specification describes the coding of information necessary for support of supplementary service operation on the mobile radio interface L3. Details are specified in other TSs.



2.2.2.13726	TS 24.081



Line identification supplementary services; Stage 3



This document specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of line identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.



2.2.2.13827	TS 24.082



Call Forwarding (CF) supplementary services; Stage 3



This TS specifies the procedures used at the radio interface for: normal operation, registration, erasure, activation, deactivation, interrogation, and network invocation of the call offering supplementary services within the 3GPP system.



2.2.2.13928	TS 24.083



Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3



This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call completion supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.



2.2.2.14029	TS 24.084



MultiParty (MPTY) supplementary service; Stage 3



This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation and invocation of MultiParty supplementary services.



2.2.2.14130	TS 24.085



Closed User Group (CUG) supplementary service; Stage 3



This technical specification (TS) for mobile communications specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of community of interest supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.



2.2.2.14231	TS 24.086



Advice of Charge (AoC) supplementary services; Stage 3



This document specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of charging supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.



2.2.2.1432	TS 24.087



User-to-User Signalling (UUS); Stage 3



This technical specification gives the stage 3 description of the User-to-User signalling supplementary services.



2.2.2.14433	TS 24.088



Call Barring (CB) supplementary service; Stage 3



This technical specification (TS) specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call barring supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.



2.2.2.14534	TS 24.090



Unstructured Supplementary Service Data (USSD); Stage 3



This document gives the stage 3 description of the Unstructured Supplementary Service Data (USSD) operations.



2.2.2.14635	TS 24.091



Explicit Call Transfer (ECT) supplementary service; Stage 3



This document gives the stage 3 description of the call transfer supplementary services. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call transfer supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given.



2.2.2.14736	TS 24.093



Call Completion to Busy Subscriber (CCBS); Stage 3



This document gives the stage 3 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, activation, deactivation, invocation and interrogation of the completion of calls to busy subscriber supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.



2.2.2.14837	TS 24.096



Name identification supplementary services; Stage 3



This technical specification (TS) specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of name identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given. 3GPP TS 24.080 specifies the formats and coding for the supplementary services.



2.2.2.14938	TS 24.103



Telepresence using the IP Multimedia (IM) Core Network (CN) Subsystem (IMS); Stage 3



This document provides the protocol details for telepresence using the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP), the Binary Floor Control Protocol (BFCP) and the ControLling mUltiple streams for tElepresence (CLUE) controlling multiple streams for telepresence based on service requirements.



This document addresses the areas of describing and negotiating IM session with multiple media streams based on the IM CN subsystem, including point to point calls as specified in 3GPP TS 24.229 and multiparty conferences as specified in 3GPP TS 24.147, to facilitate the support of telepresence.



The functionalities for conference policy control and the signalling between a MRFC and a MRFP are not specified in this document.



Where possible, this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP, SDP, CLUE and BFCP, either directly, or as modified by 3GPP TS 24.229.



This document is applicable to Application Servers (ASs), Multimedia Resource Function Controllers (MRFCs), Multimedia Resource Function Processors (MRFP) and User Equipment (UE) providing IM session supporting telepresence capabilities.



2.2.2.15039		TS 24.105



Application specific Congestion control for Data Communication (ACDC) Management Object (MO) 



This document defines Management Object (MO) that is used to configure the UE with parameters related to Application specific Congestion control for Data Communication (ACDC) functionality.



The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.



The MO consists of relevant parameters for provisioning of ACDC at a UE.



2.2.2.151	TS 24.109



Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details



This document defines stage 3 for the HTTP Digest AKA based implementation of Ub interface (UE-BSF), the Disposable-Ks model based implementation of Upa interface (NAF-UE) and the HTTP Digest and the PSK TLS based implementation of bootstrapped security association usage over Ua interface (UE-NAF) in Generic Authentication Architecture (GAA) as specified in 3GPP TS 33.220. The purpose of the Ub interface is to create a security association between UE and BSF for further usage in GAA applications. The purpose of the Upa interface is to provide a push mechanism to create a bootstrapped security association between the UE and NAF for secure communication of pushed messages. The purpose of the Ua interface is to use the so created bootstrapped security association between UE and NAF for secure communication. 



This document also defines stage 3 for the Authentication Proxy usage as specified in 3GPP TS 33.222. 



This document also defines stage 3 for the subscriber certificate enrolment as specified in 3GPP TS 33.221 which is one realization of the Ua interface. The subscriber certificate enrolment uses the HTTP Digest based implementation of bootstrapped security association usage to enrol a subscriber certificate and the delivery of a CA certificate.



2.2.2.152	TS 24.116



Stage 3 aspects of system architecture enhancements for TV services



This document defines the stage 3 aspects of the architecture enhancements for broadcast TV service (see 3GPP TS 23.246).



This document specifies:



-	the requirements on the device in Receive only mode;



-	the procedure for selecting a network to receive broadcast TV service; and



-	the usage of the information configured in the TV service configuration.



The clause 4 applies to a device in Receive only mode only. The remaining clauses are applicable to:



-	a 3GPP UE wishing to receive broadcast TV service; and



-	a device in Receive only mode.



2.2.2.153	TS 24.117



TV service configuration Management Object (MO)



This document defines a Management Object (MO) that can be used to configure the parameters related to TV service provided via a PLMN. 



The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.



The MO consists of nodes and leaves conveying configuration parameters used for selecting and receiving TV service from a PLMN, according to the procedures described in 3GPP TS 23.246 and 3GPP TS 24.116.



2.2.2.1540	TS 24.135



Multicall supplementary service; Stage 3



This document gives the stage 3 description of the Multicall (MC) supplementary service. This document specifies the procedures used by the radio interface for normal operation, registration and interrogation of the Multicall supplementary service. Provision, withdrawal, erasure, activation and deactivation of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.



3GPP TS 24.010 describes the general aspects of the specification of supplementary services at the layer 3 radio interface.



3GPP TS 24.080 specifies the formats and coding for the supplementary services.



Definitions and descriptions of supplementary services are given in 3GPP TS 22.004, 3GPP TS 22.072, 3GPP TS 22.08x, 3GPP TS 22.09x-series and 3GPP TS 22.135. 3GPP TS 22.135 is related specifically to the Multicall supplementary service.



The technical realisation of supplementary services are described in 3GPP TS 23.011, 3GPP TS 23.072, 3GPP TS 23.08x, 23.09x-series and 3GPP TS 23.135. 3GPP TS 23.135 is related specifically to the Multicall supplementary service.



The procedures for Call Control and Mobility Management at the layer 3 radio interface are defined in 3GPP TS 24.007 and 3GPP TS 24.008.



The following supplementary services are described in this document:



–	Multicall (MC).



2.2.2.15541	TS 24.139



3GPP system – fixed broadband access network interworking; Stage 3



This document specifies the UE – EPC procedures for accessing 3GPP Evolved Packet Core (EPC) via a Fixed Broadband Access network. The specification covers the Support of QoS, Tunnel management procedures including the support of NAT traversal, and non-seamless offloading impacts. The document is applicable to the UE and the network (i.e. the 3GPP EPC).



2.2.2.15642	TS 24.141



Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3



This specification provides the protocol details for the presence service within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229.



2.2.2.15743	TS 24.147



Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3



This specification provides the protocol details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP).



2.2.2.15844		TS 24.161



Network-Based IP Flow Mobility (NBIFOM); Stage 3 



This document specifies the procedures of network-based IP flow mobility (NBIFOM). NBIFOM is based on network mobility protocols (i.e. GTP or PMIP) which is performed between 3GPP access and WLAN access network as specified in 3GPP TS 23.161.



2.2.2.15945	TS 24.166



3GPP IP Multimedia Subsystem (IMS) conferencing Management Object (MO)



This document defines the IMS conferencing management object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD_DM-V1_2.



2.2.2.16046	TS 24.167



3GPP IMS Management Object (MO); Stage 3



This document defines a mobile device 3GPP IMS Management Object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.



2.2.2.16147	TS 24.171



Control Plane Location Services (LCS) procedures in the Evolved Packet System (EPS)



This document specifies the operations and information coding for the Non-access Stratum (NAS) layer protocol for supporting the Location Services (LCS) in the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).



2.2.2.16248	TS 24.173



IMS multimedia telephony communication service and supplementary services; Stage 3



This specification provides the protocol details for multimedia telephony communication service and associated supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.173. Multimedia telephony and supplementary services allow users to establish communications between them and enrich that by enabling supplementary services. 



2.2.2.16349	TS 24.182



IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification



This document provides the protocol details for the Customized Alerting Tones (CAT) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.182. The CAT service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the calling party during alerting of the called party. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CAT service.



2.2.2.16450	TS 24.183



IP Multimedia Subsystem (IMS) Customized Ringing Signal (CRS); Protocol specification



The specification provides the protocol details for the Customized Ringing Signal (CRS) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.183. The CRS service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the called party as an incoming communication indication during establishment of a communication. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CRS service.



2.2.2.1651	TS 24.216



Communication Continuity Management Object (MO)



The Communication Continuity Management Object consists of relevant parameters that can be managed for Communication Continuity capabilities.



2.2.2.16652	TS 24.229



IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3



This specification defines a call control protocol for use in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), and the associated Session Description Protocol (SDP).



2.2.2.16753	TS 24.234



3GPP system to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols; Stage 3



The document specifies the network selection, including authentication and access authorization using authentication, authorization and accounting (AAA) procedures used for the interworking of the 3GPP system and WLANs. In addition, it also specifies the tunnel management procedures used for establishing an end-to-end tunnel from the WLAN UE to the 3GPP network via the Wu reference point. The document is applicable to the WLAN user equipment (UE) and the network. In this technical specification, the network includes the WLAN and 3GPP network. 



Furthermore, the document specifies procedures within I-WLAN necessary in order for IMS emergency calls to be supported when I-WLAN is used as the underlying access network. These involve both network selection as well as tunnel management procedures.



2.2.2.16854	TS 24.235



3GPP System to Wireless Local Area Network (WLAN) interworking Management Object (MO)



This document defines the 3GPP System to Wireless Local Area Network interworking Management Object (MO) for I-WLAN PLMN selection as specified in 3GPP TS 24.234. The 3GPP System to Wireless Local Area Network interworking Management Object consists of relevant parameters that can be managed for WLAN UE as specified in 3GPP TS 24.234.



2.2.2.16955	TS 24.237



IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) service continuity; Stage 3



This specification provides the capability of continuing ongoing communication sessions with multiple media across different access networks. This document provides the protocol details for enabling IMS SC based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 



2.2.2.17056	TS 24.238



Session Initiation Protocol (SIP) based user configuration; Stage 3



This document provides a Session Initiation Protocol (SIP) based protocol framework that serves as a means of user configuration of supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem. The protocol framework relies upon the contents of the Request-URI in a SIP INVITE request to enable basic configuration of services without requiring use of the Ut interface. This document is applicable to User Equipment (UE) and Application Servers (AS) that are intended to support user configuration of supplementary services.



2.2.2.17157	TS 24.239



Flexible Alerting (FA) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document provides the protocol details for the Flexible Alerting supplementary service in the IP Multimedia (IM) Core Network (CN) subsystem. Flexible Alerting (FA) causes a call to a pilot identity to branch the call into several legs to alert several termination addresses (group members) simultaneously. The first leg to be answered is connected to the calling party. 



The other call legs are abandoned. The document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the FA supplementary service.



2.2.2.17258	TS 24.244



Wireless LAN control plane protocol for trusted WLAN access to EPC; Stage 3



This document specifies the procedures of the Wireless LAN control plane protocol (WLCP) for trusted WLAN access to EPC which is used between User Equipment (UE) and Trusted WLAN Access Gateway (TWAG) for multi-connection mode as specified in 3GPP TS 23.402.



This document also defines the message format, information elements coding, error handling and system parameters applied by the WLCP protocol.



2.2.2.17359	TS 24.247



Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3



This specification provides the protocol details for the messaging service within the IP Multimedia CN Subsystem (IMS) based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP) and, the Message Session Relay Protocol (MSRP). 



2.2.2.174	TS 24.250



Protocol for Reliable Data Service between UE and SCEF; Stage 3



This document specifies a Reliable Data Service (RDS) protocol between the UE and Service Capability Exposure Function (SCEF).



This document defines the frame structure, format of fields and procedures for operation of the RDS protocol. RDS is mainly intended to be used for acknowledged data transfer, but it also supports unacknowledged data transfer.



This document is applicable to the UE and to the SCEF in the Evolved Packet System (EPS).



2.2.2.17560	TS 24.259



Personal Network Management (PNM); Stage 3



This specification provides the protocol details for enabling Personal Network management services in the IP Multimedia Core Network subsystem based on the protocols of SIP and the SDP. This document is applicable to UEs and AS providing PNM capabilities.



2.2.2.176	TS 24.275



Management Object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service



This document defines the management object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service.



The MO for BCP of MMTEL communication service is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.



The MO for BCP of MMTEL communication service consists of relevant configuration parameter that can be managed for a UE supporting the timer RequestTimeout specified in 3GPP TS 24.173.



2.2.2.17761	TS 24.279



Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 3



This specification provides the technical realization for the combination of Circuit Switched calls and IM sessions when using them simultaneously between the same two users. It also describes the use of CS and IM services in combination, using the existing procedures that have been defined for CS and IMS. It includes the necessary function as adding an IM session to an ongoing CS call, adding a CS call to an ongoing IM session, supplementary services as they relate to CSICS and supporting capability exchange.



2.2.2.178	TS 24.281



Mission Critical Video (MCVideo) signalling control; Protocol specification



This document specifies the signalling control needed to support Mission Critical Video (MCVideo) service. 



The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).



This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server.



2.2.2.179	TS 24.282



Mission Critical Data (MCData) signalling control; Protocol specification



This document specifies the signalling control protocols needed to support Mission Critical Data (MCData) communications as specified by 3GPP TS 23.282. This document specifies both on-network and off-network protocols.



This document utilises the common functional architecture to support mission critical services as specified in 3GPP TS 23.280, in support of MCData communications.



The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.



This document is applicable to User Equipment (UE) supporting the MCData client functionality, and to application servers supporting the MCData server functionality.



2.2.2.18062	TS 24.285



Allowed Closed Subscriber Group (CSG) list; Management Object (MO)



The Allowed CSG List MO consists of relevant parameters for that can be used by the UE to select the appropriate CSG cell based on its subscription. The Allowed CSG List MO defines the relevant parameters related to the Allowed CSG List and to the Operator CSG List.



2.2.2.18163	TS 24.286



IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Management Object (MO)



This document defines the IMS Centralized Services Management Object (MO). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.



2.2.2.18264	TS 24.292



IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3



IP Multimedia (IM) Core Network (CN) subsystem centralized services (ICS) allow for the delivery of consistent IMS services to the user regardless of the attached access type (e.g. CS domain access or IP-CAN). This specification provides the protocol details for the realization of ICS based on the Session Initiation protocol (SIP), the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 



2.2.2.18365	TS 24.294



IP Multimedia Subsystem (IMS) Centralized Services (ICS) protocol via I1 interface



This document describes the I1 interface between IMS Centralized Services (ICS) UE and Service Centralization and Continuity (SCC) Application Server (AS).



2.2.2.18466	TS 24.301



Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3



This specification specifies the procedures used by the protocols for mobility management and session management between User Equipment (UE) and Mobility Management Entity (MME) in the Evolved Packet System (EPS). These protocols belong to the non-access stratum (NAS). The EPS Mobility Management (EMM) protocol defined in this document provides procedures for the control of mobility when the User Equipment (UE) is using the Evolved UMTS Terrestrial Radio Access Network (E-UTRAN). The EMM protocol also provides control of security for the NAS protocols. The EPS Session Management (ESM) protocol defined in this document provides procedures for the handling of EPS bearer contexts. Together with the bearer control provided by the access stratum, this protocol is used for the control of user plane bearers. For both NAS protocols this document specifies procedures for the support of inter-system mobility between EUTRAN and other 3GPP or non-3GPP access networks.



2.2.2.18567	TS 24.302



Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3



This document specifies the discovery and network selection procedures for access to 3GPP Evolved Packet Core (EPC) via non-3GPP access networks and includes Authentication and Access Authorization using Authentication, Authorization and Accounting (AAA) procedures used for the interworking of the 3GPP EPC and the non-3GPP access networks. This document also specifies the Tunnel management procedures used for establishing an end-to-end tunnel from the UE to the ePDG to the point of obtaining IP connectivity and includes the selection of the IP mobility mode.



2.2.2.18668	TS 24.303



Mobility management based on Dual-Stack Mobile IPv6; Stage 3



This document specifies the signalling procedures for accessing the 3GPP Evolved Packet Core network and handling the mobility between 3GPP and non-3GPP accesses via the S2c reference point defined in 3GPP TS 23.402. In addition this document specifies the procedures used for the DSMIPv6 Home Agent discovery, for bootstrapping the DSMIPv6 security association between the UE and the Home Agent and for managing the DSMIPv6 tunnel. DSMIPv6 procedures can be used independently of the underlying access technology.



2.2.2.18769	TS 24.304



Mobility management based on Mobile IPv4; User Equipment (UE) – foreign agent interface; Stage 3



This document describes the stage 3 aspects of mobility management for User Equipment (UE) using IETF Mobile IPv4 foreign agent mode to access the Evolved Packet Core Network (EPC) through trusted non-3GPP access networks and for mobility management of UE between the 3GPP access network and trusted non-3GPP access networks. In particular, this document describes the UE – Mobile IPv4 Foreign Agent (FA) interface stage 3 aspects, where the FA functionality is located within the access network in the non-3GPP access domain.



2.2.2.18870	TS 24.305



Selective Disabling of 3GPP User Equipment Capabilities (SDoUE) Management Object (MO)



This document specifies a mobile device Selective Disabling of 3GPP UE Capabilities (SDoUE) Management Object (MO) and the rules and corresponding behaviour of the UE with regard to the selective disabling of 3GPP UE capabilities, for example, when services or functions are disabled/enabled. 



The SDoUE MO consists of the relevant parameters that can be managed for selective disabling of 3GPP UE capabilities. The SDoUE MO defines a repository of data into the ME. The service requirements for selective disabling of 3GPP UE capabilities are defined in 3GPP TS 22.011.



2.2.2.18971	TS 24.312



Access Network Discovery and Selection Function (ANDSF) Management Object (MO)



This document defines management objects that can be used by the Access Network Discovery and Selection Function (ANDSF) and the UE. The Management Object (MO) is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.



2.2.2.19072	TS 24.315



IP Multimedia Subsystem (IMS) Operator Determined Barring (ODB); Stage 3: protocol specification



This document specifies the stage 3, Protocol Description of the network feature Operator Determined Barring (ODB) of IMS Multimedia Telephony Services. It is based on the requirements described in 3GPP TS 22.041. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). In addition, it provides protocol details for XCAP for barring of supplementary services configuration.



2.2.2.19173	TS 24.322



Tunnelling of IP Multimedia Subsystem (IMS) services over restrictive access networks; Stage 3



This document specifies procedures and protocol elements for tunnelling of IMS traffic over restrictive access networks, specifically procedures and protocol elements for establishing, maintaining, and sending traffic via a firewall traversal tunnel between the UE and an enhanced firewall traversal function (EFTF) in the network. This document is applicable to UE and EFTF.



This document applies only to the case when the IMS traffic is not routed via EPC of a PLMN. Procedures for tunnelling of IMS traffic that is routed via EPC are specified in 3GPP TS 24.302 annex F.



2.2.2.19274	TS 24.327



Mobility between 3GPP Wireless Local Area Network (WLAN) interworking (I-WLAN) and 3GPP systems; General Packet Radio System (GPRS) and 3GPP I-WLAN aspects; Stage 3



This document specifies the signalling procedures for handling the mobility of a UE between 3GPP Wireless Local Area Network Interworking (I-WLAN) and GPRS systems and is applicable to the User Equipment (UE) and the network nodes supporting mobility between 3GPP I-WLAN and GPRS systems. In addition, it specifies the procedures used between the UE and the network nodes for the attach and the detach cases. It also specifies how the UE performs handover when moving from 3GPP I-WLAN to GPRS systems and vice-versa. 



2.2.2.19375	TS 24.333



Proximity-services (ProSe) Management Objects (MO)



This document defines Management Objects (MO) that are used to configure the ProSe-enabled UE.



The MOs are compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and are defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.



The MOs consist of relevant parameters for provisioning and authorisation of ProSe at the ProSeenabled UE.



The protocol aspects for ProSe are described in 3GPP TS 24.334.



2.2.2.19476	TS 24.334



Proximity-services (ProSe) User Equipment (UE) to ProSe function protocol aspects; Stage 3



This document specifies the protocols for Proximity-based Services (ProSe) between:



–	the ProSe-enabled UE and the ProSe Function (over the PC3 interface); and



–	two ProSe-enabled UEs (over the PC5 interface).



This document defines the associated procedures for ProSe service authorisation, ProSe direct discovery, EPC-level ProSe discovery, and EPC support for WLAN direct discovery and communication.



This document also defines the message format, message contents, error handling and system parameters applied by the protocols for ProSe.



This document is applicable to:



–	the ProSe-enabled UE; and



–	the ProSe Function.



2.2.2.19577	TS 24.337



IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) Inter-UE transfer; Stage 3



This document provides the protocol details for enabling IMS inter-UE transfer based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.19678	TS 24.341



Support of SMS over IP networks; Stage 3



This document provides the protocol details for SMS over IP within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229. Where possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP and SIP Events, either directly, or as modified by 3GPP TS 24.229. This document is applicable to Application Servers (ASs) and User Equipment (UE) providing SMS over IP functionality.



2.2.2.19779	TS 24.368



Non-Access Stratum (NAS) Management Object (MO)



This document defines a Management Object (MO) that can be used to configure the UE with parameters related to Non-Access Stratum (NAS) functionality.



2.2.2.1980	TS 24.371



Web Real-Time Communications (WebRTC) client access to the IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document provides the details for allowing Web Real-Time Communication (WebRTC) IMS Clients (WIC) to access the IP Multimedia (IM) Core Network (CN) subsystem.



This document is applicable to WebRTC IMS client (WIC), eP-CSCF, WebRTC Web Server Function (WWSF) and WebRTC Authorization Function (WAF).



2.2.2.19981		TS 24.379



Mission Critical Push To Talk (MCPTT) call control; Protocol specification 



This document specifies the session control protocols needed to support Mission Critical Push To Talk (MCPTT). This document specifies both on-network and off-network protocols.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCPTT service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the MCPTT client functionality, and to application servers supporting the MCPTT server functionality.



2.2.2.200182	TS 24.380



Mission Critical Push To Talk (MCPTT) media plane control; Protocol specification 



This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Push To Talk (MCPTT).



This document specifies protocol for using pre-established session to setup calls, floor control and managing MBMS subchannels over MBMS bearers on-network and off-network protocols for floor control.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade. Floor control provides a mechanism for managing the right to transmit at a point in time during an MCPTT call.



The MCPTT service and its associated media plane control protocols can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the floor participant functionality, setting up calls using pre-established SIP sessions and using MBMS bearers for group communication and to floor control servers supporting these functions in the MCPTT system.



2.2.2.20183	TS 24.381



Mission Critical Push To Talk (MCPTT) group management; Protocol specification



This document specifies the group management protocols needed to support Mission Critical Push To Talk (MCPTT). Group management applies only when the UE operates on the network.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.



2.2.2.202184	TS 24.382



Mission Critical Push To Talk (MCPTT) identity management; Protocol specification



This document specifies the identity management and authentication protocols needed to support Mission Critical Push To Talk (MCPTT). Identity management applies only to on-network operation.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.



2.2.2.203185		TS 24.383



Mission Critical Push To Talk (MCPTT) Management Object (MO)



[bookmark: _Ref511812747]This document defines a number of Mission Critical Push To Talk (MCPTT) Management Objects (MO) that are configured for the MCPTT UE for the operation of the MCPTT Service. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to an MCPTT UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.



This document is applicable to an MCPTT UE supporting off-line configuration of the group management client.



The parameters defined by the management objects in this document are configured in the MCPTT UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCPTT, and whether they are applicable to on-network operation or off-network operation, or both:



–	3GPP TS 24.379 



–	3GPP TS 24.380 



–	3GPP TS 24.381 



–	3GPP TS 24.382 



–	3GPP TS 24.384 



The common network operation means both on-network operation and off-network operation in this document.



The following management objects are defined in this document:



–	MCPTT UE configuration MO



–	MCPTT user profile MO



–	MCPTT group configuration MO



–	MCPTT service configuration MO



–	MCPTT UE initial configuration MO



The MOs listed above define repositories of data in the ME.



2.2.2.204186		TS 24.384



Mission Critical Push To Talk (MCPTT) configuration management; Protocol specification 



This document specifies the configuration management documents and protocols needed to support Mission Critical Push To Talk (MCPTT) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Push To Talk (MCPTT) offline configuration over the CSC-11 and CSC-12 reference points. Configuration management documents defined in this document includes:



MCPTT UE initial configuration document;



MCPTT UE configuration document;



MCPTT user profile configuration document; and



MCPTT service configuration document.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.



2.2.2.205	TS 24.385



V2X services Management Object (MO)



This document defines Management Object (MO) that is used to configure the UE for V2X services.



The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.



The MO consists of relevant parameters for provisioning and authorization of V2X communication at the UE.



The protocol aspects for V2X are described in 3GPP TS 24.386.



2.2.2.206	TS 24.386



User Equipment (UE) to V2X control function; protocol aspects; Stage 3



This document specifies the protocols:



-	for V2X authorization between the UE and the V2X control function (over the V3 interface);



-	for V2X communication among the UEs (over the PC5 interface); and



-	for V2X communication between the UE and the V2X application server (over the LTE-Uu interface).



This document defines the associated procedures for V2X authorization and V2X communication.



This document also defines the message format, message contents, error handling and system parameters applied by the protocols for V2X.



This document is applicable to:



-	the UE;



-	the V2X control function; and



-	the V2X application server.



2.2.2.207187	TS 24.390



Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3



This document describes the procedures for using Unstructured Supplementary Service Data (USSD) operations for mobile initiated MMI mode over IP Multimedia Core Network Subsystem (IMS). MMI mode is for the transparent transport of MMI strings entered by the user to the Application Servers (AS) and for the transparent transport of text strings back to the User Equipment (UE) to be displayed for user information. Support of USSD service is optional and only applicable for an operator’s Public Land Mobile Network (PLMN). This document is applicable to UE and AS which are intended to support USSD operations over IP Multimedia Core Network Subsystem (IMS) in mobile initiated MMI mode.



2.2.2.208188	TS 24.391



Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) Management Object (MO)



This document defines the unstructured supplementary service data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) management object (MO). The MO is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.



The USSD using IMS (USSI) MO consists of relevant configuration parameters that can be managed for the UE's USSI capabilities specified in 3GPP TS 24.390.



2.2.2.209189		TS 24.481



Mission Critical Services (MCS) group management; Protocol specification 



This document specifies the group management protocols needed to support Mission Critical Services (MCSs). Group management applies only when the UE operates on the network.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.



2.2.2.210190		TS 24.482



Mission Critical Services (MCS) identity management; Protocol specification 



This document specifies the identity management and authentication protocols needed to support Mission Critical Services (MCSs). Identity management applies only to on-network operation.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.



2.2.2.21191	TS 24.483



Mission Critical Services (MCS) Management Object (MO) 



This document defines a number of Mission Critical Services (MCSs) Management Objects (MO) that are configured for the UE for the operation of the MCSs. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to an UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.



This document is applicable to an UE supporting off-line configuration of the group management client.



The parameters defined by the management objects in this document are configured in the UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCSs, and whether they are applicable to on-network operation or off-network operation, or both:



–	3GPP TS 24.379 



–	3GPP TS 24.380 



–	3GPP TS 24.381 



–	3GPP TS 24.382 



–	3GPP TS 24.384



The common network operation means both on-network operation and off-network operation in this document.



The following management objects are defined in this document:



–	MCPTT UE configuration MO



–	MCPTT user profile MO



–	MCPTT group configuration MO



–	MCPTT service configuration MO



–	MCPTT UE initial configuration MO



The MOs listed above define repositories of data in the ME.



2.2.2.212192	TS 24.484



Mission Critical Services (MCS) configuration management; Protocol specification 



This document specifies the configuration management documents and protocols needed to support Mission Critical Service (MCS) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Service (MCS) offline configuration over the CSC-11and CSC-12 reference points. Configuration management documents defined in this document includes:



–	MCPTT UE initial configuration document;



–	MCPTT UE configuration document;



–	MCPTT user profile configuration document; and



–	MCPTT service configuration document.



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).



This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.



2.2.2.213	TS 24.417



Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem



This document defines a Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.



The OIP/OIR MO consists of relevant parameters that can be managed for the UE configuration related to the Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) service defined in 3GPP TS 24.607.



2.2.2.214	TS 24.424



Management Object (MO) for Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services (SS)



This document defines the management object (MO) for extensible markup language (XML) configuration access protocol (XCAP) over the Ut interface for manipulating supplementary services (SS).



The MO for XCAP over Ut interface for manipulating SS is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.



The MO for XCAP over Ut interface for manipulating SS consists of relevant configuration parameters that can be managed for a UE supporting the UE role specified in 3GPP TS 24.623.



2.2.2.215193	TS 24.523



Core and enterprise Next Generation Network (NGN) interaction scenarios; Architecture and functional description



This document provides the possible scenarios for:



–	the interconnection of an Next Generation Corporate Network (NGCN) with a Next Generation Network (NGN); and



–	the support of NGCN capabilities within an NGN, either towards a User Equipment (UE) or to an NGCN.



Unless otherwise specified by reference to other documents, all requirements relating to architecture and functional requirements are contained within this document.



2.2.2.216194	TS 24.524



Hosted enterprise services; Architecture, functional description and signalling



This document describes the architecture and functionality required to support enterprise and corporate services as IMS applications hosted in the NGN operator's network on behalf of an enterprise (Hosted Enterprise Services).



This document also specifies the protocol requirements for the UE to attach to the NGN (in particular the IMS) and also any protocol requirements related to application servers provided in support of hosted enterprise services.



2.2.2.217195	TS 24.525



Business trunking; Architecture and functional description



This document provides architecture and functional requirements for business trunking for the Next Generation Network (NGN).



This document also specifies the protocol requirements for the Next Generation Corporate Networks (NGCNs) to attach to the NGN (in particular the IM CN subsystem) and also any protocol requirements relation to application servers provided in support of business trunking.



Business trunking is a set of NGN capabilities that may be applied to communications between NGCNs using the NGN as a transit.



2.2.2.218	TS 24.581



Mission Critical Video (MCVideo) media plane control; Protocol specification



This document specifies the media plane control and transmission control protocols and interactions with the media needed to support Mission Critical Video (MCVideo) service. 



The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).



This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server supporting media distribution function and transmission control server.



2.2.2.219	TS 24.582



Mission Critical Data (MCData) media plane control; Protocol specification



This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Data (MCData) services, which are Short Data Service (SDS) and File Distribution (FD).



Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.



The MCData service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).



This document is applicable to User Equipment (UE) supporting MCData client functionality and to servers in the MCData system.



2.2.2.220196	TS 24.604



Communication Diversion (CDIV) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3, Protocol Description of the Communications Diversion (CDIV) supplementary services, based on stages 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22197	TS 24.605



Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 Protocol Description of the Conference (CONF) service based on stages 1 and 2 of the ISDN CONF supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.222198	TS 24.606



Message Waiting Indication (MWI) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 Protocol Description of the Message Waiting Indication (MWI) service, based on stages 1 and 2 of the ISDN MWI supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.223199	TS 24.607



Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 (protocol description) of the Originating Identification Presentation (OIP) supplementary service and the Originating Identification Restriction (OIR) supplementary services, based on stages 1 and 2 of the ISDN CLIP and CLIR supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22400	TS 24.608



Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 protocol description of the Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) services, based on stage 1 and 2 of the ISDN COLP and COLR supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22501	TS 24.610



Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 Protocol Description of the Communication Hold (HOLD) services, based on stages 1 and 2 of the ISDN Hold (HOLD) supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22602	TS 24.611



Anonymous Communication Rejection (ACR) and Communication Barring (CB) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3, Protocol Description of the Anonymous Communication Rejection (ACR) and Communication Barring (CB) supplementary service, based on stage 1 and 2 of the ISDN supplementary service Anonymous Call Rejection (ACR), Incoming Communication Barring (ICB) and Outgoing Communication Barring (OCB). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22703	TS 24.615



Communication Waiting (CW) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3, Protocol Description of the Communication Waiting (CW) service, based on stage 1 and stage 2 of the ISDN call waiting supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.22804	TS 24.616



Malicious Communication Identification (MCID) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 Protocol Description of the Malicious Call Communication Identification (MCID) service based on the stages 1 and 2 of ISDN Malicious Call Identification supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). The MCID service will store session related information independent of the service requested.



2.2.2.22905	TS 24.623



Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for manipulating supplementary services



This document defines a protocol used for manipulating data related to supplementary services. The protocol is based on the eXtensibleMarkup Language (XML) Configuration Access Protocol (XCAP) RFC 4825. A new XCAP application usage is defined for the purpose of manipulating the supplementary services data. The common XCAP related aspects that are applicable to supplementary services are specified in this document. The protocol allows authorized users to manipulate servicerelated data either when they are connected to IMS or when they are connected to nonIMS networks (e.g. the public Internet).



2.2.2.2306	TS 24.628



Common Basic Communication procedures using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document describes the stage 3 protocol for basic communication procedures common to several services in the IP Multimedia (IM) Core Network (CN) subsystem when at least one Application Server (AS) is included in the communication. The common procedures are based on stage 3 specifications for supplementary services.



2.2.2.23107	TS 24.629



Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 (protocol description) of the Explicit Communication transfer (ECT) supplementary service, based on stage 1 and 2 of the ISDN ECT supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.23208	TS 24.642



Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification



This document specifies the stage 3 Protocol Description of the Completion of Communications to Busy Subscriber (CCBS) service and the Completion of Communication on no Reply (CCNR) service, based on stages 1 and 2 of the ISDN supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.23309	TS 24.647



Advice of Charge (AOC) using IP Multimedia (IM) Core Network (CN) subsystem



This document specifies the stage 3 Protocol Description of the Advice of Charge (AOC) service, based on stage 1 and 2 of the ISDN Supplementary Service Advice of Charge for all calls (permanent mode). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.23410	TS 24.654



Closed User Group (CUG) using IP Multimedia (IM) Core Network (CN) subsystem, Protocol specification



This document specifies the stage 3 Protocol Description of the Closed User Group (CUG) service, based on stage 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).



2.2.2.23511	TS 26.071



AMR speech codec: general description



This specification describes an introduction to the set of the adaptive multi-rate (AMR) specifications.



2.2.2.23612	TS 26.090



AMR speech codec: transcoding functions



This specification describes a detailed description of the AMR speech codec transcoding functions.



2.2.2.23713	TS 26.091



AMR speech codec: error concealment of lost frames



This specification describes example procedures for the error concealment, also called frame substitution or muting procedure, of lost speech or silence indicator frames.



2.2.2.23814	TS 26.092



AMR speech codec: comfort noise aspects



This specification describes the detailed requirements for the correct operation of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the AMR speech codec during source controlled rate (SCR) operation.



2.2.2.23915	TS 26.093



AMR speech codec: source controlled rate (SCR) operation



This specification describes the operation of the AMR speech codec during SCR operation.



2.2.2.24016	TS 26.094



AMR speech codec: voice activity detector (VAD)



This specification describes two alternatives for the VAD to be used during SCR operation in conjunction with the AMR codec.



2.2.2.2417	TS 26.110



Codec for circuit-switched multimedia telephony service: general description



This specification describes an introduction to the set of specifications for the support of circuitswitched 3G-324M multimedia telephony service.



2.2.2.24218	TS 26.111



Codec for circuit-switched multimedia telephony service: modifications to Recommendation ITU-T H.324



This specification describes the modifications applicable to the Recommendation ITU-T H.324, Annex C for the support of circuit-switched 3G-324M multimedia telephony service.



2.2.2.24319		TS 26.116



Television (TV) over 3GPP services; Video profiles 



This document specifies requirements and guidelines on video source formats (frame rate, resolution, aspect ratio, colorimetry, bit depth…) and encoding parameters (codec format, random access point period, SEI messages…) for different types of TV services, including linear TV, catch-up TV or on-demand services. A limited set of Operation Points (e.g. SDTV, HDTV…) are defined to provide confidence to content providers/broadcasters on the quality of experience offered by 3GPP services when used for TV-like distribution. Operation Points define format and encoding restrictions, but may also be viewed as compatibility points for UEs.



In particular, the Operation Points defined in this document may serve as the primary tested configurations for TV centric video distribution. The initial set of Operation Points are defined based on the analysis and findings in the technical report TR 26.949. 



In addition, in the context of DASH operations, not only the main distribution format are defined, but also a subset of spatial and temporal resolutions. In order to minimize testing for seamless switching experience, suitable lower resolutions of distribution formats are defined. Furthermore, to compensate congestion situations, a minimum service quality is defined in order to provide service continuity.



2.2.2.24420		TS 26.179



Mission Critical Push To Talk (MCPTT); Codecs and media handling 



This document specifies the codecs and media handling for MCPTT. The corresponding service requirements are defined in 3GPP TS 22.179. The corresponding functional architecture, procedures and information flows are defined in 3GPP TS 23.179. 



2.2.2.245	TS 26.223



Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction



This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 



The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.



2.2.2.246	TS 26.281



Mission Critical Video (MCVideo); Codecs and media handling



This document specifies the codecs and media handling for MCVideo. The requirements for MCVideo are specified by SA1 in two technical specifications:



a. 	The requirements specific to Mission Critical Video have been specified in 3GPP TS 22.281.



b. 	The requirements common to multiple mission critical services have been specified in 3GPP TS 22.280.



The architectural work for MCVideo is specified by SA6 in two technical specifications:



a.	architectural and feature work specific to MCVideo have been specified in 3GPP TS 23.281.



b.	architectural aspects common to multiple mission critical services have been specified in 3GPP TS 23.280.



2.2.2.24721		TS 26.307



Presentation layer for 3GPP services



This document specifies an HTML5 profile as a common presentation layer for 3GPP services.



2.2.2.24822	TS 26.346



Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs



This document defines a set of media codecs, formats and transport/application protocols to enable the deployment of MBMS user services either over the MBMS bearer service or other UMTS Bearer Services within the 3GPP system.



In this version of the specification, only MBMS download and streaming delivery methods are specified. This document does not preclude the use of other delivery methods.



This document includes information applicable to network operators, service providers and manufacturers.



2.2.2.249	TS 26.347



Multimedia Broadcast/Multicast Service (MBMS); Application Programming Interface and URL



This document provides application methods and interfaces between an MBMS-aware application and the UE MBMS Client to access 3GPP MBMS User services. The purpose of the document is the definition of enablers in order to simplify the usage of MBMS in web-centric as well as app-based service environments. 



This document defines several APIs to access MBMS User Services and a URL to access resources available as part of an MBMS User Service. The MBMS User Services are defined in TS 26.346 and are not part of this document.



2.2.2.25023	TS 26.441



Codec for Enhanced Voice Services (EVS); General overview



This document is an introduction to the audio processing parts of the Enhanced Voice Services coder. A general overview of the audio processing functions is given with reference to the documents where each function is specified in detail.



2.2.2.25124	TS 26.442



Codec for Enhanced Voice Services (EVS); ANSI C code (fixed-point)



This document contains an electronic copy of the ANSIC code for the Enhanced Voice Services (EVS) Codec. The ANSIC code is necessary for a bit exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS 26.451), Comfort Noise Generation (CNG) (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Packet Loss Concealment (PLC) of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446).



2.2.2.2525	TS 26.444



Codec for Enhanced Voice Services (EVS); Test sequences



This document specifies the digital test sequences for the Enhanced Voice Services (EVS) Codec. These sequences test for a bit-exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS.26.451), Comfort Noise Generation (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Error Concealment of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446). 



2.2.2.26326	TS 26.445



Codec for Enhanced Voice Services (EVS); Detailed algorithmic description



This document is a detailed description of the signal processing algorithms of the Enhanced Voice Services coder.



2.2.2.25427	TS 26.446



Codec for Enhanced Voice Services (EVS); Adaptive Multi-Rate - Wideband (AMR-WB) backward compatible functions



This document specifies the AMR-WB backward compatible functions of the EVS codec.



This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.



2.2.2.25528	TS 26.447 



Codec for Enhanced Voice Services (EVS); Error concealment of lost packets



This document defines a frame loss concealment procedure, also termed frame substitution and muting procedure, which is executed by the Enhanced Voice Services (EVS) decoder when one or more frames (speech or audio or SID frames) are unavailable for decoding due to e.g. packet loss, corruption of a packet or late arrival of a packet.



2.2.2.25629	TS 26.448 



Codec for Enhanced Voice Services (EVS); Jitter buffer management



This document defines the Jitter Buffer Management solution for the Codec for Enhanced Voice Services (EVS).



2.2.2.25730	TS 26.449 



Codec for Enhanced Voice Services (EVS); Comfort Noise Generation (CNG) aspects



This document gives an overview for the requirements of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the Enhanced Voice Services (EVS) speech codec during Discontinuous Transmission (DTX) operation.



2.2.2.25831	TS 26.450 



Codec for Enhanced Voice Services (EVS); Discontinuous Transmission (DTX)



This document specifies the system level aspects of the Discontinuous Transmission (DTX) function of the EVS codec.



2.2.2.25932	TS 26.451 



Codec for Enhanced Voice Services (EVS); Voice Activity Detection (VAD)



This document specifies the Voice Activity Detector (VAD) used in the Discontinuous Transmission (DTX) of the EVS Codec. Although the main application of the VAD algorithm is the detection of speech or voice signals, the algorithm is more accurately described as a Signal Activity Detection (SAD) algorithm.



This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.



2.2.2.26033		TS 26.453 



Codec for Enhanced Voice Services (EVS); Speech codec frame structure 



The Enhanced Voice Services (EVS) Codec is specified in the series of Technical Specifications 3GPP TS 26.441 to TS 26.451 and it is characterized in TR 26.952.



This document describes the "generic frame format" for the EVS Codec for the application in 3G Circuit-Switched Networks. This format is based on the RTP framing, as specified in TS 26.445. This generic frame format will be used as a common reference point, when interfacing speech frames between different elements of the 3G system. Appropriate mappings to and from this generic frame format will be used within and between each system element.



2.2.2.26134		TS 26.454 



Codec for Enhanced Voice Services (EVS); Interface to Iu, Uu, Nb and Mb 



The Enhanced Voice Services (EVS) Codec is specified in Technical Specifications 3GPP TS 26.441 to TS 26.451. The generic frame format for 3G CS networks is specified in TS 26.453. The allowed EVS Configurations of the UMTS_EVS Codec Type are specified in TS 26.103.



This document specifies the mapping of the EVS generic frame format (3GPP TS 26.453) to the Iu Interface (3GPP TS 25.415) and the Uu Interface, including handling of the EVS-CMR by the UE and the Iu-terminating MGW.



This document specifies also the mapping to the Nb Interface in a BICC-based circuit switched core network. (3GPP TS 29.415) and the Nb-Interface in a SIP-I-based circuit switched core network (3GPP TS 23.231).



This document specifies also the interworking of different EVS Configurations on the terminations of the MGW and the interworking between EVS and AMR-WB on the terminations of the MGW.



2.2.2.26235	TS 27.005



Use of Data Terminal Equipment – Data Circuit terminating Equipment (DTE-DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS)



This specification describes three interface protocols for control of SMS functions within a GSM mobile telephone from a remote terminal via an asynchronous interface.



2.2.2.26336	TS 27.007



AT command set for User Equipment (UE)



This specification describes a profile of AT commands and recommends that this profile be used for controlling mobile equipment (ME) functions and GSM network services from a terminal equipment (TE) through terminal adaptor (TA).



2.2.2.26437	TS 27.010



Terminal Equipment to User Equipment (TE-UE) multiplexer protocol



This specification describes a multiplexing protocol between a mobile station and an external data terminal for the purposes of enabling multiple channels to be established for different purposes (e.g. simultaneous SMS and data call).



2.2.2.265	TS 28.301



Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Requirements



This document specifies the requirements of the Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP). This IRP allows the NM to interact with the LC. This interaction with the LC enables the NM to configure NEs utilizing LSA spectrum resources.



The following two deployment scenarios are supported:



-	one scenario in which the LC communicates LSA spectrum resource availability information to the NM, and



-	one scenario in which the LC determines and communicates to the NM constraints on parameters of cells liable to use LSA spectrum resources.



2.2.2.266	TS 28.302



Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Information Service (IS)



This document specifies the LSA controller (LC) Integration Reference Point (IRP) management operations and notifications that can be communicated between an IRPAgent and one or several IRPManagers. 



This document specifies the semantics and behaviour of operations, notifications and their parameters visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.



2.2.2.267	TS 28.303



Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Solution Set (SS) definitions



The purpose of this document is to define the mapping of the LSA Controller (LC) Integration Reference Point (IRP) (see 3GPP TS 28.302) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment and in a SOAP/WSDL environment. 



This Solution Set specification is related to 3GPP TS 28.302 V14.0.X.



2.2.2.2638	TS 28.390 



Telecommunication management; Fixed Mobile Convergence (FMC); Interface Integration Reference Point (IRP) Solution Profiles (SPs)



The objective of this specification is to define a set of Solution Profiles (SPs) for Interface IRPs. Each SP identifies the necessary and sufficient subset of the 3GPP IRP defined solutions (solutions) required for the network management of a specific operating environment or domain, including that defined for the converged management environments.



A specific operating environment or domain is characterised by a set of Requirement statements. In other words, the solutions identified in a specific SP would satisfy the Requirements listed in that same SP.



An SP, in its simplest form, is nothing else than a list of solutions (e.g. 3GPP IRP defined operations). The purpose is to place a combination of solutions under a common (SP) name so that: 



–	Operators and vendors need not decide arbitrarily which solutions are to be used to satisfy the Requirements;



–	There is one document where readers can have a clear view of solutions, specified in various IRP specifications, required to satisfy the Requirements.



This version of the TS contains a number of SPs defined in clause 4 and onwards, one clause for each SP.



2.2.2.2639	TS 28.402 



Telecommunication management; Performance Management (PM); Performance measurements for Evolved Packet Core (EPC) and non-3GPP access interworking system



This document describes the measurements for EPC and non-3GPP access network interworking.



TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of EPC and non-3GPP access Interworking System. Only measurement types that are specific to EPC and non-3GPP access interworking are defined within this documents. Vendor specific measurement types used in EPC and non-3GPP access Interworking System are not covered. Instead, these could be applied according to manufacturer's documentation.



Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) are only be referenced within this specification, wherever there is a need identified for the existence of such a reference.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



The structure of this document is as follows:



–	Header 1: Network Element (e.g. measurements related to ePDG);



–	Header 2: Measurement function (e.g. Tunnel establishment);



–	Header 3: Measurements.



2.2.2.2740		TS 28.403 



Telecommunication management; Performance Management (PM); Performance measurements for Wireless Local Area Network (WLAN) 



This document describes the measurements for WLAN.



TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of a WLAN. 



Only measurement types that are specific to WLAN are defined within this document. Vendor specific measurement types used in WLAN are not covered. Instead, these could be applied according to manufacturer's documentation.



Measurements related to "external" technologies (such as WLAN or IP) as described by "external" standards bodies (e.g. IEEE or IETF) are only referenced within this document, wherever there is a need identified for the existence of such a reference.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



2.2.2.271	TS 28.500



Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions



This document specifies the management concepts, the management requirements and use cases from operators’ perspective for mobile networks that include virtualized network functions which can be part of EPC or IMS, and provides the management architecture for these mobile networks.



2.2.2.272	TS 28.510



Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements



This document (together with the relevant requirements described in 3GPP TR 21.905, 3GPP TS 32.102, 3GPP TS 32.600 and 3GPP TS 28.500) specifies the requirements applicable to Configuration Management (CM) of virtualized network functions which can be part of EPC or IMS.



2.2.2.273	TS 28.511



Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Procedures



This document specifies the Configuration Management (CM) procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.274	TS 28.512



Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 2



This document is Configuration Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.275	TS 28.513



Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 3



This document is Configuration Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.276	TS 28.515



Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Requirements



This document (together with the relevant requirements described in TS 28.500, TS 32.101, TS 32.102 and TS 32.111-1) specifies the requirements applicable to Fault Management (FM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.277	TS 28.516



Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Procedures



This document specifies the Fault Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.278	TS 28.517



Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 2



This document is Fault Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.279	TS 28.518



Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 3



This document is Fault Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.280	TS 28.520



Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Requirements



This document (together with the relevant requirements described in TS 32.401, TS 32.411, TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Performance Management (PM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.281	TS 28.521



Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Procedures



This document specifies the Performance Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.282	TS 28.522



Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 2



This document is the Performance Management stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.



2.2.2.283	TS 28.523



Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 3



This document is the Performance Management stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.



2.2.2.284	TS 28.525



Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements



This document (together with the relevant requirements described in TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Lifecycle Management (LCM) for mobile networks that include virtualized network functions which can be part of EPC or IMS.



2.2.2.285	TS 28.526



Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Procedures



This document specifies the Life Cycle Management (LCM) procedures for mobile networks that include virtualized network functions, which can be part of EPC or IMS.



2.2.2.286	TS 28.527



Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 2



This document is the Life Cycle Management (LCM) stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.



52.2.2.287	TS 28.528



Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 3



This document is the Life Cycle Management (LCM) stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.



2.2.2.28841	TS 28.611 



Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Requirements



This document describes the Network Resource Model (NRM) Integration Reference Point (IRP) requirements for the EPC and WLAN interworking system according to the structure defined in 3GPP TS 23.402 (e.g. ePDG, 3GPP AAA, etc). 



2.2.2.28942	TS 28.612 



Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)



This document is an Integration Reference Point (IRP) named "Evolved Packet Core (EPC) and non-3GPP access interworking system Network resource Model (NRM) IRP; Information Service (IS)", through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate configuration management information to one or several 'IRPManagers' (typically Network Managers) concerning interworking network resources. 



This document specifies the semantics and behaviour of Information Object Class (IOC) attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.



It reuses relevant parts of the generic NRM in 3GPP TS 28.622, either by direct reuse or subclassing, and in addition to that defines specific IOCs in EPC and non-3GPP access interworking systems. 



In order to access the information defined by this NRM, an interface IRP is needed, such as the Basic CM IRP IS (3GPP TS 32.602) or the Bulk CM IRP IS (3GPP TS 32.612). However, which interface IRP is applicable is outside the scope of this document.



2.2.2.29043	TS 28.616



Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions



This document is part of an Integration Reference Point (IRP) named Evolved Packet Core (EPC) and non-3GPP access Interworking System Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning EPC and non-3GPP access interworking system resources. The EPC and non-3GPP access Interworking System NRM IRP comprises a set of specifications defining requirements, a protocol neutral information service and one or more solution sets.



This document specifies the solution sets for the EPC and non-3GPP access interworking system NRM IRP.



This solution set specification is related to 3GPP TS 28.612.



2.2.2.29144	TS 28.622 



Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)



This document specifies the Generic network resource information that can be communicated between an IRPAgent and an IRPManager for telecommunication network management purposes, including management of converged networks.



This document specifies the semantics of information object class attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.



2.2.2.29245		TS 28.680 



Telecommunication management; Wireless Local Area Network (WLAN) management; Concepts and requirements



This document describes the concepts and requirements of WLAN management that focus on WLAN performance monitoring and alarm notifications.



2.2.2.29346		TS 28.681 



Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Requirements 



This document describes the NRM IRP requirements of WLAN management.



2.2.2.2947		TS 28.682 



Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS) 



This document is part of an Integration Reference Point (IRP) named Wireless Local Area Networks (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).



This document specifies the protocol neutral WLAN management NRM IRP: Information Service (IS).



This document also contains stage 2 descriptions for those functionalities for the WLAN Management.



2.2.2.29548		TS 28.683 



Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions 



This document is part of an Integration Reference Point (IRP) named Wireless Local Area Network (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).



This document specifies the Solution Sets for the WLAN NRM IRP.



2.2.2.29649	TS 29.002



Mobile Application Part (MAP) specification



It is necessary to transfer between entities of a Public Land Mobile Network (PLMN) information specific to the PLMN in order to deal with the specific behaviour of roaming Mobile Stations (MS)s. The Signalling System No. 7 specified by CCITT is used to transfer this information.



2.2.2.29750		TS 29.010



Information element mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MSC); Signalling Procedures and the Mobile Application Part (MAP) 



The scope of this document is:



i) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-MSC interface (Call Control and Mobility Management parts of 3GPP TS 24.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;



ii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages sent on the BSC-MSC interface (3GPP TS 48.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;



iii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) and RANAP ((3GPP TS 25.413);



iv) 	to provide a detailed specification for the interworking as in i) and ii) above when the MSC also processes the information;



v) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-SGSN interface (GPRS mobility part of 3GPP TS 24.008) and parameters contained in MAP services sent over the SGSN-HLR interface (3GPP TS 29.002);



vi) 	to provide a detailed specification for the interworking between information elements contained in RANAP messages sent on the SGSN-RNC interface (3GPP TS 25.413) and parameters contained in S1AP messages sent on the MME-eNodeB interface (3GPP TS 36.413); 



vii)	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) or RANAP messages (3GPP TS 25.413) during SRVCC handovers.



Interworking for supplementary services is given in 3GPP TS 29.011. Interworking for the short message service is given in 3GPP TS 23.040 and 3GPP TS 24.011. Interworking between the call control signalling of 3GPP TS 24.008 and the PSTN/ISDN is given in GSM 09.03, 3GPP TS 29.007 and 3GPP TS 49.008. Interworking between the 'A' and 'E' interfaces for inter-MSC handover signalling is given in 3GPP TS 29.007 and 3GPP TS 49.008.



2.2.2.29851		TS 29.011



Signalling Interworking for supplementary services



The scope of this Technical Specification is to provide a detailed specification for interworking between the A interface protocol and the Mobile Application Part for handling of supplementary services. The MAP interfaces of interest are the B-, C-, D- and E-interfaces.



The A-, C-, D- and E-interfaces are physical interfaces while the B-interface is an internal interface defined for modelling purposes. Information relating to the modelling interface is not normative in this specification.



Supplementary service signalling may be passed by the MSC/VLR between the A- and E-interfaces after inter-MSC handover. This procedure is transparent as far as supplementary services are concerned therefore interworking concerning this process is not described in this specification.



2.2.2.29952	TS 29.016



General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface network service specification



This document specifies or references the subset of MTP and SCCP which is used for the reliable transport of BSSAP+ messages in the Gs interface. This document references the 3GPP TS 29.202 which specifies alternative transport layers that can be applied instead of the MTP. This document also specifies the SCCP addressing capabilities to be provided in the Gs interface. This document is divided into two main parts, clause 5 dealing with the use of MTP and clauses 6 and 7 dealing with the use of SCCP. Clause 5 of this document deals with the subset of the MTP that is required between an SGSN and a VLR. It is intended that this implementation of MTP is compatible with a full MTP implementation. Clause 4 references the 3GPP TS 29.202 which specifies alternatives to the MTP. The SCCP is used to provide message routing between the SGSN and the VLR. The SCCP routing principles specified in this document allow connecting one SGSN to several VLR. No segmentation at SCCP level is needed on the Gs interface. Only SCCP class 0 is used on the Gs interface. Clauses 6 and 7 identify the SCCP subset that should be used between an SGSN and a VLR.



2.2.2.300253	TS 29.018



General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface layer 3 specification



This document specifies or references procedures used on the Serving GPRS Support Node (SGSN) to Visitors Location Register (VLR) interface for interoperability between GSM circuit switched services and GSM packet data services. This document specifies the layer 3 messages and procedures on the Gs interface to allow coordination between databases and to relay certain messages related to GSM circuit switched services over the GPRS subsystem. The functional split between VLR and SGSN is defined in 3GPP TS 23.060. The required procedures between VLR and SGSN are defined in detail in this document.



2.2.2.301254	TS 29.060



General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface



This document defines the second version of GTP used on: the Gn and Gp interfaces of the General Packet Radio Service (GPRS); the Iu, Gn and Gp interfaces of the UMTS system.



2.2.2.302255	TS 29.061



Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)



This document defines the requirements for Packet Domain interworking between a:



a)	PLMN and PDN;



b)	PLMN and PLMN.



This document is valid for a PLMN in A/Gb mode as well as for a PLMN in Iu mode. If text applies only for one of these systems it is explicitly mentioned by using the terms “A/Gb mode” and “Iu mode”. Please note, that the A interface does not play any role in the scope of this document although the term “A/Gb mode” is used. 



2.2.2.303256	TS 29.078



Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification



This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140-1. Descriptions and definitions provided by ETSI EN 301 140-1 are directly referenced by this standard in the case no additions or clarifications are needed for the use in the CAP.



2.2.2.304257	TS 29.079



Optimal media routeing within the IP Multimedia Subsystem (IMS); Stage 3



This document defines optional Optimal Media Routeing (OMR) procedures that can be applied by entities in the IP Multimedia Subsystem (IMS) that control media resources and are capable of manipulating the Session Description Protocol (SDP).



2.2.2.305258		TS 29.109



Generic Authentication Architecture (GAA); Zh and Zn Interfaces based on the Diameter protocol; Stage 3 



This stage 3 specification defines the Diameter based implementation for bootstrapping Zh interface (BSF-HSS) and Dz interface (BSF-SLF) for HSS resolution for the BSF, the MAP based implementation for bootstrapping Zh' interface (BSF-HLR) and GAA Application Zn interface (BSF-NAF) in Generic Authentication Architecture (GAA). This specification also defines the Web Services based implementation for GAA Application Zn reference point (BSF-NAF). The definition contains procedures, message contents and coding. The procedures for bootstrapping and usage of bootstrapped security association are defined in 3GPP TS 33.220. 



This document also specifies the Diameter and Web Services based implementation for the GAA Application Push Function Zpn reference point (BSF-NAF). The procedures for bootstrapping are defined in 3GPP TS 33.223. 



This specification is a part of the Generic Authentication Architecture (GAA) specification series.



The diameter based implementation for the Zh interface is based on re-usage of Cx interface Multimedia-Auth-Request/Answer messages originally between CSCF and HSS. These messages are defined in 3GPP TS 29.229. The 3GPP IMS mobility management uses the same definitions between CSCF and HSS. This document defines how the defined messages are used with the bootstrapping and GAA application procedures (e.g. subscriber certificates) and the application logic that is needed in GAA network elements (BSF, HSS, and NAF).



2.2.2.306	TS 29.116



Representational state transfer over xMB reference point between content provider and BM-SC



This document describes the REST-based protocol for the xMB reference point between the Content Provider and the BM-SC. The xMB reference point and related stage 2 protocol procedures are defined in 3GPP TS 23.246 and in 3GPP TS 26.346.



2.2.2.307259	TS 29.118



Mobility Management Entity (MME) – Visitor Location Register (VLR) SGs interface specification



CS Fallback in the Evolved Packet System (EPS) enables the provisioning of CS-domain services (e.g. voice call, Location Services (LCS) or supplementary services) by reuse of CS infrastructure when the UE is served by E-UTRAN. Additionally, SMS delivery via the CS core network is realized without CS fallback. This document specifies the procedures and the SGs Application Part (SGsAP) messages used on the SGs interface between the Mobility Management Entity (MME) in the EPS and the Visitor Location Register (VLR), to allow location management coordination and to relay certain messages related to GSM circuit switched services over the EPS system. This document also specifies the use of Stream Control Transmission Protocol (SCTP) for the transport of SGsAP messages.



2.2.2.308260		TS 29.119



GPRS Tunnelling Protocol (GTP) specification for Gateway Location Register (GLR) 



This document describes the signalling requirements and procedures used at network elements related to the GLR for GTP within the 3GPP system at the application level.



This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.060.



2.2.2.309261		TS 29.120



Mobile Application Part (MAP) specification for Gateway Location Register (GLR) 



This document describes the signalling requirements and procedures used at network elements related to the GLR for MAP within the 3GPP system at the application level.



This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.002.



2.2.2.310262		TS 29.128



Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) interfaces for interworking with packet data networks and applications 



This document describes the Diameter-based interfaces between the SCEF/IWK-SCEF and other network entities such as MME/SGSN for the Architecture enhancements to facilitate communications with packet data networks and applications.



In particular, this document specifies the T6a interface between the MME and the SCEF, the T6ai interface between the MME and the IWK-SCEF, the T6b interface between the SGSN and the SCEF, the T6bi interface between the SGSN and the SCEF and the T7 interface between the SCEF and the IWK-SCEF. The procedures over those interfaces are defined in 3GPP TS 23.682.



2.2.2.311263		TS 29.139



3GPP system - fixed broadband access network interworking; Home (e)Node B - security gateway interface 



This document specifies the H(e)NB – SeGW interface. The interface is used for the interworking between a 3GPP system and a Fixed Broadband Access network defined by Broadband Forum. The interworking procedure provides the IP connectivity to a 3GPP UE using a H(e)NB connected to a Fixed Broadband Access network as specified in 3GPP TS 23.139.



The specification covers the QoS aspects and Tunnel management procedures.



2.2.2.312264		TS 29.153



Service capability exposure functionality over Ns reference point 



[bookmark: OLE_LINK39]This document defines the protocol for Ns reference point between the Service Capability Exposure Function (SCEF) and RAN Congestion Awareness Function (RCAF).



The Ns reference point and related stage 2 procedures are defined in 3GPP TS 23.682.



2.2.2.313265		TS 29.154



Service capability exposure functionality over Nt reference point 



This document defines the protocol for Nt reference point. The functional requirements and the stage 2 specifications of the Nt reference point are contained in 3GPP TS 23.203. The Nt reference point lies between Service Capability Exposure Function (SCEF) and Policy and Charging Rules Function (PCRF).



2.2.2.314266		TS 29.155



Traffic steering control; Representational State Transfer (REST) over St reference point 



This document describes the Representational State Transfer (REST) protocol-based St reference point, which is used to provision the traffic steering control information to the TSSF from the PCRF.



2.2.2.315	TS 29.161



Interworking between the Public Land Mobile Network (PLMN) supporting packet based services with Wireless Local Area Network (WLAN) access and Packet data Networks (PDN)



This document defines the requirements for Packet Domain interworking between a PLMN with WLAN access and PDN; and the requirements for Packet Domain interworking between PLMN with WLAN access and PLMN. This document also defines the usage of Radius at the Pp Reference Point between the Packet Data Gateway and the Presence Network Agent.



2.2.2.316267	TS 29.162



Interworking between the IM CN subsystem and IP networks



The IM CN subsystem interworks with the external IP networks through the Mb reference point. This document details the interworking between the IM CN subsystem and external IP networks for IM service support. It addresses the issues of control plane interworking and, user plane interworking for specific interworking use cases.



2.2.2.317268	TS 29.163



Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks



This document specifies the principles of interworking between the 3GPP IM CN subsystem and BICC/ISUP based legacy CS networks, in order to support IM basic voice, data and multimedia calls. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS networks through the network functions, which include the MGCF and IMMGW. For the specification of control plane interworking, areas such as the interworking between SIP and BICC or ISUP are detailed in terms of the processes and protocol mappings required for the support of both IM originated and terminated voice and multimedia calls. Other areas addressed encompass the transport protocol and signalling issues for negotiation and mapping of bearer capabilities and QoS information.



2.2.2.318269	TS 29.164



Interworking between the 3GPP CS domain with BICC or ISUP as signalling protocol and external SIP-I networks



This specification defines interworking procedures between a 3GPP CS domain which applies either BICC or ISUP as signalling protocol, and external networks that use SIP-I as signalling protocol. The document also describes the related interworking architecture. This specification also defines stage 2 procedures for the control of the MGW.



2.2.2.319270	TS 29.165



Inter-IMS Network to Network Interface (NNI)



The objective of this document is to address the Inter-IMS Network to Network Interface (II-NNI) consisting of Ici and Izi reference points between IMS networks in order to support end-to-end service interoperability. This document will address the issues related to control plane signalling (3GPP usage of SIP and SDP protocols, required SIP headers) as well as other interconnecting aspects like security, numbering/naming/addressing and user plane issues as transport protocol, media and codecs actually covered in a widespread set of 3GPP specifications. A profiling of the Inter-IMS Network to Network Interface (II-NNI) is also provided.



2.2.2.320271	TS 29.168



Cell Broadcast Centre interfaces with the Evolved Packet Core; Stage 3



This document specifies the procedures and the SBc Application Part (SBc-AP) messages used on the SBc-AP interface between the Mobility Management Entity (MME) and the Cell Broadcast Centre (CBC). This document supports the following functions. Warning Message Transmission function in the EPS.



2.2.2.321272	TS 29.171



Location Services (LCS); LCS Application Protocol (LCS-AP) between the Mobile Management Entity (MME) and Evolved Serving Mobile Location Centre (E-SMLC); SLs interface



This document specifies the procedures and information coding for LCS Application Protocol (LCS-AP) that is needed to support the location services in E-UTRAN. The LCS-AP message set is applicable to the SLs interface between the E-SMLC and the MME. LCS-AP is developed in accordance to the general principles stated in 3GPP TS 23.271.



2.2.2.32273	TS 29.172



Location Services (LCS); Evolved Packet Core (EPC) LCS Protocol (ELP) between the Gateway Mobile Location Centre (GMLC) and the Mobile Management Entity (MME); SLg interface



This document specifies the procedures and information coding for the EPC LCS Protocol (ELP) that is needed to support the location services in E-UTRAN. The ELP message set is applicable to the SLg interface between the MME and the GMLC. ELP is developed in accordance to the general principles stated in 3GPP TS 23.271.



2.2.2.323274	TS 29.173



Location Services (LCS); Diameter-based SLh interface for Control Plane LCS



This document describes the Diameter-based SLh interface between the GMLC and the HSS defined for the Control Plane LCS in EPC.



2.2.2.324275	TS 29.201



Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC)



This document describes the Representational State Transfer (REST) reference point, which is used to exchange application level session information between the Protocol Converter (PC) and the Application Function (AF). REST shall be used as an architectural style as appropriate.



2.2.2.325276	TS 29.202



Signalling system No. 7 (SS7) signalling transport in core network; Stage 3



This document defines the possible protocol architectures for transport of SS7 signalling protocols in Core Network.



2.2.2.326277	TS 29.204



Signalling System No. 7 (SS7) security gateway; Architecture, functional description and protocol details



This specification provides functional description of the SS7 Security Gateway. The document covers also network architecture, routing considerations, and protocol details. 



2.2.2.3278	TS 29.205



Application of Q.1900 series to bearer-independent Circuit Switched (CS) core network architecture; Stage 3



This document describes the protocols to be used when ITUT Q.1902 “Bearer Independent Call Control” is used as call control protocol in a 3GPP Bearer Independent CS core network 3GPP TS 23.205. The Q.1902 operates between (G)MSC servers. The BICC architecture as described in ITUT Q.1902 consists of a number of protocols. The following types of protocols are described: call control protocol, bearer control protocols and a resource control protocol for this architecture. The architecture complies with the requirements imposed by 3GPP TS 23.205 and TS 23.153.



2.2.2.328279	TS 29.212



Policy and charging control (PCC); Reference points



This document provides the protocol specification related to the Gx, Gxx and Sd reference points.



2.2.2.329280	TS 29.213



Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping



This specification adds detailed flows of Policy and Charging Control over the Rx and Gx reference points and their relationship with the bearer level signalling flows over the Gn interface. This specification also describes the binding and the mapping of QoS parameters among SDP, UMTS QoS parameters, and QoS authorization parameters.



2.2.2.330281	TS 29.214



Policy and charging control over Rx reference point



This specification provides the stage 3 specification of the Rx reference point that lies between the application function and the policy and charging rule function.



2.2.2.331282	TS 29.215



Policy and Charging Control (PCC) over S9 reference point; Stage 3



This document provides the stage 3 specification of the S9 reference point for this release. The functional requirements of stage 2 specification for the S9 reference point are contained in 3GPP TS 23.203. The S9 reference point lies between the PCRF in the home PLMN (also known as HPCRF) and the PCRF in the visited PLMN (also known as V-PCRF). Whenever it is possible this document specifies the requirements for the protocols by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible extensions to Diameter are defined within this document.



2.2.2.33283		TS 29.217



Policy and Charging Control (PCC); Congestion reporting over Np reference point 



This document provides the stage 3 specification of the Np reference point. The functional requirements and the stage 2 specifications of the Np reference point are contained in 3GPP TS 23.203. The Np reference point lies between the RAN Congestion Awareness Function (RCAF) and the Policy and Charging Rules Function (PCRF) for the non-roaming case, between the RCAF and the H-PCRF for the home-routed scenario and between the RCAF and the V-PCRF for the visited access scenario.



2.2.2.333284	TS 29.219



Policy and charging control: Spending limit reporting over Sy reference point



This document provides the protocol specification related to the Sy reference point. The Sy reference point lies between the Policy and Charging Rule Function (PCRF) and the Online Charging System (OCS). It enables transfer of policy counter status information relating to subscriber spending from OCS to PCRF.



2.2.2.334285	TS 29.228



IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents



This 3GPP technical specification (TS) specifies the interactions between the HSS (Home Subscriber Server) and the CSCF (Call Session Control Functions), referred to as the Cx interface, and the interactions between the CSCF and the SLF (Server Locator Function), referred to as the Dx interface.



2.2.2.335286	TS 29.229



Cx and Dx interfaces based on the Diameter protocol; Protocol details



This specification defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter.



2.2.2.336287	TS 29.230



Diameter applications; 3GPP specific codes and identifiers



This document lists the 3GPP specific Diameter protocol codes, including the AVP codes and Experimental result codes. This document lists also the application identifiers assigned to 3GPP specific Diameter applications by IANA and the Diameter command code range which is assigned to 3GPP by IANA.



2.2.2.337288	TS 29.231



Application of SIP-I Protocols to Circuit Switched (CS) core network architecture; Stage 3



This specification describes the protocols to be used when SIP-I is optionally used as call control protocol in a 3GPP CS core network on Nc interface. The SIP-I protocol operates between (G)MSC servers. The SIP-I architecture consists of a number of protocols. The following types of protocols are described: call control protocol, resource control protocols and user plane protocol for this architecture. 



2.2.2.338289	TS 29.232



Media Gateway Controller (MGC) – Media Gateway (MGW) interface; Stage 3



This document describes the protocol to be used on the Media Gateway Controller (MGC) – Media Gateway (MGW) interface. The Media Gateway Controllers covered in this specification are the MSC server and the GMSC server. The basis for this interface profile is the H.248.1 protocol as specified in ITU-T.



2.2.2.339290	TS 29.235



Interworking between SIP-I based circuit-switched core network and other networks



This specification defines the interworking between SIP-I based circuit-switched core network with out-of-band transcoder control related procedures and:



–	an external SIP-I based signalling network;



–	an ISUP based network such as an ISUP based 3GPP CS Domain or an PSTN;



–	an BICC based network such as an BICC based 3GPP CS Domain;



–	an Internet Multimedia Subsystem.



2.2.2.340291	TS 29.238



Interconnection Border Control Functions (IBCF) – Transition Gateway (TrGW) interface; Ix interface; Stage 3



This document describes the protocol to be used on the Interconnection Border Control Function (IBCF) – Transition Gateway (TrGW) interface and the CS-IBCF – CS-TrGW interface. The basis for this protocol is the H.248 protocol as specified in ITU-T.



2.2.2.341	TS 29.244



Interface between the Control plane Plane and the User Plane of EPC Nodes



This document specifies the Packet Forwarding Control Protocol (PFCP) used on the interface between the control plane and the user plane function in a split SGW, PGW and TDF architecture in EPC. 



The architecture reference model and stage 2 information are specified in 3GPP TS 23.214.



PFCP shall be used over the Sxa, Sxb, Sxc and the combined Sxa/Sxb reference points.



PFCP shall also be used over the Sxa' and Sxb' reference points specified in 3GPP TS 33.107. In the rest of this specification, no difference is made between Sxa and Sxa', or between Sxb and Sxb'. The Sxa' and Sxb' reference points reuse the protocol specified for the Sxa and Sxb reference points, but comply in addition with the security requirements specified in clause 8 of 3GPP 33.107. 



2.2.2.342	TS 29.250



Nu reference point between SCEF and PFDF for sponsored data connectivity



This document provides the stage 3 specification of the Nu reference point. The functional requirements and the stage 2 specifications of the Nu reference point are specified in 3GPP TS 23.682. The Nu reference point lies between the Packet Flow Description Function (PFDF) and the Service Capability Exposure Function (SCEF). 



2.2.2.343	TS 29.251



Gw and Gwn reference point for sponsored data connectivity



This document provides the stage 3 specification of the Gw and Gwn reference points. The functional requirements and the stage 2 specifications of the Gw and Gwn reference points are specified in 3GPP TS 23.203. The Gw reference point lies between the Packet Flow Description Function (PFDF) and the Policy and Charging Enforcement Function (PCEF). The Gwn reference point lies between the Packet Flow Description Function (PFDF) and the Traffic Detection Function (TDF).



2.2.2.344292	TS 29.272



Evolved Packet System (EPS); Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol



This document describes the Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related diameter-based interfaces towards the Home Subscriber Server (HSS), and the MME and the SGSN related diameter-based interface towards the Equipment Identity Register (EIR).



2.2.2.345293	TS 29.273



Evolved Packet System (EPS); 3GPP EPS AAA interfaces



This document defines the stage-3 protocol description for several reference points for the non3GPP access in EPS.



2.2.2.346294	TS 29.274



3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3



This document specifies the stage 3 of the control plane of the GPRS Tunnelling Protocol, Version 2 for Evolved Packet System interfaces (GTPv2-C). In this document, unless otherwise specified the S5 interface refers always to “GTP-based S5” and S8 interface refers always to “GTPbased S8” interface. 



2.2.2.347295	TS 29.275



Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunnelling protocols; Stage 3



This document specifies the stage 3 of the PMIPv6 Based Mobility and Tunnelling Protocols used over the PMIP-based S2a, S2b, S5, and S8 reference points defined in 3GPP TS 23.402, and are thus applicable to the Serving GW, PDN Gateway, ePDG, and Trusted Non-3GPP Access. Protocols specifications are compliant with relevant IETF RFCs. In this specification PMIP refers to PMIPv6 as defined in IETF RFC5213.



2.2.2.348296	TS 29.276



3GPP Evolved Packet System (EPS); Optimized handover procedures and protocols between E-UTRAN access and cdma2000 HRPD Access; Stage 3



This document specifies the stage 3 of the Evolved Packet System S101 interface between the MME and the HRPD Access Network. The S101 interface supports procedures for Pre-Registration, Session Maintenance and Active handoffs between E-UTRAN and HRPD networks.



2.2.2.349297		TS 29.277



Optimised handover procedures and protocol between EUTRAN access and non-3GPP accesses (S102); Stage 3



This document specifies the stage 3 of the Evolved Packet System S102 interface between the MME and the 1x CS IWS to relay the 1xCS signalling messages documented in 3GPP TS 23.216 and 3GPP TS 23.272. 1x CS signalling messages are those messages that are defined for A21 interface as described in 3GPP2 A.S0008-D and 3GPP2 A.S0009-D. The S102 interface messages shall be based on A21 messages.



The S102 interface is used to support UEs that do not transmit and receive on both the LTE and 1x radio interfaces simultaneously. S102 protocol aspects for SRVCC from E-UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non-voice component and protocol aspects for SRVCC from 3GPP2 1xCS to E-UTRAN direction is not specified in this release.



The S102 interface is also used to support CS fallback to 1xRTT procedures from E-UTRAN access to CDMA 1x RTT CS domain and to support SMS over S102 with the CDMA 1xRTT CS domain through support of registration over EPS procedures as specified in 3GPP TS 23.272.



2.2.2.350298	TS 29.278



Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification for IP Multimedia Subsystems (IMS)



This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic for IP Multimedia CN subsystems. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140‑1. Descriptions and definitions provided by ETSI EN 301 140‑1 are directly referenced by this standard in case no additions or clarifications are needed for the use in the CAP.



2.2.2.351299		TS 29.279



Mobile IPv4 (MIPv4) based mobility protocols; Stage 3 



This document specifies the stage 3 of the MIPv4 Based Mobility Protocol used over the S2a reference point defined in 3GPP TS 23.402, and is thus applicable to the PDN Gateway and Trusted Non-3GPP Access. Protocol specification is compliant with relevant IETF RFCs.



2.2.2.35200	TS 29.280



Evolved Packet System (EPS); 3GPP Sv interface (MME to MSC, and SGSN to MSC) for SRVCC



This document describes the Sv interface between the Mobility Management Entity (MME) or Serving GPRS Support Node (SGSN) and 3GPP MSC server enhanced for SRVCC. Sv interface is used to support Inter-RAT handover from VoIP/IMS over EPS to CS domain over 3GPP UTRAN/GERAN access or from UTRAN (HSPA) to 3GPP UTRAN/GERAN access.



2.2.2.35301	TS 29.281



General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)



This document defines the user plane of GTP used on:



–	the Gn and Gp interfaces of the General Packet Radio Service (GPRS);



–	the Iu, Gn and Gp interfaces of the UMTS system;



–	the S1-U, X2, S4, S5, S8 and S12 interfaces of the Evolved Packet System (EPS).



2.2.2.35402	TS 29.282



Mobile IPv6 vendor specific option format and usage within 3GPP



This document specifies the format and usage of the Mobile IPv6 Vendor Specific Option within the Third Generation Partnership Project.



2.2.2.35503		TS 29.283



Diameter data management applications



The common functional architecture for support of Mission Critical (MC) services is specified in 3GPP TS 23.280.



The functional architecture for support of Mission Critical Push To Talk (MCPTT) services is specified in 3GPP TS 23.379.



The functional architecture for support of Mission Critical Video (MCVideo) services is specified in 3GPP TS 23.281.



The functional architecture for support of Mission Critical Data (MCData) services is specified in 3GPP TS 23.282.



This 3GPP Technical Specification (TS) specifies:



1	The interactions between the MCPTT User Database and the MCPTT Server. This interface is referred to as the MCPTT-2 reference point. 



1.	The interactions between the MC Service User Database and the MC Service Server:



-	This interface between the MCPTT User Database and the MCPTT Server is referred to as the MCPTT-2 reference point, as specified in 3GPP TS 23.379.



-	This interface between the MCVideo User Database and the MCVideo Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.281.



-	This interface between the MCData User Database and the MCData Server is referred to as the MCData-2 reference point, as specified in 3GPP TS 23.282.



-	This interface between the MCData User Database and the MCData Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.282.



2	The interactions between the MC Service User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.The interactions between the MCPTT User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.



The functional architecture for support of mission critical communication services is specified in 3GPP TS 23.179.



2.2.2.35604	TS 29.292



Interworking between the IP Multimedia (IM) Core Network (CN) subsystem (IMS) and MSC Server for IMS Centralized Services (ICS)



IMS Centralized Services (ICS) enable the delivery of IM CN subsystem based multimedia telephony and supplementary services as defined in 3GPP TS 24.173 to users regardless of the attached access network type; e.g. CS domain access or IP-CAN. 



This document specifies the principles of interworking between the IM CN subsystem and CS domain in order to enable ICS for UEs using CS domain access. This document addresses the area of registration procedures interworking between the CS domain and IM CN subsystem. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS domain through an MSC Server enhanced for ICS and CS-MGW respectively. This includes the signalling procedures between the MSC Server and CS-MGW. For the specification of control plane interworking, present document defines the protocol interworking between the 3GPP profile of SIP as described in 3GPP TS 24.229 and NAS signalling as described in 3GPP TS 24.008 required for the support of IM CN subsystem based multimedia telephony and supplementary services.



2.2.2.35705	TS 29.303



Domain Name System Procedures; Stage 3



This document describes Domain Name System (DNS) Procedures for the Evolved Packet System. This document covers the Evolved Packet Core gateway node selection using DNS (e.g. SGW and PGW nodes) excluding all User Equipment (UE) initiated DNS-based discovery and selection procedures.



2.2.2.35806	TS 29.305



InterWorking Function (IWF) between MAP based and Diameter based interfaces



This document is to specify the InterWorking Functions (IWF):



–	between MAP-based Gr, Gf interfaces and Diameter-based S6a, S6d, S13, S13a interfaces;



–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;



–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;



–	between MAP-based C for SMS interface and Diameter-based S6c interface;



–	between MAP-based E for SMS interface and Diameter-based SGd interface.



2.2.2.35907	TS 29.311



Service level interworking for messaging services



This document specifies the protocol details of service level interworking between Instant Message as specified in OMA-TS-SIMPLE_IM using the 3GPP IP Multimedia CN subsystem and the Short Message Service over both legacy CS/PS network as specified in the 3GPP TS 23.040 and a generic IP Connectivity Access Network (IP-CAN) as specified in the 3GPP TS 24.341. These include:



–	procedures to implement service level interworking between IM and SM;



–	procedures to implement service level interworking between CPM and SM;



–	enhancement of the IP-SM-GW as an Application Server to support service selection, authorization and mapping between IM and SM protocols;



–	interaction between service level interworking and transport layer interworking.



2.2.2.3608	TS 29.328



IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents



This 3GPP technical specification (TS) specifies: The interactions between the HSS (Home Subscriber Server) and the SIP AS (Application Server) and between the HSS and the OSA SCS (Service Capability Server). This interface is referred to as the Sh reference point. The interactions between the SIP AS and the SLF (Subscription Locator Function) and between the OSA SCS and the SLF. This interface is referred to as the Dh reference point.



2.2.2.36109	TS 29.329



Sh interface based on the Diameter protocol; Protocol details



This document defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter. This document is applicable to:



–	The Sh interface between an AS and the HSS.



–	The Sh interface between an SCS and the HSS.



Whenever it is possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible, extensions to Diameter are defined within this document.



2.2.2.36210	TS 29.333



Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Stage 3



This document describes the protocol to be used on the Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) interface (Mp interface). The IMS architecture is described in 3GPP TS 23.228, the functional requirements are described in 3G TS 23.333. This specification defines a profile of the Gateway Control Protocol (H.248.1), for controlling Multimedia Resource Function Processor supporting in-band user interaction, conferencing and transcoding for multimedia-services. This document is valid for a 3rd generation PLMN (UMTS) complying with Release 7 and later. 



2.2.2.36311	TS 29.334



IMS Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW); Iq Interface; Stage 3



This document describes the protocol to be used on the IMS Application Level Gateway (ALG) – IMS Access Gateway (IMS-AGW) interface. The basis for this protocol is the H.248 protocol as specified in ITUT. The IMS architecture is described in 3GPP TS 23.228.



2.2.2.36412	TS 29.335



User Data Convergence (UDC); User data repository access protocol over the Ud interface; Stage 3



This document describes the stage 3 user data repository access protocol over Ud interface. 



2.2.2.36513	TS 29.336



Home Subscriber Server (HSS) diameter interfaces for interworking with packet data networks and applications



This document describes the Diameter-based interfaces between the HSS and other network elements involved in the architecture for interworking with packet data networks and applications, such as Machine-Type Communications (MTC).



In particular, this document specifies the S6m interface between the Home Subscriber Server (HSS) and the MTC Interworking Function (MTC-IWF) and the S6n interface between the HSS and the MTC-AAA. The procedures over those interfaces are defined in 3GPP TS 23.682.



2.2.2.36614	TS 29.337



Diameter-based T4 Interface for communications with packet data networks and applications



This document describes the Diameter based interface between the Machine Type Communications-InterWorking Function (MTC-IWF) and the Short Message Service-Service Centre (SMS-SC) for communications with packet data networks and applications.



This specification defines the Diameter application for the T4 reference point between the MTCIWF and the SMS-SC. The interactions between the MTC-IWF and the SMS-SC are specified.



The stage 2 description for communications with packet data networks and applications (architecture and functionality) is specified in the 3GPP TS 23.682.



2.2.2.36715	TS 29.338



Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)



This document defines the Diameter-based interfaces specific to SMS when they are used in conjunction with the “SMS in MME” architecture specified in 3GPP TS 23.272. It comprises:



–	the Diameter application for the S6c interface between the HSS and the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router;



–	the Diameter application for the SGd interface between the MME and the SMS-IWMSC or the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router.



2.2.2.36816	TS 29.343



Proximity-services (ProSe) function to ProSe application server aspects (PC2); Stage 3



This document provides the stage 3 specification of the PC2 reference point. The functional requirements and the stage 2 procedures of the PC2 reference point are contained in 3GPP TS 23.303. The PC2 reference point lies between the ProSe Function and ProSe Application Server.



2.2.2.36917	TS 29.344



Proximity-services (ProSe) function to Home Subscriber Server (HSS) aspects; Stage 3



This document describes the Diameter-based PC4a interface between the Proximity Services (ProSe) Function and the Home Subscriber Server (HSS) defined for ProSe services.



This specification defines the Diameter application for PC4a reference point between the ProSe Function and the HSS.The interactions between the ProSe Function and the HSS are specified.



The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.



2.2.2.37018	TS 29.345



Inter-Proximity-services (Prose) function signalling aspects; Stage 3



This document describes the Diameter-based interfaces between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a local PLMN (PC6 interface) or between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a visited PLMN (PC7 interface).



This specification defines the Diameter application for PC6/PC7 reference points between the ProSe Functions. The interactions between the ProSe Functions are specified.



The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.



2.2.2.3719	TS 29.364



IP Multimedia Subsystem (IMS) Application Server (AS) service data descriptions for AS interoperability



This specification standardizes the structure and the coding of the service data that are transported over the Sh interface between an Application Server supporting Multimedia Telephony supplementary services as defined in 3GPP TS 22.173 and the HSS. Two optional formats are specified. One is based on a binary coding of the service data and supports the subset of MMTEL services corresponding to PSTN/ISDN and CS supplementary services. The other uses an XML format and supports the full set of MMTEL services.



2.2.2.3720	TS 29.368



Tsp interface protocol between the MTC Interworking Function (MTC-IWF) and Service Capability Server (SCS)



This document provides the protocol specification related to the Tsp reference point which is part of the architecture for Machine Type Communication. The Tsp reference point lies between the Service Capability Server (SCS) and the Machine Type Communication Inter Working Function (MTC-IWF).



2.2.2.373	TS 29.388



V2X Control Function to Home Subscriber Server (HSS) aspects (V4); Stage 3



This document describes the Diameter-based V4 interface between the V2X Control Function and the Home Subscriber Server (HSS) defined for V2X services.



This specification defines the Diameter application for V4 reference point between the V2X Control Function and the HSS. The interactions between the V2X Control Function and the HSS are specified.



The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.



2.2.2.374	TS 29.389



Inter-V2X Control Function Signalling aspects (V6); Stage 3



This document describes the Diameter-based interfaces between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN (V6 interface).



This specification defines the Diameter application for V6 reference points between the V2X Control Functions. The interactions between the V2X Control Functions are specified.



The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.



2.2.2.37521		TS 29.405



Nq and Nq' Application Protocol (Nq-AP); Stage 3 



This document specifies the procedures and the Nq and Nq' Application Protocol (Nq-AP) messages used on the Nq/Nq' interfaces between the RAN Congestion Awareness Function (RCAF) and the Mobility Management Entity (MME) or the Serving GPRS Support Node (SGSN). The related stage 2 requirements are specified in 3GPP TS 23.401 and 3GPP TS 23.060.



2.2.2.37622	TS 29.468



Group Communication System Enablers for LTE (GCSE_LTE); MB2 reference point; Stage 3



This document defines the protocol for the MB2 reference point between the Group Communication Service Application Server (GCS AS) and the Broadcast-Multicast Service Centre (BM-SC).



The MB2 reference point and related stage 2 procedures are defined in 3GPP TS 23.468 as part of the Group Communication System Enablers for LTE. The stage 1 requirements for Group Communication System Enablers for LTE are specified in 3GPP TS 22.468.



2.2.2.37723	TS 29.658



SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification



This document specifies the protocol for the real-time transfer of Tariff Information between a Charge Determination Point (CDP) and a Charge Generation Point (CGP) by means of the Session Initiation Protocol (SIP). 



It identifies the protocol procedures and switching functions needed to support the transfer of tariff information related to IP multimedia services.



2.2.2.37824	TS 31.101



UICC-terminal interface; Physical and logical characteristics



This specification specifies the interface between the UICC and the Terminal for 3G and beyond telecom network operation. This includes the requirements for the physical characteristics of the UICC, the electrical interface between the UICC and the Terminal, the initial communication establishment and the transport protocols, the communication commands and the procedures and the application independent files and protocols.



2.2.2.37925	TS 31.102



Characteristics of the Universal Subscriber Identity Module (USIM) application



This specification defines the USIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (USIM) and ME.



2.2.2.38026	TS 31.103



Characteristics of the IP Multimedia Services Identity Module (ISIM) application



This specification defines the ISIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (ISIM) and ME.



2.2.2.38127	TS 31.104



Characteristics of the Hosting Party Subscription Identity Module (HPSIM) application



This document defines the Hosting Party Subscription Identity Module (HPSIM) application. This application resides on the UICC, an IC card specified in 3GPP TS 31.101. 



3GPP TS 31.104 applies to a H(e)NB supporting the HPSIM for H(e)NB Hosting Party authentication and specifies:



–	identification of the Hosting Party;



–	security mechanism, e.g. authentication based on EAP-AKA method.



2.2.2.3828	TS 31.111



Universal Subscriber Identity Module (USIM) Application Toolkit (USAT)



This specification defines the interface between the UICC and the Mobile Equipment (ME), and mandatory ME procedures, specifically for “USIM Application Toolkit”. USAT is a set of commands and procedures for use during the network operation phase of 3G and beyond, in addition to those defined in TS 31.101. 



2.2.2.38329	TS 31.115



Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications



This specification specifies the structure of the Secured Packets in implementations using Short Message Service and Cell Broadcast Service. It is applicable to the exchange of secured packets between an entity in a 3G and beyond or GSM PLMN and an entity in the (U)SIM.



2.2.2.38430	TS 31.116



Remote APDU Structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications



This specification defines the remote management of files and applets on the SIM/USIM.



2.2.2.38531	TS 31.130



(U)SIM Application Programming Interface (API); (U)SIM API for Java Card



This specification defines the (U)SIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of a (U)SAT application running together with a (U)SIM application and using GSM/3G and beyond network features.



2.2.2.38632	TS 31.133



IP Multimedia Services Identity Module (ISIM) Application Programming Interface (API); ISIM API for Java Card™



This specification defines the ISIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of an application running together with an ISIM application. This document includes information applicable to network operators, service providers, server, ISIM and database manufacturers.



2.2.2.38733	TS 31.220



Characteristics of the Contact Manager for 3GPP UICC applications



This specification defines the Contact Manager for 3GPP UICC applications based on OMA DS, also specifies the external interface between the Contact Manager Server in the UICC and the Contact Manager External Client in the ME.



2.2.2.38834	TS 31.221



Contact Manager Application Programming Interface (API); Contact Manager API for Java Card



This specification defines the Application Programming Interface for the Contact Manager for 3GPP UICC applications, as specified in TS 31.220. This API allows development of applications running together with a contact manager application.



2.2.2.38935	TS 32.101



Telecommunication management; Principles and high-level requirements 



This document establishes and defines the management principles and high-level requirements for the management of PLMNs. In particular, this document identifies the requirements for:



–	the upper level of a management system;



–	the reference model, showing the elements the management system interacts with;



–	the network operator processes needed to run, operate and maintain a network;



–	the functional architecture of the management system;



–	the principles to be applied to management interfaces.



The requirements identified in this document are directed to the further development of management specifications as well as the development of management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs.



2.2.2.39036	TS 32.102



Telecommunication management; Architecture



This document identifies and standardizes the most important and strategic contexts in the physical architecture for the management of PLMNs. It serves as a framework to help define a telecom management physical architecture for a planned PLMN and to adopt standards and provide products that are easy to integrate. The requirements identified in this document are applicable to all further development of 3GPP Telecom Management specifications as well as the development of PLMN Management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs, except TS 32.101.



2.2.2.39137	TS 32.103



Telecommunication management; Integration Reference Point (IRP) overview and usage guide



This document gives an overview about 3GPP’s management interface capabilities and related functionality. It provides high-level information about IRP Framework, available IRPs as well as their relationship with each other. This document is intended to be a guide into the world of 3GPP management specifications, enabling also non-subject matter experts to gain an understanding about 3GPP’s management solutions. 



It also provides IRP packaging suggestions, intended to guide service providers as well as equipment and solutions providers to identify and choose suitable standardized management interface capabilities.



2.2.2.39238	TS 32.150



Telecommunication management; Integration Reference Point (IRP) Concept and definitions



This document provides the overall concept for all Integration Reference Point (IRP) specifications. Relevant IRP overview and high-level definitions are already provided in 3GPP TS 32.101 and TS 32.102. IRP specifications are intended to be applicable to any management interface developed in 3GPP SA5.



2.2.2.3939		TS 32.253



Telecommunication management; Charging management; Control Plane (CP) data transfer domain charging



This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:



–	the content of the CDRs per domain / subsystem / service (offline charging);



–	the content of real-time charging messages per domain / subsystem / service (online charging);



–	the functionality of online and offline charging for those domains / subsystems / services;



–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).



The complete document structure for these TSs is defined in TS 32.240.



This document specifies the offline and online charging description for Control Plane (CP) data transfer domain, based on the functional stage 2 description in TS 23.682 for Non-IP Data Delivery (NIDD) using SCEF procedures. This charging description includes the offline and online charging architecture and scenarios specific to Control Plane (CP) data transfer domain, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the Control Plane (CP) data transfer domain. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:



–	The common 3GPP charging architecture is specified in TS 32.240.



–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.



–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.



–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.



–	The 3GPP Diameter application that is used for Control Plane (CP) data transfer domain offline and online charging is specified in TS 32.299.



Control Plane (CP) data transfer is also provided by Short Message Service (SMS), for which charging functionalities are not specified in this document. SMS charging functionality is defined for Circuit Switched domain in TS 32.250, for Packet Switched domain in TS 32.251 and for SMS Nodes in TS 32.274.



2.2.2.394	TS 32.276



Telecommunication management; Charging management; Voice Call Service (VCS) charging



This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs.



This document specifies the online charging description for Voice Call Service (VCS) charging from a Proxy Function, based on the functional description of the Voice Call Service charging in the EU Roaming Regulations III specifications.



The concept of voice call is interpreted as any CS call, whatever the teleservice used (speech, 3.1 kHz audio, Fax, or CS data) except CS video telephony calls (BS 37, 64 kbit/s unrestricted digital info mode). 



Voice over LTE is not included in this definition. This charging specification includes the online charging architecture and scenarios specific to VCS charging from a Proxy Function, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto VCS. It further specifies the charging events for online charging. 



2.2.2.395	TS 32.277



Telecommunication management; Charging management; Proximity-based Services (ProSe) charging



This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs 



This document specifies the offline and online charging description for the Proximity-based Services (ProSe), based on the stage 2 description of ProSe in TS 23.303. This charging description includes the offline and online charging architecture and scenarios specific to the ProSe, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the ProSe. It further specifies the structure and content of the CDRs for offline charging, and the charging events for online charging. 



2.2.2.39640		TS 32.278



Telecommunication management; Charging management; Monitoring event charging



This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:



–	the content of the CDRs per domain / subsystem / service (offline charging);



–	the content of real-time charging messages per domain / subsystem / service (online charging);



–	the functionality of online and offline charging for those domains / subsystems / services;



–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).



The complete document structure for these TSs is defined in TS 32.240.



This document specifies the Offline Charging description for Monitoring Events, based on the functional stage 2 description in TS 23.682. This charging description includes the offline charging architecture and scenarios specific to Monitoring Events, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the 3GPP Architecture for Service Capability Exposure. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:



–	The common 3GPP charging architecture is specified in TS 32.240.



–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.



–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.



–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.



–	The 3GPP Diameter application that is used for Monitoring Event offline charging is specified in TS 32.299.



The online charging functionality for Monitoring Events is outside the scope of 3GPP standardisation.



All references, abbreviations, definitions, descriptions, principles and requirements, used in this document, that are common across 3GPP TSs, are defined in the 3GPP Vocabulary, TR 21.905. Those that are common across charging management in GSM/UMTS/LTE domains, services or subsystems are provided in the umbrella document TS 32.240 and are copied into clause 3 of this document for ease of reading. Finally, those items that are specific to this document are defined exclusively in this document.



2.2.2.39741	TS 32.401 



Telecommunication management; Performance Management (PM); Concept and requirements



This document describes the requirements for the management of performance measurements and the collection of performance measurement result data across GSM, UMTS and LTE networks. It defines the administration of measurement schedules by the Network Element Manager (EM), the generation of measurement results in the Network Elements (NEs) and the transfer of these results to one or more Operations Systems, i.e. EM(s) and/or Network Manager(s) (NM(s)).



The basic Performance Management concept that this document is built upon is described in clause 4. 



The requirements of how an EM administers the performance measurements and how the results can be collected are defined in detail in clause 5. Measurements available for collection by NEs are described in the following specifications:



–	TS 52.402 for GSM systems;



–	TS 32.405, TS 32.406, TS 32.407 and TS 32.408 for UMTS and combined UMTS/GSM systems; 



–	TS 32.409 for IMS networks;



–	TS 32.425 for E-UTRAN.



–	TS 32.426 for EPC.



–	TS 32.452 for Home Node B (HNB) Subsystem (HNS).



–	TS 32.453 for Home enhanced Node B (HeNB) Subsystem (HeNS).



Effort has been made to ensure consistency in the definition of measurements between different NEs and generations. The performance measurement result is described in Performance Measurement File Format Definition (3GPP TS 32.432).



The following is beyond the scope of this document, and therefore this document does not describe:



–	the formal definition of the interface that the EM uses to administer performance measurements in the NEs;



–	the formal definition of the interface that the EM uses to collect measurement results from the NEs;



–	how the data, once accumulated and collected, could or should be processed, stored, or presented to an end user;



–	the information which may be obtained through the collection and processing of call or event related records which have been produced by the NEs primarily for the purpose of raising bills and other charges.



The management requirements have been derived from existing telecommunications operations experience. The management definitions were then derived from other standardisation work so as to minimise the re-invention factor. References are given as appropriate.



The objectives of this standardisation are:



–	to provide the descriptions for a standard set of measurements;



–	to produce a common description of the management technique for measurement administration and result accumulation; and



–	to define a method for the bulk transmission of measurement results across a management interface.



The definition of the standard measurements is intended to result in comparability of measurement result data produced in a multi-vendor wireless network, for those measurement types that can be standardised across all vendors' implementations.



As far as possible, existing standardisation in the area of Performance Management has been re-used and enhanced where particular requirements, peculiar to the mobile telephony environment, have been recognised.



This document considers all the above aspects of Performance Management for a GSM, UMTS or LTE network and its NEs defined in the core Technical Specifications. However, only those aspects which are specific to a GSM/UMTS/LTE system and particular to wireless network operation are included in this document.



2.2.2.39842	TS 32.409



Telecommunication management; Performance Management (PM); Performance measurements; IP Multimedia Subsystem (IMS)



This document describes the measurements of IMS.



3GPP TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of an IMS network. These may be measurement types defined within this document, measurements defined within other standards bodies, or vendor specific measurement types.



Only measurement types that are specific to IMS network are defined within this documents. I.e. vendor specific measurement types and measurements related to "external" technologies used in IMS network, such as ATM or IP, are not covered. Instead, these could be applied as described by the other, "external" standards bodies (e.g. ITU-T or IETF) or according to manufacturer's documentation.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



The structure of this document is as follows:



–	Header 1: Network Element (e.g. measurements related to CSCF);



–	Header 2: Measurement function (e.g. Registration related measurements);



–	Header 3: Measurements.



2.2.2.39943	TS 32.425 



Telecommunication management; Performance Management (PM); Performance measurements Evolved Universal Terrestrial Radio Access Network (E-UTRAN)



This document describes the measurements for E-UTRAN.



TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of an E-UTRAN. 



Only measurement types that are specific to E-UTRAN are defined within this documents. Vendor specific measurement types used in E-UTRAN are not covered. Instead, these could be applied according to manufacturer's documentation.



Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



The structure of this document is as follows:



–	Header 1: Network Element (e.g. measurements related to eNodeB);



–	Header 2: Measurement function (e.g. RRC connection setup related measurements);



–	Header 3: Measurements.



2.2.2.400344	TS 32.426 



Telecommunication management; Performance Management (PM); Performance measurements Evolved Packet Core (EPC) network



This document describes the measurements for EPC and combined EPC/UMTS/GSM.



TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of an EPC network and combined EPC/UMTS/GSM network. Only measurement types that are specific to EPC or combined EPC/UMTS/GSM networks are defined within this documents. 



Vendor specific measurement types used in EPC and combined EPC/UMTS/GSM networks are not covered. Instead, these could be applied according to manufacturer's documentation.



Measurements related to "external" technologies (such as IP) as described by "external" standards bodies (e.g. IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



The structure of this document is as follows:



–	Header 1: Network Element (e.g. MME related measurements);



–	Header 2: Measurement function;



–	Header 3: Measurements.



2.2.2.401345	TS 32.432 



Telecommunication management; Performance measurement: File format definition



This document describes the general semantics of performance measurement result and collection. It defines the report file format, report file conventions and the file transfer procedure. Clause 4 specifies the file format for the bulk transfer of performance measurement results to the NM, while clause 5 discusses the file transfer procedure utilised on that interface.



This document does not give the definition of any specific file format – such as XML and ASN.1, which will be given in Performance Measurement eXtensible Markup Language (XML) File Format Definition 3GPP TS 32.435 and Performance Measurement Abstract Syntax Notation 1 (ASN.1) File Format Definition 3GPP TS 32.436.



2.2.2.402346	TS 32.435 



Telecommunication management; Performance measurement; eXtensible Markup Language (XML) file format definition



This document describes the XML file format of performance measurement results whose semantics is defined in 3GPP TS 32.432.



2.2.2.40347	TS 32.436 



Telecommunication management; Performance measurement: Abstract Syntax Notation 1 (ASN.1) file format definition



This document defines the ASN.1 file format definition for performance measurement results collection whose semantics is defined in 3GPP TS 32.432.



2.2.2.404348	TS 32.453 



Telecommunication management; Performance Management (PM); Performance measurements Home enhanced Node B (HeNB) Subsystem (HeNS)



This document describes the measurements for Home enhanced Node B Subsystem (HeNS).



HeNS consists of a HeNB and optionally a HeNB GW. And, it is connected by means of the standard S1 interface to the EPC (Evolved Packet Core), more specifically to the MME (Mobility Management Entity) by means of the S1-MME interface and to the Serving Gateway (S-GW) by means of the S1-U interface



TS 32.401 describes Performance Management concepts and requirements.



This document is valid for all measurement types provided by an implementation of HeNS.



Only measurement types that are specific to HeNS are defined within this documents. Vendor specific measurement types used in HeNS are not covered. Instead, these could be applied according to manufacturer's documentation.



Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.



The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.



The structure of this document is as follows:



–	Header 1: Network Element (e.g. measurements related to HeNB and HeNB GW);



–	Header 2: Measurement function (e.g. HeNB registration measurements);



–	Header 3: Measurements.



2.2.2.405349	TS 32.501 



Telecommunication management; Self-configuration of network elements; Concepts and requirements



This document describes the concepts how self-configuration works and what IRP requirements need to be met to support this functionality. The document also captures if a requirement shall be met via the Itf-N interface or via other protocols. This version of the TS is restricted to self-configuration of eNBs. The requirements in this document are not imposed on HNBs.



2.2.2.406350	TS 32.508



Telecommunication management; Procedure flows for multi-vendor plug-and-play eNode B connection to the network



This document describes the procedure flows between network entities involved in the multi-vendor plug-and-play eNB connection to network. 



These procedures are based on requirements and use cases specified in 3GPP TS 32.501. The format of the data exchanged in these procedures is defined in 3GPP TS 32.509.



2.2.2.407351	TS 32.509



Telecommunication management; Data formats for multi-vendor plug and play eNode B connection to the network



This document describes the data formats used between network entities involved in the multi-vendor plug and play eNB connection to network. 



These data formats are based on requirements and use cases specified in 3GPP TS 32.501. The procedure flows where these data exchanged are defined in 3GPP TS 32.508.



2.2.2.408352	TS 32.602



Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); Information Service (IS)



This document defines a component of an Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate basic Configuration Management related information to one or several 'IRPManagers' (typically Network Managers). 



The function of this Basic CM IRP Information Service is to define an interface for the retrieval and modification of Configuration Management Information. 



This Basic CM IRP IS is aligned with ITU-T M.3700 in that ITU-T M.3700 is a subset of the Basic CM IRP IS in terms of the definitions of operations for the retrieval and modification of Configuration Management Information.



2.2.2.409353	TS 32.612



Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)



This document (Bulk Configuration Management IRP: Information Service) defines a number of Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate bulk Configuration Management related information to one or several 'IRPManagers' (typically Network Managers).



2.2.2.410354	TS 33.102



Security architecture



Provides a specification of all security mechanisms and protocols, except algorithms.



2.2.2.411355	TS 33.105



Cryptographic algorithm requirements



Defines requirements for standard cipher and integrity algorithm.



2.2.2.412356	TS 33.106



Lawful interception requirements



Defines all requirements for network based lawful interception.



2.2.2.413	TS 33.107



3G security; Lawful interception architecture and functions



This document describes the architecture and functional requirements within a Third Generation Mobile Communication System (3GMS) and the Evolved Packet System (EPS). The specification shows the service requirements from a Law Enforcement point of view only. The aim of this document is to define a 3GMS and EPS interception system that supports a number of regional interception regulations, but these regulations are not repeated here as they vary. Regional interception requirements shall be met in using specific (regional) mediation functions allowing only required information to be transported.



2.2.2.414	TS 33.108



3G security; Handover interface for Lawful Interception (LI)



This specification addresses the handover interfaces for Lawful Interception (LI) of Packet-Data Services, Circuit Switched Services, Multimedia Services within the UMTS network and Evolved Packet System (EPS). The handover interface in this context includes the delivery of Intercept Related Information (HI2) and Content of Communication (HI3) to the Law Enforcement Monitoring Facility.



2.2.2.415	TS 33.110



Key establishment between a Universal Integrated Circuit Card (UICC) and a terminal



This document describes the security features and mechanisms to provision a shared key between a UICC and a terminal that may host the UICC or be connected to the device hosting the UICC via a local interface. Candidate applications to use this key establishment mechanism include but are not restricted to secure channel between a UICC and a terminal. The scope of this specification includes an architecture overview and the detailed procedure how to establish the shared key between the UICC and the terminal.



2.2.2.416		TS 33.116



Security Assurance Specification (SCAS) for the MME network product class 



This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.



2.2.2.417		TS 33.117



Catalogue of general security assurance requirements



This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.



It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.



2.2.2.418	TS 33.141



Presence service; Security



This document is the Stage 2 specification for the security requirements, security architecture, security features and security mechanisms for the Presence Service, which includes the elements necessary to realize the requirements in TS 22.141 and TS 23.141. As far as SIP-based procedures are concerned, this specification refers to TS 33.203. The main content of this specification is the security for the Ut reference point, which is HTTP–based, as applied in presence services. The document includes information applicable to network operators, service providers and manufacturers.



2.2.2.419357		TS 33.179



Security of Mission Critical Push To Talk (MCPTT) over LTE 



This document specifies the security architecture, procedures and information flows needed to protect the mission critical push to talk (MCPTT) service. The architecture includes mechanisms for authentication, protection of MCPTT signalling and protection of MCPTT media. Security for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.



The functional architecture for MCPTT is defined in 3GPP TS 23.179, the corresponding service requirements are defined in 3GPP TS 22.179.



The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.



2.2.2.420	TS 33.180



Security of the mission critical service



This document specifies the security architecture, procedures and information flows needed to protect the mission critical service (MCX). The architecture includes mechanisms to protect the Common Functional Architecture and security mechanisms for mission critical applications. This includes Push-To-Talk (MCPTT), Video (MCVideo) and Data (MCData). Additionally, security mechanisms relating to on-network use, off-network use, roaming, migration, interconnection, interworking and multiple security domains are described. 



This specification complements the Common Functional Architecture defined in TS 23.280, the functional architecture for MCPTT defined in 3GPP TS 23.379, the functional architecture for MCVideo defined in 3GPP TS 23.281 and the functional architecture for MCData defined in 3GPP TS 23.282.



The MC service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.



2.2.2.421	TS 33.185



Security aspect for LTE support of Vehicle-to-Everything (V2X) services



This document specifies the security aspects of V2X features in LTE, including security architecture, security requirements on the network entities that are used to support V2X services, as well as the procedures and solutions which are provided to meet those requirements.



2.2.2.358	TS 33.303



Proximity-based Services (ProSe); Security aspects



This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:



–	Configuration of ProSe-enabled UEs;



–	Open ProSe Direct Discovery (in network coverage);



–	One-to-many communication for ProSe-enabled Public Safety UEs;



–	EPC-level ProSe Discovery;



–	EPC support for WLAN Direct Communication.



2.2.2.422359	TS 33.187



Security aspects of Machine-Type Communications (MTC) and other mobile data applications communications enhancements



This document specifies the security architecture enhancements (i.e. enhancements to the security features and the security mechanisms) to facilitate Machine-Type and other mobile data applications Communications enhancements (MTCe) as per the use cases and service requirements defined in 3GPP TS 22.368 and the architecture enhancements and procedures defined in 3GPP TS 23.682.



2.2.2.42360	TS 35.231



Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 1: Algorithm specification



This document and the other Technical Specifications in the series, TS 35.232 and 35.233 contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. All seven functions are operator-specifiable rather than being fully standardised and other algorithms could be envisaged.



2.2.2.424361	TS 35.232 



Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Implementers’ test data



This document and the other Technical Specifications in the series, TS 35.231 and TS 35.233, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. In particular, this document defines the test data: 



–	for the Keccak permutation used within Tuak,



–	for the authentication algorithms f1 and f1*,



–	for the algorithms f2, f3, f4, f5 and f5*.



2.2.2.425362	TS 35.233



Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 3: Design conformance test data



This document and the other Technical Specifications in the series, TS 35.231 and TS 35.232, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. 



This document provides sets of input/output test data for ‘black box’ testing of physical realizations of all algorithms, and in particular:



–	Test data for the Keccak permutation used within Tuak.



–	Test data for the MILENAGE authentication and key generation algorithms f1, f1*, f2, f3, f4, f5 and f5*.



2.2.2.426	TS 33.250



Security assurance specification for the PGW network product class



This document contains requirements and test cases that are specific to the PGW network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the PGW network product class.



2.2.2.427	TS 33.303



Proximity-based Services (ProSe); Security aspects



This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:



–	Configuration of ProSe-enabled UEs;



–	Open ProSe Direct Discovery (in network coverage);



–	One-to-many communication for ProSe-enabled Public Safety UEs;



–	EPC-level ProSe Discovery;



–	EPC support for WLAN Direct Communication.



2.2.2.363		TS 22179



Mission Critical Push to Talk (MCPTT) over LTE; Stage 1 



This document covers requirements for Mission Critical Push To Talk (MCPTT) service (represented by the term, MCPTT Service). The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways). The specifications contained within this document can also form the basis for a non-mission critical Push To Talk service (called a PTT service).



Note that further development of mission critical services beyond MCPTT (such as Mission Critical Video and Mission Critical Data) created an opportunity to re-use base functionality documented in the Stage 1 requirements for MCPTT. For example, the ability to communicate mission critical information to groups of users is a common need regardless of service type. Wherever originating MCPTT requirements were found to be in common with other mission critical services, those requirements were moved to a new Technical Specification (3GPP TS 22.280). Each requirement that was moved has been voided in this version of 3GPP TS 22.179, and an informative annex has been created at the end of this specification documenting the location of the originating 3GPP TS 22.179 requirement in 3GPP TS 22.280.



2.2.2.364		TS 26.223



Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction 



This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 



The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.



2.2.2.428365		TS 32.281



Telecommunication management; Charging management; Announcement service 



During any phase of a voice or video call, the Online Charging System (OCS) may need to deliver billing/charging in-session notifications to the end user via announcements as part of the rating, balance management and billing process. For example, the OCS may need to inform the user about usage states, threshold crossings, offer statuses, reason for call rejection, alerts about low balances, etc.



In Circuit Switched (CS) domain, online charging of a voice session is performed using Customised Applications for Mobile network Enhanced Logic (CAMEL) mechanisms. In order to deliver insession notifications or to interact with the end user, OCS can use CAMEL messages such as: Play Announcement, Prompt and Collect, Connect to Resource, Establish Temporary Connection. Such notifications can be delivered pre-, mid- or post-call. However, in IMS and MMTel charging defined in TS 32.260 and TS 32.275 as well as in Diameter Credit-Control Application (DCCA) defined in RFC 4006, announcement capabilities, available at the OCS level, are limited to redirection of a session to a given SIP URI at completion of the session. When redirected the session may be connected to a resource that delivers an announcement.



The Announcement service in this specification provides announcement capabilities for use in a Diameter based online charging session. The OCS is able to specify that a given announcement be played to a call party in order to deliver charging/billing related notifications.



2.2.2.366		TS 33.116



Security Assurance Specification (SCAS) for the MME network product class 



This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.



2.2.2.367		TS 33.117



Catalogue of general security assurance requirements



This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.



It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.







Annex 2

Specification of the WirelessMAN-Advanced radio interface technology



Background



IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:10] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [10: 	Global Core Specifications.] 




–	The GCS Proponent must be one of the RIT[footnoteRef:11]/SRIT[footnoteRef:12] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012 [11: 	Radio Interface Technology.]  [12: 	Set of Radio Interface Technologies.] 




–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.



It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.



The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.



This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.



This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.



This Annex 2 contains the detailed information developed by the ITU and “IEEE” (the GCS Proponent) and IEEE, ARIB, TTA, ITRI and WiMAX Forum (the Transposing Organizations). Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.



This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.



A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of Revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).



1	Overview of the radio interface technology



The WirelessMAN-Advanced radio interface specification is developed by IEEE. A complete endto-end system based on WirelessMAN-Advanced is called WiMAX 2, as developed by the WiMAX Forum.



1.1	Overview of physical layer



The following sections highlights selected physical layer (PHY) features.



1.1.1	Multiple access scheme



WirelessMAN-Advanced uses OFDMA as the multiple-access scheme in downlink (DL) and uplink (UL). It further supports both TDD and FDD duplex schemes including H-FDD operation of the mobile stations (MSs) in the FDD networks. The frame structure attributes and baseband processing are common for both duplex schemes. The OFDMA parameters are summarized in Table 2.1. WirelessMAN-Advanced also supports wider channel bandwidths, up to 160 MHz, with carrier aggregation. In Table 2.1, TTG and RTG denote transmit/receive and receive/transmit transition gaps, respectively.



TABLE 2.1



OFDMA parameters



				Nominal channel bandwidth (MHz)



				5



				7



				8.75



				10



				20







				Sampling factor



				28/25



				8/7



				8/7



				28/25



				28/25







				Sampling frequency (MHz)



				5.6



				8



				10



				11.2



				22.4







				FFT size



				512



				1 024



				1 024



				1 024



				2 048







				Subcarrier spacing (kHz)



				10.94



				7.81



				9.76



				10.94



				10.94







				Useful symbol time Tu (µs)



				91.429



				128



				102.4



				91.429



				91.429







				CP
Tg = 1/8 Tu



				Symbol time Ts (µs)



				102.857



				144



				115.2



				102.857



				102.857







				



				FDD



				Number of OFDM symbols per 5 ms frame



				48



				34



				43



				48



				48







				



				



				Idle time (µs)



				62.857



				104



				46.40



				62.857



				62.857







				



				TDD



				Number of OFDM symbols per 5 ms frame



				47



				33



				42



				47



				47







				



				



				TTG + RTG (µs)



				165.714



				248



				161.6



				165.714



				165.714











TABLE 2.1 (end)



				CP
Tg = 1/16 Tu



				Symbol time Ts (µs)



				97.143



				136



				108.8



				97.143



				97.143







				



				FDD



				Number of OFDM symbols per 5 ms frame



				51



				36



				45



				51



				51







				



				



				Idle time (µs)



				45.71



				104



				104



				45.71



				45.71







				



				TDD



				Number of OFDM symbols per 5 ms frame



				50



				35



				44



				50



				50







				



				



				TTG + RTG (µs)



				142.853



				240



				212.8



				142.853



				142.853







				CP
Tg = 1/4 Tu



				Symbol Time Ts (µs)



				114.286



				160



				128



				114.286



				114.286







				



				FDD



				Number of OFDM symbols per 5 ms frame



				43



				31



				39



				43



				43







				



				



				Idle time (µs)



				85.694



				40



				8



				85.694



				85.694







				



				TDD



				Number of OFDM symbols per 5 ms frame



				42



				30



				37



				42



				42







				



				



				TTG + RTG (µs)



				199.98



				200



				264



				199.98



				199.98















1.1.2	Frame structure



A superframe is a collection of consecutive equally-sized radio frames whose beginning is marked with a superframe header (SFH), which carries short-term and long-term system configuration information. 



In order to decrease the air-link access latency, the radio frames are further divided into a number of subframes where each subframe comprises of an integer number of OFDM symbols. The transmission time interval (TTI) is defined as the transmission latency over the air-link and is equal to a multiple of subframe length (default is one subframe). There are four types of subframes: 1) type-1 subframe, which consists of six OFDM symbols, 2) type-2 subframe, which consists of seven OFDM symbols, 3) type-3 subframe which consists of five OFDM symbols, and 4) type-4 subframe, which consists of nine OFDM symbols and can be used only in UL for channel bandwidth of 8.75 MHz when supporting legacy, i.e. OFDMA TDD WMAN, frames. 



The basic frame structure is shown in Fig. 2.1, where superframe length is 20 ms (comprised of four radio frames), radio frame size is 5 ms, and subframe length depends on channel bandwidth, length of cyclic prefix, and subframe type, i.e. type-1/2/3/4. The number of subframes per radio frame is predetermined to maximize the spectral efficiency for each frame configuration depending on channel bandwidth, length of cyclic prefix, subframe type, and duplex mode.



The concept of time zones applies to both TDD and FDD systems. These time zones are timedivision multiplexed across time domain in the DL to support both new and legacy MSs. For UL transmissions both time and frequency-division multiplexing approaches can be used to support legacy and new terminals. The non-backward compatible improvements and features are restricted to the new zones. All backward compatible features and functions are used in the legacy zones.



FIGURE 2.1



Basic frame structure











1.1.3	Physical structure and resource unit



The DL/UL subframes are divided into a number of frequency partitions, where each partition consists of a set of physical resource units (PRUs) over the available number of OFDM symbols in the subframe. Each frequency partition can include localized and/or distributed physical resource units. Frequency partitions can be used for different purposes such as fractional frequency reuse (FFR). The DL/UL resource partitioning and mapping is illustrated in Fig. 2.2. PRU is the basic physical unit for resource allocation that comprises 18 contiguous subcarriers by Nsym contiguous OFDM symbols where Nsym is 6, 7, 5 and 9 OFDM symbols for type-1, type-2, type-3 and type-4 subframes, respectively (type-4 is used only for UL). A logical resource unit (LRU) is the basic logical unit for distributed and localized resource allocations. LRU comprises of 18 × Nsym subcarriers.



FIGURE 2.2



Resource mapping process











1.1.4	Resource mapping



The resource mapping process is defined as follows as illustrated in Fig. 2.2, where Pi denotes the ith frequency partition.



The PRUs are first subdivided into sub-bands and mini-bands where a sub-band comprises four adjacent PRUs and a mini-band comprises one PRU. The sub-bands are suitable for frequency selective allocations as they provide a contiguous allocation of PRUs in frequency. The mini-bands are suitable for frequency diverse allocations and are permuted in frequency (outer permutation in Fig. 2.2).



After frequency partitioning, the partition between localized or contiguous resource units (CRUs) and distributed resource units (DRUs) is done on a sector specific basis. All sub-bands are categorized into CRU, while mini-bands are categorized into either CRU or DRU. CRUs are used to achieve frequency-selective scheduling gain. A CRU comprises a group of subcarriers which are contiguous across frequency. DRUs are used to achieve frequency diversity gain. A DRU contains a group of subcarriers which are spread across a frequency partition. The sizes of the CRU and DRU are equal to that of PRU.



To form CRUs and DRUs, the subcarriers over the OFDM symbols of a sub-frame are partitioned into guard and used subcarriers. The DC subcarrier is not used. The used subcarriers are divided into PRUs. Each PRU contains pilot and data subcarriers. The number of used pilot and data subcarriers depends on MIMO mode, rank and number of multiplexed MS, as well as the number of OFDM symbols within a sub-frame.



The subcarrier (tone-pair) permutation defined for DRU of a DL frequency partition spreads the subcarriers across all the distributed resource allocations within a frequency partition. After mapping all pilots, the remaining used subcarriers are paired into contiguous subcarrier-pairs (tonepairs), and then are permuted to define the distributed logical resource units (DLRUs). The DL subcarrier permutation is performed per OFDM symbol within a sub-frame. Each of the DRUs of an UL frequency partition is divided into 3 tiles of 6 adjacent subcarriers over Nsym symbols. The tiles are collectively permuted across all the distributed resource allocations within a frequency partition to define DLRUs. The contiguous logical resource unit (CLRU) are obtained from direct mapping of CRUs. CLRUs are categorized into sub-band-based LRUs, so-called sub-band logical resource unit (SLRU), and mini-band-based LRUs, so called mini-band logical resource unit (NLRU).



1.1.5	Modulation and coding



FIGURE 2.3



Coding and modulation procedures











Figure 2.3 shows the channel coding and modulation procedures. A cyclic redundancy check (CRC) is appended to a burst (i.e. a physical layer data unit) prior to partitioning. The 16-bit CRC is calculated over the entire bits in the burst. If the burst size including burst CRC exceeds the maximum FEC block size, the burst is partitioned into KFB FEC blocks, each of which is encoded separately. If a burst is partitioned into more than one forward error correction (FEC) blocks, a FEC block CRC is appended to each FEC block before the FEC encoding. The FEC block CRC of a FEC block is calculated based on the entire bits in that FEC block. Each partitioned FEC block including 16-bit FEC block CRC has the same length. The maximum FEC block size is 4800 bits. Concatenation rules are based on the number of information bits and do not depend on the structure of the resource allocation (number of logical resource units and their size). WirelessMAN-Advanced utilizes the convolutional turbo code (CTC) with code rate of 1/3. The CTC scheme is extended to support additional FEC block sizes. Furthermore, the FEC block sizes can be regularly increased with predetermined block size resolutions. The FEC block sizes which are multiple of seven are removed for the tail-biting encoding structure. The encoder block depicted in Fig. 2.3 includes the interleaver. 



Bit selection and repetition are used in WirelessMAN-Advanced to achieve rate matching. Bit selection adapts the number of coded-bits to the size of the resource allocation which may vary depending on the resource unit size and sub-frame type. The total subcarriers in the allocated resource unit are segmented to each FEC block. The total number of information and parity bits generated by FEC encoder are considered as the maximum size of circular buffer. Repetition is performed when the number of transmitted bits is larger than the number of selected bits. The selection of coded bits is done cyclically over the buffer. The mother-code bits, the total number of information and parity bits generated by FEC encoder, are considered as a maximum size of circular buffer. In case that the size of the circular buffer Nbuffer is smaller than the number of mother-code bits, the first Nbuffer bits of mother-code bits are considered as selected bits. 



Modulation constellations of QPSK, 16QAM, and 64QAM are supported. The mapping of bits to the constellation point depends on the constellation-rearrangement (CoRe) version used for HARQ retransmission as described and further depends on the MIMO scheme. The QAM symbols are mapped into the input of the MIMO encoder. The sizes include the addition of CRC (per burst and per FEC block), if applicable. Other sizes require padding to the next burst size. The code rate and modulation depend on the burst size and the resource allocation.



Incremental redundancy HARQ (HARQ-IR) is used in WirelessMAN-Advanced by determining the starting position of the bit selection for HARQ retransmissions. Chase combining HARQ (HARQCC) is also supported and considered as a special case of HARQ-IR. The 2-bit sub-packet identifier (SPID) is used to identify the starting position. The CoRe scheme can be expressed by a bit-level interleaver. 



The resource allocation and transmission formats in each retransmission in DL can be adapted with control signalling. The resource allocation in each retransmission in UL can be fixed or adaptive according to control signalling. In HARQ re-transmissions, the bits or symbols can be transmitted in a different order to exploit the frequency diversity of the channel. 



For HARQ retransmission, the mapping of bits or modulated symbols to spatial streams may be applied to exploit spatial diversity with given mapping pattern, depending on the type of HARQ-IR. In this case, the predefined set of mapping patterns should be known to the transmitter and receiver. In DL HARQ, the base station (BS) may transmit coded bits exceeding current available soft buffer capacity.



1.1.6	Pilot structure



Transmission of pilot subcarriers in DL is necessary to allow channel estimation, channel quality measurement (e.g. channel quality indicator, CQI), frequency offset estimation, etc. To optimize the system performance in different propagation environments, WirelessMAN-Advanced supports both common and dedicated pilot structures. The classification of pilots into common and dedicated is done based on their usage. The common pilots can be used in distributed allocation by all MSs. Dedicated pilots can be used with both localized and distributed allocations. They are associated with user specific pilot index. The dedicated pilots are associated with a specific resource allocation, are intended to be used by the MSs allocated to specific resource allocation, and therefore shall be precoded or beamformed in the same way as the data subcarriers of the resource allocation. The pilot structure is defined for up to eight streams and there is a unified design for common and dedicated pilots. There is equal pilot density per spatial stream; however, there is not necessarily equal pilot density per OFDM symbols.



FIGURE 2.4



Pilot structures for 1, 2, 4, and 8 streams for Type-1 sub-frame











For the sub-frame consisting of five OFDM symbols, the last OFDM symbol is deleted. For the subframe consisting of seven OFDM symbols, the first OFDM symbol is added as the 7th OFDM symbol. To overcome the effects of pilot interference among the neighbouring sectors or BSs, an interlaced pilot structure is utilized by cyclically shifting the base pilot pattern such that the pilots of neighbouring cells do not overlap.



The UL pilots are dedicated to localized and distributed resource units and are precoded using the same precoding as the data subcarriers of the resource allocation. The pilot structure is defined for up to four transmit streams for SU-MIMO and up to eight streams for CSM. When pilots are powerboosted, each data subcarrier should have the same transmission power across all OFDM symbols in a resource block.



The 18 × 6 UL resource blocks use the same pilot patterns as the DL counterpart. The pilot pattern for 6 × 6 tile structure is used for DLRU only in case the number of streams is one or two and it is also shown in Fig. 2.4.



1.1.7	Control channels



DL control channels carry essential information for system operation. Depending on the type of control signalling, information is transmitted over different time intervals (i.e. from superframe to sub-frame intervals). The system configuration parameters are transmitted at the superframe intervals, whereas control signalling related to user data allocations is transmitted at the frame/sub-frame intervals.



1.1.7.1	Downlink control channels



Superframe Header (SFH)



The superframe header (SFH) carries essential system parameters and configuration information. The content of SFH is divided into two segments; i.e. primary and secondary SFHs. The primary SFH is transmitted every superframe, whereas the secondary SFH is transmitted over one or more superframes. The primary and secondary SFHs are located in the first sub-frame within a superframe and are time-division-multiplexed with the advanced preamble. The SFH occupies no more than 5 MHz bandwidth. The primary SFH is transmitted using predetermined modulation and coding scheme. The secondary SFH is transmitted using predetermined modulation scheme while its repetition coding factor is signalled in the primary SFH. The primary and secondary SFHs are transmitted using two spatial streams and space-frequency block coding to improve coverage and reliability. The MS is not required to know the antenna configuration prior to decoding the primary SFH. The information transmitted in the secondary SFH is divided into different sub-packets. The secondary SFH sub-packet 1 (SP1) includes information needed for network re-entry. The secondary SFH sub-packet 2 (SP2) contains information for initial network entry. The secondary SFH sub-packet 3 (SP3) contains remaining system information for maintaining communication with the BS.



Advanced MAP (A-MAP)



The advanced MAP (A-MAP) consists of both user-specific and non-user-specific control information. Non-user-specific control information includes information that is not dedicated to a specific user or a specific group of users. It contains information required to decode user-specific control signalling. User specific control information consists of information intended for one or more users. It includes scheduling assignment, power control information, and HARQ feedback. Resources can be allocated persistently to the MSs. Group control information is used to allocate resources and/or configure resources to one or multiple MSs within a user group. Within a subframe, control and data channels are frequency-division-multiplexed. Both control and data channels are transmitted on logical resource units that span over all OFDM symbols within a subframe.



Each DL subframe contains a control region including both non-user-specific and user-specific control information. All A-MAPs share a time-frequency region known as A-MAP region. The control regions are located in every subframe. The corresponding UL allocations occurs L subframes later, where L is determined by A-MAP relevance. The coding rate is predetermined for non-user-specific information while it is indicated by SFH for user-specific control information.



An A-MAP allocation Information Element (IE) is defined as the basic element of unicast service control. A unicast control IE may be addressed to one user using a unicast identifier or to multiple users using a multicast/broadcast identifier. The identifier is masked with CRC in the A-MAP allocation IE. It may contain information related to resource allocation, HARQ, MIMO transmission mode, etc. Each A-MAP IE is coded separately.



Non-user-specific control information is encoded separately from the user-specific control information. In the DL subframes, frequency partition for reuse-1 and/or frequency partition for power-boosted reuse-3 may contain an A-MAP region. The A-MAP region occupies the first few DLRUs in a frequency partition. The structure of an A-MAP region is illustrated in Fig. 2.5. The resource occupied by each A-MAP physical channel may vary depending on the system configuration and scheduler operation. There are different types of A-MAPs as follows: 



–	Assignment A-MAP contains resource assignment information which is categorized into multiple types of resource assignment IEs (assignment A-MAP IE).



–	HARQ Feedback A-MAP contains HARQ ACK/NACK information for UL data transmission.



–	Power Control A-MAP includes fast power control command to MSs.



There are different assignment A-MAP IE types that distinguish between DL/UL, persistent/non-persistent, single user/group resource allocation, basic/extended IE scenarios.



FIGURE 2.5



A-MAP location and structure (example)











1.1.7.2	Uplink control channels



Fast Feedback Channel (FBCH)



The UL fast feedback channel (FBCH) carries CQI and MIMO feedback.



CQI feedback provides information about channel conditions as seen by the MS. This information is used by the BS for link adaptation, resource allocation, power control, etc. The channel quality measurement includes both narrowband and wideband measurements. The CQI feedback overhead can be reduced through differential feedback or other compression techniques. Examples of CQI include effective carrier to interference plus noise ratio (CINR), band selection, etc.



MIMO feedback provides wideband and/or narrowband spatial characteristics of the channel that are required for MIMO operation. The MIMO mode, preferred matrix index (PMI), rank adaptation information, channel covariance matrix elements, and best sub-band index are examples of MIMO feedback information.



There are two types of UL FBCHs: a) primary fast feedback channel (P-FBCH) and b) secondary fast feedback channel (S-FBCH).S-FBCH can be used to support CQI reporting at higher code rate and thus more CQI information bits. FBCH is frequency-division-multiplexed with other UL control and data channels.



FBCH starts at a predetermined location, with the size defined in a DL broadcast control message. Fast feedback allocations to an MS can be periodic and the allocations are configurable. The specific type of feedback information carried on each fast feedback opportunity can be different. The number of bits carried in the fast feedback channel can be adaptive. For efficient transmission of feedback channels, a mini-tile is defined comprising two subcarriers by six OFDM symbols. One LRU consists of nine mini-tiles and can be shared by multiple FBCHs.



HARQ feedback channel



HARQ feedback (ACK/NACK) is used to acknowledge DL data transmissions. The UL HARQ feedback channel starts at a predetermined offset with respect to the corresponding DL transmission. The HARQ feedback channel is frequency-division-multiplexed with other control and data channels. Orthogonal codes are used to multiplex multiple HARQ feedback channels. The HARQ feedback channel comprises three distributed mini-tiles.



Sounding channel



The sounding channel is used by an MS to transmit sounding reference signals to enable the BS to measure UL channel conditions. The sounding channel may occupy either specific UL sub-bands or the entire bandwidth over an OFDM symbol. The BS can configure an MS to transmit the UL sounding signal over predefined subcarriers within specific sub-bands or the entire bandwidth. The sounding channel is orthogonally multiplexed (in time or frequency) with other control and data channels. Furthermore, the BS can configure multiple user terminals to transmit sounding signals on the corresponding sounding channels using code-, frequency-, or time-division multiplexing. Power control for the sounding channel can be utilized to adjust the sounding quality. The transmit power from each mobile terminal may be separately controlled according to certain CINR target values.



Ranging channel



The ranging channel is used for UL synchronization. The ranging channel can be further classified into ranging for non-synchronized and synchronized MSs. The ranging channel for nonsynchronized MS(NS-RCH) is used for initial network entry and for handover to a target BS. The ranging channel for synchronized MS(S-RCH) is used for periodic ranging. In a femtocell, MSs shall perform initial ranging, handover ranging, and periodic ranging by using the S-RCH.



Bandwidth request (BR) channel



Bandwidth request (BR) channels are used to request UL grant. BRs are transmitted through BR preamble with or without messages. BR messages can include information about the status of queued traffic at the MS such as buffer size and quality of service parameters. Contention or noncontention based random access is used to transmit BR information on this control channel. 



The BR channel starts at a configurable location with the configuration defined in a DL broadcast control message. The BR channel is frequency-division-multiplexed with other UL control and data channels. A BR tile is defined as six contiguous subcarriers by six OFDMA symbols. Each BR channel consists of three distributed BR tiles. Multiple BR preamble can be transmitted on the same BR channel using code-division multiplexing.



1.1.8	Power control



Power control mechanism is supported for DL and UL. Using DL power control, user-specific information with dedicated pilot is received by the terminal with the controlled power level. The DL advanced MAPs can be power-controlled based on the terminal UL channel quality feedback. 



The UL power control is supported to compensate the path loss, shadowing, fast fading and implementation loss as well as to mitigate inter-cell and intra-cell interference. The BS can transmit necessary information through control channel or message to terminals to support UL power control. The parameters of power control algorithm are optimized on system-wide basis by the BS and broadcasted periodically.



In high-mobility scenarios, power control scheme may not be able to compensate the fast fading channel effect because of the variations of the channel impulse response. As a result, the power control is used to compensate the distance-dependent path loss, shadowing and implementation loss only. 



The channel variations and implementation loss are compensated via open-loop power control without frequently interacting with the BS. The terminal can determine the transmit power based on the transmission parameters sent by the serving BS, UL channel transmission quality, DL channel state information, and interference knowledge obtained from DL. Open-loop power control provides a coarse initial power setting of the terminal when an initial connection is established.



The dynamic channel variations are compensated via closed-loop power control with power control commands from the serving BS. The BS measures UL channel state and interference information using UL data and/or control channel transmissions and sends power control commands to the terminal. The terminal adjusts its transmission power based on the power control commands from the BS.



1.1.9	Downlink synchronization



WirelessMAN-Advanced utilizes a new hierarchical structure for the DL synchronization where two types of preambles, a) primary advanced preamble (PA-Preamble) and b) secondary advanced preamble (SA-Preamble), are transmitted (Fig. 2.6). One PA-Preamble symbol and two SAPreamble symbols exist within the superframe. The location of the A-Preamble symbol is specified as the first symbol of frame except for the last frame. PA-Preamble is located at the first symbol of second frame in a superframe while SA-Preamble is located at the first symbol of the first and the third frames. The PA-Preamble carries information about system bandwidth and carrier configuration. The PA-Preamble has a fixed bandwidth of 5 MHz. A frequency reuse of one is applied to the PA-Preamble in frequency domain. SA-Preamble is repeated once every two frames and spans the entire system bandwidth and carries the cell ID. A frequency reuse of three is used for this set of sequences to mitigate inter-cell interference. SA-Preamble carries 768 distinct cell IDs. 



The set of SA-Preamble sequences is partitioned and each partition is dedicated to specific BS type such as macro BS, femto BS, etc. The partition information is broadest in the secondary SFH and AAI-SCD message. 



FIGURE 2.6



Structure of advanced preambles











1.1.10	Multi-antenna techniques



1.1.10.1	MIMO structure



WirelessMAN-Advanced supports several advanced multi-antenna techniques including single and multi-user MIMO (spatial multiplexing and beamforming) as well as a number of transmit diversity schemes. In single-user MIMO (SU-MIMO) scheme only one user can be scheduled over one (time, frequency, space) resource unit. In multi-user MIMO (MU-MIMO), on the other hand, multiple users can be scheduled in one resource unit. Vertical encoding utilizes one encoder block (or layer), whereas multi-layer encoding uses multiple encoders (or multiple layers). A layer is defined as a coding and modulation input path to the MIMO encoder. A stream is defined as the output of the MIMO encoder that is further processed through the beamforming or the precoder block. For spatial multiplexing, the rank is defined as the number of streams to be used for the user. 



FIGURE 2.7



MIMO structure











The MIMO transmitter structure is shown in Fig. 2.7. The encoder block contains the channel encoder, interleaving, rate-matching, and modulating blocks per layer. The resource mapping block maps the complex-valued modulation symbols to the corresponding time-frequency resources. The MIMO encoder block maps the layers onto the streams, which are further processed through the precoder block. 



The precoder block maps the streams to antennas by generating the antenna-specific data symbols according to the selected MIMO mode. The OFDM symbol construction block maps antennaspecific data to the OFDM symbols. Table 2.2 contains information on various MIMO modes supported by WirelessMAN-Advanced.



TABLE 2.2



DL MIMO modes



				Mode index



				Description



				MIMO encoding format



				MIMO precoding







				Mode 0



				Open-Loop SU-MIMO (TX Diversity)



				Space-Frequency Block Coding (SFBC)



				Non-Adaptive







				Mode 1



				Open-Loop SU-MIMO (Spatial Multiplexing)



				Vertical Encoding



				Non-Adaptive







				Mode 2



				Closed-Loop SU-MIMO (Spatial Multiplexing)



				Vertical Encoding



				Adaptive







				Mode 3



				Open-Loop MU-MIMO (Spatial Multiplexing)



				Multi-layer Encoding



				Non-Adaptive







				Mode 4



				Closed-Loop MU-MIMO (Spatial Multiplexing)



				Multi-layer Encoding



				Adaptive







				Mode 5



				Open-Loop SU-MIMO (TX Diversity)



				Conjugate Data Repetition (CDR)



				Non-Adaptive















The minimum antenna configuration in the DL and UL is 2 × 2 and 1 × 2, respectively. For openloop spatial multiplexing and closed-loop SU-MIMO, the number of streams is constrained to the minimum of number of transmit or receive antennas. The MU-MIMO can support up to two streams with two transmit antennas and up to four streams for four transmit antennas and up to eight streams for eight transmit antennas. Table 2.3 summarized the DL MIMO parameters for various MIMO modes.



TABLE 2.3



DL MIMO parameters



				



				Number of transmit antennas



				STC rate per layer



				Number of streams



				Number of subcarriers



				Number of layers







				MIMO Mode 0



				2



				1



				2



				2



				1







				



				4



				1



				2



				2



				1







				



				8



				1



				2



				2



				1







				MIMO Mode 1 and MIMO Mode 2



				2



				1



				1



				1



				1







				



				2



				2



				2



				1



				1







				



				4



				1



				1



				1



				1







				



				4



				2



				2



				1



				1







				



				4



				3



				3



				1



				1







				



				4



				4



				4



				1



				1







				



				8



				1



				1



				1



				1







				



				8



				2



				2



				1



				1







				



				8



				3



				3



				1



				1







				



				8



				4



				4



				1



				1







				



				8



				5



				5



				1



				1







				



				8



				6



				6



				1



				1







				



				8



				7



				7



				1



				1







				



				8



				8



				8



				1



				1







				MIMO Mode 3 and MIMO Mode 4



				2



				1



				2



				1



				2







				



				4



				1



				2



				1



				2







				



				4



				1



				3



				1



				3







				



				4



				1



				4



				1



				4







				



				8



				1



				2



				1



				2







				



				8



				1



				3



				1



				3







				



				8



				1



				4



				1



				4







				MIMO Mode 4



				4



				2 and 1a



				3



				1



				2







				



				4



				2 and 1b



				4



				1



				3







				



				4



				2



				4



				1



				2







				



				8



				2 and 1a



				3



				1



				2







				



				8



				2 and 1b



				4



				1



				3







				



				8



				2



				4



				1



				2







				



				8



				1



				8



				1



				8







				



				8



				2 and 1c



				8



				1



				7







				



				8



				2 and 1d



				8



				1



				6







				



				8



				2 and 1e



				8



				1



				5







				



				8



				2



				8



				1



				4















TABLE 2.3 (end)



				



				Number of transmit antennas



				STC rate per layer



				Number of streams



				Number of subcarriers



				Number of layers







				MIMO Mode 5



				2



				1/2



				1



				2



				1







				



				4



				1/2



				1



				2



				1







				



				7



				1/2



				1



				2



				1







				a	2 streams to one MS and 1 stream to another MS, with 1 layer each.



b	2 streams to one MS and 1 stream each to the other two MSs, with 1 layer each.



c	2 streams to one MS and 1 stream each to the other six MSs, with 1 layer each.



d	2 streams each to two MS and 1 stream each to the other four MSs, with 1 layer each.



e	2 streams each to three MS and 1 stream each to the other two MSs, with 1 layer each.















The stream to antenna mapping depends on the MIMO scheme. In DL, the CQI and rank feedback are transmitted to assist the BS in rank adaptation, mode switching, and rate adaptation. For spatial multiplexing, the rank is defined as the number of streams to be used for each user. In FDD and TDD systems, unitary codebook based precoding is used for closed-loop SU-MIMO. In DL, an MS may feedback some information to the BS in closed-loop SU-MIMO such as rank, sub-band selection, CQI, precoding matrix index (PMI), and long-term channel state information.



In DL, the MU-MIMO transmission with up to two streams per user is supported. Beamforming is enabled with this precoding mechanism. WirelessMAN-Advanced has the capability to adapt between SU-MIMO and MU-MIMO in a predefined and flexible manner. Multi-BS MIMO techniques are also supported for improving sector and cell-edge throughput using multi-BS collaborative precoding, network coordinated beamforming, or inter-cell interference cancellation.



For UL MIMO, the BS will schedule users to resource blocks and determines the modulation and coding scheme (MCS) level and MIMO parameters (mode, rank, etc.). The supported antenna configurations include one, two or four transmit antennas and more than two receive antennas. The UL MIMO modes and parameters are shown in Table 2.4 and Table 2.5, respectively.



TABLE 2.4



UL MIMO modes



				Mode Index



				Description



				MIMO Encoding Format



				MIMO Precoding







				Mode 0



				Open-Loop SU-MIMO (TX Diversity)



				SFBC



				Non-Adaptive







				Mode 1



				Open-Loop SU-MIMO (Spatial Multiplexing)



				Vertical Encoding



				Non-Adaptive







				Mode 2



				Closed-Loop SU-MIMO (Spatial Multiplexing)



				Vertical Encoding



				Adaptive







				Mode 3



				Open-Loop Collaborative Spatial Multiplexing (MU-MIMO)



				Vertical Encoding



				Non-Adaptive







				Mode 4



				Closed-Loop Collaborative Spatial Multiplexing (MU-MIMO)



				Vertical Encoding



				Adaptive











TABLE 2.5



UL MIMO parameters



				



				Number of transmit antennas



				STC rate per layer



				Number of streams



				Number of subcarriers



				Number of layers







				MIMO Mode 0



				2



				1



				2



				2



				1







				



				4



				1



				2



				2



				1







				MIMO Mode 1



				1



				1



				1



				1



				1







				MIMO Mode 1 and MIMO Mode 2



				2



				1



				1



				1



				1







				



				2



				2



				2



				1



				1







				



				4



				1



				1



				1



				1







				



				4



				2



				2



				1



				1







				



				4



				3



				3



				1



				1







				



				4



				4



				4



				1



				1







				MIMO Mode 3 and MIMO Mode 4



				1



				1



				1



				1



				1







				



				2



				1



				1



				1



				1







				



				2



				2



				2



				1



				1







				



				4



				1



				1



				1



				1







				



				4



				2



				2



				1



				1







				



				4



				3



				3



				1



				1







				



				4



				4



				4



				1



				1















The supported UL transmit diversity modes include two and four transmit antenna schemes with rate 1 such as space frequency block coding (SFBC) and two stream precoder. In FDD and TDD systems, unitary codebook-based precoding is supported. In this mode, the MS transmits a sounding reference signal in the UL to assist the UL scheduling and precoder selection in the BS. The BS signals the resource allocation, MCS, rank, preferred precoder index, and packet size to the MS. UL MU-MIMO enables multiple MSs to be spatially multiplexed on the same radio resources. Both open-loop and closed-loop MU-MIMO are supported. The MSs with single transmit antenna can operate in open-loop SU- or MU-MIMO mode.



1.2	Overview of MAC layer



The following sections describe selected MAC features.



1.2.1	MAC addressing



WirelessMAN-Advanced defines global and logical addresses for an MS that identify the user and its connections during a session. The MS is identified by the globally unique 48-bit IEEE extended unique identifier assigned by the IEEE Registration Authority. The MS is further assigned the following logical identifiers: 1) A station identifier during network entry (or network re-entry), that uniquely identifies the MS within the cell, and 2) a flow identifier (FID) that uniquely identifies the control connections and transport connections with the MS. A temporary station identifier is used to protect the mapping between the actual station identifier during network entry. A deregistration identifier is defined to uniquely identify the MS within the set of paging group identifiers, paging cycle, and paging offset.



1.2.2	Network entry



Network entry is the procedure through which an MS detects a cellular network and establishes a connection with that network. The network entry has the following steps (see Fig. 2.8):



–	synchronization with the BS by acquiring the preambles;



–	acquiring necessary system information such as BS and network service provider identifiers for initial network entry and cell selection;



–	initial ranging;



–	basic capability negotiation;



–	authentication/authorization and key exchange;



–	registration and service flow setup.



FIGURE 2.8



Network entry procedures











1.2.3	Connection management and quality of service



A connection is defined as a mapping between the MAC layers of a BS and one (or several) MS. If there is a one-to-one mapping between one BS and one MS, the connection is called a unicast connection; otherwise, it is called a multicast or broadcast connection. Two types of connections are specified: control connections and transport connections. Control connections are used to carry MAC control messages. Transport connections are used to carry user data including upper layer signalling messages. A MAC control message is never transferred over transport connection, and user data is never transferred over the control connections. One pair of bi-directional (DL/UL) unicast control connections are automatically established when an MS performs initial network entry. 



All the user data communications are in the context of transport connections. A transport connection is unidirectional and established with a unique FID. Each transport connection is associated with an active service flow to provide various levels of QoS required by the service flow. An MS may have multiple transport connections which have different set of QoS parameters, and each transport connection may have one or more sets of QoS parameters. 



The transport connection is established when the associated active service flow is admitted or activated, and released when the associated service flow becomes inactive. Transport connections can be preprovisioned or dynamically created. Pre-provisioned connections are those established by system for an MS during the MS network entry. On the other hand, the BS or the MS can create new connections dynamically if required.



2.1.2.4	MAC header



WirelessMAN-Advanced specifies a number of efficient MAC headers for various applications comprising of fewer fields with shorter size compared to the generic MAC header of OFDMA TDD WMAN. The advanced generic MAC header in Fig. 2.9 consists of Extended Header Indicator, FID, and Payload Length fields. Other MAC header types include two-byte short-packet MAC header, which is defined to support small-payload applications such as VoIP and is characterized by small data packets and non-ARQ connection, Fragmentation extended header, Packing extended header for transport connections, MAC Control extended header for control connections, and Multiplexing extended header that is used when data from multiple connections associated with the same security association is present in the payload of the MAC protocol data unit (PDU). 



FIGURE 2.9



Advanced generic MAC headers











2.1.2.5	ARQ and HARQ functions



An ARQ block is generated from one or multiple MAC service data units (SDUs) or MAC SDU fragment(s). ARQ blocks can be variable in size and are sequentially numbered. 



WirelessMAN-Advanced uses adaptive asynchronous and non-adaptive synchronous HARQ schemes in the DL and UL, respectively. The HARQ operation is relying on an N-process (multichannel) stop-and-wait protocol. In adaptive asynchronous HARQ, the resource allocation and transmission format for the HARQ retransmissions may be different from the initial transmission. In case of retransmission, control signalling is required to indicate the resource allocation and transmission format along with other HARQ necessary parameters. A non-adaptive synchronous HARQ scheme is used in the UL where the parameters and the resource allocation for the retransmission are known a priori.



1.2.6	Mobility management and handover



WirelessMAN-Advanced supports both network-controlled and MS-assisted handover (HO). As illustrated in Fig. 2.10, the handover procedures may be initiated by either MS or BS; the final handover decision and target BS selection may be made either by the serving BS or the MS. The MS executes the handover or cancels the procedure through HO cancellation message. The network re-entry procedures with the target BS, as shown in Fig. 2.10, may be optimized by target BS possession of MS information obtained from serving BS via core network. The MS may also maintain communication with serving BS while performing network re-entry at target BS as directed by serving BS. 



FIGURE 2.10



Handover procedures











1.2.7	Power management



WirelessMAN-Advanced provides power management functions including sleep mode and idle mode to mitigate power consumption of the MS. Sleep mode is a state in which an MS performs prenegotiated periods of absence from the serving BS. The sleep mode may be enacted when an MS is in the connected state. Using the sleep mode, the MS is provided with a series of alternative listening and sleep windows. The listening window is the time interval in which MS is available for transmit/receive of control signalling and data. The WirelessMAN-Advanced has the capability of dynamically adjusting the duration of sleep and listening windows within a sleep cycle based on changing traffic patterns and HARQ operations. When MS is in active mode, sleep parameters are negotiated between MS and BS. The base station instructs the MS to enter sleep mode. MAC management messages can be used for sleep mode request/response. The period of the sleep cycle is measured in units of frames or superframes and is the sum of a sleep and listening windows. During the MS listening window, BS may transmit the traffic indication message intended for one or multiple MSs. The listening window can be extended through explicit or implicit signalling. The maximum length of the extension is to the end of the current sleep cycle. 



Idle mode allows the MS to become periodically available for DL broadcast traffic messaging such as paging message without registration with the network. The network assigns MSs in the idle mode to a paging group during idle mode entry or location update. If an MS is assigned to multiple paging groups, it may also be assigned multiple paging offsets within a paging cycle where each paging offset corresponds to a separate paging group. The assignment of multiple paging offsets to an MS allows monitoring of the paging messages at different paging offset when the MS is located in one of its paging groups. The distance between two adjacent paging offsets should be long enough so that the MS paged in the first paging offset can inform the network before the next paging offset in the same paging cycle occurs, thereby avoiding unnecessary paging in the next paging offset. The MS monitors the paging message during listening interval. The paging message contains identification of the MSs to be notified of pending traffic or location update. The start of the paging listening interval is calculated based on paging cycle and paging offset are defined in terms of number of superframes. 



The serving BS transmits the list of paging group identifiers (PGID) at the predetermined location at the beginning of the paging available interval. During paging available interval, the MS monitors the SFH and if there is an indication of any change in system configuration information, the MS will acquire the latest system information at the next instance of SFH transmission (i.e. next SFH). To provide location privacy, the paging controller assigns Deregistration identifiers to uniquely identify the MSs in the idle mode in a particular paging group. 



An MS in idle mode performs location update, if either of these conditions are met, paging group location update, timer based location update, or power down location update. The MS performs the location update when the MS detects a change in paging group by monitoring the PGIDs, which are transmitted by the BS. The MS periodically performs location update procedure prior to the expiration of idle mode timer. At every location update including paging group update, the idle mode timer is reset. 



1.2.8	Security



Security functions provide subscribers with privacy, authentication, and confidentiality across WirelessMAN-Advanced network. The PKM protocol provides mutual and unilateral authentication and establishes confidentiality between the MS and the BS by supporting transparent exchange of authentication and authorization (EAP) messages.



The MS and the BS may support encryption methods and algorithms for secure transmission of MAC PDUs. WirelessMAN-Advanced supports selectively confidentiality or integrity protection over MAC control messages. Figure 2.11 shows the functional blocks of security architecture.



FIGURE 2.11



Functional blocks of security architecture











The security architecture is divided into security management and encryption and integrity logical entities. The security management functions include overall security management and control, EAP encapsulation/de-encapsulation, privacy key management (PKM) control, security association management, and identity/location privacy. To accomplish identity/location privacy, the MSID (i.e. MS MAC address) is not disclosed over the air even during network entry. The BS assigns a station identifier (STID) to the MS which is securely transmitted to the MS so that the MS’s identity and location can be hidden. The encryption and integrity protection entity functions include encryption of user data and authentication, control message authentication, message confidentiality protection. 



2	Detailed specification of the radio interface technology[footnoteRef:13]  [13: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 2.2 reflects IEEE’s structure of the WirelessMAN-Advanced air interface specification IEEE Std 802.16 which is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.] 




The material in § 2 reflects the structure of the IEEE specifications from the first release of Recommendation ITU-R M.2012 (01-2012) prior to the IEEE revising the structure of the specifications related to WirelessMAN-Advanced on 8 June 2013. 



Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS)[footnoteRef:14], which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3). [14: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT.] 




The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-0/WirelessMAN-Advanced/. The following notes apply to the sections below: 



1)	The identified relevant Transposing Organizations should make their reference material available from their website. 



2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.



2.1	Description of the global core specification and the transposed standards



IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011. IEEE Std 802.16 is described in § 2.2.1.1. 



[bookmark: OLE_LINK29]In accordance with Clause 16.1.1 of IEEE Std 802.16, the WirelessMAN-Advanced GCS is specified in the clauses of IEEE Std 802.16 as indicated in Table 2.6. Anything in IEEE Std 802.16 that is not included in Table 2.6 is excluded from the WirelessMAN-Advanced GCS.



TABLE 2.6



Description of the WirelessMAN-Advanced GCS



				IEEE Std 802.16
Clause and Subject



				IEEE Std 802.16-2009



				IEEE Std 802.16j-2009



				IEEE Std 802.16h-2010



				IEEE Std 802.16m-2011







				Clause 1.4: Reference models



				Base specification



				



				Amended



				Amended







				Clause 2: Normative references



				Base specification



				



				Amended



				Amended







				Clause 3: Definitions



				Base specification



				Amended



				Amended



				Amended







				Clause 4: Abbreviations and acronyms



				Base specification



				Amended



				Amended



				Amended







				Clause 5.2: Packet convergence sublayer



				Base specification



				



				



				Amended











TABLE 2.6 (end)



				IEEE Std 802.16
Clause and Subject



				IEEE Std 802.16-2009



				IEEE Std 802.16j-2009



				IEEE Std 802.16h-2010



				IEEE Std 802.16m-2011







				Clause 16: WirelessMAN-Advanced air interface



				



				



				



				Base specification







				Annex R: MAC control messages



				



				



				



				Base specification







				Annex S: Test vectors



				



				



				



				Base specification







				Annex T: Supported frequency bands



				



				



				



				Base specification







				Annex U: Radio specifications



				



				



				



				Base specification







				Annex V: Default capability class and parameters



				



				



				



				Base specification















2.1.1	IEEE Std 802.16



IEEE Std 802.16 is summarized here.



IEEE Std 802.16: Standard for local and metropolitan area networks – Air interface for broadband wireless access systems



This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.



[bookmark: OLE_LINK40]IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.



[bookmark: OLE_LINK37]2.1.1.1	IEEE Std 802.16-2009



Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems



This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.



2.1.1.2	IEEE Std 802.16j-2009



Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 1: Multiple relay specification



This amendment updates and expands IEEE Std 802.16-2009, specifying physical layer and medium access control layer enhancements to IEEE Std 802.16 for licensed bands to enable the operation of relay stations. Subscriber station specifications are not changed.



2.1.1.3	IEEE Std 802.16h-2010



Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 2: Improved coexistence mechanisms for license-exempt operation



This amendment updates and expands IEEE Std 802.16, specifying improved mechanisms, as policies and medium access control enhancements, to enable coexistence among license-exempt systems and to facilitate the coexistence of such systems with primary users.



2.1.1.4	IEEE Std 802.16m-2011



Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 3: Advanced air interface



This amendment specifies the WirelessMAN-Advanced air interface, an enhanced air interface designed to meet the requirements of the IMT-Advanced standardization activity conducted by the ITU-R. The amendment is based on the WirelessMAN-OFDMA specification of IEEE Std 802.16 and provides continuing support for WirelessMAN-OFDMA subscriber stations.



2.1.2	Transposed standards



2.1.2.1	Transpositions: IEEE 



Reserved.



2.1.2.2	Transpositions: ARIB







				[bookmark: OLE_LINK70]



				[bookmark: OLE_LINK59]Base specification
per IEEE
Std 802.16-2009



				[bookmark: OLE_LINK78][bookmark: OLE_LINK62]Amendment
per IEEE
Std 802.16j-2009



				Amendment
per IEEE Std
802.16h-2010



				Amendment
per IEEE Std
802.16m-2011







				Transposing Organization



				ARIB



				ARIB



				ARIB



				ARIB







				Document number



				[bookmark: OLE_LINK65]ARIB STD-T105 Annex 1



				ARIB STD-T105 Annex 2



				ARIB STD-T105 Annex 3



				ARIB STD-T105 Annex 4







				Version



				1.30



				1.30



				1.30



				1.30







				Date



				18 December 2012



				18 December 2012



				18 December 2012



				18 December 2012







				Clause 1.4: Reference models



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf



[bookmark: OLE_LINK60][bookmark: OLE_LINK49][bookmark: OLE_LINK61](Clause 1.4, ARIB transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf



[bookmark: OLE_LINK67][bookmark: OLE_LINK68](Clause 1.4, ARIB transposition of IEEE Std 802.16h)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



[bookmark: OLE_LINK69](Clause 1.4, ARIB transposition of IEEE Std 802.16m)







				Clause 2: Normative references



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf



(Clause 2, ARIB transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf



(Clause 2, ARIB transposition of IEEE Std 802.16h)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Clause 2, ARIB transposition of IEEE Std 802.16m)







				Clause 3: Definitions



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf



(Clause 3, ARIB transposition of IEEE Std 802.16-2009)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf



[bookmark: OLE_LINK66](Clause 3, ARIB transposition of IEEE Std 802.16j)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf



(Clause 3, ARIB transposition of IEEE Std 802.16h)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Clause 3, ARIB transposition of IEEE Std 802.16m)







				Clause 4: Abbreviations and acronyms



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf



(Clause 4, ARIB transposition of IEEE Std 802.16-2009)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf



(Clause 4, ARIB transposition of IEEE Std 802.16j)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf



(Clause 4, ARIB transposition of IEEE Std 802.16h)



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Clause 4, ARIB transposition of IEEE Std 802.16m)







				Clause 5.2: Packet convergence sublayer



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf



(Clause 5.2, ARIB transposition of IEEE Std 802.16-2009)



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Clause 5.2, ARIB transposition of IEEE Std 802.16m)







				Clause 16: WirelessMAN-Advanced air interface



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Clause 16, ARIB transposition of IEEE Std 802.16m)







				Annex R: MAC control messages



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Annex R, ARIB transposition of IEEE Std 802.16m)







				Annex S: Test vectors



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Annex S, ARIB transposition of IEEE Std 802.16m)







				Annex T: Supported frequency bands



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Annex T, ARIB transposition of IEEE Std 802.16m)







				Annex U: Radio specifications



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Annex U, ARIB transposition of IEEE Std 802.16m)







				Annex V: Default capability class and parameters



				Not applicable



				Not applicable



				Not applicable



				http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf



(Annex V, ARIB transposition of IEEE Std 802.16m)




















2.1.2.3	Transpositions: TTA







				



				Base specification
per IEEE Std 802.162009



				Amendment
per IEEE Std 802.16j2009



				Amendment
per IEEE Std 802.16h2010



				Amendment
per IEEE Std 802.16m2011







				Transposing Organization



				TTA



				TTA



				TTA



				TTA







				Document number



				TTAE.IE-802.16-2009



				TTAE.IE-802.16j



				TTAE.IE-802.16h



				TTAE.IE-802.16m







				Version



				1.0



				1.0



				1.0



				1.0







				Date



				29 June 2011



				29 June 2011



				29 June 2011



				29 June 2011







				Clause 1.4: Reference models



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009



(Clause 1.4, TTA transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h



(Clause 1.4, TTA transposition of IEEE Std 802.16h)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 1.4, TTA transposition of IEEE Std 802.16m)







				Clause 2: Normative references



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009



(Clause 2, TTA transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h



(Clause 2, TTA transposition of IEEE Std 802.16h)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 2, TTA transposition of IEEE Std 802.16m)







				Clause 3: Definitions



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009



(Clause 3, TTA transposition of IEEE Std 802.16-2009)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j



(Clause 3, TTA transposition of IEEE Std 802.16j)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h



(Clause 3, TTA transposition of IEEE Std 802.16h)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 3, TTA transposition of IEEE Std 802.16m)







				Clause 4: Abbreviations and acronyms



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009



(Clause 4, TTA transposition of IEEE Std 802.16-2009)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j



(Clause 4, TTA transposition of IEEE Std 802.16j)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h



(Clause 4, TTA transposition of IEEE Std 802.16h)



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 4, TTA transposition of IEEE Std 802.16m)







				Clause 5.2: Packet convergence sublayer



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009



(Clause 5.2, TTA transposition of IEEE Std 802.16-2009)



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 5.2, TTA transposition of IEEE Std 802.16m)







				Clause 16: WirelessMAN-Advanced air interface



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Clause 16, TTA transposition of IEEE Std 802.16m)







				Annex R: MAC control messages



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Annex R, TTA transposition of IEEE Std 802.16m)







				Annex S: Test vectors



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Annex S, TTA transposition of IEEE Std 802.16m)







				Annex T: Supported frequency bands



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Annex T, TTA transposition of IEEE Std 802.16m)







				Annex U: Radio specifications



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Annex U, TTA transposition of IEEE Std 802.16m)







				Annex V: Default capability class and parameters



				Not applicable



				Not applicable



				Not applicable



				http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m



(Annex V, TTA transposition of IEEE Std 802.16m)




















2.1.2.4	Transpositions: WiMAX Forum







				



				Base specification
per IEEE 
Std 802.16-2009



				Amendment
per IEEE
Std 802.16j-2009



				Amendment
per IEEE
Std 802.16h-2010



				Amendment
per IEEE
Std 802.16m-2011







				Transposing Organization



				WIMAX FORUM



				WIMAX FORUM



				WIMAX FORUM



				WIMAX FORUM







				Document number



				T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16-2009



				T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16j



				T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16h



				T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16m







				Version



				V01



				V01



				V01



				V01







				Date



				20 September 2011



				20 September 2011



				20 September 2011



				20 September 2011







				Clause 1.4: Reference models



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16h)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16m)







				Clause 2: Normative references



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16-2009)



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16h)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16m)







				Clause 3: Definitions



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16-2009)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16j)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16h)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16m)







				Clause 4: Abbreviations and acronyms



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16-2009)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16j)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16h)



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16m)







				Clause 5.2: Packet convergence sublayer



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16-2009)



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16m)







				Clause 16: WirelessMAN-Advanced air interface



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Clause 16, WIMAX FORUM transposition of IEEE Std 802.16m)







				Annex R: MAC control messages



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Annex R, WIMAX FORUM transposition of IEEE Std 802.16m)







				Annex S: Test vectors



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Annex S, WIMAX FORUM transposition of IEEE Std 802.16m)







				Annex T: Supported frequency bands



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Annex T, WIMAX FORUM transposition of IEEE Std 802.16m)







				Annex U: Radio specifications



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Annex U, WIMAX FORUM transposition of IEEE Std 802.16m)







				Annex V: Default capability class and parameters



				Not applicable



				Not applicable



				Not applicable



				http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf



(Annex V, WIMAX FORUM transposition of IEEE Std 802.16m)















3	Detailed specification of the radio interface technology[footnoteRef:15]  [15: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 3 reflects IEEE’s transfer of the WirelessMAN-Advanced air interface specification to IEEE Std 802.16.1. The WirelessMAN-Advanced GCS for § 3 includes IEEE Std 802.16.1 but not IEEE Std 802.16. 
	IEEE has further enhanced IEEE Std 802.16.1 with two amendments:
	–	IEEE Std 802.16.1a: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Higher Reliability Networks.
	–	IEEE Std 802.16.1b: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Enhancements to Support Machine-to-Machine Applications.
	The content of these two standards is also included in § 3.] 




The material in § 2.3 reflects the structure of the IEEE specifications subsequent to the IEEE revising the structure of the relevant IEEE specifications related to WirelessMAN-Advanced on 8 June 2013 beginning with Revision 1 of Recommendation ITU-R M.2012 (2014).



Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).



The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-1/WirelessMAN-Advanced/. The following notes apply to the sections below: 



1)	The identified relevant Transposing Organizations should make their reference material available from their website. 



2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.



3.1	Description of the global core specification and the transposed standards



IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. IEEE Std 802.16.1 is described in § 3.1.1. 








TABLE 2.7



Description of the WirelessMAN-Advanced GCS



				[bookmark: OLE_LINK97]IEEE Std 802.16.1 Clause 
and Subject



				IEEE Std
802.16.1-2012



				IEEE Std
802.16.1b-2012



				IEEE Std
802.16.1a-2013







				Clause 1: Overview



				Base specification



				Amended



				Amended







				Clause 2: Normative references



				Base specification



				



				







				Clause 3: Definitions



				Base specification



				[bookmark: OLE_LINK92]Amended



				Amended







				Clause 4: Abbreviations and acronyms



				Base specification



				



				Amended







				Clause 5: Service-Specific Convergence Sublayer



				[bookmark: OLE_LINK93]Base specification



				



				Amended







				Clause 6: WirelessMAN-Advanced Air Interface



				Base specification



				Amended



				Amended







				Annex A: Bibliography



				Base specification



				



				







				Annex B: Control Messages



				Base specification



				Amended



				Amended







				Annex C: Test Vectors



				Base specification



				



				







				Annex D: Supported frequency bands



				Base specification



				



				







				[bookmark: OLE_LINK91]Annex E: Radio specifications



				Base specification



				



				







				Annex F: Default capability class and parameters



				Base specification



				



				















3.1.1	IEEE Std 802.16.1



IEEE Std 802.16.1 is summarized here.



[bookmark: OLE_LINK94]IEEE Std 802.16.1: IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems



[bookmark: OLE_LINK95]This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services



IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. 



3.1.1.1	IEEE Std 802.16.1-2012



IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems



This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services.



3.1.1.2	IEEE Std 802.16.1b-2012



[bookmark: OLE_LINK96]IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 1: Enhancements to Support Machine-to-Machine Applications



This amendment specifies enhancements to the WirelessMAN-Advanced Air Interface. The enhancements provide improved support for machine-to-machine applications. As of the approval date, the applicable version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE 802.16.1b-2012.



3.1.1.3	IEEE Std 802.16.1a-2013



IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 2: Higher Reliability Networks



This amendment updates and expands IEEE Std 802.16.1, specifying enhanced mechanisms to support Higher Reliability Networks. As of the publication date, the current version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013.



3.1.2	Transposed standards



3.1.2.1	Transpositions: IEEE







				



				[bookmark: OLE_LINK98]Base standard per 
IEEE Std
802.16.1-2012



				[bookmark: OLE_LINK101][bookmark: OLE_LINK99]Amendment per
IEEE Std
802.16.1b-2012



				[bookmark: OLE_LINK100]Amendment per
IEEE Std
802.16.1a-2013







				Transposing Organization



				IEEE



				IEEE



				IEEE







				Document Number



				IEEE Std 802.16.1-2012



				IEEE Std 802.16.1b-2012



				IEEE Std 802.16.1a-2013







				Version



				2012



				2012



				2013







				Issued Date



				8 June 2012



				30 August 2012



				6 March 2013







				Document



				[bookmark: OLE_LINK103]IEEE transposition of IEEE Std 802.16.1-2012



				[bookmark: OLE_LINK105]IEEE transposition of IEEE Std 802.16.1b-2012



				[bookmark: OLE_LINK107]IEEE transposition of IEEE Std 802.16.1a-2013















3.1.2.2	Transpositions: ARIB



Reserved.



3.1.2.3	Transpositions: TTA







				



				Base standard per
IEEE Std
802.16.1-2012



				Amendment per
IEEE Std
802.16.1b-2012



				Amendment per
IEEE Std
802.16.1a-2013







				Transposing
Organization



				TTA



				TTA



				TTA







				Document
Number



				[bookmark: OLE_LINK17]TTAE.IE-802.16.1-2012



				TTAE.IE-802.16.1b-2012



				Not applicable







				Version



				1.0



				1.0



				Not applicable







				Issued Date



				21 December 2012



				26 June 2013



				Not applicable







				Document



				http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE_[1].IE-802.16.1-2012.pdf



[bookmark: OLE_LINK19](TTA transposition of IEEE Std 802.16.1-2012)



				http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE.IE-802.16.1b-2012.zip



(TTA transposition of IEEE Std 802.16.1b-2012)



				Not applicable















3.1.2.4	Transpositions: WiMAX Forum



Reserved.



3.1.2.5	Transpositions: ITRI







				



				Base standard per IEEE Std
802.16.12012



				Amendment per IEEE Std
802.16.1b-2012



				Amendment per IEEE Std
802.16.1a-2013







				Transposing Organization



				ITRI



				ITRI



				ITRI







				Document Number



				ITRI-2013-Std-001



				ITRI-2013-Std-001



				ITRI-2013-Std-001







				Version



				2013



				2013



				2013







				Issued Date



				6 September 2013



				6 September 2013



				6 September 2013







				Document



				http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf 



				http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf



				http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf




















Attachment
to Annex Appendix2



Abbreviations



AAS	Active Antenna System



ARQ	Automatic repeat request



CMAS	Commercial Mobile Alert System



CoMP	Coordinated Multipoint



CQI	Channel Quality Identifier



CTC	Convolutional Turbo Code



DFTS	Discrete Fourier Transform-spread



DLC	Data link control layer



DRX	Discontinuous Reception



EMC	ElectroMagnetic Compatibility



ETWS	Earthquake and Tsunami Warning System



FEC	Forward error correction



FFR	Fractional Frequency Reuse



FSTD	Frequency Switched Transmit Diversity



GCS	Global Core Specifications



GNSS	Global Navigation Satellite System



GPS	Global Positioning System



H-ARQ	Hybrid – ARQ



ICIC	Inter-cell interference coordination



IMEI	International Mobile station Equipment Identities



IMS	IP multimedia subsystems



LAA	Licensed-Assisted Access



LBT	Listen before Talk



LWA	LTE-WLAN aggregation



MAC	Medium access control



MBMS	Multimedia broadcast/multicast service



MIMO	Multiple-input/multiple-output



MME	Mobility Management Entity



MTC	Machine-Type Communications



NB-IOT	Narrow-band Internet of Things



OAM	Operation and Maintenance



OFDM	Orthogonal frequency-division multiplexing



OFDMA	Orthogonal frequency-division multiple access



OTDOA	Observed Time Difference of Arrival



PAPR	Peak-to-Average Power Ratio



PDCP	Packet data convergence protocol



PDU	Protocol data unit



PHS	Payload header suppression



PHY	Physical layer



ProSe	Proximity based Services



RRM	Radio Resource Management



PWS	Public Warning System



QoS	Quality of Service



RIT	Radio Interface Technology



RLC	Radio link control



RRC	Radio resource control



SDP	Session Description Protocol



SDU	Service data unit



SIP	Session Initiation Protocol



SFBC	Space-Frequency Block Coding



SFH	Super Frame Header



SIM	Subscriber identity module



SON	Self Organizing Networks



SPS	Semi-persient scheduling



SRIT	Set of RIT



TTI	Transmission time interval



UE	User Equipment



V2V	Vehicle to vehicle
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Summary of the revision


This modification of Recommendation ITU-R M.2012 is intended to keep the specified technologies of the terrestrial component of IMT-Advanced up to date. The main changes include the addition of enhanced capabilities for LTE-Advanced SRIT (Set of Radio Interface Technologies), and some consequential changes to the overview sections of the text, as well as to the Global Core Specifications. Also the transposition references have been updated in Annex 1. WirelessMAN-Advanced RIT (Radio Interface Technology) has no update and Annex 2 remains the same as previous Revision.


From this update, a new SDO (TSDSI) is added to GCS Proponent and Transposing Organizations for Annex 1 (LTE-Advanced).


Modifications


The modification for Annex 1 (LTE-Advanced part) is as follows:


	The main purpose of this update is to align Recommendation ITU-R M.2012 to the December 2017 version of the 3GPP Specifications of LTE-Advanced including Release 14. In particular, section 1 was reviewed and some amendments added in order to ensure full consistency with the updated list of Specifications in section 2.


Added new features introduced in Release 14 are:


–	UL Capacity enhancements, including support of 256 QAM in uplink 


–	Support of UL operation in the unlicensed 5 GHz band with Licensed Assisted Access 


–	Reduced latency in UL


–	Enhancements on Full-Dimension MIMO, including support of large antenna arrays


–	Enhancements to NB-IoT and LTE-M


–	Enhanced support for V2V communication using sidelink and downlink/uplink


–	Enhancements of MBSFN operations.





Scope


This Recommendation identifies the terrestrial radio interface technologies of International Mobile Telecommunications-Advanced (IMT-Advanced) and provides the detailed radio interface specifications.


These radio interface specifications detail the features and parameters of IMT-Advanced. This Recommendation includes the capability to ensure worldwide compatibility, international roaming, and access to high-speed data services.


Keywords


IMT, IMT-Advanced, LTE-Advanced, LTE-Advanced Pro, WirelessMAN-Advanced, radio interface specifications


[bookmark: _Toc269477800][bookmark: _Toc269478201]Related ITU-R Recommendations, Reports and Resolutions[footnoteRef:1] [1:  	The latest edition of the Recommendation/Reports in force should be used.] 



Recommendation ITU-R M.1036	Frequency arrangements for implementation of the terrestrial component of International Mobile Telecommunications (IMT) in the bands identified for IMT in the Radio Regulations (RR) 


Recommendation ITU-R M.1224	Vocabulary of Terms for International Mobile Telecommunications (IMT) 


Recommendation ITU-R M.1579	Global circulation of IMT terrestrial terminals 


Recommendation ITU-R M.1645	Framework and overall objectives of the future development of IMT-2000 and systems beyond IMT-2000


Recommendation ITU-R M.1822	Framework for services supported by IMT


Recommendation ITU-R M.2047	Detailed specifications of the satellite radio interface of International Mobile Telecommunications-Advanced (IMTAdvanced)


Recommendation ITU-R M.2070	Generic unwanted emission characteristics of base stations using the terrestrial radio interfaces of IMT-Advanced


Recommendation ITU-R M.2071	Generic unwanted emission characteristics of mobile stations using the terrestrial radio interfaces of IMT-Advanced


Recommendation ITU-R M.2090	Specific unwanted emission limit of IMT mobile stations operating in the frequency band 694-790 MHz to facilitate protection of existing services in Region 1 in the frequency band 470-694 MHz


Report ITU-R M.2072	World mobile telecommunication market forecast 


Report ITU-R M.2074	Radio aspects for the terrestrial component of IMT-2000 and systems beyond IMT-2000


Report ITU-R M.2133	Requirements, evaluation criteria and submission templates for the development of IMT-Advanced


Report ITU-R M.2134	Requirements related to technical performance for IMTAdvanced radio interface(s)


Report ITU-R M.2135	Guidelines for evaluation of radio interface technologies for IMT-Advanced


Report ITU-R M.2198	The outcome of the evaluation, consensus building and decision of the IMT-Advanced process (steps 4-7), including characteristics of IMT-Advanced radio interfaces


Report ITU-R M.2291	The use of International Mobile Telecommunications for the broadband public protection and disaster relief applications


Report ITU-R M.2320	Future technology trends of terrestrial IMT systems


Report ITU-R M.2334	Passive and active antenna systems for base stations of IMT systems


Report ITU-R M.2370	IMT traffic estimates for the years 2020 to 2030


Report ITU-R M.2373	Audio-visual capabilities and applications supported by terrestrial IMT systems


Report ITU-R M.2375	Architecture and topology of IMT networks


Resolution ITU-R 56-2	Naming for International Mobile Telecommunications


Resolution ITU-R 57-2	Principles for the process of development of IMT-Advanced


Handbook on Global Trends in International Mobile Telecommunication.


The ITU Radiocommunication Assembly,


considering


a)	that IMT systems are mobile broadband systems including IMT-2000, IMTAdvanced and IMT-2020;


b)	that IMT-Advanced systems include the new capabilities of IMT that go beyond those of IMT-2000[footnoteRef:2]; [2:  	Recommendations ITU-R M.1457 and ITU-R M.2012 are two separate, independent, and selfcontained Recommendations, each one with a specific scope. Both Recommendations will evolve independently, and there could be some overlap reflected by commonality in content between the two documents.] 



c)	that such systems provide access to a wide range of telecommunication services including advanced mobile services, supported by mobile and fixed networks, which are increasingly packet-based;


d)	that IMT-Advanced systems support low to high mobility applications and a wide range of data rates in accordance with user and service demands in multiple user environments;


e)	that IMT-Advanced also has capabilities for high-quality multimedia applications within a wide range of services and platforms providing a significant improvement in performance and quality of service;


f)	that the key features of IMT-Advanced are:


–	a high degree of commonality of functionality worldwide while retaining the flexibility to support a wide range of services and applications in a cost-efficient manner;


–	compatibility of services within IMT and with fixed networks;


–	capability of interworking with other radio access systems;


–	high-quality mobile services;


–	user equipment suitable for worldwide use;


–	user-friendly applications, services and equipment;


–	worldwide roaming capability;


–	enhanced peak data rates to support advanced services and applications (100 Mbit/s for high and 1 Gbit/s for low mobility were established as targets for research)[footnoteRef:3]; [3: 	Data rates sourced from Recommendation ITU-R M.1645.] 



g)	that these features enable IMT-Advanced to address evolving user needs;


h)	that the capabilities of IMT-Advanced systems are being continuously enhanced in line with technology developments;


i)	the necessity of priority services (e.g. emergency calls shall be supported as higher priority than other commercial services);


j)	that due to the large effective bandwidths required to support the very high data rates needed for the various services offered, allowances must be made for either much larger single carrier bandwidths (even as spectral efficiencies increase) or aggregation of RF carriers;


k)	that the rapid development of information technology, including the Internet, has resulted in the aggregation and convergence of various networks and digital devices,


recognizing


a)	that Resolution ITU-R 57-2 on the “Principles for the process of development of IMTAdvanced” outlines the essential criteria and principles used in the process of developing the Recommendations and Reports for IMT-Advanced, including Recommendation(s) for the radio interface specification,


noting


that Report ITU-R M.2198 contains the outcome and conclusions of Steps 4 through 7 of the IMTAdvanced process, including the evaluation and consensus building, and provides the characteristics of the IMT-Advanced terrestrial radio interfaces for the first release of Recommendation ITU-R M.2012-0 (01-2012),


recommends


1	that the terrestrial radio interfaces for IMT-Advanced should be:


–	“LTE-Advanced”[footnoteRef:4]; and [4: 	Developed by 3GPP as LTE Release 10 and Beyond (Long Term Evolution-Advanced).] 



–	“WirelessMAN-Advanced”[footnoteRef:5]; [5: 	Developed by IEEE as the WirelessMAN-Advanced specification incorporated in IEEE Std 802.16 beginning with approval of IEEE Std 802.16m.] 



2	that the information provided or referenced in Annexes 1 and 2 should be used as the complete set of standards for the detailed specifications of the terrestrial radio interfaces of IMTAdvanced.


Annex 1

Specification of the LTE-Advanced radio interface technology


Background


IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:6] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [6: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT..] 



–	The GCS Proponent must be one of the RIT[footnoteRef:7]/SRIT[footnoteRef:8] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012. [7: 	Radio Interface Technology.]  [8: 	Set of Radio Interface Technologies.] 



–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.


It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.


The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.


This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.


This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.


This Annex 1 contains the detailed information developed by the ITU and “ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC on behalf of 3GPP” (the GCS Proponent) and ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC (the Transposing Organizations). 


Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.


This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.


A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).


1	Overview of the radio interface technology


1.1	Overview of the SRIT


The IMT-Advanced terrestrial radio interface specifications known as LTE-Advanced is based on LTE Release 10 and Beyond are developed by 3GPP. In 3GPP terminology, the term E-UTRA (Evolved-UTRA) is also used to indicate the LTE radio interface, and 3GPP LTE Release 13 and beyond is marked as “LTE-Advanced Pro”.


LTE-Advanced is a Set of RITs (Radio Interface Technologies) consisting of one FDD RIT and one TDD RIT designed for operation in paired and unpaired spectrum, respectively. The TDD RIT is also known as TD-LTE Release 10 and Beyond or TD-LTE-Advanced. The two RITs have been jointly developed, providing a high degree of commonality while, at the same time, allowing for optimization of each RIT with respect to its specific spectrum/duplex arrangement.


Both the FDD RIT and the TDD RIT individually, and consequently the Set of RITs (SRIT), meet all the ITU IMT-Advanced minimum requirements in all four test environments defined in all aspects of Services, Spectrum and Technical performance. Furthermore, both the FDD RIT and TDD RIT individually, and consequently the SRIT, meet the requirements of Resolution ITUR 572, resolves 6 e) and f) in all four test environments.


The complete set of standards for the terrestrial radio interface of IMT-Advanced identified as LTEAdvanced includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.


The radio aspects of LTE-Advanced also include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 1.2.2.1. Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13, and Release 14 is provided in § 2.2.2.


1.2	Overview of the Radio Interface Technology (RIT)


1.2.1	Overview of the FDD RIT


The FDD RIT is the evolution of LTE FDD. The FDD RIT uses Frequency-Division Duplex operation and therefore is applicable for operation with paired spectrum. Both full-duplex and halfduplex FDD are supported.


1.2.2	Overview of the TDD RIT


The TDD RIT, also known as TD-LTE-Advanced, is the evolution of TD-LTE. The TDD RIT uses Time-Division Duplex operation and therefore is applicable for operation with unpaired spectrum. The TDD RIT provides flexibility in terms of downlink-uplink resource allocation by supporting multiple uplink-downlink resource-allocation configurations that can be used to match different traffic scenarios. The uplink-downlink resource-allocation configuration can be adapted to the varying instantaneous traffic and interference conditions even during operation.


It is also designed to exploit the more extensive channel reciprocity inherent in case of TDD operation, e.g. for beamforming, and facilitates coexistence with TD-SCDMA as well as other TDDbased IMT-2000 technologies.


1.3	Overview of the system aspects of the SRIT


The FDD and TDD RITs represent the evolution of the first releases of LTE FDD and TDD, respectively. The two RITs share many of the underlying structures to simplify implementation of dual-mode radio-access equipment. Transmission bandwidths up to 640 MHz are supported, yielding peak data rates up to roughly 25 Gbit/s in the downlink and 13.6 Gbit/s in the uplink.


The downlink transmission scheme is based on conventional OFDM to provide a high degree of robustness against channel frequency selectivity while still allowing for low-complexity receiver implementations also at very large bandwidths. 


The uplink transmission scheme is based on Discrete Fourier Transform-spread OFDM (DFTS-OFDM). The use of DFTS-OFDM transmission for the uplink is motivated by the lower Peak-to-Average Power Ratio (PAPR) of the transmitted signal compared to conventional OFDM. This allows for more efficient usage of the power amplifier at the terminal, which translates into an increased coverage and/or reduced terminal power consumption. The uplink numerology is aligned with the downlink numerology. The Narrow-band Internet of Things (NB-IOT) UL allows allocating a single-tone in addition to multi-tone DFTS-OFDM with the possibility of a lower subcarrier spacing in addition to the normal subcarrier spacing.


Channel coding is based on rate-1/3 Turbo coding (Tail Biting Convolutional Code for NB-IOT DL) and is complemented by Hybrid-ARQ with soft combining to handle decoding errors at the receiver side. Data modulation supports QPSK, 16QAM, and 64QAM, and 256QAM for both the downlink and the uplink. In downlink, 256QAM is supported. For NB-IOT, additionally pi/2-BPSK and pi/4-QPSK are supported in uplink when a single-tone is allocated.


The FDD and TDD RITs support bandwidths from approximately 1.4 MHz to 640 MHz. NBIOT supports 200 kHz bandwidth. Carrier aggregation, i.e. the simultaneous transmission of multiple component carriers in parallel to/from the same terminal/eNB, is used to support bandwidths larger than 20 MHz. Component carriers do not have to be contiguous in frequency and can even be located in different frequency bands in order to enable exploitation of fragmented spectrum allocations by means of spectrum aggregation. Licensed-Assisted Access (LAA) allows secondary component carriers to operate the DL in the unlicensed 5 GHz band. In order to fairly coexist, LAA uses a Listen-Before-Talk (LBT) medium access in the unlicensed frequency bands. Carrier Aggregation supports the functionality to aggregate TDD bands with different uplink and downlink allocations as well as the functionality to support multiple timing advancements. Carrier Aggregation also supports to aggregate FDD and TDD component carriers. Dual Connectivity allows aggregating component carriers of different eNBs that are connected via a non-ideal backhaul over the X2 interface.


Channel-dependent scheduling in both the time and frequency domains is supported for both downlink and uplink with the base-station scheduler being responsible for (dynamically) selecting the transmission resource as well as the data rate. The basic operation is dynamic scheduling, where the base-station scheduler takes a decision for each 1 ms Transmission Time Interval (TTI), but there is also a possibility for semi-persistent scheduling. Semi-persistent scheduling (SPS) enables transmission resources and data rates to be semi-statically allocated to a given User Equipment (UE) for a longer time period than one TTI to reduce the control-signalling overhead. For low latency UL transmissions, the SPS periodicity can be as low as 1 ms and UEs are allowed to skip the UL grant. For better uplink coverage, TTI bundling allows UEs to transmit in four consecutive TTIs. NB-IOT and enhanced Machine-type Communication (eMTC) allows for widespread coverage extension by means of scheduling multiple TTIs (up to several thousands).


Multi-antenna transmission schemes are an integral part of both RITs. Multi-antenna precoding with dynamic rank adaptation supports both spatial multiplexing (single-user MIMO) and beamforming. Beam-forming by means of 2-dimensional antenna arrays can exploit the horizontal as well as the vertical domain. Spatial multiplexing with up to eight layers in the downlink and four layers in the uplink is supported. Multi-user MIMO, where multiple users (up to 8) are assigned the same time-frequency resources, is also supported. Coordinated MultiPoint (CoMP) operation is also supported, where multiple transmission points or reception points are coordinated in their transmission or reception respectively. The coordinated transmission points can belong to the same cell, to different cells of the same eNB or to different cells of different eNBs. A discovery reference signal can be used to identify transmission points or cells for CoMP and/or Carrier aggregation operation. Finally, transmit diversity based on Space-Frequency Block Coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD) is supported. Large antenna arrays are efficiently supported, e.g., through codebook based channel state information (CSI) feedback for up to 32 eNB antenna ports or beamformed CSI reference signals.


Inter-cell interference coordination (ICIC), where neighbour cells exchange information aiding the scheduling in order to reduce interference, is supported for the RITs. ICIC can be used for homogenous deployments with non-overlapping cells of similar transmission power, as well as for heterogeneous deployments where a higher-power cell overlays one or several lower-power nodes. In order to increase the potential of cell range expansion, functionality for terminalside interference mitigation of reference and synchronization signals as well as the broadcast channel exists. A terminal-side mitigation of inter-cell interference caused by the data channel is supported with network assistance. A network-side interference mitigation technique is supported, which is based on the ability to turn on and off secondary cells.


Relaying functionality is included in both the FDD and TDD RITs. The relay node appears as a conventional base station (e-Node B) eNB to terminals but is wirelessly backhauled to the remaining part of the radio-access network using the LTE Release 10 radio-interface technology.


Both RITs support various types of machine-type communication. In order to better address the low-cost segment, a low-complexity terminal (Category 0) is supported, which has approximately 50% reduced modem complexity as compared to the least complex ‘normal’ UE (Category 1), e.g., by a single receive antenna, half-duplex operation and greatly reduced peak data rate support.


With the introduction of LTE-M, complexity is further reduced, e.g., by reducing the UE bandwidth down to 1.4 or 5 MHz and a low UE power class (20dBm). Two coverage extension modes have been added to LTE/LTE-M, one for moderate and another for large coverage extension basically using repetitions. 


NB-IoT is introduced aiming at extreme low complexity, e.g., by reducing the UE bandwidth down to 200 kHz, by even further limiting the UE peak data rate, and by introducing low UE power classes (20dBm/14dBm). Coverage extension of ~20 dB is enabled also basically through repetitions. NB-IoT can operate inband in LTE, in the LTE guardband, or standalone. Another 50% complexity reduction was made possible with eMTC (Category M1) and even more with NB-IOT (Category NB1). eMTC supports optionally half duplex (HD) operation and NB-IOT supports HD only. In addition, eMTC and NB-IOT extended the original LTE coverage area by ~15 dB and ~20 dB respectively. The narrow NB-IOT channel bandwidth of 200 kHz makes it possible to operate in re-farmed GSM channels or in LTE guardbands. 


In order to improve UE power consumption, a Power Saving State was introduced and extended Discontinuous Reception (eDRX) cycles range up to 10.24 s in connected mode and 43.69 min in idle mode. For eMTC LTE-M and NB-IOT, it is possible to configure an additional uplink and an additional downlink carrier for traffic which is dedicated to a particular User Equipment, whilst common transmissions such as synchronization signals, and uplink transmissions during cell access, occur on a the same carrier for all User Equipments.


In order to enhance data offloading, both RITs support LTE/Wi-Fi interworking functionality via RAN-assisted and RAN-controlled WLAN interworking. Based on configurable rules or eNB command, the UE steers its data traffic to the most appropriate radio access. Additionally, from Release 13 onwards, both RITs support LTE-WLAN aggregation (LWA) and LTE-WLAN Radio Level Integration with IPSec Tunnel (LWIP). LWA allows utilizing both LTE and WLAN in the unlicensed 2.4 GHz and 5 GHz bands simultaneously under the control of eNB.


From Release -12 onwards, sidelink transmissions are defined for Proximity based Services (ProSe) Direct Discovery and ProSe Direct Communication between terminals. ProSe Direct Communication is targeting only Public Safety applications and allows terminals to communicate with each other directly without routing the data via the eNB. ProSe Direct Discovery allows discovering other terminals in close proximity. Direct communication is also supported when a terminal is out of LTE coverage. The sidelink has been further enhanced in order to address direct vehicle-to-vehicle (V2V) communication.


1.3.1	Network architecture


The LTE-Advanced radio-access network has a flat architecture with a single type of node, the eNodeB, which is responsible for all radio-related functions in one or several cells. The eNodeB is connected to the core network by means of the S1 interface, more specifically to the serving gateway (S-GW) by means of the user-plane part, S1-u, and to the Mobility Management Entity (MME) by means of the control-plane part, S1-c. One eNodeB can interface to multiple MMEs/SGWs for the purpose of load sharing and redundancy. MMEs/S-GWs can be (re)selected for support of separate dedicated core networks that are designed to meet the requirements of a certain group of devices/customers.


The X2 interface, connecting eNodeBs to each other, is mainly used to support active-mode mobility. This interface may also be used for multi-cell Radio Resource Management (RRM) functions such as ICIC or CoMP. The X2 interface is also used to support lossless mobility between neighbouring cells by means of packet forwarding. 


FIGURE 1.1


Radio-access network interfaces








1.3.2	Layer 2 protocol architecture


Layer 2 (L2) consists of several sub-layers: Packet Data Convergence Protocol (PDCP), Radio Link Control (RLC) and Medium Access Control (MAC). The downlink and uplink protocol structures are illustrated in Fig. 1.2 and Fig. 1.3, respectively. Layer 2 provides one or more Radio Bearers to higher layers to which IP packets are mapped according to their Quality-of-Service (QoS) requirements. L2/MAC PDUs, also referred to as transport blocks, are created according to instantaneous scheduling decisions and delivered to the physical layer on one or several transport channels (one transport channel of the same type per component carrier).
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Downlink L2 protocol structure








FIGURE 1.3


Uplink L2 protocol structure








In Dual Connectivity, a data radio bearer can be configured as Master Cell Group (MCG) bearer, Secondary Cell Group (SCG) bearer or a split bearer. The MCG bearer is served by the Master eNB (MeNB), SCG bearer by the Secondary eNB (SeNB) and the split bearer is served by both eNBs. For a split bearer, a common PDCP entity is located in the MeNB, but there are two RLC entities, one terminating in the MeNB and one in the SeNB.


1.3.2.1	Packet Data Convergence Protocol (PDCP)


Except for NB-IOT, the main services and functions of the PDCP sublayer for the user plane include:


–	Header compression and decompression of IP data flows using ROHC.


–	Transfer of user data.


–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM.


–	For split bearers in Dual Connectivity (only support for RLC AM): PDCP PDU routing for transmission and PDCP PDU reordering for reception.


–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM.


–	Retransmission of PDCP SDUs at handover and, for split bearers in DC and LWA bearers, of PDCP PDUs at PDCP data-recovery procedure, for RLC AM.


–	Ciphering and deciphering.


–	Timer-based SDU discard in uplink.


For NB-IOT UE when AS security is activated, the main services and functions of the PDCP sublayer for the user plane include:


–	Header compression and decompression: ROHC only;


–	Transfer of user data;


–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;


–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;


–	Ciphering and deciphering;


–	Timer-based SDU discard in uplink.


The main services and functions of the PDCP for the control plane include:


–	Ciphering and Integrity Protection and Verification.


–	Transfer of control plane data.


For a NB-IOT UE that supports Control Plane CIoT EPS optimizations only, PDCP is bypassed. For a NB-IOT UE that supports both Control Plane CIoT EPS optimizations and User Plane CIoT EPS optimizations PDCP is not used until AS security is activated.


PDCP uses the services provided by the RLC sub-layer. There is one PDCP entity per radio bearer configured for a UE.


1.3.2.2	Radio Link Control (RLC)


Radio Link Control (RLC) is responsible for:


–	Transfer of upper layer PDUs.


–	Error correction through ARQ (only for AM data transfer).


–	Concatenation, segmentation and reassembly of RLC SDUs (only for UM and AM data transfer).


–	Resegmentation of RLC data PDUs (only for AM data transfer).


–	Reordering of RLC data PDUs (only for UM and AM data transfer).


–	Duplicate detection (only for UM and AM data transfer).


–	Protocol error detection (only for AM data transfer).


–	RLC SDU discard (only for UM and AM data transfer).


–	RLC re-establishment, except for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.


Depending on the mode-of-operation, an RLC entity may provide all, a subset of, or none of the services above. The RLC can operate in three different modes:


–	Transparent mode (TM), where the RLC is completely transparent and is in essence bypassed. This configuration is used for control-plane broadcast channels such as Broadcast Control Channel (BCCH), Common Control Channel (CCCH) and Paging Control Channel (PCCH) only where the information should reach multiple users. 


–	Unacknowledged mode (UM), where the RLC provides all the functionality above except error correction, is used when error-free delivery is not required, for example for Multicast Control Channel (MCCH) and Multicast Traffic Channel (MTCH) using Multimedia Broadcast over a Single Frequency Network (MBSFN) and for Voice-over-IP (VoIP).


–	For NB-IOT, RLC UM is not supported.


–	Acknowledged mode (AM), where the RLC provides all the services above, is the main mode-of-operation for TCP/IP packet data transmission on the Downlink Shared Channel (DLSCH). Segmentation/reassembly, in-sequence delivery and retransmissions of erroneous data are all supported.


The RLC offers services to the PDCP in the form of radio bearers and uses services from the MAC layer in the form of logical channels. There is one RLC entity per radio bearer configured for a terminal.


1.3.2.3	Medium access control (MAC)


The MAC layer is responsible for:


–	Mapping between logical channels and transport channels.


–	Multiplexing/demultiplexing of MAC SDUs belonging to one or different logical channels into/from transport blocks delivered to/from the physical layer on transport channels.


–	Scheduling information reporting.


–	Error correction through N-process stop-and-wait hybrid-ARQ (HARQ) with synchronous (for the uplink) and asynchronous (for the downlink) retransmissions.


–	Priority handling between logical channels of one UE.


–	Priority handling between UEs by means of dynamic scheduling.


–	Multimedia Broadcast/Multicast Service (MBMS) identification.


–	Transport format selection.


–	Padding.


The ProSe specific services and functions of the MAC sublayer include:


–	Radio resource selection;


–	Packet filtering for Prose Direct Communication.


In case of Dual Connectivity, the UE is configured with two independent MAC entities, one for MCG and one for SCG. 


The MAC offers services to the RLC in the form of logical channels. A logical channel is defined by the type of information it carries and is generally classified as a control channel, used for transmission of control and configuration information necessary for operating an LTE-Advanced system, or as a traffic channel, used for the user data. The set of logical-channel types specified for LTE-Advanced includes:


–	Broadcast Control Channel (BCCH), used for broadcasting system control information.


–	Bandwidth Reduced Broadcast Control Channel (BR-BCCH), used for broadcasting system control information to bandwidth limited eMTC UEs.


–	Paging Control Channel (PCCH), a downlink channel used for paging when the network is not aware of the location of the UE and for system information change notifications.


–	Common Control Channel (CCCH), used for transmission of control information between UEs and network when the UE has no RRC connection.


–	Dedicated Control Channel (DCCH), used for transmission of control information to/from a mobile terminal when the UE has a RRC connection.


–	Multicast Control Channel (MCCH), used for transmission of control information required for reception of the MTCH.


–	Single-Cell Multicast Control Channel (SC-MCCH), used for transmission of control information required for reception of MBMS using single-cell point-to-multipoint (SCPTM).


–	Sidelink Broadcast Channel (SBCH) used for broadcasting sidelink system information from one UE to other UE(s). This channel is used only by ProSe Direct Communication capable UEs.


–	Dedicated Traffic Channel (DTCH), used for transmission of user data to/from a mobile terminal. This is the logical channel type used for transmission of all uplink and nonMBSFN downlink user data. DTCH is not supported for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.


–	Multicast Traffic Channel (MTCH), used for downlink transmission of MBMS services.


–	Single-Cell Multicast Traffic Channel (SC-MTCH), used for downlink transmission of MBMS services using SC-PTM.


–	Sidelink Traffic Channel (STCH) is a point-to-multipoint channel, for transfer of user information from one UE to other UEs. This channel is used only by Prose Direct Communication capable UEs.


For a NB-IOT UE that only uses Control Plane CIoT EPS optimizations there is only one dedicated logical channel per UE.


From the physical layer, the MAC layer uses services in the form of Transport Channels. A transport channel is defined by how and with what characteristics the information is transmitted over the radio interface. Data on a transport channel is organized into transport blocks. In each Transmission Time Interval (TTI), at most one or two (in case of spatial multiplexing) transport blocks are transmitted per component carrier.


Associated with each transport block is a Transport Format (TF), specifying how the transport block is to be transmitted over the radio interface. The transport format includes information about the transport-block size, the modulation scheme, and the antenna mapping. The scheduler is responsible for (dynamically) determining the uplink as well as downlink transport format in each TTI.


The following transport-channel types are defined:


–	Broadcast Channel (BCH) has a fixed transport format, provided by the specifications. It is used for transmission of parts of the BCCH system information, more specifically the socalled Master Information Block (MIB).


–	Paging Channel (PCH) is used for transmission of paging information from the PCCH logical channel. The PCH supports discontinuous reception (DRX) to allow the mobile terminal to save battery power by waking up to receive the PCH only at predefined time instants.


–	Downlink Shared Channel (DL-SCH) is the main transport-channel type used for transmission of downlink data in LTE-Advanced. It supports dynamic rate adaptation and channel-dependent scheduling, hybrid-ARQ with soft combining, and spatial multiplexing. It also supports DRX to reduce mobile-terminal power consumption while still providing an always-on experience. 


	The DL-SCH is also used for transmission of the parts of the BCCH system information not mapped to the BCH. In case of transmission to a terminal using multiple component carriers the UE receives one DL-SCH per component carrier.


–	Multicast Channel (MCH) is used to support MBMS. It is characterized by a semi-static transport format and semi-persistent scheduling. In case of multi-cell transmission using MBSFN, the scheduling and transport format configuration is coordinated among the cells involved in the MBSFN transmission.


–	Uplink Shared Channel (UL-SCH) is the uplink counterpart to the DL-SCH, i.e. it is the uplink transport channel used for transmission of uplink data.


–	Random Access Channel (RACH) is also defined as an uplink transport channel although it does not carry transport blocks. The RACH is used in the uplink to respond to the paging message or to initiate the move to the RRC_CONNECTED state according to terminal data transmission needs.


–	Sidelink broadcast channel (SL-BCH) uses a pre-defined transport format.


–	Sidelink discovery channel (SL-DCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it uses a fixed size, pre-defined format periodic broadcast transmission. 


–	Sidelink shared channel (SL-SCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it supports HARQ combining and dynamic link adaptation by varying the transmit power, modulation and coding.


The mapping between logical channels, transport channels and physical channels (described in § 1.1.3.3) is illustrated in Fig. 1.4 for the downlink, Fig. 1.5 for the uplink, Fig. 1.6 for the sidelink, Fig. 1.6A for the NB-IOT downlink and Fig. 1.6B for the NB-IOT uplink.


FIGURE 1.4


Downlink channel mapping








FIGURE 1.5


Uplink channel mapping








FIGURE 1.6


Sidelink channel mapping








FIGURE 1.6A


NB-IOT DL channel mapping
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NB-IOT UL channel mapping








1.3.3	Physical layer


The physical layer is responsible for:


–	Modulation and demodulation of physical channels.


–	Error detection on the transport channel and indication to higher layers.


–	Forward Error Correction (FEC) encoding and decoding of transport channels.


–	Rate matching of the coded transport channel to physical channels.


–	Mapping of the coded transport channel onto physical channels according to Fig. 1.4 (downlink) and Fig. 1.5 (uplink).


–	Hybrid ARQ soft-combining.


–	Frequency and time synchronization.


–	Power weighting of physical channels.


–	Multi-antenna processing and beamforming.


–	Characteristic measurements and indication to higher layers.


–	RF processing.


A simplified overview of the processing for the DL-SCH is given in Fig. 1.7.


FIGURE 1.7


Simplified physical-layer processing for DL-SCH on one component carrier








1.3.3.1	Physical channels


The following different types of physical channels are defined for the downlink:


–	Physical Downlink Shared Channel (PDSCH): Used for transmission of user and control plane data services.


–	Physical Multicast Channel (PMCH): Used for transmission of control and user-plane broadcast services during MBSFN subframes.


–	Physical Downlink Control Channel (PDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.


–	Enhanced Physical Downlink Control Channel (EPDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.


–	MTC physical downlink control channel (MPDCCH): Used for transmission of control information in bandwidth-reduced operation and/or using coverage extension mode.


–	Physical Broadcast Channel (PBCH): Used for conveying cell and/or system specific information.


–	Physical Control Format Indicator Channel (PCFICH): It indicates to the UE the control format (number of symbols comprising PDCCH, PHICH) of the current subframe.


–	Physical Hybrid ARQ Indicator Channel (PHICH): It conveys the ACK/NAK information for UL (PUSCH) transmissions received at the eNodeB.


Three different types of physical channels are defined for the uplink:


–	Physical Random Access Channel (PRACH): It conveys a preamble which is used to trigger a random-access procedure in the eNodeB.


–	Physical Uplink Shared Channel (PUSCH): It conveys both user data and upper layer control information. 


–	Physical Uplink Control Channel (PUCCH): It conveys control information (scheduling requests, CQI, PMI, RI, HARQ ACK/NAK for PDSCH, etc.).


The following types of physical channels are defined for the sidelink:


–	Physical sidelink broadcast channel (PSBCH): Carries system and synchronization related information, transmitted from the UE.


–	Physical sidelink discovery channel (PSDCH): Carries ProSe Direct Discovery message from the UE.


–	Physical sidelink control channel (PSCCH): Carries control from a UE for ProSe Direct Communication.


–	Physical sidelink shared channel (PSSCH): Carries data from a UE for ProSe Direct Communication.


The following types of physical channels are defined for NB-IOT:


–	Narrowband Physical broadcast channel (NPBCH) : Carries the BCH for NB-IOT UEs. Used for conveying cell and/or system specific information using a transport block mapped to sixty four subframes within a 640 ms interval.


–	Narrowband Physical downlink shared channel (NPDSCH): Carries the DL-SCH and PCH for NB-IOT UEs.


–	Narrowband Physical downlink control channel (NPDCCH): Informs the NB-IOT UE about the resource allocation of PCH and DL-SCH. Carries the uplink scheduling grant for the NBIOT UE. Carries the direct indication information.


–	Narrowband Physical uplink shared channel (NPUSCH): Carries the UL-SCH and Hybrid ARQ ACK/NAKs in response to downlink transmission for the NB-IOT UE.


–	Narrowband Physical random access channel (NPRACH): Carries the random access preamble for the NB-IOT UE.


1.3.3.2	Time-domain structure and duplex schemes


Figure 1.8 illustrates the high-level time-domain structure for transmission, with each (radio) frame of length 10 ms consisting of ten equally sized subframes of length 1 ms. Each subframe consists of two equally sized slots of length Tslot = 0.5 ms with each slot consisting of a number of OFDM symbols including cyclic prefix.


FIGURE 1.8


LTE-Advanced time-domain structure








LTE-Advanced can operate in both FDD and TDD as illustrated in Fig. 1.9. Although the timedomain structure is, in most respects, the same for FDD and TDD there are some differences between the two duplex modes, most notably the presence of a special subframe in case of TDD. The special subframe is used to provide the necessary guard time for downlink-to-uplink switching.


FIGURE 1.9


Uplink/downlink time/frequency structure in case of FDD and TDD








In case of FDD operation (upper part of Fig. 1.9), there are two carrier frequencies for each component carrier, one for uplink transmission (fUL) and one for downlink transmission (fDL). During each frame, there are thus ten uplink subframes and ten downlink subframes and uplink and downlink transmission can occur simultaneously within a cell. Half-duplex operation at the UE side is supported by the scheduler ensuring non-simultaneous reception and transmission at the UE.


In case of TDD operation (lower part of Fig. 1.9), there is only a single carrier frequency per component carrier and uplink and downlink transmissions are always separated in time also on a cell basis. As seen in the figure, some subframes are allocated for uplink transmissions and some subframes for downlink transmission with the switch between downlink and uplink occurring in the special subframe. The special subframe is split into three parts: a downlink part (DwPTS), a guard period (GP) where the switch occurs, and an uplink part (UpPTS). The DwPTS is in essence treated as a normal downlink subframe, although the amount of data that it is possible to transmit is smaller due to the reduced length of the DwPTS. The UpPTS can be used for UL data transmission, channel sounding or random access. The DwPTS, GP, and UpPTS have configurable individual lengths to support different deployment scenarios, and a total length of 1 ms.


Different asymmetries in terms of the amount of resources allocated for uplink and downlink transmission, respectively, are provided through seven different downlink/uplink configurations as shown in Fig. 1.10. In case of carrier aggregation, the downlink/uplink configuration is identical across component carriers in the same band and may be the same or different across component carriers in different bands.


Coexistence between the TDD RIT and other (IMT-2000) TDD systems such as TD-SCDMA is catered for by aligning the switch points between the two systems and selecting the appropriate special subframe configuration and uplink-downlink asymmetry. 


FIGURE 1.10


Uplink-downlink asymmetries supported by the TDD RIT








Sidelink transmissions use the same frame structure as the frame structure that is defined for uplink and downlink when UEs are in network coverage. However, the sidelink transmissions are restricted to a sub-set of the uplink resources in time and frequency domain. 


The physical channel structure is similar to uplink transmissions and the same basic transmission scheme as the UL transmission scheme is used. However, sidelink is limited to single cluster transmissions and it uses a 1 symbol gap at the end of each sidelink subframe.


1.3.3.3	Physical layer processing


To the transport block(s) to be transmitted on a DL-SCH or UL-SCH, a CRC is attached, followed by rate-1/3 Turbo coding for error correction (Tail Biting Convolutional Code for NPDSCH). Rate matching is used not only to match the number of coded bits to the amount of resources allocated for the DL-SCH/UL-SCH transmission, but also to generate the different redundancy versions as controlled by the hybrid-ARQ protocol. In case of spatial multiplexing, the processing is duplicated for the two transport blocks. After rate matching, the coded bits are modulated (QPSK, 16QAM, 64QAM, 256QAM in DL). In case of multi-antenna transmission, the modulation symbols are mapped to multiple layers and precoded before being mapped to the different antenna ports. Alternatively, transmit diversity can be applied. Finally, the (precoded) modulation symbols are mapped to the time-frequency resources allocated for the transmission.


Downlink transmission is based on conventional OFDM with a cyclic prefix. The subcarrier spacing is f = 15 kHz and two cyclic prefix lengths are supported: normal cyclic prefix 4.7 µs and extended cyclic prefix 16.7 µs. In the frequency domain, the number of resource blocks can range from 6 to 100 per component carrier (for channel bandwidths ranging from 1.4 to 20 MHz respectively), where a resource block is 180 kHz in the frequency domain. There can be up to 32 component carriers transmitted in parallel implying an overall bandwidth up to 640 MHz. In inband mode NB-IOT allocates a single resource block. In standalone mode, NB-IOT uses a channel bandwidth of 200 kHz. MBSFN subframes can use subcarrier spacings of f = 7.5 kHz or f = 1.25 kHz with an extended cyclic prefix of 33.4 µs and 200 µs, respectively.


Uplink transmission is based on DFT-spread OFDM (DFTS-OFDM). DFTS-OFDM can be seen as a DFT precoder, followed by conventional OFDM with the same numerology as in the downlink. The NB-IOT UL allows allocating a single-tone with f = 3.75 kHz or f = 15 kHz subcarrier spacing. Multiple DFT precoding sizes, corresponding to transmission with different scheduled bandwidths, can be used.


The remaining downlink transport channels (PCH, BCH, MCH) are based on the same general physical-layer processing as DL-SCH, although with some restrictions in the set of features used.


1.3.3.4	Multi-antenna transmission


A wide range of multi-antenna transmission schemes are supported in the downlink:


–	Single-antenna transmission using a single cell-specific reference signal. 


–	Closed-loop spatial multiplexing, also known as codebook-based beam-forming or precoding, of up to four layers using cell-specific reference signals. Feedback reports from the terminal are used to assist the eNodeB in selecting a suitable precoding matrix.


–	Open-loop spatial multiplexing, also known as large-delay cyclic delay diversity, of up to four layers using cell-specific reference signals. 


–	Spatial multiplexing of up to eight layers using UE-specific reference signals. The eNodeB may use feedback reports or exploit channel reciprocity to set the beam-forming weights.


–	Transmit diversity based on space-frequency block coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD).


–	Multi-user MIMO where multiple terminals are assigned overlapping time-frequency resources.


–	Non-precoded CSI-RS operation is supported, which comprises schemes where different CSI-RS ports have the same wide beam width and direction and hence generally cell wide coverage.


–	Beamformed CSI-RS operation is supported, which comprises schemes where (at least at a given time/frequency) CSI-RS ports have narrow beam widths and hence not cell wide coverage, and (at least from the eNB perspective) at least some CSI-RS portresource combinations have different beam directions.


–	Downlink Coordinated MultiPoint (DL-CoMP) operation where multiple transmission points are coordinated. 


The following multi-antenna transmission schemes are supzported in the uplink:


–	Single-antenna transmission.


–	Precoding supporting rank-adaptive spatial multiplexing with one up to four layers.


–	Uplink Coordinated MultiPoint (UL-CoMP) operation where multiple reception points are coordinated. 


1.3.3.5	Link adaptation and power control


According to the radio channel conditions, the Modulation and Coding Scheme (MCS) can be adapted flexibly. The same modulation and coding is applied to all resource units assigned to the same transport block within a TTI. Uplink power control determines the average power over a DFTSOFDM symbol in which the physical channel is transmitted.


1.3.3.6	L1/L2 control signalling


Downlink control information (DCI) is transmitted on either a PDCCH or an EPDCCH. In bandwidth-reduced operation and/or when using coverage extension mode, a DCI is transmitted on an MPDCCH. For NB-IOT, a DCI is transmitted on NPDCCH. 


The PDCCH is transmitted in the first one to three OFDM symbols of each downlink subframe in each component carrier with the number of OFDM symbols being indicated on the PCFICH. Downlink and uplink scheduling grants (consisting of UE identity, time-frequency resources and transport format) and hybrid-ARQ acknowledgements are transmitted on the PDCCH and PHICH, respectively. Each grant is transmitted on a separate PDCCH using QPSK modulation and cellspecific reference signals. 


The EPDCCH/MPDCCH is transmitted in pairs of Physical Resource Blocks (PRBs) multiplexed in frequency with the PDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The EPDCCH/MPDCCH uses QPSK modulation and demodulation reference signals, and it may use either frequency-localized or frequency-distributed transmission. 


For NB-IOT, the NPDCCH is transmitted in all available OFDM symbols of pairs of PRBs, with no multiplexing with NPDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The NPDCCH uses QPSK modulation and narrowband reference signals.


Sidelink resource allocation can be transmitted on the PDCCH/EPDCCH.


Uplink control information (UCI), consisting of channel-state information (CSI), scheduling requests and hybrid-ARQ acknowledgements, is transmitted at the band edges of the primary uplink component carrier. Alternatively, parts of the control signalling can be multiplexed with data on PUSCH. To support downlink CoMP transmission, a UE may be configured with multiple CSI processes.


1.3.3.7	MBSFN operation


Multicast/Broadcast over Single Frequency Network (MBSFN) transmission, where the same signal is transmitted from multiple, time-synchronized cells, is supported by the MCH transport channel. One component carrier can support simultaneous unicast and broadcast support through time-domain multiplexing of MCH and DL-SCH transmissions, where the MCH can be configured on up to 80% of the DL resources. 


2	Detailed specification of the radio interface technology 


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).


The IMT-Advanced standards contained in this section are derived from the global core specification for LTE-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/. The following notes apply to the sections below: 


1)	The identified Transposing Organizations[footnoteRef:9] should make their reference material available from their website.  [9: 	The following identified Transposing Organizations have provided their transposed sets of standards information contained in this section:
	–	Association of Radio Industries and Businesses (ARIB)
	–	Alliance for Telecommunications Industry Solutions (ATIS)
	–	China Communications Standards Association (CCSA)
–	European Telecommunications Standards Institute (ETSI)
–	Telecommunications Standards Development Society, India (TSDSI)
–	Telecommunications Technology Association (TTA)
–	Telecommunication Technology Committee (TTC).] 



2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


Section 1.2.1 contains titles and synopses of the Global Core Specification of IMT-Advanced radio interface technology entitled LTE-Advanced and the related hyperlinks to the transposed standards. Specifications listed in § 1.2.2 are not part of the LTE-Advanced GCS.


The specific 3GPP specifications of the GCS for LTE-Advanced that are being transposed in § 2.1 are summarized in Table 1.1:


TABLE 1.1


3GPP specifications in § 2.1 that are to be transposed


			36.100 Series


			36.200 Series


			36.300 Series


			36.400 Series


			36.500 series


			37.xxx Series


			25.400 Series





			TS 36.101
TS 36.104
TS 36.106
TS 36.111
TS 36.112
TS 36.113
TS 36.116
TS 36.117
TS 36.124
TS 36.133
TS 36.141
TS 36.143
TS 36.171


			TS 36.201
TS 36.211
TS 36.212
TS 36.213
TS 36.214
TS 36.216


			TS 36.300
TS 36.302
TS 36.304
TS 36.305
TS 36.306
TS 36.307
TS 36.314
TS 36.321
TS 36.322
TS 36.323
TS 36.331
TS 36.355
TS 36.360
TS 36.361


			TS 36.401
TS 36.410
TS 36.411
TS 36.412
TS 36.413
TS 36.414
TS 36.420
TS 36.421
TS 36.422
TS 36.423
TS 36.424
TS 36.425
TS 36.440
TS 36.441
TS 36.442
TS 36.443
TS 36.444
TS 36.445
TS 36.455
TS 36.456
TS 36.457
TS 36.458
TS 36.459
TS 36.461
TS 36.462
TS 36.463
TS 36.464
TS 36.465


			TS 36.508
TS 36.509
TS 36.521-1
TS 36.521-2
TS 36.521-3
TS 36.523-1
TS 36.523-2
TS 36.523-3


TS 36.579-1
TS 36.579-2
TS 36.579-3
TS 36.579-4
TS 36.579-5


			TS 37.104
TS 37.105
TS 37.113
TS 37.114
TS 37.141
TS 37.144
TS 37.145-1
TS 37.145-2
TS 37.171
TS 37.320
TS 37.544
TS 37.571-1
TS 37.571-2
TS 37.571-3
TS 37.571-4
TS 37.571-5


			TS 25.460
TS 25.461
TS 25.462
TS 25.466
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Attention: The information contained in this document is temporary in nature and does not necessarily represent material that has been agreed by the group concerned. Since the material may be subject to revision during the meeting, caution should be exercised in using the document for the development of any further contribution on the subject.


2.1	Titles and synopses of the global core specification and the transposed standards


2.1.1	Introduction


The standards documents referenced below, as transposed from the relevant 3GPP specifications, are provided by the identified Transposing Organizations as the transposed sets of standards for the terrestrial radio interface of IMT-Advanced identified as LTE-Advanced and includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.


2.1.2	Radio Layer 1


2.1.2.1	TS 36.201


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE physical layer; General description


This document provides a general description of the physical layer of the E-UTRA radio interface. This document also describes the document structure of the 3GPP E-UTRA physical layer specifications, i.e. TS 36.200 series. The TS 36.200 series specifies the Uu point for the LTE mobile system, and defines the minimum level of specifications required for basic connections in terms of mutual connectivity and compatibility.


SDO	Document No.	Version	Issued date	Location





2.1.2.2	TS 36.211


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation


This document describes the physical channels and modulation for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.3	TS 36.212


Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding


This document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.4	TS 36.213


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures


This document specifies and establishes the characteristics of the physical layer procedures for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.5	TS 36.214


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements


This document contains the description and definition of the measurements done at the UE and network in order to support operation in idle mode and connected mode in E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.6	TS 36.216


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer for relaying operation


This document describes the characteristics of eNodeB – relay node transmissions.


SDO	Document No.	Version	Issued date	Location





2.1.3	Radio Layers 2 & 3


2.1.3.1	TS 36.300


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2


This document provides an overview and overall description of the E-UTRAN radio interface protocol architecture. Details of the radio interface protocols are specified in companion specifications of the 36 series.


SDO	Document No.	Version	Issued date	Location





2.1.3.2	TS 36.302


Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by the physical layer


This document is a technical specification of the services provided by the physical layer of E-UTRA to upper layers.


SDO	Document No.	Version	Issued date	Location





2.1.3.3	TS 36.304


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode


This document specifies the Access Stratum (AS) part of the Idle Mode procedures applicable to a UE. This document specifies the model for the functional division between the NAS and AS in a UE. This document applies to all UEs that support at least E-UTRA, including multi-RAT UEs as described in 3GPP specifications, in the following cases: (i) When the UE is camped on an E-UTRA cell; (ii) When the UE is searching for a cell to camp on.


SDO	Document No.	Version	Issued date	Location





2.1.3.4	TS 36.305


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN


This document specifies the stage 2 of the UE positioning function of E-UTRAN, which provides the mechanisms to support or assist the calculation of the geographical position of a UE. The purpose of this stage 2 specification is to define the E-UTRAN UE Positioning architecture, functional entities and operations to support positioning methods. This description is confined to the E-UTRAN Access Stratum. This stage 2 specification covers the E-UTRAN positioning methods, state descriptions, and message flows to support UE positioning.


SDO	Document No.	Version	Issued date	Location





2.1.3.5	TS 36.306


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities


This document defines the E-UTRA UE Radio Access Capability Parameters.


SDO	Document No.	Version	Issued date	Location





2.1.3.6	TS 36.314


Evolved Universal Terrestrial Radio Access (E-UTRA); Layer 2 – Measurements


This document contains the description and definition of the measurements performed by EUTRAN that are transferred over the standardized interfaces in order to support E-UTRA radio link operations, radio resource management (RRM), network operations and maintenance (OAM), and self-organizing networks (SON).


SDO	Document No.	Version	Issued date	Location





2.1.3.7	TS 36.321


Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification


This document specifies the E-UTRA Medium Access Control (MAC) protocol.


SDO	Document No.	Version	Issued date	Location





2.1.3.8	TS 36.322


Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control (RLC) protocol specification


This document specifies the E-UTRA Radio Link Control (RLC) protocol.


SDO	Document No.	Version	Issued date	Location





2.1.3.9	TS 36.323


Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data Convergence Protocol (PDCP) specification


This document specifies the E-UTRAPacket Data Convergence Protocol (PDCP).


SDO	Document No.	Version	Issued date	Location





2.1.3.10	TS 36.331


Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification


This document specifies the Radio Resource Control protocol for the radio interface between UE and E-UTRAN as well as for the radio interface between RN and E-UTRAN. The scope of this document also includes: (i) the radio related information transported in a transparent container between source eNodeB and target eNodeB upon inter eNodeB handover; (ii) the radio related information transported in a transparent container between a source or target eNodeB and another system upon inter RAT handover.


SDO	Document No.	Version	Issued date	Location





2.1.3.11	TS 36.355


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)


This document contains the definition of the LTE Positioning Protocol (LPP).


SDO	Document No.	Version	Issued date	Location





2.1.3.12	TS 36.360


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE-WLAN Aggregation Adaptation Protocol (LWAAP) specification


This document specifies the E-UTRA LTE-WLAN Aggregation Adaptation Protocol (LWAAP).


SDO	Document No.	Version	Issued date	Location





2.1.3.13	TS 36.361


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE/WLAN Radio Level Integration Using IPsec Tunnel (LWIP) encapsulation; Protocol specification


This document specifies the LWIP Encapsulation Protocol.


SDO	Document No.	Version	Issued date	Location





2.1.4	Architecture


2.1.4.1	TS 36.401


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description


This document describes the overall architecture of the E-UTRAN, including internal interfaces and assumptions on the radio, S1 and X2 interfaces.


SDO	Document No.	Version	Issued date	Location





2.1.4.2	TS 36.410


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1 general aspects and principles


This document is an introduction to the 3GPP TS 36.41x series of technical specifications that define the S1 interface for the interconnection of the eNodeB component of the Evolved Universal Terrestrial Radio Access Network (E UTRAN) to the Core Network of the EPS system.


SDO	Document No.	Version	Issued date	Location





2.1.4.3	TS 36.411


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1


This document specifies the standards allowed to implement layer 1 on the S1 interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document. In the following, “layer 1” and “physical layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.4	TS 36.412


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 signalling transport


This document specifies the standards for signalling transport to be used across S1 interface. S1 interface is a logical interface between the eNodeB and the E-UTRAN core network. This document describes how the S1-AP signalling messages are transported over S1.


SDO	Document No.	Version	Issued date	Location





2.1.4.5	TS 36.413


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the S1 interface. The S1 Application Protocol (S1AP) supports the functions of S1 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.6	TS 36.414


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the S1 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.7	TS 36.420


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 general aspects and principles


This document is an introduction to the TSG RAN TS 36.42x series of UMTS technical specifications that define the X2 interface. It is an interface for the interconnection of two E-UTRAN NodeB (eNodeB) components within the Evolved Universal Terrestrial Radio Access Network (EUTRAN) architecture.


SDO	Document No.	Version	Issued date	Location





2.1.4.8	TS 36.421


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 layer 1


This document specifies the standards allowed to implement Layer 1 on the X2 interface. The specification of transmission delay requirements and O & M requirements are not in the scope of this document. In the following “Layer 1” and “Physical Layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.9	TS 36.422


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 signalling transport


This document specifies the standards for Signalling Transport to be used across X2 interface. X2 interface is a logical interface between eNodeBs. This document describes how the X2-AP signalling messages are transported over X2.


SDO	Document No.	Version	Issued date	Location





2.1.4.10	TS 36.423


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 Application Protocol (X2AP)


This document specifies the radio network layer signalling procedures of the control plane between eNodeBs in E-UTRAN. X2AP supports the functions of X2 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.11	TS 36.424


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the X2 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.12	TS 36.425


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 interface user plane protocol


This document specifies the X2 user plane protocol being used over the X2 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.13	TS 36.440


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); General aspects and principles for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document describes the overall architecture of the interface for the provision of MBMS in the E-UTRAN. This includes also a description of the general aspects, assumptions and principles guiding the architecture and interface. The MBMS functions to be provided within that architecture are summarized. It provides an introduction to the TSG RAN TS 36.44x series of UMTS technical specifications that define the different interfaces introduced for MBMS provision in E-UTRAN.


SDO	Document No.	Version	Issued date	Location





2.1.4.14	TS 36.441


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Layer 1 for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document specifies the standards allowed to implement layer 1 on the interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN. In the following, “layer 1” and “physical layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.15	TS 36.442


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Signalling Transport for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document specifies the standards for signalling transport to be used across M2 and M3 interfaces. M2 interface is a logical interface between the eNodeB and the MCE. M3 interface is a logical interface between the MCE and the MME. This document describes how the M2-AP signalling messages are transported over M2, and how the M3-AP signalling messages are transported over M3.


SDO	Document No.	Version	Issued date	Location





2.1.4.16	TS 36.443


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M2 Application Protocol (M2AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the M2 interface. The M2 Application Protocol (M2AP) supports the functions of M2 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.17	TS 36.444


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M3 Application Protocol (M3AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the M3 interface. The M3 Application Protocol (M3AP) supports the functions of M3 interface by signalling procedures defined in this document.
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2.1.4.18	TS 36.445


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M1 data transport


This document specifies the standards for user data transport protocols over the E-UTRAN M1 interface.
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2.1.4.19	TS 36.455


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa)


This document specifies the control plane radio network layer signalling procedures between eNodeB and E-SMLC. LPPa supports the concerned functions by signalling procedures defined in this document.
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2.1.4.20	TS 36.456


SLm interface general aspects and principles


This document is an introduction to the 3GPP TS 36.45x series of technical specifications that define the SLm interface for the interconnection of the Evolved Serving Mobile Location Centre (E-SMLC) to the Location Measurement Unit (LMU) components of the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).
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2.1.4.21	TS 36.457


SLm interface layer 1


This document specifies the standards allowed to implement layer 1 on the SLm interface.
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2.1.4.22	TS 36.458


SLm interface signalling transport


This document specifies the standards for signalling transport to be used across the SLm interface. The SLm interface is a logical interface between the LMU and the E-SMLC in the E-UTRAN core network. This document describes how the SLmAP signalling messages are transported over SLm.
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2.1.4.23	TS 36.459


SLm interface Application Protocol (SLmAP)


This document specifies the E-UTRAN radio network layer signalling protocol for the SLm interface. The SLm Application Protocol (SLmAP) supports the functions of the SLm interface by signalling procedures defined in this document. 
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2.1.4.24	TS 36.461


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw layer 1


This document specifies the standards allowed to implement Layer 1 on the Xw interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.
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2.1.4.25	TS 36.462


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw signalling transport


This document specifies the standards for Signalling Transport to be used across the Xw interface. The Xw interface is a logical interface between the eNB and the WLAN Termination (WT). This document describes how the Xw-AP signalling messages are transported over Xw. 


SDO	Document No.	Version	Issued date	Location





2.1.4.26	TS 36.463


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw application protocol (XwAP)


This document specifies the signalling procedures of the control plane between an eNB and WLAN Termination (WT). The Xw Application Protocol (XwAP) supports the functions of Xw interface by signalling procedures defined in this document. 
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2.1.4.27	TS 36.464


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the Xw interface for LTE/WLAN Aggregation (LWA). 
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2.1.4.28	TS 36.465


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw interface user plane protocol


This document specifies the Xw user plane protocol being used over the Xw interface for LTE/WLAN Aggregation (LWA). 
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2.1.4.29	TS 25.460


UTRAN Iuant interface: General aspects and principles


This document is an introduction to the 3GPP TS 25.46x series of technical specifications that define the Iuant Interface for UMTS and E-UTRAN. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.
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2.1.4.30	TS 25.461


UTRAN Iuant interface: Layer 1


This document specifies the standards allowed to implement layer 1 on the Iuant interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.
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2.1.4.31	TS 25.462


UTRAN Iuant interface: Signalling transport


This document specifies the signalling transport related to RETAP and TMAAP signalling to be used across the Iuant interface. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.
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2.1.4.32	TS 25.466


UTRAN Iuant interface: Application part


This document specifies the Remote Electrical Tilting Application Part (RETAP) between the implementation specific O&M transport function and the RET Antenna Control unit function of the NodeB/eNodeB. The document also specifies the Tower Mounted Amplifier Application Part (TMAAP) between the implementation specific O&M transport function and the TMA control function of the NodeB/eNodeB. It defines the Iuant interface and its associated signalling procedures.
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2.1.5	Radio-frequency aspects


2.1.5.1	TS 36.101


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements for E-UTRA User Equipment (UE).
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2.1.5.2	TS 36.104


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Base Station (BS).


SDO	Document No.	Version	Issued date	Location





2.1.5.3	TS 36.106


Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater radio transmission and reception


This document establishes the minimum RF characteristics of E-UTRA FDD Repeater.
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2.1.5.4	TS 36.111


Location Measurement Unit (LMU) performance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN) 


This document establishes the Location Measurement Unit (LMU) minimum UTDOA positioning requirement for the FDD and TDD mode of E-UTRAN. 
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2.1.5.5	TS 36.112


Location Measurement Unit (LMU) conformance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN)


This document establishes the conformance requirements for E-UTRAN Location Measurement Units (LMU) operating in the FDD or TDD mode.
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2.1.5.6	TS 36.113


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA base stations, repeaters and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA base stations, repeaters and associated ancillary equipment in one of the following categories: (i) base stations of E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (ii) repeaters of FDD E-UTRA meeting the requirements of TS 36.106, with conformance demonstrated by compliance to TS 36.143. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.7	TS 36.116


Evolved Universal Terrestrial Radio Access (E-UTRA); Relay radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Relay.
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2.1.5.8	TS 36.117


Evolved Universal Terrestrial Radio Access (E-UTRA); Relay conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Relay. These have been derived from, and are consistent with the E-UTRA Relay specifications defined in TS 36.116.
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2.1.5.9	TS 36.124


Evolved Universal Terrestrial Radio Access (E-UTRA); Electromagnetic compatibility (EMC) requirements for mobile terminals and ancillary equipment


This document establishes the essential EMC requirements for “3rd generation” digital cellular mobile terminal equipment and ancillary accessories in combination with a 3GPP E-UTRA user equipment (UE). This document specifies the applicable EMC tests, the methods of measurement, the frequency range, the limits and the minimum performance criteria for all types of E-UTRA UEs and their accessories. Requirements for the radiated emission from the enclosure port of integral antenna equipment and ancillaries have been included. The immunity requirements have been selected to ensure an adequate level of compatibility for apparatus in residential, commercial, light industrial and vehicular environments. The levels however, do not cover extreme cases, which may occur in any location but with low probability of occurrence. Compliance of radio equipment to the requirements of this document does not signify compliance to any requirement related to the use of the equipment (i.e. licensing requirements). Compliance to the requirements of this document does not signify compliance to any safety requirement. However, any temporary or permanent unsafe condition caused by EMC is considered as non-compliance.
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2.1.5.10	TS 36.133


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management


This document specifies requirements for support of Radio Resource Management for the FDD and TDD modes of E-UTRA. These requirements include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour and interaction, in terms of delay and response characteristics.
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2.1.5.11	TS 36.141


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Base Stations (BS) operating either in the FDD mode (used in paired bands) or the TDD mode (used in unpaired bands). These have been derived from, and are consistent with the E-UTRA Base Station (BS) specifications defined in TS 36 104.
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2.1.5.12	TS 36.143


Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA FDD Repeater. These have been derived from, and are consistent with the E-UTRA FDD repeater specifications defined in TS 36.106.
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2.1.5.13		TS 36.171


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Assisted Global Navigation Satellite System (AGNSS)


This document establishes the minimum performance requirements for A-GNSS (including A-GPS) for FDD or TDD mode of E-UTRA for the User Equipment (UE).
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2.1.5.14	TS 36.307


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) supporting a release-independent frequency band


This document specifies requirements on UEs supporting a frequency band that is independent of release. TSG-RAN has agreed that the standardization of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. All frequency bands are fully specified in this release of the specifications. This document does not contain any requirements for UEs supporting frequency bands independent of release.
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2.1.5.15	TS 37.104


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception


This document establishes the minimum RF characteristics of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS). Requirements for multi-RAT and single-RAT operation of MSR BS are covered in this document. The requirements in this document for E-UTRA and UTRA single-RAT operation of MSR BS are also applicable to E-UTRA and UTRA multi-carrier capable single-RAT BS. Requirements for GSM BS that are only single-RAT capable are not covered.
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2.1.5.16	TS 37.105


Active Antenna System (AAS) Base Station (BS) transmission and reception


This document establishes the RF characteristics, the RF minimum requirements and minimum performance requirements for E-UTRA AAS Base Station (BS), the FDD mode of UTRA AAS Base Station (BS), the 1,28 Mchip/s TDD mode of UTRA AAS Base Station (BS) in single RAT and any MSR AAS Base Station (BS) implementation of these RATs.
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2.1.5.17	TS 37.113


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) Electromagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Stations and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA, UTRA and GSM/EDGE Base Stations and associated ancillary equipment in one of the following categories: (i) Multi-Standard Radio (MSR) Base Stations for E-UTRA, UTRA and GSM/EDGE meeting the requirements of TS 37.104, with conformance demonstrated by compliance to TS 37.141; (ii) Base Stations for E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (iii) Base Stations for UTRA FDD meeting the requirements of TS 25.104, with conformance demonstrated by compliance to TS 25.141; (iv) Base Stations for UTRA TDD meeting the requirements of TS 25.105, with conformance demonstrated by compliance to TS 25.142; (v) Base Stations for GSM/EDGE meeting the requirements of TS 45.005, with conformance demonstrated by compliance to TS 51.021. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. 


The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.18	TS 37.114


Active Antenna System (AAS) Base Station (BS) Electromagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA, UTRA and Multi-Standard Radio (MSR) Active Antenna Systems Base Stations in respect of Electromagnetic Compatibility (EMC).


This document specifies the applicable test conditions, performance assessment and performance criteria for EUTRA and UTRA Base Stations and associated ancillary equipment in one of the following categories:


–	Active Antenna System Base Station for E-UTRA, UTRA and MSR meeting the requirements of 3GPP TS 37.105, with conformance demonstrated by compliance to 3GPP TS 37.145.


The scope of this document is AAS BS with TAB connectors for every transceiver unit at the Transceiver Array Boundary. Requirement, procedures and values of an AAS Base Station without TAB connectors are not included in this document and are FFS.


The environment classification used in this document refers to the residential, commercial and light industrial environment classification used in IEC 610006-1 and IEC 61000-6-3.


The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.19	TS 37.141


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA, UTRA and GSM/EDGE MultiStandard Radio (MSR) Base Station (BS).
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2.1.5.20	TS 37.144


User Equipment (UE) and Mobile Station (MS) GSM, UTRA and E-UTRA over the air performance requirements


This document establishes over the air antenna minimum requirements for user equipment (UE) and mobile station (MS).


Handheld UE requirements are defined for roaming bands for the speech position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment requirements are defined for roaming bands for the data transfer position (laptop ground plane phantom). Laptop embedded equipment requirements are defined for roaming bands for the data transfer position (free space). 


All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE/MS.


Requirements for operating bands are dependent on how the network has been built and are thus operator specific and cannot be specified here. Recommended performance values for operating bands (Annex B) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE/MS.
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2.1.5.21	TS 37.145-1


Active Antenna System (AAS) Base Station (BS) conformance testing; Part 1: conducted conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in two parts: part 1 (this document) covers conducted requirements and part 2 covers radiated requirements.
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2.1.5.22	TS 37.145-2


Active Antenna System (AAS) Base Station (BS) conformance testing; Part 2: radiated conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in 2 parts, part 1 covers conducted requirements and part 2 (this document) covers radiated requirements.
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2.1.5.23	TS 37.171


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) performance requirements for RATIndependent Positioning Enhancements


This document establishes the minimum performance requirements for RAT-Independent Positioning Enhancements (e.g. MBS positioning technology) for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE).
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2.1.5.24	TS 37.320


Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2


This document provides an overview and overall description of the minimization of drive tests functionality. The document describes functions and procedures to support collection of UE-specific measurements for MDT using Control Plane architecture, for both UTRAN and EUTRAN. Details of the signalling procedures for single-RAT operation are specified in the appropriate radio interface protocol specification. Network operation and overall control of MDT is described in OAM specifications.
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2.1.6	User Equipment (UE) conformance testing 


2.1.6.1	TS 36.508


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance testing 


This document contains definitions of reference conditions and test signals, default parameters, reference radio bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 3rd Generation E-UTRAN User Equipment (UE).
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2.1.6.2	TS 36.509


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Special conformance testing functions for User Equipment (UE) 


This document defines for User Equipment (UE) in E-UTRA FDD or TDD mode those special functions and their activation/deactivation methods that are required in UE for conformance testing purposes.


This document also describes the operation of these special functions for UEs supporting E-UTRA FDD or TDD mode, when operating in UTRA FDD and TDD mode, in GSM/GPRS mode, and in CDMA2000 mode.


SDO	Document No.	Version	Issued date	Location





2.1.6.3	TS 36.521-1


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: Conformance testing


This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain transmitting characteristics, receiving characteristics and performance requirements as part of the 3G Long Term Evolution (3G LTE). Conformance test for the support of RRM (Radio Resource Management) are specified in TS 36.521-3.


The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.


For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
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2.1.6.4	TS 36.521-2


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS) 


This document provides the ICS proforma for 3G Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE), in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.521-1 and 3GPP TS 36.521-3. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in 3GPP TS 36.509 and the common test environments are included in 3GPP TS 36.508.


This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.5	TS 36.521-3


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing 


This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain requirements for support of RRM (Radio Resource Management) as part of the 3G Long Term Evolution (3G LTE).


The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “test applicability” part of the test.


For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.


SDO	Document No.	Version	Issued date	Location





2.1.6.6	TS 36.523-1


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification 


This document specifies the protocol conformance testing for the 3rd Generation E-UTRAN User Equipment (UE).


This is the first part of a multi-part test specification. The following information can be found in this part:


–	the overall test structure;


–	the test configurations;


–	the conformance requirement and reference to the core specifications;


–	the test purposes; and


–	a brief description of the test procedure, the specific test requirements and short message exchange table.


The following information relevant to testing could be found in accompanying specifications:


–	the default setting of the test parameters (TS 36.508);


–	the applicability of each test case (TS 36.523-2).


A detailed description of the expected sequence of messages could be found in the 3rd part of this test specification.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 2nd part of this document.


This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.7	TS 36.523-2


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification 


This document provides the ICS proforma for 3rd Generation User Equipment (UE), in compliance with the relevant EPS (E-UTRA/EPC) requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document also specifies a recommended applicability statement for the test cases included in TS 36.523-1. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in TS 36.509 and the common test environments are included in 3GPP TS 36.508.


This document is valid for UE complying with EPS (E-UTRA/EPC) and implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.8	TS 36.523-3


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 3: Test suites 


This document specifies the protocol and signalling conformance testing in TTCN-3 for the 3GPP UE at the UEE-UTRAN radio interface.


The following TTCN test specification and design considerations can be found in this document:


–	the test system architecture;


–	the overall test suite structure;


–	the test models and ASP definitions;


–	the test methods and usage of communication ports definitions;


–	the test configurations;


–	the design principles and assumptions;


–	TTCN styles and conventions;


–	the partial PIXIT proforma;


–	the test suites.


The Abstract Test Suites designed in the document are based on the test cases specified in prose (3GPP TS 36.5231). The applicability of the individual test cases is specified in the test ICS proforma specification (3GPP TS 36.5232).


This document is valid for UE implemented according to 3GPP Rel-9 upwards.
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2.1.6.9	TS 36.579-1


Mission Critical (MC) services over LTE; Part 1: Common test environment 


This document defines the common test environment required for testing Client and Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP.


It contains definitions of reference conditions and test signals, default messages and other parameters, generic procedures, and, common requirements for test equipment with the goal for facilitating testing in general and test procedures specification in particular. Various parts of its content are referred to from other parts of the Mission Critical Services over LTE protocol conformance testing specification e.g. TS 36.579-2 and TS 36.579-3.


This document does not define the common test environment required for testing the implementation of the underlying LTE protocols, i.e. the LTE bearers used for transport of the Mission Critical Services signalling and media. This is defined in TS 36.508 and referred to from this document whenever needed.


In regard to default messages or other information elements contents, this document refers to content defined in requirements specifications specified by 3GPP or other organisations. In the case of Session Initiation Protocol (SIP) and Session Description Protocol (SDP) information elements this document refers to those specified in TS 34.229-1 and explicitly specifies only those relevant for the purposes of the Mission Critical Services over LTE protocol conformance testing.


In this release of the specification only Mission Critical Push To Talk (MCPTT) Services are considered. Future releases may include other Mission Critical Services.





2.1.6.10	TS 36.579-2


Mission Critical (MC) services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification 


This document specifies the protocol conformance testing for testing a MCPTT Client for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP.


I particular this document contains:


-	the overall test structure;


-	the test configurations;


-	the conformance requirement and reference to the core specifications;


-	the test purposes; and


-	a brief description of the test procedure, the specific test requirements and short message exchange table.


This document is valid for MCPTT Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


The following information relevant to testing specified in this document could be found in accompanying specifications:


-	default setting of the test parameters TS 36.579-1;


-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;


-	the applicability of each test case TS 36.579-4.


The test cases are expected to be executed through the 3GPP radio interface. This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Client and which are required to be supported by the UE in which the MCPTT Client is installed. This is defined in TS 36.523-1.





2.1.6.11	TS 36.579-3


Mission Critical (MC) services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application conformance specification


This document specifies the protocol conformance testing for testing a MCPTT Server for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP. This document addresses only MCPTT Server-Client, and, MCPTT Server-Server communication scenarios. It does not cover e.g. MCPTT Server-EPS, MCPTT Server-SIP Core, etc. scenarios which involve interfaces which implementation may widely vary.


In particular this specification contains:


-	the overall test structure;


-	the test configurations;


-	the conformance requirement and reference to the core specifications;


-	the test purposes; and


-	a brief description of the test procedure, the specific test requirements and short message exchange table.


This document is valid for MCPTT Servers implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


The following information relevant to testing specified in this document could be found in accompanying specifications:


-	default setting of the test parameters TS 36.579-1;


-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;


-	the applicability of each test case TS 36.579-4.


This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Server. The specification of such testing is out of the scope of RAN5.





2.1.6.12	TS 36.579-4


Mission Critical (MC) services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS) proforma specification


This document provides the Implementation Conformance Statement (ICS) proforma for testing Client or Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.579-2 and 3GPP TS 36.579-3. These applicability statements are based on the features implemented in the Client or the Server respectively.


This document is valid for Mission Critical Services Servers and Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


This document does not specify applicability or ICS for protocol conformance testing for the EPS (LTE) bearers which carry the Mission Critical Services data sent or received by the Client and/or the Server. These are defined in TS 36.523-2.





2.1.6.13	TS 36.579-5


Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)


This document specifies the protocol and signalling conformance testing in TTCN-3 for the Mission Critical services over LTE signalling and protocol requirements defined by 3GPP.


The following TTCN test specification and design considerations can be found in this document:


-	the test system architecture;


-	the overall test suite structure;


-	the test models and ASP definitions;


-	the test methods and usage of communication ports definitions;


-	the test configurations;


-	the design principles and assumptions;


-	TTCN styles and conventions;


-	the partial Implementation eXtra Information for Testing (IXIT) proforma;


-	the test suites.


The Abstract Test Suites designed in the document are based on the test cases specified in 3GPP TS 36.579-2. The test cases specified in 3GPP TS 36.579-3 are out of scope of this document.


The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 36.579-4). Where appropriate the Abstract Test Suites belonging to this specification may refer to other Abstract Test Suites e.g. 3GPP TS 36.523-3 for test requirements related to the EPS (LTE) bearers which carry the Mission Critical services data.


This document is valid for TTCN development for Mission Critical services clients' conformance tests according to 3GPP Releases starting from Release 13 up to the Release indicated on the cover page of this document.





2.1.6.14	TS 37.544


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) Over The Air (OTA) performance; Conformance testing


This document describes the test procedure for the radiated performances measurements of the user equipment (UE).


The handheld UE measurement procedures explained in this document are defined for roaming bands for the speech mode position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment (LME) measurement procedures are defined for roaming bands for the data mode transfer position (laptop ground plane phantom). Laptop embedded equipment (LEE) measurement procedures are defined for roaming bands for the data mode transfer position (free space). 


The browsing mode position explained in this document applies when the UE is held in hand, but not pressed against ear (such as web browsing and navigation).


The data mode transfer position (free space) explained in this document applies when the UE is used away from the user’s head. Free space measurements are applicable to devices used in the data mode transfer position that consist of the laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.


All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE. 


Radiated performance of multiple-antenna receivers for handheld UE is defined for roaming bands in free space configuration.


Recommended performance values for operating bands (Annex I) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE.


The radiated radio tests considered here are:


1. 	The measurement of the Total Radiated Power (TRP)


2. 	The measurement of the Total Radiated Sensitivity (TRS)


3. 	The measurement of Total Radiated Multi-antenna Sensitivity (TRMS)


The test procedure described in this document measures the performance of the transmitter and the receiver, including the antenna and also the effects of the user.





2.1.6.159	TS 37.571-1


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 1: Conformance test specification 


This document specifies the procedures for the conformance test of the measurement requirements for FDD mode of UTRA and FDD or TDD mode of E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. These positioning methods are for UTRA: Assisted Global Positioning System (A-GPS), Assisted Global Navigation Satellite Systems (A-GNSS) and for E-UTRA: Assisted Global Navigation Satellite System (A-GNSS), Observed Time Difference of Arrival (OTDOA), Enhanced Cell ID (ECID).


Tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “Test applicability” part of the test.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.


SDO	Document No.	Version	Issued date	Location





2.1.6.160	TS 37.571-2


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 2: Protocol conformance 


This document specifies the protocol conformance testing for the 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning.


This is the second part of a multi-part test specification. The following information can be found in this part:


–	the overall protocol conformance test structure;


–	the protocol conformance test configurations;


–	the conformance requirement and reference to the core specifications;


–	the test purposes; and


–	a brief description of the test procedure, the specific test requirements and short message exchange table.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.


This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.


SDO	Document No.	Version	Issued date	Location





2.1.6.171	TS 37.571-3


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 3: Implementation Conformance Statement (ICS) 


This document provides the ICS proforma for 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning, in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document also specifies a recommended applicability statement for the test cases included in 3GPP TS 37.571-1 and 3GPP TS 37.571-2. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in 3GPP TS 34.109 for UTRA and 3GPP TS 36.509 for E-UTRA. The common test environments are included in 3GPP TS 34.108 for UTRA and in 3GPP TS 36.508 for E-UTRA.


This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.


SDO	Document No.	Version	Issued date	Location





2.1.6.182	TS 37.571-4


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 4: Test suites 


This document specifies the protocol and signalling conformance testing in TTCN for the UE:


–	A-GPS at the UTRA Uu interface;


–	LTE positioning at the LTE-Uu interface;


–	A-GNSS at the UTRA Uu interface.


The following TTCN test specification and design considerations can be found in this document:


–	Test system architecture;


–	Test models and ASP definitions;


–	Test methods and usage of communication ports definitions;


–	Test configurations;


–	Design principles and assumptions;


–	TTCN styles and conventions;


–	Partial PIXIT proforma;


–	Test suites in TTCN-2 and TTCN-3;


–	The Test Suites designed and implemented in this document are based on the test specifications in prose in 3GPP TS 37.571-2;


–	The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 37.571-3.


SDO	Document No.	Version	Issued date	Location





2.1.6.193	TS 37.571-5


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 5: Test scenarios and assistance data 


This document specifies the test scenarios and assistance data required for the conformance test for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. For UTRA these are Assisted Global Positioning System (A-GPS) and Assisted Global Navigation Satellite System (A-GNSS). For E-UTRA these are A-GNSS, Observed Time Difference of Arrival (OTDOA) and Enhanced Cell ID (ECID).


SDO	Document No.	Version	Issued date	Location
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2.2	Other specifications


The radio aspects of LTE-Advanced include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 2.2.1. 


Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13 and Release 14 is provided in § 2.2.2.


2.2.1	Radio specifications


Release 8 and Release 9 of specifications listed in § 1.2.1 are provided as the foundation of the radio aspects of LTE-Advanced. They are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.


2.2.2	System and core network specifications


The system and core network specifications listed in this section are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.


2.2.2.1		TS 21.111


USIM and IC card requirements


This specification describes the requirements of the USIM and the USIM IC card (UICC). These are derived from the service and security requirements defined in the respective specifications. The document is the basis for the detailed specification of the USIM and the UICC, and the interface to the terminal.


2.2.2.2		TS 21.201


Technical specifications and technical reports relating to an Evolved Packet System (EPS) based 3GPP system


This document identifies the 3GPP technical specifications and technical reports required or potentially required to build a system based on the Evolved Packet System/LTE/E-UTRAN radio technology.


2.2.2.3		TS 21.202


Technical Specifications and Technical Reports relating to the Common IP Multimedia Subsystem (IMS)


This document identifies the 3GPP Technical Specifications and Technical Reports specifically relating to the Common IP Multimedia Subsystem (IMS) maintained by 3GPP. Standards organizations adopting the Common IP Multimedia Subsystem (IMS) might not need to use all listed specifications.


2.2.2.4		TR 21.905


Vocabulary


Document 21.905 is a collection of terms, definitions and abbreviations related to the baseline documents defining the objectives and systems framework. This document provides a tool for further work on the technical documentation and facilitates their understanding.


2.2.2.5		TS 22.002


Bearer services supported by a GSM PLMN


This specification describes a set of bearer services to be provided to subscribers by a 3G and beyond network itself and in connection with other networks. This document is also be used as a reference for defining the corresponding required mobile network capabilities which are specified by means of the connection type concept.


2.2.2.6		TS 22.004


General on supplementary services


This specification describes a recommended set of supplementary services to the teleservices and bearer services which will be supported by a 3G and beyond network in connection with other networks as a basis for the definition of the network capabilities required.


2.2.2.7		TS 22.011


Service accessibility


This specification describes the service access procedures as presented to the user. The document contains definitions and procedures are provided for international roaming, national roaming and regionally provided service. These are mandatory in relation to the technical realization of the UE.


2.2.2.8		TS 22.016


International mobile equipment identities (IMEI)


This specification describes the principal purpose and use of unique equipment identities.


2.2.2.9		TS 22.022


Personalization of GSM ME mobile functionality specification – Stage 1


This specification describes functional specifications of five features to personalize UE. These features are called:


–	network personalization;


–	network subset personalization;


–	service provider (SP) personalization;


–	corporate personalization;


–	UMTS subscriber identity module (USIM) personalization.


This specification describes requirements for UE, which provide these personalization features.


2.2.2.10		TS 22.034


High-speed circuit switched data (HSCSD) – Stage 1


This specification describes the Stage 1 description of HSCSD. HSCSD is a feature that allows users subscribing to the general bearer services to access user rates that can be achieved with one or more traffic channel. HSCSD also defines a flexible use of air interface resources, which makes efficient and flexible use of higher user rates feasible.


2.2.2.11		TS 22.038


SIM application toolkit (SAT) – Stage 1


This specification describes the Stage 1 description of the SAT primarily from the subscriber’s and serving environment’s points of view, and does not deal with the details of the human interface itself. It includes information applicable to network operators, serving environments and terminal, switch and database manufacturers and contains the core requirements for a SAT, which are sufficient to provide a complete service.


2.2.2.12		TS 22.041


Operator Determined Barring (ODB)


This document specifies the network feature Operator Determined Barring (ODB), which allows the network operator or service provider to regulate, by means of an exceptional procedure, access by the subscribers to services (both Circuit and Packet Oriented), by the barring of certain categories of outgoing or incoming calls/Packet Oriented Services or of roaming.


2.2.2.13		TS 22.060


General packet radio service (GPRS) – Stage 1


This specification describes the Stage 1 description of the GPRS.


2.2.2.14		TS 22.067


Priority set-up service – Stage 1 (ASCI spec)


This specification describes the Stage 1 description of the enhanced multi-level precedence and preemption (eMLPP) service. This service has two parts: precedence and pre-emption. Precedence involves assigning a priority level to a call in combination with fast call set-up. 


Pre-emption involves the seizing of resources, which are in use by a call of a lower precedence, by a higher level precedence call in the absence of idle resources. Pre-emption can also involve the disconnection of an ongoing call of lower precedence to accept an incoming call of higher precedence.


2.2.2.15		TS 22.071


Location services (LCS) – Stage 1


LCS is a network provided enabling technology consisting of standardized service capabilities that enables the provision of location applications. This application may be service provider specific. The description of the numerous and varied possible location applications which are enabled by this technology are outside the scope of this specification. However, clarifying examples of how the functionality being specified may be used to provide specific LCS is included in various sections of the specification.


2.2.2.16		TS 22.078


Customized applications for mobile network enhanced logic (CAMEL) – Stage 1


This specification describes the Stage 1 description for CAMEL feature, which provides the mechanisms to support services consistently independently of the serving network. The CAMEL features shall facilitate service control of operator specific services external from the serving network. The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the home network.


2.2.2.17		TS 22.081


Line Identification supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Line Identification Supplementary Services, which consist of Calling line identification presentation (CLIP), Calling line identification restriction (CLIR), Connected line identification presentation (COLP), and Connected line identification restriction (COLR).


2.2.2.18		TS 22.082


Call Forwarding (CF) Supplementary Services; Stage 1


This document specifies the supplementary services belonging to the group Call Offering Supplementary Services, which consist of Call forwarding unconditional, Call forwarding on mobile subscriber busy, Call forwarding on no reply, and Call forwarding on mobile subscriber not reachable.


2.2.2.19		TS 22.083


Call Waiting (CW) and Call Holding (HOLD); Supplementary Services; Stage 1


This document specifies the supplementary services belonging to the group Call Completion Supplementary Services, which consist of Call waiting and Call hold.


2.2.2.20		TS 22.084


MultiParty (MPTY) supplementary service; Stage 1


This document specifies the supplementary services belonging to the group MultiParty Supplementary Services, which consist of MultiParty service.


2.2.2.21		TS 22.085


Closed User Group (CUG) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Community Of Interest Supplementary Services, which consist of Closed user group.


2.2.2.22		TS 22.086


Advice of Charge (AoC) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Charging Supplementary Services, which consist of Advice of Charge (Information) and Advice of Charge (Charging).


2.2.2.23		TS 22.087


User-to-User Signalling (UUS); Service description; Stage 1


This document specifies the User-to-User Signalling (UUS) supplementary service, which allows a mobile subscriber to send/receive a limited amount of information to/from another PLMN or ISDN subscriber over the signalling channel in association with a call to the other subscriber.


2.2.2.24		TS 22.088


Call Barring (CB) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Call Restriction Supplementary Services, which consist of barring of outgoing calls and barring of incoming calls.


2.2.2.25		TS 22.090


Unstructured supplementary service data (USSD); Stage 1


There are two modes of USSD: MMI-mode and application mode. MMI-mode USSD is for the transparent transport of MMI strings entered by the user to the network and for the transparent transport of text strings from the network that are displayed by the mobile for user information. Application mode USSD is for the transparent transport of data between the network and the mobile station. Application mode USSD is intended to be used by applications in the network and their peer applications in the UE. The communication over the radio interface takes place on the signalling channels using short dialogues with peak data throughput rate capabilities of up to approximately 600 bits/s outside of a call and 1 000 bits/s during a call.


2.2.2.26		TS 22.091


Explicit Call Transfer (ECT) supplementary service; Stage 1


This document specifies the stage 1 description of Explicit Call Transfer (ECT) from the service subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.


2.2.2.27		TS 22.093


Completion of Calls to Busy Subscriber (CCBS); Service description, Stage 1


This document specifies the stage 1 description of Completion of Calls to Busy Subscriber (CCBS) from the subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.


2.2.2.28		TS 22.094


Follow Me service description; Stage 1


This document specifies the stage 1 description for the Follow Me feature, which enables a mobile subscriber A to manipulate the Follow Me data of a party B in such a way that – under certain conditions – subsequent calls directed to party B will be forwarded to subscriber A.


2.2.2.29		TS 22.096


Name identification supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Name Identification supplementary services, which consist of Calling Name Presentation (CNAP).


2.2.2.30		TS 22.101


UMTS service principles


This specification describes the service principles of the UMTS.


2.2.2.31		TS 22.105


Services and service capabilities


Pre-UMTS systems have largely standardized the complete sets of bearer services, teleservices and supplementary services that they provide. One major difference between UMTS and preUMTS systems is that service capabilities rather than services are standardized for UMTS, allowing service differentiation and system continuity. This document describes how and what kind of services the UMTS user has access to.


2.2.2.32		TS 22.115


Service aspects: charging and billing


This specification describes the service aspects of charging and billing of the UMTS. This standard is not intended to duplicate existing standards or standards being developed by other groups on these topics, and will reference these where appropriate. This standard will elaborate on the charging requirements described in the charging principles in TS 22.101 UMTS service principles. It will allow the generation of accurate charging information to be used in the commercial and contractual relationships between the parties concerned.


2.2.2.33		TS 22.129


Handover requirements between UMTS and GSM or other radio systems


This specification describes service requirements for handover (terms are defined below) within UMTS systems and between UMTS, other IMT-2000 family members and second generation systems. Particular emphasis has been placed on the description of requirements for handover between UMTS and GSM but requirements specific to other systems are incorporated as required.


2.2.2.34		TS 22.135


Multicall


This specification describes multicall scenarios and requirements for UMTS phase 1 release 1999. Multicall feature specifies functionality and interactions related to usage of several simultaneous bearers between a terminal and a network. Multicall features allow both circuit-switched call(s) and packet session(s) to exist simultaneously.


2.2.2.35		TS 22.146


Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1


The document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.


2.2.2.36		TS 22.153


Multimedia priority service


The document specifies the service requirements for Multimedia Priority Service (MPS). Its scope is to specify those requirements of MPS necessary to provide an end-to-end service and to interwork with external networks where needed. Service interactions with external networks are considered within the scope of this document although these interactions may be specified in other standards.


2.2.2.37		TS 22.173


Multimedia telephony service and supplementary services; Stage 1


The document defines the IMS multimedia telephony service and the minimum set of capabilities required to secure multi-vendor and multi-operator inter-operability for multimedia telephony and related supplementary services.


2.2.2.38	TS 22.179


Mission Critical Push to Talk (MCPTT) over LTE; Stage 1


This document provides the service requirements for operation of the MCPTT Service. MCPTT makes use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service. The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


2.2.2.398		TS 22.182


Customized Alerting Tones (CAT) requirements; Stage 1


This document specifies the requirements and technical considerations for Customized Alerting Tone (CAT) service in both CS and PS domains, especially additional features for roaming and interoperability support.


2.2.2.4039		TS 22.183


Customized Ringing Signal (CRS) requirements; Stage 1


The document specifies the requirements and technical considerations for Customized Ringing Signal (CRS) service in the PS and CS domains, especially additional features for roaming and interoperability support.


2.2.2.41	TS 22.185


Service requirements for V2X services


This document provides 3GPP support for V2X service requirements to be supported by LTE transport. These requirements are identified by taking into account the V2X service requirements defined in other SDOs, e.g. ETSI ITS, US SAE. The specification includes requirements of safety and non-safety aspects.


2.2.2.420		TS 22.220


Service requirements for Home NodeB (HNB) and Home eNodeB (HeNB)


This specification defines the service requirements for the basic functionalities for the support of Home NodeB (HNB) and Home eNodeB (HeNB) – jointly referred to as H(e)NB – and the further functionalities that will enable the mobile operators to provide more advanced services as well as improving the user experience.


2.2.2.431		TS 22.228


IP Multimedia Subsystem Stage 1


This specification describes all IP Multimedia services offered by UMTS Systems and second generation systems.


2.2.2.442		TS 22.234


Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking


The document specifies the functional requirements placed on the 3GPP system for interworking WLAN with the 3GPP system. Guidance is given for WLAN operators intending to provide the interworked WLAN capability.


2.2.2.453		TS 22.246


Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1


This document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.


2.2.2.464		TS 22.268


Public Warning System (PWS) requirements


This document covers the core requirements for the PWS that are sufficient to provide a complete service. This TS also covers subsystem additional requirements for the Earthquake and Tsunami Warning System (ETWS) and the Commercial Mobile Alert System (CMAS).


2.2.2.475		TS 22.278


Service requirements for the Evolved Packet System (EPS)


This document describes the service requirements for the Evolved Packet System.


2.2.2.486		TS 22.279


Combined Circuit Switched (CS) and IP Multimedia Subsystem (IMS) sessions; Stage 1


This document specifies service requirements for Combining CS and IMS services using a CS speech or CS multimedia call in association with an IMS session.


2.2.2.49	TS 22.280


Mission Critical Services Common Requirements


This document provides the service requirements that are common across two or more mission critical services, that is MCPTT, MCData and MCVideo. The mission critical services make use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service as specified in 3GPP TS 22.179, MCVideo Service as specified in 3GPP TS 22.281, and MCData Service as specified in 3GPP TS 22.282. The mission critical services can be used for public safety applications and also for general commercial applications (e.g., utility companies and railway operators).


2.2.2.50	TS 22.281


Mission Critical Video over LTE


This document provides the service requirements for operation of the MCVideo service. MCVideo makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCVideo Service. The MCVideo Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).


2.2.2.51	TS 22.282


Mission Critical Data over LTE


This document provides the service requirements for operation of the MCData service. MCData makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCData Service. The MCData Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


2.2.2.5247		TS 22.346


Isolated Evolved Universal Terrestrial Radio Access Network (E-UTRAN) operation for public safety; Stage 1 


This document specifies the service requirements for Isolated E-UTRAN Operation in support of mission critical network operation for Public Safety. In particular, requirements are specified for:


–	Initiation of Isolated E-UTRAN operation.


–	Ongoing Isolated E-UTRAN operation.


–	Termination of Isolated E-UTRAN operation.


–	Security aspects of Isolated E-UTRAN operation.


2.2.2.5348		TS 22.368


Service requirements for Machine-Type Communications (MTC); Stage 1


This document specifies the service requirements for Network Improvements for Machine Type Communications. In particular it will:


–	identify and specify general requirements for machine type communications;


–	identify service aspects where network improvements (compared to the current human-to-human oriented services) are needed to cater for the specific nature of machine-type communications;


–	specify machine type communication requirements for these service aspects where network improvements are needed for machine type communication.


2.2.2.5449		TS 22.468 


Group Communication System Enablers for LTE (GCSE_LTE)


This document collects the requirements as relevant to improve the EPC and E-UTRAN for system enablers to the 3GPP system to support Group Communication over LTE for Public Safety and Critical Communication.


The US requirements as specified in NPSTC (Mission Critical Voice Requirements), the TETRA + Critical Communications Association (TCCA) and ITU inputs are taken as starting point. 


Other regional requirements may also be reflected in the work. The requirements are worded in a way to easily accommodate future requirements from other regions or stakeholders. 


2.2.2.550		TS 22.519


Business communication requirements


This document specifies network requirements:


–	to support connection and interoperation of business communication capabilities (either hosted in NGCN or NGN) to the NGN; and


–	to support connection and interoperation of business communication capabilities to other business communication capabilities (either hosted in NGCN or NGN); and


–	to support connection and interoperation of business communication capabilities to other business communication capabilities located in or connected to the ISDN and PSTN; and


–	to support PABX functionality (hosted enterprise services) in an NGN. 


NOTE 1: Network requirements to support connection of NGCN directly connected to an NGN are specified. 


NOTE 2: Attachment of legacy PBX functionality to the NGN is not specified in this document. It is assumed that existing legacy service requirements apply in this case.


This document also specifies network requirements for communication between NGCN capabilities (including user equipment) to other NGCN capabilities of the same enterprise through the NGN (e.g. geographically separated). 


This document does not specify NGCN services, nor does it specify network based application services provided to a user of an NGCN.


2.2.2.561		TS 23.002


Network architecture


This specification describes the possible architectures of the mobile system.


2.2.2.572		TS 23.003


Numbering, addressing and identification


This document defines the principal purpose and use of International Mobile station Equipment Identities (IMEI) within the digital cellular telecommunications system and the 3GPP system.


2.2.2.583		TS 23.007


Restoration procedures


The data stored in location registers are automatically updated in normal operation; the main information stored in a location register defines the location of each mobile station and the subscriber data required to handle traffic for each mobile subscriber. The loss or corruption of these data will seriously degrade the service offered to mobile subscribers; it is therefore necessary to define procedures to limit the effects of failure of a location register, and to restore the location register data automatically. This document defines the necessary procedures.


2.2.2.594		TS 23.008


Organization of subscriber data


This document provides details concerning information to be stored in home subscriber servers, visitor location registers, GPRS Support Nodes and Call Session Control Function (CSCF) concerning mobile subscriber.


2.2.2.6055		TS 23.011


Technical realization of Supplementary Services


This document describes the general aspects on how supplementary services in the 3GPP system are realized from a technical point of view. Description of technical realisation for specific supplementary services can be found in 3GPP TS 23.072.


All supplementary services may require signalling on the radio path. For some supplementary services information needs to be transferred between the Home Location Register (HLR), the Visitor Location Register (VLR), the Mobile services Switching Centre (MSC) and the Serving GPRS Support Node (SGSN). Signalling procedures for such information transfer are defined in 3GPP TS 29.002.


2.2.2.6156		TS 23.012


Location management procedures 


This document describes the location management procedures for the circuit switched domain, with respect to the application level functional behaviour. This is to be distinguished from the corresponding protocol handling behaviour, which is specified in 3GPP TS 29.002. The following location management procedures are included:


–	location updating;


–	location cancellation;


–	MS purging;


–	IMSI attach/detach.


The procedures in the Mobile Station (MS) are described in 3GPP TS 23.022. The procedures between MSC, VLR and HLR utilise the Mobile Application Part (MAP) and details concerning the protocol handling are contained in 3GPP TS 29.002.


This document excludes location management procedures for the packet switched domain, which are covered in 3GPP TS 23.060.


The descriptions herein depict a logical separation between the MSC and VLR. This logical separation, as well as the messages transferred between the two logical entities are the basis of a model used to define the externally visible behaviour of the MSC/VLR, which a may be a single physical entity. They do not impose any requirement except the definition of the externally visible behaviour.


2.2.2.6257		TS 23.018


Basic call handling; Technical realization


This document specifies the technical realization of the handling of calls originated by a UMTS or GSM mobile subscriber and calls directed to a UMTS or GSM mobile subscriber, up to the point where the call is established. Normal release of the call after establishment is also specified. Trunk Originated call is also modelled.


2.2.2.6358		TS 23.034


High Speed Circuit Switched Data (HSCSD) – Stage 2


This document describes the stage 2 service description for a High Speed Circuit Switched Data (HSCSD) on GSM/GERAN in A/Gb mode and Iu mode. HSCSD utilizes the multislot mechanism, i.e. using multiple traffic channels (/bearers) for the communication. 


Additionally, the document specifies some HSCSD related requirements for multi system mobile stations operating in UTRAN Iu mode. Stage 2 identifies the functional capabilities and information flows needed to support the service. Furthermore, it identifies various possible physical locations for the functional capabilities.


2.2.2.6459		TS 23.038


Alphabets and language-specific information


This specification describes the language specific requirements for the terminals including character coding.


2.2.2.650		TS 23.040


Technical realization of the Short Message Service (SMS)


This specification describes the point-to-point SMS.


2.2.2.661		TS 23.041


Technical realization of Cell Broadcast Service (CBS)


This specification describes the point-to-multipoint CBS.


2.2.2.672		TS 23.042


Compression algorithm for text messaging services


This specification describes the compression algorithm for text messaging services.


2.2.2.683		TS 23.057


Mobile Execution Environment (MExE) – Stage 2


This TS describes the functional capabilities and the security architecture of the Mobile Execution Environment.


2.2.2.694		TS 23.060


General packet radio service (GPRS) service description – Stage 2


This specification describes a general overview over the GPRS architecture as well as a more detailed overview of the MS – CN protocol architecture. Details of the protocols will be specified in companion documents.


2.2.2.7065		TS 23.078


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2


This document specifies the stage 2 description for the fourth phase of the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature, which provides the mechanisms to support services of operators which are not covered by standardized services even when roaming outside the HPLMN.


The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the HPLMN. CAMEL applicability to IP-based multimedia services is introduced in the fourth phase of the CAMEL. It is specified in 3GPP TS 23.278.


2.2.2.7166		TS 23.081


Line Identification supplementary services; Stage 2


This document gives the stage 2 description of the call identification supplementary services.


The group line identification supplementary services are divided into the following four supplementary services:


–	Calling line identification presentation CLIP;


–	Calling line identification restriction CLIR;


–	Connected line identification presentation COLP;


–	Connected line identification restriction COLR.


2.2.2.7267		TS 23.082


Call Forwarding (CF) supplementary services; Stage 2


This document gives the stage 2 description of the call forwarding supplementary services.


The group of supplementary services call offering supplementary services is divided into four different supplementary services:


–	Call forwarding unconditional (CFU);


–	Call forwarding on mobile subscriber busy (CFB);


–	Call forwarding on no reply (CFNRy);


–	Call forwarding on mobile subscriber not reachable (CFNRc).


2.2.2.7368		TS 23.083


Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 2


This document gives the stage 2 description of the call completion supplementary services.


The group of call completion supplementary services is divided into the following two supplementary services: 


–	Call waiting (CW);


–	Call hold (HOLD).


2.2.2.7469		TS 23.084


Multi Party (MPTY) supplementary service; Stage 2


This document gives the stage 2 description of the multi party supplementary services.


Only one multi party supplementary service has been defined, this is the Multi Party (MPTY) service.


2.2.2.750		TS 23.085


Closed User Group (CUG) supplementary service; Stage 2


This document gives the stage 2 description of the closed user group supplementary service.


The community of interest supplementary service defined is:


–	Closed user group (CUG).


2.2.2.761		TS 23.086


Advice of Charge (AoC) supplementary services; Stage 2


This document gives the stage 2 description of the Advice of Charge (AoC) supplementary services.


The charging supplementary services currently defined are:


–	Advice of Charge (Information) (AoCI);


–	Advice of Charge (Charging) (AoCC).


2.2.2.772		TS 23.087


User-to-User Signalling (UUS) supplementary service; Stage 2


This document gives the stage 2 description of the User-to-User signalling supplementary services.


The User-to-user supplementary service is divided into three different services:


–	Service 1 (UUS1)


–	Service 2 (UUS2)


–	Service 3 (UUS3)


2.2.2.783		TS 23.088


Call Barring (CB) Supplementary Services; Stage 2


This document gives the stage 2 description of the call barring services.


The possibility for a mobile subscriber to have certain categories of calls barred originated from or terminated at his access:


Barring of outgoing calls:


–	Barring of all outgoing calls (BAOC) (Barring program 1);


–	Barring of outgoing international calls (BOIC) (Barring program 2);


–	Barring of outgoing international calls EXCEPT those directed to the home PLMN country (BOIC-exHC) (Barring program 3).


Barring of incoming calls:


–	Barring of all incoming calls (BAIC) (Barring program 1);


–	Barring of incoming calls when roaming outside the home PLMN country (BIC-Roam) (Barring program 2); 


–	Anonymous Call Rejection (ACR) (Barring program 3).


The call barring program “incoming calls when roaming outside the home PLMN country” is only relevant if as a general rule the called mobile subscriber pays the charges for the forwarded part of the call from his home PLMN country to any other country.


2.2.2.794		TS 23.090


Unstructured Supplementary Service Data (USSD); Stage 2


This document gives the stage 2 description of Unstructured Supplementary Service Data (USSD).


The USSD mechanism allows the Mobile Station (MS) user and a PLMN operator defined application to communicate in a way which is transparent to the MS and to intermediate network entities. The mechanism allows development of PLMN specific supplementary services. 


This document defines the requirements for handling USSD at the MS and network entities. It does not include specification of particular applications, nor does it specify how a particular application is selected. Where more than one application exists at a network entity, routing of messages to the correct application is carried out by the USSD handler. The MMI for USSD is specified in 3GPP TS 22.030 and 3GPP TS 22.090. The alphabet indicator and the data coding scheme are defined in 3GPP TS 23.038.


USSD may be initiated by the MS user, or by the network in the following ways:


–	Network initiated USSD;


–	Mobile initiated USSD.


2.2.2.8075		TS 23.091


Explicit Call Transfer (ECT) supplementary service; Stage 2


This document gives the stage 2 description of the call transfer supplementary services.


Only one call transfer supplementary service has been defined, this is the Explicit Call Transfer (ECT) supplementary service, and it is described in this document.


2.2.2.8176		TS 23.093


Technical realization of Completion of Calls to Busy Subscriber (CCBS); Stage 2


This document gives the stage 2 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service.


2.2.2.8277		TS 23.094


Follow-Me (FM); Stage 2


This document specifies the stage 2 description for the Follow Me feature.


The Follow Me feature enables a mobile subscriber A to manipulate the Follow Me data of a remote party B in such a way that subsequent calls directed to remote party B will be forwarded to subscriber A.


2.2.2.8378		TS 23.096


Name identification supplementary services; Stage 2


This document gives the stage 2 description of the Name Identification Supplementary Services.


The group of Name Identification Supplementary Services contains the following Supplementary Service:


CNAP – Calling name presentation.


2.2.2.8479		TS 23.101


General UMTS architecture


This specification describes the basic physical and functional separation of UMTS. The content of this specification is limited to those features that are common to all UMTS networks independent of their origin. It identifies and names the reference points and functional groupings appearing at this level.


2.2.2.850		TS 23.107


QoS concept and architecture


This specification describes the framework for QoS in UMTS. The document shall be used as a living document which will cover all issues related QoS in UMTS.


2.2.2.861		TS 23.108


Mobile radio interface layer 3 specification, core network protocols; Stage 2


This specification describes the procedures used at the radio interface for Call Control (CC), Mobility Management (MM) and Session Management (SM). It contains examples of the structured procedures.


2.2.2.872		TS 23.110


UMTS access stratum services and functions


This specification describes the detailed specifications of the protocols which rule the information flows, both control and user data, between the access stratum and the parts of UMTS outside the access stratum, and of the detailed specifications of the UTRAN. These detailed specifications are to be found in other technical specifications.


2.2.2.883		TS 23.119


Gateway Location Register (GLR); Stage 2 


This document gives the stage 2 description of the Gateway Location Register (GLR) within the UMTS Core Network as a means of reducing the amount of MAP signalling traffic associated with location management carried over inter-PLMN links for roaming users.


This document will be restricted of the case where the GLR supports one VPLMN only.


2.2.2.894		TS 23.122


Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode


This specification provides an overview of the tasks undertaken by a Mobile Station (MS) when in idle mode (that is, switched on but not having a dedicated channel allocated, e.g. not making or receiving a call; or when in group receive mode, that is, receiving a group call or broadcast call but not having a dedicated connection). It also describes the corresponding network functions.


2.2.2.9085		TS 23.135


Multicall supplementary service; Stage 2 


This document gives the stage 2 description of the Multicall supplementary service.


2.2.2.9186		TS 23.142


Value-added Services for SMS (VAS4SMS) – Interface and Signalling Flow


The specification describes the stage 2 of the VAS4SMS (Value Added Service for SMS). It includes:


–	the logic architecture;


–	the logic elements functionality;


–	the signalling flows;


–	the interaction with other features.


2.2.2.9287		TS 23.153


Out-of-band transcoder control; Stage 2


This document specifies the stage 2 description of the Out-of-Band Transcoder Control for speech services. It describes the principles and procedures to support Transcoder Free Operation, Tandem Free Operation and the interworking between TrFO and TFO. Transcoder at the edge is also part of this document.


2.2.2.9388		TS 23.161


Network-Based IP Flow Mobility (NBIFOM); Stage 2 


The scope of this document is to specify the support of NBIFOM (Network based IP Flow Mobility) i.e. IP flow mobility based on network mobility protocols. This feature supports PDN connections that are simultaneously connected over 3GPP access (i.e. S5/S8 connection to a PDN GW) and a WLAN access (i.e. S2a or S2b connection to the same PDN GW).


2.2.2.9489		TS 23.167


IP Multimedia Subsystem (IMS) emergency sessions


This document defines the stage 2 service description for emergency services in the IP Multimedia Core Network Subsystem (IMS), including the elements necessary to support IP Multimedia (IM) emergency services.


2.2.2.950		TS 23.179


Functional architecture and information flows to support mission critical communication services; Stage 2 


This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service including the common services core architecture for identity management, group management, and configuration management required to support the MCPTT voice service. Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.179.


This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MCPTT functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.


The MCPTT service can be used for public safety applications and also for general commercial applications, e.g. utility companies and railways.


In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered, however, for roaming only EPC-level roaming and IMS-level roaming are considered i.e. partner MCPTT system based roaming (also known as "migration") is out of scope.


2.2.2.961		TS 23.203


Policy and charging control architecture


This document specifies the overall stage 2 level functionality for Policy and Charging Control that encompasses the following high level functions for IPCANs (e.g. GPRS, IWLAN, Fixed Broadband, etc.): (i) Flow Based Charging, including charging control and online credit control; (ii) Policy control (e.g. gating control, QoS control, QoS signalling, etc.).


2.2.2.972		TS 23.204


Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2


This document specifies the new capabilities and enhancements needed to support SMS over a generic IP Connectivity Access Network (IP-CAN) using IMS capabilities.


2.2.2.983		TS 23.205


Bearer-independent circuit-switched core network; Stage 2


This document defines the stage 2 description for the bearer independent CS core network. The stage 2 shall cover the information flow between the GMSC server, MSC server and media gateways. Note that nothing in this document shall preclude an implementation of a combined MSC Server and MGW. This document shall show the CS core network termination of the Iu interface in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.


2.2.2.99	TS 23.214


Architecture enhancements for control and user plane separation of EPC nodes


This document specifies the overall stage 2 level functionality for control and user plane separation of EPC's SGW, PGW and TDF. This enables a flexible placement of the separated control plane and user plane functions for supporting diverse deployment scenarios (e.g. central or distributed user plane function) without affecting the overall functionality provided by these EPC entities.


2.2.2.10094		TS 23.216


Single Radio Voice Call Continuity (SRVCC)


This technical specification specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E-UTRAN access and 3GPP2’s 1xCS, and between E-UTRAN access and 3GPP’s UTRAN/GERAN accesses and between UTRAN (HSPA) access and 3GPP’s UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS.


2.2.2.10195		TS 23.218


IP Multimedia (IM) session handling; IM call model; Stage 2


This document specifies the IP multimedia (IM) Call Model for handling of an IP multimedia session origination and termination for an IP Multimedia subscriber. This document includes interactions between an application server and IP multimedia sessions.


2.2.2.10296		TS 23.228


IP Multimedia Subsystem; Stage 2


This document describes the architectural requirement for an IP multimedia components incorporated in an UMTS system as well as second generation systems for GSM inside the core network and identify relevant interfaces to the existing system and the new one in between the new components incorporated.


2.2.2.10397		TS 23.231


SIP-I based circuit-switched core network; Stage 2


This document defines the stage 2 description for the SIP-I based CS core network. This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support a SIP-I based Nc interface. This document shall show the CS core network termination of the Iu and A interfaces in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.


2.2.2.10498		TS 23.234


3GPP system to Wireless Local Area Network (WLAN) interworking; System description


This document specifies system description for interworking between 3GPP systems and Wireless Local Area Networks (WLANs), which extends 3GPP services and functionality to the WLAN access environment. It is not limited to WLAN technologies, but also valid for other IP based Access Networks that support the same capabilities towards the interworking system as WLAN does.


2.2.2.10599		TS 23.237


IP Multimedia Subsystem (IMS) Service Continuity; Stage 2


This document specifies the architectural requirements and procedures for delivery of IMS Service Continuity.


2.2.2.1060		TS 23.246


Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description


This document describes the stage 2 description (architectural solution and functionalities) for the MBMS Bearer Service, which includes, together with MBMS User Services defined in TS 26.346, all the elements necessary to realise the stage 1 requirements in TS 22.146 and TS 22.246. This document encompasses both GPRS and EPS.


This document also includes considerations on the manner in which User Services should make use of the MBMS Bearer Service described herein. It should be noted that the specification of MBMS User Services in TS 26.346 takes precedence over User Service aspects described in this document.


This document includes information applicable to network operators, service providers and manufacturers.


2.2.2.1071		TS 23.259


Personal Network Management (PNM); Procedures and information flows; Stage 2


This document provides the procedure details and the information flows for support of Personal Network Management including the PN UE redirection and PN access control applications enabled by Personal Network Management (PNM).


2.2.2.1082		TS 23.261


IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2


This document specifies the Stage 2 system description for IP flow mobility between a 3GPP and a WLAN. The technical solution is based on the working principles of DSMIPv62 and it is applicable to both the Evolved Packet System and the I-WLAN mobility architecture. The specification covers the system description of seamless WLAN offload and IP flow mobility between 3GPP and WLAN as well as the respective interactions with the PCC and ANDSF frameworks. The system description for non-seamless WLAN offload is covered in 3GPP TS 23.402. This document specifies also the detailed extensions to S2c and H1 reference points for IP flow mobility. The extensions to the PCC and to the ANDSF framework are specified respectively in 3GPP TS 23.203 and in 3GPP TS 23.402.


2.2.2.1093		TS 23.271


Functional stage 2 description of Location Services (LCS)


This document specifies the stage 2 of the Location Services (LCS) feature in UMTS, GSM and EPS (for E-UTRAN), which provides the mechanisms to support mobile location services for operators, subscribers and third party service providers.


2.2.2.1104		TS 23.272


Circuit Switched Fallback in Evolved Packet System


This technical specification specifies the architecture enhancements for functionality to enable fallback from E-UTRAN access to UTRAN/GERAN CS domain access and to CDMA 1x RTT CS domain access, and functionality to reuse of voice and other CS-domain services (e.g. CS UDI video/SMS/LCS/USSD) by reuse of CS infrastructure.


2.2.2.11105		TS 23.278


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2; IM CN Interworking


This document specifies the stage 2 description for the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature that provides the mechanisms to support services for the IP Multimedia Core Network (IM CN) Subsystem.


2.2.2.11206	TS 23.279


Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 2


This document provides architectural details to combine CS services and IMS services for using them in parallel between the same two users in a peer-to-peer context. This document provides a detailed description of how capabilities and identities are exchanged to enable the combination of CS and IMS services between the same two UEs.


2.2.2.113	TS 23.280


Common functional architecture to support mission critical services; Stage 2


This document specifies the common functional architecture, procedures and information flows needed to support mission critical services including the common services core architecture. 


The corresponding service requirements are defined in 3GPP TS 22.179, 3GPP TS 22.280, 3GPP TS 22.281 and 3GPP TS 22.282.


This document is applicable primarily to mission critical services using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MC service functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The common functional architecture to support mission critical services can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.114	TS 23.281


Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2


This document specifies the functional model, procedures and information flows needed for the mission critical video (MCVideo) service. Support for both MCVideo group streaming and MCVideo private streaming operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.280, and 3GPP TS 22.281.


This document is applicable primarily to mission critical video service using E-UTRAN access based on the common functional architecture for mission critical services defined in 3GPP TS 23.280 and the EPC architecture defined in 3GPP TS 23.401.


The MCVideo service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.115	TS 23.282


Functional architecture and information flows to support Mission Critical Data (MCData); Stage 2


This document specifies the functional architecture, procedures and information flows needed to support the Mission Critical Data (MCData) services. MCData is a suite of services which utilizes the common functional architecture defined in 3GPP TS 23.280 to support MC services over LTE including the common services core. 


MCData services suite consists of the following sub-services:


-	short data service (SDS);


-	file distribution (FD.


MCData features include:


-	conversation management;


-	transmission and reception control; 


-	communication release; and


-	enhanced status.


The corresponding service requirements are defined in 3GPP TS 22.282 and 3GPP TS 22.280.


This document is applicable primarily to MCData service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCData service could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.116	TS 23.285


Architecture enhancements for V2X services


This document specifies architecture enhancements to facilitate vehicular communications for Vehicle-to-Everything (V2X) services, which includes Vehicle-to-Vehicle (V2V), Vehicle-to-Pedestrian (V2P), Vehicle-to-Infrastructure (V2I), and Vehicle-to-Network (V2N), according to the use cases and service requirements defined in TS 22.185.


The following vehicular communications for V2X services are specified:


-	V2X communication over PC5 reference point.


-	V2X communication over LTE-Uu reference point.


2.2.2.1107	TS 23.292


IP Multimedia Subsystem (IMS) centralized services; Stage 2


This document specifies the architectural requirements for delivery of consistent services to the user regardless of the attached access type (e.g. CS domain access, or IP-CAN). This is achieved by implementing the services in the IP Multimedia Subsystem (IMS).


2.2.2.1108	TS 23.303


Proximity-based services (ProSe); Stage 2


This document specifies the Stage 2 of the Proximity Services (ProSe) features in EPS. ProSe features consist of: ProSe discovery (direct or EPC-level) and ProSe Direct Communication (using E-UTRAN or WLAN direct).


ProSe discovery identifies that ProSe-enabled UEs are in proximity, using E-UTRAN (with or without E-UTRAN) or EPC.


ProSe Direct Communication enables establishment of communication paths between two or more ProSe-enabled UEs that are in direct communication range. The ProSe Direct Communication path could use E-UTRAN or WLAN.


For Public Safety specific usage:


–	Public Safety ProSe-enabled UEs can establish the communication path directly between two or more Public Safety ProSe-enabled UEs, regardless of whether the Public Safety ProSe-enabled UE is served by E-UTRAN.


–	ProSe Direct Communication is also facilitated by the use of a ProSe UE-to-Network Relay, which acts as a relay between E-UTRAN and UEs not served by E-UTRAN.


Security aspects of ProSe are defined in TS 33.303.


In this Release of the specification, there is no support for ProSe UE-to-Network Relays.


2.2.2.1109		TS 23.327


Mobility between 3GPP-Wireless Local Area Network (WLAN) interworking and 3GPP systems


This document specifies the stage 2 system description for providing mobility between 3GPP Wireless Local Area Network Interworking (I WLAN) and 3GPP Systems. It is to define a technical solution based on the working principles of DSMIPv6 with necessary enhancement of the I WLAN architecture for supporting mobility and roaming between 3GPP WLAN Interworking system and 3GPP Systems so that ongoing 3GPP PS based services can be maintained with minimal impact on the end user’s perceived quality on the services at a change of the access network (between I WLAN and 3GPP Access Systems.


2.2.2.1210		TS 23.333


Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Procedures descriptions


This specification describes the functional requirements and information flows that generate procedures between the Multimedia Resource Function Controller (MRFC) and the Multimedia Resource Function Processor (MRFP), limited to information flows relevant to the Mp Interface. 


2.2.2.1211	TS 23.334


IP Multimedia Subsystem (IMS) Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW) interface: Procedures descriptions


Annex G of 3GPP TS 23.228 gives out an IMS Application Level Gateway (IMS-ALG) and IMS Access Media Gateway (IMS-AGW) based reference model to support NAPT-PT, gate control and traffic policing between IP-CAN and IMS domain.


2.2.2.1212	TS 23.335


User Data Convergence (UDC); Technical realization and information flows; Stage 2


This document describes the procedures and signalling flows associated to the technical realization of the 3GPP User Data Convergence (UDC). It furthermore indicates some requirements for the stage 3 specifications. Special consideration is put in the following areas:


–	reference architecture for the UDC concept;


–	general description of procedures for the user data manipulation (e.g. create, delete, update, etc.);


–	identification of the requirements on the UDC for the applicability of the mechanisms described in this document.


User data convergence is an optional concept to ensure data consistency and simplify creation of new services by providing easy access to the user data, as well as to ensure the consistency of storage and data models and to have minimum impact on traffic mechanisms, reference points and protocols of network elements.


2.2.2.123	TS 23.379


Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2


This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service. The MCPTT service utilizes the common functional architecture to support MC services over LTE including the common services core defined in 3GPP TS 23.280.Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.179 and 3GPP TS 22.280.


This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCPTT service such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.


The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered.


2.2.2.12413	TS 23.380


IMS Restoration procedures


This document specifies the procedures required in 3GPP IMS to handle an S-CSCF service interruption scenario with minimum impact to the service to the end user. 


2.2.2.12514	TS 23.401


GPRS enhancements for E-UTRAN access


This technical specification defines the stage 2 service description for the Evolved 3GPP Packet Switched Domain – also called the Evolved Packet System (EPS) in this document. The Evolved 3GPP Packet Switched Domain provides IP connectivity using the Evolved Universal Terrestrial Radio Access Network (E-UTRAN). The specification also covers mobility between E-UTRAN and pre-E-UTRAN 3GPP radio access technologies.


2.2.2.12615	TS 23.402


Architecture enhancements for non-3GPP accesses


This technical specification defines the stage 2 service description for providing IP connectivity using non-3GPP accesses to the Evolved 3GPP Packet Switched domain. In addition, for EUTRAN and non-3GPP accesses, the specification describes the Evolved 3GPP PS Domain where the protocols between its Core Network elements are IETF based.


2.2.2.12716	TS 23.468 


Group Communication System Enablers for LTE (GCSE_LTE); Stage 2


This document provides the stage 2 description for the 3GPP system provided enablers to support group communication services using EUTRAN access. The corresponding stage 1 requirements are defined in TS 22.468.


The group communication system is represented by an Application Server (GCS AS) using the 3GPP system provided enablers for transferring its application signalling and for delivering application data, e.g. media data, to a group of UEs either (i) over MBMS Bearer Services using the Broadcast Mode of MBMS (TS 23.246); or (ii) over EPS Bearers; or (iii) over both MBMS and EPS bearer services.


The specification covers both roaming and non-roaming scenarios and includes support for service continuity, i.e. support for continuous reception of application data when a UE changes between reception of application data via EPS and MBMS Bearer Services.


Application level interactions between the UE and the GCS Application Server are out of scope of this specification.


2.2.2.12817	TS 23.682 


Architecture enhancements to facilitate communications with packet data networks and applications


This document specifies architecture enhancements to facilitate communications with packet data networks and applications (e.g. Machine Type Communication (MTC) applications on the (external) network/MTC servers) as per the use cases and service requirements defined in TS 22.368, TS 22.101, and related 3GPP requirements specifications. Both roaming and nonroaming scenarios are covered.


In this release, this document specifies the network elements, interfaces and procedures for:


–	Device triggering by applications/servers (e.g. MTC applications on the (external) network/MTC servers).


–	PS-Only support with and without MSISDN.


2.2.2.12918		TS 24.002


GSM – UMTS Public Land Mobile Network (PLMN) access reference configuration


This document describes the reference configuration for access to a PLMN.


2.2.2.13019	TS 24.007


Mobile radio interface signalling layer 3; General aspects


This specification describes the principal architecture of Layer 3 and its sub-layers on the GSM Um interface, i.e. the interface between mobile station (MS) and network; for the CM sub-layer, the description is restricted to paradigmatic examples, CC, supplementary services, and short message services for non-general packet radio service (GPRS) services. It also defines the basic message format and error handling applied by the Layer 3 protocols.


2.2.2.13120	TS 24.008


Mobile radio interface Layer 3 specification; Core network protocols; Stage 3


This specification describes the procedures used at the radio interface for call control, mobility management and session management. The procedures currently described are for the CC of circuitswitched connections, SM for GPRS services, MM and radio resource management for circuit-switched and GPRS services. MBMS is also added.


2.2.2.1321	TS 24.010


Mobile radio interface layer 3; Supplementary services specification; General aspects


This specification describes the general aspects of the specification of supplementary services at the Layer 3 radio interface. Details are specified in other TSs.


2.2.2.13322	TS 24.011


Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface


This specification describes the procedures used across the mobile radio interface by the signalling Layer 3 function short message control (SMC) and short message relay (SM-RL) function for both circuit-switched GSM and GPRS. 


2.2.2.13423	TS 24.022


Radio Link Protocol (RLP) for circuit switched bearer and teleservices


This specification describes the RLP for data transmission over the UMTS public land mobile network (PLMN). RLP covers the Layer 2 functionality of the ISO OSI reference model (IS 7498). It is based on ideas contained in IS 3309, IS 4335 and IS 7809 (HDLC of ISO) as well as ITUT Recommendations X.25, Q.921 and Q.922 (LAP-B and LAP-D, respectively). RLP has been tailored to the special needs of digital radio transmission. RLP provides to its users the OSI data link service (IS 8886).


2.2.2.13524	TS 24.030


Location Services (LCS); Supplementary service operations; Stage 3


This document gives the stage 3 description of the Location Service (LCS) operations for mobile station. These operations shall apply to both CS and PS domain.


The group of location services operations is divided into two different classes:


–	Network initiated location services operations;


–	Mobile initiated location services operations.


2.2.2.13625	TS 24.080


Mobile radio interface layer 3 supplementary services specification; Formats and coding


This specification describes the coding of information necessary for support of supplementary service operation on the mobile radio interface L3. Details are specified in other TSs.


2.2.2.13726	TS 24.081


Line identification supplementary services; Stage 3


This document specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of line identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.13827	TS 24.082


Call Forwarding (CF) supplementary services; Stage 3


This TS specifies the procedures used at the radio interface for: normal operation, registration, erasure, activation, deactivation, interrogation, and network invocation of the call offering supplementary services within the 3GPP system.


2.2.2.13928	TS 24.083


Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3


This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call completion supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14029	TS 24.084


MultiParty (MPTY) supplementary service; Stage 3


This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation and invocation of MultiParty supplementary services.


2.2.2.14130	TS 24.085


Closed User Group (CUG) supplementary service; Stage 3


This technical specification (TS) for mobile communications specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of community of interest supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


2.2.2.14231	TS 24.086


Advice of Charge (AoC) supplementary services; Stage 3


This document specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of charging supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


2.2.2.1432	TS 24.087


User-to-User Signalling (UUS); Stage 3


This technical specification gives the stage 3 description of the User-to-User signalling supplementary services.


2.2.2.14433	TS 24.088


Call Barring (CB) supplementary service; Stage 3


This technical specification (TS) specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call barring supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14534	TS 24.090


Unstructured Supplementary Service Data (USSD); Stage 3


This document gives the stage 3 description of the Unstructured Supplementary Service Data (USSD) operations.


2.2.2.14635	TS 24.091


Explicit Call Transfer (ECT) supplementary service; Stage 3


This document gives the stage 3 description of the call transfer supplementary services. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call transfer supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given.


2.2.2.14736	TS 24.093


Call Completion to Busy Subscriber (CCBS); Stage 3


This document gives the stage 3 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, activation, deactivation, invocation and interrogation of the completion of calls to busy subscriber supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14837	TS 24.096


Name identification supplementary services; Stage 3


This technical specification (TS) specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of name identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given. 3GPP TS 24.080 specifies the formats and coding for the supplementary services.


2.2.2.14938	TS 24.103


Telepresence using the IP Multimedia (IM) Core Network (CN) Subsystem (IMS); Stage 3


This document provides the protocol details for telepresence using the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP), the Binary Floor Control Protocol (BFCP) and the ControLling mUltiple streams for tElepresence (CLUE) controlling multiple streams for telepresence based on service requirements.


This document addresses the areas of describing and negotiating IM session with multiple media streams based on the IM CN subsystem, including point to point calls as specified in 3GPP TS 24.229 and multiparty conferences as specified in 3GPP TS 24.147, to facilitate the support of telepresence.


The functionalities for conference policy control and the signalling between a MRFC and a MRFP are not specified in this document.


Where possible, this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP, SDP, CLUE and BFCP, either directly, or as modified by 3GPP TS 24.229.


This document is applicable to Application Servers (ASs), Multimedia Resource Function Controllers (MRFCs), Multimedia Resource Function Processors (MRFP) and User Equipment (UE) providing IM session supporting telepresence capabilities.


2.2.2.15039		TS 24.105


Application specific Congestion control for Data Communication (ACDC) Management Object (MO) 


This document defines Management Object (MO) that is used to configure the UE with parameters related to Application specific Congestion control for Data Communication (ACDC) functionality.


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of relevant parameters for provisioning of ACDC at a UE.


2.2.2.151	TS 24.109


Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details


This document defines stage 3 for the HTTP Digest AKA based implementation of Ub interface (UE-BSF), the Disposable-Ks model based implementation of Upa interface (NAF-UE) and the HTTP Digest and the PSK TLS based implementation of bootstrapped security association usage over Ua interface (UE-NAF) in Generic Authentication Architecture (GAA) as specified in 3GPP TS 33.220. The purpose of the Ub interface is to create a security association between UE and BSF for further usage in GAA applications. The purpose of the Upa interface is to provide a push mechanism to create a bootstrapped security association between the UE and NAF for secure communication of pushed messages. The purpose of the Ua interface is to use the so created bootstrapped security association between UE and NAF for secure communication. 


This document also defines stage 3 for the Authentication Proxy usage as specified in 3GPP TS 33.222. 


This document also defines stage 3 for the subscriber certificate enrolment as specified in 3GPP TS 33.221 which is one realization of the Ua interface. The subscriber certificate enrolment uses the HTTP Digest based implementation of bootstrapped security association usage to enrol a subscriber certificate and the delivery of a CA certificate.


2.2.2.152	TS 24.116


Stage 3 aspects of system architecture enhancements for TV services


This document defines the stage 3 aspects of the architecture enhancements for broadcast TV service (see 3GPP TS 23.246).


This document specifies:


-	the requirements on the device in Receive only mode;


-	the procedure for selecting a network to receive broadcast TV service; and


-	the usage of the information configured in the TV service configuration.


The clause 4 applies to a device in Receive only mode only. The remaining clauses are applicable to:


-	a 3GPP UE wishing to receive broadcast TV service; and


-	a device in Receive only mode.


2.2.2.153	TS 24.117


TV service configuration Management Object (MO)


This document defines a Management Object (MO) that can be used to configure the parameters related to TV service provided via a PLMN. 


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of nodes and leaves conveying configuration parameters used for selecting and receiving TV service from a PLMN, according to the procedures described in 3GPP TS 23.246 and 3GPP TS 24.116.


2.2.2.1540	TS 24.135


Multicall supplementary service; Stage 3


This document gives the stage 3 description of the Multicall (MC) supplementary service. This document specifies the procedures used by the radio interface for normal operation, registration and interrogation of the Multicall supplementary service. Provision, withdrawal, erasure, activation and deactivation of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


3GPP TS 24.010 describes the general aspects of the specification of supplementary services at the layer 3 radio interface.


3GPP TS 24.080 specifies the formats and coding for the supplementary services.


Definitions and descriptions of supplementary services are given in 3GPP TS 22.004, 3GPP TS 22.072, 3GPP TS 22.08x, 3GPP TS 22.09x-series and 3GPP TS 22.135. 3GPP TS 22.135 is related specifically to the Multicall supplementary service.


The technical realisation of supplementary services are described in 3GPP TS 23.011, 3GPP TS 23.072, 3GPP TS 23.08x, 23.09x-series and 3GPP TS 23.135. 3GPP TS 23.135 is related specifically to the Multicall supplementary service.


The procedures for Call Control and Mobility Management at the layer 3 radio interface are defined in 3GPP TS 24.007 and 3GPP TS 24.008.


The following supplementary services are described in this document:


–	Multicall (MC).


2.2.2.15541	TS 24.139


3GPP system – fixed broadband access network interworking; Stage 3


This document specifies the UE – EPC procedures for accessing 3GPP Evolved Packet Core (EPC) via a Fixed Broadband Access network. The specification covers the Support of QoS, Tunnel management procedures including the support of NAT traversal, and non-seamless offloading impacts. The document is applicable to the UE and the network (i.e. the 3GPP EPC).


2.2.2.15642	TS 24.141


Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for the presence service within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229.


2.2.2.15743	TS 24.147


Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP).


2.2.2.15844		TS 24.161


Network-Based IP Flow Mobility (NBIFOM); Stage 3 


This document specifies the procedures of network-based IP flow mobility (NBIFOM). NBIFOM is based on network mobility protocols (i.e. GTP or PMIP) which is performed between 3GPP access and WLAN access network as specified in 3GPP TS 23.161.


2.2.2.15945	TS 24.166


3GPP IP Multimedia Subsystem (IMS) conferencing Management Object (MO)


This document defines the IMS conferencing management object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD_DM-V1_2.


2.2.2.16046	TS 24.167


3GPP IMS Management Object (MO); Stage 3


This document defines a mobile device 3GPP IMS Management Object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


2.2.2.16147	TS 24.171


Control Plane Location Services (LCS) procedures in the Evolved Packet System (EPS)


This document specifies the operations and information coding for the Non-access Stratum (NAS) layer protocol for supporting the Location Services (LCS) in the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).


2.2.2.16248	TS 24.173


IMS multimedia telephony communication service and supplementary services; Stage 3


This specification provides the protocol details for multimedia telephony communication service and associated supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.173. Multimedia telephony and supplementary services allow users to establish communications between them and enrich that by enabling supplementary services. 


2.2.2.16349	TS 24.182


IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification


This document provides the protocol details for the Customized Alerting Tones (CAT) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.182. The CAT service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the calling party during alerting of the called party. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CAT service.


2.2.2.16450	TS 24.183


IP Multimedia Subsystem (IMS) Customized Ringing Signal (CRS); Protocol specification


The specification provides the protocol details for the Customized Ringing Signal (CRS) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.183. The CRS service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the called party as an incoming communication indication during establishment of a communication. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CRS service.


2.2.2.1651	TS 24.216


Communication Continuity Management Object (MO)


The Communication Continuity Management Object consists of relevant parameters that can be managed for Communication Continuity capabilities.


2.2.2.16652	TS 24.229


IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3


This specification defines a call control protocol for use in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), and the associated Session Description Protocol (SDP).


2.2.2.16753	TS 24.234


3GPP system to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols; Stage 3


The document specifies the network selection, including authentication and access authorization using authentication, authorization and accounting (AAA) procedures used for the interworking of the 3GPP system and WLANs. In addition, it also specifies the tunnel management procedures used for establishing an end-to-end tunnel from the WLAN UE to the 3GPP network via the Wu reference point. The document is applicable to the WLAN user equipment (UE) and the network. In this technical specification, the network includes the WLAN and 3GPP network. 


Furthermore, the document specifies procedures within I-WLAN necessary in order for IMS emergency calls to be supported when I-WLAN is used as the underlying access network. These involve both network selection as well as tunnel management procedures.


2.2.2.16854	TS 24.235


3GPP System to Wireless Local Area Network (WLAN) interworking Management Object (MO)


This document defines the 3GPP System to Wireless Local Area Network interworking Management Object (MO) for I-WLAN PLMN selection as specified in 3GPP TS 24.234. The 3GPP System to Wireless Local Area Network interworking Management Object consists of relevant parameters that can be managed for WLAN UE as specified in 3GPP TS 24.234.


2.2.2.16955	TS 24.237


IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) service continuity; Stage 3


This specification provides the capability of continuing ongoing communication sessions with multiple media across different access networks. This document provides the protocol details for enabling IMS SC based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 


2.2.2.17056	TS 24.238


Session Initiation Protocol (SIP) based user configuration; Stage 3


This document provides a Session Initiation Protocol (SIP) based protocol framework that serves as a means of user configuration of supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem. The protocol framework relies upon the contents of the Request-URI in a SIP INVITE request to enable basic configuration of services without requiring use of the Ut interface. This document is applicable to User Equipment (UE) and Application Servers (AS) that are intended to support user configuration of supplementary services.


2.2.2.17157	TS 24.239


Flexible Alerting (FA) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document provides the protocol details for the Flexible Alerting supplementary service in the IP Multimedia (IM) Core Network (CN) subsystem. Flexible Alerting (FA) causes a call to a pilot identity to branch the call into several legs to alert several termination addresses (group members) simultaneously. The first leg to be answered is connected to the calling party. 


The other call legs are abandoned. The document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the FA supplementary service.


2.2.2.17258	TS 24.244


Wireless LAN control plane protocol for trusted WLAN access to EPC; Stage 3


This document specifies the procedures of the Wireless LAN control plane protocol (WLCP) for trusted WLAN access to EPC which is used between User Equipment (UE) and Trusted WLAN Access Gateway (TWAG) for multi-connection mode as specified in 3GPP TS 23.402.


This document also defines the message format, information elements coding, error handling and system parameters applied by the WLCP protocol.


2.2.2.17359	TS 24.247


Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for the messaging service within the IP Multimedia CN Subsystem (IMS) based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP) and, the Message Session Relay Protocol (MSRP). 


2.2.2.174	TS 24.250


Protocol for Reliable Data Service between UE and SCEF; Stage 3


This document specifies a Reliable Data Service (RDS) protocol between the UE and Service Capability Exposure Function (SCEF).


This document defines the frame structure, format of fields and procedures for operation of the RDS protocol. RDS is mainly intended to be used for acknowledged data transfer, but it also supports unacknowledged data transfer.


This document is applicable to the UE and to the SCEF in the Evolved Packet System (EPS).


2.2.2.17560	TS 24.259


Personal Network Management (PNM); Stage 3


This specification provides the protocol details for enabling Personal Network management services in the IP Multimedia Core Network subsystem based on the protocols of SIP and the SDP. This document is applicable to UEs and AS providing PNM capabilities.


2.2.2.176	TS 24.275


Management Object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service


This document defines the management object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service.


The MO for BCP of MMTEL communication service is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The MO for BCP of MMTEL communication service consists of relevant configuration parameter that can be managed for a UE supporting the timer RequestTimeout specified in 3GPP TS 24.173.


2.2.2.17761	TS 24.279


Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 3


This specification provides the technical realization for the combination of Circuit Switched calls and IM sessions when using them simultaneously between the same two users. It also describes the use of CS and IM services in combination, using the existing procedures that have been defined for CS and IMS. It includes the necessary function as adding an IM session to an ongoing CS call, adding a CS call to an ongoing IM session, supplementary services as they relate to CSICS and supporting capability exchange.


2.2.2.178	TS 24.281


Mission Critical Video (MCVideo) signalling control; Protocol specification


This document specifies the signalling control needed to support Mission Critical Video (MCVideo) service. 


The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server.


2.2.2.179	TS 24.282


Mission Critical Data (MCData) signalling control; Protocol specification


This document specifies the signalling control protocols needed to support Mission Critical Data (MCData) communications as specified by 3GPP TS 23.282. This document specifies both on-network and off-network protocols.


This document utilises the common functional architecture to support mission critical services as specified in 3GPP TS 23.280, in support of MCData communications.


The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


This document is applicable to User Equipment (UE) supporting the MCData client functionality, and to application servers supporting the MCData server functionality.


2.2.2.18062	TS 24.285


Allowed Closed Subscriber Group (CSG) list; Management Object (MO)


The Allowed CSG List MO consists of relevant parameters for that can be used by the UE to select the appropriate CSG cell based on its subscription. The Allowed CSG List MO defines the relevant parameters related to the Allowed CSG List and to the Operator CSG List.


2.2.2.18163	TS 24.286


IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Management Object (MO)


This document defines the IMS Centralized Services Management Object (MO). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


2.2.2.18264	TS 24.292


IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3


IP Multimedia (IM) Core Network (CN) subsystem centralized services (ICS) allow for the delivery of consistent IMS services to the user regardless of the attached access type (e.g. CS domain access or IP-CAN). This specification provides the protocol details for the realization of ICS based on the Session Initiation protocol (SIP), the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 


2.2.2.18365	TS 24.294


IP Multimedia Subsystem (IMS) Centralized Services (ICS) protocol via I1 interface


This document describes the I1 interface between IMS Centralized Services (ICS) UE and Service Centralization and Continuity (SCC) Application Server (AS).


2.2.2.18466	TS 24.301


Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3


This specification specifies the procedures used by the protocols for mobility management and session management between User Equipment (UE) and Mobility Management Entity (MME) in the Evolved Packet System (EPS). These protocols belong to the non-access stratum (NAS). The EPS Mobility Management (EMM) protocol defined in this document provides procedures for the control of mobility when the User Equipment (UE) is using the Evolved UMTS Terrestrial Radio Access Network (E-UTRAN). The EMM protocol also provides control of security for the NAS protocols. The EPS Session Management (ESM) protocol defined in this document provides procedures for the handling of EPS bearer contexts. Together with the bearer control provided by the access stratum, this protocol is used for the control of user plane bearers. For both NAS protocols this document specifies procedures for the support of inter-system mobility between EUTRAN and other 3GPP or non-3GPP access networks.


2.2.2.18567	TS 24.302


Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3


This document specifies the discovery and network selection procedures for access to 3GPP Evolved Packet Core (EPC) via non-3GPP access networks and includes Authentication and Access Authorization using Authentication, Authorization and Accounting (AAA) procedures used for the interworking of the 3GPP EPC and the non-3GPP access networks. This document also specifies the Tunnel management procedures used for establishing an end-to-end tunnel from the UE to the ePDG to the point of obtaining IP connectivity and includes the selection of the IP mobility mode.


2.2.2.18668	TS 24.303


Mobility management based on Dual-Stack Mobile IPv6; Stage 3


This document specifies the signalling procedures for accessing the 3GPP Evolved Packet Core network and handling the mobility between 3GPP and non-3GPP accesses via the S2c reference point defined in 3GPP TS 23.402. In addition this document specifies the procedures used for the DSMIPv6 Home Agent discovery, for bootstrapping the DSMIPv6 security association between the UE and the Home Agent and for managing the DSMIPv6 tunnel. DSMIPv6 procedures can be used independently of the underlying access technology.


2.2.2.18769	TS 24.304


Mobility management based on Mobile IPv4; User Equipment (UE) – foreign agent interface; Stage 3


This document describes the stage 3 aspects of mobility management for User Equipment (UE) using IETF Mobile IPv4 foreign agent mode to access the Evolved Packet Core Network (EPC) through trusted non-3GPP access networks and for mobility management of UE between the 3GPP access network and trusted non-3GPP access networks. In particular, this document describes the UE – Mobile IPv4 Foreign Agent (FA) interface stage 3 aspects, where the FA functionality is located within the access network in the non-3GPP access domain.


2.2.2.18870	TS 24.305


Selective Disabling of 3GPP User Equipment Capabilities (SDoUE) Management Object (MO)


This document specifies a mobile device Selective Disabling of 3GPP UE Capabilities (SDoUE) Management Object (MO) and the rules and corresponding behaviour of the UE with regard to the selective disabling of 3GPP UE capabilities, for example, when services or functions are disabled/enabled. 


The SDoUE MO consists of the relevant parameters that can be managed for selective disabling of 3GPP UE capabilities. The SDoUE MO defines a repository of data into the ME. The service requirements for selective disabling of 3GPP UE capabilities are defined in 3GPP TS 22.011.


2.2.2.18971	TS 24.312


Access Network Discovery and Selection Function (ANDSF) Management Object (MO)


This document defines management objects that can be used by the Access Network Discovery and Selection Function (ANDSF) and the UE. The Management Object (MO) is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


2.2.2.19072	TS 24.315


IP Multimedia Subsystem (IMS) Operator Determined Barring (ODB); Stage 3: protocol specification


This document specifies the stage 3, Protocol Description of the network feature Operator Determined Barring (ODB) of IMS Multimedia Telephony Services. It is based on the requirements described in 3GPP TS 22.041. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). In addition, it provides protocol details for XCAP for barring of supplementary services configuration.


2.2.2.19173	TS 24.322


Tunnelling of IP Multimedia Subsystem (IMS) services over restrictive access networks; Stage 3


This document specifies procedures and protocol elements for tunnelling of IMS traffic over restrictive access networks, specifically procedures and protocol elements for establishing, maintaining, and sending traffic via a firewall traversal tunnel between the UE and an enhanced firewall traversal function (EFTF) in the network. This document is applicable to UE and EFTF.


This document applies only to the case when the IMS traffic is not routed via EPC of a PLMN. Procedures for tunnelling of IMS traffic that is routed via EPC are specified in 3GPP TS 24.302 annex F.


2.2.2.19274	TS 24.327


Mobility between 3GPP Wireless Local Area Network (WLAN) interworking (I-WLAN) and 3GPP systems; General Packet Radio System (GPRS) and 3GPP I-WLAN aspects; Stage 3


This document specifies the signalling procedures for handling the mobility of a UE between 3GPP Wireless Local Area Network Interworking (I-WLAN) and GPRS systems and is applicable to the User Equipment (UE) and the network nodes supporting mobility between 3GPP I-WLAN and GPRS systems. In addition, it specifies the procedures used between the UE and the network nodes for the attach and the detach cases. It also specifies how the UE performs handover when moving from 3GPP I-WLAN to GPRS systems and vice-versa. 


2.2.2.19375	TS 24.333


Proximity-services (ProSe) Management Objects (MO)


This document defines Management Objects (MO) that are used to configure the ProSe-enabled UE.


The MOs are compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and are defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MOs consist of relevant parameters for provisioning and authorisation of ProSe at the ProSeenabled UE.


The protocol aspects for ProSe are described in 3GPP TS 24.334.


2.2.2.19476	TS 24.334


Proximity-services (ProSe) User Equipment (UE) to ProSe function protocol aspects; Stage 3


This document specifies the protocols for Proximity-based Services (ProSe) between:


–	the ProSe-enabled UE and the ProSe Function (over the PC3 interface); and


–	two ProSe-enabled UEs (over the PC5 interface).


This document defines the associated procedures for ProSe service authorisation, ProSe direct discovery, EPC-level ProSe discovery, and EPC support for WLAN direct discovery and communication.


This document also defines the message format, message contents, error handling and system parameters applied by the protocols for ProSe.


This document is applicable to:


–	the ProSe-enabled UE; and


–	the ProSe Function.


2.2.2.19577	TS 24.337


IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) Inter-UE transfer; Stage 3


This document provides the protocol details for enabling IMS inter-UE transfer based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.19678	TS 24.341


Support of SMS over IP networks; Stage 3


This document provides the protocol details for SMS over IP within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229. Where possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP and SIP Events, either directly, or as modified by 3GPP TS 24.229. This document is applicable to Application Servers (ASs) and User Equipment (UE) providing SMS over IP functionality.


2.2.2.19779	TS 24.368


Non-Access Stratum (NAS) Management Object (MO)


This document defines a Management Object (MO) that can be used to configure the UE with parameters related to Non-Access Stratum (NAS) functionality.


2.2.2.1980	TS 24.371


Web Real-Time Communications (WebRTC) client access to the IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document provides the details for allowing Web Real-Time Communication (WebRTC) IMS Clients (WIC) to access the IP Multimedia (IM) Core Network (CN) subsystem.


This document is applicable to WebRTC IMS client (WIC), eP-CSCF, WebRTC Web Server Function (WWSF) and WebRTC Authorization Function (WAF).


2.2.2.19981		TS 24.379


Mission Critical Push To Talk (MCPTT) call control; Protocol specification 


This document specifies the session control protocols needed to support Mission Critical Push To Talk (MCPTT). This document specifies both on-network and off-network protocols.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the MCPTT client functionality, and to application servers supporting the MCPTT server functionality.


2.2.2.200182	TS 24.380


Mission Critical Push To Talk (MCPTT) media plane control; Protocol specification 


This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Push To Talk (MCPTT).


This document specifies protocol for using pre-established session to setup calls, floor control and managing MBMS subchannels over MBMS bearers on-network and off-network protocols for floor control.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade. Floor control provides a mechanism for managing the right to transmit at a point in time during an MCPTT call.


The MCPTT service and its associated media plane control protocols can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the floor participant functionality, setting up calls using pre-established SIP sessions and using MBMS bearers for group communication and to floor control servers supporting these functions in the MCPTT system.


2.2.2.20183	TS 24.381


Mission Critical Push To Talk (MCPTT) group management; Protocol specification


This document specifies the group management protocols needed to support Mission Critical Push To Talk (MCPTT). Group management applies only when the UE operates on the network.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.


2.2.2.202184	TS 24.382


Mission Critical Push To Talk (MCPTT) identity management; Protocol specification


This document specifies the identity management and authentication protocols needed to support Mission Critical Push To Talk (MCPTT). Identity management applies only to on-network operation.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.


2.2.2.203185		TS 24.383


Mission Critical Push To Talk (MCPTT) Management Object (MO)


[bookmark: _Ref511812747]This document defines a number of Mission Critical Push To Talk (MCPTT) Management Objects (MO) that are configured for the MCPTT UE for the operation of the MCPTT Service. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.


This document is applicable to an MCPTT UE supporting off-line configuration of the group management client.


The parameters defined by the management objects in this document are configured in the MCPTT UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCPTT, and whether they are applicable to on-network operation or off-network operation, or both:


–	3GPP TS 24.379 


–	3GPP TS 24.380 


–	3GPP TS 24.381 


–	3GPP TS 24.382 


–	3GPP TS 24.384 


The common network operation means both on-network operation and off-network operation in this document.


The following management objects are defined in this document:


–	MCPTT UE configuration MO


–	MCPTT user profile MO


–	MCPTT group configuration MO


–	MCPTT service configuration MO


–	MCPTT UE initial configuration MO


The MOs listed above define repositories of data in the ME.


2.2.2.204186		TS 24.384


Mission Critical Push To Talk (MCPTT) configuration management; Protocol specification 


This document specifies the configuration management documents and protocols needed to support Mission Critical Push To Talk (MCPTT) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Push To Talk (MCPTT) offline configuration over the CSC-11 and CSC-12 reference points. Configuration management documents defined in this document includes:


MCPTT UE initial configuration document;


MCPTT UE configuration document;


MCPTT user profile configuration document; and


MCPTT service configuration document.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.


2.2.2.205	TS 24.385


V2X services Management Object (MO)


This document defines Management Object (MO) that is used to configure the UE for V2X services.


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of relevant parameters for provisioning and authorization of V2X communication at the UE.


The protocol aspects for V2X are described in 3GPP TS 24.386.


2.2.2.206	TS 24.386


User Equipment (UE) to V2X control function; protocol aspects; Stage 3


This document specifies the protocols:


-	for V2X authorization between the UE and the V2X control function (over the V3 interface);


-	for V2X communication among the UEs (over the PC5 interface); and


-	for V2X communication between the UE and the V2X application server (over the LTE-Uu interface).


This document defines the associated procedures for V2X authorization and V2X communication.


This document also defines the message format, message contents, error handling and system parameters applied by the protocols for V2X.


This document is applicable to:


-	the UE;


-	the V2X control function; and


-	the V2X application server.


2.2.2.207187	TS 24.390


Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3


This document describes the procedures for using Unstructured Supplementary Service Data (USSD) operations for mobile initiated MMI mode over IP Multimedia Core Network Subsystem (IMS). MMI mode is for the transparent transport of MMI strings entered by the user to the Application Servers (AS) and for the transparent transport of text strings back to the User Equipment (UE) to be displayed for user information. Support of USSD service is optional and only applicable for an operator’s Public Land Mobile Network (PLMN). This document is applicable to UE and AS which are intended to support USSD operations over IP Multimedia Core Network Subsystem (IMS) in mobile initiated MMI mode.


2.2.2.208188	TS 24.391


Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) Management Object (MO)


This document defines the unstructured supplementary service data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) management object (MO). The MO is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The USSD using IMS (USSI) MO consists of relevant configuration parameters that can be managed for the UE's USSI capabilities specified in 3GPP TS 24.390.


2.2.2.209189		TS 24.481


Mission Critical Services (MCS) group management; Protocol specification 


This document specifies the group management protocols needed to support Mission Critical Services (MCSs). Group management applies only when the UE operates on the network.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.


2.2.2.210190		TS 24.482


Mission Critical Services (MCS) identity management; Protocol specification 


This document specifies the identity management and authentication protocols needed to support Mission Critical Services (MCSs). Identity management applies only to on-network operation.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.


2.2.2.21191	TS 24.483


Mission Critical Services (MCS) Management Object (MO) 


This document defines a number of Mission Critical Services (MCSs) Management Objects (MO) that are configured for the UE for the operation of the MCSs. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.


This document is applicable to an UE supporting off-line configuration of the group management client.


The parameters defined by the management objects in this document are configured in the UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCSs, and whether they are applicable to on-network operation or off-network operation, or both:


–	3GPP TS 24.379 


–	3GPP TS 24.380 


–	3GPP TS 24.381 


–	3GPP TS 24.382 


–	3GPP TS 24.384


The common network operation means both on-network operation and off-network operation in this document.


The following management objects are defined in this document:


–	MCPTT UE configuration MO


–	MCPTT user profile MO


–	MCPTT group configuration MO


–	MCPTT service configuration MO


–	MCPTT UE initial configuration MO


The MOs listed above define repositories of data in the ME.


2.2.2.212192	TS 24.484


Mission Critical Services (MCS) configuration management; Protocol specification 


This document specifies the configuration management documents and protocols needed to support Mission Critical Service (MCS) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Service (MCS) offline configuration over the CSC-11and CSC-12 reference points. Configuration management documents defined in this document includes:


–	MCPTT UE initial configuration document;


–	MCPTT UE configuration document;


–	MCPTT user profile configuration document; and


–	MCPTT service configuration document.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.


2.2.2.213	TS 24.417


Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem


This document defines a Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


The OIP/OIR MO consists of relevant parameters that can be managed for the UE configuration related to the Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) service defined in 3GPP TS 24.607.


2.2.2.214	TS 24.424


Management Object (MO) for Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services (SS)


This document defines the management object (MO) for extensible markup language (XML) configuration access protocol (XCAP) over the Ut interface for manipulating supplementary services (SS).


The MO for XCAP over Ut interface for manipulating SS is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The MO for XCAP over Ut interface for manipulating SS consists of relevant configuration parameters that can be managed for a UE supporting the UE role specified in 3GPP TS 24.623.


2.2.2.215193	TS 24.523


Core and enterprise Next Generation Network (NGN) interaction scenarios; Architecture and functional description


This document provides the possible scenarios for:


–	the interconnection of an Next Generation Corporate Network (NGCN) with a Next Generation Network (NGN); and


–	the support of NGCN capabilities within an NGN, either towards a User Equipment (UE) or to an NGCN.


Unless otherwise specified by reference to other documents, all requirements relating to architecture and functional requirements are contained within this document.


2.2.2.216194	TS 24.524


Hosted enterprise services; Architecture, functional description and signalling


This document describes the architecture and functionality required to support enterprise and corporate services as IMS applications hosted in the NGN operator's network on behalf of an enterprise (Hosted Enterprise Services).


This document also specifies the protocol requirements for the UE to attach to the NGN (in particular the IMS) and also any protocol requirements related to application servers provided in support of hosted enterprise services.


2.2.2.217195	TS 24.525


Business trunking; Architecture and functional description


This document provides architecture and functional requirements for business trunking for the Next Generation Network (NGN).


This document also specifies the protocol requirements for the Next Generation Corporate Networks (NGCNs) to attach to the NGN (in particular the IM CN subsystem) and also any protocol requirements relation to application servers provided in support of business trunking.


Business trunking is a set of NGN capabilities that may be applied to communications between NGCNs using the NGN as a transit.


2.2.2.218	TS 24.581


Mission Critical Video (MCVideo) media plane control; Protocol specification


This document specifies the media plane control and transmission control protocols and interactions with the media needed to support Mission Critical Video (MCVideo) service. 


The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server supporting media distribution function and transmission control server.


2.2.2.219	TS 24.582


Mission Critical Data (MCData) media plane control; Protocol specification


This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Data (MCData) services, which are Short Data Service (SDS) and File Distribution (FD).


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCData service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCData client functionality and to servers in the MCData system.


2.2.2.220196	TS 24.604


Communication Diversion (CDIV) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Communications Diversion (CDIV) supplementary services, based on stages 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22197	TS 24.605


Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Conference (CONF) service based on stages 1 and 2 of the ISDN CONF supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.222198	TS 24.606


Message Waiting Indication (MWI) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Message Waiting Indication (MWI) service, based on stages 1 and 2 of the ISDN MWI supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.223199	TS 24.607


Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 (protocol description) of the Originating Identification Presentation (OIP) supplementary service and the Originating Identification Restriction (OIR) supplementary services, based on stages 1 and 2 of the ISDN CLIP and CLIR supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22400	TS 24.608


Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 protocol description of the Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) services, based on stage 1 and 2 of the ISDN COLP and COLR supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22501	TS 24.610


Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Communication Hold (HOLD) services, based on stages 1 and 2 of the ISDN Hold (HOLD) supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22602	TS 24.611


Anonymous Communication Rejection (ACR) and Communication Barring (CB) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Anonymous Communication Rejection (ACR) and Communication Barring (CB) supplementary service, based on stage 1 and 2 of the ISDN supplementary service Anonymous Call Rejection (ACR), Incoming Communication Barring (ICB) and Outgoing Communication Barring (OCB). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22703	TS 24.615


Communication Waiting (CW) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Communication Waiting (CW) service, based on stage 1 and stage 2 of the ISDN call waiting supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22804	TS 24.616


Malicious Communication Identification (MCID) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Malicious Call Communication Identification (MCID) service based on the stages 1 and 2 of ISDN Malicious Call Identification supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). The MCID service will store session related information independent of the service requested.


2.2.2.22905	TS 24.623


Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for manipulating supplementary services


This document defines a protocol used for manipulating data related to supplementary services. The protocol is based on the eXtensibleMarkup Language (XML) Configuration Access Protocol (XCAP) RFC 4825. A new XCAP application usage is defined for the purpose of manipulating the supplementary services data. The common XCAP related aspects that are applicable to supplementary services are specified in this document. The protocol allows authorized users to manipulate servicerelated data either when they are connected to IMS or when they are connected to nonIMS networks (e.g. the public Internet).


2.2.2.2306	TS 24.628


Common Basic Communication procedures using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document describes the stage 3 protocol for basic communication procedures common to several services in the IP Multimedia (IM) Core Network (CN) subsystem when at least one Application Server (AS) is included in the communication. The common procedures are based on stage 3 specifications for supplementary services.


2.2.2.23107	TS 24.629


Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 (protocol description) of the Explicit Communication transfer (ECT) supplementary service, based on stage 1 and 2 of the ISDN ECT supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23208	TS 24.642


Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Completion of Communications to Busy Subscriber (CCBS) service and the Completion of Communication on no Reply (CCNR) service, based on stages 1 and 2 of the ISDN supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23309	TS 24.647


Advice of Charge (AOC) using IP Multimedia (IM) Core Network (CN) subsystem


This document specifies the stage 3 Protocol Description of the Advice of Charge (AOC) service, based on stage 1 and 2 of the ISDN Supplementary Service Advice of Charge for all calls (permanent mode). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23410	TS 24.654


Closed User Group (CUG) using IP Multimedia (IM) Core Network (CN) subsystem, Protocol specification


This document specifies the stage 3 Protocol Description of the Closed User Group (CUG) service, based on stage 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23511	TS 26.071


AMR speech codec: general description


This specification describes an introduction to the set of the adaptive multi-rate (AMR) specifications.


2.2.2.23612	TS 26.090


AMR speech codec: transcoding functions


This specification describes a detailed description of the AMR speech codec transcoding functions.


2.2.2.23713	TS 26.091


AMR speech codec: error concealment of lost frames


This specification describes example procedures for the error concealment, also called frame substitution or muting procedure, of lost speech or silence indicator frames.


2.2.2.23814	TS 26.092


AMR speech codec: comfort noise aspects


This specification describes the detailed requirements for the correct operation of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the AMR speech codec during source controlled rate (SCR) operation.


2.2.2.23915	TS 26.093


AMR speech codec: source controlled rate (SCR) operation


This specification describes the operation of the AMR speech codec during SCR operation.


2.2.2.24016	TS 26.094


AMR speech codec: voice activity detector (VAD)


This specification describes two alternatives for the VAD to be used during SCR operation in conjunction with the AMR codec.


2.2.2.2417	TS 26.110


Codec for circuit-switched multimedia telephony service: general description


This specification describes an introduction to the set of specifications for the support of circuitswitched 3G-324M multimedia telephony service.


2.2.2.24218	TS 26.111


Codec for circuit-switched multimedia telephony service: modifications to Recommendation ITU-T H.324


This specification describes the modifications applicable to the Recommendation ITU-T H.324, Annex C for the support of circuit-switched 3G-324M multimedia telephony service.


2.2.2.24319		TS 26.116


Television (TV) over 3GPP services; Video profiles 


This document specifies requirements and guidelines on video source formats (frame rate, resolution, aspect ratio, colorimetry, bit depth…) and encoding parameters (codec format, random access point period, SEI messages…) for different types of TV services, including linear TV, catch-up TV or on-demand services. A limited set of Operation Points (e.g. SDTV, HDTV…) are defined to provide confidence to content providers/broadcasters on the quality of experience offered by 3GPP services when used for TV-like distribution. Operation Points define format and encoding restrictions, but may also be viewed as compatibility points for UEs.


In particular, the Operation Points defined in this document may serve as the primary tested configurations for TV centric video distribution. The initial set of Operation Points are defined based on the analysis and findings in the technical report TR 26.949. 


In addition, in the context of DASH operations, not only the main distribution format are defined, but also a subset of spatial and temporal resolutions. In order to minimize testing for seamless switching experience, suitable lower resolutions of distribution formats are defined. Furthermore, to compensate congestion situations, a minimum service quality is defined in order to provide service continuity.


2.2.2.24420		TS 26.179


Mission Critical Push To Talk (MCPTT); Codecs and media handling 


This document specifies the codecs and media handling for MCPTT. The corresponding service requirements are defined in 3GPP TS 22.179. The corresponding functional architecture, procedures and information flows are defined in 3GPP TS 23.179. 


2.2.2.245	TS 26.223


Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction


This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 


The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.


2.2.2.246	TS 26.281


Mission Critical Video (MCVideo); Codecs and media handling


This document specifies the codecs and media handling for MCVideo. The requirements for MCVideo are specified by SA1 in two technical specifications:


a. 	The requirements specific to Mission Critical Video have been specified in 3GPP TS 22.281.


b. 	The requirements common to multiple mission critical services have been specified in 3GPP TS 22.280.


The architectural work for MCVideo is specified by SA6 in two technical specifications:


a.	architectural and feature work specific to MCVideo have been specified in 3GPP TS 23.281.


b.	architectural aspects common to multiple mission critical services have been specified in 3GPP TS 23.280.


2.2.2.24721		TS 26.307


Presentation layer for 3GPP services


This document specifies an HTML5 profile as a common presentation layer for 3GPP services.


2.2.2.24822	TS 26.346


Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs


This document defines a set of media codecs, formats and transport/application protocols to enable the deployment of MBMS user services either over the MBMS bearer service or other UMTS Bearer Services within the 3GPP system.


In this version of the specification, only MBMS download and streaming delivery methods are specified. This document does not preclude the use of other delivery methods.


This document includes information applicable to network operators, service providers and manufacturers.


2.2.2.249	TS 26.347


Multimedia Broadcast/Multicast Service (MBMS); Application Programming Interface and URL


This document provides application methods and interfaces between an MBMS-aware application and the UE MBMS Client to access 3GPP MBMS User services. The purpose of the document is the definition of enablers in order to simplify the usage of MBMS in web-centric as well as app-based service environments. 


This document defines several APIs to access MBMS User Services and a URL to access resources available as part of an MBMS User Service. The MBMS User Services are defined in TS 26.346 and are not part of this document.


2.2.2.25023	TS 26.441


Codec for Enhanced Voice Services (EVS); General overview


This document is an introduction to the audio processing parts of the Enhanced Voice Services coder. A general overview of the audio processing functions is given with reference to the documents where each function is specified in detail.


2.2.2.25124	TS 26.442


Codec for Enhanced Voice Services (EVS); ANSI C code (fixed-point)


This document contains an electronic copy of the ANSIC code for the Enhanced Voice Services (EVS) Codec. The ANSIC code is necessary for a bit exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS 26.451), Comfort Noise Generation (CNG) (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Packet Loss Concealment (PLC) of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446).


2.2.2.2525	TS 26.444


Codec for Enhanced Voice Services (EVS); Test sequences


This document specifies the digital test sequences for the Enhanced Voice Services (EVS) Codec. These sequences test for a bit-exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS.26.451), Comfort Noise Generation (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Error Concealment of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446). 


2.2.2.26326	TS 26.445


Codec for Enhanced Voice Services (EVS); Detailed algorithmic description


This document is a detailed description of the signal processing algorithms of the Enhanced Voice Services coder.


2.2.2.25427	TS 26.446


Codec for Enhanced Voice Services (EVS); Adaptive Multi-Rate - Wideband (AMR-WB) backward compatible functions


This document specifies the AMR-WB backward compatible functions of the EVS codec.


This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.


2.2.2.25528	TS 26.447 


Codec for Enhanced Voice Services (EVS); Error concealment of lost packets


This document defines a frame loss concealment procedure, also termed frame substitution and muting procedure, which is executed by the Enhanced Voice Services (EVS) decoder when one or more frames (speech or audio or SID frames) are unavailable for decoding due to e.g. packet loss, corruption of a packet or late arrival of a packet.


2.2.2.25629	TS 26.448 


Codec for Enhanced Voice Services (EVS); Jitter buffer management


This document defines the Jitter Buffer Management solution for the Codec for Enhanced Voice Services (EVS).


2.2.2.25730	TS 26.449 


Codec for Enhanced Voice Services (EVS); Comfort Noise Generation (CNG) aspects


This document gives an overview for the requirements of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the Enhanced Voice Services (EVS) speech codec during Discontinuous Transmission (DTX) operation.


2.2.2.25831	TS 26.450 


Codec for Enhanced Voice Services (EVS); Discontinuous Transmission (DTX)


This document specifies the system level aspects of the Discontinuous Transmission (DTX) function of the EVS codec.


2.2.2.25932	TS 26.451 


Codec for Enhanced Voice Services (EVS); Voice Activity Detection (VAD)


This document specifies the Voice Activity Detector (VAD) used in the Discontinuous Transmission (DTX) of the EVS Codec. Although the main application of the VAD algorithm is the detection of speech or voice signals, the algorithm is more accurately described as a Signal Activity Detection (SAD) algorithm.


This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.


2.2.2.26033		TS 26.453 


Codec for Enhanced Voice Services (EVS); Speech codec frame structure 


The Enhanced Voice Services (EVS) Codec is specified in the series of Technical Specifications 3GPP TS 26.441 to TS 26.451 and it is characterized in TR 26.952.


This document describes the "generic frame format" for the EVS Codec for the application in 3G Circuit-Switched Networks. This format is based on the RTP framing, as specified in TS 26.445. This generic frame format will be used as a common reference point, when interfacing speech frames between different elements of the 3G system. Appropriate mappings to and from this generic frame format will be used within and between each system element.


2.2.2.26134		TS 26.454 


Codec for Enhanced Voice Services (EVS); Interface to Iu, Uu, Nb and Mb 


The Enhanced Voice Services (EVS) Codec is specified in Technical Specifications 3GPP TS 26.441 to TS 26.451. The generic frame format for 3G CS networks is specified in TS 26.453. The allowed EVS Configurations of the UMTS_EVS Codec Type are specified in TS 26.103.


This document specifies the mapping of the EVS generic frame format (3GPP TS 26.453) to the Iu Interface (3GPP TS 25.415) and the Uu Interface, including handling of the EVS-CMR by the UE and the Iu-terminating MGW.


This document specifies also the mapping to the Nb Interface in a BICC-based circuit switched core network. (3GPP TS 29.415) and the Nb-Interface in a SIP-I-based circuit switched core network (3GPP TS 23.231).


This document specifies also the interworking of different EVS Configurations on the terminations of the MGW and the interworking between EVS and AMR-WB on the terminations of the MGW.


2.2.2.26235	TS 27.005


Use of Data Terminal Equipment – Data Circuit terminating Equipment (DTE-DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS)


This specification describes three interface protocols for control of SMS functions within a GSM mobile telephone from a remote terminal via an asynchronous interface.


2.2.2.26336	TS 27.007


AT command set for User Equipment (UE)


This specification describes a profile of AT commands and recommends that this profile be used for controlling mobile equipment (ME) functions and GSM network services from a terminal equipment (TE) through terminal adaptor (TA).


2.2.2.26437	TS 27.010


Terminal Equipment to User Equipment (TE-UE) multiplexer protocol


This specification describes a multiplexing protocol between a mobile station and an external data terminal for the purposes of enabling multiple channels to be established for different purposes (e.g. simultaneous SMS and data call).


2.2.2.265	TS 28.301


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Requirements


This document specifies the requirements of the Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP). This IRP allows the NM to interact with the LC. This interaction with the LC enables the NM to configure NEs utilizing LSA spectrum resources.


The following two deployment scenarios are supported:


-	one scenario in which the LC communicates LSA spectrum resource availability information to the NM, and


-	one scenario in which the LC determines and communicates to the NM constraints on parameters of cells liable to use LSA spectrum resources.


2.2.2.266	TS 28.302


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Information Service (IS)


This document specifies the LSA controller (LC) Integration Reference Point (IRP) management operations and notifications that can be communicated between an IRPAgent and one or several IRPManagers. 


This document specifies the semantics and behaviour of operations, notifications and their parameters visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


2.2.2.267	TS 28.303


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Solution Set (SS) definitions


The purpose of this document is to define the mapping of the LSA Controller (LC) Integration Reference Point (IRP) (see 3GPP TS 28.302) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment and in a SOAP/WSDL environment. 


This Solution Set specification is related to 3GPP TS 28.302 V14.0.X.


2.2.2.2638	TS 28.390 


Telecommunication management; Fixed Mobile Convergence (FMC); Interface Integration Reference Point (IRP) Solution Profiles (SPs)


The objective of this specification is to define a set of Solution Profiles (SPs) for Interface IRPs. Each SP identifies the necessary and sufficient subset of the 3GPP IRP defined solutions (solutions) required for the network management of a specific operating environment or domain, including that defined for the converged management environments.


A specific operating environment or domain is characterised by a set of Requirement statements. In other words, the solutions identified in a specific SP would satisfy the Requirements listed in that same SP.


An SP, in its simplest form, is nothing else than a list of solutions (e.g. 3GPP IRP defined operations). The purpose is to place a combination of solutions under a common (SP) name so that: 


–	Operators and vendors need not decide arbitrarily which solutions are to be used to satisfy the Requirements;


–	There is one document where readers can have a clear view of solutions, specified in various IRP specifications, required to satisfy the Requirements.


This version of the TS contains a number of SPs defined in clause 4 and onwards, one clause for each SP.


2.2.2.2639	TS 28.402 


Telecommunication management; Performance Management (PM); Performance measurements for Evolved Packet Core (EPC) and non-3GPP access interworking system


This document describes the measurements for EPC and non-3GPP access network interworking.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of EPC and non-3GPP access Interworking System. Only measurement types that are specific to EPC and non-3GPP access interworking are defined within this documents. Vendor specific measurement types used in EPC and non-3GPP access Interworking System are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) are only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to ePDG);


–	Header 2: Measurement function (e.g. Tunnel establishment);


–	Header 3: Measurements.


2.2.2.2740		TS 28.403 


Telecommunication management; Performance Management (PM); Performance measurements for Wireless Local Area Network (WLAN) 


This document describes the measurements for WLAN.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of a WLAN. 


Only measurement types that are specific to WLAN are defined within this document. Vendor specific measurement types used in WLAN are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as WLAN or IP) as described by "external" standards bodies (e.g. IEEE or IETF) are only referenced within this document, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


2.2.2.271	TS 28.500


Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions


This document specifies the management concepts, the management requirements and use cases from operators’ perspective for mobile networks that include virtualized network functions which can be part of EPC or IMS, and provides the management architecture for these mobile networks.


2.2.2.272	TS 28.510


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in 3GPP TR 21.905, 3GPP TS 32.102, 3GPP TS 32.600 and 3GPP TS 28.500) specifies the requirements applicable to Configuration Management (CM) of virtualized network functions which can be part of EPC or IMS.


2.2.2.273	TS 28.511


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Configuration Management (CM) procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.274	TS 28.512


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 2


This document is Configuration Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.275	TS 28.513


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 3


This document is Configuration Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.276	TS 28.515


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 28.500, TS 32.101, TS 32.102 and TS 32.111-1) specifies the requirements applicable to Fault Management (FM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.277	TS 28.516


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Fault Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.278	TS 28.517


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 2


This document is Fault Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.279	TS 28.518


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 3


This document is Fault Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.280	TS 28.520


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 32.401, TS 32.411, TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Performance Management (PM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.281	TS 28.521


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Performance Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.282	TS 28.522


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 2


This document is the Performance Management stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.283	TS 28.523


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 3


This document is the Performance Management stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.284	TS 28.525


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Lifecycle Management (LCM) for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.285	TS 28.526


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Life Cycle Management (LCM) procedures for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.286	TS 28.527


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 2


This document is the Life Cycle Management (LCM) stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


52.2.2.287	TS 28.528


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 3


This document is the Life Cycle Management (LCM) stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.28841	TS 28.611 


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Requirements


This document describes the Network Resource Model (NRM) Integration Reference Point (IRP) requirements for the EPC and WLAN interworking system according to the structure defined in 3GPP TS 23.402 (e.g. ePDG, 3GPP AAA, etc). 


2.2.2.28942	TS 28.612 


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)


This document is an Integration Reference Point (IRP) named "Evolved Packet Core (EPC) and non-3GPP access interworking system Network resource Model (NRM) IRP; Information Service (IS)", through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate configuration management information to one or several 'IRPManagers' (typically Network Managers) concerning interworking network resources. 


This document specifies the semantics and behaviour of Information Object Class (IOC) attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


It reuses relevant parts of the generic NRM in 3GPP TS 28.622, either by direct reuse or subclassing, and in addition to that defines specific IOCs in EPC and non-3GPP access interworking systems. 


In order to access the information defined by this NRM, an interface IRP is needed, such as the Basic CM IRP IS (3GPP TS 32.602) or the Bulk CM IRP IS (3GPP TS 32.612). However, which interface IRP is applicable is outside the scope of this document.


2.2.2.29043	TS 28.616


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions


This document is part of an Integration Reference Point (IRP) named Evolved Packet Core (EPC) and non-3GPP access Interworking System Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning EPC and non-3GPP access interworking system resources. The EPC and non-3GPP access Interworking System NRM IRP comprises a set of specifications defining requirements, a protocol neutral information service and one or more solution sets.


This document specifies the solution sets for the EPC and non-3GPP access interworking system NRM IRP.


This solution set specification is related to 3GPP TS 28.612.


2.2.2.29144	TS 28.622 


Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)


This document specifies the Generic network resource information that can be communicated between an IRPAgent and an IRPManager for telecommunication network management purposes, including management of converged networks.


This document specifies the semantics of information object class attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


2.2.2.29245		TS 28.680 


Telecommunication management; Wireless Local Area Network (WLAN) management; Concepts and requirements


This document describes the concepts and requirements of WLAN management that focus on WLAN performance monitoring and alarm notifications.


2.2.2.29346		TS 28.681 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Requirements 


This document describes the NRM IRP requirements of WLAN management.


2.2.2.2947		TS 28.682 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS) 


This document is part of an Integration Reference Point (IRP) named Wireless Local Area Networks (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).


This document specifies the protocol neutral WLAN management NRM IRP: Information Service (IS).


This document also contains stage 2 descriptions for those functionalities for the WLAN Management.


2.2.2.29548		TS 28.683 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions 


This document is part of an Integration Reference Point (IRP) named Wireless Local Area Network (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).


This document specifies the Solution Sets for the WLAN NRM IRP.


2.2.2.29649	TS 29.002


Mobile Application Part (MAP) specification


It is necessary to transfer between entities of a Public Land Mobile Network (PLMN) information specific to the PLMN in order to deal with the specific behaviour of roaming Mobile Stations (MS)s. The Signalling System No. 7 specified by CCITT is used to transfer this information.


2.2.2.29750		TS 29.010


Information element mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MSC); Signalling Procedures and the Mobile Application Part (MAP) 


The scope of this document is:


i) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-MSC interface (Call Control and Mobility Management parts of 3GPP TS 24.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;


ii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages sent on the BSC-MSC interface (3GPP TS 48.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;


iii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) and RANAP ((3GPP TS 25.413);


iv) 	to provide a detailed specification for the interworking as in i) and ii) above when the MSC also processes the information;


v) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-SGSN interface (GPRS mobility part of 3GPP TS 24.008) and parameters contained in MAP services sent over the SGSN-HLR interface (3GPP TS 29.002);


vi) 	to provide a detailed specification for the interworking between information elements contained in RANAP messages sent on the SGSN-RNC interface (3GPP TS 25.413) and parameters contained in S1AP messages sent on the MME-eNodeB interface (3GPP TS 36.413); 


vii)	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) or RANAP messages (3GPP TS 25.413) during SRVCC handovers.


Interworking for supplementary services is given in 3GPP TS 29.011. Interworking for the short message service is given in 3GPP TS 23.040 and 3GPP TS 24.011. Interworking between the call control signalling of 3GPP TS 24.008 and the PSTN/ISDN is given in GSM 09.03, 3GPP TS 29.007 and 3GPP TS 49.008. Interworking between the 'A' and 'E' interfaces for inter-MSC handover signalling is given in 3GPP TS 29.007 and 3GPP TS 49.008.


2.2.2.29851		TS 29.011


Signalling Interworking for supplementary services


The scope of this Technical Specification is to provide a detailed specification for interworking between the A interface protocol and the Mobile Application Part for handling of supplementary services. The MAP interfaces of interest are the B-, C-, D- and E-interfaces.


The A-, C-, D- and E-interfaces are physical interfaces while the B-interface is an internal interface defined for modelling purposes. Information relating to the modelling interface is not normative in this specification.


Supplementary service signalling may be passed by the MSC/VLR between the A- and E-interfaces after inter-MSC handover. This procedure is transparent as far as supplementary services are concerned therefore interworking concerning this process is not described in this specification.


2.2.2.29952	TS 29.016


General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface network service specification


This document specifies or references the subset of MTP and SCCP which is used for the reliable transport of BSSAP+ messages in the Gs interface. This document references the 3GPP TS 29.202 which specifies alternative transport layers that can be applied instead of the MTP. This document also specifies the SCCP addressing capabilities to be provided in the Gs interface. This document is divided into two main parts, clause 5 dealing with the use of MTP and clauses 6 and 7 dealing with the use of SCCP. Clause 5 of this document deals with the subset of the MTP that is required between an SGSN and a VLR. It is intended that this implementation of MTP is compatible with a full MTP implementation. Clause 4 references the 3GPP TS 29.202 which specifies alternatives to the MTP. The SCCP is used to provide message routing between the SGSN and the VLR. The SCCP routing principles specified in this document allow connecting one SGSN to several VLR. No segmentation at SCCP level is needed on the Gs interface. Only SCCP class 0 is used on the Gs interface. Clauses 6 and 7 identify the SCCP subset that should be used between an SGSN and a VLR.


2.2.2.300253	TS 29.018


General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface layer 3 specification


This document specifies or references procedures used on the Serving GPRS Support Node (SGSN) to Visitors Location Register (VLR) interface for interoperability between GSM circuit switched services and GSM packet data services. This document specifies the layer 3 messages and procedures on the Gs interface to allow coordination between databases and to relay certain messages related to GSM circuit switched services over the GPRS subsystem. The functional split between VLR and SGSN is defined in 3GPP TS 23.060. The required procedures between VLR and SGSN are defined in detail in this document.


2.2.2.301254	TS 29.060


General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface


This document defines the second version of GTP used on: the Gn and Gp interfaces of the General Packet Radio Service (GPRS); the Iu, Gn and Gp interfaces of the UMTS system.


2.2.2.302255	TS 29.061


Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)


This document defines the requirements for Packet Domain interworking between a:


a)	PLMN and PDN;


b)	PLMN and PLMN.


This document is valid for a PLMN in A/Gb mode as well as for a PLMN in Iu mode. If text applies only for one of these systems it is explicitly mentioned by using the terms “A/Gb mode” and “Iu mode”. Please note, that the A interface does not play any role in the scope of this document although the term “A/Gb mode” is used. 


2.2.2.303256	TS 29.078


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification


This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140-1. Descriptions and definitions provided by ETSI EN 301 140-1 are directly referenced by this standard in the case no additions or clarifications are needed for the use in the CAP.


2.2.2.304257	TS 29.079


Optimal media routeing within the IP Multimedia Subsystem (IMS); Stage 3


This document defines optional Optimal Media Routeing (OMR) procedures that can be applied by entities in the IP Multimedia Subsystem (IMS) that control media resources and are capable of manipulating the Session Description Protocol (SDP).


2.2.2.305258		TS 29.109


Generic Authentication Architecture (GAA); Zh and Zn Interfaces based on the Diameter protocol; Stage 3 


This stage 3 specification defines the Diameter based implementation for bootstrapping Zh interface (BSF-HSS) and Dz interface (BSF-SLF) for HSS resolution for the BSF, the MAP based implementation for bootstrapping Zh' interface (BSF-HLR) and GAA Application Zn interface (BSF-NAF) in Generic Authentication Architecture (GAA). This specification also defines the Web Services based implementation for GAA Application Zn reference point (BSF-NAF). The definition contains procedures, message contents and coding. The procedures for bootstrapping and usage of bootstrapped security association are defined in 3GPP TS 33.220. 


This document also specifies the Diameter and Web Services based implementation for the GAA Application Push Function Zpn reference point (BSF-NAF). The procedures for bootstrapping are defined in 3GPP TS 33.223. 


This specification is a part of the Generic Authentication Architecture (GAA) specification series.


The diameter based implementation for the Zh interface is based on re-usage of Cx interface Multimedia-Auth-Request/Answer messages originally between CSCF and HSS. These messages are defined in 3GPP TS 29.229. The 3GPP IMS mobility management uses the same definitions between CSCF and HSS. This document defines how the defined messages are used with the bootstrapping and GAA application procedures (e.g. subscriber certificates) and the application logic that is needed in GAA network elements (BSF, HSS, and NAF).


2.2.2.306	TS 29.116


Representational state transfer over xMB reference point between content provider and BM-SC


This document describes the REST-based protocol for the xMB reference point between the Content Provider and the BM-SC. The xMB reference point and related stage 2 protocol procedures are defined in 3GPP TS 23.246 and in 3GPP TS 26.346.


2.2.2.307259	TS 29.118


Mobility Management Entity (MME) – Visitor Location Register (VLR) SGs interface specification


CS Fallback in the Evolved Packet System (EPS) enables the provisioning of CS-domain services (e.g. voice call, Location Services (LCS) or supplementary services) by reuse of CS infrastructure when the UE is served by E-UTRAN. Additionally, SMS delivery via the CS core network is realized without CS fallback. This document specifies the procedures and the SGs Application Part (SGsAP) messages used on the SGs interface between the Mobility Management Entity (MME) in the EPS and the Visitor Location Register (VLR), to allow location management coordination and to relay certain messages related to GSM circuit switched services over the EPS system. This document also specifies the use of Stream Control Transmission Protocol (SCTP) for the transport of SGsAP messages.


2.2.2.308260		TS 29.119


GPRS Tunnelling Protocol (GTP) specification for Gateway Location Register (GLR) 


This document describes the signalling requirements and procedures used at network elements related to the GLR for GTP within the 3GPP system at the application level.


This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.060.


2.2.2.309261		TS 29.120


Mobile Application Part (MAP) specification for Gateway Location Register (GLR) 


This document describes the signalling requirements and procedures used at network elements related to the GLR for MAP within the 3GPP system at the application level.


This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.002.


2.2.2.310262		TS 29.128


Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) interfaces for interworking with packet data networks and applications 


This document describes the Diameter-based interfaces between the SCEF/IWK-SCEF and other network entities such as MME/SGSN for the Architecture enhancements to facilitate communications with packet data networks and applications.


In particular, this document specifies the T6a interface between the MME and the SCEF, the T6ai interface between the MME and the IWK-SCEF, the T6b interface between the SGSN and the SCEF, the T6bi interface between the SGSN and the SCEF and the T7 interface between the SCEF and the IWK-SCEF. The procedures over those interfaces are defined in 3GPP TS 23.682.


2.2.2.311263		TS 29.139


3GPP system - fixed broadband access network interworking; Home (e)Node B - security gateway interface 


This document specifies the H(e)NB – SeGW interface. The interface is used for the interworking between a 3GPP system and a Fixed Broadband Access network defined by Broadband Forum. The interworking procedure provides the IP connectivity to a 3GPP UE using a H(e)NB connected to a Fixed Broadband Access network as specified in 3GPP TS 23.139.


The specification covers the QoS aspects and Tunnel management procedures.


2.2.2.312264		TS 29.153


Service capability exposure functionality over Ns reference point 


[bookmark: OLE_LINK39]This document defines the protocol for Ns reference point between the Service Capability Exposure Function (SCEF) and RAN Congestion Awareness Function (RCAF).


The Ns reference point and related stage 2 procedures are defined in 3GPP TS 23.682.


2.2.2.313265		TS 29.154


Service capability exposure functionality over Nt reference point 


This document defines the protocol for Nt reference point. The functional requirements and the stage 2 specifications of the Nt reference point are contained in 3GPP TS 23.203. The Nt reference point lies between Service Capability Exposure Function (SCEF) and Policy and Charging Rules Function (PCRF).


2.2.2.314266		TS 29.155


Traffic steering control; Representational State Transfer (REST) over St reference point 


This document describes the Representational State Transfer (REST) protocol-based St reference point, which is used to provision the traffic steering control information to the TSSF from the PCRF.


2.2.2.315	TS 29.161


Interworking between the Public Land Mobile Network (PLMN) supporting packet based services with Wireless Local Area Network (WLAN) access and Packet data Networks (PDN)


This document defines the requirements for Packet Domain interworking between a PLMN with WLAN access and PDN; and the requirements for Packet Domain interworking between PLMN with WLAN access and PLMN. This document also defines the usage of Radius at the Pp Reference Point between the Packet Data Gateway and the Presence Network Agent.


2.2.2.316267	TS 29.162


Interworking between the IM CN subsystem and IP networks


The IM CN subsystem interworks with the external IP networks through the Mb reference point. This document details the interworking between the IM CN subsystem and external IP networks for IM service support. It addresses the issues of control plane interworking and, user plane interworking for specific interworking use cases.


2.2.2.317268	TS 29.163


Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks


This document specifies the principles of interworking between the 3GPP IM CN subsystem and BICC/ISUP based legacy CS networks, in order to support IM basic voice, data and multimedia calls. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS networks through the network functions, which include the MGCF and IMMGW. For the specification of control plane interworking, areas such as the interworking between SIP and BICC or ISUP are detailed in terms of the processes and protocol mappings required for the support of both IM originated and terminated voice and multimedia calls. Other areas addressed encompass the transport protocol and signalling issues for negotiation and mapping of bearer capabilities and QoS information.


2.2.2.318269	TS 29.164


Interworking between the 3GPP CS domain with BICC or ISUP as signalling protocol and external SIP-I networks


This specification defines interworking procedures between a 3GPP CS domain which applies either BICC or ISUP as signalling protocol, and external networks that use SIP-I as signalling protocol. The document also describes the related interworking architecture. This specification also defines stage 2 procedures for the control of the MGW.


2.2.2.319270	TS 29.165


Inter-IMS Network to Network Interface (NNI)


The objective of this document is to address the Inter-IMS Network to Network Interface (II-NNI) consisting of Ici and Izi reference points between IMS networks in order to support end-to-end service interoperability. This document will address the issues related to control plane signalling (3GPP usage of SIP and SDP protocols, required SIP headers) as well as other interconnecting aspects like security, numbering/naming/addressing and user plane issues as transport protocol, media and codecs actually covered in a widespread set of 3GPP specifications. A profiling of the Inter-IMS Network to Network Interface (II-NNI) is also provided.


2.2.2.320271	TS 29.168


Cell Broadcast Centre interfaces with the Evolved Packet Core; Stage 3


This document specifies the procedures and the SBc Application Part (SBc-AP) messages used on the SBc-AP interface between the Mobility Management Entity (MME) and the Cell Broadcast Centre (CBC). This document supports the following functions. Warning Message Transmission function in the EPS.


2.2.2.321272	TS 29.171


Location Services (LCS); LCS Application Protocol (LCS-AP) between the Mobile Management Entity (MME) and Evolved Serving Mobile Location Centre (E-SMLC); SLs interface


This document specifies the procedures and information coding for LCS Application Protocol (LCS-AP) that is needed to support the location services in E-UTRAN. The LCS-AP message set is applicable to the SLs interface between the E-SMLC and the MME. LCS-AP is developed in accordance to the general principles stated in 3GPP TS 23.271.


2.2.2.32273	TS 29.172


Location Services (LCS); Evolved Packet Core (EPC) LCS Protocol (ELP) between the Gateway Mobile Location Centre (GMLC) and the Mobile Management Entity (MME); SLg interface


This document specifies the procedures and information coding for the EPC LCS Protocol (ELP) that is needed to support the location services in E-UTRAN. The ELP message set is applicable to the SLg interface between the MME and the GMLC. ELP is developed in accordance to the general principles stated in 3GPP TS 23.271.


2.2.2.323274	TS 29.173


Location Services (LCS); Diameter-based SLh interface for Control Plane LCS


This document describes the Diameter-based SLh interface between the GMLC and the HSS defined for the Control Plane LCS in EPC.


2.2.2.324275	TS 29.201


Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC)


This document describes the Representational State Transfer (REST) reference point, which is used to exchange application level session information between the Protocol Converter (PC) and the Application Function (AF). REST shall be used as an architectural style as appropriate.


2.2.2.325276	TS 29.202


Signalling system No. 7 (SS7) signalling transport in core network; Stage 3


This document defines the possible protocol architectures for transport of SS7 signalling protocols in Core Network.


2.2.2.326277	TS 29.204


Signalling System No. 7 (SS7) security gateway; Architecture, functional description and protocol details


This specification provides functional description of the SS7 Security Gateway. The document covers also network architecture, routing considerations, and protocol details. 


2.2.2.3278	TS 29.205


Application of Q.1900 series to bearer-independent Circuit Switched (CS) core network architecture; Stage 3


This document describes the protocols to be used when ITUT Q.1902 “Bearer Independent Call Control” is used as call control protocol in a 3GPP Bearer Independent CS core network 3GPP TS 23.205. The Q.1902 operates between (G)MSC servers. The BICC architecture as described in ITUT Q.1902 consists of a number of protocols. The following types of protocols are described: call control protocol, bearer control protocols and a resource control protocol for this architecture. The architecture complies with the requirements imposed by 3GPP TS 23.205 and TS 23.153.


2.2.2.328279	TS 29.212


Policy and charging control (PCC); Reference points


This document provides the protocol specification related to the Gx, Gxx and Sd reference points.


2.2.2.329280	TS 29.213


Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping


This specification adds detailed flows of Policy and Charging Control over the Rx and Gx reference points and their relationship with the bearer level signalling flows over the Gn interface. This specification also describes the binding and the mapping of QoS parameters among SDP, UMTS QoS parameters, and QoS authorization parameters.


2.2.2.330281	TS 29.214


Policy and charging control over Rx reference point


This specification provides the stage 3 specification of the Rx reference point that lies between the application function and the policy and charging rule function.


2.2.2.331282	TS 29.215


Policy and Charging Control (PCC) over S9 reference point; Stage 3


This document provides the stage 3 specification of the S9 reference point for this release. The functional requirements of stage 2 specification for the S9 reference point are contained in 3GPP TS 23.203. The S9 reference point lies between the PCRF in the home PLMN (also known as HPCRF) and the PCRF in the visited PLMN (also known as V-PCRF). Whenever it is possible this document specifies the requirements for the protocols by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible extensions to Diameter are defined within this document.


2.2.2.33283		TS 29.217


Policy and Charging Control (PCC); Congestion reporting over Np reference point 


This document provides the stage 3 specification of the Np reference point. The functional requirements and the stage 2 specifications of the Np reference point are contained in 3GPP TS 23.203. The Np reference point lies between the RAN Congestion Awareness Function (RCAF) and the Policy and Charging Rules Function (PCRF) for the non-roaming case, between the RCAF and the H-PCRF for the home-routed scenario and between the RCAF and the V-PCRF for the visited access scenario.


2.2.2.333284	TS 29.219


Policy and charging control: Spending limit reporting over Sy reference point


This document provides the protocol specification related to the Sy reference point. The Sy reference point lies between the Policy and Charging Rule Function (PCRF) and the Online Charging System (OCS). It enables transfer of policy counter status information relating to subscriber spending from OCS to PCRF.


2.2.2.334285	TS 29.228


IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents


This 3GPP technical specification (TS) specifies the interactions between the HSS (Home Subscriber Server) and the CSCF (Call Session Control Functions), referred to as the Cx interface, and the interactions between the CSCF and the SLF (Server Locator Function), referred to as the Dx interface.


2.2.2.335286	TS 29.229


Cx and Dx interfaces based on the Diameter protocol; Protocol details


This specification defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter.


2.2.2.336287	TS 29.230


Diameter applications; 3GPP specific codes and identifiers


This document lists the 3GPP specific Diameter protocol codes, including the AVP codes and Experimental result codes. This document lists also the application identifiers assigned to 3GPP specific Diameter applications by IANA and the Diameter command code range which is assigned to 3GPP by IANA.


2.2.2.337288	TS 29.231


Application of SIP-I Protocols to Circuit Switched (CS) core network architecture; Stage 3


This specification describes the protocols to be used when SIP-I is optionally used as call control protocol in a 3GPP CS core network on Nc interface. The SIP-I protocol operates between (G)MSC servers. The SIP-I architecture consists of a number of protocols. The following types of protocols are described: call control protocol, resource control protocols and user plane protocol for this architecture. 


2.2.2.338289	TS 29.232


Media Gateway Controller (MGC) – Media Gateway (MGW) interface; Stage 3


This document describes the protocol to be used on the Media Gateway Controller (MGC) – Media Gateway (MGW) interface. The Media Gateway Controllers covered in this specification are the MSC server and the GMSC server. The basis for this interface profile is the H.248.1 protocol as specified in ITU-T.


2.2.2.339290	TS 29.235


Interworking between SIP-I based circuit-switched core network and other networks


This specification defines the interworking between SIP-I based circuit-switched core network with out-of-band transcoder control related procedures and:


–	an external SIP-I based signalling network;


–	an ISUP based network such as an ISUP based 3GPP CS Domain or an PSTN;


–	an BICC based network such as an BICC based 3GPP CS Domain;


–	an Internet Multimedia Subsystem.


2.2.2.340291	TS 29.238


Interconnection Border Control Functions (IBCF) – Transition Gateway (TrGW) interface; Ix interface; Stage 3


This document describes the protocol to be used on the Interconnection Border Control Function (IBCF) – Transition Gateway (TrGW) interface and the CS-IBCF – CS-TrGW interface. The basis for this protocol is the H.248 protocol as specified in ITU-T.


2.2.2.341	TS 29.244


Interface between the Control plane Plane and the User Plane of EPC Nodes


This document specifies the Packet Forwarding Control Protocol (PFCP) used on the interface between the control plane and the user plane function in a split SGW, PGW and TDF architecture in EPC. 


The architecture reference model and stage 2 information are specified in 3GPP TS 23.214.


PFCP shall be used over the Sxa, Sxb, Sxc and the combined Sxa/Sxb reference points.


PFCP shall also be used over the Sxa' and Sxb' reference points specified in 3GPP TS 33.107. In the rest of this specification, no difference is made between Sxa and Sxa', or between Sxb and Sxb'. The Sxa' and Sxb' reference points reuse the protocol specified for the Sxa and Sxb reference points, but comply in addition with the security requirements specified in clause 8 of 3GPP 33.107. 


2.2.2.342	TS 29.250


Nu reference point between SCEF and PFDF for sponsored data connectivity


This document provides the stage 3 specification of the Nu reference point. The functional requirements and the stage 2 specifications of the Nu reference point are specified in 3GPP TS 23.682. The Nu reference point lies between the Packet Flow Description Function (PFDF) and the Service Capability Exposure Function (SCEF). 


2.2.2.343	TS 29.251


Gw and Gwn reference point for sponsored data connectivity


This document provides the stage 3 specification of the Gw and Gwn reference points. The functional requirements and the stage 2 specifications of the Gw and Gwn reference points are specified in 3GPP TS 23.203. The Gw reference point lies between the Packet Flow Description Function (PFDF) and the Policy and Charging Enforcement Function (PCEF). The Gwn reference point lies between the Packet Flow Description Function (PFDF) and the Traffic Detection Function (TDF).


2.2.2.344292	TS 29.272


Evolved Packet System (EPS); Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol


This document describes the Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related diameter-based interfaces towards the Home Subscriber Server (HSS), and the MME and the SGSN related diameter-based interface towards the Equipment Identity Register (EIR).


2.2.2.345293	TS 29.273


Evolved Packet System (EPS); 3GPP EPS AAA interfaces


This document defines the stage-3 protocol description for several reference points for the non3GPP access in EPS.


2.2.2.346294	TS 29.274


3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3


This document specifies the stage 3 of the control plane of the GPRS Tunnelling Protocol, Version 2 for Evolved Packet System interfaces (GTPv2-C). In this document, unless otherwise specified the S5 interface refers always to “GTP-based S5” and S8 interface refers always to “GTPbased S8” interface. 


2.2.2.347295	TS 29.275


Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunnelling protocols; Stage 3


This document specifies the stage 3 of the PMIPv6 Based Mobility and Tunnelling Protocols used over the PMIP-based S2a, S2b, S5, and S8 reference points defined in 3GPP TS 23.402, and are thus applicable to the Serving GW, PDN Gateway, ePDG, and Trusted Non-3GPP Access. Protocols specifications are compliant with relevant IETF RFCs. In this specification PMIP refers to PMIPv6 as defined in IETF RFC5213.


2.2.2.348296	TS 29.276


3GPP Evolved Packet System (EPS); Optimized handover procedures and protocols between E-UTRAN access and cdma2000 HRPD Access; Stage 3


This document specifies the stage 3 of the Evolved Packet System S101 interface between the MME and the HRPD Access Network. The S101 interface supports procedures for Pre-Registration, Session Maintenance and Active handoffs between E-UTRAN and HRPD networks.


2.2.2.349297		TS 29.277


Optimised handover procedures and protocol between EUTRAN access and non-3GPP accesses (S102); Stage 3


This document specifies the stage 3 of the Evolved Packet System S102 interface between the MME and the 1x CS IWS to relay the 1xCS signalling messages documented in 3GPP TS 23.216 and 3GPP TS 23.272. 1x CS signalling messages are those messages that are defined for A21 interface as described in 3GPP2 A.S0008-D and 3GPP2 A.S0009-D. The S102 interface messages shall be based on A21 messages.


The S102 interface is used to support UEs that do not transmit and receive on both the LTE and 1x radio interfaces simultaneously. S102 protocol aspects for SRVCC from E-UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non-voice component and protocol aspects for SRVCC from 3GPP2 1xCS to E-UTRAN direction is not specified in this release.


The S102 interface is also used to support CS fallback to 1xRTT procedures from E-UTRAN access to CDMA 1x RTT CS domain and to support SMS over S102 with the CDMA 1xRTT CS domain through support of registration over EPS procedures as specified in 3GPP TS 23.272.


2.2.2.350298	TS 29.278


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification for IP Multimedia Subsystems (IMS)


This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic for IP Multimedia CN subsystems. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140‑1. Descriptions and definitions provided by ETSI EN 301 140‑1 are directly referenced by this standard in case no additions or clarifications are needed for the use in the CAP.


2.2.2.351299		TS 29.279


Mobile IPv4 (MIPv4) based mobility protocols; Stage 3 


This document specifies the stage 3 of the MIPv4 Based Mobility Protocol used over the S2a reference point defined in 3GPP TS 23.402, and is thus applicable to the PDN Gateway and Trusted Non-3GPP Access. Protocol specification is compliant with relevant IETF RFCs.


2.2.2.35200	TS 29.280


Evolved Packet System (EPS); 3GPP Sv interface (MME to MSC, and SGSN to MSC) for SRVCC


This document describes the Sv interface between the Mobility Management Entity (MME) or Serving GPRS Support Node (SGSN) and 3GPP MSC server enhanced for SRVCC. Sv interface is used to support Inter-RAT handover from VoIP/IMS over EPS to CS domain over 3GPP UTRAN/GERAN access or from UTRAN (HSPA) to 3GPP UTRAN/GERAN access.


2.2.2.35301	TS 29.281


General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)


This document defines the user plane of GTP used on:


–	the Gn and Gp interfaces of the General Packet Radio Service (GPRS);


–	the Iu, Gn and Gp interfaces of the UMTS system;


–	the S1-U, X2, S4, S5, S8 and S12 interfaces of the Evolved Packet System (EPS).


2.2.2.35402	TS 29.282


Mobile IPv6 vendor specific option format and usage within 3GPP


This document specifies the format and usage of the Mobile IPv6 Vendor Specific Option within the Third Generation Partnership Project.


2.2.2.35503		TS 29.283


Diameter data management applications


The common functional architecture for support of Mission Critical (MC) services is specified in 3GPP TS 23.280.


The functional architecture for support of Mission Critical Push To Talk (MCPTT) services is specified in 3GPP TS 23.379.


The functional architecture for support of Mission Critical Video (MCVideo) services is specified in 3GPP TS 23.281.


The functional architecture for support of Mission Critical Data (MCData) services is specified in 3GPP TS 23.282.


This 3GPP Technical Specification (TS) specifies:


1	The interactions between the MCPTT User Database and the MCPTT Server. This interface is referred to as the MCPTT-2 reference point. 


1.	The interactions between the MC Service User Database and the MC Service Server:


-	This interface between the MCPTT User Database and the MCPTT Server is referred to as the MCPTT-2 reference point, as specified in 3GPP TS 23.379.


-	This interface between the MCVideo User Database and the MCVideo Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.281.


-	This interface between the MCData User Database and the MCData Server is referred to as the MCData-2 reference point, as specified in 3GPP TS 23.282.


-	This interface between the MCData User Database and the MCData Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.282.


2	The interactions between the MC Service User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.The interactions between the MCPTT User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.


The functional architecture for support of mission critical communication services is specified in 3GPP TS 23.179.


2.2.2.35604	TS 29.292


Interworking between the IP Multimedia (IM) Core Network (CN) subsystem (IMS) and MSC Server for IMS Centralized Services (ICS)


IMS Centralized Services (ICS) enable the delivery of IM CN subsystem based multimedia telephony and supplementary services as defined in 3GPP TS 24.173 to users regardless of the attached access network type; e.g. CS domain access or IP-CAN. 


This document specifies the principles of interworking between the IM CN subsystem and CS domain in order to enable ICS for UEs using CS domain access. This document addresses the area of registration procedures interworking between the CS domain and IM CN subsystem. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS domain through an MSC Server enhanced for ICS and CS-MGW respectively. This includes the signalling procedures between the MSC Server and CS-MGW. For the specification of control plane interworking, present document defines the protocol interworking between the 3GPP profile of SIP as described in 3GPP TS 24.229 and NAS signalling as described in 3GPP TS 24.008 required for the support of IM CN subsystem based multimedia telephony and supplementary services.


2.2.2.35705	TS 29.303


Domain Name System Procedures; Stage 3


This document describes Domain Name System (DNS) Procedures for the Evolved Packet System. This document covers the Evolved Packet Core gateway node selection using DNS (e.g. SGW and PGW nodes) excluding all User Equipment (UE) initiated DNS-based discovery and selection procedures.


2.2.2.35806	TS 29.305


InterWorking Function (IWF) between MAP based and Diameter based interfaces


This document is to specify the InterWorking Functions (IWF):


–	between MAP-based Gr, Gf interfaces and Diameter-based S6a, S6d, S13, S13a interfaces;


–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;


–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;


–	between MAP-based C for SMS interface and Diameter-based S6c interface;


–	between MAP-based E for SMS interface and Diameter-based SGd interface.


2.2.2.35907	TS 29.311


Service level interworking for messaging services


This document specifies the protocol details of service level interworking between Instant Message as specified in OMA-TS-SIMPLE_IM using the 3GPP IP Multimedia CN subsystem and the Short Message Service over both legacy CS/PS network as specified in the 3GPP TS 23.040 and a generic IP Connectivity Access Network (IP-CAN) as specified in the 3GPP TS 24.341. These include:


–	procedures to implement service level interworking between IM and SM;


–	procedures to implement service level interworking between CPM and SM;


–	enhancement of the IP-SM-GW as an Application Server to support service selection, authorization and mapping between IM and SM protocols;


–	interaction between service level interworking and transport layer interworking.


2.2.2.3608	TS 29.328


IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents


This 3GPP technical specification (TS) specifies: The interactions between the HSS (Home Subscriber Server) and the SIP AS (Application Server) and between the HSS and the OSA SCS (Service Capability Server). This interface is referred to as the Sh reference point. The interactions between the SIP AS and the SLF (Subscription Locator Function) and between the OSA SCS and the SLF. This interface is referred to as the Dh reference point.


2.2.2.36109	TS 29.329


Sh interface based on the Diameter protocol; Protocol details


This document defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter. This document is applicable to:


–	The Sh interface between an AS and the HSS.


–	The Sh interface between an SCS and the HSS.


Whenever it is possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible, extensions to Diameter are defined within this document.


2.2.2.36210	TS 29.333


Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Stage 3


This document describes the protocol to be used on the Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) interface (Mp interface). The IMS architecture is described in 3GPP TS 23.228, the functional requirements are described in 3G TS 23.333. This specification defines a profile of the Gateway Control Protocol (H.248.1), for controlling Multimedia Resource Function Processor supporting in-band user interaction, conferencing and transcoding for multimedia-services. This document is valid for a 3rd generation PLMN (UMTS) complying with Release 7 and later. 


2.2.2.36311	TS 29.334


IMS Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW); Iq Interface; Stage 3


This document describes the protocol to be used on the IMS Application Level Gateway (ALG) – IMS Access Gateway (IMS-AGW) interface. The basis for this protocol is the H.248 protocol as specified in ITUT. The IMS architecture is described in 3GPP TS 23.228.


2.2.2.36412	TS 29.335


User Data Convergence (UDC); User data repository access protocol over the Ud interface; Stage 3


This document describes the stage 3 user data repository access protocol over Ud interface. 


2.2.2.36513	TS 29.336


Home Subscriber Server (HSS) diameter interfaces for interworking with packet data networks and applications


This document describes the Diameter-based interfaces between the HSS and other network elements involved in the architecture for interworking with packet data networks and applications, such as Machine-Type Communications (MTC).


In particular, this document specifies the S6m interface between the Home Subscriber Server (HSS) and the MTC Interworking Function (MTC-IWF) and the S6n interface between the HSS and the MTC-AAA. The procedures over those interfaces are defined in 3GPP TS 23.682.


2.2.2.36614	TS 29.337


Diameter-based T4 Interface for communications with packet data networks and applications


This document describes the Diameter based interface between the Machine Type Communications-InterWorking Function (MTC-IWF) and the Short Message Service-Service Centre (SMS-SC) for communications with packet data networks and applications.


This specification defines the Diameter application for the T4 reference point between the MTCIWF and the SMS-SC. The interactions between the MTC-IWF and the SMS-SC are specified.


The stage 2 description for communications with packet data networks and applications (architecture and functionality) is specified in the 3GPP TS 23.682.


2.2.2.36715	TS 29.338


Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)


This document defines the Diameter-based interfaces specific to SMS when they are used in conjunction with the “SMS in MME” architecture specified in 3GPP TS 23.272. It comprises:


–	the Diameter application for the S6c interface between the HSS and the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router;


–	the Diameter application for the SGd interface between the MME and the SMS-IWMSC or the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router.


2.2.2.36816	TS 29.343


Proximity-services (ProSe) function to ProSe application server aspects (PC2); Stage 3


This document provides the stage 3 specification of the PC2 reference point. The functional requirements and the stage 2 procedures of the PC2 reference point are contained in 3GPP TS 23.303. The PC2 reference point lies between the ProSe Function and ProSe Application Server.


2.2.2.36917	TS 29.344


Proximity-services (ProSe) function to Home Subscriber Server (HSS) aspects; Stage 3


This document describes the Diameter-based PC4a interface between the Proximity Services (ProSe) Function and the Home Subscriber Server (HSS) defined for ProSe services.


This specification defines the Diameter application for PC4a reference point between the ProSe Function and the HSS.The interactions between the ProSe Function and the HSS are specified.


The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.


2.2.2.37018	TS 29.345


Inter-Proximity-services (Prose) function signalling aspects; Stage 3


This document describes the Diameter-based interfaces between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a local PLMN (PC6 interface) or between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a visited PLMN (PC7 interface).


This specification defines the Diameter application for PC6/PC7 reference points between the ProSe Functions. The interactions between the ProSe Functions are specified.


The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.


2.2.2.3719	TS 29.364


IP Multimedia Subsystem (IMS) Application Server (AS) service data descriptions for AS interoperability


This specification standardizes the structure and the coding of the service data that are transported over the Sh interface between an Application Server supporting Multimedia Telephony supplementary services as defined in 3GPP TS 22.173 and the HSS. Two optional formats are specified. One is based on a binary coding of the service data and supports the subset of MMTEL services corresponding to PSTN/ISDN and CS supplementary services. The other uses an XML format and supports the full set of MMTEL services.


2.2.2.3720	TS 29.368


Tsp interface protocol between the MTC Interworking Function (MTC-IWF) and Service Capability Server (SCS)


This document provides the protocol specification related to the Tsp reference point which is part of the architecture for Machine Type Communication. The Tsp reference point lies between the Service Capability Server (SCS) and the Machine Type Communication Inter Working Function (MTC-IWF).


2.2.2.373	TS 29.388


V2X Control Function to Home Subscriber Server (HSS) aspects (V4); Stage 3


This document describes the Diameter-based V4 interface between the V2X Control Function and the Home Subscriber Server (HSS) defined for V2X services.


This specification defines the Diameter application for V4 reference point between the V2X Control Function and the HSS. The interactions between the V2X Control Function and the HSS are specified.


The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.


2.2.2.374	TS 29.389


Inter-V2X Control Function Signalling aspects (V6); Stage 3


This document describes the Diameter-based interfaces between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN (V6 interface).


This specification defines the Diameter application for V6 reference points between the V2X Control Functions. The interactions between the V2X Control Functions are specified.


The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.


2.2.2.37521		TS 29.405


Nq and Nq' Application Protocol (Nq-AP); Stage 3 


This document specifies the procedures and the Nq and Nq' Application Protocol (Nq-AP) messages used on the Nq/Nq' interfaces between the RAN Congestion Awareness Function (RCAF) and the Mobility Management Entity (MME) or the Serving GPRS Support Node (SGSN). The related stage 2 requirements are specified in 3GPP TS 23.401 and 3GPP TS 23.060.


2.2.2.37622	TS 29.468


Group Communication System Enablers for LTE (GCSE_LTE); MB2 reference point; Stage 3


This document defines the protocol for the MB2 reference point between the Group Communication Service Application Server (GCS AS) and the Broadcast-Multicast Service Centre (BM-SC).


The MB2 reference point and related stage 2 procedures are defined in 3GPP TS 23.468 as part of the Group Communication System Enablers for LTE. The stage 1 requirements for Group Communication System Enablers for LTE are specified in 3GPP TS 22.468.


2.2.2.37723	TS 29.658


SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification


This document specifies the protocol for the real-time transfer of Tariff Information between a Charge Determination Point (CDP) and a Charge Generation Point (CGP) by means of the Session Initiation Protocol (SIP). 


It identifies the protocol procedures and switching functions needed to support the transfer of tariff information related to IP multimedia services.


2.2.2.37824	TS 31.101


UICC-terminal interface; Physical and logical characteristics


This specification specifies the interface between the UICC and the Terminal for 3G and beyond telecom network operation. This includes the requirements for the physical characteristics of the UICC, the electrical interface between the UICC and the Terminal, the initial communication establishment and the transport protocols, the communication commands and the procedures and the application independent files and protocols.


2.2.2.37925	TS 31.102


Characteristics of the Universal Subscriber Identity Module (USIM) application


This specification defines the USIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (USIM) and ME.


2.2.2.38026	TS 31.103


Characteristics of the IP Multimedia Services Identity Module (ISIM) application


This specification defines the ISIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (ISIM) and ME.


2.2.2.38127	TS 31.104


Characteristics of the Hosting Party Subscription Identity Module (HPSIM) application


This document defines the Hosting Party Subscription Identity Module (HPSIM) application. This application resides on the UICC, an IC card specified in 3GPP TS 31.101. 


3GPP TS 31.104 applies to a H(e)NB supporting the HPSIM for H(e)NB Hosting Party authentication and specifies:


–	identification of the Hosting Party;


–	security mechanism, e.g. authentication based on EAP-AKA method.


2.2.2.3828	TS 31.111


Universal Subscriber Identity Module (USIM) Application Toolkit (USAT)


This specification defines the interface between the UICC and the Mobile Equipment (ME), and mandatory ME procedures, specifically for “USIM Application Toolkit”. USAT is a set of commands and procedures for use during the network operation phase of 3G and beyond, in addition to those defined in TS 31.101. 


2.2.2.38329	TS 31.115


Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications


This specification specifies the structure of the Secured Packets in implementations using Short Message Service and Cell Broadcast Service. It is applicable to the exchange of secured packets between an entity in a 3G and beyond or GSM PLMN and an entity in the (U)SIM.


2.2.2.38430	TS 31.116


Remote APDU Structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications


This specification defines the remote management of files and applets on the SIM/USIM.


2.2.2.38531	TS 31.130


(U)SIM Application Programming Interface (API); (U)SIM API for Java Card


This specification defines the (U)SIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of a (U)SAT application running together with a (U)SIM application and using GSM/3G and beyond network features.


2.2.2.38632	TS 31.133


IP Multimedia Services Identity Module (ISIM) Application Programming Interface (API); ISIM API for Java Card™


This specification defines the ISIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of an application running together with an ISIM application. This document includes information applicable to network operators, service providers, server, ISIM and database manufacturers.


2.2.2.38733	TS 31.220


Characteristics of the Contact Manager for 3GPP UICC applications


This specification defines the Contact Manager for 3GPP UICC applications based on OMA DS, also specifies the external interface between the Contact Manager Server in the UICC and the Contact Manager External Client in the ME.


2.2.2.38834	TS 31.221


Contact Manager Application Programming Interface (API); Contact Manager API for Java Card


This specification defines the Application Programming Interface for the Contact Manager for 3GPP UICC applications, as specified in TS 31.220. This API allows development of applications running together with a contact manager application.


2.2.2.38935	TS 32.101


Telecommunication management; Principles and high-level requirements 


This document establishes and defines the management principles and high-level requirements for the management of PLMNs. In particular, this document identifies the requirements for:


–	the upper level of a management system;


–	the reference model, showing the elements the management system interacts with;


–	the network operator processes needed to run, operate and maintain a network;


–	the functional architecture of the management system;


–	the principles to be applied to management interfaces.


The requirements identified in this document are directed to the further development of management specifications as well as the development of management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs.


2.2.2.39036	TS 32.102


Telecommunication management; Architecture


This document identifies and standardizes the most important and strategic contexts in the physical architecture for the management of PLMNs. It serves as a framework to help define a telecom management physical architecture for a planned PLMN and to adopt standards and provide products that are easy to integrate. The requirements identified in this document are applicable to all further development of 3GPP Telecom Management specifications as well as the development of PLMN Management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs, except TS 32.101.


2.2.2.39137	TS 32.103


Telecommunication management; Integration Reference Point (IRP) overview and usage guide


This document gives an overview about 3GPP’s management interface capabilities and related functionality. It provides high-level information about IRP Framework, available IRPs as well as their relationship with each other. This document is intended to be a guide into the world of 3GPP management specifications, enabling also non-subject matter experts to gain an understanding about 3GPP’s management solutions. 


It also provides IRP packaging suggestions, intended to guide service providers as well as equipment and solutions providers to identify and choose suitable standardized management interface capabilities.


2.2.2.39238	TS 32.150


Telecommunication management; Integration Reference Point (IRP) Concept and definitions


This document provides the overall concept for all Integration Reference Point (IRP) specifications. Relevant IRP overview and high-level definitions are already provided in 3GPP TS 32.101 and TS 32.102. IRP specifications are intended to be applicable to any management interface developed in 3GPP SA5.


2.2.2.3939		TS 32.253


Telecommunication management; Charging management; Control Plane (CP) data transfer domain charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:


–	the content of the CDRs per domain / subsystem / service (offline charging);


–	the content of real-time charging messages per domain / subsystem / service (online charging);


–	the functionality of online and offline charging for those domains / subsystems / services;


–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).


The complete document structure for these TSs is defined in TS 32.240.


This document specifies the offline and online charging description for Control Plane (CP) data transfer domain, based on the functional stage 2 description in TS 23.682 for Non-IP Data Delivery (NIDD) using SCEF procedures. This charging description includes the offline and online charging architecture and scenarios specific to Control Plane (CP) data transfer domain, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the Control Plane (CP) data transfer domain. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:


–	The common 3GPP charging architecture is specified in TS 32.240.


–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.


–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.


–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.


–	The 3GPP Diameter application that is used for Control Plane (CP) data transfer domain offline and online charging is specified in TS 32.299.


Control Plane (CP) data transfer is also provided by Short Message Service (SMS), for which charging functionalities are not specified in this document. SMS charging functionality is defined for Circuit Switched domain in TS 32.250, for Packet Switched domain in TS 32.251 and for SMS Nodes in TS 32.274.


2.2.2.394	TS 32.276


Telecommunication management; Charging management; Voice Call Service (VCS) charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs.


This document specifies the online charging description for Voice Call Service (VCS) charging from a Proxy Function, based on the functional description of the Voice Call Service charging in the EU Roaming Regulations III specifications.


The concept of voice call is interpreted as any CS call, whatever the teleservice used (speech, 3.1 kHz audio, Fax, or CS data) except CS video telephony calls (BS 37, 64 kbit/s unrestricted digital info mode). 


Voice over LTE is not included in this definition. This charging specification includes the online charging architecture and scenarios specific to VCS charging from a Proxy Function, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto VCS. It further specifies the charging events for online charging. 


2.2.2.395	TS 32.277


Telecommunication management; Charging management; Proximity-based Services (ProSe) charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs 


This document specifies the offline and online charging description for the Proximity-based Services (ProSe), based on the stage 2 description of ProSe in TS 23.303. This charging description includes the offline and online charging architecture and scenarios specific to the ProSe, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the ProSe. It further specifies the structure and content of the CDRs for offline charging, and the charging events for online charging. 


2.2.2.39640		TS 32.278


Telecommunication management; Charging management; Monitoring event charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:


–	the content of the CDRs per domain / subsystem / service (offline charging);


–	the content of real-time charging messages per domain / subsystem / service (online charging);


–	the functionality of online and offline charging for those domains / subsystems / services;


–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).


The complete document structure for these TSs is defined in TS 32.240.


This document specifies the Offline Charging description for Monitoring Events, based on the functional stage 2 description in TS 23.682. This charging description includes the offline charging architecture and scenarios specific to Monitoring Events, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the 3GPP Architecture for Service Capability Exposure. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:


–	The common 3GPP charging architecture is specified in TS 32.240.


–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.


–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.


–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.


–	The 3GPP Diameter application that is used for Monitoring Event offline charging is specified in TS 32.299.


The online charging functionality for Monitoring Events is outside the scope of 3GPP standardisation.


All references, abbreviations, definitions, descriptions, principles and requirements, used in this document, that are common across 3GPP TSs, are defined in the 3GPP Vocabulary, TR 21.905. Those that are common across charging management in GSM/UMTS/LTE domains, services or subsystems are provided in the umbrella document TS 32.240 and are copied into clause 3 of this document for ease of reading. Finally, those items that are specific to this document are defined exclusively in this document.


2.2.2.39741	TS 32.401 


Telecommunication management; Performance Management (PM); Concept and requirements


This document describes the requirements for the management of performance measurements and the collection of performance measurement result data across GSM, UMTS and LTE networks. It defines the administration of measurement schedules by the Network Element Manager (EM), the generation of measurement results in the Network Elements (NEs) and the transfer of these results to one or more Operations Systems, i.e. EM(s) and/or Network Manager(s) (NM(s)).


The basic Performance Management concept that this document is built upon is described in clause 4. 


The requirements of how an EM administers the performance measurements and how the results can be collected are defined in detail in clause 5. Measurements available for collection by NEs are described in the following specifications:


–	TS 52.402 for GSM systems;


–	TS 32.405, TS 32.406, TS 32.407 and TS 32.408 for UMTS and combined UMTS/GSM systems; 


–	TS 32.409 for IMS networks;


–	TS 32.425 for E-UTRAN.


–	TS 32.426 for EPC.


–	TS 32.452 for Home Node B (HNB) Subsystem (HNS).


–	TS 32.453 for Home enhanced Node B (HeNB) Subsystem (HeNS).


Effort has been made to ensure consistency in the definition of measurements between different NEs and generations. The performance measurement result is described in Performance Measurement File Format Definition (3GPP TS 32.432).


The following is beyond the scope of this document, and therefore this document does not describe:


–	the formal definition of the interface that the EM uses to administer performance measurements in the NEs;


–	the formal definition of the interface that the EM uses to collect measurement results from the NEs;


–	how the data, once accumulated and collected, could or should be processed, stored, or presented to an end user;


–	the information which may be obtained through the collection and processing of call or event related records which have been produced by the NEs primarily for the purpose of raising bills and other charges.


The management requirements have been derived from existing telecommunications operations experience. The management definitions were then derived from other standardisation work so as to minimise the re-invention factor. References are given as appropriate.


The objectives of this standardisation are:


–	to provide the descriptions for a standard set of measurements;


–	to produce a common description of the management technique for measurement administration and result accumulation; and


–	to define a method for the bulk transmission of measurement results across a management interface.


The definition of the standard measurements is intended to result in comparability of measurement result data produced in a multi-vendor wireless network, for those measurement types that can be standardised across all vendors' implementations.


As far as possible, existing standardisation in the area of Performance Management has been re-used and enhanced where particular requirements, peculiar to the mobile telephony environment, have been recognised.


This document considers all the above aspects of Performance Management for a GSM, UMTS or LTE network and its NEs defined in the core Technical Specifications. However, only those aspects which are specific to a GSM/UMTS/LTE system and particular to wireless network operation are included in this document.


2.2.2.39842	TS 32.409


Telecommunication management; Performance Management (PM); Performance measurements; IP Multimedia Subsystem (IMS)


This document describes the measurements of IMS.


3GPP TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an IMS network. These may be measurement types defined within this document, measurements defined within other standards bodies, or vendor specific measurement types.


Only measurement types that are specific to IMS network are defined within this documents. I.e. vendor specific measurement types and measurements related to "external" technologies used in IMS network, such as ATM or IP, are not covered. Instead, these could be applied as described by the other, "external" standards bodies (e.g. ITU-T or IETF) or according to manufacturer's documentation.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to CSCF);


–	Header 2: Measurement function (e.g. Registration related measurements);


–	Header 3: Measurements.


2.2.2.39943	TS 32.425 


Telecommunication management; Performance Management (PM); Performance measurements Evolved Universal Terrestrial Radio Access Network (E-UTRAN)


This document describes the measurements for E-UTRAN.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an E-UTRAN. 


Only measurement types that are specific to E-UTRAN are defined within this documents. Vendor specific measurement types used in E-UTRAN are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to eNodeB);


–	Header 2: Measurement function (e.g. RRC connection setup related measurements);


–	Header 3: Measurements.


2.2.2.400344	TS 32.426 


Telecommunication management; Performance Management (PM); Performance measurements Evolved Packet Core (EPC) network


This document describes the measurements for EPC and combined EPC/UMTS/GSM.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an EPC network and combined EPC/UMTS/GSM network. Only measurement types that are specific to EPC or combined EPC/UMTS/GSM networks are defined within this documents. 


Vendor specific measurement types used in EPC and combined EPC/UMTS/GSM networks are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as IP) as described by "external" standards bodies (e.g. IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. MME related measurements);


–	Header 2: Measurement function;


–	Header 3: Measurements.


2.2.2.401345	TS 32.432 


Telecommunication management; Performance measurement: File format definition


This document describes the general semantics of performance measurement result and collection. It defines the report file format, report file conventions and the file transfer procedure. Clause 4 specifies the file format for the bulk transfer of performance measurement results to the NM, while clause 5 discusses the file transfer procedure utilised on that interface.


This document does not give the definition of any specific file format – such as XML and ASN.1, which will be given in Performance Measurement eXtensible Markup Language (XML) File Format Definition 3GPP TS 32.435 and Performance Measurement Abstract Syntax Notation 1 (ASN.1) File Format Definition 3GPP TS 32.436.


2.2.2.402346	TS 32.435 


Telecommunication management; Performance measurement; eXtensible Markup Language (XML) file format definition


This document describes the XML file format of performance measurement results whose semantics is defined in 3GPP TS 32.432.


2.2.2.40347	TS 32.436 


Telecommunication management; Performance measurement: Abstract Syntax Notation 1 (ASN.1) file format definition


This document defines the ASN.1 file format definition for performance measurement results collection whose semantics is defined in 3GPP TS 32.432.


2.2.2.404348	TS 32.453 


Telecommunication management; Performance Management (PM); Performance measurements Home enhanced Node B (HeNB) Subsystem (HeNS)


This document describes the measurements for Home enhanced Node B Subsystem (HeNS).


HeNS consists of a HeNB and optionally a HeNB GW. And, it is connected by means of the standard S1 interface to the EPC (Evolved Packet Core), more specifically to the MME (Mobility Management Entity) by means of the S1-MME interface and to the Serving Gateway (S-GW) by means of the S1-U interface


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of HeNS.


Only measurement types that are specific to HeNS are defined within this documents. Vendor specific measurement types used in HeNS are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to HeNB and HeNB GW);


–	Header 2: Measurement function (e.g. HeNB registration measurements);


–	Header 3: Measurements.


2.2.2.405349	TS 32.501 


Telecommunication management; Self-configuration of network elements; Concepts and requirements


This document describes the concepts how self-configuration works and what IRP requirements need to be met to support this functionality. The document also captures if a requirement shall be met via the Itf-N interface or via other protocols. This version of the TS is restricted to self-configuration of eNBs. The requirements in this document are not imposed on HNBs.


2.2.2.406350	TS 32.508


Telecommunication management; Procedure flows for multi-vendor plug-and-play eNode B connection to the network


This document describes the procedure flows between network entities involved in the multi-vendor plug-and-play eNB connection to network. 


These procedures are based on requirements and use cases specified in 3GPP TS 32.501. The format of the data exchanged in these procedures is defined in 3GPP TS 32.509.


2.2.2.407351	TS 32.509


Telecommunication management; Data formats for multi-vendor plug and play eNode B connection to the network


This document describes the data formats used between network entities involved in the multi-vendor plug and play eNB connection to network. 


These data formats are based on requirements and use cases specified in 3GPP TS 32.501. The procedure flows where these data exchanged are defined in 3GPP TS 32.508.


2.2.2.408352	TS 32.602


Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); Information Service (IS)


This document defines a component of an Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate basic Configuration Management related information to one or several 'IRPManagers' (typically Network Managers). 


The function of this Basic CM IRP Information Service is to define an interface for the retrieval and modification of Configuration Management Information. 


This Basic CM IRP IS is aligned with ITU-T M.3700 in that ITU-T M.3700 is a subset of the Basic CM IRP IS in terms of the definitions of operations for the retrieval and modification of Configuration Management Information.


2.2.2.409353	TS 32.612


Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)


This document (Bulk Configuration Management IRP: Information Service) defines a number of Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate bulk Configuration Management related information to one or several 'IRPManagers' (typically Network Managers).


2.2.2.410354	TS 33.102


Security architecture


Provides a specification of all security mechanisms and protocols, except algorithms.


2.2.2.411355	TS 33.105


Cryptographic algorithm requirements


Defines requirements for standard cipher and integrity algorithm.


2.2.2.412356	TS 33.106


Lawful interception requirements


Defines all requirements for network based lawful interception.


2.2.2.413	TS 33.107


3G security; Lawful interception architecture and functions


This document describes the architecture and functional requirements within a Third Generation Mobile Communication System (3GMS) and the Evolved Packet System (EPS). The specification shows the service requirements from a Law Enforcement point of view only. The aim of this document is to define a 3GMS and EPS interception system that supports a number of regional interception regulations, but these regulations are not repeated here as they vary. Regional interception requirements shall be met in using specific (regional) mediation functions allowing only required information to be transported.


2.2.2.414	TS 33.108


3G security; Handover interface for Lawful Interception (LI)


This specification addresses the handover interfaces for Lawful Interception (LI) of Packet-Data Services, Circuit Switched Services, Multimedia Services within the UMTS network and Evolved Packet System (EPS). The handover interface in this context includes the delivery of Intercept Related Information (HI2) and Content of Communication (HI3) to the Law Enforcement Monitoring Facility.


2.2.2.415	TS 33.110


Key establishment between a Universal Integrated Circuit Card (UICC) and a terminal


This document describes the security features and mechanisms to provision a shared key between a UICC and a terminal that may host the UICC or be connected to the device hosting the UICC via a local interface. Candidate applications to use this key establishment mechanism include but are not restricted to secure channel between a UICC and a terminal. The scope of this specification includes an architecture overview and the detailed procedure how to establish the shared key between the UICC and the terminal.


2.2.2.416		TS 33.116


Security Assurance Specification (SCAS) for the MME network product class 


This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.


2.2.2.417		TS 33.117


Catalogue of general security assurance requirements


This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.


It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.


2.2.2.418	TS 33.141


Presence service; Security


This document is the Stage 2 specification for the security requirements, security architecture, security features and security mechanisms for the Presence Service, which includes the elements necessary to realize the requirements in TS 22.141 and TS 23.141. As far as SIP-based procedures are concerned, this specification refers to TS 33.203. The main content of this specification is the security for the Ut reference point, which is HTTP–based, as applied in presence services. The document includes information applicable to network operators, service providers and manufacturers.


2.2.2.419357		TS 33.179


Security of Mission Critical Push To Talk (MCPTT) over LTE 


This document specifies the security architecture, procedures and information flows needed to protect the mission critical push to talk (MCPTT) service. The architecture includes mechanisms for authentication, protection of MCPTT signalling and protection of MCPTT media. Security for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The functional architecture for MCPTT is defined in 3GPP TS 23.179, the corresponding service requirements are defined in 3GPP TS 22.179.


The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.


2.2.2.420	TS 33.180


Security of the mission critical service


This document specifies the security architecture, procedures and information flows needed to protect the mission critical service (MCX). The architecture includes mechanisms to protect the Common Functional Architecture and security mechanisms for mission critical applications. This includes Push-To-Talk (MCPTT), Video (MCVideo) and Data (MCData). Additionally, security mechanisms relating to on-network use, off-network use, roaming, migration, interconnection, interworking and multiple security domains are described. 


This specification complements the Common Functional Architecture defined in TS 23.280, the functional architecture for MCPTT defined in 3GPP TS 23.379, the functional architecture for MCVideo defined in 3GPP TS 23.281 and the functional architecture for MCData defined in 3GPP TS 23.282.


The MC service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.


2.2.2.421	TS 33.185


Security aspect for LTE support of Vehicle-to-Everything (V2X) services


This document specifies the security aspects of V2X features in LTE, including security architecture, security requirements on the network entities that are used to support V2X services, as well as the procedures and solutions which are provided to meet those requirements.


2.2.2.358	TS 33.303


Proximity-based Services (ProSe); Security aspects


This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:


–	Configuration of ProSe-enabled UEs;


–	Open ProSe Direct Discovery (in network coverage);


–	One-to-many communication for ProSe-enabled Public Safety UEs;


–	EPC-level ProSe Discovery;


–	EPC support for WLAN Direct Communication.


2.2.2.422359	TS 33.187


Security aspects of Machine-Type Communications (MTC) and other mobile data applications communications enhancements


This document specifies the security architecture enhancements (i.e. enhancements to the security features and the security mechanisms) to facilitate Machine-Type and other mobile data applications Communications enhancements (MTCe) as per the use cases and service requirements defined in 3GPP TS 22.368 and the architecture enhancements and procedures defined in 3GPP TS 23.682.


2.2.2.42360	TS 35.231


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 1: Algorithm specification


This document and the other Technical Specifications in the series, TS 35.232 and 35.233 contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. All seven functions are operator-specifiable rather than being fully standardised and other algorithms could be envisaged.


2.2.2.424361	TS 35.232 


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Implementers’ test data


This document and the other Technical Specifications in the series, TS 35.231 and TS 35.233, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. In particular, this document defines the test data: 


–	for the Keccak permutation used within Tuak,


–	for the authentication algorithms f1 and f1*,


–	for the algorithms f2, f3, f4, f5 and f5*.


2.2.2.425362	TS 35.233


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 3: Design conformance test data


This document and the other Technical Specifications in the series, TS 35.231 and TS 35.232, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. 


This document provides sets of input/output test data for ‘black box’ testing of physical realizations of all algorithms, and in particular:


–	Test data for the Keccak permutation used within Tuak.


–	Test data for the MILENAGE authentication and key generation algorithms f1, f1*, f2, f3, f4, f5 and f5*.


2.2.2.426	TS 33.250


Security assurance specification for the PGW network product class


This document contains requirements and test cases that are specific to the PGW network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the PGW network product class.


2.2.2.427	TS 33.303


Proximity-based Services (ProSe); Security aspects


This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:


–	Configuration of ProSe-enabled UEs;


–	Open ProSe Direct Discovery (in network coverage);


–	One-to-many communication for ProSe-enabled Public Safety UEs;


–	EPC-level ProSe Discovery;


–	EPC support for WLAN Direct Communication.


2.2.2.363		TS 22179


Mission Critical Push to Talk (MCPTT) over LTE; Stage 1 


This document covers requirements for Mission Critical Push To Talk (MCPTT) service (represented by the term, MCPTT Service). The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways). The specifications contained within this document can also form the basis for a non-mission critical Push To Talk service (called a PTT service).


Note that further development of mission critical services beyond MCPTT (such as Mission Critical Video and Mission Critical Data) created an opportunity to re-use base functionality documented in the Stage 1 requirements for MCPTT. For example, the ability to communicate mission critical information to groups of users is a common need regardless of service type. Wherever originating MCPTT requirements were found to be in common with other mission critical services, those requirements were moved to a new Technical Specification (3GPP TS 22.280). Each requirement that was moved has been voided in this version of 3GPP TS 22.179, and an informative annex has been created at the end of this specification documenting the location of the originating 3GPP TS 22.179 requirement in 3GPP TS 22.280.


2.2.2.364		TS 26.223


Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction 


This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 


The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.


2.2.2.428365		TS 32.281


Telecommunication management; Charging management; Announcement service 


During any phase of a voice or video call, the Online Charging System (OCS) may need to deliver billing/charging in-session notifications to the end user via announcements as part of the rating, balance management and billing process. For example, the OCS may need to inform the user about usage states, threshold crossings, offer statuses, reason for call rejection, alerts about low balances, etc.


In Circuit Switched (CS) domain, online charging of a voice session is performed using Customised Applications for Mobile network Enhanced Logic (CAMEL) mechanisms. In order to deliver insession notifications or to interact with the end user, OCS can use CAMEL messages such as: Play Announcement, Prompt and Collect, Connect to Resource, Establish Temporary Connection. Such notifications can be delivered pre-, mid- or post-call. However, in IMS and MMTel charging defined in TS 32.260 and TS 32.275 as well as in Diameter Credit-Control Application (DCCA) defined in RFC 4006, announcement capabilities, available at the OCS level, are limited to redirection of a session to a given SIP URI at completion of the session. When redirected the session may be connected to a resource that delivers an announcement.


The Announcement service in this specification provides announcement capabilities for use in a Diameter based online charging session. The OCS is able to specify that a given announcement be played to a call party in order to deliver charging/billing related notifications.


2.2.2.366		TS 33.116


Security Assurance Specification (SCAS) for the MME network product class 


This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.


2.2.2.367		TS 33.117


Catalogue of general security assurance requirements


This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.


It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.





Annex 2

Specification of the WirelessMAN-Advanced radio interface technology


Background


IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:10] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [10: 	Global Core Specifications.] 



–	The GCS Proponent must be one of the RIT[footnoteRef:11]/SRIT[footnoteRef:12] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012 [11: 	Radio Interface Technology.]  [12: 	Set of Radio Interface Technologies.] 



–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.


It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.


The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.


This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.


This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.


This Annex 2 contains the detailed information developed by the ITU and “IEEE” (the GCS Proponent) and IEEE, ARIB, TTA, ITRI and WiMAX Forum (the Transposing Organizations). Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.


This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.


A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of Revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).


1	Overview of the radio interface technology


The WirelessMAN-Advanced radio interface specification is developed by IEEE. A complete endto-end system based on WirelessMAN-Advanced is called WiMAX 2, as developed by the WiMAX Forum.


1.1	Overview of physical layer


The following sections highlights selected physical layer (PHY) features.


1.1.1	Multiple access scheme


WirelessMAN-Advanced uses OFDMA as the multiple-access scheme in downlink (DL) and uplink (UL). It further supports both TDD and FDD duplex schemes including H-FDD operation of the mobile stations (MSs) in the FDD networks. The frame structure attributes and baseband processing are common for both duplex schemes. The OFDMA parameters are summarized in Table 2.1. WirelessMAN-Advanced also supports wider channel bandwidths, up to 160 MHz, with carrier aggregation. In Table 2.1, TTG and RTG denote transmit/receive and receive/transmit transition gaps, respectively.


TABLE 2.1


OFDMA parameters


			Nominal channel bandwidth (MHz)


			5


			7


			8.75


			10


			20





			Sampling factor


			28/25


			8/7


			8/7


			28/25


			28/25





			Sampling frequency (MHz)


			5.6


			8


			10


			11.2


			22.4





			FFT size


			512


			1 024


			1 024


			1 024


			2 048





			Subcarrier spacing (kHz)


			10.94


			7.81


			9.76


			10.94


			10.94





			Useful symbol time Tu (µs)


			91.429


			128


			102.4


			91.429


			91.429





			CP
Tg = 1/8 Tu


			Symbol time Ts (µs)


			102.857


			144


			115.2


			102.857


			102.857





			


			FDD


			Number of OFDM symbols per 5 ms frame


			48


			34


			43


			48


			48





			


			


			Idle time (µs)


			62.857


			104


			46.40


			62.857


			62.857





			


			TDD


			Number of OFDM symbols per 5 ms frame


			47


			33


			42


			47


			47





			


			


			TTG + RTG (µs)


			165.714


			248


			161.6


			165.714


			165.714








TABLE 2.1 (end)


			CP
Tg = 1/16 Tu


			Symbol time Ts (µs)


			97.143


			136


			108.8


			97.143


			97.143





			


			FDD


			Number of OFDM symbols per 5 ms frame


			51


			36


			45


			51


			51





			


			


			Idle time (µs)


			45.71


			104


			104


			45.71


			45.71





			


			TDD


			Number of OFDM symbols per 5 ms frame


			50


			35


			44


			50


			50





			


			


			TTG + RTG (µs)


			142.853


			240


			212.8


			142.853


			142.853





			CP
Tg = 1/4 Tu


			Symbol Time Ts (µs)


			114.286


			160


			128


			114.286


			114.286





			


			FDD


			Number of OFDM symbols per 5 ms frame


			43


			31


			39


			43


			43





			


			


			Idle time (µs)


			85.694


			40


			8


			85.694


			85.694





			


			TDD


			Number of OFDM symbols per 5 ms frame


			42


			30


			37


			42


			42





			


			


			TTG + RTG (µs)


			199.98


			200


			264


			199.98


			199.98











1.1.2	Frame structure


A superframe is a collection of consecutive equally-sized radio frames whose beginning is marked with a superframe header (SFH), which carries short-term and long-term system configuration information. 


In order to decrease the air-link access latency, the radio frames are further divided into a number of subframes where each subframe comprises of an integer number of OFDM symbols. The transmission time interval (TTI) is defined as the transmission latency over the air-link and is equal to a multiple of subframe length (default is one subframe). There are four types of subframes: 1) type-1 subframe, which consists of six OFDM symbols, 2) type-2 subframe, which consists of seven OFDM symbols, 3) type-3 subframe which consists of five OFDM symbols, and 4) type-4 subframe, which consists of nine OFDM symbols and can be used only in UL for channel bandwidth of 8.75 MHz when supporting legacy, i.e. OFDMA TDD WMAN, frames. 


The basic frame structure is shown in Fig. 2.1, where superframe length is 20 ms (comprised of four radio frames), radio frame size is 5 ms, and subframe length depends on channel bandwidth, length of cyclic prefix, and subframe type, i.e. type-1/2/3/4. The number of subframes per radio frame is predetermined to maximize the spectral efficiency for each frame configuration depending on channel bandwidth, length of cyclic prefix, subframe type, and duplex mode.


The concept of time zones applies to both TDD and FDD systems. These time zones are timedivision multiplexed across time domain in the DL to support both new and legacy MSs. For UL transmissions both time and frequency-division multiplexing approaches can be used to support legacy and new terminals. The non-backward compatible improvements and features are restricted to the new zones. All backward compatible features and functions are used in the legacy zones.


FIGURE 2.1


Basic frame structure








1.1.3	Physical structure and resource unit


The DL/UL subframes are divided into a number of frequency partitions, where each partition consists of a set of physical resource units (PRUs) over the available number of OFDM symbols in the subframe. Each frequency partition can include localized and/or distributed physical resource units. Frequency partitions can be used for different purposes such as fractional frequency reuse (FFR). The DL/UL resource partitioning and mapping is illustrated in Fig. 2.2. PRU is the basic physical unit for resource allocation that comprises 18 contiguous subcarriers by Nsym contiguous OFDM symbols where Nsym is 6, 7, 5 and 9 OFDM symbols for type-1, type-2, type-3 and type-4 subframes, respectively (type-4 is used only for UL). A logical resource unit (LRU) is the basic logical unit for distributed and localized resource allocations. LRU comprises of 18 × Nsym subcarriers.


FIGURE 2.2


Resource mapping process








1.1.4	Resource mapping


The resource mapping process is defined as follows as illustrated in Fig. 2.2, where Pi denotes the ith frequency partition.


The PRUs are first subdivided into sub-bands and mini-bands where a sub-band comprises four adjacent PRUs and a mini-band comprises one PRU. The sub-bands are suitable for frequency selective allocations as they provide a contiguous allocation of PRUs in frequency. The mini-bands are suitable for frequency diverse allocations and are permuted in frequency (outer permutation in Fig. 2.2).


After frequency partitioning, the partition between localized or contiguous resource units (CRUs) and distributed resource units (DRUs) is done on a sector specific basis. All sub-bands are categorized into CRU, while mini-bands are categorized into either CRU or DRU. CRUs are used to achieve frequency-selective scheduling gain. A CRU comprises a group of subcarriers which are contiguous across frequency. DRUs are used to achieve frequency diversity gain. A DRU contains a group of subcarriers which are spread across a frequency partition. The sizes of the CRU and DRU are equal to that of PRU.


To form CRUs and DRUs, the subcarriers over the OFDM symbols of a sub-frame are partitioned into guard and used subcarriers. The DC subcarrier is not used. The used subcarriers are divided into PRUs. Each PRU contains pilot and data subcarriers. The number of used pilot and data subcarriers depends on MIMO mode, rank and number of multiplexed MS, as well as the number of OFDM symbols within a sub-frame.


The subcarrier (tone-pair) permutation defined for DRU of a DL frequency partition spreads the subcarriers across all the distributed resource allocations within a frequency partition. After mapping all pilots, the remaining used subcarriers are paired into contiguous subcarrier-pairs (tonepairs), and then are permuted to define the distributed logical resource units (DLRUs). The DL subcarrier permutation is performed per OFDM symbol within a sub-frame. Each of the DRUs of an UL frequency partition is divided into 3 tiles of 6 adjacent subcarriers over Nsym symbols. The tiles are collectively permuted across all the distributed resource allocations within a frequency partition to define DLRUs. The contiguous logical resource unit (CLRU) are obtained from direct mapping of CRUs. CLRUs are categorized into sub-band-based LRUs, so-called sub-band logical resource unit (SLRU), and mini-band-based LRUs, so called mini-band logical resource unit (NLRU).


1.1.5	Modulation and coding


FIGURE 2.3


Coding and modulation procedures








Figure 2.3 shows the channel coding and modulation procedures. A cyclic redundancy check (CRC) is appended to a burst (i.e. a physical layer data unit) prior to partitioning. The 16-bit CRC is calculated over the entire bits in the burst. If the burst size including burst CRC exceeds the maximum FEC block size, the burst is partitioned into KFB FEC blocks, each of which is encoded separately. If a burst is partitioned into more than one forward error correction (FEC) blocks, a FEC block CRC is appended to each FEC block before the FEC encoding. The FEC block CRC of a FEC block is calculated based on the entire bits in that FEC block. Each partitioned FEC block including 16-bit FEC block CRC has the same length. The maximum FEC block size is 4800 bits. Concatenation rules are based on the number of information bits and do not depend on the structure of the resource allocation (number of logical resource units and their size). WirelessMAN-Advanced utilizes the convolutional turbo code (CTC) with code rate of 1/3. The CTC scheme is extended to support additional FEC block sizes. Furthermore, the FEC block sizes can be regularly increased with predetermined block size resolutions. The FEC block sizes which are multiple of seven are removed for the tail-biting encoding structure. The encoder block depicted in Fig. 2.3 includes the interleaver. 


Bit selection and repetition are used in WirelessMAN-Advanced to achieve rate matching. Bit selection adapts the number of coded-bits to the size of the resource allocation which may vary depending on the resource unit size and sub-frame type. The total subcarriers in the allocated resource unit are segmented to each FEC block. The total number of information and parity bits generated by FEC encoder are considered as the maximum size of circular buffer. Repetition is performed when the number of transmitted bits is larger than the number of selected bits. The selection of coded bits is done cyclically over the buffer. The mother-code bits, the total number of information and parity bits generated by FEC encoder, are considered as a maximum size of circular buffer. In case that the size of the circular buffer Nbuffer is smaller than the number of mother-code bits, the first Nbuffer bits of mother-code bits are considered as selected bits. 


Modulation constellations of QPSK, 16QAM, and 64QAM are supported. The mapping of bits to the constellation point depends on the constellation-rearrangement (CoRe) version used for HARQ retransmission as described and further depends on the MIMO scheme. The QAM symbols are mapped into the input of the MIMO encoder. The sizes include the addition of CRC (per burst and per FEC block), if applicable. Other sizes require padding to the next burst size. The code rate and modulation depend on the burst size and the resource allocation.


Incremental redundancy HARQ (HARQ-IR) is used in WirelessMAN-Advanced by determining the starting position of the bit selection for HARQ retransmissions. Chase combining HARQ (HARQCC) is also supported and considered as a special case of HARQ-IR. The 2-bit sub-packet identifier (SPID) is used to identify the starting position. The CoRe scheme can be expressed by a bit-level interleaver. 


The resource allocation and transmission formats in each retransmission in DL can be adapted with control signalling. The resource allocation in each retransmission in UL can be fixed or adaptive according to control signalling. In HARQ re-transmissions, the bits or symbols can be transmitted in a different order to exploit the frequency diversity of the channel. 


For HARQ retransmission, the mapping of bits or modulated symbols to spatial streams may be applied to exploit spatial diversity with given mapping pattern, depending on the type of HARQ-IR. In this case, the predefined set of mapping patterns should be known to the transmitter and receiver. In DL HARQ, the base station (BS) may transmit coded bits exceeding current available soft buffer capacity.


1.1.6	Pilot structure


Transmission of pilot subcarriers in DL is necessary to allow channel estimation, channel quality measurement (e.g. channel quality indicator, CQI), frequency offset estimation, etc. To optimize the system performance in different propagation environments, WirelessMAN-Advanced supports both common and dedicated pilot structures. The classification of pilots into common and dedicated is done based on their usage. The common pilots can be used in distributed allocation by all MSs. Dedicated pilots can be used with both localized and distributed allocations. They are associated with user specific pilot index. The dedicated pilots are associated with a specific resource allocation, are intended to be used by the MSs allocated to specific resource allocation, and therefore shall be precoded or beamformed in the same way as the data subcarriers of the resource allocation. The pilot structure is defined for up to eight streams and there is a unified design for common and dedicated pilots. There is equal pilot density per spatial stream; however, there is not necessarily equal pilot density per OFDM symbols.


FIGURE 2.4


Pilot structures for 1, 2, 4, and 8 streams for Type-1 sub-frame








For the sub-frame consisting of five OFDM symbols, the last OFDM symbol is deleted. For the subframe consisting of seven OFDM symbols, the first OFDM symbol is added as the 7th OFDM symbol. To overcome the effects of pilot interference among the neighbouring sectors or BSs, an interlaced pilot structure is utilized by cyclically shifting the base pilot pattern such that the pilots of neighbouring cells do not overlap.


The UL pilots are dedicated to localized and distributed resource units and are precoded using the same precoding as the data subcarriers of the resource allocation. The pilot structure is defined for up to four transmit streams for SU-MIMO and up to eight streams for CSM. When pilots are powerboosted, each data subcarrier should have the same transmission power across all OFDM symbols in a resource block.


The 18 × 6 UL resource blocks use the same pilot patterns as the DL counterpart. The pilot pattern for 6 × 6 tile structure is used for DLRU only in case the number of streams is one or two and it is also shown in Fig. 2.4.


1.1.7	Control channels


DL control channels carry essential information for system operation. Depending on the type of control signalling, information is transmitted over different time intervals (i.e. from superframe to sub-frame intervals). The system configuration parameters are transmitted at the superframe intervals, whereas control signalling related to user data allocations is transmitted at the frame/sub-frame intervals.


1.1.7.1	Downlink control channels


Superframe Header (SFH)


The superframe header (SFH) carries essential system parameters and configuration information. The content of SFH is divided into two segments; i.e. primary and secondary SFHs. The primary SFH is transmitted every superframe, whereas the secondary SFH is transmitted over one or more superframes. The primary and secondary SFHs are located in the first sub-frame within a superframe and are time-division-multiplexed with the advanced preamble. The SFH occupies no more than 5 MHz bandwidth. The primary SFH is transmitted using predetermined modulation and coding scheme. The secondary SFH is transmitted using predetermined modulation scheme while its repetition coding factor is signalled in the primary SFH. The primary and secondary SFHs are transmitted using two spatial streams and space-frequency block coding to improve coverage and reliability. The MS is not required to know the antenna configuration prior to decoding the primary SFH. The information transmitted in the secondary SFH is divided into different sub-packets. The secondary SFH sub-packet 1 (SP1) includes information needed for network re-entry. The secondary SFH sub-packet 2 (SP2) contains information for initial network entry. The secondary SFH sub-packet 3 (SP3) contains remaining system information for maintaining communication with the BS.


Advanced MAP (A-MAP)


The advanced MAP (A-MAP) consists of both user-specific and non-user-specific control information. Non-user-specific control information includes information that is not dedicated to a specific user or a specific group of users. It contains information required to decode user-specific control signalling. User specific control information consists of information intended for one or more users. It includes scheduling assignment, power control information, and HARQ feedback. Resources can be allocated persistently to the MSs. Group control information is used to allocate resources and/or configure resources to one or multiple MSs within a user group. Within a subframe, control and data channels are frequency-division-multiplexed. Both control and data channels are transmitted on logical resource units that span over all OFDM symbols within a subframe.


Each DL subframe contains a control region including both non-user-specific and user-specific control information. All A-MAPs share a time-frequency region known as A-MAP region. The control regions are located in every subframe. The corresponding UL allocations occurs L subframes later, where L is determined by A-MAP relevance. The coding rate is predetermined for non-user-specific information while it is indicated by SFH for user-specific control information.


An A-MAP allocation Information Element (IE) is defined as the basic element of unicast service control. A unicast control IE may be addressed to one user using a unicast identifier or to multiple users using a multicast/broadcast identifier. The identifier is masked with CRC in the A-MAP allocation IE. It may contain information related to resource allocation, HARQ, MIMO transmission mode, etc. Each A-MAP IE is coded separately.


Non-user-specific control information is encoded separately from the user-specific control information. In the DL subframes, frequency partition for reuse-1 and/or frequency partition for power-boosted reuse-3 may contain an A-MAP region. The A-MAP region occupies the first few DLRUs in a frequency partition. The structure of an A-MAP region is illustrated in Fig. 2.5. The resource occupied by each A-MAP physical channel may vary depending on the system configuration and scheduler operation. There are different types of A-MAPs as follows: 


–	Assignment A-MAP contains resource assignment information which is categorized into multiple types of resource assignment IEs (assignment A-MAP IE).


–	HARQ Feedback A-MAP contains HARQ ACK/NACK information for UL data transmission.


–	Power Control A-MAP includes fast power control command to MSs.


There are different assignment A-MAP IE types that distinguish between DL/UL, persistent/non-persistent, single user/group resource allocation, basic/extended IE scenarios.


FIGURE 2.5


A-MAP location and structure (example)








1.1.7.2	Uplink control channels


Fast Feedback Channel (FBCH)


The UL fast feedback channel (FBCH) carries CQI and MIMO feedback.


CQI feedback provides information about channel conditions as seen by the MS. This information is used by the BS for link adaptation, resource allocation, power control, etc. The channel quality measurement includes both narrowband and wideband measurements. The CQI feedback overhead can be reduced through differential feedback or other compression techniques. Examples of CQI include effective carrier to interference plus noise ratio (CINR), band selection, etc.


MIMO feedback provides wideband and/or narrowband spatial characteristics of the channel that are required for MIMO operation. The MIMO mode, preferred matrix index (PMI), rank adaptation information, channel covariance matrix elements, and best sub-band index are examples of MIMO feedback information.


There are two types of UL FBCHs: a) primary fast feedback channel (P-FBCH) and b) secondary fast feedback channel (S-FBCH).S-FBCH can be used to support CQI reporting at higher code rate and thus more CQI information bits. FBCH is frequency-division-multiplexed with other UL control and data channels.


FBCH starts at a predetermined location, with the size defined in a DL broadcast control message. Fast feedback allocations to an MS can be periodic and the allocations are configurable. The specific type of feedback information carried on each fast feedback opportunity can be different. The number of bits carried in the fast feedback channel can be adaptive. For efficient transmission of feedback channels, a mini-tile is defined comprising two subcarriers by six OFDM symbols. One LRU consists of nine mini-tiles and can be shared by multiple FBCHs.


HARQ feedback channel


HARQ feedback (ACK/NACK) is used to acknowledge DL data transmissions. The UL HARQ feedback channel starts at a predetermined offset with respect to the corresponding DL transmission. The HARQ feedback channel is frequency-division-multiplexed with other control and data channels. Orthogonal codes are used to multiplex multiple HARQ feedback channels. The HARQ feedback channel comprises three distributed mini-tiles.


Sounding channel


The sounding channel is used by an MS to transmit sounding reference signals to enable the BS to measure UL channel conditions. The sounding channel may occupy either specific UL sub-bands or the entire bandwidth over an OFDM symbol. The BS can configure an MS to transmit the UL sounding signal over predefined subcarriers within specific sub-bands or the entire bandwidth. The sounding channel is orthogonally multiplexed (in time or frequency) with other control and data channels. Furthermore, the BS can configure multiple user terminals to transmit sounding signals on the corresponding sounding channels using code-, frequency-, or time-division multiplexing. Power control for the sounding channel can be utilized to adjust the sounding quality. The transmit power from each mobile terminal may be separately controlled according to certain CINR target values.


Ranging channel


The ranging channel is used for UL synchronization. The ranging channel can be further classified into ranging for non-synchronized and synchronized MSs. The ranging channel for nonsynchronized MS(NS-RCH) is used for initial network entry and for handover to a target BS. The ranging channel for synchronized MS(S-RCH) is used for periodic ranging. In a femtocell, MSs shall perform initial ranging, handover ranging, and periodic ranging by using the S-RCH.


Bandwidth request (BR) channel


Bandwidth request (BR) channels are used to request UL grant. BRs are transmitted through BR preamble with or without messages. BR messages can include information about the status of queued traffic at the MS such as buffer size and quality of service parameters. Contention or noncontention based random access is used to transmit BR information on this control channel. 


The BR channel starts at a configurable location with the configuration defined in a DL broadcast control message. The BR channel is frequency-division-multiplexed with other UL control and data channels. A BR tile is defined as six contiguous subcarriers by six OFDMA symbols. Each BR channel consists of three distributed BR tiles. Multiple BR preamble can be transmitted on the same BR channel using code-division multiplexing.


1.1.8	Power control


Power control mechanism is supported for DL and UL. Using DL power control, user-specific information with dedicated pilot is received by the terminal with the controlled power level. The DL advanced MAPs can be power-controlled based on the terminal UL channel quality feedback. 


The UL power control is supported to compensate the path loss, shadowing, fast fading and implementation loss as well as to mitigate inter-cell and intra-cell interference. The BS can transmit necessary information through control channel or message to terminals to support UL power control. The parameters of power control algorithm are optimized on system-wide basis by the BS and broadcasted periodically.


In high-mobility scenarios, power control scheme may not be able to compensate the fast fading channel effect because of the variations of the channel impulse response. As a result, the power control is used to compensate the distance-dependent path loss, shadowing and implementation loss only. 


The channel variations and implementation loss are compensated via open-loop power control without frequently interacting with the BS. The terminal can determine the transmit power based on the transmission parameters sent by the serving BS, UL channel transmission quality, DL channel state information, and interference knowledge obtained from DL. Open-loop power control provides a coarse initial power setting of the terminal when an initial connection is established.


The dynamic channel variations are compensated via closed-loop power control with power control commands from the serving BS. The BS measures UL channel state and interference information using UL data and/or control channel transmissions and sends power control commands to the terminal. The terminal adjusts its transmission power based on the power control commands from the BS.


1.1.9	Downlink synchronization


WirelessMAN-Advanced utilizes a new hierarchical structure for the DL synchronization where two types of preambles, a) primary advanced preamble (PA-Preamble) and b) secondary advanced preamble (SA-Preamble), are transmitted (Fig. 2.6). One PA-Preamble symbol and two SAPreamble symbols exist within the superframe. The location of the A-Preamble symbol is specified as the first symbol of frame except for the last frame. PA-Preamble is located at the first symbol of second frame in a superframe while SA-Preamble is located at the first symbol of the first and the third frames. The PA-Preamble carries information about system bandwidth and carrier configuration. The PA-Preamble has a fixed bandwidth of 5 MHz. A frequency reuse of one is applied to the PA-Preamble in frequency domain. SA-Preamble is repeated once every two frames and spans the entire system bandwidth and carries the cell ID. A frequency reuse of three is used for this set of sequences to mitigate inter-cell interference. SA-Preamble carries 768 distinct cell IDs. 


The set of SA-Preamble sequences is partitioned and each partition is dedicated to specific BS type such as macro BS, femto BS, etc. The partition information is broadest in the secondary SFH and AAI-SCD message. 


FIGURE 2.6


Structure of advanced preambles








1.1.10	Multi-antenna techniques


1.1.10.1	MIMO structure


WirelessMAN-Advanced supports several advanced multi-antenna techniques including single and multi-user MIMO (spatial multiplexing and beamforming) as well as a number of transmit diversity schemes. In single-user MIMO (SU-MIMO) scheme only one user can be scheduled over one (time, frequency, space) resource unit. In multi-user MIMO (MU-MIMO), on the other hand, multiple users can be scheduled in one resource unit. Vertical encoding utilizes one encoder block (or layer), whereas multi-layer encoding uses multiple encoders (or multiple layers). A layer is defined as a coding and modulation input path to the MIMO encoder. A stream is defined as the output of the MIMO encoder that is further processed through the beamforming or the precoder block. For spatial multiplexing, the rank is defined as the number of streams to be used for the user. 


FIGURE 2.7


MIMO structure








The MIMO transmitter structure is shown in Fig. 2.7. The encoder block contains the channel encoder, interleaving, rate-matching, and modulating blocks per layer. The resource mapping block maps the complex-valued modulation symbols to the corresponding time-frequency resources. The MIMO encoder block maps the layers onto the streams, which are further processed through the precoder block. 


The precoder block maps the streams to antennas by generating the antenna-specific data symbols according to the selected MIMO mode. The OFDM symbol construction block maps antennaspecific data to the OFDM symbols. Table 2.2 contains information on various MIMO modes supported by WirelessMAN-Advanced.


TABLE 2.2


DL MIMO modes


			Mode index


			Description


			MIMO encoding format


			MIMO precoding





			Mode 0


			Open-Loop SU-MIMO (TX Diversity)


			Space-Frequency Block Coding (SFBC)


			Non-Adaptive





			Mode 1


			Open-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Non-Adaptive





			Mode 2


			Closed-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Adaptive





			Mode 3


			Open-Loop MU-MIMO (Spatial Multiplexing)


			Multi-layer Encoding


			Non-Adaptive





			Mode 4


			Closed-Loop MU-MIMO (Spatial Multiplexing)


			Multi-layer Encoding


			Adaptive





			Mode 5


			Open-Loop SU-MIMO (TX Diversity)


			Conjugate Data Repetition (CDR)


			Non-Adaptive











The minimum antenna configuration in the DL and UL is 2 × 2 and 1 × 2, respectively. For openloop spatial multiplexing and closed-loop SU-MIMO, the number of streams is constrained to the minimum of number of transmit or receive antennas. The MU-MIMO can support up to two streams with two transmit antennas and up to four streams for four transmit antennas and up to eight streams for eight transmit antennas. Table 2.3 summarized the DL MIMO parameters for various MIMO modes.


TABLE 2.3


DL MIMO parameters


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 0


			2


			1


			2


			2


			1





			


			4


			1


			2


			2


			1





			


			8


			1


			2


			2


			1





			MIMO Mode 1 and MIMO Mode 2


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1





			


			8


			1


			1


			1


			1





			


			8


			2


			2


			1


			1





			


			8


			3


			3


			1


			1





			


			8


			4


			4


			1


			1





			


			8


			5


			5


			1


			1





			


			8


			6


			6


			1


			1





			


			8


			7


			7


			1


			1





			


			8


			8


			8


			1


			1





			MIMO Mode 3 and MIMO Mode 4


			2


			1


			2


			1


			2





			


			4


			1


			2


			1


			2





			


			4


			1


			3


			1


			3





			


			4


			1


			4


			1


			4





			


			8


			1


			2


			1


			2





			


			8


			1


			3


			1


			3





			


			8


			1


			4


			1


			4





			MIMO Mode 4


			4


			2 and 1a


			3


			1


			2





			


			4


			2 and 1b


			4


			1


			3





			


			4


			2


			4


			1


			2





			


			8


			2 and 1a


			3


			1


			2





			


			8


			2 and 1b


			4


			1


			3





			


			8


			2


			4


			1


			2





			


			8


			1


			8


			1


			8





			


			8


			2 and 1c


			8


			1


			7





			


			8


			2 and 1d


			8


			1


			6





			


			8


			2 and 1e


			8


			1


			5





			


			8


			2


			8


			1


			4











TABLE 2.3 (end)


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 5


			2


			1/2


			1


			2


			1





			


			4


			1/2


			1


			2


			1





			


			7


			1/2


			1


			2


			1





			a	2 streams to one MS and 1 stream to another MS, with 1 layer each.


b	2 streams to one MS and 1 stream each to the other two MSs, with 1 layer each.


c	2 streams to one MS and 1 stream each to the other six MSs, with 1 layer each.


d	2 streams each to two MS and 1 stream each to the other four MSs, with 1 layer each.


e	2 streams each to three MS and 1 stream each to the other two MSs, with 1 layer each.











The stream to antenna mapping depends on the MIMO scheme. In DL, the CQI and rank feedback are transmitted to assist the BS in rank adaptation, mode switching, and rate adaptation. For spatial multiplexing, the rank is defined as the number of streams to be used for each user. In FDD and TDD systems, unitary codebook based precoding is used for closed-loop SU-MIMO. In DL, an MS may feedback some information to the BS in closed-loop SU-MIMO such as rank, sub-band selection, CQI, precoding matrix index (PMI), and long-term channel state information.


In DL, the MU-MIMO transmission with up to two streams per user is supported. Beamforming is enabled with this precoding mechanism. WirelessMAN-Advanced has the capability to adapt between SU-MIMO and MU-MIMO in a predefined and flexible manner. Multi-BS MIMO techniques are also supported for improving sector and cell-edge throughput using multi-BS collaborative precoding, network coordinated beamforming, or inter-cell interference cancellation.


For UL MIMO, the BS will schedule users to resource blocks and determines the modulation and coding scheme (MCS) level and MIMO parameters (mode, rank, etc.). The supported antenna configurations include one, two or four transmit antennas and more than two receive antennas. The UL MIMO modes and parameters are shown in Table 2.4 and Table 2.5, respectively.


TABLE 2.4


UL MIMO modes


			Mode Index


			Description


			MIMO Encoding Format


			MIMO Precoding





			Mode 0


			Open-Loop SU-MIMO (TX Diversity)


			SFBC


			Non-Adaptive





			Mode 1


			Open-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Non-Adaptive





			Mode 2


			Closed-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Adaptive





			Mode 3


			Open-Loop Collaborative Spatial Multiplexing (MU-MIMO)


			Vertical Encoding


			Non-Adaptive





			Mode 4


			Closed-Loop Collaborative Spatial Multiplexing (MU-MIMO)


			Vertical Encoding


			Adaptive








TABLE 2.5


UL MIMO parameters


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 0


			2


			1


			2


			2


			1





			


			4


			1


			2


			2


			1





			MIMO Mode 1


			1


			1


			1


			1


			1





			MIMO Mode 1 and MIMO Mode 2


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1





			MIMO Mode 3 and MIMO Mode 4


			1


			1


			1


			1


			1





			


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1











The supported UL transmit diversity modes include two and four transmit antenna schemes with rate 1 such as space frequency block coding (SFBC) and two stream precoder. In FDD and TDD systems, unitary codebook-based precoding is supported. In this mode, the MS transmits a sounding reference signal in the UL to assist the UL scheduling and precoder selection in the BS. The BS signals the resource allocation, MCS, rank, preferred precoder index, and packet size to the MS. UL MU-MIMO enables multiple MSs to be spatially multiplexed on the same radio resources. Both open-loop and closed-loop MU-MIMO are supported. The MSs with single transmit antenna can operate in open-loop SU- or MU-MIMO mode.


1.2	Overview of MAC layer


The following sections describe selected MAC features.


1.2.1	MAC addressing


WirelessMAN-Advanced defines global and logical addresses for an MS that identify the user and its connections during a session. The MS is identified by the globally unique 48-bit IEEE extended unique identifier assigned by the IEEE Registration Authority. The MS is further assigned the following logical identifiers: 1) A station identifier during network entry (or network re-entry), that uniquely identifies the MS within the cell, and 2) a flow identifier (FID) that uniquely identifies the control connections and transport connections with the MS. A temporary station identifier is used to protect the mapping between the actual station identifier during network entry. A deregistration identifier is defined to uniquely identify the MS within the set of paging group identifiers, paging cycle, and paging offset.


1.2.2	Network entry


Network entry is the procedure through which an MS detects a cellular network and establishes a connection with that network. The network entry has the following steps (see Fig. 2.8):


–	synchronization with the BS by acquiring the preambles;


–	acquiring necessary system information such as BS and network service provider identifiers for initial network entry and cell selection;


–	initial ranging;


–	basic capability negotiation;


–	authentication/authorization and key exchange;


–	registration and service flow setup.


FIGURE 2.8


Network entry procedures








1.2.3	Connection management and quality of service


A connection is defined as a mapping between the MAC layers of a BS and one (or several) MS. If there is a one-to-one mapping between one BS and one MS, the connection is called a unicast connection; otherwise, it is called a multicast or broadcast connection. Two types of connections are specified: control connections and transport connections. Control connections are used to carry MAC control messages. Transport connections are used to carry user data including upper layer signalling messages. A MAC control message is never transferred over transport connection, and user data is never transferred over the control connections. One pair of bi-directional (DL/UL) unicast control connections are automatically established when an MS performs initial network entry. 


All the user data communications are in the context of transport connections. A transport connection is unidirectional and established with a unique FID. Each transport connection is associated with an active service flow to provide various levels of QoS required by the service flow. An MS may have multiple transport connections which have different set of QoS parameters, and each transport connection may have one or more sets of QoS parameters. 


The transport connection is established when the associated active service flow is admitted or activated, and released when the associated service flow becomes inactive. Transport connections can be preprovisioned or dynamically created. Pre-provisioned connections are those established by system for an MS during the MS network entry. On the other hand, the BS or the MS can create new connections dynamically if required.


2.1.2.4	MAC header


WirelessMAN-Advanced specifies a number of efficient MAC headers for various applications comprising of fewer fields with shorter size compared to the generic MAC header of OFDMA TDD WMAN. The advanced generic MAC header in Fig. 2.9 consists of Extended Header Indicator, FID, and Payload Length fields. Other MAC header types include two-byte short-packet MAC header, which is defined to support small-payload applications such as VoIP and is characterized by small data packets and non-ARQ connection, Fragmentation extended header, Packing extended header for transport connections, MAC Control extended header for control connections, and Multiplexing extended header that is used when data from multiple connections associated with the same security association is present in the payload of the MAC protocol data unit (PDU). 


FIGURE 2.9


Advanced generic MAC headers








2.1.2.5	ARQ and HARQ functions


An ARQ block is generated from one or multiple MAC service data units (SDUs) or MAC SDU fragment(s). ARQ blocks can be variable in size and are sequentially numbered. 


WirelessMAN-Advanced uses adaptive asynchronous and non-adaptive synchronous HARQ schemes in the DL and UL, respectively. The HARQ operation is relying on an N-process (multichannel) stop-and-wait protocol. In adaptive asynchronous HARQ, the resource allocation and transmission format for the HARQ retransmissions may be different from the initial transmission. In case of retransmission, control signalling is required to indicate the resource allocation and transmission format along with other HARQ necessary parameters. A non-adaptive synchronous HARQ scheme is used in the UL where the parameters and the resource allocation for the retransmission are known a priori.


1.2.6	Mobility management and handover


WirelessMAN-Advanced supports both network-controlled and MS-assisted handover (HO). As illustrated in Fig. 2.10, the handover procedures may be initiated by either MS or BS; the final handover decision and target BS selection may be made either by the serving BS or the MS. The MS executes the handover or cancels the procedure through HO cancellation message. The network re-entry procedures with the target BS, as shown in Fig. 2.10, may be optimized by target BS possession of MS information obtained from serving BS via core network. The MS may also maintain communication with serving BS while performing network re-entry at target BS as directed by serving BS. 


FIGURE 2.10


Handover procedures








1.2.7	Power management


WirelessMAN-Advanced provides power management functions including sleep mode and idle mode to mitigate power consumption of the MS. Sleep mode is a state in which an MS performs prenegotiated periods of absence from the serving BS. The sleep mode may be enacted when an MS is in the connected state. Using the sleep mode, the MS is provided with a series of alternative listening and sleep windows. The listening window is the time interval in which MS is available for transmit/receive of control signalling and data. The WirelessMAN-Advanced has the capability of dynamically adjusting the duration of sleep and listening windows within a sleep cycle based on changing traffic patterns and HARQ operations. When MS is in active mode, sleep parameters are negotiated between MS and BS. The base station instructs the MS to enter sleep mode. MAC management messages can be used for sleep mode request/response. The period of the sleep cycle is measured in units of frames or superframes and is the sum of a sleep and listening windows. During the MS listening window, BS may transmit the traffic indication message intended for one or multiple MSs. The listening window can be extended through explicit or implicit signalling. The maximum length of the extension is to the end of the current sleep cycle. 


Idle mode allows the MS to become periodically available for DL broadcast traffic messaging such as paging message without registration with the network. The network assigns MSs in the idle mode to a paging group during idle mode entry or location update. If an MS is assigned to multiple paging groups, it may also be assigned multiple paging offsets within a paging cycle where each paging offset corresponds to a separate paging group. The assignment of multiple paging offsets to an MS allows monitoring of the paging messages at different paging offset when the MS is located in one of its paging groups. The distance between two adjacent paging offsets should be long enough so that the MS paged in the first paging offset can inform the network before the next paging offset in the same paging cycle occurs, thereby avoiding unnecessary paging in the next paging offset. The MS monitors the paging message during listening interval. The paging message contains identification of the MSs to be notified of pending traffic or location update. The start of the paging listening interval is calculated based on paging cycle and paging offset are defined in terms of number of superframes. 


The serving BS transmits the list of paging group identifiers (PGID) at the predetermined location at the beginning of the paging available interval. During paging available interval, the MS monitors the SFH and if there is an indication of any change in system configuration information, the MS will acquire the latest system information at the next instance of SFH transmission (i.e. next SFH). To provide location privacy, the paging controller assigns Deregistration identifiers to uniquely identify the MSs in the idle mode in a particular paging group. 


An MS in idle mode performs location update, if either of these conditions are met, paging group location update, timer based location update, or power down location update. The MS performs the location update when the MS detects a change in paging group by monitoring the PGIDs, which are transmitted by the BS. The MS periodically performs location update procedure prior to the expiration of idle mode timer. At every location update including paging group update, the idle mode timer is reset. 


1.2.8	Security


Security functions provide subscribers with privacy, authentication, and confidentiality across WirelessMAN-Advanced network. The PKM protocol provides mutual and unilateral authentication and establishes confidentiality between the MS and the BS by supporting transparent exchange of authentication and authorization (EAP) messages.


The MS and the BS may support encryption methods and algorithms for secure transmission of MAC PDUs. WirelessMAN-Advanced supports selectively confidentiality or integrity protection over MAC control messages. Figure 2.11 shows the functional blocks of security architecture.


FIGURE 2.11


Functional blocks of security architecture








The security architecture is divided into security management and encryption and integrity logical entities. The security management functions include overall security management and control, EAP encapsulation/de-encapsulation, privacy key management (PKM) control, security association management, and identity/location privacy. To accomplish identity/location privacy, the MSID (i.e. MS MAC address) is not disclosed over the air even during network entry. The BS assigns a station identifier (STID) to the MS which is securely transmitted to the MS so that the MS’s identity and location can be hidden. The encryption and integrity protection entity functions include encryption of user data and authentication, control message authentication, message confidentiality protection. 


2	Detailed specification of the radio interface technology[footnoteRef:13]  [13: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 2.2 reflects IEEE’s structure of the WirelessMAN-Advanced air interface specification IEEE Std 802.16 which is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.] 



The material in § 2 reflects the structure of the IEEE specifications from the first release of Recommendation ITU-R M.2012 (01-2012) prior to the IEEE revising the structure of the specifications related to WirelessMAN-Advanced on 8 June 2013. 


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS)[footnoteRef:14], which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3). [14: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT.] 



The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-0/WirelessMAN-Advanced/. The following notes apply to the sections below: 


1)	The identified relevant Transposing Organizations should make their reference material available from their website. 


2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


2.1	Description of the global core specification and the transposed standards


IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011. IEEE Std 802.16 is described in § 2.2.1.1. 


[bookmark: OLE_LINK29]In accordance with Clause 16.1.1 of IEEE Std 802.16, the WirelessMAN-Advanced GCS is specified in the clauses of IEEE Std 802.16 as indicated in Table 2.6. Anything in IEEE Std 802.16 that is not included in Table 2.6 is excluded from the WirelessMAN-Advanced GCS.


TABLE 2.6


Description of the WirelessMAN-Advanced GCS


			IEEE Std 802.16
Clause and Subject


			IEEE Std 802.16-2009


			IEEE Std 802.16j-2009


			IEEE Std 802.16h-2010


			IEEE Std 802.16m-2011





			Clause 1.4: Reference models


			Base specification


			


			Amended


			Amended





			Clause 2: Normative references


			Base specification


			


			Amended


			Amended





			Clause 3: Definitions


			Base specification


			Amended


			Amended


			Amended





			Clause 4: Abbreviations and acronyms


			Base specification


			Amended


			Amended


			Amended





			Clause 5.2: Packet convergence sublayer


			Base specification


			


			


			Amended








TABLE 2.6 (end)


			IEEE Std 802.16
Clause and Subject


			IEEE Std 802.16-2009


			IEEE Std 802.16j-2009


			IEEE Std 802.16h-2010


			IEEE Std 802.16m-2011





			Clause 16: WirelessMAN-Advanced air interface


			


			


			


			Base specification





			Annex R: MAC control messages


			


			


			


			Base specification





			Annex S: Test vectors


			


			


			


			Base specification





			Annex T: Supported frequency bands


			


			


			


			Base specification





			Annex U: Radio specifications


			


			


			


			Base specification





			Annex V: Default capability class and parameters


			


			


			


			Base specification











2.1.1	IEEE Std 802.16


IEEE Std 802.16 is summarized here.


IEEE Std 802.16: Standard for local and metropolitan area networks – Air interface for broadband wireless access systems


This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.


[bookmark: OLE_LINK40]IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.


[bookmark: OLE_LINK37]2.1.1.1	IEEE Std 802.16-2009


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems


This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.


2.1.1.2	IEEE Std 802.16j-2009


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 1: Multiple relay specification


This amendment updates and expands IEEE Std 802.16-2009, specifying physical layer and medium access control layer enhancements to IEEE Std 802.16 for licensed bands to enable the operation of relay stations. Subscriber station specifications are not changed.


2.1.1.3	IEEE Std 802.16h-2010


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 2: Improved coexistence mechanisms for license-exempt operation


This amendment updates and expands IEEE Std 802.16, specifying improved mechanisms, as policies and medium access control enhancements, to enable coexistence among license-exempt systems and to facilitate the coexistence of such systems with primary users.


2.1.1.4	IEEE Std 802.16m-2011


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 3: Advanced air interface


This amendment specifies the WirelessMAN-Advanced air interface, an enhanced air interface designed to meet the requirements of the IMT-Advanced standardization activity conducted by the ITU-R. The amendment is based on the WirelessMAN-OFDMA specification of IEEE Std 802.16 and provides continuing support for WirelessMAN-OFDMA subscriber stations.


2.1.2	Transposed standards


2.1.2.1	Transpositions: IEEE 


Reserved.


2.1.2.2	Transpositions: ARIB





			[bookmark: OLE_LINK70]


			[bookmark: OLE_LINK59]Base specification
per IEEE
Std 802.16-2009


			[bookmark: OLE_LINK78][bookmark: OLE_LINK62]Amendment
per IEEE
Std 802.16j-2009


			Amendment
per IEEE Std
802.16h-2010


			Amendment
per IEEE Std
802.16m-2011





			Transposing Organization


			ARIB


			ARIB


			ARIB


			ARIB





			Document number


			[bookmark: OLE_LINK65]ARIB STD-T105 Annex 1


			ARIB STD-T105 Annex 2


			ARIB STD-T105 Annex 3


			ARIB STD-T105 Annex 4





			Version


			1.30


			1.30


			1.30


			1.30





			Date


			18 December 2012


			18 December 2012


			18 December 2012


			18 December 2012





			Clause 1.4: Reference models


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


[bookmark: OLE_LINK60][bookmark: OLE_LINK49][bookmark: OLE_LINK61](Clause 1.4, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


[bookmark: OLE_LINK67][bookmark: OLE_LINK68](Clause 1.4, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


[bookmark: OLE_LINK69](Clause 1.4, ARIB transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16-2009)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf


[bookmark: OLE_LINK66](Clause 3, ARIB transposition of IEEE Std 802.16j)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16-2009)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16j)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 5.2, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 5.2, ARIB transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 16, ARIB transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex R, ARIB transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex S, ARIB transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex T, ARIB transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex U, ARIB transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex V, ARIB transposition of IEEE Std 802.16m)















2.1.2.3	Transpositions: TTA





			


			Base specification
per IEEE Std 802.162009


			Amendment
per IEEE Std 802.16j2009


			Amendment
per IEEE Std 802.16h2010


			Amendment
per IEEE Std 802.16m2011





			Transposing Organization


			TTA


			TTA


			TTA


			TTA





			Document number


			TTAE.IE-802.16-2009


			TTAE.IE-802.16j


			TTAE.IE-802.16h


			TTAE.IE-802.16m





			Version


			1.0


			1.0


			1.0


			1.0





			Date


			29 June 2011


			29 June 2011


			29 June 2011


			29 June 2011





			Clause 1.4: Reference models


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 1.4, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 1.4, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 1.4, TTA transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 2, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 2, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 2, TTA transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 3, TTA transposition of IEEE Std 802.16-2009)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j


(Clause 3, TTA transposition of IEEE Std 802.16j)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 3, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 3, TTA transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 4, TTA transposition of IEEE Std 802.16-2009)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j


(Clause 4, TTA transposition of IEEE Std 802.16j)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 4, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 4, TTA transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 5.2, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 5.2, TTA transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 16, TTA transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex R, TTA transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex S, TTA transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex T, TTA transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex U, TTA transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex V, TTA transposition of IEEE Std 802.16m)















2.1.2.4	Transpositions: WiMAX Forum





			


			Base specification
per IEEE 
Std 802.16-2009


			Amendment
per IEEE
Std 802.16j-2009


			Amendment
per IEEE
Std 802.16h-2010


			Amendment
per IEEE
Std 802.16m-2011





			Transposing Organization


			WIMAX FORUM


			WIMAX FORUM


			WIMAX FORUM


			WIMAX FORUM





			Document number


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16-2009


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16j


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16h


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16m





			Version


			V01


			V01


			V01


			V01





			Date


			20 September 2011


			20 September 2011


			20 September 2011


			20 September 2011





			Clause 1.4: Reference models


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16j)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16j)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 16, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex R, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex S, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex T, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex U, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex V, WIMAX FORUM transposition of IEEE Std 802.16m)











3	Detailed specification of the radio interface technology[footnoteRef:15]  [15: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 3 reflects IEEE’s transfer of the WirelessMAN-Advanced air interface specification to IEEE Std 802.16.1. The WirelessMAN-Advanced GCS for § 3 includes IEEE Std 802.16.1 but not IEEE Std 802.16. 
	IEEE has further enhanced IEEE Std 802.16.1 with two amendments:
	–	IEEE Std 802.16.1a: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Higher Reliability Networks.
	–	IEEE Std 802.16.1b: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Enhancements to Support Machine-to-Machine Applications.
	The content of these two standards is also included in § 3.] 



The material in § 2.3 reflects the structure of the IEEE specifications subsequent to the IEEE revising the structure of the relevant IEEE specifications related to WirelessMAN-Advanced on 8 June 2013 beginning with Revision 1 of Recommendation ITU-R M.2012 (2014).


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).


The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-1/WirelessMAN-Advanced/. The following notes apply to the sections below: 


1)	The identified relevant Transposing Organizations should make their reference material available from their website. 


2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


3.1	Description of the global core specification and the transposed standards


IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. IEEE Std 802.16.1 is described in § 3.1.1. 






TABLE 2.7


Description of the WirelessMAN-Advanced GCS


			[bookmark: OLE_LINK97]IEEE Std 802.16.1 Clause 
and Subject


			IEEE Std
802.16.1-2012


			IEEE Std
802.16.1b-2012


			IEEE Std
802.16.1a-2013





			Clause 1: Overview


			Base specification


			Amended


			Amended





			Clause 2: Normative references


			Base specification


			


			





			Clause 3: Definitions


			Base specification


			[bookmark: OLE_LINK92]Amended


			Amended





			Clause 4: Abbreviations and acronyms


			Base specification


			


			Amended





			Clause 5: Service-Specific Convergence Sublayer


			[bookmark: OLE_LINK93]Base specification


			


			Amended





			Clause 6: WirelessMAN-Advanced Air Interface


			Base specification


			Amended


			Amended





			Annex A: Bibliography


			Base specification


			


			





			Annex B: Control Messages


			Base specification


			Amended


			Amended





			Annex C: Test Vectors


			Base specification


			


			





			Annex D: Supported frequency bands


			Base specification


			


			





			[bookmark: OLE_LINK91]Annex E: Radio specifications


			Base specification


			


			





			Annex F: Default capability class and parameters


			Base specification


			


			











3.1.1	IEEE Std 802.16.1


IEEE Std 802.16.1 is summarized here.


[bookmark: OLE_LINK94]IEEE Std 802.16.1: IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems


[bookmark: OLE_LINK95]This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services


IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. 


3.1.1.1	IEEE Std 802.16.1-2012


IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems


This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services.


3.1.1.2	IEEE Std 802.16.1b-2012


[bookmark: OLE_LINK96]IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 1: Enhancements to Support Machine-to-Machine Applications


This amendment specifies enhancements to the WirelessMAN-Advanced Air Interface. The enhancements provide improved support for machine-to-machine applications. As of the approval date, the applicable version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE 802.16.1b-2012.


3.1.1.3	IEEE Std 802.16.1a-2013


IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 2: Higher Reliability Networks


This amendment updates and expands IEEE Std 802.16.1, specifying enhanced mechanisms to support Higher Reliability Networks. As of the publication date, the current version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013.


3.1.2	Transposed standards


3.1.2.1	Transpositions: IEEE





			


			[bookmark: OLE_LINK98]Base standard per 
IEEE Std
802.16.1-2012


			[bookmark: OLE_LINK101][bookmark: OLE_LINK99]Amendment per
IEEE Std
802.16.1b-2012


			[bookmark: OLE_LINK100]Amendment per
IEEE Std
802.16.1a-2013





			Transposing Organization


			IEEE


			IEEE


			IEEE





			Document Number


			IEEE Std 802.16.1-2012


			IEEE Std 802.16.1b-2012


			IEEE Std 802.16.1a-2013





			Version


			2012


			2012


			2013





			Issued Date


			8 June 2012


			30 August 2012


			6 March 2013





			Document


			[bookmark: OLE_LINK103]IEEE transposition of IEEE Std 802.16.1-2012


			[bookmark: OLE_LINK105]IEEE transposition of IEEE Std 802.16.1b-2012


			[bookmark: OLE_LINK107]IEEE transposition of IEEE Std 802.16.1a-2013











3.1.2.2	Transpositions: ARIB


Reserved.


3.1.2.3	Transpositions: TTA





			


			Base standard per
IEEE Std
802.16.1-2012


			Amendment per
IEEE Std
802.16.1b-2012


			Amendment per
IEEE Std
802.16.1a-2013





			Transposing
Organization


			TTA


			TTA


			TTA





			Document
Number


			[bookmark: OLE_LINK17]TTAE.IE-802.16.1-2012


			TTAE.IE-802.16.1b-2012


			Not applicable





			Version


			1.0


			1.0


			Not applicable





			Issued Date


			21 December 2012


			26 June 2013


			Not applicable





			Document


			http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE_[1].IE-802.16.1-2012.pdf


[bookmark: OLE_LINK19](TTA transposition of IEEE Std 802.16.1-2012)


			http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE.IE-802.16.1b-2012.zip


(TTA transposition of IEEE Std 802.16.1b-2012)


			Not applicable











3.1.2.4	Transpositions: WiMAX Forum


Reserved.


3.1.2.5	Transpositions: ITRI





			


			Base standard per IEEE Std
802.16.12012


			Amendment per IEEE Std
802.16.1b-2012


			Amendment per IEEE Std
802.16.1a-2013





			Transposing Organization


			ITRI


			ITRI


			ITRI





			Document Number


			ITRI-2013-Std-001


			ITRI-2013-Std-001


			ITRI-2013-Std-001





			Version


			2013


			2013


			2013





			Issued Date


			6 September 2013


			6 September 2013


			6 September 2013





			Document


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf 


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf















Attachment
to Annex Appendix2


Abbreviations


AAS	Active Antenna System


ARQ	Automatic repeat request


CMAS	Commercial Mobile Alert System


CoMP	Coordinated Multipoint


CQI	Channel Quality Identifier


CTC	Convolutional Turbo Code


DFTS	Discrete Fourier Transform-spread


DLC	Data link control layer


DRX	Discontinuous Reception


EMC	ElectroMagnetic Compatibility


ETWS	Earthquake and Tsunami Warning System


FEC	Forward error correction


FFR	Fractional Frequency Reuse


FSTD	Frequency Switched Transmit Diversity


GCS	Global Core Specifications


GNSS	Global Navigation Satellite System


GPS	Global Positioning System


H-ARQ	Hybrid – ARQ


ICIC	Inter-cell interference coordination


IMEI	International Mobile station Equipment Identities


IMS	IP multimedia subsystems


LAA	Licensed-Assisted Access


LBT	Listen before Talk


LWA	LTE-WLAN aggregation


MAC	Medium access control


MBMS	Multimedia broadcast/multicast service


MIMO	Multiple-input/multiple-output


MME	Mobility Management Entity


MTC	Machine-Type Communications


NB-IOT	Narrow-band Internet of Things


OAM	Operation and Maintenance


OFDM	Orthogonal frequency-division multiplexing


OFDMA	Orthogonal frequency-division multiple access


OTDOA	Observed Time Difference of Arrival


PAPR	Peak-to-Average Power Ratio


PDCP	Packet data convergence protocol


PDU	Protocol data unit


PHS	Payload header suppression


PHY	Physical layer


ProSe	Proximity based Services


RRM	Radio Resource Management


PWS	Public Warning System


QoS	Quality of Service


RIT	Radio Interface Technology


RLC	Radio link control


RRC	Radio resource control


SDP	Session Description Protocol


SDU	Service data unit


SIP	Session Initiation Protocol


SFBC	Space-Frequency Block Coding


SFH	Super Frame Header


SIM	Subscriber identity module


SON	Self Organizing Networks


SPS	Semi-persient scheduling


SRIT	Set of RIT


TTI	Transmission time interval


UE	User Equipment


V2V	Vehicle to vehicle








________________
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Working Party (WP) 5D thanks the relevant GCS Proponents for their successful work in regards to completion of the milestone identified by Item 8 of Table 1 for the draft Revision 4 of Recommendation ITU-R M.2012 “Detailed specifications of the terrestrial radio interfaces of International Mobile Telecommunications-Advanced (IMT-Advanced)” following the process in Document IMT-ADV/30 Rev.1, “Schedule for the Revision 4 Update of Recommendation ITU-R M.2012”.

WP 5D wishes to inform the GCS Proponents and the Transposing Organizations that during its 31st meeting (9 - 16 October 2018 in Fukuoka, Japan) the specific technology updates for the draft Revision 4 of Rec. ITUR M.2012 (not including the detailed transposition references) were finalized and provisionally agreed.

Next Steps

The next step in the procedure to complete the draft revision requires the attention of the Transposing Organizations and is identified in Table 1 Item 9 of Document IMT-ADV/30 Rev.1.
This step is reproduced below:

		Extract from Document IMT-ADV/30 Rev.1, Table 1



		Item

		Entity

		Meeting designation & timeframe

		Action/Deliverable/Milestone

		Specific Dates



		9

		Transposing Organizations

		Due to ITU-R approximately one month prior to the subsequent Meeting

(Approximately September  of current revision year)

		Delivery to ITU-R of transposition references by each Transposing Organization for incorporation into the WP 5D preliminary agreed draft Revision 4 of Rec. ITU-R M.2012. 

Delivery to ITU-R of Certification C by each Transposing Organization. 
Completion of relevant business matters and indication of compliance with ITU policy on IPR, as appropriate


This Item 9 does not apply to case of a Scenario 1 update. 
In case of Scenario 3, Item 9 does not apply because  the Transposing Organization would have already provided the complete information by meeting “Y+2”

		1 June 2019







Request to Supply Transpositions References

WP 5D draws the attention of the Transposing Organizations of LTE-Advanced to the need for each Transposing Organization to provide the relevant transposition references for Section 2 of Annex 1 by the requested firm deadline of 1 June 2019[footnoteRef:1]. [1:  Since there is no update to WirelessMAN-Advanced section (i.e. Sections 2.2 and 2.3), Transposing Organizations of WirelessMAN-Advanced do not need to provide the references.] 


Note: The enclosed document is the draft Revision 4 of Rec. ITU-R M.2012 as finalized and provisionally agreed at the 31st meeting of WP 5D (not including the detailed transposition references).

Procedurally, the reply correspondence from the Transposing Organizations should be directed to the Counsellor for ITU-R Study Group 5 and not provided as inputs to WP 5D.

In the subsequent Step 10 of the process, the Counsellor for Study Group 5 will prepare a consolidated input to the 32nd meeting of WP 5D (by approximately 2 July 2019) that combines all the received responses. If there are questions on the preparation of the requested material by the Transposing Organizations they should be directed to the Counsellor well in advance of the 1 June 2019 deadline.

For reference, the identified Transposing Organizations for the enclosed draft Revision 4 of Rec. ITU-R M.2012 specifically for Section 2 of Annex 1 for the LTE-Advanced technology are:

–	Association of Radio Industries and Businesses (ARIB).

–	Alliance for Telecommunications Industry Solutions (ATIS).

–	China Communications Standards Association (CCSA).

–	European Telecommunications Standards Institute (ETSI).

–	Telecommunications Standards Development Society, India (TSDSI).

–	Telecommunications Technology Association (TTA).

–	Telecommunication Technology Committee (TTC).

Request to Supply Certification C

Each identified Transposing Organization is required to provide to ITU-R, the Certification C by 1 June 2019.  The Certification C is outlined in Document IMT-ADV/25 Rev.2 “Procedure for the development of draft Revisions of Recommendation ITU-R M.2012” and Document IMT-ADV/24 Rev.3 “Process and The Use Of Global Core Specification (GCS), References And Related Certifications In Conjunction With Recommendation ITU-R M.2012”. Procedurally, the Certification C from each Transposing Organization should be directed to the Counsellor for ITU-R Study Group 5 and not provided as inputs to WP 5D. The Counsellor will prepare as an input to the 32nd meeting of WP 5D meeting a summary statement regarding the receipt of the Certification C documents.

Completion of Relevant Business Matters

As indicated, there is also the consequential step of, as necessary, the completion of relevant business matters by 1 June 2019 and the indication of compliance with ITU policy on IPR, as appropriate.

These matters should be directly addressed between the Transposing Organization and the ITU as appropriate via the contact point of the Counsellor for Study Group 5. 

Closure of the Draft Revision 3 with References in WP 5D 

At its 32nd meeting (9-17 July 2019, Geneva) WP 5D intends to review and seek final agreement of the full consolidated draft Revision 4 of Rec. ITU-R M.2012 including the transposition references.  It will then be forwarded to ITU-R Study Group 5 for consideration at its September 2019 meeting in accordance with the ITU-R approval process in Resolution ITU-R 1-7, especially §A.2.6.2.

WP 5D looks forward to the continued cooperation with the Transposing Organizations in these final steps on concluding this update of the IMT-Advanced terrestrial radio interfaces.





		Contact:	Sergio Buonomo
                   Counsellor ITU-R SG 5

		E-mail: sergio.buonomo@itu.int







Attachment to be embedded:	Draft revision 4 of Rec. ITU-R M.2012 as finalized and provisionally agreed at the 31st meeting of WP 5D (not including the detailed transposition references).
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Summary of the revision


This modification of Recommendation ITU-R M.2012 is intended to keep the specified technologies of the terrestrial component of IMT-Advanced up to date. The main changes include the addition of enhanced capabilities for LTE-Advanced SRIT (Set of Radio Interface Technologies), and some consequential changes to the overview sections of the text, as well as to the Global Core Specifications. Also the transposition references have been updated in Annex 1. WirelessMAN-Advanced RIT (Radio Interface Technology) has no update and Annex 2 remains the same as previous Revision.


From this update, a new SDO (TSDSI) is added to GCS Proponent and Transposing Organizations for Annex 1 (LTE-Advanced).


Modifications


The modification for Annex 1 (LTE-Advanced part) is as follows:


	The main purpose of this update is to align Recommendation ITU-R M.2012 to the December 2017 version of the 3GPP Specifications of LTE-Advanced including Release 14. In particular, section 1 was reviewed and some amendments added in order to ensure full consistency with the updated list of Specifications in section 2.


Added new features introduced in Release 14 are:


–	UL Capacity enhancements, including support of 256 QAM in uplink 


–	Support of UL operation in the unlicensed 5 GHz band with Licensed Assisted Access 


–	Reduced latency in UL


–	Enhancements on Full-Dimension MIMO, including support of large antenna arrays


–	Enhancements to NB-IoT and LTE-M


–	Enhanced support for V2V communication using sidelink and downlink/uplink


–	Enhancements of MBSFN operations.





Scope


This Recommendation identifies the terrestrial radio interface technologies of International Mobile Telecommunications-Advanced (IMT-Advanced) and provides the detailed radio interface specifications.


These radio interface specifications detail the features and parameters of IMT-Advanced. This Recommendation includes the capability to ensure worldwide compatibility, international roaming, and access to high-speed data services.


Keywords


IMT, IMT-Advanced, LTE-Advanced, LTE-Advanced Pro, WirelessMAN-Advanced, radio interface specifications


[bookmark: _Toc269477800][bookmark: _Toc269478201]Related ITU-R Recommendations, Reports and Resolutions[footnoteRef:1] [1:  	The latest edition of the Recommendation/Reports in force should be used.] 



Recommendation ITU-R M.1036	Frequency arrangements for implementation of the terrestrial component of International Mobile Telecommunications (IMT) in the bands identified for IMT in the Radio Regulations (RR) 


Recommendation ITU-R M.1224	Vocabulary of Terms for International Mobile Telecommunications (IMT) 


Recommendation ITU-R M.1579	Global circulation of IMT terrestrial terminals 


Recommendation ITU-R M.1645	Framework and overall objectives of the future development of IMT-2000 and systems beyond IMT-2000


Recommendation ITU-R M.1822	Framework for services supported by IMT


Recommendation ITU-R M.2047	Detailed specifications of the satellite radio interface of International Mobile Telecommunications-Advanced (IMTAdvanced)


Recommendation ITU-R M.2070	Generic unwanted emission characteristics of base stations using the terrestrial radio interfaces of IMT-Advanced


Recommendation ITU-R M.2071	Generic unwanted emission characteristics of mobile stations using the terrestrial radio interfaces of IMT-Advanced


Recommendation ITU-R M.2090	Specific unwanted emission limit of IMT mobile stations operating in the frequency band 694-790 MHz to facilitate protection of existing services in Region 1 in the frequency band 470-694 MHz


Report ITU-R M.2072	World mobile telecommunication market forecast 


Report ITU-R M.2074	Radio aspects for the terrestrial component of IMT-2000 and systems beyond IMT-2000


Report ITU-R M.2133	Requirements, evaluation criteria and submission templates for the development of IMT-Advanced


Report ITU-R M.2134	Requirements related to technical performance for IMTAdvanced radio interface(s)


Report ITU-R M.2135	Guidelines for evaluation of radio interface technologies for IMT-Advanced


Report ITU-R M.2198	The outcome of the evaluation, consensus building and decision of the IMT-Advanced process (steps 4-7), including characteristics of IMT-Advanced radio interfaces


Report ITU-R M.2291	The use of International Mobile Telecommunications for the broadband public protection and disaster relief applications


Report ITU-R M.2320	Future technology trends of terrestrial IMT systems


Report ITU-R M.2334	Passive and active antenna systems for base stations of IMT systems


Report ITU-R M.2370	IMT traffic estimates for the years 2020 to 2030


Report ITU-R M.2373	Audio-visual capabilities and applications supported by terrestrial IMT systems


Report ITU-R M.2375	Architecture and topology of IMT networks


Resolution ITU-R 56-2	Naming for International Mobile Telecommunications


Resolution ITU-R 57-2	Principles for the process of development of IMT-Advanced


Handbook on Global Trends in International Mobile Telecommunication.


The ITU Radiocommunication Assembly,


considering


a)	that IMT systems are mobile broadband systems including IMT-2000, IMTAdvanced and IMT-2020;


b)	that IMT-Advanced systems include the new capabilities of IMT that go beyond those of IMT-2000[footnoteRef:2]; [2:  	Recommendations ITU-R M.1457 and ITU-R M.2012 are two separate, independent, and selfcontained Recommendations, each one with a specific scope. Both Recommendations will evolve independently, and there could be some overlap reflected by commonality in content between the two documents.] 



c)	that such systems provide access to a wide range of telecommunication services including advanced mobile services, supported by mobile and fixed networks, which are increasingly packet-based;


d)	that IMT-Advanced systems support low to high mobility applications and a wide range of data rates in accordance with user and service demands in multiple user environments;


e)	that IMT-Advanced also has capabilities for high-quality multimedia applications within a wide range of services and platforms providing a significant improvement in performance and quality of service;


f)	that the key features of IMT-Advanced are:


–	a high degree of commonality of functionality worldwide while retaining the flexibility to support a wide range of services and applications in a cost-efficient manner;


–	compatibility of services within IMT and with fixed networks;


–	capability of interworking with other radio access systems;


–	high-quality mobile services;


–	user equipment suitable for worldwide use;


–	user-friendly applications, services and equipment;


–	worldwide roaming capability;


–	enhanced peak data rates to support advanced services and applications (100 Mbit/s for high and 1 Gbit/s for low mobility were established as targets for research)[footnoteRef:3]; [3: 	Data rates sourced from Recommendation ITU-R M.1645.] 



g)	that these features enable IMT-Advanced to address evolving user needs;


h)	that the capabilities of IMT-Advanced systems are being continuously enhanced in line with technology developments;


i)	the necessity of priority services (e.g. emergency calls shall be supported as higher priority than other commercial services);


j)	that due to the large effective bandwidths required to support the very high data rates needed for the various services offered, allowances must be made for either much larger single carrier bandwidths (even as spectral efficiencies increase) or aggregation of RF carriers;


k)	that the rapid development of information technology, including the Internet, has resulted in the aggregation and convergence of various networks and digital devices,


recognizing


a)	that Resolution ITU-R 57-2 on the “Principles for the process of development of IMTAdvanced” outlines the essential criteria and principles used in the process of developing the Recommendations and Reports for IMT-Advanced, including Recommendation(s) for the radio interface specification,


noting


that Report ITU-R M.2198 contains the outcome and conclusions of Steps 4 through 7 of the IMTAdvanced process, including the evaluation and consensus building, and provides the characteristics of the IMT-Advanced terrestrial radio interfaces for the first release of Recommendation ITU-R M.2012-0 (01-2012),


recommends


1	that the terrestrial radio interfaces for IMT-Advanced should be:


–	“LTE-Advanced”[footnoteRef:4]; and [4: 	Developed by 3GPP as LTE Release 10 and Beyond (Long Term Evolution-Advanced).] 



–	“WirelessMAN-Advanced”[footnoteRef:5]; [5: 	Developed by IEEE as the WirelessMAN-Advanced specification incorporated in IEEE Std 802.16 beginning with approval of IEEE Std 802.16m.] 



2	that the information provided or referenced in Annexes 1 and 2 should be used as the complete set of standards for the detailed specifications of the terrestrial radio interfaces of IMTAdvanced.


Annex 1

Specification of the LTE-Advanced radio interface technology


Background


IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:6] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [6: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT..] 



–	The GCS Proponent must be one of the RIT[footnoteRef:7]/SRIT[footnoteRef:8] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012. [7: 	Radio Interface Technology.]  [8: 	Set of Radio Interface Technologies.] 



–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.


It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.


The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.


This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.


This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.


This Annex 1 contains the detailed information developed by the ITU and “ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC on behalf of 3GPP” (the GCS Proponent) and ARIB, ATIS, CCSA, ETSI, TSDSI, TTA, and TTC (the Transposing Organizations). 


Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.


This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.


A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).


1	Overview of the radio interface technology


1.1	Overview of the SRIT


The IMT-Advanced terrestrial radio interface specifications known as LTE-Advanced is based on LTE Release 10 and Beyond are developed by 3GPP. In 3GPP terminology, the term E-UTRA (Evolved-UTRA) is also used to indicate the LTE radio interface, and 3GPP LTE Release 13 and beyond is marked as “LTE-Advanced Pro”.


LTE-Advanced is a Set of RITs (Radio Interface Technologies) consisting of one FDD RIT and one TDD RIT designed for operation in paired and unpaired spectrum, respectively. The TDD RIT is also known as TD-LTE Release 10 and Beyond or TD-LTE-Advanced. The two RITs have been jointly developed, providing a high degree of commonality while, at the same time, allowing for optimization of each RIT with respect to its specific spectrum/duplex arrangement.


Both the FDD RIT and the TDD RIT individually, and consequently the Set of RITs (SRIT), meet all the ITU IMT-Advanced minimum requirements in all four test environments defined in all aspects of Services, Spectrum and Technical performance. Furthermore, both the FDD RIT and TDD RIT individually, and consequently the SRIT, meet the requirements of Resolution ITUR 572, resolves 6 e) and f) in all four test environments.


The complete set of standards for the terrestrial radio interface of IMT-Advanced identified as LTEAdvanced includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.


The radio aspects of LTE-Advanced also include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 1.2.2.1. Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13, and Release 14 is provided in § 2.2.2.


1.2	Overview of the Radio Interface Technology (RIT)


1.2.1	Overview of the FDD RIT


The FDD RIT is the evolution of LTE FDD. The FDD RIT uses Frequency-Division Duplex operation and therefore is applicable for operation with paired spectrum. Both full-duplex and halfduplex FDD are supported.


1.2.2	Overview of the TDD RIT


The TDD RIT, also known as TD-LTE-Advanced, is the evolution of TD-LTE. The TDD RIT uses Time-Division Duplex operation and therefore is applicable for operation with unpaired spectrum. The TDD RIT provides flexibility in terms of downlink-uplink resource allocation by supporting multiple uplink-downlink resource-allocation configurations that can be used to match different traffic scenarios. The uplink-downlink resource-allocation configuration can be adapted to the varying instantaneous traffic and interference conditions even during operation.


It is also designed to exploit the more extensive channel reciprocity inherent in case of TDD operation, e.g. for beamforming, and facilitates coexistence with TD-SCDMA as well as other TDDbased IMT-2000 technologies.


1.3	Overview of the system aspects of the SRIT


The FDD and TDD RITs represent the evolution of the first releases of LTE FDD and TDD, respectively. The two RITs share many of the underlying structures to simplify implementation of dual-mode radio-access equipment. Transmission bandwidths up to 640 MHz are supported, yielding peak data rates up to roughly 25 Gbit/s in the downlink and 13.6 Gbit/s in the uplink.


The downlink transmission scheme is based on conventional OFDM to provide a high degree of robustness against channel frequency selectivity while still allowing for low-complexity receiver implementations also at very large bandwidths. 


The uplink transmission scheme is based on Discrete Fourier Transform-spread OFDM (DFTS-OFDM). The use of DFTS-OFDM transmission for the uplink is motivated by the lower Peak-to-Average Power Ratio (PAPR) of the transmitted signal compared to conventional OFDM. This allows for more efficient usage of the power amplifier at the terminal, which translates into an increased coverage and/or reduced terminal power consumption. The uplink numerology is aligned with the downlink numerology. The Narrow-band Internet of Things (NB-IOT) UL allows allocating a single-tone in addition to multi-tone DFTS-OFDM with the possibility of a lower subcarrier spacing in addition to the normal subcarrier spacing.


Channel coding is based on rate-1/3 Turbo coding (Tail Biting Convolutional Code for NB-IOT DL) and is complemented by Hybrid-ARQ with soft combining to handle decoding errors at the receiver side. Data modulation supports QPSK, 16QAM, and 64QAM, and 256QAM for both the downlink and the uplink. In downlink, 256QAM is supported. For NB-IOT, additionally pi/2-BPSK and pi/4-QPSK are supported in uplink when a single-tone is allocated.


The FDD and TDD RITs support bandwidths from approximately 1.4 MHz to 640 MHz. NBIOT supports 200 kHz bandwidth. Carrier aggregation, i.e. the simultaneous transmission of multiple component carriers in parallel to/from the same terminal/eNB, is used to support bandwidths larger than 20 MHz. Component carriers do not have to be contiguous in frequency and can even be located in different frequency bands in order to enable exploitation of fragmented spectrum allocations by means of spectrum aggregation. Licensed-Assisted Access (LAA) allows secondary component carriers to operate the DL in the unlicensed 5 GHz band. In order to fairly coexist, LAA uses a Listen-Before-Talk (LBT) medium access in the unlicensed frequency bands. Carrier Aggregation supports the functionality to aggregate TDD bands with different uplink and downlink allocations as well as the functionality to support multiple timing advancements. Carrier Aggregation also supports to aggregate FDD and TDD component carriers. Dual Connectivity allows aggregating component carriers of different eNBs that are connected via a non-ideal backhaul over the X2 interface.


Channel-dependent scheduling in both the time and frequency domains is supported for both downlink and uplink with the base-station scheduler being responsible for (dynamically) selecting the transmission resource as well as the data rate. The basic operation is dynamic scheduling, where the base-station scheduler takes a decision for each 1 ms Transmission Time Interval (TTI), but there is also a possibility for semi-persistent scheduling. Semi-persistent scheduling (SPS) enables transmission resources and data rates to be semi-statically allocated to a given User Equipment (UE) for a longer time period than one TTI to reduce the control-signalling overhead. For low latency UL transmissions, the SPS periodicity can be as low as 1 ms and UEs are allowed to skip the UL grant. For better uplink coverage, TTI bundling allows UEs to transmit in four consecutive TTIs. NB-IOT and enhanced Machine-type Communication (eMTC) allows for widespread coverage extension by means of scheduling multiple TTIs (up to several thousands).


Multi-antenna transmission schemes are an integral part of both RITs. Multi-antenna precoding with dynamic rank adaptation supports both spatial multiplexing (single-user MIMO) and beamforming. Beam-forming by means of 2-dimensional antenna arrays can exploit the horizontal as well as the vertical domain. Spatial multiplexing with up to eight layers in the downlink and four layers in the uplink is supported. Multi-user MIMO, where multiple users (up to 8) are assigned the same time-frequency resources, is also supported. Coordinated MultiPoint (CoMP) operation is also supported, where multiple transmission points or reception points are coordinated in their transmission or reception respectively. The coordinated transmission points can belong to the same cell, to different cells of the same eNB or to different cells of different eNBs. A discovery reference signal can be used to identify transmission points or cells for CoMP and/or Carrier aggregation operation. Finally, transmit diversity based on Space-Frequency Block Coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD) is supported. Large antenna arrays are efficiently supported, e.g., through codebook based channel state information (CSI) feedback for up to 32 eNB antenna ports or beamformed CSI reference signals.


Inter-cell interference coordination (ICIC), where neighbour cells exchange information aiding the scheduling in order to reduce interference, is supported for the RITs. ICIC can be used for homogenous deployments with non-overlapping cells of similar transmission power, as well as for heterogeneous deployments where a higher-power cell overlays one or several lower-power nodes. In order to increase the potential of cell range expansion, functionality for terminalside interference mitigation of reference and synchronization signals as well as the broadcast channel exists. A terminal-side mitigation of inter-cell interference caused by the data channel is supported with network assistance. A network-side interference mitigation technique is supported, which is based on the ability to turn on and off secondary cells.


Relaying functionality is included in both the FDD and TDD RITs. The relay node appears as a conventional base station (e-Node B) eNB to terminals but is wirelessly backhauled to the remaining part of the radio-access network using the LTE Release 10 radio-interface technology.


Both RITs support various types of machine-type communication. In order to better address the low-cost segment, a low-complexity terminal (Category 0) is supported, which has approximately 50% reduced modem complexity as compared to the least complex ‘normal’ UE (Category 1), e.g., by a single receive antenna, half-duplex operation and greatly reduced peak data rate support.


With the introduction of LTE-M, complexity is further reduced, e.g., by reducing the UE bandwidth down to 1.4 or 5 MHz and a low UE power class (20dBm). Two coverage extension modes have been added to LTE/LTE-M, one for moderate and another for large coverage extension basically using repetitions. 


NB-IoT is introduced aiming at extreme low complexity, e.g., by reducing the UE bandwidth down to 200 kHz, by even further limiting the UE peak data rate, and by introducing low UE power classes (20dBm/14dBm). Coverage extension of ~20 dB is enabled also basically through repetitions. NB-IoT can operate inband in LTE, in the LTE guardband, or standalone. Another 50% complexity reduction was made possible with eMTC (Category M1) and even more with NB-IOT (Category NB1). eMTC supports optionally half duplex (HD) operation and NB-IOT supports HD only. In addition, eMTC and NB-IOT extended the original LTE coverage area by ~15 dB and ~20 dB respectively. The narrow NB-IOT channel bandwidth of 200 kHz makes it possible to operate in re-farmed GSM channels or in LTE guardbands. 


In order to improve UE power consumption, a Power Saving State was introduced and extended Discontinuous Reception (eDRX) cycles range up to 10.24 s in connected mode and 43.69 min in idle mode. For eMTC LTE-M and NB-IOT, it is possible to configure an additional uplink and an additional downlink carrier for traffic which is dedicated to a particular User Equipment, whilst common transmissions such as synchronization signals, and uplink transmissions during cell access, occur on a the same carrier for all User Equipments.


In order to enhance data offloading, both RITs support LTE/Wi-Fi interworking functionality via RAN-assisted and RAN-controlled WLAN interworking. Based on configurable rules or eNB command, the UE steers its data traffic to the most appropriate radio access. Additionally, from Release 13 onwards, both RITs support LTE-WLAN aggregation (LWA) and LTE-WLAN Radio Level Integration with IPSec Tunnel (LWIP). LWA allows utilizing both LTE and WLAN in the unlicensed 2.4 GHz and 5 GHz bands simultaneously under the control of eNB.


From Release -12 onwards, sidelink transmissions are defined for Proximity based Services (ProSe) Direct Discovery and ProSe Direct Communication between terminals. ProSe Direct Communication is targeting only Public Safety applications and allows terminals to communicate with each other directly without routing the data via the eNB. ProSe Direct Discovery allows discovering other terminals in close proximity. Direct communication is also supported when a terminal is out of LTE coverage. The sidelink has been further enhanced in order to address direct vehicle-to-vehicle (V2V) communication.


1.3.1	Network architecture


The LTE-Advanced radio-access network has a flat architecture with a single type of node, the eNodeB, which is responsible for all radio-related functions in one or several cells. The eNodeB is connected to the core network by means of the S1 interface, more specifically to the serving gateway (S-GW) by means of the user-plane part, S1-u, and to the Mobility Management Entity (MME) by means of the control-plane part, S1-c. One eNodeB can interface to multiple MMEs/SGWs for the purpose of load sharing and redundancy. MMEs/S-GWs can be (re)selected for support of separate dedicated core networks that are designed to meet the requirements of a certain group of devices/customers.


The X2 interface, connecting eNodeBs to each other, is mainly used to support active-mode mobility. This interface may also be used for multi-cell Radio Resource Management (RRM) functions such as ICIC or CoMP. The X2 interface is also used to support lossless mobility between neighbouring cells by means of packet forwarding. 


FIGURE 1.1


Radio-access network interfaces








1.3.2	Layer 2 protocol architecture


Layer 2 (L2) consists of several sub-layers: Packet Data Convergence Protocol (PDCP), Radio Link Control (RLC) and Medium Access Control (MAC). The downlink and uplink protocol structures are illustrated in Fig. 1.2 and Fig. 1.3, respectively. Layer 2 provides one or more Radio Bearers to higher layers to which IP packets are mapped according to their Quality-of-Service (QoS) requirements. L2/MAC PDUs, also referred to as transport blocks, are created according to instantaneous scheduling decisions and delivered to the physical layer on one or several transport channels (one transport channel of the same type per component carrier).
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Downlink L2 protocol structure








FIGURE 1.3


Uplink L2 protocol structure








In Dual Connectivity, a data radio bearer can be configured as Master Cell Group (MCG) bearer, Secondary Cell Group (SCG) bearer or a split bearer. The MCG bearer is served by the Master eNB (MeNB), SCG bearer by the Secondary eNB (SeNB) and the split bearer is served by both eNBs. For a split bearer, a common PDCP entity is located in the MeNB, but there are two RLC entities, one terminating in the MeNB and one in the SeNB.


1.3.2.1	Packet Data Convergence Protocol (PDCP)


Except for NB-IOT, the main services and functions of the PDCP sublayer for the user plane include:


–	Header compression and decompression of IP data flows using ROHC.


–	Transfer of user data.


–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM.


–	For split bearers in Dual Connectivity (only support for RLC AM): PDCP PDU routing for transmission and PDCP PDU reordering for reception.


–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM.


–	Retransmission of PDCP SDUs at handover and, for split bearers in DC and LWA bearers, of PDCP PDUs at PDCP data-recovery procedure, for RLC AM.


–	Ciphering and deciphering.


–	Timer-based SDU discard in uplink.


For NB-IOT UE when AS security is activated, the main services and functions of the PDCP sublayer for the user plane include:


–	Header compression and decompression: ROHC only;


–	Transfer of user data;


–	In-sequence delivery of upper layer PDUs at PDCP re-establishment procedure for RLC AM;


–	Duplicate detection of lower layer SDUs at PDCP re-establishment procedure for RLC AM;


–	Ciphering and deciphering;


–	Timer-based SDU discard in uplink.


The main services and functions of the PDCP for the control plane include:


–	Ciphering and Integrity Protection and Verification.


–	Transfer of control plane data.


For a NB-IOT UE that supports Control Plane CIoT EPS optimizations only, PDCP is bypassed. For a NB-IOT UE that supports both Control Plane CIoT EPS optimizations and User Plane CIoT EPS optimizations PDCP is not used until AS security is activated.


PDCP uses the services provided by the RLC sub-layer. There is one PDCP entity per radio bearer configured for a UE.


1.3.2.2	Radio Link Control (RLC)


Radio Link Control (RLC) is responsible for:


–	Transfer of upper layer PDUs.


–	Error correction through ARQ (only for AM data transfer).


–	Concatenation, segmentation and reassembly of RLC SDUs (only for UM and AM data transfer).


–	Resegmentation of RLC data PDUs (only for AM data transfer).


–	Reordering of RLC data PDUs (only for UM and AM data transfer).


–	Duplicate detection (only for UM and AM data transfer).


–	Protocol error detection (only for AM data transfer).


–	RLC SDU discard (only for UM and AM data transfer).


–	RLC re-establishment, except for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.


Depending on the mode-of-operation, an RLC entity may provide all, a subset of, or none of the services above. The RLC can operate in three different modes:


–	Transparent mode (TM), where the RLC is completely transparent and is in essence bypassed. This configuration is used for control-plane broadcast channels such as Broadcast Control Channel (BCCH), Common Control Channel (CCCH) and Paging Control Channel (PCCH) only where the information should reach multiple users. 


–	Unacknowledged mode (UM), where the RLC provides all the functionality above except error correction, is used when error-free delivery is not required, for example for Multicast Control Channel (MCCH) and Multicast Traffic Channel (MTCH) using Multimedia Broadcast over a Single Frequency Network (MBSFN) and for Voice-over-IP (VoIP).


–	For NB-IOT, RLC UM is not supported.


–	Acknowledged mode (AM), where the RLC provides all the services above, is the main mode-of-operation for TCP/IP packet data transmission on the Downlink Shared Channel (DLSCH). Segmentation/reassembly, in-sequence delivery and retransmissions of erroneous data are all supported.


The RLC offers services to the PDCP in the form of radio bearers and uses services from the MAC layer in the form of logical channels. There is one RLC entity per radio bearer configured for a terminal.


1.3.2.3	Medium access control (MAC)


The MAC layer is responsible for:


–	Mapping between logical channels and transport channels.


–	Multiplexing/demultiplexing of MAC SDUs belonging to one or different logical channels into/from transport blocks delivered to/from the physical layer on transport channels.


–	Scheduling information reporting.


–	Error correction through N-process stop-and-wait hybrid-ARQ (HARQ) with synchronous (for the uplink) and asynchronous (for the downlink) retransmissions.


–	Priority handling between logical channels of one UE.


–	Priority handling between UEs by means of dynamic scheduling.


–	Multimedia Broadcast/Multicast Service (MBMS) identification.


–	Transport format selection.


–	Padding.


The ProSe specific services and functions of the MAC sublayer include:


–	Radio resource selection;


–	Packet filtering for Prose Direct Communication.


In case of Dual Connectivity, the UE is configured with two independent MAC entities, one for MCG and one for SCG. 


The MAC offers services to the RLC in the form of logical channels. A logical channel is defined by the type of information it carries and is generally classified as a control channel, used for transmission of control and configuration information necessary for operating an LTE-Advanced system, or as a traffic channel, used for the user data. The set of logical-channel types specified for LTE-Advanced includes:


–	Broadcast Control Channel (BCCH), used for broadcasting system control information.


–	Bandwidth Reduced Broadcast Control Channel (BR-BCCH), used for broadcasting system control information to bandwidth limited eMTC UEs.


–	Paging Control Channel (PCCH), a downlink channel used for paging when the network is not aware of the location of the UE and for system information change notifications.


–	Common Control Channel (CCCH), used for transmission of control information between UEs and network when the UE has no RRC connection.


–	Dedicated Control Channel (DCCH), used for transmission of control information to/from a mobile terminal when the UE has a RRC connection.


–	Multicast Control Channel (MCCH), used for transmission of control information required for reception of the MTCH.


–	Single-Cell Multicast Control Channel (SC-MCCH), used for transmission of control information required for reception of MBMS using single-cell point-to-multipoint (SCPTM).


–	Sidelink Broadcast Channel (SBCH) used for broadcasting sidelink system information from one UE to other UE(s). This channel is used only by ProSe Direct Communication capable UEs.


–	Dedicated Traffic Channel (DTCH), used for transmission of user data to/from a mobile terminal. This is the logical channel type used for transmission of all uplink and nonMBSFN downlink user data. DTCH is not supported for a NB-IOT UE that only uses Control Plane CIoT EPS optimizations.


–	Multicast Traffic Channel (MTCH), used for downlink transmission of MBMS services.


–	Single-Cell Multicast Traffic Channel (SC-MTCH), used for downlink transmission of MBMS services using SC-PTM.


–	Sidelink Traffic Channel (STCH) is a point-to-multipoint channel, for transfer of user information from one UE to other UEs. This channel is used only by Prose Direct Communication capable UEs.


For a NB-IOT UE that only uses Control Plane CIoT EPS optimizations there is only one dedicated logical channel per UE.


From the physical layer, the MAC layer uses services in the form of Transport Channels. A transport channel is defined by how and with what characteristics the information is transmitted over the radio interface. Data on a transport channel is organized into transport blocks. In each Transmission Time Interval (TTI), at most one or two (in case of spatial multiplexing) transport blocks are transmitted per component carrier.


Associated with each transport block is a Transport Format (TF), specifying how the transport block is to be transmitted over the radio interface. The transport format includes information about the transport-block size, the modulation scheme, and the antenna mapping. The scheduler is responsible for (dynamically) determining the uplink as well as downlink transport format in each TTI.


The following transport-channel types are defined:


–	Broadcast Channel (BCH) has a fixed transport format, provided by the specifications. It is used for transmission of parts of the BCCH system information, more specifically the socalled Master Information Block (MIB).


–	Paging Channel (PCH) is used for transmission of paging information from the PCCH logical channel. The PCH supports discontinuous reception (DRX) to allow the mobile terminal to save battery power by waking up to receive the PCH only at predefined time instants.


–	Downlink Shared Channel (DL-SCH) is the main transport-channel type used for transmission of downlink data in LTE-Advanced. It supports dynamic rate adaptation and channel-dependent scheduling, hybrid-ARQ with soft combining, and spatial multiplexing. It also supports DRX to reduce mobile-terminal power consumption while still providing an always-on experience. 


	The DL-SCH is also used for transmission of the parts of the BCCH system information not mapped to the BCH. In case of transmission to a terminal using multiple component carriers the UE receives one DL-SCH per component carrier.


–	Multicast Channel (MCH) is used to support MBMS. It is characterized by a semi-static transport format and semi-persistent scheduling. In case of multi-cell transmission using MBSFN, the scheduling and transport format configuration is coordinated among the cells involved in the MBSFN transmission.


–	Uplink Shared Channel (UL-SCH) is the uplink counterpart to the DL-SCH, i.e. it is the uplink transport channel used for transmission of uplink data.


–	Random Access Channel (RACH) is also defined as an uplink transport channel although it does not carry transport blocks. The RACH is used in the uplink to respond to the paging message or to initiate the move to the RRC_CONNECTED state according to terminal data transmission needs.


–	Sidelink broadcast channel (SL-BCH) uses a pre-defined transport format.


–	Sidelink discovery channel (SL-DCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it uses a fixed size, pre-defined format periodic broadcast transmission. 


–	Sidelink shared channel (SL-SCH) supports both UE autonomous resource selection and scheduled resource allocation by eNodeB; it supports HARQ combining and dynamic link adaptation by varying the transmit power, modulation and coding.


The mapping between logical channels, transport channels and physical channels (described in § 1.1.3.3) is illustrated in Fig. 1.4 for the downlink, Fig. 1.5 for the uplink, Fig. 1.6 for the sidelink, Fig. 1.6A for the NB-IOT downlink and Fig. 1.6B for the NB-IOT uplink.


FIGURE 1.4


Downlink channel mapping








FIGURE 1.5


Uplink channel mapping








FIGURE 1.6


Sidelink channel mapping
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NB-IOT DL channel mapping








FIGURE 1.6B


NB-IOT UL channel mapping








1.3.3	Physical layer


The physical layer is responsible for:


–	Modulation and demodulation of physical channels.


–	Error detection on the transport channel and indication to higher layers.


–	Forward Error Correction (FEC) encoding and decoding of transport channels.


–	Rate matching of the coded transport channel to physical channels.


–	Mapping of the coded transport channel onto physical channels according to Fig. 1.4 (downlink) and Fig. 1.5 (uplink).


–	Hybrid ARQ soft-combining.


–	Frequency and time synchronization.


–	Power weighting of physical channels.


–	Multi-antenna processing and beamforming.


–	Characteristic measurements and indication to higher layers.


–	RF processing.


A simplified overview of the processing for the DL-SCH is given in Fig. 1.7.


FIGURE 1.7


Simplified physical-layer processing for DL-SCH on one component carrier








1.3.3.1	Physical channels


The following different types of physical channels are defined for the downlink:


–	Physical Downlink Shared Channel (PDSCH): Used for transmission of user and control plane data services.


–	Physical Multicast Channel (PMCH): Used for transmission of control and user-plane broadcast services during MBSFN subframes.


–	Physical Downlink Control Channel (PDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.


–	Enhanced Physical Downlink Control Channel (EPDCCH): Used for transmission of control information such as resource allocation, transport format and HARQ related information.


–	MTC physical downlink control channel (MPDCCH): Used for transmission of control information in bandwidth-reduced operation and/or using coverage extension mode.


–	Physical Broadcast Channel (PBCH): Used for conveying cell and/or system specific information.


–	Physical Control Format Indicator Channel (PCFICH): It indicates to the UE the control format (number of symbols comprising PDCCH, PHICH) of the current subframe.


–	Physical Hybrid ARQ Indicator Channel (PHICH): It conveys the ACK/NAK information for UL (PUSCH) transmissions received at the eNodeB.


Three different types of physical channels are defined for the uplink:


–	Physical Random Access Channel (PRACH): It conveys a preamble which is used to trigger a random-access procedure in the eNodeB.


–	Physical Uplink Shared Channel (PUSCH): It conveys both user data and upper layer control information. 


–	Physical Uplink Control Channel (PUCCH): It conveys control information (scheduling requests, CQI, PMI, RI, HARQ ACK/NAK for PDSCH, etc.).


The following types of physical channels are defined for the sidelink:


–	Physical sidelink broadcast channel (PSBCH): Carries system and synchronization related information, transmitted from the UE.


–	Physical sidelink discovery channel (PSDCH): Carries ProSe Direct Discovery message from the UE.


–	Physical sidelink control channel (PSCCH): Carries control from a UE for ProSe Direct Communication.


–	Physical sidelink shared channel (PSSCH): Carries data from a UE for ProSe Direct Communication.


The following types of physical channels are defined for NB-IOT:


–	Narrowband Physical broadcast channel (NPBCH) : Carries the BCH for NB-IOT UEs. Used for conveying cell and/or system specific information using a transport block mapped to sixty four subframes within a 640 ms interval.


–	Narrowband Physical downlink shared channel (NPDSCH): Carries the DL-SCH and PCH for NB-IOT UEs.


–	Narrowband Physical downlink control channel (NPDCCH): Informs the NB-IOT UE about the resource allocation of PCH and DL-SCH. Carries the uplink scheduling grant for the NBIOT UE. Carries the direct indication information.


–	Narrowband Physical uplink shared channel (NPUSCH): Carries the UL-SCH and Hybrid ARQ ACK/NAKs in response to downlink transmission for the NB-IOT UE.


–	Narrowband Physical random access channel (NPRACH): Carries the random access preamble for the NB-IOT UE.


1.3.3.2	Time-domain structure and duplex schemes


Figure 1.8 illustrates the high-level time-domain structure for transmission, with each (radio) frame of length 10 ms consisting of ten equally sized subframes of length 1 ms. Each subframe consists of two equally sized slots of length Tslot = 0.5 ms with each slot consisting of a number of OFDM symbols including cyclic prefix.


FIGURE 1.8


LTE-Advanced time-domain structure








LTE-Advanced can operate in both FDD and TDD as illustrated in Fig. 1.9. Although the timedomain structure is, in most respects, the same for FDD and TDD there are some differences between the two duplex modes, most notably the presence of a special subframe in case of TDD. The special subframe is used to provide the necessary guard time for downlink-to-uplink switching.


FIGURE 1.9


Uplink/downlink time/frequency structure in case of FDD and TDD








In case of FDD operation (upper part of Fig. 1.9), there are two carrier frequencies for each component carrier, one for uplink transmission (fUL) and one for downlink transmission (fDL). During each frame, there are thus ten uplink subframes and ten downlink subframes and uplink and downlink transmission can occur simultaneously within a cell. Half-duplex operation at the UE side is supported by the scheduler ensuring non-simultaneous reception and transmission at the UE.


In case of TDD operation (lower part of Fig. 1.9), there is only a single carrier frequency per component carrier and uplink and downlink transmissions are always separated in time also on a cell basis. As seen in the figure, some subframes are allocated for uplink transmissions and some subframes for downlink transmission with the switch between downlink and uplink occurring in the special subframe. The special subframe is split into three parts: a downlink part (DwPTS), a guard period (GP) where the switch occurs, and an uplink part (UpPTS). The DwPTS is in essence treated as a normal downlink subframe, although the amount of data that it is possible to transmit is smaller due to the reduced length of the DwPTS. The UpPTS can be used for UL data transmission, channel sounding or random access. The DwPTS, GP, and UpPTS have configurable individual lengths to support different deployment scenarios, and a total length of 1 ms.


Different asymmetries in terms of the amount of resources allocated for uplink and downlink transmission, respectively, are provided through seven different downlink/uplink configurations as shown in Fig. 1.10. In case of carrier aggregation, the downlink/uplink configuration is identical across component carriers in the same band and may be the same or different across component carriers in different bands.


Coexistence between the TDD RIT and other (IMT-2000) TDD systems such as TD-SCDMA is catered for by aligning the switch points between the two systems and selecting the appropriate special subframe configuration and uplink-downlink asymmetry. 


FIGURE 1.10


Uplink-downlink asymmetries supported by the TDD RIT








Sidelink transmissions use the same frame structure as the frame structure that is defined for uplink and downlink when UEs are in network coverage. However, the sidelink transmissions are restricted to a sub-set of the uplink resources in time and frequency domain. 


The physical channel structure is similar to uplink transmissions and the same basic transmission scheme as the UL transmission scheme is used. However, sidelink is limited to single cluster transmissions and it uses a 1 symbol gap at the end of each sidelink subframe.


1.3.3.3	Physical layer processing


To the transport block(s) to be transmitted on a DL-SCH or UL-SCH, a CRC is attached, followed by rate-1/3 Turbo coding for error correction (Tail Biting Convolutional Code for NPDSCH). Rate matching is used not only to match the number of coded bits to the amount of resources allocated for the DL-SCH/UL-SCH transmission, but also to generate the different redundancy versions as controlled by the hybrid-ARQ protocol. In case of spatial multiplexing, the processing is duplicated for the two transport blocks. After rate matching, the coded bits are modulated (QPSK, 16QAM, 64QAM, 256QAM in DL). In case of multi-antenna transmission, the modulation symbols are mapped to multiple layers and precoded before being mapped to the different antenna ports. Alternatively, transmit diversity can be applied. Finally, the (precoded) modulation symbols are mapped to the time-frequency resources allocated for the transmission.


Downlink transmission is based on conventional OFDM with a cyclic prefix. The subcarrier spacing is f = 15 kHz and two cyclic prefix lengths are supported: normal cyclic prefix 4.7 µs and extended cyclic prefix 16.7 µs. In the frequency domain, the number of resource blocks can range from 6 to 100 per component carrier (for channel bandwidths ranging from 1.4 to 20 MHz respectively), where a resource block is 180 kHz in the frequency domain. There can be up to 32 component carriers transmitted in parallel implying an overall bandwidth up to 640 MHz. In inband mode NB-IOT allocates a single resource block. In standalone mode, NB-IOT uses a channel bandwidth of 200 kHz. MBSFN subframes can use subcarrier spacings of f = 7.5 kHz or f = 1.25 kHz with an extended cyclic prefix of 33.4 µs and 200 µs, respectively.


Uplink transmission is based on DFT-spread OFDM (DFTS-OFDM). DFTS-OFDM can be seen as a DFT precoder, followed by conventional OFDM with the same numerology as in the downlink. The NB-IOT UL allows allocating a single-tone with f = 3.75 kHz or f = 15 kHz subcarrier spacing. Multiple DFT precoding sizes, corresponding to transmission with different scheduled bandwidths, can be used.


The remaining downlink transport channels (PCH, BCH, MCH) are based on the same general physical-layer processing as DL-SCH, although with some restrictions in the set of features used.


1.3.3.4	Multi-antenna transmission


A wide range of multi-antenna transmission schemes are supported in the downlink:


–	Single-antenna transmission using a single cell-specific reference signal. 


–	Closed-loop spatial multiplexing, also known as codebook-based beam-forming or precoding, of up to four layers using cell-specific reference signals. Feedback reports from the terminal are used to assist the eNodeB in selecting a suitable precoding matrix.


–	Open-loop spatial multiplexing, also known as large-delay cyclic delay diversity, of up to four layers using cell-specific reference signals. 


–	Spatial multiplexing of up to eight layers using UE-specific reference signals. The eNodeB may use feedback reports or exploit channel reciprocity to set the beam-forming weights.


–	Transmit diversity based on space-frequency block coding (SFBC) or a combination of SFBC and Frequency Switched Transmit Diversity (FSTD).


–	Multi-user MIMO where multiple terminals are assigned overlapping time-frequency resources.


–	Non-precoded CSI-RS operation is supported, which comprises schemes where different CSI-RS ports have the same wide beam width and direction and hence generally cell wide coverage.


–	Beamformed CSI-RS operation is supported, which comprises schemes where (at least at a given time/frequency) CSI-RS ports have narrow beam widths and hence not cell wide coverage, and (at least from the eNB perspective) at least some CSI-RS portresource combinations have different beam directions.


–	Downlink Coordinated MultiPoint (DL-CoMP) operation where multiple transmission points are coordinated. 


The following multi-antenna transmission schemes are supzported in the uplink:


–	Single-antenna transmission.


–	Precoding supporting rank-adaptive spatial multiplexing with one up to four layers.


–	Uplink Coordinated MultiPoint (UL-CoMP) operation where multiple reception points are coordinated. 


1.3.3.5	Link adaptation and power control


According to the radio channel conditions, the Modulation and Coding Scheme (MCS) can be adapted flexibly. The same modulation and coding is applied to all resource units assigned to the same transport block within a TTI. Uplink power control determines the average power over a DFTSOFDM symbol in which the physical channel is transmitted.


1.3.3.6	L1/L2 control signalling


Downlink control information (DCI) is transmitted on either a PDCCH or an EPDCCH. In bandwidth-reduced operation and/or when using coverage extension mode, a DCI is transmitted on an MPDCCH. For NB-IOT, a DCI is transmitted on NPDCCH. 


The PDCCH is transmitted in the first one to three OFDM symbols of each downlink subframe in each component carrier with the number of OFDM symbols being indicated on the PCFICH. Downlink and uplink scheduling grants (consisting of UE identity, time-frequency resources and transport format) and hybrid-ARQ acknowledgements are transmitted on the PDCCH and PHICH, respectively. Each grant is transmitted on a separate PDCCH using QPSK modulation and cellspecific reference signals. 


The EPDCCH/MPDCCH is transmitted in pairs of Physical Resource Blocks (PRBs) multiplexed in frequency with the PDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The EPDCCH/MPDCCH uses QPSK modulation and demodulation reference signals, and it may use either frequency-localized or frequency-distributed transmission. 


For NB-IOT, the NPDCCH is transmitted in all available OFDM symbols of pairs of PRBs, with no multiplexing with NPDSCH; it carries downlink and uplink scheduling grants (consisting of UE identity, timefrequency resources and transport format). The NPDCCH uses QPSK modulation and narrowband reference signals.


Sidelink resource allocation can be transmitted on the PDCCH/EPDCCH.


Uplink control information (UCI), consisting of channel-state information (CSI), scheduling requests and hybrid-ARQ acknowledgements, is transmitted at the band edges of the primary uplink component carrier. Alternatively, parts of the control signalling can be multiplexed with data on PUSCH. To support downlink CoMP transmission, a UE may be configured with multiple CSI processes.


1.3.3.7	MBSFN operation


Multicast/Broadcast over Single Frequency Network (MBSFN) transmission, where the same signal is transmitted from multiple, time-synchronized cells, is supported by the MCH transport channel. One component carrier can support simultaneous unicast and broadcast support through time-domain multiplexing of MCH and DL-SCH transmissions, where the MCH can be configured on up to 80% of the DL resources. 


2	Detailed specification of the radio interface technology 


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).


The IMT-Advanced standards contained in this section are derived from the global core specification for LTE-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/. The following notes apply to the sections below: 


1)	The identified Transposing Organizations[footnoteRef:9] should make their reference material available from their website.  [9: 	The following identified Transposing Organizations have provided their transposed sets of standards information contained in this section:
	–	Association of Radio Industries and Businesses (ARIB)
	–	Alliance for Telecommunications Industry Solutions (ATIS)
	–	China Communications Standards Association (CCSA)
–	European Telecommunications Standards Institute (ETSI)
–	Telecommunications Standards Development Society, India (TSDSI)
–	Telecommunications Technology Association (TTA)
–	Telecommunication Technology Committee (TTC).] 



2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


Section 1.2.1 contains titles and synopses of the Global Core Specification of IMT-Advanced radio interface technology entitled LTE-Advanced and the related hyperlinks to the transposed standards. Specifications listed in § 1.2.2 are not part of the LTE-Advanced GCS.


The specific 3GPP specifications of the GCS for LTE-Advanced that are being transposed in § 2.1 are summarized in Table 1.1:


TABLE 1.1


3GPP specifications in § 2.1 that are to be transposed


			36.100 Series


			36.200 Series


			36.300 Series


			36.400 Series


			36.500 series


			37.xxx Series


			25.400 Series





			TS 36.101
TS 36.104
TS 36.106
TS 36.111
TS 36.112
TS 36.113
TS 36.116
TS 36.117
TS 36.124
TS 36.133
TS 36.141
TS 36.143
TS 36.171


			TS 36.201
TS 36.211
TS 36.212
TS 36.213
TS 36.214
TS 36.216


			TS 36.300
TS 36.302
TS 36.304
TS 36.305
TS 36.306
TS 36.307
TS 36.314
TS 36.321
TS 36.322
TS 36.323
TS 36.331
TS 36.355
TS 36.360
TS 36.361


			TS 36.401
TS 36.410
TS 36.411
TS 36.412
TS 36.413
TS 36.414
TS 36.420
TS 36.421
TS 36.422
TS 36.423
TS 36.424
TS 36.425
TS 36.440
TS 36.441
TS 36.442
TS 36.443
TS 36.444
TS 36.445
TS 36.455
TS 36.456
TS 36.457
TS 36.458
TS 36.459
TS 36.461
TS 36.462
TS 36.463
TS 36.464
TS 36.465


			TS 36.508
TS 36.509
TS 36.521-1
TS 36.521-2
TS 36.521-3
TS 36.523-1
TS 36.523-2
TS 36.523-3


TS 36.579-1
TS 36.579-2
TS 36.579-3
TS 36.579-4
TS 36.579-5


			TS 37.104
TS 37.105
TS 37.113
TS 37.114
TS 37.141
TS 37.144
TS 37.145-1
TS 37.145-2
TS 37.171
TS 37.320
TS 37.544
TS 37.571-1
TS 37.571-2
TS 37.571-3
TS 37.571-4
TS 37.571-5


			TS 25.460
TS 25.461
TS 25.462
TS 25.466
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Attention: The information contained in this document is temporary in nature and does not necessarily represent material that has been agreed by the group concerned. Since the material may be subject to revision during the meeting, caution should be exercised in using the document for the development of any further contribution on the subject.


2.1	Titles and synopses of the global core specification and the transposed standards


2.1.1	Introduction


The standards documents referenced below, as transposed from the relevant 3GPP specifications, are provided by the identified Transposing Organizations as the transposed sets of standards for the terrestrial radio interface of IMT-Advanced identified as LTE-Advanced and includes not only the key characteristics of IMT-Advanced but also the additional capabilities of LTE-Advanced both of which are continuing to be enhanced.


2.1.2	Radio Layer 1


2.1.2.1	TS 36.201


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE physical layer; General description


This document provides a general description of the physical layer of the E-UTRA radio interface. This document also describes the document structure of the 3GPP E-UTRA physical layer specifications, i.e. TS 36.200 series. The TS 36.200 series specifies the Uu point for the LTE mobile system, and defines the minimum level of specifications required for basic connections in terms of mutual connectivity and compatibility.


SDO	Document No.	Version	Issued date	Location





2.1.2.2	TS 36.211


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical channels and modulation


This document describes the physical channels and modulation for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.3	TS 36.212


Evolved Universal Terrestrial Radio Access (E-UTRA); Multiplexing and channel coding


This document specifies the coding, multiplexing and mapping to physical channels for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.4	TS 36.213


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer procedures


This document specifies and establishes the characteristics of the physical layer procedures for E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.5	TS 36.214


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer; Measurements


This document contains the description and definition of the measurements done at the UE and network in order to support operation in idle mode and connected mode in E-UTRA.


SDO	Document No.	Version	Issued date	Location





2.1.2.6	TS 36.216


Evolved Universal Terrestrial Radio Access (E-UTRA); Physical layer for relaying operation


This document describes the characteristics of eNodeB – relay node transmissions.


SDO	Document No.	Version	Issued date	Location





2.1.3	Radio Layers 2 & 3


2.1.3.1	TS 36.300


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Overall description; Stage 2


This document provides an overview and overall description of the E-UTRAN radio interface protocol architecture. Details of the radio interface protocols are specified in companion specifications of the 36 series.


SDO	Document No.	Version	Issued date	Location





2.1.3.2	TS 36.302


Evolved Universal Terrestrial Radio Access (E-UTRA); Services provided by the physical layer


This document is a technical specification of the services provided by the physical layer of E-UTRA to upper layers.


SDO	Document No.	Version	Issued date	Location





2.1.3.3	TS 36.304


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) procedures in idle mode


This document specifies the Access Stratum (AS) part of the Idle Mode procedures applicable to a UE. This document specifies the model for the functional division between the NAS and AS in a UE. This document applies to all UEs that support at least E-UTRA, including multi-RAT UEs as described in 3GPP specifications, in the following cases: (i) When the UE is camped on an E-UTRA cell; (ii) When the UE is searching for a cell to camp on.


SDO	Document No.	Version	Issued date	Location





2.1.3.4	TS 36.305


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Stage 2 functional specification of User Equipment (UE) positioning in E-UTRAN


This document specifies the stage 2 of the UE positioning function of E-UTRAN, which provides the mechanisms to support or assist the calculation of the geographical position of a UE. The purpose of this stage 2 specification is to define the E-UTRAN UE Positioning architecture, functional entities and operations to support positioning methods. This description is confined to the E-UTRAN Access Stratum. This stage 2 specification covers the E-UTRAN positioning methods, state descriptions, and message flows to support UE positioning.


SDO	Document No.	Version	Issued date	Location





2.1.3.5	TS 36.306


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio access capabilities


This document defines the E-UTRA UE Radio Access Capability Parameters.


SDO	Document No.	Version	Issued date	Location





2.1.3.6	TS 36.314


Evolved Universal Terrestrial Radio Access (E-UTRA); Layer 2 – Measurements


This document contains the description and definition of the measurements performed by EUTRAN that are transferred over the standardized interfaces in order to support E-UTRA radio link operations, radio resource management (RRM), network operations and maintenance (OAM), and self-organizing networks (SON).


SDO	Document No.	Version	Issued date	Location





2.1.3.7	TS 36.321


Evolved Universal Terrestrial Radio Access (E-UTRA); Medium Access Control (MAC) protocol specification


This document specifies the E-UTRA Medium Access Control (MAC) protocol.


SDO	Document No.	Version	Issued date	Location





2.1.3.8	TS 36.322


Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Link Control (RLC) protocol specification


This document specifies the E-UTRA Radio Link Control (RLC) protocol.


SDO	Document No.	Version	Issued date	Location





2.1.3.9	TS 36.323


Evolved Universal Terrestrial Radio Access (E-UTRA); Packet Data Convergence Protocol (PDCP) specification


This document specifies the E-UTRAPacket Data Convergence Protocol (PDCP).


SDO	Document No.	Version	Issued date	Location





2.1.3.10	TS 36.331


Evolved Universal Terrestrial Radio Access (E-UTRA); Radio Resource Control (RRC); Protocol specification


This document specifies the Radio Resource Control protocol for the radio interface between UE and E-UTRAN as well as for the radio interface between RN and E-UTRAN. The scope of this document also includes: (i) the radio related information transported in a transparent container between source eNodeB and target eNodeB upon inter eNodeB handover; (ii) the radio related information transported in a transparent container between a source or target eNodeB and another system upon inter RAT handover.


SDO	Document No.	Version	Issued date	Location





2.1.3.11	TS 36.355


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol (LPP)


This document contains the definition of the LTE Positioning Protocol (LPP).


SDO	Document No.	Version	Issued date	Location





2.1.3.12	TS 36.360


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE-WLAN Aggregation Adaptation Protocol (LWAAP) specification


This document specifies the E-UTRA LTE-WLAN Aggregation Adaptation Protocol (LWAAP).


SDO	Document No.	Version	Issued date	Location





2.1.3.13	TS 36.361


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE/WLAN Radio Level Integration Using IPsec Tunnel (LWIP) encapsulation; Protocol specification


This document specifies the LWIP Encapsulation Protocol.


SDO	Document No.	Version	Issued date	Location





2.1.4	Architecture


2.1.4.1	TS 36.401


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Architecture description


This document describes the overall architecture of the E-UTRAN, including internal interfaces and assumptions on the radio, S1 and X2 interfaces.


SDO	Document No.	Version	Issued date	Location





2.1.4.2	TS 36.410


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1 general aspects and principles


This document is an introduction to the 3GPP TS 36.41x series of technical specifications that define the S1 interface for the interconnection of the eNodeB component of the Evolved Universal Terrestrial Radio Access Network (E UTRAN) to the Core Network of the EPS system.


SDO	Document No.	Version	Issued date	Location





2.1.4.3	TS 36.411


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 layer 1


This document specifies the standards allowed to implement layer 1 on the S1 interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document. In the following, “layer 1” and “physical layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.4	TS 36.412


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 signalling transport


This document specifies the standards for signalling transport to be used across S1 interface. S1 interface is a logical interface between the eNodeB and the E-UTRAN core network. This document describes how the S1-AP signalling messages are transported over S1.


SDO	Document No.	Version	Issued date	Location





2.1.4.5	TS 36.413


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 Application Protocol (S1AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the S1 interface. The S1 Application Protocol (S1AP) supports the functions of S1 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.6	TS 36.414


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); S1 data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the S1 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.7	TS 36.420


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 general aspects and principles


This document is an introduction to the TSG RAN TS 36.42x series of UMTS technical specifications that define the X2 interface. It is an interface for the interconnection of two E-UTRAN NodeB (eNodeB) components within the Evolved Universal Terrestrial Radio Access Network (EUTRAN) architecture.


SDO	Document No.	Version	Issued date	Location





2.1.4.8	TS 36.421


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 layer 1


This document specifies the standards allowed to implement Layer 1 on the X2 interface. The specification of transmission delay requirements and O & M requirements are not in the scope of this document. In the following “Layer 1” and “Physical Layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.9	TS 36.422


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 signalling transport


This document specifies the standards for Signalling Transport to be used across X2 interface. X2 interface is a logical interface between eNodeBs. This document describes how the X2-AP signalling messages are transported over X2.


SDO	Document No.	Version	Issued date	Location





2.1.4.10	TS 36.423


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 Application Protocol (X2AP)


This document specifies the radio network layer signalling procedures of the control plane between eNodeBs in E-UTRAN. X2AP supports the functions of X2 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.11	TS 36.424


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the X2 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.12	TS 36.425


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); X2 interface user plane protocol


This document specifies the X2 user plane protocol being used over the X2 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.13	TS 36.440


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); General aspects and principles for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document describes the overall architecture of the interface for the provision of MBMS in the E-UTRAN. This includes also a description of the general aspects, assumptions and principles guiding the architecture and interface. The MBMS functions to be provided within that architecture are summarized. It provides an introduction to the TSG RAN TS 36.44x series of UMTS technical specifications that define the different interfaces introduced for MBMS provision in E-UTRAN.


SDO	Document No.	Version	Issued date	Location





2.1.4.14	TS 36.441


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Layer 1 for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document specifies the standards allowed to implement layer 1 on the interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN. In the following, “layer 1” and “physical layer” are assumed to be synonymous.


SDO	Document No.	Version	Issued date	Location





2.1.4.15	TS 36.442


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); Signalling Transport for interfaces supporting Multimedia Broadcast Multicast Service (MBMS) within E-UTRAN


This document specifies the standards for signalling transport to be used across M2 and M3 interfaces. M2 interface is a logical interface between the eNodeB and the MCE. M3 interface is a logical interface between the MCE and the MME. This document describes how the M2-AP signalling messages are transported over M2, and how the M3-AP signalling messages are transported over M3.


SDO	Document No.	Version	Issued date	Location





2.1.4.16	TS 36.443


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M2 Application Protocol (M2AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the M2 interface. The M2 Application Protocol (M2AP) supports the functions of M2 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.17	TS 36.444


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M3 Application Protocol (M3AP)


This document specifies the E-UTRAN radio network layer signalling protocol for the M3 interface. The M3 Application Protocol (M3AP) supports the functions of M3 interface by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.18	TS 36.445


Evolved Universal Terrestrial Radio Access Network (E-UTRAN); M1 data transport


This document specifies the standards for user data transport protocols over the E-UTRAN M1 interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.19	TS 36.455


Evolved Universal Terrestrial Radio Access (E-UTRA); LTE Positioning Protocol A (LPPa)


This document specifies the control plane radio network layer signalling procedures between eNodeB and E-SMLC. LPPa supports the concerned functions by signalling procedures defined in this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.20	TS 36.456


SLm interface general aspects and principles


This document is an introduction to the 3GPP TS 36.45x series of technical specifications that define the SLm interface for the interconnection of the Evolved Serving Mobile Location Centre (E-SMLC) to the Location Measurement Unit (LMU) components of the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).


SDO	Document No.	Version	Issued date	Location





2.1.4.21	TS 36.457


SLm interface layer 1


This document specifies the standards allowed to implement layer 1 on the SLm interface.


SDO	Document No.	Version	Issued date	Location





2.1.4.22	TS 36.458


SLm interface signalling transport


This document specifies the standards for signalling transport to be used across the SLm interface. The SLm interface is a logical interface between the LMU and the E-SMLC in the E-UTRAN core network. This document describes how the SLmAP signalling messages are transported over SLm.


SDO	Document No.	Version	Issued date	Location





2.1.4.23	TS 36.459


SLm interface Application Protocol (SLmAP)


This document specifies the E-UTRAN radio network layer signalling protocol for the SLm interface. The SLm Application Protocol (SLmAP) supports the functions of the SLm interface by signalling procedures defined in this document. 


SDO	Document No.	Version	Issued date	Location





2.1.4.24	TS 36.461


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw layer 1


This document specifies the standards allowed to implement Layer 1 on the Xw interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.25	TS 36.462


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw signalling transport


This document specifies the standards for Signalling Transport to be used across the Xw interface. The Xw interface is a logical interface between the eNB and the WLAN Termination (WT). This document describes how the Xw-AP signalling messages are transported over Xw. 


SDO	Document No.	Version	Issued date	Location





2.1.4.26	TS 36.463


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw application protocol (XwAP)


This document specifies the signalling procedures of the control plane between an eNB and WLAN Termination (WT). The Xw Application Protocol (XwAP) supports the functions of Xw interface by signalling procedures defined in this document. 


SDO	Document No.	Version	Issued date	Location





2.1.4.27	TS 36.464


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw data transport


This document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the Xw interface for LTE/WLAN Aggregation (LWA). 


SDO	Document No.	Version	Issued date	Location





2.1.4.28	TS 36.465


Evolved Universal Terrestrial Radio Access Network (E-UTRAN) and Wireless LAN (WLAN); Xw interface user plane protocol


This document specifies the Xw user plane protocol being used over the Xw interface for LTE/WLAN Aggregation (LWA). 


SDO	Document No.	Version	Issued date	Location





2.1.4.29	TS 25.460


UTRAN Iuant interface: General aspects and principles


This document is an introduction to the 3GPP TS 25.46x series of technical specifications that define the Iuant Interface for UMTS and E-UTRAN. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.


SDO	Document No.	Version	Issued date	Location





2.1.4.30	TS 25.461


UTRAN Iuant interface: Layer 1


This document specifies the standards allowed to implement layer 1 on the Iuant interface. The specification of transmission delay requirements and O&M requirements are not in the scope of this document.


SDO	Document No.	Version	Issued date	Location





2.1.4.31	TS 25.462


UTRAN Iuant interface: Signalling transport


This document specifies the signalling transport related to RETAP and TMAAP signalling to be used across the Iuant interface. The logical Iuant interface is a NodeB/eNodeB internal interface between the implementation specific O&M function and the RET antennas and TMAs control unit function of the NodeB/eNodeB.


SDO	Document No.	Version	Issued date	Location





2.1.4.32	TS 25.466


UTRAN Iuant interface: Application part


This document specifies the Remote Electrical Tilting Application Part (RETAP) between the implementation specific O&M transport function and the RET Antenna Control unit function of the NodeB/eNodeB. The document also specifies the Tower Mounted Amplifier Application Part (TMAAP) between the implementation specific O&M transport function and the TMA control function of the NodeB/eNodeB. It defines the Iuant interface and its associated signalling procedures.


SDO	Document No.	Version	Issued date	Location





2.1.5	Radio-frequency aspects


2.1.5.1	TS 36.101


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements for E-UTRA User Equipment (UE).


SDO	Document No.	Version	Issued date	Location





2.1.5.2	TS 36.104


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Base Station (BS).


SDO	Document No.	Version	Issued date	Location





2.1.5.3	TS 36.106


Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater radio transmission and reception


This document establishes the minimum RF characteristics of E-UTRA FDD Repeater.


SDO	Document No.	Version	Issued date	Location





2.1.5.4	TS 36.111


Location Measurement Unit (LMU) performance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN) 


This document establishes the Location Measurement Unit (LMU) minimum UTDOA positioning requirement for the FDD and TDD mode of E-UTRAN. 


SDO	Document No.	Version	Issued date	Location





2.1.5.5	TS 36.112


Location Measurement Unit (LMU) conformance specification; Network based positioning systems in Evolved Universal Terrestrial Radio Access Network (E-UTRAN)


This document establishes the conformance requirements for E-UTRAN Location Measurement Units (LMU) operating in the FDD or TDD mode.


SDO	Document No.	Version	Issued date	Location





2.1.5.6	TS 36.113


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) and repeater ElectroMagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA base stations, repeaters and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA base stations, repeaters and associated ancillary equipment in one of the following categories: (i) base stations of E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (ii) repeaters of FDD E-UTRA meeting the requirements of TS 36.106, with conformance demonstrated by compliance to TS 36.143. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.


SDO	Document No.	Version	Issued date	Location





2.1.5.7	TS 36.116


Evolved Universal Terrestrial Radio Access (E-UTRA); Relay radio transmission and reception


This document establishes the minimum RF characteristics and minimum performance requirements of E-UTRA Relay.


SDO	Document No.	Version	Issued date	Location





2.1.5.8	TS 36.117


Evolved Universal Terrestrial Radio Access (E-UTRA); Relay conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Relay. These have been derived from, and are consistent with the E-UTRA Relay specifications defined in TS 36.116.


SDO	Document No.	Version	Issued date	Location





2.1.5.9	TS 36.124


Evolved Universal Terrestrial Radio Access (E-UTRA); Electromagnetic compatibility (EMC) requirements for mobile terminals and ancillary equipment


This document establishes the essential EMC requirements for “3rd generation” digital cellular mobile terminal equipment and ancillary accessories in combination with a 3GPP E-UTRA user equipment (UE). This document specifies the applicable EMC tests, the methods of measurement, the frequency range, the limits and the minimum performance criteria for all types of E-UTRA UEs and their accessories. Requirements for the radiated emission from the enclosure port of integral antenna equipment and ancillaries have been included. The immunity requirements have been selected to ensure an adequate level of compatibility for apparatus in residential, commercial, light industrial and vehicular environments. The levels however, do not cover extreme cases, which may occur in any location but with low probability of occurrence. Compliance of radio equipment to the requirements of this document does not signify compliance to any requirement related to the use of the equipment (i.e. licensing requirements). Compliance to the requirements of this document does not signify compliance to any safety requirement. However, any temporary or permanent unsafe condition caused by EMC is considered as non-compliance.


SDO	Document No.	Version	Issued date	Location





2.1.5.10	TS 36.133


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for support of radio resource management


This document specifies requirements for support of Radio Resource Management for the FDD and TDD modes of E-UTRA. These requirements include requirements on measurements in UTRAN and the UE as well as requirements on node dynamical behaviour and interaction, in terms of delay and response characteristics.


SDO	Document No.	Version	Issued date	Location





2.1.5.11	TS 36.141


Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA Base Stations (BS) operating either in the FDD mode (used in paired bands) or the TDD mode (used in unpaired bands). These have been derived from, and are consistent with the E-UTRA Base Station (BS) specifications defined in TS 36 104.


SDO	Document No.	Version	Issued date	Location





2.1.5.12	TS 36.143


Evolved Universal Terrestrial Radio Access (E-UTRA); FDD repeater conformance testing 


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA FDD Repeater. These have been derived from, and are consistent with the E-UTRA FDD repeater specifications defined in TS 36.106.


SDO	Document No.	Version	Issued date	Location





2.1.5.13		TS 36.171


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements for Support of Assisted Global Navigation Satellite System (AGNSS)


This document establishes the minimum performance requirements for A-GNSS (including A-GPS) for FDD or TDD mode of E-UTRA for the User Equipment (UE).


SDO	Document No.	Version	Issued date	Location





2.1.5.14	TS 36.307


Evolved Universal Terrestrial Radio Access (E-UTRA); Requirements on User Equipments (UEs) supporting a release-independent frequency band


This document specifies requirements on UEs supporting a frequency band that is independent of release. TSG-RAN has agreed that the standardization of new frequency bands may be independent of a release. However, in order to implement a UE that conforms to a particular release but supports a band of operation that is specified in a later release, it is necessary to specify some extra requirements. All frequency bands are fully specified in this release of the specifications. This document does not contain any requirements for UEs supporting frequency bands independent of release.


SDO	Document No.	Version	Issued date	Location





2.1.5.15	TS 37.104


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception


This document establishes the minimum RF characteristics of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS). Requirements for multi-RAT and single-RAT operation of MSR BS are covered in this document. The requirements in this document for E-UTRA and UTRA single-RAT operation of MSR BS are also applicable to E-UTRA and UTRA multi-carrier capable single-RAT BS. Requirements for GSM BS that are only single-RAT capable are not covered.


SDO	Document No.	Version	Issued date	Location





2.1.5.16	TS 37.105


Active Antenna System (AAS) Base Station (BS) transmission and reception


This document establishes the RF characteristics, the RF minimum requirements and minimum performance requirements for E-UTRA AAS Base Station (BS), the FDD mode of UTRA AAS Base Station (BS), the 1,28 Mchip/s TDD mode of UTRA AAS Base Station (BS) in single RAT and any MSR AAS Base Station (BS) implementation of these RATs.


SDO	Document No.	Version	Issued date	Location





2.1.5.17	TS 37.113


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) Electromagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Stations and associated ancillary equipment in respect of Electromagnetic Compatibility (EMC). This document specifies the applicable test conditions, performance assessment and performance criteria for E-UTRA, UTRA and GSM/EDGE Base Stations and associated ancillary equipment in one of the following categories: (i) Multi-Standard Radio (MSR) Base Stations for E-UTRA, UTRA and GSM/EDGE meeting the requirements of TS 37.104, with conformance demonstrated by compliance to TS 37.141; (ii) Base Stations for E-UTRA meeting the requirements of TS 36.104, with conformance demonstrated by compliance to TS 36.141; (iii) Base Stations for UTRA FDD meeting the requirements of TS 25.104, with conformance demonstrated by compliance to TS 25.141; (iv) Base Stations for UTRA TDD meeting the requirements of TS 25.105, with conformance demonstrated by compliance to TS 25.142; (v) Base Stations for GSM/EDGE meeting the requirements of TS 45.005, with conformance demonstrated by compliance to TS 51.021. The environment classification used in this document refers to the environment classification used in IEC 61000-6-1 and IEC 61000-6-3. 


The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.18	TS 37.114


Active Antenna System (AAS) Base Station (BS) Electromagnetic Compatibility (EMC)


This document covers the assessment of E-UTRA, UTRA and Multi-Standard Radio (MSR) Active Antenna Systems Base Stations in respect of Electromagnetic Compatibility (EMC).


This document specifies the applicable test conditions, performance assessment and performance criteria for EUTRA and UTRA Base Stations and associated ancillary equipment in one of the following categories:


–	Active Antenna System Base Station for E-UTRA, UTRA and MSR meeting the requirements of 3GPP TS 37.105, with conformance demonstrated by compliance to 3GPP TS 37.145.


The scope of this document is AAS BS with TAB connectors for every transceiver unit at the Transceiver Array Boundary. Requirement, procedures and values of an AAS Base Station without TAB connectors are not included in this document and are FFS.


The environment classification used in this document refers to the residential, commercial and light industrial environment classification used in IEC 610006-1 and IEC 61000-6-3.


The EMC requirements have been selected to ensure an adequate level of compatibility for apparatus at residential, commercial and light industrial environments. The levels, however, do not cover extreme cases which may occur in any location but with low probability of occurrence.
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2.1.5.19	TS 37.141


E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for E-UTRA, UTRA and GSM/EDGE MultiStandard Radio (MSR) Base Station (BS).
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2.1.5.20	TS 37.144


User Equipment (UE) and Mobile Station (MS) GSM, UTRA and E-UTRA over the air performance requirements


This document establishes over the air antenna minimum requirements for user equipment (UE) and mobile station (MS).


Handheld UE requirements are defined for roaming bands for the speech position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment requirements are defined for roaming bands for the data transfer position (laptop ground plane phantom). Laptop embedded equipment requirements are defined for roaming bands for the data transfer position (free space). 


All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE/MS.


Requirements for operating bands are dependent on how the network has been built and are thus operator specific and cannot be specified here. Recommended performance values for operating bands (Annex B) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE/MS.
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2.1.5.21	TS 37.145-1


Active Antenna System (AAS) Base Station (BS) conformance testing; Part 1: conducted conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in two parts: part 1 (this document) covers conducted requirements and part 2 covers radiated requirements.
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2.1.5.22	TS 37.145-2


Active Antenna System (AAS) Base Station (BS) conformance testing; Part 2: radiated conformance testing


This document specifies the Radio Frequency (RF) test methods and conformance requirements for Single RAT E-UTRA, UTRA and Multi-Standard Radio (MSR) UTRA and EUTRA Active Antenna System (AAS) Base Station (BS). These have been derived from, and are consistent with the E-UTRA, UTRA AAS BS specification defined in 3GPP TS 25.104. The technical specification is in 2 parts, part 1 covers conducted requirements and part 2 (this document) covers radiated requirements.
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2.1.5.23	TS 37.171


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) performance requirements for RATIndependent Positioning Enhancements


This document establishes the minimum performance requirements for RAT-Independent Positioning Enhancements (e.g. MBS positioning technology) for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE).
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2.1.5.24	TS 37.320


Radio measurement collection for Minimization of Drive Tests (MDT); Overall description; Stage 2


This document provides an overview and overall description of the minimization of drive tests functionality. The document describes functions and procedures to support collection of UE-specific measurements for MDT using Control Plane architecture, for both UTRAN and EUTRAN. Details of the signalling procedures for single-RAT operation are specified in the appropriate radio interface protocol specification. Network operation and overall control of MDT is described in OAM specifications.
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2.1.6	User Equipment (UE) conformance testing 


2.1.6.1	TS 36.508


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Common test environments for User Equipment (UE) conformance testing 


This document contains definitions of reference conditions and test signals, default parameters, reference radio bearer configurations used in radio bearer interoperability testing, common radio bearer configurations for other test purposes, common requirements for test equipment and generic set-up procedures for use in conformance tests for the 3rd Generation E-UTRAN User Equipment (UE).
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2.1.6.2	TS 36.509


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); Special conformance testing functions for User Equipment (UE) 


This document defines for User Equipment (UE) in E-UTRA FDD or TDD mode those special functions and their activation/deactivation methods that are required in UE for conformance testing purposes.


This document also describes the operation of these special functions for UEs supporting E-UTRA FDD or TDD mode, when operating in UTRA FDD and TDD mode, in GSM/GPRS mode, and in CDMA2000 mode.
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2.1.6.3	TS 36.521-1


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: Conformance testing


This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain transmitting characteristics, receiving characteristics and performance requirements as part of the 3G Long Term Evolution (3G LTE). Conformance test for the support of RRM (Radio Resource Management) are specified in TS 36.521-3.


The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “definition and applicability” part of the test.


For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
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2.1.6.4	TS 36.521-2


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 2: Implementation Conformance Statement (ICS) 


This document provides the ICS proforma for 3G Evolved Universal Terrestrial Radio Access (E-UTRA) User Equipment (UE), in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.521-1 and 3GPP TS 36.521-3. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in 3GPP TS 36.509 and the common test environments are included in 3GPP TS 36.508.


This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.


SDO	Document No.	Version	Issued date	Location





2.1.6.5	TS 36.521-3


Evolved Universal Terrestrial Radio Access (E-UTRA); User Equipment (UE) conformance specification; Radio transmission and reception; Part 3: Radio Resource Management (RRM) conformance testing 


This document specifies the measurement procedures for the conformance test of the user equipment (UE) that contain requirements for support of RRM (Radio Resource Management) as part of the 3G Long Term Evolution (3G LTE).


The requirements are listed in different clauses only if the corresponding parameters deviate. More generally, tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “test applicability” part of the test.


For example only Release 8 and later UE declared to support LTE shall be tested for this functionality. In the event that for some tests different conditions apply for different releases, this is indicated within the text of the test itself.
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2.1.6.6	TS 36.523-1


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 1: Protocol conformance specification 


This document specifies the protocol conformance testing for the 3rd Generation E-UTRAN User Equipment (UE).


This is the first part of a multi-part test specification. The following information can be found in this part:


–	the overall test structure;


–	the test configurations;


–	the conformance requirement and reference to the core specifications;


–	the test purposes; and


–	a brief description of the test procedure, the specific test requirements and short message exchange table.


The following information relevant to testing could be found in accompanying specifications:


–	the default setting of the test parameters (TS 36.508);


–	the applicability of each test case (TS 36.523-2).


A detailed description of the expected sequence of messages could be found in the 3rd part of this test specification.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 2nd part of this document.


This document is valid for UE implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.7	TS 36.523-2


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 2: Implementation Conformance Statement (ICS) proforma specification 


This document provides the ICS proforma for 3rd Generation User Equipment (UE), in compliance with the relevant EPS (E-UTRA/EPC) requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document also specifies a recommended applicability statement for the test cases included in TS 36.523-1. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in TS 36.509 and the common test environments are included in 3GPP TS 36.508.


This document is valid for UE complying with EPS (E-UTRA/EPC) and implemented according to 3GPP releases starting from Release 8 up to the Release indicated on the cover page of this document.
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2.1.6.8	TS 36.523-3


Evolved Universal Terrestrial Radio Access (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification; Part 3: Test suites 


This document specifies the protocol and signalling conformance testing in TTCN-3 for the 3GPP UE at the UEE-UTRAN radio interface.


The following TTCN test specification and design considerations can be found in this document:


–	the test system architecture;


–	the overall test suite structure;


–	the test models and ASP definitions;


–	the test methods and usage of communication ports definitions;


–	the test configurations;


–	the design principles and assumptions;


–	TTCN styles and conventions;


–	the partial PIXIT proforma;


–	the test suites.


The Abstract Test Suites designed in the document are based on the test cases specified in prose (3GPP TS 36.5231). The applicability of the individual test cases is specified in the test ICS proforma specification (3GPP TS 36.5232).


This document is valid for UE implemented according to 3GPP Rel-9 upwards.
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2.1.6.9	TS 36.579-1


Mission Critical (MC) services over LTE; Part 1: Common test environment 


This document defines the common test environment required for testing Client and Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP.


It contains definitions of reference conditions and test signals, default messages and other parameters, generic procedures, and, common requirements for test equipment with the goal for facilitating testing in general and test procedures specification in particular. Various parts of its content are referred to from other parts of the Mission Critical Services over LTE protocol conformance testing specification e.g. TS 36.579-2 and TS 36.579-3.


This document does not define the common test environment required for testing the implementation of the underlying LTE protocols, i.e. the LTE bearers used for transport of the Mission Critical Services signalling and media. This is defined in TS 36.508 and referred to from this document whenever needed.


In regard to default messages or other information elements contents, this document refers to content defined in requirements specifications specified by 3GPP or other organisations. In the case of Session Initiation Protocol (SIP) and Session Description Protocol (SDP) information elements this document refers to those specified in TS 34.229-1 and explicitly specifies only those relevant for the purposes of the Mission Critical Services over LTE protocol conformance testing.


In this release of the specification only Mission Critical Push To Talk (MCPTT) Services are considered. Future releases may include other Mission Critical Services.





2.1.6.10	TS 36.579-2


Mission Critical (MC) services over LTE; Part 2: Mission Critical Push To Talk (MCPTT) User Equipment (UE) Protocol conformance specification 


This document specifies the protocol conformance testing for testing a MCPTT Client for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP.


I particular this document contains:


-	the overall test structure;


-	the test configurations;


-	the conformance requirement and reference to the core specifications;


-	the test purposes; and


-	a brief description of the test procedure, the specific test requirements and short message exchange table.


This document is valid for MCPTT Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


The following information relevant to testing specified in this document could be found in accompanying specifications:


-	default setting of the test parameters TS 36.579-1;


-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;


-	the applicability of each test case TS 36.579-4.


The test cases are expected to be executed through the 3GPP radio interface. This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Client and which are required to be supported by the UE in which the MCPTT Client is installed. This is defined in TS 36.523-1.





2.1.6.11	TS 36.579-3


Mission Critical (MC) services over LTE; Part 3: Mission Critical Push To Talk (MCPTT) Server Application conformance specification


This document specifies the protocol conformance testing for testing a MCPTT Server for compliance to the Mission Critical Push To Talk (MCPTT) over LTE protocol requirements defined by 3GPP. This document addresses only MCPTT Server-Client, and, MCPTT Server-Server communication scenarios. It does not cover e.g. MCPTT Server-EPS, MCPTT Server-SIP Core, etc. scenarios which involve interfaces which implementation may widely vary.


In particular this specification contains:


-	the overall test structure;


-	the test configurations;


-	the conformance requirement and reference to the core specifications;


-	the test purposes; and


-	a brief description of the test procedure, the specific test requirements and short message exchange table.


This document is valid for MCPTT Servers implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


The following information relevant to testing specified in this document could be found in accompanying specifications:


-	default setting of the test parameters TS 36.579-1;


-	Implementation Conformance Statement (ICS) TS 36.579-4 and Implementation eXtra Information for Testing (IXIT) TS 36.579-5;


-	the applicability of each test case TS 36.579-4.


This document does not specify the protocol conformance testing for the EPS (LTE) bearers which carry the MCPTT data sent or received by the MCPTT Server. The specification of such testing is out of the scope of RAN5.





2.1.6.12	TS 36.579-4


Mission Critical (MC) services over LTE; Part 4: Test Applicability and Implementation Conformance Statement (ICS) proforma specification


This document provides the Implementation Conformance Statement (ICS) proforma for testing Client or Server implementations for compliance to the Mission Critical Services over LTE protocol requirements defined by 3GPP, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document specifies the recommended applicability statement for the test cases included in 3GPP TS 36.579-2 and 3GPP TS 36.579-3. These applicability statements are based on the features implemented in the Client or the Server respectively.


This document is valid for Mission Critical Services Servers and Clients implemented according to 3GPP releases starting from Release 13 up to the Release indicated on the cover page of this document.


This document does not specify applicability or ICS for protocol conformance testing for the EPS (LTE) bearers which carry the Mission Critical Services data sent or received by the Client and/or the Server. These are defined in TS 36.523-2.





2.1.6.13	TS 36.579-5


Mission Critical (MC) services over LTE; Part 5: Abstract test suite (ATS)


This document specifies the protocol and signalling conformance testing in TTCN-3 for the Mission Critical services over LTE signalling and protocol requirements defined by 3GPP.


The following TTCN test specification and design considerations can be found in this document:


-	the test system architecture;


-	the overall test suite structure;


-	the test models and ASP definitions;


-	the test methods and usage of communication ports definitions;


-	the test configurations;


-	the design principles and assumptions;


-	TTCN styles and conventions;


-	the partial Implementation eXtra Information for Testing (IXIT) proforma;


-	the test suites.


The Abstract Test Suites designed in the document are based on the test cases specified in 3GPP TS 36.579-2. The test cases specified in 3GPP TS 36.579-3 are out of scope of this document.


The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 36.579-4). Where appropriate the Abstract Test Suites belonging to this specification may refer to other Abstract Test Suites e.g. 3GPP TS 36.523-3 for test requirements related to the EPS (LTE) bearers which carry the Mission Critical services data.


This document is valid for TTCN development for Mission Critical services clients' conformance tests according to 3GPP Releases starting from Release 13 up to the Release indicated on the cover page of this document.





2.1.6.14	TS 37.544


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA); User Equipment (UE) Over The Air (OTA) performance; Conformance testing


This document describes the test procedure for the radiated performances measurements of the user equipment (UE).


The handheld UE measurement procedures explained in this document are defined for roaming bands for the speech mode position (beside the head and beside the head and hand) and hand phantom browsing mode position. Laptop mounted equipment (LME) measurement procedures are defined for roaming bands for the data mode transfer position (laptop ground plane phantom). Laptop embedded equipment (LEE) measurement procedures are defined for roaming bands for the data mode transfer position (free space). 


The browsing mode position explained in this document applies when the UE is held in hand, but not pressed against ear (such as web browsing and navigation).


The data mode transfer position (free space) explained in this document applies when the UE is used away from the user’s head. Free space measurements are applicable to devices used in the data mode transfer position that consist of the laptop mounted equipment (LME) plug-in UEs and laptop embedded equipment (LEE) UEs.


All bands are potential roaming bands, and the requirements for roaming bands shall therefore be fulfilled for all bands supported by a UE. 


Radiated performance of multiple-antenna receivers for handheld UE is defined for roaming bands in free space configuration.


Recommended performance values for operating bands (Annex I) are however included in this specification for information. It should be recognised that the ability to meet the recommended performance values depends on the number of frequency bands supported by the UE.


The radiated radio tests considered here are:


1. 	The measurement of the Total Radiated Power (TRP)


2. 	The measurement of the Total Radiated Sensitivity (TRS)


3. 	The measurement of Total Radiated Multi-antenna Sensitivity (TRMS)


The test procedure described in this document measures the performance of the transmitter and the receiver, including the antenna and also the effects of the user.





2.1.6.159	TS 37.571-1


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 1: Conformance test specification 


This document specifies the procedures for the conformance test of the measurement requirements for FDD mode of UTRA and FDD or TDD mode of E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. These positioning methods are for UTRA: Assisted Global Positioning System (A-GPS), Assisted Global Navigation Satellite Systems (A-GNSS) and for E-UTRA: Assisted Global Navigation Satellite System (A-GNSS), Observed Time Difference of Arrival (OTDOA), Enhanced Cell ID (ECID).


Tests are only applicable to those mobiles that are intended to support the appropriate functionality. To indicate the circumstances in which tests apply, this is noted in the “Test applicability” part of the test.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.
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2.1.6.160	TS 37.571-2


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 2: Protocol conformance 


This document specifies the protocol conformance testing for the 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning.


This is the second part of a multi-part test specification. The following information can be found in this part:


–	the overall protocol conformance test structure;


–	the protocol conformance test configurations;


–	the conformance requirement and reference to the core specifications;


–	the test purposes; and


–	a brief description of the test procedure, the specific test requirements and short message exchange table.


The Implementation Conformance Statement (ICS) pro-forma could be found in the 3rd part of this document.


This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.
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2.1.6.171	TS 37.571-3


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 3: Implementation Conformance Statement (ICS) 


This document provides the ICS proforma for 3rd Generation UTRAN and E-UTRAN User Equipment (UE) supporting UE positioning, in compliance with the relevant requirements, and in accordance with the relevant guidance given in ISO/IEC 9646-1 and ISO/IEC 9646-7.


This document also specifies a recommended applicability statement for the test cases included in 3GPP TS 37.571-1 and 3GPP TS 37.571-2. These applicability statements are based on the features implemented in the UE.


Special conformance testing functions can be found in 3GPP TS 34.109 for UTRA and 3GPP TS 36.509 for E-UTRA. The common test environments are included in 3GPP TS 34.108 for UTRA and in 3GPP TS 36.508 for E-UTRA.


This document is valid for UE supporting UE positioning implemented according to 3GPP releases starting from Release 99 up to the Release indicated on the cover page of this document.
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2.1.6.182	TS 37.571-4


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 4: Test suites 


This document specifies the protocol and signalling conformance testing in TTCN for the UE:


–	A-GPS at the UTRA Uu interface;


–	LTE positioning at the LTE-Uu interface;


–	A-GNSS at the UTRA Uu interface.


The following TTCN test specification and design considerations can be found in this document:


–	Test system architecture;


–	Test models and ASP definitions;


–	Test methods and usage of communication ports definitions;


–	Test configurations;


–	Design principles and assumptions;


–	TTCN styles and conventions;


–	Partial PIXIT proforma;


–	Test suites in TTCN-2 and TTCN-3;


–	The Test Suites designed and implemented in this document are based on the test specifications in prose in 3GPP TS 37.571-2;


–	The applicability of the individual test cases is specified in the test ICS proforma specification in 3GPP TS 37.571-3.
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2.1.6.193	TS 37.571-5


Universal Terrestrial Radio Access (UTRA) and Evolved UTRA (E-UTRA) and Evolved Packet Core (EPC); User Equipment (UE) conformance specification for UE positioning; Part 5: Test scenarios and assistance data 


This document specifies the test scenarios and assistance data required for the conformance test for FDD or TDD mode of UTRA and E-UTRA for the User Equipment (UE) that supports one or more of the defined positioning methods. For UTRA these are Assisted Global Positioning System (A-GPS) and Assisted Global Navigation Satellite System (A-GNSS). For E-UTRA these are A-GNSS, Observed Time Difference of Arrival (OTDOA) and Enhanced Cell ID (ECID).
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2.2	Other specifications


The radio aspects of LTE-Advanced include the capabilities of LTE Release 8 and LTE Release 9. Information on the Radio specifications Release 8 and Release 9 is provided in § 2.2.1. 


Furthermore, information on system and core network specifications is also provided for a complete system perspective. These system and core network specifications address the network, terminal, and service aspects required to provide an integrated mobility solution including aspects such as user services, connectivity, interoperability, mobility and roaming, security, codecs and media, operations and maintenance, charging, etc. Information on the System and core network specifications Release 8, Release 9, Release 10, Release 11, Release 12, and Release 13 and Release 14 is provided in § 2.2.2.


2.2.1	Radio specifications


Release 8 and Release 9 of specifications listed in § 1.2.1 are provided as the foundation of the radio aspects of LTE-Advanced. They are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.


2.2.2	System and core network specifications


The system and core network specifications listed in this section are available at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-43/LTE-Advanced/.


2.2.2.1		TS 21.111


USIM and IC card requirements


This specification describes the requirements of the USIM and the USIM IC card (UICC). These are derived from the service and security requirements defined in the respective specifications. The document is the basis for the detailed specification of the USIM and the UICC, and the interface to the terminal.


2.2.2.2		TS 21.201


Technical specifications and technical reports relating to an Evolved Packet System (EPS) based 3GPP system


This document identifies the 3GPP technical specifications and technical reports required or potentially required to build a system based on the Evolved Packet System/LTE/E-UTRAN radio technology.


2.2.2.3		TS 21.202


Technical Specifications and Technical Reports relating to the Common IP Multimedia Subsystem (IMS)


This document identifies the 3GPP Technical Specifications and Technical Reports specifically relating to the Common IP Multimedia Subsystem (IMS) maintained by 3GPP. Standards organizations adopting the Common IP Multimedia Subsystem (IMS) might not need to use all listed specifications.


2.2.2.4		TR 21.905


Vocabulary


Document 21.905 is a collection of terms, definitions and abbreviations related to the baseline documents defining the objectives and systems framework. This document provides a tool for further work on the technical documentation and facilitates their understanding.


2.2.2.5		TS 22.002


Bearer services supported by a GSM PLMN


This specification describes a set of bearer services to be provided to subscribers by a 3G and beyond network itself and in connection with other networks. This document is also be used as a reference for defining the corresponding required mobile network capabilities which are specified by means of the connection type concept.


2.2.2.6		TS 22.004


General on supplementary services


This specification describes a recommended set of supplementary services to the teleservices and bearer services which will be supported by a 3G and beyond network in connection with other networks as a basis for the definition of the network capabilities required.


2.2.2.7		TS 22.011


Service accessibility


This specification describes the service access procedures as presented to the user. The document contains definitions and procedures are provided for international roaming, national roaming and regionally provided service. These are mandatory in relation to the technical realization of the UE.


2.2.2.8		TS 22.016


International mobile equipment identities (IMEI)


This specification describes the principal purpose and use of unique equipment identities.


2.2.2.9		TS 22.022


Personalization of GSM ME mobile functionality specification – Stage 1


This specification describes functional specifications of five features to personalize UE. These features are called:


–	network personalization;


–	network subset personalization;


–	service provider (SP) personalization;


–	corporate personalization;


–	UMTS subscriber identity module (USIM) personalization.


This specification describes requirements for UE, which provide these personalization features.


2.2.2.10		TS 22.034


High-speed circuit switched data (HSCSD) – Stage 1


This specification describes the Stage 1 description of HSCSD. HSCSD is a feature that allows users subscribing to the general bearer services to access user rates that can be achieved with one or more traffic channel. HSCSD also defines a flexible use of air interface resources, which makes efficient and flexible use of higher user rates feasible.


2.2.2.11		TS 22.038


SIM application toolkit (SAT) – Stage 1


This specification describes the Stage 1 description of the SAT primarily from the subscriber’s and serving environment’s points of view, and does not deal with the details of the human interface itself. It includes information applicable to network operators, serving environments and terminal, switch and database manufacturers and contains the core requirements for a SAT, which are sufficient to provide a complete service.


2.2.2.12		TS 22.041


Operator Determined Barring (ODB)


This document specifies the network feature Operator Determined Barring (ODB), which allows the network operator or service provider to regulate, by means of an exceptional procedure, access by the subscribers to services (both Circuit and Packet Oriented), by the barring of certain categories of outgoing or incoming calls/Packet Oriented Services or of roaming.


2.2.2.13		TS 22.060


General packet radio service (GPRS) – Stage 1


This specification describes the Stage 1 description of the GPRS.


2.2.2.14		TS 22.067


Priority set-up service – Stage 1 (ASCI spec)


This specification describes the Stage 1 description of the enhanced multi-level precedence and preemption (eMLPP) service. This service has two parts: precedence and pre-emption. Precedence involves assigning a priority level to a call in combination with fast call set-up. 


Pre-emption involves the seizing of resources, which are in use by a call of a lower precedence, by a higher level precedence call in the absence of idle resources. Pre-emption can also involve the disconnection of an ongoing call of lower precedence to accept an incoming call of higher precedence.


2.2.2.15		TS 22.071


Location services (LCS) – Stage 1


LCS is a network provided enabling technology consisting of standardized service capabilities that enables the provision of location applications. This application may be service provider specific. The description of the numerous and varied possible location applications which are enabled by this technology are outside the scope of this specification. However, clarifying examples of how the functionality being specified may be used to provide specific LCS is included in various sections of the specification.


2.2.2.16		TS 22.078


Customized applications for mobile network enhanced logic (CAMEL) – Stage 1


This specification describes the Stage 1 description for CAMEL feature, which provides the mechanisms to support services consistently independently of the serving network. The CAMEL features shall facilitate service control of operator specific services external from the serving network. The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the home network.


2.2.2.17		TS 22.081


Line Identification supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Line Identification Supplementary Services, which consist of Calling line identification presentation (CLIP), Calling line identification restriction (CLIR), Connected line identification presentation (COLP), and Connected line identification restriction (COLR).


2.2.2.18		TS 22.082


Call Forwarding (CF) Supplementary Services; Stage 1


This document specifies the supplementary services belonging to the group Call Offering Supplementary Services, which consist of Call forwarding unconditional, Call forwarding on mobile subscriber busy, Call forwarding on no reply, and Call forwarding on mobile subscriber not reachable.


2.2.2.19		TS 22.083


Call Waiting (CW) and Call Holding (HOLD); Supplementary Services; Stage 1


This document specifies the supplementary services belonging to the group Call Completion Supplementary Services, which consist of Call waiting and Call hold.


2.2.2.20		TS 22.084


MultiParty (MPTY) supplementary service; Stage 1


This document specifies the supplementary services belonging to the group MultiParty Supplementary Services, which consist of MultiParty service.


2.2.2.21		TS 22.085


Closed User Group (CUG) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Community Of Interest Supplementary Services, which consist of Closed user group.


2.2.2.22		TS 22.086


Advice of Charge (AoC) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Charging Supplementary Services, which consist of Advice of Charge (Information) and Advice of Charge (Charging).


2.2.2.23		TS 22.087


User-to-User Signalling (UUS); Service description; Stage 1


This document specifies the User-to-User Signalling (UUS) supplementary service, which allows a mobile subscriber to send/receive a limited amount of information to/from another PLMN or ISDN subscriber over the signalling channel in association with a call to the other subscriber.


2.2.2.24		TS 22.088


Call Barring (CB) supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Call Restriction Supplementary Services, which consist of barring of outgoing calls and barring of incoming calls.


2.2.2.25		TS 22.090


Unstructured supplementary service data (USSD); Stage 1


There are two modes of USSD: MMI-mode and application mode. MMI-mode USSD is for the transparent transport of MMI strings entered by the user to the network and for the transparent transport of text strings from the network that are displayed by the mobile for user information. Application mode USSD is for the transparent transport of data between the network and the mobile station. Application mode USSD is intended to be used by applications in the network and their peer applications in the UE. The communication over the radio interface takes place on the signalling channels using short dialogues with peak data throughput rate capabilities of up to approximately 600 bits/s outside of a call and 1 000 bits/s during a call.


2.2.2.26		TS 22.091


Explicit Call Transfer (ECT) supplementary service; Stage 1


This document specifies the stage 1 description of Explicit Call Transfer (ECT) from the service subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.


2.2.2.27		TS 22.093


Completion of Calls to Busy Subscriber (CCBS); Service description, Stage 1


This document specifies the stage 1 description of Completion of Calls to Busy Subscriber (CCBS) from the subscriber’s and user’s points of view, in particular, the procedures for normal operation with successful outcome, the action to be taken in exceptional circumstances, and the interaction with other supplementary services.


2.2.2.28		TS 22.094


Follow Me service description; Stage 1


This document specifies the stage 1 description for the Follow Me feature, which enables a mobile subscriber A to manipulate the Follow Me data of a party B in such a way that – under certain conditions – subsequent calls directed to party B will be forwarded to subscriber A.


2.2.2.29		TS 22.096


Name identification supplementary services; Stage 1


This document specifies the supplementary services belonging to the group Name Identification supplementary services, which consist of Calling Name Presentation (CNAP).


2.2.2.30		TS 22.101


UMTS service principles


This specification describes the service principles of the UMTS.


2.2.2.31		TS 22.105


Services and service capabilities


Pre-UMTS systems have largely standardized the complete sets of bearer services, teleservices and supplementary services that they provide. One major difference between UMTS and preUMTS systems is that service capabilities rather than services are standardized for UMTS, allowing service differentiation and system continuity. This document describes how and what kind of services the UMTS user has access to.


2.2.2.32		TS 22.115


Service aspects: charging and billing


This specification describes the service aspects of charging and billing of the UMTS. This standard is not intended to duplicate existing standards or standards being developed by other groups on these topics, and will reference these where appropriate. This standard will elaborate on the charging requirements described in the charging principles in TS 22.101 UMTS service principles. It will allow the generation of accurate charging information to be used in the commercial and contractual relationships between the parties concerned.


2.2.2.33		TS 22.129


Handover requirements between UMTS and GSM or other radio systems


This specification describes service requirements for handover (terms are defined below) within UMTS systems and between UMTS, other IMT-2000 family members and second generation systems. Particular emphasis has been placed on the description of requirements for handover between UMTS and GSM but requirements specific to other systems are incorporated as required.


2.2.2.34		TS 22.135


Multicall


This specification describes multicall scenarios and requirements for UMTS phase 1 release 1999. Multicall feature specifies functionality and interactions related to usage of several simultaneous bearers between a terminal and a network. Multicall features allow both circuit-switched call(s) and packet session(s) to exist simultaneously.


2.2.2.35		TS 22.146


Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1


The document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.


2.2.2.36		TS 22.153


Multimedia priority service


The document specifies the service requirements for Multimedia Priority Service (MPS). Its scope is to specify those requirements of MPS necessary to provide an end-to-end service and to interwork with external networks where needed. Service interactions with external networks are considered within the scope of this document although these interactions may be specified in other standards.


2.2.2.37		TS 22.173


Multimedia telephony service and supplementary services; Stage 1


The document defines the IMS multimedia telephony service and the minimum set of capabilities required to secure multi-vendor and multi-operator inter-operability for multimedia telephony and related supplementary services.


2.2.2.38	TS 22.179


Mission Critical Push to Talk (MCPTT) over LTE; Stage 1


This document provides the service requirements for operation of the MCPTT Service. MCPTT makes use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service. The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


2.2.2.398		TS 22.182


Customized Alerting Tones (CAT) requirements; Stage 1


This document specifies the requirements and technical considerations for Customized Alerting Tone (CAT) service in both CS and PS domains, especially additional features for roaming and interoperability support.


2.2.2.4039		TS 22.183


Customized Ringing Signal (CRS) requirements; Stage 1


The document specifies the requirements and technical considerations for Customized Ringing Signal (CRS) service in the PS and CS domains, especially additional features for roaming and interoperability support.


2.2.2.41	TS 22.185


Service requirements for V2X services


This document provides 3GPP support for V2X service requirements to be supported by LTE transport. These requirements are identified by taking into account the V2X service requirements defined in other SDOs, e.g. ETSI ITS, US SAE. The specification includes requirements of safety and non-safety aspects.


2.2.2.420		TS 22.220


Service requirements for Home NodeB (HNB) and Home eNodeB (HeNB)


This specification defines the service requirements for the basic functionalities for the support of Home NodeB (HNB) and Home eNodeB (HeNB) – jointly referred to as H(e)NB – and the further functionalities that will enable the mobile operators to provide more advanced services as well as improving the user experience.


2.2.2.431		TS 22.228


IP Multimedia Subsystem Stage 1


This specification describes all IP Multimedia services offered by UMTS Systems and second generation systems.


2.2.2.442		TS 22.234


Requirements on 3GPP system to Wireless Local Area Network (WLAN) interworking


The document specifies the functional requirements placed on the 3GPP system for interworking WLAN with the 3GPP system. Guidance is given for WLAN operators intending to provide the interworked WLAN capability.


2.2.2.453		TS 22.246


Multimedia Broadcast/Multicast Service (MBMS) user services; Stage 1


This document describes MBMS User Services that use the capabilities of MBMS. Application scenarios including charging, QoS aspects and related service requirements derived from them are described. These scenarios and service requirements can be used as guidance for the design of codecs and bearers.


2.2.2.464		TS 22.268


Public Warning System (PWS) requirements


This document covers the core requirements for the PWS that are sufficient to provide a complete service. This TS also covers subsystem additional requirements for the Earthquake and Tsunami Warning System (ETWS) and the Commercial Mobile Alert System (CMAS).


2.2.2.475		TS 22.278


Service requirements for the Evolved Packet System (EPS)


This document describes the service requirements for the Evolved Packet System.


2.2.2.486		TS 22.279


Combined Circuit Switched (CS) and IP Multimedia Subsystem (IMS) sessions; Stage 1


This document specifies service requirements for Combining CS and IMS services using a CS speech or CS multimedia call in association with an IMS session.


2.2.2.49	TS 22.280


Mission Critical Services Common Requirements


This document provides the service requirements that are common across two or more mission critical services, that is MCPTT, MCData and MCVideo. The mission critical services make use of capabilities included in Group Communications System Enablers for LTE (GCSE_LTE) and Proximity Services (ProSe), with additional requirements specific to the MCPTT Service as specified in 3GPP TS 22.179, MCVideo Service as specified in 3GPP TS 22.281, and MCData Service as specified in 3GPP TS 22.282. The mission critical services can be used for public safety applications and also for general commercial applications (e.g., utility companies and railway operators).


2.2.2.50	TS 22.281


Mission Critical Video over LTE


This document provides the service requirements for operation of the MCVideo service. MCVideo makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCVideo Service. The MCVideo Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).


2.2.2.51	TS 22.282


Mission Critical Data over LTE


This document provides the service requirements for operation of the MCData service. MCData makes use of capabilities included in Group Communication System Enablers for LTE (GCSE_LTE), Proximity Services (ProSe), Isolated E-UTRAN operation for Public Safety (IOPS) and Mission Critical Services Common Requirements (MCCoRe) with additional requirements specific to the MCData Service. The MCData Service can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


2.2.2.5247		TS 22.346


Isolated Evolved Universal Terrestrial Radio Access Network (E-UTRAN) operation for public safety; Stage 1 


This document specifies the service requirements for Isolated E-UTRAN Operation in support of mission critical network operation for Public Safety. In particular, requirements are specified for:


–	Initiation of Isolated E-UTRAN operation.


–	Ongoing Isolated E-UTRAN operation.


–	Termination of Isolated E-UTRAN operation.


–	Security aspects of Isolated E-UTRAN operation.


2.2.2.5348		TS 22.368


Service requirements for Machine-Type Communications (MTC); Stage 1


This document specifies the service requirements for Network Improvements for Machine Type Communications. In particular it will:


–	identify and specify general requirements for machine type communications;


–	identify service aspects where network improvements (compared to the current human-to-human oriented services) are needed to cater for the specific nature of machine-type communications;


–	specify machine type communication requirements for these service aspects where network improvements are needed for machine type communication.


2.2.2.5449		TS 22.468 


Group Communication System Enablers for LTE (GCSE_LTE)


This document collects the requirements as relevant to improve the EPC and E-UTRAN for system enablers to the 3GPP system to support Group Communication over LTE for Public Safety and Critical Communication.


The US requirements as specified in NPSTC (Mission Critical Voice Requirements), the TETRA + Critical Communications Association (TCCA) and ITU inputs are taken as starting point. 


Other regional requirements may also be reflected in the work. The requirements are worded in a way to easily accommodate future requirements from other regions or stakeholders. 


2.2.2.550		TS 22.519


Business communication requirements


This document specifies network requirements:


–	to support connection and interoperation of business communication capabilities (either hosted in NGCN or NGN) to the NGN; and


–	to support connection and interoperation of business communication capabilities to other business communication capabilities (either hosted in NGCN or NGN); and


–	to support connection and interoperation of business communication capabilities to other business communication capabilities located in or connected to the ISDN and PSTN; and


–	to support PABX functionality (hosted enterprise services) in an NGN. 


NOTE 1: Network requirements to support connection of NGCN directly connected to an NGN are specified. 


NOTE 2: Attachment of legacy PBX functionality to the NGN is not specified in this document. It is assumed that existing legacy service requirements apply in this case.


This document also specifies network requirements for communication between NGCN capabilities (including user equipment) to other NGCN capabilities of the same enterprise through the NGN (e.g. geographically separated). 


This document does not specify NGCN services, nor does it specify network based application services provided to a user of an NGCN.


2.2.2.561		TS 23.002


Network architecture


This specification describes the possible architectures of the mobile system.


2.2.2.572		TS 23.003


Numbering, addressing and identification


This document defines the principal purpose and use of International Mobile station Equipment Identities (IMEI) within the digital cellular telecommunications system and the 3GPP system.


2.2.2.583		TS 23.007


Restoration procedures


The data stored in location registers are automatically updated in normal operation; the main information stored in a location register defines the location of each mobile station and the subscriber data required to handle traffic for each mobile subscriber. The loss or corruption of these data will seriously degrade the service offered to mobile subscribers; it is therefore necessary to define procedures to limit the effects of failure of a location register, and to restore the location register data automatically. This document defines the necessary procedures.


2.2.2.594		TS 23.008


Organization of subscriber data


This document provides details concerning information to be stored in home subscriber servers, visitor location registers, GPRS Support Nodes and Call Session Control Function (CSCF) concerning mobile subscriber.


2.2.2.6055		TS 23.011


Technical realization of Supplementary Services


This document describes the general aspects on how supplementary services in the 3GPP system are realized from a technical point of view. Description of technical realisation for specific supplementary services can be found in 3GPP TS 23.072.


All supplementary services may require signalling on the radio path. For some supplementary services information needs to be transferred between the Home Location Register (HLR), the Visitor Location Register (VLR), the Mobile services Switching Centre (MSC) and the Serving GPRS Support Node (SGSN). Signalling procedures for such information transfer are defined in 3GPP TS 29.002.


2.2.2.6156		TS 23.012


Location management procedures 


This document describes the location management procedures for the circuit switched domain, with respect to the application level functional behaviour. This is to be distinguished from the corresponding protocol handling behaviour, which is specified in 3GPP TS 29.002. The following location management procedures are included:


–	location updating;


–	location cancellation;


–	MS purging;


–	IMSI attach/detach.


The procedures in the Mobile Station (MS) are described in 3GPP TS 23.022. The procedures between MSC, VLR and HLR utilise the Mobile Application Part (MAP) and details concerning the protocol handling are contained in 3GPP TS 29.002.


This document excludes location management procedures for the packet switched domain, which are covered in 3GPP TS 23.060.


The descriptions herein depict a logical separation between the MSC and VLR. This logical separation, as well as the messages transferred between the two logical entities are the basis of a model used to define the externally visible behaviour of the MSC/VLR, which a may be a single physical entity. They do not impose any requirement except the definition of the externally visible behaviour.


2.2.2.6257		TS 23.018


Basic call handling; Technical realization


This document specifies the technical realization of the handling of calls originated by a UMTS or GSM mobile subscriber and calls directed to a UMTS or GSM mobile subscriber, up to the point where the call is established. Normal release of the call after establishment is also specified. Trunk Originated call is also modelled.


2.2.2.6358		TS 23.034


High Speed Circuit Switched Data (HSCSD) – Stage 2


This document describes the stage 2 service description for a High Speed Circuit Switched Data (HSCSD) on GSM/GERAN in A/Gb mode and Iu mode. HSCSD utilizes the multislot mechanism, i.e. using multiple traffic channels (/bearers) for the communication. 


Additionally, the document specifies some HSCSD related requirements for multi system mobile stations operating in UTRAN Iu mode. Stage 2 identifies the functional capabilities and information flows needed to support the service. Furthermore, it identifies various possible physical locations for the functional capabilities.


2.2.2.6459		TS 23.038


Alphabets and language-specific information


This specification describes the language specific requirements for the terminals including character coding.


2.2.2.650		TS 23.040


Technical realization of the Short Message Service (SMS)


This specification describes the point-to-point SMS.


2.2.2.661		TS 23.041


Technical realization of Cell Broadcast Service (CBS)


This specification describes the point-to-multipoint CBS.


2.2.2.672		TS 23.042


Compression algorithm for text messaging services


This specification describes the compression algorithm for text messaging services.


2.2.2.683		TS 23.057


Mobile Execution Environment (MExE) – Stage 2


This TS describes the functional capabilities and the security architecture of the Mobile Execution Environment.


2.2.2.694		TS 23.060


General packet radio service (GPRS) service description – Stage 2


This specification describes a general overview over the GPRS architecture as well as a more detailed overview of the MS – CN protocol architecture. Details of the protocols will be specified in companion documents.


2.2.2.7065		TS 23.078


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2


This document specifies the stage 2 description for the fourth phase of the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature, which provides the mechanisms to support services of operators which are not covered by standardized services even when roaming outside the HPLMN.


The CAMEL feature is a network feature and not a supplementary service. It is a tool to help the network operator to provide the subscribers with the operator specific services even when roaming outside the HPLMN. CAMEL applicability to IP-based multimedia services is introduced in the fourth phase of the CAMEL. It is specified in 3GPP TS 23.278.


2.2.2.7166		TS 23.081


Line Identification supplementary services; Stage 2


This document gives the stage 2 description of the call identification supplementary services.


The group line identification supplementary services are divided into the following four supplementary services:


–	Calling line identification presentation CLIP;


–	Calling line identification restriction CLIR;


–	Connected line identification presentation COLP;


–	Connected line identification restriction COLR.


2.2.2.7267		TS 23.082


Call Forwarding (CF) supplementary services; Stage 2


This document gives the stage 2 description of the call forwarding supplementary services.


The group of supplementary services call offering supplementary services is divided into four different supplementary services:


–	Call forwarding unconditional (CFU);


–	Call forwarding on mobile subscriber busy (CFB);


–	Call forwarding on no reply (CFNRy);


–	Call forwarding on mobile subscriber not reachable (CFNRc).


2.2.2.7368		TS 23.083


Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 2


This document gives the stage 2 description of the call completion supplementary services.


The group of call completion supplementary services is divided into the following two supplementary services: 


–	Call waiting (CW);


–	Call hold (HOLD).


2.2.2.7469		TS 23.084


Multi Party (MPTY) supplementary service; Stage 2


This document gives the stage 2 description of the multi party supplementary services.


Only one multi party supplementary service has been defined, this is the Multi Party (MPTY) service.


2.2.2.750		TS 23.085


Closed User Group (CUG) supplementary service; Stage 2


This document gives the stage 2 description of the closed user group supplementary service.


The community of interest supplementary service defined is:


–	Closed user group (CUG).


2.2.2.761		TS 23.086


Advice of Charge (AoC) supplementary services; Stage 2


This document gives the stage 2 description of the Advice of Charge (AoC) supplementary services.


The charging supplementary services currently defined are:


–	Advice of Charge (Information) (AoCI);


–	Advice of Charge (Charging) (AoCC).


2.2.2.772		TS 23.087


User-to-User Signalling (UUS) supplementary service; Stage 2


This document gives the stage 2 description of the User-to-User signalling supplementary services.


The User-to-user supplementary service is divided into three different services:


–	Service 1 (UUS1)


–	Service 2 (UUS2)


–	Service 3 (UUS3)


2.2.2.783		TS 23.088


Call Barring (CB) Supplementary Services; Stage 2


This document gives the stage 2 description of the call barring services.


The possibility for a mobile subscriber to have certain categories of calls barred originated from or terminated at his access:


Barring of outgoing calls:


–	Barring of all outgoing calls (BAOC) (Barring program 1);


–	Barring of outgoing international calls (BOIC) (Barring program 2);


–	Barring of outgoing international calls EXCEPT those directed to the home PLMN country (BOIC-exHC) (Barring program 3).


Barring of incoming calls:


–	Barring of all incoming calls (BAIC) (Barring program 1);


–	Barring of incoming calls when roaming outside the home PLMN country (BIC-Roam) (Barring program 2); 


–	Anonymous Call Rejection (ACR) (Barring program 3).


The call barring program “incoming calls when roaming outside the home PLMN country” is only relevant if as a general rule the called mobile subscriber pays the charges for the forwarded part of the call from his home PLMN country to any other country.


2.2.2.794		TS 23.090


Unstructured Supplementary Service Data (USSD); Stage 2


This document gives the stage 2 description of Unstructured Supplementary Service Data (USSD).


The USSD mechanism allows the Mobile Station (MS) user and a PLMN operator defined application to communicate in a way which is transparent to the MS and to intermediate network entities. The mechanism allows development of PLMN specific supplementary services. 


This document defines the requirements for handling USSD at the MS and network entities. It does not include specification of particular applications, nor does it specify how a particular application is selected. Where more than one application exists at a network entity, routing of messages to the correct application is carried out by the USSD handler. The MMI for USSD is specified in 3GPP TS 22.030 and 3GPP TS 22.090. The alphabet indicator and the data coding scheme are defined in 3GPP TS 23.038.


USSD may be initiated by the MS user, or by the network in the following ways:


–	Network initiated USSD;


–	Mobile initiated USSD.


2.2.2.8075		TS 23.091


Explicit Call Transfer (ECT) supplementary service; Stage 2


This document gives the stage 2 description of the call transfer supplementary services.


Only one call transfer supplementary service has been defined, this is the Explicit Call Transfer (ECT) supplementary service, and it is described in this document.


2.2.2.8176		TS 23.093


Technical realization of Completion of Calls to Busy Subscriber (CCBS); Stage 2


This document gives the stage 2 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service.


2.2.2.8277		TS 23.094


Follow-Me (FM); Stage 2


This document specifies the stage 2 description for the Follow Me feature.


The Follow Me feature enables a mobile subscriber A to manipulate the Follow Me data of a remote party B in such a way that subsequent calls directed to remote party B will be forwarded to subscriber A.


2.2.2.8378		TS 23.096


Name identification supplementary services; Stage 2


This document gives the stage 2 description of the Name Identification Supplementary Services.


The group of Name Identification Supplementary Services contains the following Supplementary Service:


CNAP – Calling name presentation.


2.2.2.8479		TS 23.101


General UMTS architecture


This specification describes the basic physical and functional separation of UMTS. The content of this specification is limited to those features that are common to all UMTS networks independent of their origin. It identifies and names the reference points and functional groupings appearing at this level.


2.2.2.850		TS 23.107


QoS concept and architecture


This specification describes the framework for QoS in UMTS. The document shall be used as a living document which will cover all issues related QoS in UMTS.


2.2.2.861		TS 23.108


Mobile radio interface layer 3 specification, core network protocols; Stage 2


This specification describes the procedures used at the radio interface for Call Control (CC), Mobility Management (MM) and Session Management (SM). It contains examples of the structured procedures.


2.2.2.872		TS 23.110


UMTS access stratum services and functions


This specification describes the detailed specifications of the protocols which rule the information flows, both control and user data, between the access stratum and the parts of UMTS outside the access stratum, and of the detailed specifications of the UTRAN. These detailed specifications are to be found in other technical specifications.


2.2.2.883		TS 23.119


Gateway Location Register (GLR); Stage 2 


This document gives the stage 2 description of the Gateway Location Register (GLR) within the UMTS Core Network as a means of reducing the amount of MAP signalling traffic associated with location management carried over inter-PLMN links for roaming users.


This document will be restricted of the case where the GLR supports one VPLMN only.


2.2.2.894		TS 23.122


Non-Access-Stratum (NAS) functions related to Mobile Station (MS) in idle mode


This specification provides an overview of the tasks undertaken by a Mobile Station (MS) when in idle mode (that is, switched on but not having a dedicated channel allocated, e.g. not making or receiving a call; or when in group receive mode, that is, receiving a group call or broadcast call but not having a dedicated connection). It also describes the corresponding network functions.


2.2.2.9085		TS 23.135


Multicall supplementary service; Stage 2 


This document gives the stage 2 description of the Multicall supplementary service.


2.2.2.9186		TS 23.142


Value-added Services for SMS (VAS4SMS) – Interface and Signalling Flow


The specification describes the stage 2 of the VAS4SMS (Value Added Service for SMS). It includes:


–	the logic architecture;


–	the logic elements functionality;


–	the signalling flows;


–	the interaction with other features.


2.2.2.9287		TS 23.153


Out-of-band transcoder control; Stage 2


This document specifies the stage 2 description of the Out-of-Band Transcoder Control for speech services. It describes the principles and procedures to support Transcoder Free Operation, Tandem Free Operation and the interworking between TrFO and TFO. Transcoder at the edge is also part of this document.


2.2.2.9388		TS 23.161


Network-Based IP Flow Mobility (NBIFOM); Stage 2 


The scope of this document is to specify the support of NBIFOM (Network based IP Flow Mobility) i.e. IP flow mobility based on network mobility protocols. This feature supports PDN connections that are simultaneously connected over 3GPP access (i.e. S5/S8 connection to a PDN GW) and a WLAN access (i.e. S2a or S2b connection to the same PDN GW).


2.2.2.9489		TS 23.167


IP Multimedia Subsystem (IMS) emergency sessions


This document defines the stage 2 service description for emergency services in the IP Multimedia Core Network Subsystem (IMS), including the elements necessary to support IP Multimedia (IM) emergency services.


2.2.2.950		TS 23.179


Functional architecture and information flows to support mission critical communication services; Stage 2 


This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service including the common services core architecture for identity management, group management, and configuration management required to support the MCPTT voice service. Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.179.


This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MCPTT functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.


The MCPTT service can be used for public safety applications and also for general commercial applications, e.g. utility companies and railways.


In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered, however, for roaming only EPC-level roaming and IMS-level roaming are considered i.e. partner MCPTT system based roaming (also known as "migration") is out of scope.


2.2.2.961		TS 23.203


Policy and charging control architecture


This document specifies the overall stage 2 level functionality for Policy and Charging Control that encompasses the following high level functions for IPCANs (e.g. GPRS, IWLAN, Fixed Broadband, etc.): (i) Flow Based Charging, including charging control and online credit control; (ii) Policy control (e.g. gating control, QoS control, QoS signalling, etc.).


2.2.2.972		TS 23.204


Support of Short Message Service (SMS) over generic 3GPP Internet Protocol (IP) access; Stage 2


This document specifies the new capabilities and enhancements needed to support SMS over a generic IP Connectivity Access Network (IP-CAN) using IMS capabilities.


2.2.2.983		TS 23.205


Bearer-independent circuit-switched core network; Stage 2


This document defines the stage 2 description for the bearer independent CS core network. The stage 2 shall cover the information flow between the GMSC server, MSC server and media gateways. Note that nothing in this document shall preclude an implementation of a combined MSC Server and MGW. This document shall show the CS core network termination of the Iu interface in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.


2.2.2.99	TS 23.214


Architecture enhancements for control and user plane separation of EPC nodes


This document specifies the overall stage 2 level functionality for control and user plane separation of EPC's SGW, PGW and TDF. This enables a flexible placement of the separated control plane and user plane functions for supporting diverse deployment scenarios (e.g. central or distributed user plane function) without affecting the overall functionality provided by these EPC entities.


2.2.2.10094		TS 23.216


Single Radio Voice Call Continuity (SRVCC)


This technical specification specifies the architecture enhancements for Single Radio Voice Call Continuity (SRVCC) between E-UTRAN access and 3GPP2’s 1xCS, and between E-UTRAN access and 3GPP’s UTRAN/GERAN accesses and between UTRAN (HSPA) access and 3GPP’s UTRAN/GERAN accesses, for Circuit Switched (CS) calls that are anchored in the IMS.


2.2.2.10195		TS 23.218


IP Multimedia (IM) session handling; IM call model; Stage 2


This document specifies the IP multimedia (IM) Call Model for handling of an IP multimedia session origination and termination for an IP Multimedia subscriber. This document includes interactions between an application server and IP multimedia sessions.


2.2.2.10296		TS 23.228


IP Multimedia Subsystem; Stage 2


This document describes the architectural requirement for an IP multimedia components incorporated in an UMTS system as well as second generation systems for GSM inside the core network and identify relevant interfaces to the existing system and the new one in between the new components incorporated.


2.2.2.10397		TS 23.231


SIP-I based circuit-switched core network; Stage 2


This document defines the stage 2 description for the SIP-I based CS core network. This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support a SIP-I based Nc interface. This document shall show the CS core network termination of the Iu and A interfaces in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.


2.2.2.10498		TS 23.234


3GPP system to Wireless Local Area Network (WLAN) interworking; System description


This document specifies system description for interworking between 3GPP systems and Wireless Local Area Networks (WLANs), which extends 3GPP services and functionality to the WLAN access environment. It is not limited to WLAN technologies, but also valid for other IP based Access Networks that support the same capabilities towards the interworking system as WLAN does.


2.2.2.10599		TS 23.237


IP Multimedia Subsystem (IMS) Service Continuity; Stage 2


This document specifies the architectural requirements and procedures for delivery of IMS Service Continuity.


2.2.2.1060		TS 23.246


Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description


This document describes the stage 2 description (architectural solution and functionalities) for the MBMS Bearer Service, which includes, together with MBMS User Services defined in TS 26.346, all the elements necessary to realise the stage 1 requirements in TS 22.146 and TS 22.246. This document encompasses both GPRS and EPS.


This document also includes considerations on the manner in which User Services should make use of the MBMS Bearer Service described herein. It should be noted that the specification of MBMS User Services in TS 26.346 takes precedence over User Service aspects described in this document.


This document includes information applicable to network operators, service providers and manufacturers.


2.2.2.1071		TS 23.259


Personal Network Management (PNM); Procedures and information flows; Stage 2


This document provides the procedure details and the information flows for support of Personal Network Management including the PN UE redirection and PN access control applications enabled by Personal Network Management (PNM).


2.2.2.1082		TS 23.261


IP flow mobility and seamless Wireless Local Area Network (WLAN) offload; Stage 2


This document specifies the Stage 2 system description for IP flow mobility between a 3GPP and a WLAN. The technical solution is based on the working principles of DSMIPv62 and it is applicable to both the Evolved Packet System and the I-WLAN mobility architecture. The specification covers the system description of seamless WLAN offload and IP flow mobility between 3GPP and WLAN as well as the respective interactions with the PCC and ANDSF frameworks. The system description for non-seamless WLAN offload is covered in 3GPP TS 23.402. This document specifies also the detailed extensions to S2c and H1 reference points for IP flow mobility. The extensions to the PCC and to the ANDSF framework are specified respectively in 3GPP TS 23.203 and in 3GPP TS 23.402.


2.2.2.1093		TS 23.271


Functional stage 2 description of Location Services (LCS)


This document specifies the stage 2 of the Location Services (LCS) feature in UMTS, GSM and EPS (for E-UTRAN), which provides the mechanisms to support mobile location services for operators, subscribers and third party service providers.


2.2.2.1104		TS 23.272


Circuit Switched Fallback in Evolved Packet System


This technical specification specifies the architecture enhancements for functionality to enable fallback from E-UTRAN access to UTRAN/GERAN CS domain access and to CDMA 1x RTT CS domain access, and functionality to reuse of voice and other CS-domain services (e.g. CS UDI video/SMS/LCS/USSD) by reuse of CS infrastructure.


2.2.2.11105		TS 23.278


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; Stage 2; IM CN Interworking


This document specifies the stage 2 description for the Customized Applications for Mobile network Enhanced Logic (CAMEL) feature that provides the mechanisms to support services for the IP Multimedia Core Network (IM CN) Subsystem.


2.2.2.11206	TS 23.279


Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 2


This document provides architectural details to combine CS services and IMS services for using them in parallel between the same two users in a peer-to-peer context. This document provides a detailed description of how capabilities and identities are exchanged to enable the combination of CS and IMS services between the same two UEs.


2.2.2.113	TS 23.280


Common functional architecture to support mission critical services; Stage 2


This document specifies the common functional architecture, procedures and information flows needed to support mission critical services including the common services core architecture. 


The corresponding service requirements are defined in 3GPP TS 22.179, 3GPP TS 22.280, 3GPP TS 22.281 and 3GPP TS 22.282.


This document is applicable primarily to mission critical services using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain MC service functions such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The common functional architecture to support mission critical services can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.114	TS 23.281


Functional architecture and information flows to support Mission Critical Video (MCVideo); Stage 2


This document specifies the functional model, procedures and information flows needed for the mission critical video (MCVideo) service. Support for both MCVideo group streaming and MCVideo private streaming operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.280, and 3GPP TS 22.281.


This document is applicable primarily to mission critical video service using E-UTRAN access based on the common functional architecture for mission critical services defined in 3GPP TS 23.280 and the EPC architecture defined in 3GPP TS 23.401.


The MCVideo service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.115	TS 23.282


Functional architecture and information flows to support Mission Critical Data (MCData); Stage 2


This document specifies the functional architecture, procedures and information flows needed to support the Mission Critical Data (MCData) services. MCData is a suite of services which utilizes the common functional architecture defined in 3GPP TS 23.280 to support MC services over LTE including the common services core. 


MCData services suite consists of the following sub-services:


-	short data service (SDS);


-	file distribution (FD.


MCData features include:


-	conversation management;


-	transmission and reception control; 


-	communication release; and


-	enhanced status.


The corresponding service requirements are defined in 3GPP TS 22.282 and 3GPP TS 22.280.


This document is applicable primarily to MCData service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCData service could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


2.2.2.116	TS 23.285


Architecture enhancements for V2X services


This document specifies architecture enhancements to facilitate vehicular communications for Vehicle-to-Everything (V2X) services, which includes Vehicle-to-Vehicle (V2V), Vehicle-to-Pedestrian (V2P), Vehicle-to-Infrastructure (V2I), and Vehicle-to-Network (V2N), according to the use cases and service requirements defined in TS 22.185.


The following vehicular communications for V2X services are specified:


-	V2X communication over PC5 reference point.


-	V2X communication over LTE-Uu reference point.


2.2.2.1107	TS 23.292


IP Multimedia Subsystem (IMS) centralized services; Stage 2


This document specifies the architectural requirements for delivery of consistent services to the user regardless of the attached access type (e.g. CS domain access, or IP-CAN). This is achieved by implementing the services in the IP Multimedia Subsystem (IMS).


2.2.2.1108	TS 23.303


Proximity-based services (ProSe); Stage 2


This document specifies the Stage 2 of the Proximity Services (ProSe) features in EPS. ProSe features consist of: ProSe discovery (direct or EPC-level) and ProSe Direct Communication (using E-UTRAN or WLAN direct).


ProSe discovery identifies that ProSe-enabled UEs are in proximity, using E-UTRAN (with or without E-UTRAN) or EPC.


ProSe Direct Communication enables establishment of communication paths between two or more ProSe-enabled UEs that are in direct communication range. The ProSe Direct Communication path could use E-UTRAN or WLAN.


For Public Safety specific usage:


–	Public Safety ProSe-enabled UEs can establish the communication path directly between two or more Public Safety ProSe-enabled UEs, regardless of whether the Public Safety ProSe-enabled UE is served by E-UTRAN.


–	ProSe Direct Communication is also facilitated by the use of a ProSe UE-to-Network Relay, which acts as a relay between E-UTRAN and UEs not served by E-UTRAN.


Security aspects of ProSe are defined in TS 33.303.


In this Release of the specification, there is no support for ProSe UE-to-Network Relays.


2.2.2.1109		TS 23.327


Mobility between 3GPP-Wireless Local Area Network (WLAN) interworking and 3GPP systems


This document specifies the stage 2 system description for providing mobility between 3GPP Wireless Local Area Network Interworking (I WLAN) and 3GPP Systems. It is to define a technical solution based on the working principles of DSMIPv6 with necessary enhancement of the I WLAN architecture for supporting mobility and roaming between 3GPP WLAN Interworking system and 3GPP Systems so that ongoing 3GPP PS based services can be maintained with minimal impact on the end user’s perceived quality on the services at a change of the access network (between I WLAN and 3GPP Access Systems.


2.2.2.1210		TS 23.333


Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Procedures descriptions


This specification describes the functional requirements and information flows that generate procedures between the Multimedia Resource Function Controller (MRFC) and the Multimedia Resource Function Processor (MRFP), limited to information flows relevant to the Mp Interface. 


2.2.2.1211	TS 23.334


IP Multimedia Subsystem (IMS) Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW) interface: Procedures descriptions


Annex G of 3GPP TS 23.228 gives out an IMS Application Level Gateway (IMS-ALG) and IMS Access Media Gateway (IMS-AGW) based reference model to support NAPT-PT, gate control and traffic policing between IP-CAN and IMS domain.


2.2.2.1212	TS 23.335


User Data Convergence (UDC); Technical realization and information flows; Stage 2


This document describes the procedures and signalling flows associated to the technical realization of the 3GPP User Data Convergence (UDC). It furthermore indicates some requirements for the stage 3 specifications. Special consideration is put in the following areas:


–	reference architecture for the UDC concept;


–	general description of procedures for the user data manipulation (e.g. create, delete, update, etc.);


–	identification of the requirements on the UDC for the applicability of the mechanisms described in this document.


User data convergence is an optional concept to ensure data consistency and simplify creation of new services by providing easy access to the user data, as well as to ensure the consistency of storage and data models and to have minimum impact on traffic mechanisms, reference points and protocols of network elements.


2.2.2.123	TS 23.379


Functional architecture and information flows to support Mission Critical Push To Talk (MCPTT); Stage 2


This document specifies the functional architecture, procedures and information flows needed to support the mission critical push to talk (MCPTT) service. The MCPTT service utilizes the common functional architecture to support MC services over LTE including the common services core defined in 3GPP TS 23.280.Support for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The corresponding service requirements are defined in 3GPP TS 22.179 and 3GPP TS 22.280.


This document is applicable primarily to MCPTT voice service using E-UTRAN access based on the EPC architecture defined in 3GPP TS 23.401. Certain application functions of the MCPTT service such as dispatch and administrative functions could also be supported via non-3GPP access networks but no additional functionality is specified to support non-3GPP access.


The MCPTT service requires preferential handling compared to normal telecommunication services e.g. in support of police or fire brigade including the handling of prioritised MCPTT calls for emergency and imminent threats.


The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


In this document, MCPTT calls between MCPTT users on different MCPTT systems are considered.


2.2.2.12413	TS 23.380


IMS Restoration procedures


This document specifies the procedures required in 3GPP IMS to handle an S-CSCF service interruption scenario with minimum impact to the service to the end user. 


2.2.2.12514	TS 23.401


GPRS enhancements for E-UTRAN access


This technical specification defines the stage 2 service description for the Evolved 3GPP Packet Switched Domain – also called the Evolved Packet System (EPS) in this document. The Evolved 3GPP Packet Switched Domain provides IP connectivity using the Evolved Universal Terrestrial Radio Access Network (E-UTRAN). The specification also covers mobility between E-UTRAN and pre-E-UTRAN 3GPP radio access technologies.


2.2.2.12615	TS 23.402


Architecture enhancements for non-3GPP accesses


This technical specification defines the stage 2 service description for providing IP connectivity using non-3GPP accesses to the Evolved 3GPP Packet Switched domain. In addition, for EUTRAN and non-3GPP accesses, the specification describes the Evolved 3GPP PS Domain where the protocols between its Core Network elements are IETF based.


2.2.2.12716	TS 23.468 


Group Communication System Enablers for LTE (GCSE_LTE); Stage 2


This document provides the stage 2 description for the 3GPP system provided enablers to support group communication services using EUTRAN access. The corresponding stage 1 requirements are defined in TS 22.468.


The group communication system is represented by an Application Server (GCS AS) using the 3GPP system provided enablers for transferring its application signalling and for delivering application data, e.g. media data, to a group of UEs either (i) over MBMS Bearer Services using the Broadcast Mode of MBMS (TS 23.246); or (ii) over EPS Bearers; or (iii) over both MBMS and EPS bearer services.


The specification covers both roaming and non-roaming scenarios and includes support for service continuity, i.e. support for continuous reception of application data when a UE changes between reception of application data via EPS and MBMS Bearer Services.


Application level interactions between the UE and the GCS Application Server are out of scope of this specification.


2.2.2.12817	TS 23.682 


Architecture enhancements to facilitate communications with packet data networks and applications


This document specifies architecture enhancements to facilitate communications with packet data networks and applications (e.g. Machine Type Communication (MTC) applications on the (external) network/MTC servers) as per the use cases and service requirements defined in TS 22.368, TS 22.101, and related 3GPP requirements specifications. Both roaming and nonroaming scenarios are covered.


In this release, this document specifies the network elements, interfaces and procedures for:


–	Device triggering by applications/servers (e.g. MTC applications on the (external) network/MTC servers).


–	PS-Only support with and without MSISDN.


2.2.2.12918		TS 24.002


GSM – UMTS Public Land Mobile Network (PLMN) access reference configuration


This document describes the reference configuration for access to a PLMN.


2.2.2.13019	TS 24.007


Mobile radio interface signalling layer 3; General aspects


This specification describes the principal architecture of Layer 3 and its sub-layers on the GSM Um interface, i.e. the interface between mobile station (MS) and network; for the CM sub-layer, the description is restricted to paradigmatic examples, CC, supplementary services, and short message services for non-general packet radio service (GPRS) services. It also defines the basic message format and error handling applied by the Layer 3 protocols.


2.2.2.13120	TS 24.008


Mobile radio interface Layer 3 specification; Core network protocols; Stage 3


This specification describes the procedures used at the radio interface for call control, mobility management and session management. The procedures currently described are for the CC of circuitswitched connections, SM for GPRS services, MM and radio resource management for circuit-switched and GPRS services. MBMS is also added.


2.2.2.1321	TS 24.010


Mobile radio interface layer 3; Supplementary services specification; General aspects


This specification describes the general aspects of the specification of supplementary services at the Layer 3 radio interface. Details are specified in other TSs.


2.2.2.13322	TS 24.011


Point-to-Point (PP) Short Message Service (SMS) support on mobile radio interface


This specification describes the procedures used across the mobile radio interface by the signalling Layer 3 function short message control (SMC) and short message relay (SM-RL) function for both circuit-switched GSM and GPRS. 


2.2.2.13423	TS 24.022


Radio Link Protocol (RLP) for circuit switched bearer and teleservices


This specification describes the RLP for data transmission over the UMTS public land mobile network (PLMN). RLP covers the Layer 2 functionality of the ISO OSI reference model (IS 7498). It is based on ideas contained in IS 3309, IS 4335 and IS 7809 (HDLC of ISO) as well as ITUT Recommendations X.25, Q.921 and Q.922 (LAP-B and LAP-D, respectively). RLP has been tailored to the special needs of digital radio transmission. RLP provides to its users the OSI data link service (IS 8886).


2.2.2.13524	TS 24.030


Location Services (LCS); Supplementary service operations; Stage 3


This document gives the stage 3 description of the Location Service (LCS) operations for mobile station. These operations shall apply to both CS and PS domain.


The group of location services operations is divided into two different classes:


–	Network initiated location services operations;


–	Mobile initiated location services operations.


2.2.2.13625	TS 24.080


Mobile radio interface layer 3 supplementary services specification; Formats and coding


This specification describes the coding of information necessary for support of supplementary service operation on the mobile radio interface L3. Details are specified in other TSs.


2.2.2.13726	TS 24.081


Line identification supplementary services; Stage 3


This document specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of line identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.13827	TS 24.082


Call Forwarding (CF) supplementary services; Stage 3


This TS specifies the procedures used at the radio interface for: normal operation, registration, erasure, activation, deactivation, interrogation, and network invocation of the call offering supplementary services within the 3GPP system.


2.2.2.13928	TS 24.083


Call Waiting (CW) and Call Hold (HOLD) supplementary services; Stage 3


This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call completion supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14029	TS 24.084


MultiParty (MPTY) supplementary service; Stage 3


This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation and invocation of MultiParty supplementary services.


2.2.2.14130	TS 24.085


Closed User Group (CUG) supplementary service; Stage 3


This technical specification (TS) for mobile communications specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of community of interest supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


2.2.2.14231	TS 24.086


Advice of Charge (AoC) supplementary services; Stage 3


This document specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of charging supplementary services. The provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


2.2.2.1432	TS 24.087


User-to-User Signalling (UUS); Stage 3


This technical specification gives the stage 3 description of the User-to-User signalling supplementary services.


2.2.2.14433	TS 24.088


Call Barring (CB) supplementary service; Stage 3


This technical specification (TS) specifies the procedures used at the radio interface (reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call barring supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14534	TS 24.090


Unstructured Supplementary Service Data (USSD); Stage 3


This document gives the stage 3 description of the Unstructured Supplementary Service Data (USSD) operations.


2.2.2.14635	TS 24.091


Explicit Call Transfer (ECT) supplementary service; Stage 3


This document gives the stage 3 description of the call transfer supplementary services. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of call transfer supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given.


2.2.2.14736	TS 24.093


Call Completion to Busy Subscriber (CCBS); Stage 3


This document gives the stage 3 description of the Completion of Calls to Busy Subscriber (CCBS) supplementary service. This document specifies the procedures used at the radio interface (Reference point Um as defined in 3GPP TS 24.002) for normal operation, activation, deactivation, invocation and interrogation of the completion of calls to busy subscriber supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface.


2.2.2.14837	TS 24.096


Name identification supplementary services; Stage 3


This technical specification (TS) specifies the procedures used at the radio interface for normal operation, registration, erasure, activation, deactivation, invocation and interrogation of name identification supplementary services. Provision and withdrawal of supplementary services is an administrative matter between the mobile subscriber and the service provider and cause no signalling on the radio interface. In 3GPP TS 24.010 the general aspects of the specification of supplementary services at the layer 3 radio interface are given. 3GPP TS 24.080 specifies the formats and coding for the supplementary services.


2.2.2.14938	TS 24.103


Telepresence using the IP Multimedia (IM) Core Network (CN) Subsystem (IMS); Stage 3


This document provides the protocol details for telepresence using the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP), the Binary Floor Control Protocol (BFCP) and the ControLling mUltiple streams for tElepresence (CLUE) controlling multiple streams for telepresence based on service requirements.


This document addresses the areas of describing and negotiating IM session with multiple media streams based on the IM CN subsystem, including point to point calls as specified in 3GPP TS 24.229 and multiparty conferences as specified in 3GPP TS 24.147, to facilitate the support of telepresence.


The functionalities for conference policy control and the signalling between a MRFC and a MRFP are not specified in this document.


Where possible, this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP, SDP, CLUE and BFCP, either directly, or as modified by 3GPP TS 24.229.


This document is applicable to Application Servers (ASs), Multimedia Resource Function Controllers (MRFCs), Multimedia Resource Function Processors (MRFP) and User Equipment (UE) providing IM session supporting telepresence capabilities.


2.2.2.15039		TS 24.105


Application specific Congestion control for Data Communication (ACDC) Management Object (MO) 


This document defines Management Object (MO) that is used to configure the UE with parameters related to Application specific Congestion control for Data Communication (ACDC) functionality.


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of relevant parameters for provisioning of ACDC at a UE.


2.2.2.151	TS 24.109


Bootstrapping interface (Ub) and network application function interface (Ua); Protocol details


This document defines stage 3 for the HTTP Digest AKA based implementation of Ub interface (UE-BSF), the Disposable-Ks model based implementation of Upa interface (NAF-UE) and the HTTP Digest and the PSK TLS based implementation of bootstrapped security association usage over Ua interface (UE-NAF) in Generic Authentication Architecture (GAA) as specified in 3GPP TS 33.220. The purpose of the Ub interface is to create a security association between UE and BSF for further usage in GAA applications. The purpose of the Upa interface is to provide a push mechanism to create a bootstrapped security association between the UE and NAF for secure communication of pushed messages. The purpose of the Ua interface is to use the so created bootstrapped security association between UE and NAF for secure communication. 


This document also defines stage 3 for the Authentication Proxy usage as specified in 3GPP TS 33.222. 


This document also defines stage 3 for the subscriber certificate enrolment as specified in 3GPP TS 33.221 which is one realization of the Ua interface. The subscriber certificate enrolment uses the HTTP Digest based implementation of bootstrapped security association usage to enrol a subscriber certificate and the delivery of a CA certificate.


2.2.2.152	TS 24.116


Stage 3 aspects of system architecture enhancements for TV services


This document defines the stage 3 aspects of the architecture enhancements for broadcast TV service (see 3GPP TS 23.246).


This document specifies:


-	the requirements on the device in Receive only mode;


-	the procedure for selecting a network to receive broadcast TV service; and


-	the usage of the information configured in the TV service configuration.


The clause 4 applies to a device in Receive only mode only. The remaining clauses are applicable to:


-	a 3GPP UE wishing to receive broadcast TV service; and


-	a device in Receive only mode.


2.2.2.153	TS 24.117


TV service configuration Management Object (MO)


This document defines a Management Object (MO) that can be used to configure the parameters related to TV service provided via a PLMN. 


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of nodes and leaves conveying configuration parameters used for selecting and receiving TV service from a PLMN, according to the procedures described in 3GPP TS 23.246 and 3GPP TS 24.116.


2.2.2.1540	TS 24.135


Multicall supplementary service; Stage 3


This document gives the stage 3 description of the Multicall (MC) supplementary service. This document specifies the procedures used by the radio interface for normal operation, registration and interrogation of the Multicall supplementary service. Provision, withdrawal, erasure, activation and deactivation of supplementary services is an administrative matter between the mobile subscriber and the service provider and causes no signalling on the radio interface.


3GPP TS 24.010 describes the general aspects of the specification of supplementary services at the layer 3 radio interface.


3GPP TS 24.080 specifies the formats and coding for the supplementary services.


Definitions and descriptions of supplementary services are given in 3GPP TS 22.004, 3GPP TS 22.072, 3GPP TS 22.08x, 3GPP TS 22.09x-series and 3GPP TS 22.135. 3GPP TS 22.135 is related specifically to the Multicall supplementary service.


The technical realisation of supplementary services are described in 3GPP TS 23.011, 3GPP TS 23.072, 3GPP TS 23.08x, 23.09x-series and 3GPP TS 23.135. 3GPP TS 23.135 is related specifically to the Multicall supplementary service.


The procedures for Call Control and Mobility Management at the layer 3 radio interface are defined in 3GPP TS 24.007 and 3GPP TS 24.008.


The following supplementary services are described in this document:


–	Multicall (MC).


2.2.2.15541	TS 24.139


3GPP system – fixed broadband access network interworking; Stage 3


This document specifies the UE – EPC procedures for accessing 3GPP Evolved Packet Core (EPC) via a Fixed Broadband Access network. The specification covers the Support of QoS, Tunnel management procedures including the support of NAT traversal, and non-seamless offloading impacts. The document is applicable to the UE and the network (i.e. the 3GPP EPC).


2.2.2.15642	TS 24.141


Presence service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for the presence service within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229.


2.2.2.15743	TS 24.147


Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for conferencing within the IP Multimedia Core Network subsystem (IMS) based on the Session Initiation Protocol (SIP), SIP Events, the Session Description Protocol (SDP) and the Binary Floor Control Protocol (BFCP).


2.2.2.15844		TS 24.161


Network-Based IP Flow Mobility (NBIFOM); Stage 3 


This document specifies the procedures of network-based IP flow mobility (NBIFOM). NBIFOM is based on network mobility protocols (i.e. GTP or PMIP) which is performed between 3GPP access and WLAN access network as specified in 3GPP TS 23.161.


2.2.2.15945	TS 24.166


3GPP IP Multimedia Subsystem (IMS) conferencing Management Object (MO)


This document defines the IMS conferencing management object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD_DM-V1_2.


2.2.2.16046	TS 24.167


3GPP IMS Management Object (MO); Stage 3


This document defines a mobile device 3GPP IMS Management Object. The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


2.2.2.16147	TS 24.171


Control Plane Location Services (LCS) procedures in the Evolved Packet System (EPS)


This document specifies the operations and information coding for the Non-access Stratum (NAS) layer protocol for supporting the Location Services (LCS) in the Evolved Universal Terrestrial Radio Access Network (E-UTRAN).


2.2.2.16248	TS 24.173


IMS multimedia telephony communication service and supplementary services; Stage 3


This specification provides the protocol details for multimedia telephony communication service and associated supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.173. Multimedia telephony and supplementary services allow users to establish communications between them and enrich that by enabling supplementary services. 


2.2.2.16349	TS 24.182


IP Multimedia Subsystem (IMS) Customized Alerting Tones (CAT); Protocol specification


This document provides the protocol details for the Customized Alerting Tones (CAT) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.182. The CAT service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the calling party during alerting of the called party. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CAT service.


2.2.2.16450	TS 24.183


IP Multimedia Subsystem (IMS) Customized Ringing Signal (CRS); Protocol specification


The specification provides the protocol details for the Customized Ringing Signal (CRS) service in the IP Multimedia (IM) Core Network (CN) subsystem based on the requirements from 3GPP TS 22.183. The CRS service is an operator specific service by which an operator enables the subscriber to customize the media which is played to the called party as an incoming communication indication during establishment of a communication. This document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the CRS service.


2.2.2.1651	TS 24.216


Communication Continuity Management Object (MO)


The Communication Continuity Management Object consists of relevant parameters that can be managed for Communication Continuity capabilities.


2.2.2.16652	TS 24.229


IP multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3


This specification defines a call control protocol for use in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP), and the associated Session Description Protocol (SDP).


2.2.2.16753	TS 24.234


3GPP system to Wireless Local Area Network (WLAN) interworking; WLAN User Equipment (WLAN UE) to network protocols; Stage 3


The document specifies the network selection, including authentication and access authorization using authentication, authorization and accounting (AAA) procedures used for the interworking of the 3GPP system and WLANs. In addition, it also specifies the tunnel management procedures used for establishing an end-to-end tunnel from the WLAN UE to the 3GPP network via the Wu reference point. The document is applicable to the WLAN user equipment (UE) and the network. In this technical specification, the network includes the WLAN and 3GPP network. 


Furthermore, the document specifies procedures within I-WLAN necessary in order for IMS emergency calls to be supported when I-WLAN is used as the underlying access network. These involve both network selection as well as tunnel management procedures.


2.2.2.16854	TS 24.235


3GPP System to Wireless Local Area Network (WLAN) interworking Management Object (MO)


This document defines the 3GPP System to Wireless Local Area Network interworking Management Object (MO) for I-WLAN PLMN selection as specified in 3GPP TS 24.234. The 3GPP System to Wireless Local Area Network interworking Management Object consists of relevant parameters that can be managed for WLAN UE as specified in 3GPP TS 24.234.


2.2.2.16955	TS 24.237


IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) service continuity; Stage 3


This specification provides the capability of continuing ongoing communication sessions with multiple media across different access networks. This document provides the protocol details for enabling IMS SC based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 


2.2.2.17056	TS 24.238


Session Initiation Protocol (SIP) based user configuration; Stage 3


This document provides a Session Initiation Protocol (SIP) based protocol framework that serves as a means of user configuration of supplementary services in the IP Multimedia (IM) Core Network (CN) subsystem. The protocol framework relies upon the contents of the Request-URI in a SIP INVITE request to enable basic configuration of services without requiring use of the Ut interface. This document is applicable to User Equipment (UE) and Application Servers (AS) that are intended to support user configuration of supplementary services.


2.2.2.17157	TS 24.239


Flexible Alerting (FA) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document provides the protocol details for the Flexible Alerting supplementary service in the IP Multimedia (IM) Core Network (CN) subsystem. Flexible Alerting (FA) causes a call to a pilot identity to branch the call into several legs to alert several termination addresses (group members) simultaneously. The first leg to be answered is connected to the calling party. 


The other call legs are abandoned. The document is applicable to User Equipment (UE) and Application Servers (AS) which are intended to support the FA supplementary service.


2.2.2.17258	TS 24.244


Wireless LAN control plane protocol for trusted WLAN access to EPC; Stage 3


This document specifies the procedures of the Wireless LAN control plane protocol (WLCP) for trusted WLAN access to EPC which is used between User Equipment (UE) and Trusted WLAN Access Gateway (TWAG) for multi-connection mode as specified in 3GPP TS 23.402.


This document also defines the message format, information elements coding, error handling and system parameters applied by the WLCP protocol.


2.2.2.17359	TS 24.247


Messaging service using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3


This specification provides the protocol details for the messaging service within the IP Multimedia CN Subsystem (IMS) based on the Session Initiation Protocol (SIP), the Session Description Protocol (SDP) and, the Message Session Relay Protocol (MSRP). 


2.2.2.174	TS 24.250


Protocol for Reliable Data Service between UE and SCEF; Stage 3


This document specifies a Reliable Data Service (RDS) protocol between the UE and Service Capability Exposure Function (SCEF).


This document defines the frame structure, format of fields and procedures for operation of the RDS protocol. RDS is mainly intended to be used for acknowledged data transfer, but it also supports unacknowledged data transfer.


This document is applicable to the UE and to the SCEF in the Evolved Packet System (EPS).


2.2.2.17560	TS 24.259


Personal Network Management (PNM); Stage 3


This specification provides the protocol details for enabling Personal Network management services in the IP Multimedia Core Network subsystem based on the protocols of SIP and the SDP. This document is applicable to UEs and AS providing PNM capabilities.


2.2.2.176	TS 24.275


Management Object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service


This document defines the management object (MO) for Basic Communication Part (BCP) of IMS Multimedia Telephony (MMTEL) communication service.


The MO for BCP of MMTEL communication service is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The MO for BCP of MMTEL communication service consists of relevant configuration parameter that can be managed for a UE supporting the timer RequestTimeout specified in 3GPP TS 24.173.


2.2.2.17761	TS 24.279


Combining Circuit Switched (CS) and IP Multimedia Subsystem (IMS) services; Stage 3


This specification provides the technical realization for the combination of Circuit Switched calls and IM sessions when using them simultaneously between the same two users. It also describes the use of CS and IM services in combination, using the existing procedures that have been defined for CS and IMS. It includes the necessary function as adding an IM session to an ongoing CS call, adding a CS call to an ongoing IM session, supplementary services as they relate to CSICS and supporting capability exchange.


2.2.2.178	TS 24.281


Mission Critical Video (MCVideo) signalling control; Protocol specification


This document specifies the signalling control needed to support Mission Critical Video (MCVideo) service. 


The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server.


2.2.2.179	TS 24.282


Mission Critical Data (MCData) signalling control; Protocol specification


This document specifies the signalling control protocols needed to support Mission Critical Data (MCData) communications as specified by 3GPP TS 23.282. This document specifies both on-network and off-network protocols.


This document utilises the common functional architecture to support mission critical services as specified in 3GPP TS 23.280, in support of MCData communications.


The MCData service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways.


This document is applicable to User Equipment (UE) supporting the MCData client functionality, and to application servers supporting the MCData server functionality.


2.2.2.18062	TS 24.285


Allowed Closed Subscriber Group (CSG) list; Management Object (MO)


The Allowed CSG List MO consists of relevant parameters for that can be used by the UE to select the appropriate CSG cell based on its subscription. The Allowed CSG List MO defines the relevant parameters related to the Allowed CSG List and to the Operator CSG List.


2.2.2.18163	TS 24.286


IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Management Object (MO)


This document defines the IMS Centralized Services Management Object (MO). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


2.2.2.18264	TS 24.292


IP Multimedia (IM) Core Network (CN) subsystem Centralized Services (ICS); Stage 3


IP Multimedia (IM) Core Network (CN) subsystem centralized services (ICS) allow for the delivery of consistent IMS services to the user regardless of the attached access type (e.g. CS domain access or IP-CAN). This specification provides the protocol details for the realization of ICS based on the Session Initiation protocol (SIP), the Session Description Protocol (SDP) and the protocols of the 3GPP Circuit-Switched (CS) domain (e.g. CAP, MAP, ISUP, BICC and the NAS call control protocol for the CS access). 


2.2.2.18365	TS 24.294


IP Multimedia Subsystem (IMS) Centralized Services (ICS) protocol via I1 interface


This document describes the I1 interface between IMS Centralized Services (ICS) UE and Service Centralization and Continuity (SCC) Application Server (AS).


2.2.2.18466	TS 24.301


Non-Access-Stratum (NAS) protocol for Evolved Packet System (EPS); Stage 3


This specification specifies the procedures used by the protocols for mobility management and session management between User Equipment (UE) and Mobility Management Entity (MME) in the Evolved Packet System (EPS). These protocols belong to the non-access stratum (NAS). The EPS Mobility Management (EMM) protocol defined in this document provides procedures for the control of mobility when the User Equipment (UE) is using the Evolved UMTS Terrestrial Radio Access Network (E-UTRAN). The EMM protocol also provides control of security for the NAS protocols. The EPS Session Management (ESM) protocol defined in this document provides procedures for the handling of EPS bearer contexts. Together with the bearer control provided by the access stratum, this protocol is used for the control of user plane bearers. For both NAS protocols this document specifies procedures for the support of inter-system mobility between EUTRAN and other 3GPP or non-3GPP access networks.


2.2.2.18567	TS 24.302


Access to the 3GPP Evolved Packet Core (EPC) via non-3GPP access networks; Stage 3


This document specifies the discovery and network selection procedures for access to 3GPP Evolved Packet Core (EPC) via non-3GPP access networks and includes Authentication and Access Authorization using Authentication, Authorization and Accounting (AAA) procedures used for the interworking of the 3GPP EPC and the non-3GPP access networks. This document also specifies the Tunnel management procedures used for establishing an end-to-end tunnel from the UE to the ePDG to the point of obtaining IP connectivity and includes the selection of the IP mobility mode.


2.2.2.18668	TS 24.303


Mobility management based on Dual-Stack Mobile IPv6; Stage 3


This document specifies the signalling procedures for accessing the 3GPP Evolved Packet Core network and handling the mobility between 3GPP and non-3GPP accesses via the S2c reference point defined in 3GPP TS 23.402. In addition this document specifies the procedures used for the DSMIPv6 Home Agent discovery, for bootstrapping the DSMIPv6 security association between the UE and the Home Agent and for managing the DSMIPv6 tunnel. DSMIPv6 procedures can be used independently of the underlying access technology.


2.2.2.18769	TS 24.304


Mobility management based on Mobile IPv4; User Equipment (UE) – foreign agent interface; Stage 3


This document describes the stage 3 aspects of mobility management for User Equipment (UE) using IETF Mobile IPv4 foreign agent mode to access the Evolved Packet Core Network (EPC) through trusted non-3GPP access networks and for mobility management of UE between the 3GPP access network and trusted non-3GPP access networks. In particular, this document describes the UE – Mobile IPv4 Foreign Agent (FA) interface stage 3 aspects, where the FA functionality is located within the access network in the non-3GPP access domain.


2.2.2.18870	TS 24.305


Selective Disabling of 3GPP User Equipment Capabilities (SDoUE) Management Object (MO)


This document specifies a mobile device Selective Disabling of 3GPP UE Capabilities (SDoUE) Management Object (MO) and the rules and corresponding behaviour of the UE with regard to the selective disabling of 3GPP UE capabilities, for example, when services or functions are disabled/enabled. 


The SDoUE MO consists of the relevant parameters that can be managed for selective disabling of 3GPP UE capabilities. The SDoUE MO defines a repository of data into the ME. The service requirements for selective disabling of 3GPP UE capabilities are defined in 3GPP TS 22.011.


2.2.2.18971	TS 24.312


Access Network Discovery and Selection Function (ANDSF) Management Object (MO)


This document defines management objects that can be used by the Access Network Discovery and Selection Function (ANDSF) and the UE. The Management Object (MO) is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


2.2.2.19072	TS 24.315


IP Multimedia Subsystem (IMS) Operator Determined Barring (ODB); Stage 3: protocol specification


This document specifies the stage 3, Protocol Description of the network feature Operator Determined Barring (ODB) of IMS Multimedia Telephony Services. It is based on the requirements described in 3GPP TS 22.041. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). In addition, it provides protocol details for XCAP for barring of supplementary services configuration.


2.2.2.19173	TS 24.322


Tunnelling of IP Multimedia Subsystem (IMS) services over restrictive access networks; Stage 3


This document specifies procedures and protocol elements for tunnelling of IMS traffic over restrictive access networks, specifically procedures and protocol elements for establishing, maintaining, and sending traffic via a firewall traversal tunnel between the UE and an enhanced firewall traversal function (EFTF) in the network. This document is applicable to UE and EFTF.


This document applies only to the case when the IMS traffic is not routed via EPC of a PLMN. Procedures for tunnelling of IMS traffic that is routed via EPC are specified in 3GPP TS 24.302 annex F.


2.2.2.19274	TS 24.327


Mobility between 3GPP Wireless Local Area Network (WLAN) interworking (I-WLAN) and 3GPP systems; General Packet Radio System (GPRS) and 3GPP I-WLAN aspects; Stage 3


This document specifies the signalling procedures for handling the mobility of a UE between 3GPP Wireless Local Area Network Interworking (I-WLAN) and GPRS systems and is applicable to the User Equipment (UE) and the network nodes supporting mobility between 3GPP I-WLAN and GPRS systems. In addition, it specifies the procedures used between the UE and the network nodes for the attach and the detach cases. It also specifies how the UE performs handover when moving from 3GPP I-WLAN to GPRS systems and vice-versa. 


2.2.2.19375	TS 24.333


Proximity-services (ProSe) Management Objects (MO)


This document defines Management Objects (MO) that are used to configure the ProSe-enabled UE.


The MOs are compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and are defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MOs consist of relevant parameters for provisioning and authorisation of ProSe at the ProSeenabled UE.


The protocol aspects for ProSe are described in 3GPP TS 24.334.


2.2.2.19476	TS 24.334


Proximity-services (ProSe) User Equipment (UE) to ProSe function protocol aspects; Stage 3


This document specifies the protocols for Proximity-based Services (ProSe) between:


–	the ProSe-enabled UE and the ProSe Function (over the PC3 interface); and


–	two ProSe-enabled UEs (over the PC5 interface).


This document defines the associated procedures for ProSe service authorisation, ProSe direct discovery, EPC-level ProSe discovery, and EPC support for WLAN direct discovery and communication.


This document also defines the message format, message contents, error handling and system parameters applied by the protocols for ProSe.


This document is applicable to:


–	the ProSe-enabled UE; and


–	the ProSe Function.


2.2.2.19577	TS 24.337


IP Multimedia (IM) Core Network (CN) subsystem IP Multimedia Subsystem (IMS) Inter-UE transfer; Stage 3


This document provides the protocol details for enabling IMS inter-UE transfer based on the Session Initiation protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.19678	TS 24.341


Support of SMS over IP networks; Stage 3


This document provides the protocol details for SMS over IP within the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and SIP Events as defined in 3GPP TS 24.229. Where possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of SIP and SIP Events, either directly, or as modified by 3GPP TS 24.229. This document is applicable to Application Servers (ASs) and User Equipment (UE) providing SMS over IP functionality.


2.2.2.19779	TS 24.368


Non-Access Stratum (NAS) Management Object (MO)


This document defines a Management Object (MO) that can be used to configure the UE with parameters related to Non-Access Stratum (NAS) functionality.


2.2.2.1980	TS 24.371


Web Real-Time Communications (WebRTC) client access to the IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document provides the details for allowing Web Real-Time Communication (WebRTC) IMS Clients (WIC) to access the IP Multimedia (IM) Core Network (CN) subsystem.


This document is applicable to WebRTC IMS client (WIC), eP-CSCF, WebRTC Web Server Function (WWSF) and WebRTC Authorization Function (WAF).


2.2.2.19981		TS 24.379


Mission Critical Push To Talk (MCPTT) call control; Protocol specification 


This document specifies the session control protocols needed to support Mission Critical Push To Talk (MCPTT). This document specifies both on-network and off-network protocols.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the MCPTT client functionality, and to application servers supporting the MCPTT server functionality.


2.2.2.200182	TS 24.380


Mission Critical Push To Talk (MCPTT) media plane control; Protocol specification 


This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Push To Talk (MCPTT).


This document specifies protocol for using pre-established session to setup calls, floor control and managing MBMS subchannels over MBMS bearers on-network and off-network protocols for floor control.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade. Floor control provides a mechanism for managing the right to transmit at a point in time during an MCPTT call.


The MCPTT service and its associated media plane control protocols can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the floor participant functionality, setting up calls using pre-established SIP sessions and using MBMS bearers for group communication and to floor control servers supporting these functions in the MCPTT system.


2.2.2.20183	TS 24.381


Mission Critical Push To Talk (MCPTT) group management; Protocol specification


This document specifies the group management protocols needed to support Mission Critical Push To Talk (MCPTT). Group management applies only when the UE operates on the network.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.


2.2.2.202184	TS 24.382


Mission Critical Push To Talk (MCPTT) identity management; Protocol specification


This document specifies the identity management and authentication protocols needed to support Mission Critical Push To Talk (MCPTT). Identity management applies only to on-network operation.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.


2.2.2.203185		TS 24.383


Mission Critical Push To Talk (MCPTT) Management Object (MO)


[bookmark: _Ref511812747]This document defines a number of Mission Critical Push To Talk (MCPTT) Management Objects (MO) that are configured for the MCPTT UE for the operation of the MCPTT Service. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.


This document is applicable to an MCPTT UE supporting off-line configuration of the group management client.


The parameters defined by the management objects in this document are configured in the MCPTT UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCPTT, and whether they are applicable to on-network operation or off-network operation, or both:


–	3GPP TS 24.379 


–	3GPP TS 24.380 


–	3GPP TS 24.381 


–	3GPP TS 24.382 


–	3GPP TS 24.384 


The common network operation means both on-network operation and off-network operation in this document.


The following management objects are defined in this document:


–	MCPTT UE configuration MO


–	MCPTT user profile MO


–	MCPTT group configuration MO


–	MCPTT service configuration MO


–	MCPTT UE initial configuration MO


The MOs listed above define repositories of data in the ME.


2.2.2.204186		TS 24.384


Mission Critical Push To Talk (MCPTT) configuration management; Protocol specification 


This document specifies the configuration management documents and protocols needed to support Mission Critical Push To Talk (MCPTT) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Push To Talk (MCPTT) offline configuration over the CSC-11 and CSC-12 reference points. Configuration management documents defined in this document includes:


MCPTT UE initial configuration document;


MCPTT UE configuration document;


MCPTT user profile configuration document; and


MCPTT service configuration document.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCPTT service can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.


2.2.2.205	TS 24.385


V2X services Management Object (MO)


This document defines Management Object (MO) that is used to configure the UE for V2X services.


The MO is compatible with the OMA Device Management (DM) protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework (DDF) as described in the Enabler Release Definition OMA-ERELD-DM-V1_2.


The MO consists of relevant parameters for provisioning and authorization of V2X communication at the UE.


The protocol aspects for V2X are described in 3GPP TS 24.386.


2.2.2.206	TS 24.386


User Equipment (UE) to V2X control function; protocol aspects; Stage 3


This document specifies the protocols:


-	for V2X authorization between the UE and the V2X control function (over the V3 interface);


-	for V2X communication among the UEs (over the PC5 interface); and


-	for V2X communication between the UE and the V2X application server (over the LTE-Uu interface).


This document defines the associated procedures for V2X authorization and V2X communication.


This document also defines the message format, message contents, error handling and system parameters applied by the protocols for V2X.


This document is applicable to:


-	the UE;


-	the V2X control function; and


-	the V2X application server.


2.2.2.207187	TS 24.390


Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem IMS; Stage 3


This document describes the procedures for using Unstructured Supplementary Service Data (USSD) operations for mobile initiated MMI mode over IP Multimedia Core Network Subsystem (IMS). MMI mode is for the transparent transport of MMI strings entered by the user to the Application Servers (AS) and for the transparent transport of text strings back to the User Equipment (UE) to be displayed for user information. Support of USSD service is optional and only applicable for an operator’s Public Land Mobile Network (PLMN). This document is applicable to UE and AS which are intended to support USSD operations over IP Multimedia Core Network Subsystem (IMS) in mobile initiated MMI mode.


2.2.2.208188	TS 24.391


Unstructured Supplementary Service Data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) Management Object (MO)


This document defines the unstructured supplementary service data (USSD) using IP Multimedia (IM) Core Network (CN) subsystem (IMS) management object (MO). The MO is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The USSD using IMS (USSI) MO consists of relevant configuration parameters that can be managed for the UE's USSI capabilities specified in 3GPP TS 24.390.


2.2.2.209189		TS 24.481


Mission Critical Services (MCS) group management; Protocol specification 


This document specifies the group management protocols needed to support Mission Critical Services (MCSs). Group management applies only when the UE operates on the network.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the group management client (GMC) functionality, to application server supporting the group management server (GMS) functionality, and to application server supporting the MCPTT server functionality.


2.2.2.210190		TS 24.482


Mission Critical Services (MCS) identity management; Protocol specification 


This document specifies the identity management and authentication protocols needed to support Mission Critical Services (MCSs). Identity management applies only to on-network operation.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to User Equipment (UE) supporting the identity management client functionality, and to application servers supporting the identity management server functionality.


2.2.2.21191	TS 24.483


Mission Critical Services (MCS) Management Object (MO) 


This document defines a number of Mission Critical Services (MCSs) Management Objects (MO) that are configured for the UE for the operation of the MCSs. The management objects are compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA OMA-ERELD_DM-V1_2.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an UE supporting on-line, off-line or both on-line and off-line configuration of the configuration management client.


This document is applicable to an UE supporting off-line configuration of the group management client.


The parameters defined by the management objects in this document are configured in the UE using on-line configuration over the CSC-4 reference point and using off-line configuration over the CSC-11 and CSC-12 reference points. Other specifications define how these parameters are used in the operation of MCSs, and whether they are applicable to on-network operation or off-network operation, or both:


–	3GPP TS 24.379 


–	3GPP TS 24.380 


–	3GPP TS 24.381 


–	3GPP TS 24.382 


–	3GPP TS 24.384


The common network operation means both on-network operation and off-network operation in this document.


The following management objects are defined in this document:


–	MCPTT UE configuration MO


–	MCPTT user profile MO


–	MCPTT group configuration MO


–	MCPTT service configuration MO


–	MCPTT UE initial configuration MO


The MOs listed above define repositories of data in the ME.


2.2.2.212192	TS 24.484


Mission Critical Services (MCS) configuration management; Protocol specification 


This document specifies the configuration management documents and protocols needed to support Mission Critical Service (MCS) online configuration over the CSC-4 and CSC-5 reference points and the procedures to support Mission Critical Service (MCS) offline configuration over the CSC-11and CSC-12 reference points. Configuration management documents defined in this document includes:


–	MCPTT UE initial configuration document;


–	MCPTT UE configuration document;


–	MCPTT user profile configuration document; and


–	MCPTT service configuration document.


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCSs can be used for public safety applications and for general commercial applications (e.g. utility companies and railways).


This document is applicable to an MCPTT UE supporting the configuration management client functionality, to application server supporting the configuration management server functionality, and to application server supporting the MCPTT server functionality.


2.2.2.213	TS 24.417


Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem


This document defines a Management Object (MO) for Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR). The management object is compatible with OMA Device Management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM Device Description Framework as described in the Enabler Release Definition OMA-ERELD _DM-V1_2.


The OIP/OIR MO consists of relevant parameters that can be managed for the UE configuration related to the Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) service defined in 3GPP TS 24.607.


2.2.2.214	TS 24.424


Management Object (MO) for Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for Manipulating Supplementary Services (SS)


This document defines the management object (MO) for extensible markup language (XML) configuration access protocol (XCAP) over the Ut interface for manipulating supplementary services (SS).


The MO for XCAP over Ut interface for manipulating SS is compatible with OMA device management protocol specifications, version 1.2 and upwards, and is defined using the OMA DM device description framework as described in the enabler release definition OMA-ERELD_DM-V1_2.


The MO for XCAP over Ut interface for manipulating SS consists of relevant configuration parameters that can be managed for a UE supporting the UE role specified in 3GPP TS 24.623.


2.2.2.215193	TS 24.523


Core and enterprise Next Generation Network (NGN) interaction scenarios; Architecture and functional description


This document provides the possible scenarios for:


–	the interconnection of an Next Generation Corporate Network (NGCN) with a Next Generation Network (NGN); and


–	the support of NGCN capabilities within an NGN, either towards a User Equipment (UE) or to an NGCN.


Unless otherwise specified by reference to other documents, all requirements relating to architecture and functional requirements are contained within this document.


2.2.2.216194	TS 24.524


Hosted enterprise services; Architecture, functional description and signalling


This document describes the architecture and functionality required to support enterprise and corporate services as IMS applications hosted in the NGN operator's network on behalf of an enterprise (Hosted Enterprise Services).


This document also specifies the protocol requirements for the UE to attach to the NGN (in particular the IMS) and also any protocol requirements related to application servers provided in support of hosted enterprise services.


2.2.2.217195	TS 24.525


Business trunking; Architecture and functional description


This document provides architecture and functional requirements for business trunking for the Next Generation Network (NGN).


This document also specifies the protocol requirements for the Next Generation Corporate Networks (NGCNs) to attach to the NGN (in particular the IM CN subsystem) and also any protocol requirements relation to application servers provided in support of business trunking.


Business trunking is a set of NGN capabilities that may be applied to communications between NGCNs using the NGN as a transit.


2.2.2.218	TS 24.581


Mission Critical Video (MCVideo) media plane control; Protocol specification


This document specifies the media plane control and transmission control protocols and interactions with the media needed to support Mission Critical Video (MCVideo) service. 


The MCVideo service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCVideo client, and MCVideo server supporting media distribution function and transmission control server.


2.2.2.219	TS 24.582


Mission Critical Data (MCData) media plane control; Protocol specification


This document specifies the media plane control protocols and interactions with the media needed to support Mission Critical Data (MCData) services, which are Short Data Service (SDS) and File Distribution (FD).


Mission critical communication services are services that require preferential handling compared to normal telecommunication services, e.g. in support of police or fire brigade.


The MCData service and its associated media plane control protocols can be used for public safety applications and also for general commercial applications (e.g., utility companies and railways).


This document is applicable to User Equipment (UE) supporting MCData client functionality and to servers in the MCData system.


2.2.2.220196	TS 24.604


Communication Diversion (CDIV) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Communications Diversion (CDIV) supplementary services, based on stages 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22197	TS 24.605


Conference (CONF) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Conference (CONF) service based on stages 1 and 2 of the ISDN CONF supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.222198	TS 24.606


Message Waiting Indication (MWI) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Message Waiting Indication (MWI) service, based on stages 1 and 2 of the ISDN MWI supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.223199	TS 24.607


Originating Identification Presentation (OIP) and Originating Identification Restriction (OIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 (protocol description) of the Originating Identification Presentation (OIP) supplementary service and the Originating Identification Restriction (OIR) supplementary services, based on stages 1 and 2 of the ISDN CLIP and CLIR supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22400	TS 24.608


Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 protocol description of the Terminating Identification Presentation (TIP) and Terminating Identification Restriction (TIR) services, based on stage 1 and 2 of the ISDN COLP and COLR supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22501	TS 24.610


Communication HOLD (HOLD) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Communication Hold (HOLD) services, based on stages 1 and 2 of the ISDN Hold (HOLD) supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22602	TS 24.611


Anonymous Communication Rejection (ACR) and Communication Barring (CB) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Anonymous Communication Rejection (ACR) and Communication Barring (CB) supplementary service, based on stage 1 and 2 of the ISDN supplementary service Anonymous Call Rejection (ACR), Incoming Communication Barring (ICB) and Outgoing Communication Barring (OCB). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22703	TS 24.615


Communication Waiting (CW) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3, Protocol Description of the Communication Waiting (CW) service, based on stage 1 and stage 2 of the ISDN call waiting supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.22804	TS 24.616


Malicious Communication Identification (MCID) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Malicious Call Communication Identification (MCID) service based on the stages 1 and 2 of ISDN Malicious Call Identification supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP). The MCID service will store session related information independent of the service requested.


2.2.2.22905	TS 24.623


Extensible Markup Language (XML) Configuration Access Protocol (XCAP) over the Ut interface for manipulating supplementary services


This document defines a protocol used for manipulating data related to supplementary services. The protocol is based on the eXtensibleMarkup Language (XML) Configuration Access Protocol (XCAP) RFC 4825. A new XCAP application usage is defined for the purpose of manipulating the supplementary services data. The common XCAP related aspects that are applicable to supplementary services are specified in this document. The protocol allows authorized users to manipulate servicerelated data either when they are connected to IMS or when they are connected to nonIMS networks (e.g. the public Internet).


2.2.2.2306	TS 24.628


Common Basic Communication procedures using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document describes the stage 3 protocol for basic communication procedures common to several services in the IP Multimedia (IM) Core Network (CN) subsystem when at least one Application Server (AS) is included in the communication. The common procedures are based on stage 3 specifications for supplementary services.


2.2.2.23107	TS 24.629


Explicit Communication Transfer (ECT) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 (protocol description) of the Explicit Communication transfer (ECT) supplementary service, based on stage 1 and 2 of the ISDN ECT supplementary service. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23208	TS 24.642


Completion of Communications to Busy Subscriber (CCBS) and Completion of Communications by No Reply (CCNR) using IP Multimedia (IM) Core Network (CN) subsystem; Protocol specification


This document specifies the stage 3 Protocol Description of the Completion of Communications to Busy Subscriber (CCBS) service and the Completion of Communication on no Reply (CCNR) service, based on stages 1 and 2 of the ISDN supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23309	TS 24.647


Advice of Charge (AOC) using IP Multimedia (IM) Core Network (CN) subsystem


This document specifies the stage 3 Protocol Description of the Advice of Charge (AOC) service, based on stage 1 and 2 of the ISDN Supplementary Service Advice of Charge for all calls (permanent mode). It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23410	TS 24.654


Closed User Group (CUG) using IP Multimedia (IM) Core Network (CN) subsystem, Protocol specification


This document specifies the stage 3 Protocol Description of the Closed User Group (CUG) service, based on stage 1 and 2 of the ISDN Communication diversion supplementary services. It provides the protocol details in the IP Multimedia (IM) Core Network (CN) subsystem based on the Session Initiation Protocol (SIP) and the Session Description Protocol (SDP).


2.2.2.23511	TS 26.071


AMR speech codec: general description


This specification describes an introduction to the set of the adaptive multi-rate (AMR) specifications.


2.2.2.23612	TS 26.090


AMR speech codec: transcoding functions


This specification describes a detailed description of the AMR speech codec transcoding functions.


2.2.2.23713	TS 26.091


AMR speech codec: error concealment of lost frames


This specification describes example procedures for the error concealment, also called frame substitution or muting procedure, of lost speech or silence indicator frames.


2.2.2.23814	TS 26.092


AMR speech codec: comfort noise aspects


This specification describes the detailed requirements for the correct operation of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the AMR speech codec during source controlled rate (SCR) operation.


2.2.2.23915	TS 26.093


AMR speech codec: source controlled rate (SCR) operation


This specification describes the operation of the AMR speech codec during SCR operation.


2.2.2.24016	TS 26.094


AMR speech codec: voice activity detector (VAD)


This specification describes two alternatives for the VAD to be used during SCR operation in conjunction with the AMR codec.


2.2.2.2417	TS 26.110


Codec for circuit-switched multimedia telephony service: general description


This specification describes an introduction to the set of specifications for the support of circuitswitched 3G-324M multimedia telephony service.


2.2.2.24218	TS 26.111


Codec for circuit-switched multimedia telephony service: modifications to Recommendation ITU-T H.324


This specification describes the modifications applicable to the Recommendation ITU-T H.324, Annex C for the support of circuit-switched 3G-324M multimedia telephony service.


2.2.2.24319		TS 26.116


Television (TV) over 3GPP services; Video profiles 


This document specifies requirements and guidelines on video source formats (frame rate, resolution, aspect ratio, colorimetry, bit depth…) and encoding parameters (codec format, random access point period, SEI messages…) for different types of TV services, including linear TV, catch-up TV or on-demand services. A limited set of Operation Points (e.g. SDTV, HDTV…) are defined to provide confidence to content providers/broadcasters on the quality of experience offered by 3GPP services when used for TV-like distribution. Operation Points define format and encoding restrictions, but may also be viewed as compatibility points for UEs.


In particular, the Operation Points defined in this document may serve as the primary tested configurations for TV centric video distribution. The initial set of Operation Points are defined based on the analysis and findings in the technical report TR 26.949. 


In addition, in the context of DASH operations, not only the main distribution format are defined, but also a subset of spatial and temporal resolutions. In order to minimize testing for seamless switching experience, suitable lower resolutions of distribution formats are defined. Furthermore, to compensate congestion situations, a minimum service quality is defined in order to provide service continuity.


2.2.2.24420		TS 26.179


Mission Critical Push To Talk (MCPTT); Codecs and media handling 


This document specifies the codecs and media handling for MCPTT. The corresponding service requirements are defined in 3GPP TS 22.179. The corresponding functional architecture, procedures and information flows are defined in 3GPP TS 23.179. 


2.2.2.245	TS 26.223


Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction


This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 


The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.


2.2.2.246	TS 26.281


Mission Critical Video (MCVideo); Codecs and media handling


This document specifies the codecs and media handling for MCVideo. The requirements for MCVideo are specified by SA1 in two technical specifications:


a. 	The requirements specific to Mission Critical Video have been specified in 3GPP TS 22.281.


b. 	The requirements common to multiple mission critical services have been specified in 3GPP TS 22.280.


The architectural work for MCVideo is specified by SA6 in two technical specifications:


a.	architectural and feature work specific to MCVideo have been specified in 3GPP TS 23.281.


b.	architectural aspects common to multiple mission critical services have been specified in 3GPP TS 23.280.


2.2.2.24721		TS 26.307


Presentation layer for 3GPP services


This document specifies an HTML5 profile as a common presentation layer for 3GPP services.


2.2.2.24822	TS 26.346


Multimedia Broadcast/Multicast Service (MBMS); Protocols and codecs


This document defines a set of media codecs, formats and transport/application protocols to enable the deployment of MBMS user services either over the MBMS bearer service or other UMTS Bearer Services within the 3GPP system.


In this version of the specification, only MBMS download and streaming delivery methods are specified. This document does not preclude the use of other delivery methods.


This document includes information applicable to network operators, service providers and manufacturers.


2.2.2.249	TS 26.347


Multimedia Broadcast/Multicast Service (MBMS); Application Programming Interface and URL


This document provides application methods and interfaces between an MBMS-aware application and the UE MBMS Client to access 3GPP MBMS User services. The purpose of the document is the definition of enablers in order to simplify the usage of MBMS in web-centric as well as app-based service environments. 


This document defines several APIs to access MBMS User Services and a URL to access resources available as part of an MBMS User Service. The MBMS User Services are defined in TS 26.346 and are not part of this document.


2.2.2.25023	TS 26.441


Codec for Enhanced Voice Services (EVS); General overview


This document is an introduction to the audio processing parts of the Enhanced Voice Services coder. A general overview of the audio processing functions is given with reference to the documents where each function is specified in detail.


2.2.2.25124	TS 26.442


Codec for Enhanced Voice Services (EVS); ANSI C code (fixed-point)


This document contains an electronic copy of the ANSIC code for the Enhanced Voice Services (EVS) Codec. The ANSIC code is necessary for a bit exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS 26.451), Comfort Noise Generation (CNG) (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Packet Loss Concealment (PLC) of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446).


2.2.2.2525	TS 26.444


Codec for Enhanced Voice Services (EVS); Test sequences


This document specifies the digital test sequences for the Enhanced Voice Services (EVS) Codec. These sequences test for a bit-exact implementation of the EVS Codec (3GPP TS 26.445), Voice Activity Detection (VAD) (3GPP TS.26.451), Comfort Noise Generation (3GPP TS 26.449), Discontinuous Transmission (DTX) (3GPP TS 26.450), Error Concealment of Lost Packets (3GPP TS 26.447), Jitter Buffer Management (JBM) (3GPP TS 26.448), and AMR-WB Interoperable Function (3GPP TS 26.446). 


2.2.2.26326	TS 26.445


Codec for Enhanced Voice Services (EVS); Detailed algorithmic description


This document is a detailed description of the signal processing algorithms of the Enhanced Voice Services coder.


2.2.2.25427	TS 26.446


Codec for Enhanced Voice Services (EVS); Adaptive Multi-Rate - Wideband (AMR-WB) backward compatible functions


This document specifies the AMR-WB backward compatible functions of the EVS codec.


This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.


2.2.2.25528	TS 26.447 


Codec for Enhanced Voice Services (EVS); Error concealment of lost packets


This document defines a frame loss concealment procedure, also termed frame substitution and muting procedure, which is executed by the Enhanced Voice Services (EVS) decoder when one or more frames (speech or audio or SID frames) are unavailable for decoding due to e.g. packet loss, corruption of a packet or late arrival of a packet.


2.2.2.25629	TS 26.448 


Codec for Enhanced Voice Services (EVS); Jitter buffer management


This document defines the Jitter Buffer Management solution for the Codec for Enhanced Voice Services (EVS).


2.2.2.25730	TS 26.449 


Codec for Enhanced Voice Services (EVS); Comfort Noise Generation (CNG) aspects


This document gives an overview for the requirements of the background acoustic noise evaluation, noise parameter encoding/decoding and comfort noise generation for the Enhanced Voice Services (EVS) speech codec during Discontinuous Transmission (DTX) operation.


2.2.2.25831	TS 26.450 


Codec for Enhanced Voice Services (EVS); Discontinuous Transmission (DTX)


This document specifies the system level aspects of the Discontinuous Transmission (DTX) function of the EVS codec.


2.2.2.25932	TS 26.451 


Codec for Enhanced Voice Services (EVS); Voice Activity Detection (VAD)


This document specifies the Voice Activity Detector (VAD) used in the Discontinuous Transmission (DTX) of the EVS Codec. Although the main application of the VAD algorithm is the detection of speech or voice signals, the algorithm is more accurately described as a Signal Activity Detection (SAD) algorithm.


This document is a high-level overview of the functionality with reference to the Codec Detailed Algorithmic Description where the functionality is specified in detail.


2.2.2.26033		TS 26.453 


Codec for Enhanced Voice Services (EVS); Speech codec frame structure 


The Enhanced Voice Services (EVS) Codec is specified in the series of Technical Specifications 3GPP TS 26.441 to TS 26.451 and it is characterized in TR 26.952.


This document describes the "generic frame format" for the EVS Codec for the application in 3G Circuit-Switched Networks. This format is based on the RTP framing, as specified in TS 26.445. This generic frame format will be used as a common reference point, when interfacing speech frames between different elements of the 3G system. Appropriate mappings to and from this generic frame format will be used within and between each system element.


2.2.2.26134		TS 26.454 


Codec for Enhanced Voice Services (EVS); Interface to Iu, Uu, Nb and Mb 


The Enhanced Voice Services (EVS) Codec is specified in Technical Specifications 3GPP TS 26.441 to TS 26.451. The generic frame format for 3G CS networks is specified in TS 26.453. The allowed EVS Configurations of the UMTS_EVS Codec Type are specified in TS 26.103.


This document specifies the mapping of the EVS generic frame format (3GPP TS 26.453) to the Iu Interface (3GPP TS 25.415) and the Uu Interface, including handling of the EVS-CMR by the UE and the Iu-terminating MGW.


This document specifies also the mapping to the Nb Interface in a BICC-based circuit switched core network. (3GPP TS 29.415) and the Nb-Interface in a SIP-I-based circuit switched core network (3GPP TS 23.231).


This document specifies also the interworking of different EVS Configurations on the terminations of the MGW and the interworking between EVS and AMR-WB on the terminations of the MGW.


2.2.2.26235	TS 27.005


Use of Data Terminal Equipment – Data Circuit terminating Equipment (DTE-DCE) interface for Short Message Service (SMS) and Cell Broadcast Service (CBS)


This specification describes three interface protocols for control of SMS functions within a GSM mobile telephone from a remote terminal via an asynchronous interface.


2.2.2.26336	TS 27.007


AT command set for User Equipment (UE)


This specification describes a profile of AT commands and recommends that this profile be used for controlling mobile equipment (ME) functions and GSM network services from a terminal equipment (TE) through terminal adaptor (TA).


2.2.2.26437	TS 27.010


Terminal Equipment to User Equipment (TE-UE) multiplexer protocol


This specification describes a multiplexing protocol between a mobile station and an external data terminal for the purposes of enabling multiple channels to be established for different purposes (e.g. simultaneous SMS and data call).


2.2.2.265	TS 28.301


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Requirements


This document specifies the requirements of the Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP). This IRP allows the NM to interact with the LC. This interaction with the LC enables the NM to configure NEs utilizing LSA spectrum resources.


The following two deployment scenarios are supported:


-	one scenario in which the LC communicates LSA spectrum resource availability information to the NM, and


-	one scenario in which the LC determines and communicates to the NM constraints on parameters of cells liable to use LSA spectrum resources.


2.2.2.266	TS 28.302


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Information Service (IS)


This document specifies the LSA controller (LC) Integration Reference Point (IRP) management operations and notifications that can be communicated between an IRPAgent and one or several IRPManagers. 


This document specifies the semantics and behaviour of operations, notifications and their parameters visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


2.2.2.267	TS 28.303


Telecommunication management; Licensed Shared Access (LSA) Controller (LC) Integration Reference Point (IRP); Solution Set (SS) definitions


The purpose of this document is to define the mapping of the LSA Controller (LC) Integration Reference Point (IRP) (see 3GPP TS 28.302) to the protocol specific details necessary for implementation of this IRP in a CORBA/IDL environment and in a SOAP/WSDL environment. 


This Solution Set specification is related to 3GPP TS 28.302 V14.0.X.


2.2.2.2638	TS 28.390 


Telecommunication management; Fixed Mobile Convergence (FMC); Interface Integration Reference Point (IRP) Solution Profiles (SPs)


The objective of this specification is to define a set of Solution Profiles (SPs) for Interface IRPs. Each SP identifies the necessary and sufficient subset of the 3GPP IRP defined solutions (solutions) required for the network management of a specific operating environment or domain, including that defined for the converged management environments.


A specific operating environment or domain is characterised by a set of Requirement statements. In other words, the solutions identified in a specific SP would satisfy the Requirements listed in that same SP.


An SP, in its simplest form, is nothing else than a list of solutions (e.g. 3GPP IRP defined operations). The purpose is to place a combination of solutions under a common (SP) name so that: 


–	Operators and vendors need not decide arbitrarily which solutions are to be used to satisfy the Requirements;


–	There is one document where readers can have a clear view of solutions, specified in various IRP specifications, required to satisfy the Requirements.


This version of the TS contains a number of SPs defined in clause 4 and onwards, one clause for each SP.


2.2.2.2639	TS 28.402 


Telecommunication management; Performance Management (PM); Performance measurements for Evolved Packet Core (EPC) and non-3GPP access interworking system


This document describes the measurements for EPC and non-3GPP access network interworking.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of EPC and non-3GPP access Interworking System. Only measurement types that are specific to EPC and non-3GPP access interworking are defined within this documents. Vendor specific measurement types used in EPC and non-3GPP access Interworking System are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) are only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to ePDG);


–	Header 2: Measurement function (e.g. Tunnel establishment);


–	Header 3: Measurements.


2.2.2.2740		TS 28.403 


Telecommunication management; Performance Management (PM); Performance measurements for Wireless Local Area Network (WLAN) 


This document describes the measurements for WLAN.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of a WLAN. 


Only measurement types that are specific to WLAN are defined within this document. Vendor specific measurement types used in WLAN are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as WLAN or IP) as described by "external" standards bodies (e.g. IEEE or IETF) are only referenced within this document, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


2.2.2.271	TS 28.500


Telecommunication management; Management concept, architecture and requirements for mobile networks that include virtualized network functions


This document specifies the management concepts, the management requirements and use cases from operators’ perspective for mobile networks that include virtualized network functions which can be part of EPC or IMS, and provides the management architecture for these mobile networks.


2.2.2.272	TS 28.510


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in 3GPP TR 21.905, 3GPP TS 32.102, 3GPP TS 32.600 and 3GPP TS 28.500) specifies the requirements applicable to Configuration Management (CM) of virtualized network functions which can be part of EPC or IMS.


2.2.2.273	TS 28.511


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Configuration Management (CM) procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.274	TS 28.512


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 2


This document is Configuration Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.275	TS 28.513


Telecommunication management; Configuration Management (CM) for mobile networks that include virtualized network functions; Stage 3


This document is Configuration Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.276	TS 28.515


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 28.500, TS 32.101, TS 32.102 and TS 32.111-1) specifies the requirements applicable to Fault Management (FM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.277	TS 28.516


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Fault Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.278	TS 28.517


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 2


This document is Fault Management stage 2 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.279	TS 28.518


Telecommunication management; Fault Management (FM) for mobile networks that include virtualized network functions; Stage 3


This document is Fault Management stage 3 specification for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.280	TS 28.520


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 32.401, TS 32.411, TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Performance Management (PM) of mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.281	TS 28.521


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Performance Management procedures for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.282	TS 28.522


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 2


This document is the Performance Management stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.283	TS 28.523


Telecommunication management; Performance Management (PM) for mobile networks that include virtualized network functions; Stage 3


This document is the Performance Management stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.284	TS 28.525


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Requirements


This document (together with the relevant requirements described in TS 28.500, TS 32.101 and TS 32.102) specifies the requirements applicable to Lifecycle Management (LCM) for mobile networks that include virtualized network functions which can be part of EPC or IMS.


2.2.2.285	TS 28.526


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Procedures


This document specifies the Life Cycle Management (LCM) procedures for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.286	TS 28.527


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 2


This document is the Life Cycle Management (LCM) stage 2 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


52.2.2.287	TS 28.528


Telecommunication management; Life Cycle Management (LCM) for mobile networks that include virtualized network functions; Stage 3


This document is the Life Cycle Management (LCM) stage 3 specification for mobile networks that include virtualized network functions, which can be part of EPC or IMS.


2.2.2.28841	TS 28.611 


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Requirements


This document describes the Network Resource Model (NRM) Integration Reference Point (IRP) requirements for the EPC and WLAN interworking system according to the structure defined in 3GPP TS 23.402 (e.g. ePDG, 3GPP AAA, etc). 


2.2.2.28942	TS 28.612 


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)


This document is an Integration Reference Point (IRP) named "Evolved Packet Core (EPC) and non-3GPP access interworking system Network resource Model (NRM) IRP; Information Service (IS)", through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate configuration management information to one or several 'IRPManagers' (typically Network Managers) concerning interworking network resources. 


This document specifies the semantics and behaviour of Information Object Class (IOC) attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


It reuses relevant parts of the generic NRM in 3GPP TS 28.622, either by direct reuse or subclassing, and in addition to that defines specific IOCs in EPC and non-3GPP access interworking systems. 


In order to access the information defined by this NRM, an interface IRP is needed, such as the Basic CM IRP IS (3GPP TS 32.602) or the Bulk CM IRP IS (3GPP TS 32.612). However, which interface IRP is applicable is outside the scope of this document.


2.2.2.29043	TS 28.616


Telecommunication management; Evolved Packet Core (EPC) and non-3GPP access interworking system Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions


This document is part of an Integration Reference Point (IRP) named Evolved Packet Core (EPC) and non-3GPP access Interworking System Network Resource Model (NRM) IRP, through which an IRPAgent can communicate configuration management information to one or several IRPManagers concerning EPC and non-3GPP access interworking system resources. The EPC and non-3GPP access Interworking System NRM IRP comprises a set of specifications defining requirements, a protocol neutral information service and one or more solution sets.


This document specifies the solution sets for the EPC and non-3GPP access interworking system NRM IRP.


This solution set specification is related to 3GPP TS 28.612.


2.2.2.29144	TS 28.622 


Telecommunication management; Generic Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS)


This document specifies the Generic network resource information that can be communicated between an IRPAgent and an IRPManager for telecommunication network management purposes, including management of converged networks.


This document specifies the semantics of information object class attributes and relations visible across the reference point in a protocol and technology neutral way. It does not define their syntax and encoding.


2.2.2.29245		TS 28.680 


Telecommunication management; Wireless Local Area Network (WLAN) management; Concepts and requirements


This document describes the concepts and requirements of WLAN management that focus on WLAN performance monitoring and alarm notifications.


2.2.2.29346		TS 28.681 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Requirements 


This document describes the NRM IRP requirements of WLAN management.


2.2.2.2947		TS 28.682 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Information Service (IS) 


This document is part of an Integration Reference Point (IRP) named Wireless Local Area Networks (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).


This document specifies the protocol neutral WLAN management NRM IRP: Information Service (IS).


This document also contains stage 2 descriptions for those functionalities for the WLAN Management.


2.2.2.29548		TS 28.683 


Telecommunication management; Wireless Local Area Network (WLAN) Network Resource Model (NRM) Integration Reference Point (IRP); Solution Set (SS) definitions 


This document is part of an Integration Reference Point (IRP) named Wireless Local Area Network (WLAN) Management Network Resource Model (NRM) IRP, through which an IRPAgent can communicate management information to one or several IRPManagers concerning WLAN management. The WLAN management NRM IRP comprises a set of specifications defining Requirements, a protocol neutral Information Service and one or more Solution Set(s).


This document specifies the Solution Sets for the WLAN NRM IRP.


2.2.2.29649	TS 29.002


Mobile Application Part (MAP) specification


It is necessary to transfer between entities of a Public Land Mobile Network (PLMN) information specific to the PLMN in order to deal with the specific behaviour of roaming Mobile Stations (MS)s. The Signalling System No. 7 specified by CCITT is used to transfer this information.


2.2.2.29750		TS 29.010


Information element mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MSC); Signalling Procedures and the Mobile Application Part (MAP) 


The scope of this document is:


i) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-MSC interface (Call Control and Mobility Management parts of 3GPP TS 24.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;


ii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages sent on the BSC-MSC interface (3GPP TS 48.008) and parameters contained in MAP services sent over the MSC-VLR interface (3GPP TS 29.002) where the MSC acts as a transparent relay of information;


iii) 	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) and RANAP ((3GPP TS 25.413);


iv) 	to provide a detailed specification for the interworking as in i) and ii) above when the MSC also processes the information;


v) 	to provide a detailed specification for the interworking between information elements contained in layer 3 messages sent on the MS-SGSN interface (GPRS mobility part of 3GPP TS 24.008) and parameters contained in MAP services sent over the SGSN-HLR interface (3GPP TS 29.002);


vi) 	to provide a detailed specification for the interworking between information elements contained in RANAP messages sent on the SGSN-RNC interface (3GPP TS 25.413) and parameters contained in S1AP messages sent on the MME-eNodeB interface (3GPP TS 36.413); 


vii)	to provide a detailed specification for the interworking between information elements contained in BSSMAP messages (3GPP TS 48.008) or RANAP messages (3GPP TS 25.413) during SRVCC handovers.


Interworking for supplementary services is given in 3GPP TS 29.011. Interworking for the short message service is given in 3GPP TS 23.040 and 3GPP TS 24.011. Interworking between the call control signalling of 3GPP TS 24.008 and the PSTN/ISDN is given in GSM 09.03, 3GPP TS 29.007 and 3GPP TS 49.008. Interworking between the 'A' and 'E' interfaces for inter-MSC handover signalling is given in 3GPP TS 29.007 and 3GPP TS 49.008.


2.2.2.29851		TS 29.011


Signalling Interworking for supplementary services


The scope of this Technical Specification is to provide a detailed specification for interworking between the A interface protocol and the Mobile Application Part for handling of supplementary services. The MAP interfaces of interest are the B-, C-, D- and E-interfaces.


The A-, C-, D- and E-interfaces are physical interfaces while the B-interface is an internal interface defined for modelling purposes. Information relating to the modelling interface is not normative in this specification.


Supplementary service signalling may be passed by the MSC/VLR between the A- and E-interfaces after inter-MSC handover. This procedure is transparent as far as supplementary services are concerned therefore interworking concerning this process is not described in this specification.


2.2.2.29952	TS 29.016


General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface network service specification


This document specifies or references the subset of MTP and SCCP which is used for the reliable transport of BSSAP+ messages in the Gs interface. This document references the 3GPP TS 29.202 which specifies alternative transport layers that can be applied instead of the MTP. This document also specifies the SCCP addressing capabilities to be provided in the Gs interface. This document is divided into two main parts, clause 5 dealing with the use of MTP and clauses 6 and 7 dealing with the use of SCCP. Clause 5 of this document deals with the subset of the MTP that is required between an SGSN and a VLR. It is intended that this implementation of MTP is compatible with a full MTP implementation. Clause 4 references the 3GPP TS 29.202 which specifies alternatives to the MTP. The SCCP is used to provide message routing between the SGSN and the VLR. The SCCP routing principles specified in this document allow connecting one SGSN to several VLR. No segmentation at SCCP level is needed on the Gs interface. Only SCCP class 0 is used on the Gs interface. Clauses 6 and 7 identify the SCCP subset that should be used between an SGSN and a VLR.


2.2.2.300253	TS 29.018


General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) – Visitors Location Register (VLR); Gs interface layer 3 specification


This document specifies or references procedures used on the Serving GPRS Support Node (SGSN) to Visitors Location Register (VLR) interface for interoperability between GSM circuit switched services and GSM packet data services. This document specifies the layer 3 messages and procedures on the Gs interface to allow coordination between databases and to relay certain messages related to GSM circuit switched services over the GPRS subsystem. The functional split between VLR and SGSN is defined in 3GPP TS 23.060. The required procedures between VLR and SGSN are defined in detail in this document.


2.2.2.301254	TS 29.060


General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface


This document defines the second version of GTP used on: the Gn and Gp interfaces of the General Packet Radio Service (GPRS); the Iu, Gn and Gp interfaces of the UMTS system.


2.2.2.302255	TS 29.061


Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)


This document defines the requirements for Packet Domain interworking between a:


a)	PLMN and PDN;


b)	PLMN and PLMN.


This document is valid for a PLMN in A/Gb mode as well as for a PLMN in Iu mode. If text applies only for one of these systems it is explicitly mentioned by using the terms “A/Gb mode” and “Iu mode”. Please note, that the A interface does not play any role in the scope of this document although the term “A/Gb mode” is used. 


2.2.2.303256	TS 29.078


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification


This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140-1. Descriptions and definitions provided by ETSI EN 301 140-1 are directly referenced by this standard in the case no additions or clarifications are needed for the use in the CAP.


2.2.2.304257	TS 29.079


Optimal media routeing within the IP Multimedia Subsystem (IMS); Stage 3


This document defines optional Optimal Media Routeing (OMR) procedures that can be applied by entities in the IP Multimedia Subsystem (IMS) that control media resources and are capable of manipulating the Session Description Protocol (SDP).


2.2.2.305258		TS 29.109


Generic Authentication Architecture (GAA); Zh and Zn Interfaces based on the Diameter protocol; Stage 3 


This stage 3 specification defines the Diameter based implementation for bootstrapping Zh interface (BSF-HSS) and Dz interface (BSF-SLF) for HSS resolution for the BSF, the MAP based implementation for bootstrapping Zh' interface (BSF-HLR) and GAA Application Zn interface (BSF-NAF) in Generic Authentication Architecture (GAA). This specification also defines the Web Services based implementation for GAA Application Zn reference point (BSF-NAF). The definition contains procedures, message contents and coding. The procedures for bootstrapping and usage of bootstrapped security association are defined in 3GPP TS 33.220. 


This document also specifies the Diameter and Web Services based implementation for the GAA Application Push Function Zpn reference point (BSF-NAF). The procedures for bootstrapping are defined in 3GPP TS 33.223. 


This specification is a part of the Generic Authentication Architecture (GAA) specification series.


The diameter based implementation for the Zh interface is based on re-usage of Cx interface Multimedia-Auth-Request/Answer messages originally between CSCF and HSS. These messages are defined in 3GPP TS 29.229. The 3GPP IMS mobility management uses the same definitions between CSCF and HSS. This document defines how the defined messages are used with the bootstrapping and GAA application procedures (e.g. subscriber certificates) and the application logic that is needed in GAA network elements (BSF, HSS, and NAF).


2.2.2.306	TS 29.116


Representational state transfer over xMB reference point between content provider and BM-SC


This document describes the REST-based protocol for the xMB reference point between the Content Provider and the BM-SC. The xMB reference point and related stage 2 protocol procedures are defined in 3GPP TS 23.246 and in 3GPP TS 26.346.


2.2.2.307259	TS 29.118


Mobility Management Entity (MME) – Visitor Location Register (VLR) SGs interface specification


CS Fallback in the Evolved Packet System (EPS) enables the provisioning of CS-domain services (e.g. voice call, Location Services (LCS) or supplementary services) by reuse of CS infrastructure when the UE is served by E-UTRAN. Additionally, SMS delivery via the CS core network is realized without CS fallback. This document specifies the procedures and the SGs Application Part (SGsAP) messages used on the SGs interface between the Mobility Management Entity (MME) in the EPS and the Visitor Location Register (VLR), to allow location management coordination and to relay certain messages related to GSM circuit switched services over the EPS system. This document also specifies the use of Stream Control Transmission Protocol (SCTP) for the transport of SGsAP messages.


2.2.2.308260		TS 29.119


GPRS Tunnelling Protocol (GTP) specification for Gateway Location Register (GLR) 


This document describes the signalling requirements and procedures used at network elements related to the GLR for GTP within the 3GPP system at the application level.


This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.060.


2.2.2.309261		TS 29.120


Mobile Application Part (MAP) specification for Gateway Location Register (GLR) 


This document describes the signalling requirements and procedures used at network elements related to the GLR for MAP within the 3GPP system at the application level.


This document gives the description of the systems needed only in the network utilising GLR as the delta document against 3GPP TS 29.002.


2.2.2.310262		TS 29.128


Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) interfaces for interworking with packet data networks and applications 


This document describes the Diameter-based interfaces between the SCEF/IWK-SCEF and other network entities such as MME/SGSN for the Architecture enhancements to facilitate communications with packet data networks and applications.


In particular, this document specifies the T6a interface between the MME and the SCEF, the T6ai interface between the MME and the IWK-SCEF, the T6b interface between the SGSN and the SCEF, the T6bi interface between the SGSN and the SCEF and the T7 interface between the SCEF and the IWK-SCEF. The procedures over those interfaces are defined in 3GPP TS 23.682.


2.2.2.311263		TS 29.139


3GPP system - fixed broadband access network interworking; Home (e)Node B - security gateway interface 


This document specifies the H(e)NB – SeGW interface. The interface is used for the interworking between a 3GPP system and a Fixed Broadband Access network defined by Broadband Forum. The interworking procedure provides the IP connectivity to a 3GPP UE using a H(e)NB connected to a Fixed Broadband Access network as specified in 3GPP TS 23.139.


The specification covers the QoS aspects and Tunnel management procedures.


2.2.2.312264		TS 29.153


Service capability exposure functionality over Ns reference point 


[bookmark: OLE_LINK39]This document defines the protocol for Ns reference point between the Service Capability Exposure Function (SCEF) and RAN Congestion Awareness Function (RCAF).


The Ns reference point and related stage 2 procedures are defined in 3GPP TS 23.682.


2.2.2.313265		TS 29.154


Service capability exposure functionality over Nt reference point 


This document defines the protocol for Nt reference point. The functional requirements and the stage 2 specifications of the Nt reference point are contained in 3GPP TS 23.203. The Nt reference point lies between Service Capability Exposure Function (SCEF) and Policy and Charging Rules Function (PCRF).


2.2.2.314266		TS 29.155


Traffic steering control; Representational State Transfer (REST) over St reference point 


This document describes the Representational State Transfer (REST) protocol-based St reference point, which is used to provision the traffic steering control information to the TSSF from the PCRF.


2.2.2.315	TS 29.161


Interworking between the Public Land Mobile Network (PLMN) supporting packet based services with Wireless Local Area Network (WLAN) access and Packet data Networks (PDN)


This document defines the requirements for Packet Domain interworking between a PLMN with WLAN access and PDN; and the requirements for Packet Domain interworking between PLMN with WLAN access and PLMN. This document also defines the usage of Radius at the Pp Reference Point between the Packet Data Gateway and the Presence Network Agent.


2.2.2.316267	TS 29.162


Interworking between the IM CN subsystem and IP networks


The IM CN subsystem interworks with the external IP networks through the Mb reference point. This document details the interworking between the IM CN subsystem and external IP networks for IM service support. It addresses the issues of control plane interworking and, user plane interworking for specific interworking use cases.


2.2.2.317268	TS 29.163


Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks


This document specifies the principles of interworking between the 3GPP IM CN subsystem and BICC/ISUP based legacy CS networks, in order to support IM basic voice, data and multimedia calls. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS networks through the network functions, which include the MGCF and IMMGW. For the specification of control plane interworking, areas such as the interworking between SIP and BICC or ISUP are detailed in terms of the processes and protocol mappings required for the support of both IM originated and terminated voice and multimedia calls. Other areas addressed encompass the transport protocol and signalling issues for negotiation and mapping of bearer capabilities and QoS information.


2.2.2.318269	TS 29.164


Interworking between the 3GPP CS domain with BICC or ISUP as signalling protocol and external SIP-I networks


This specification defines interworking procedures between a 3GPP CS domain which applies either BICC or ISUP as signalling protocol, and external networks that use SIP-I as signalling protocol. The document also describes the related interworking architecture. This specification also defines stage 2 procedures for the control of the MGW.


2.2.2.319270	TS 29.165


Inter-IMS Network to Network Interface (NNI)


The objective of this document is to address the Inter-IMS Network to Network Interface (II-NNI) consisting of Ici and Izi reference points between IMS networks in order to support end-to-end service interoperability. This document will address the issues related to control plane signalling (3GPP usage of SIP and SDP protocols, required SIP headers) as well as other interconnecting aspects like security, numbering/naming/addressing and user plane issues as transport protocol, media and codecs actually covered in a widespread set of 3GPP specifications. A profiling of the Inter-IMS Network to Network Interface (II-NNI) is also provided.


2.2.2.320271	TS 29.168


Cell Broadcast Centre interfaces with the Evolved Packet Core; Stage 3


This document specifies the procedures and the SBc Application Part (SBc-AP) messages used on the SBc-AP interface between the Mobility Management Entity (MME) and the Cell Broadcast Centre (CBC). This document supports the following functions. Warning Message Transmission function in the EPS.


2.2.2.321272	TS 29.171


Location Services (LCS); LCS Application Protocol (LCS-AP) between the Mobile Management Entity (MME) and Evolved Serving Mobile Location Centre (E-SMLC); SLs interface


This document specifies the procedures and information coding for LCS Application Protocol (LCS-AP) that is needed to support the location services in E-UTRAN. The LCS-AP message set is applicable to the SLs interface between the E-SMLC and the MME. LCS-AP is developed in accordance to the general principles stated in 3GPP TS 23.271.


2.2.2.32273	TS 29.172


Location Services (LCS); Evolved Packet Core (EPC) LCS Protocol (ELP) between the Gateway Mobile Location Centre (GMLC) and the Mobile Management Entity (MME); SLg interface


This document specifies the procedures and information coding for the EPC LCS Protocol (ELP) that is needed to support the location services in E-UTRAN. The ELP message set is applicable to the SLg interface between the MME and the GMLC. ELP is developed in accordance to the general principles stated in 3GPP TS 23.271.


2.2.2.323274	TS 29.173


Location Services (LCS); Diameter-based SLh interface for Control Plane LCS


This document describes the Diameter-based SLh interface between the GMLC and the HSS defined for the Control Plane LCS in EPC.


2.2.2.324275	TS 29.201


Representational State Transfer (REST) reference point between Application Function (AF) and Protocol Converter (PC)


This document describes the Representational State Transfer (REST) reference point, which is used to exchange application level session information between the Protocol Converter (PC) and the Application Function (AF). REST shall be used as an architectural style as appropriate.


2.2.2.325276	TS 29.202


Signalling system No. 7 (SS7) signalling transport in core network; Stage 3


This document defines the possible protocol architectures for transport of SS7 signalling protocols in Core Network.


2.2.2.326277	TS 29.204


Signalling System No. 7 (SS7) security gateway; Architecture, functional description and protocol details


This specification provides functional description of the SS7 Security Gateway. The document covers also network architecture, routing considerations, and protocol details. 


2.2.2.3278	TS 29.205


Application of Q.1900 series to bearer-independent Circuit Switched (CS) core network architecture; Stage 3


This document describes the protocols to be used when ITUT Q.1902 “Bearer Independent Call Control” is used as call control protocol in a 3GPP Bearer Independent CS core network 3GPP TS 23.205. The Q.1902 operates between (G)MSC servers. The BICC architecture as described in ITUT Q.1902 consists of a number of protocols. The following types of protocols are described: call control protocol, bearer control protocols and a resource control protocol for this architecture. The architecture complies with the requirements imposed by 3GPP TS 23.205 and TS 23.153.


2.2.2.328279	TS 29.212


Policy and charging control (PCC); Reference points


This document provides the protocol specification related to the Gx, Gxx and Sd reference points.


2.2.2.329280	TS 29.213


Policy and charging control signalling flows and Quality of Service (QoS) parameter mapping


This specification adds detailed flows of Policy and Charging Control over the Rx and Gx reference points and their relationship with the bearer level signalling flows over the Gn interface. This specification also describes the binding and the mapping of QoS parameters among SDP, UMTS QoS parameters, and QoS authorization parameters.


2.2.2.330281	TS 29.214


Policy and charging control over Rx reference point


This specification provides the stage 3 specification of the Rx reference point that lies between the application function and the policy and charging rule function.


2.2.2.331282	TS 29.215


Policy and Charging Control (PCC) over S9 reference point; Stage 3


This document provides the stage 3 specification of the S9 reference point for this release. The functional requirements of stage 2 specification for the S9 reference point are contained in 3GPP TS 23.203. The S9 reference point lies between the PCRF in the home PLMN (also known as HPCRF) and the PCRF in the visited PLMN (also known as V-PCRF). Whenever it is possible this document specifies the requirements for the protocols by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible extensions to Diameter are defined within this document.


2.2.2.33283		TS 29.217


Policy and Charging Control (PCC); Congestion reporting over Np reference point 


This document provides the stage 3 specification of the Np reference point. The functional requirements and the stage 2 specifications of the Np reference point are contained in 3GPP TS 23.203. The Np reference point lies between the RAN Congestion Awareness Function (RCAF) and the Policy and Charging Rules Function (PCRF) for the non-roaming case, between the RCAF and the H-PCRF for the home-routed scenario and between the RCAF and the V-PCRF for the visited access scenario.


2.2.2.333284	TS 29.219


Policy and charging control: Spending limit reporting over Sy reference point


This document provides the protocol specification related to the Sy reference point. The Sy reference point lies between the Policy and Charging Rule Function (PCRF) and the Online Charging System (OCS). It enables transfer of policy counter status information relating to subscriber spending from OCS to PCRF.


2.2.2.334285	TS 29.228


IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents


This 3GPP technical specification (TS) specifies the interactions between the HSS (Home Subscriber Server) and the CSCF (Call Session Control Functions), referred to as the Cx interface, and the interactions between the CSCF and the SLF (Server Locator Function), referred to as the Dx interface.


2.2.2.335286	TS 29.229


Cx and Dx interfaces based on the Diameter protocol; Protocol details


This specification defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter.


2.2.2.336287	TS 29.230


Diameter applications; 3GPP specific codes and identifiers


This document lists the 3GPP specific Diameter protocol codes, including the AVP codes and Experimental result codes. This document lists also the application identifiers assigned to 3GPP specific Diameter applications by IANA and the Diameter command code range which is assigned to 3GPP by IANA.


2.2.2.337288	TS 29.231


Application of SIP-I Protocols to Circuit Switched (CS) core network architecture; Stage 3


This specification describes the protocols to be used when SIP-I is optionally used as call control protocol in a 3GPP CS core network on Nc interface. The SIP-I protocol operates between (G)MSC servers. The SIP-I architecture consists of a number of protocols. The following types of protocols are described: call control protocol, resource control protocols and user plane protocol for this architecture. 


2.2.2.338289	TS 29.232


Media Gateway Controller (MGC) – Media Gateway (MGW) interface; Stage 3


This document describes the protocol to be used on the Media Gateway Controller (MGC) – Media Gateway (MGW) interface. The Media Gateway Controllers covered in this specification are the MSC server and the GMSC server. The basis for this interface profile is the H.248.1 protocol as specified in ITU-T.


2.2.2.339290	TS 29.235


Interworking between SIP-I based circuit-switched core network and other networks


This specification defines the interworking between SIP-I based circuit-switched core network with out-of-band transcoder control related procedures and:


–	an external SIP-I based signalling network;


–	an ISUP based network such as an ISUP based 3GPP CS Domain or an PSTN;


–	an BICC based network such as an BICC based 3GPP CS Domain;


–	an Internet Multimedia Subsystem.


2.2.2.340291	TS 29.238


Interconnection Border Control Functions (IBCF) – Transition Gateway (TrGW) interface; Ix interface; Stage 3


This document describes the protocol to be used on the Interconnection Border Control Function (IBCF) – Transition Gateway (TrGW) interface and the CS-IBCF – CS-TrGW interface. The basis for this protocol is the H.248 protocol as specified in ITU-T.


2.2.2.341	TS 29.244


Interface between the Control plane Plane and the User Plane of EPC Nodes


This document specifies the Packet Forwarding Control Protocol (PFCP) used on the interface between the control plane and the user plane function in a split SGW, PGW and TDF architecture in EPC. 


The architecture reference model and stage 2 information are specified in 3GPP TS 23.214.


PFCP shall be used over the Sxa, Sxb, Sxc and the combined Sxa/Sxb reference points.


PFCP shall also be used over the Sxa' and Sxb' reference points specified in 3GPP TS 33.107. In the rest of this specification, no difference is made between Sxa and Sxa', or between Sxb and Sxb'. The Sxa' and Sxb' reference points reuse the protocol specified for the Sxa and Sxb reference points, but comply in addition with the security requirements specified in clause 8 of 3GPP 33.107. 


2.2.2.342	TS 29.250


Nu reference point between SCEF and PFDF for sponsored data connectivity


This document provides the stage 3 specification of the Nu reference point. The functional requirements and the stage 2 specifications of the Nu reference point are specified in 3GPP TS 23.682. The Nu reference point lies between the Packet Flow Description Function (PFDF) and the Service Capability Exposure Function (SCEF). 


2.2.2.343	TS 29.251


Gw and Gwn reference point for sponsored data connectivity


This document provides the stage 3 specification of the Gw and Gwn reference points. The functional requirements and the stage 2 specifications of the Gw and Gwn reference points are specified in 3GPP TS 23.203. The Gw reference point lies between the Packet Flow Description Function (PFDF) and the Policy and Charging Enforcement Function (PCEF). The Gwn reference point lies between the Packet Flow Description Function (PFDF) and the Traffic Detection Function (TDF).


2.2.2.344292	TS 29.272


Evolved Packet System (EPS); Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol


This document describes the Mobility Management Entity (MME) and Serving GPRS Support Node (SGSN) related diameter-based interfaces towards the Home Subscriber Server (HSS), and the MME and the SGSN related diameter-based interface towards the Equipment Identity Register (EIR).


2.2.2.345293	TS 29.273


Evolved Packet System (EPS); 3GPP EPS AAA interfaces


This document defines the stage-3 protocol description for several reference points for the non3GPP access in EPS.


2.2.2.346294	TS 29.274


3GPP Evolved Packet System (EPS); Evolved General Packet Radio Service (GPRS) Tunnelling Protocol for Control plane (GTPv2-C); Stage 3


This document specifies the stage 3 of the control plane of the GPRS Tunnelling Protocol, Version 2 for Evolved Packet System interfaces (GTPv2-C). In this document, unless otherwise specified the S5 interface refers always to “GTP-based S5” and S8 interface refers always to “GTPbased S8” interface. 


2.2.2.347295	TS 29.275


Proxy Mobile IPv6 (PMIPv6) based Mobility and Tunnelling protocols; Stage 3


This document specifies the stage 3 of the PMIPv6 Based Mobility and Tunnelling Protocols used over the PMIP-based S2a, S2b, S5, and S8 reference points defined in 3GPP TS 23.402, and are thus applicable to the Serving GW, PDN Gateway, ePDG, and Trusted Non-3GPP Access. Protocols specifications are compliant with relevant IETF RFCs. In this specification PMIP refers to PMIPv6 as defined in IETF RFC5213.


2.2.2.348296	TS 29.276


3GPP Evolved Packet System (EPS); Optimized handover procedures and protocols between E-UTRAN access and cdma2000 HRPD Access; Stage 3


This document specifies the stage 3 of the Evolved Packet System S101 interface between the MME and the HRPD Access Network. The S101 interface supports procedures for Pre-Registration, Session Maintenance and Active handoffs between E-UTRAN and HRPD networks.


2.2.2.349297		TS 29.277


Optimised handover procedures and protocol between EUTRAN access and non-3GPP accesses (S102); Stage 3


This document specifies the stage 3 of the Evolved Packet System S102 interface between the MME and the 1x CS IWS to relay the 1xCS signalling messages documented in 3GPP TS 23.216 and 3GPP TS 23.272. 1x CS signalling messages are those messages that are defined for A21 interface as described in 3GPP2 A.S0008-D and 3GPP2 A.S0009-D. The S102 interface messages shall be based on A21 messages.


The S102 interface is used to support UEs that do not transmit and receive on both the LTE and 1x radio interfaces simultaneously. S102 protocol aspects for SRVCC from E-UTRAN access to 3GPP2 1xCS is covered in this specification. Handling of non-voice component and protocol aspects for SRVCC from 3GPP2 1xCS to E-UTRAN direction is not specified in this release.


The S102 interface is also used to support CS fallback to 1xRTT procedures from E-UTRAN access to CDMA 1x RTT CS domain and to support SMS over S102 with the CDMA 1xRTT CS domain through support of registration over EPS procedures as specified in 3GPP TS 23.272.


2.2.2.350298	TS 29.278


Customized Applications for Mobile network Enhanced Logic (CAMEL) Phase 4; CAMEL Application Part (CAP) specification for IP Multimedia Subsystems (IMS)


This document specifies the CAMEL Application Part (CAP) supporting the fourth phase of the network feature Customized Applications for Mobile network Enhanced Logic for IP Multimedia CN subsystems. CAP is based on a sub-set of the ETSI Core INAP CS-2 as specified by ETSI EN 301 140‑1. Descriptions and definitions provided by ETSI EN 301 140‑1 are directly referenced by this standard in case no additions or clarifications are needed for the use in the CAP.


2.2.2.351299		TS 29.279


Mobile IPv4 (MIPv4) based mobility protocols; Stage 3 


This document specifies the stage 3 of the MIPv4 Based Mobility Protocol used over the S2a reference point defined in 3GPP TS 23.402, and is thus applicable to the PDN Gateway and Trusted Non-3GPP Access. Protocol specification is compliant with relevant IETF RFCs.


2.2.2.35200	TS 29.280


Evolved Packet System (EPS); 3GPP Sv interface (MME to MSC, and SGSN to MSC) for SRVCC


This document describes the Sv interface between the Mobility Management Entity (MME) or Serving GPRS Support Node (SGSN) and 3GPP MSC server enhanced for SRVCC. Sv interface is used to support Inter-RAT handover from VoIP/IMS over EPS to CS domain over 3GPP UTRAN/GERAN access or from UTRAN (HSPA) to 3GPP UTRAN/GERAN access.


2.2.2.35301	TS 29.281


General Packet Radio System (GPRS) Tunnelling Protocol User Plane (GTPv1-U)


This document defines the user plane of GTP used on:


–	the Gn and Gp interfaces of the General Packet Radio Service (GPRS);


–	the Iu, Gn and Gp interfaces of the UMTS system;


–	the S1-U, X2, S4, S5, S8 and S12 interfaces of the Evolved Packet System (EPS).


2.2.2.35402	TS 29.282


Mobile IPv6 vendor specific option format and usage within 3GPP


This document specifies the format and usage of the Mobile IPv6 Vendor Specific Option within the Third Generation Partnership Project.


2.2.2.35503		TS 29.283


Diameter data management applications


The common functional architecture for support of Mission Critical (MC) services is specified in 3GPP TS 23.280.


The functional architecture for support of Mission Critical Push To Talk (MCPTT) services is specified in 3GPP TS 23.379.


The functional architecture for support of Mission Critical Video (MCVideo) services is specified in 3GPP TS 23.281.


The functional architecture for support of Mission Critical Data (MCData) services is specified in 3GPP TS 23.282.


This 3GPP Technical Specification (TS) specifies:


1	The interactions between the MCPTT User Database and the MCPTT Server. This interface is referred to as the MCPTT-2 reference point. 


1.	The interactions between the MC Service User Database and the MC Service Server:


-	This interface between the MCPTT User Database and the MCPTT Server is referred to as the MCPTT-2 reference point, as specified in 3GPP TS 23.379.


-	This interface between the MCVideo User Database and the MCVideo Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.281.


-	This interface between the MCData User Database and the MCData Server is referred to as the MCData-2 reference point, as specified in 3GPP TS 23.282.


-	This interface between the MCData User Database and the MCData Server is referred to as the MCVideo-2 reference point, as specified in 3GPP TS 23.282.


2	The interactions between the MC Service User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.The interactions between the MCPTT User Database and the Configuration Management Server. This interface is referred to as the CSC-13 reference point.


The functional architecture for support of mission critical communication services is specified in 3GPP TS 23.179.


2.2.2.35604	TS 29.292


Interworking between the IP Multimedia (IM) Core Network (CN) subsystem (IMS) and MSC Server for IMS Centralized Services (ICS)


IMS Centralized Services (ICS) enable the delivery of IM CN subsystem based multimedia telephony and supplementary services as defined in 3GPP TS 24.173 to users regardless of the attached access network type; e.g. CS domain access or IP-CAN. 


This document specifies the principles of interworking between the IM CN subsystem and CS domain in order to enable ICS for UEs using CS domain access. This document addresses the area of registration procedures interworking between the CS domain and IM CN subsystem. This document addresses the areas of control and user plane interworking between the IM CN subsystem and CS domain through an MSC Server enhanced for ICS and CS-MGW respectively. This includes the signalling procedures between the MSC Server and CS-MGW. For the specification of control plane interworking, present document defines the protocol interworking between the 3GPP profile of SIP as described in 3GPP TS 24.229 and NAS signalling as described in 3GPP TS 24.008 required for the support of IM CN subsystem based multimedia telephony and supplementary services.


2.2.2.35705	TS 29.303


Domain Name System Procedures; Stage 3


This document describes Domain Name System (DNS) Procedures for the Evolved Packet System. This document covers the Evolved Packet Core gateway node selection using DNS (e.g. SGW and PGW nodes) excluding all User Equipment (UE) initiated DNS-based discovery and selection procedures.


2.2.2.35806	TS 29.305


InterWorking Function (IWF) between MAP based and Diameter based interfaces


This document is to specify the InterWorking Functions (IWF):


–	between MAP-based Gr, Gf interfaces and Diameter-based S6a, S6d, S13, S13a interfaces;


–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;


–	between the S6a interface with SMS subscription data on the MME side and the S6a interface without SMS subscription data plus the MAP-based D interface for SMS subscription on the HSS side;


–	between MAP-based C for SMS interface and Diameter-based S6c interface;


–	between MAP-based E for SMS interface and Diameter-based SGd interface.


2.2.2.35907	TS 29.311


Service level interworking for messaging services


This document specifies the protocol details of service level interworking between Instant Message as specified in OMA-TS-SIMPLE_IM using the 3GPP IP Multimedia CN subsystem and the Short Message Service over both legacy CS/PS network as specified in the 3GPP TS 23.040 and a generic IP Connectivity Access Network (IP-CAN) as specified in the 3GPP TS 24.341. These include:


–	procedures to implement service level interworking between IM and SM;


–	procedures to implement service level interworking between CPM and SM;


–	enhancement of the IP-SM-GW as an Application Server to support service selection, authorization and mapping between IM and SM protocols;


–	interaction between service level interworking and transport layer interworking.


2.2.2.3608	TS 29.328


IP Multimedia (IM) Subsystem Sh interface; Signalling flows and message contents


This 3GPP technical specification (TS) specifies: The interactions between the HSS (Home Subscriber Server) and the SIP AS (Application Server) and between the HSS and the OSA SCS (Service Capability Server). This interface is referred to as the Sh reference point. The interactions between the SIP AS and the SLF (Subscription Locator Function) and between the OSA SCS and the SLF. This interface is referred to as the Dh reference point.


2.2.2.36109	TS 29.329


Sh interface based on the Diameter protocol; Protocol details


This document defines a transport protocol for use in the IP multimedia (IM) Core Network (CN) subsystem based on Diameter. This document is applicable to:


–	The Sh interface between an AS and the HSS.


–	The Sh interface between an SCS and the HSS.


Whenever it is possible this document specifies the requirements for this protocol by reference to specifications produced by the IETF within the scope of Diameter. Where this is not possible, extensions to Diameter are defined within this document.


2.2.2.36210	TS 29.333


Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) Mp interface; Stage 3


This document describes the protocol to be used on the Multimedia Resource Function Controller (MRFC) – Multimedia Resource Function Processor (MRFP) interface (Mp interface). The IMS architecture is described in 3GPP TS 23.228, the functional requirements are described in 3G TS 23.333. This specification defines a profile of the Gateway Control Protocol (H.248.1), for controlling Multimedia Resource Function Processor supporting in-band user interaction, conferencing and transcoding for multimedia-services. This document is valid for a 3rd generation PLMN (UMTS) complying with Release 7 and later. 


2.2.2.36311	TS 29.334


IMS Application Level Gateway (IMS-ALG) – IMS Access Gateway (IMS-AGW); Iq Interface; Stage 3


This document describes the protocol to be used on the IMS Application Level Gateway (ALG) – IMS Access Gateway (IMS-AGW) interface. The basis for this protocol is the H.248 protocol as specified in ITUT. The IMS architecture is described in 3GPP TS 23.228.


2.2.2.36412	TS 29.335


User Data Convergence (UDC); User data repository access protocol over the Ud interface; Stage 3


This document describes the stage 3 user data repository access protocol over Ud interface. 


2.2.2.36513	TS 29.336


Home Subscriber Server (HSS) diameter interfaces for interworking with packet data networks and applications


This document describes the Diameter-based interfaces between the HSS and other network elements involved in the architecture for interworking with packet data networks and applications, such as Machine-Type Communications (MTC).


In particular, this document specifies the S6m interface between the Home Subscriber Server (HSS) and the MTC Interworking Function (MTC-IWF) and the S6n interface between the HSS and the MTC-AAA. The procedures over those interfaces are defined in 3GPP TS 23.682.


2.2.2.36614	TS 29.337


Diameter-based T4 Interface for communications with packet data networks and applications


This document describes the Diameter based interface between the Machine Type Communications-InterWorking Function (MTC-IWF) and the Short Message Service-Service Centre (SMS-SC) for communications with packet data networks and applications.


This specification defines the Diameter application for the T4 reference point between the MTCIWF and the SMS-SC. The interactions between the MTC-IWF and the SMS-SC are specified.


The stage 2 description for communications with packet data networks and applications (architecture and functionality) is specified in the 3GPP TS 23.682.


2.2.2.36715	TS 29.338


Diameter based protocols to support Short Message Service (SMS) capable Mobile Management Entities (MMEs)


This document defines the Diameter-based interfaces specific to SMS when they are used in conjunction with the “SMS in MME” architecture specified in 3GPP TS 23.272. It comprises:


–	the Diameter application for the S6c interface between the HSS and the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router;


–	the Diameter application for the SGd interface between the MME and the SMS-IWMSC or the SMS-GMSC or the SMS Router and between the SMS-GMSC and the SMS Router.


2.2.2.36816	TS 29.343


Proximity-services (ProSe) function to ProSe application server aspects (PC2); Stage 3


This document provides the stage 3 specification of the PC2 reference point. The functional requirements and the stage 2 procedures of the PC2 reference point are contained in 3GPP TS 23.303. The PC2 reference point lies between the ProSe Function and ProSe Application Server.


2.2.2.36917	TS 29.344


Proximity-services (ProSe) function to Home Subscriber Server (HSS) aspects; Stage 3


This document describes the Diameter-based PC4a interface between the Proximity Services (ProSe) Function and the Home Subscriber Server (HSS) defined for ProSe services.


This specification defines the Diameter application for PC4a reference point between the ProSe Function and the HSS.The interactions between the ProSe Function and the HSS are specified.


The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.


2.2.2.37018	TS 29.345


Inter-Proximity-services (Prose) function signalling aspects; Stage 3


This document describes the Diameter-based interfaces between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a local PLMN (PC6 interface) or between the Proximity Services (ProSe) Function in the HPLMN and the ProSe Function in a visited PLMN (PC7 interface).


This specification defines the Diameter application for PC6/PC7 reference points between the ProSe Functions. The interactions between the ProSe Functions are specified.


The stage 2 description for Proximity Services (ProSe) features in EPS is specified in 3GPP TS 23.303.


2.2.2.3719	TS 29.364


IP Multimedia Subsystem (IMS) Application Server (AS) service data descriptions for AS interoperability


This specification standardizes the structure and the coding of the service data that are transported over the Sh interface between an Application Server supporting Multimedia Telephony supplementary services as defined in 3GPP TS 22.173 and the HSS. Two optional formats are specified. One is based on a binary coding of the service data and supports the subset of MMTEL services corresponding to PSTN/ISDN and CS supplementary services. The other uses an XML format and supports the full set of MMTEL services.


2.2.2.3720	TS 29.368


Tsp interface protocol between the MTC Interworking Function (MTC-IWF) and Service Capability Server (SCS)


This document provides the protocol specification related to the Tsp reference point which is part of the architecture for Machine Type Communication. The Tsp reference point lies between the Service Capability Server (SCS) and the Machine Type Communication Inter Working Function (MTC-IWF).


2.2.2.373	TS 29.388


V2X Control Function to Home Subscriber Server (HSS) aspects (V4); Stage 3


This document describes the Diameter-based V4 interface between the V2X Control Function and the Home Subscriber Server (HSS) defined for V2X services.


This specification defines the Diameter application for V4 reference point between the V2X Control Function and the HSS. The interactions between the V2X Control Function and the HSS are specified.


The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.


2.2.2.374	TS 29.389


Inter-V2X Control Function Signalling aspects (V6); Stage 3


This document describes the Diameter-based interfaces between the V2X Control Function in the HPLMN and the V2X Control Function in the VPLMN (V6 interface).


This specification defines the Diameter application for V6 reference points between the V2X Control Functions. The interactions between the V2X Control Functions are specified.


The stage 2 description for V2X service features in EPS is specified in 3GPP TS 23.285.


2.2.2.37521		TS 29.405


Nq and Nq' Application Protocol (Nq-AP); Stage 3 


This document specifies the procedures and the Nq and Nq' Application Protocol (Nq-AP) messages used on the Nq/Nq' interfaces between the RAN Congestion Awareness Function (RCAF) and the Mobility Management Entity (MME) or the Serving GPRS Support Node (SGSN). The related stage 2 requirements are specified in 3GPP TS 23.401 and 3GPP TS 23.060.


2.2.2.37622	TS 29.468


Group Communication System Enablers for LTE (GCSE_LTE); MB2 reference point; Stage 3


This document defines the protocol for the MB2 reference point between the Group Communication Service Application Server (GCS AS) and the Broadcast-Multicast Service Centre (BM-SC).


The MB2 reference point and related stage 2 procedures are defined in 3GPP TS 23.468 as part of the Group Communication System Enablers for LTE. The stage 1 requirements for Group Communication System Enablers for LTE are specified in 3GPP TS 22.468.


2.2.2.37723	TS 29.658


SIP Transfer of IP Multimedia Service Tariff Information; Protocol specification


This document specifies the protocol for the real-time transfer of Tariff Information between a Charge Determination Point (CDP) and a Charge Generation Point (CGP) by means of the Session Initiation Protocol (SIP). 


It identifies the protocol procedures and switching functions needed to support the transfer of tariff information related to IP multimedia services.


2.2.2.37824	TS 31.101


UICC-terminal interface; Physical and logical characteristics


This specification specifies the interface between the UICC and the Terminal for 3G and beyond telecom network operation. This includes the requirements for the physical characteristics of the UICC, the electrical interface between the UICC and the Terminal, the initial communication establishment and the transport protocols, the communication commands and the procedures and the application independent files and protocols.


2.2.2.37925	TS 31.102


Characteristics of the Universal Subscriber Identity Module (USIM) application


This specification defines the USIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (USIM) and ME.


2.2.2.38026	TS 31.103


Characteristics of the IP Multimedia Services Identity Module (ISIM) application


This specification defines the ISIM application for 3G and beyond telecom network operation. This specification specifies command parameters, file structures and content, security functions and the application protocol to be used on the interface between UICC (ISIM) and ME.


2.2.2.38127	TS 31.104


Characteristics of the Hosting Party Subscription Identity Module (HPSIM) application


This document defines the Hosting Party Subscription Identity Module (HPSIM) application. This application resides on the UICC, an IC card specified in 3GPP TS 31.101. 


3GPP TS 31.104 applies to a H(e)NB supporting the HPSIM for H(e)NB Hosting Party authentication and specifies:


–	identification of the Hosting Party;


–	security mechanism, e.g. authentication based on EAP-AKA method.


2.2.2.3828	TS 31.111


Universal Subscriber Identity Module (USIM) Application Toolkit (USAT)


This specification defines the interface between the UICC and the Mobile Equipment (ME), and mandatory ME procedures, specifically for “USIM Application Toolkit”. USAT is a set of commands and procedures for use during the network operation phase of 3G and beyond, in addition to those defined in TS 31.101. 


2.2.2.38329	TS 31.115


Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications


This specification specifies the structure of the Secured Packets in implementations using Short Message Service and Cell Broadcast Service. It is applicable to the exchange of secured packets between an entity in a 3G and beyond or GSM PLMN and an entity in the (U)SIM.


2.2.2.38430	TS 31.116


Remote APDU Structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications


This specification defines the remote management of files and applets on the SIM/USIM.


2.2.2.38531	TS 31.130


(U)SIM Application Programming Interface (API); (U)SIM API for Java Card


This specification defines the (U)SIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of a (U)SAT application running together with a (U)SIM application and using GSM/3G and beyond network features.


2.2.2.38632	TS 31.133


IP Multimedia Services Identity Module (ISIM) Application Programming Interface (API); ISIM API for Java Card™


This specification defines the ISIM Application Programming Interface extending the “UICC API for Java Card™”. This API allows development of an application running together with an ISIM application. This document includes information applicable to network operators, service providers, server, ISIM and database manufacturers.


2.2.2.38733	TS 31.220


Characteristics of the Contact Manager for 3GPP UICC applications


This specification defines the Contact Manager for 3GPP UICC applications based on OMA DS, also specifies the external interface between the Contact Manager Server in the UICC and the Contact Manager External Client in the ME.


2.2.2.38834	TS 31.221


Contact Manager Application Programming Interface (API); Contact Manager API for Java Card


This specification defines the Application Programming Interface for the Contact Manager for 3GPP UICC applications, as specified in TS 31.220. This API allows development of applications running together with a contact manager application.


2.2.2.38935	TS 32.101


Telecommunication management; Principles and high-level requirements 


This document establishes and defines the management principles and high-level requirements for the management of PLMNs. In particular, this document identifies the requirements for:


–	the upper level of a management system;


–	the reference model, showing the elements the management system interacts with;


–	the network operator processes needed to run, operate and maintain a network;


–	the functional architecture of the management system;


–	the principles to be applied to management interfaces.


The requirements identified in this document are directed to the further development of management specifications as well as the development of management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs.


2.2.2.39036	TS 32.102


Telecommunication management; Architecture


This document identifies and standardizes the most important and strategic contexts in the physical architecture for the management of PLMNs. It serves as a framework to help define a telecom management physical architecture for a planned PLMN and to adopt standards and provide products that are easy to integrate. The requirements identified in this document are applicable to all further development of 3GPP Telecom Management specifications as well as the development of PLMN Management products. This document can be seen as guidance for the development of all other technical specifications addressing the management of PLMNs, except TS 32.101.


2.2.2.39137	TS 32.103


Telecommunication management; Integration Reference Point (IRP) overview and usage guide


This document gives an overview about 3GPP’s management interface capabilities and related functionality. It provides high-level information about IRP Framework, available IRPs as well as their relationship with each other. This document is intended to be a guide into the world of 3GPP management specifications, enabling also non-subject matter experts to gain an understanding about 3GPP’s management solutions. 


It also provides IRP packaging suggestions, intended to guide service providers as well as equipment and solutions providers to identify and choose suitable standardized management interface capabilities.


2.2.2.39238	TS 32.150


Telecommunication management; Integration Reference Point (IRP) Concept and definitions


This document provides the overall concept for all Integration Reference Point (IRP) specifications. Relevant IRP overview and high-level definitions are already provided in 3GPP TS 32.101 and TS 32.102. IRP specifications are intended to be applicable to any management interface developed in 3GPP SA5.


2.2.2.3939		TS 32.253


Telecommunication management; Charging management; Control Plane (CP) data transfer domain charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:


–	the content of the CDRs per domain / subsystem / service (offline charging);


–	the content of real-time charging messages per domain / subsystem / service (online charging);


–	the functionality of online and offline charging for those domains / subsystems / services;


–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).


The complete document structure for these TSs is defined in TS 32.240.


This document specifies the offline and online charging description for Control Plane (CP) data transfer domain, based on the functional stage 2 description in TS 23.682 for Non-IP Data Delivery (NIDD) using SCEF procedures. This charging description includes the offline and online charging architecture and scenarios specific to Control Plane (CP) data transfer domain, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the Control Plane (CP) data transfer domain. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:


–	The common 3GPP charging architecture is specified in TS 32.240.


–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.


–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.


–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.


–	The 3GPP Diameter application that is used for Control Plane (CP) data transfer domain offline and online charging is specified in TS 32.299.


Control Plane (CP) data transfer is also provided by Short Message Service (SMS), for which charging functionalities are not specified in this document. SMS charging functionality is defined for Circuit Switched domain in TS 32.250, for Packet Switched domain in TS 32.251 and for SMS Nodes in TS 32.274.


2.2.2.394	TS 32.276


Telecommunication management; Charging management; Voice Call Service (VCS) charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs.


This document specifies the online charging description for Voice Call Service (VCS) charging from a Proxy Function, based on the functional description of the Voice Call Service charging in the EU Roaming Regulations III specifications.


The concept of voice call is interpreted as any CS call, whatever the teleservice used (speech, 3.1 kHz audio, Fax, or CS data) except CS video telephony calls (BS 37, 64 kbit/s unrestricted digital info mode). 


Voice over LTE is not included in this definition. This charging specification includes the online charging architecture and scenarios specific to VCS charging from a Proxy Function, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto VCS. It further specifies the charging events for online charging. 


2.2.2.395	TS 32.277


Telecommunication management; Charging management; Proximity-based Services (ProSe) charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS networks. The GSM/UMTS core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs 


This document specifies the offline and online charging description for the Proximity-based Services (ProSe), based on the stage 2 description of ProSe in TS 23.303. This charging description includes the offline and online charging architecture and scenarios specific to the ProSe, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the ProSe. It further specifies the structure and content of the CDRs for offline charging, and the charging events for online charging. 


2.2.2.39640		TS 32.278


Telecommunication management; Charging management; Monitoring event charging


This document is part of a series of documents that specify charging functionality and charging management in GSM/UMTS/LTE networks. The GSM/UMTS/LTE core network charging architecture and principles are specified in TS 32.240, which provides an umbrella for other charging management TSs that specify:


–	the content of the CDRs per domain / subsystem / service (offline charging);


–	the content of real-time charging messages per domain / subsystem / service (online charging);


–	the functionality of online and offline charging for those domains / subsystems / services;


–	the interfaces that are used in the charging framework to transfer the charging information (i.e. CDRs or charging events).


The complete document structure for these TSs is defined in TS 32.240.


This document specifies the Offline Charging description for Monitoring Events, based on the functional stage 2 description in TS 23.682. This charging description includes the offline charging architecture and scenarios specific to Monitoring Events, as well as the mapping of the common 3GPP charging architecture specified in TS 32.240 onto the 3GPP Architecture for Service Capability Exposure. It further specifies the structure and content of the CDRs for offline charging. This document is related to other 3GPP charging TSs as follows:


–	The common 3GPP charging architecture is specified in TS 32.240.


–	The parameters, abstract syntax and encoding rules for the CDRs are specified in TS 32.298.


–	A transaction based mechanism for the transfer of CDRs within the network is specified in TS 32.295.


–	The file based mechanism used to transfer the CDRs from the network to the operator's billing domain (e.g. the billing system or a mediation device) is specified in TS 32.297.


–	The 3GPP Diameter application that is used for Monitoring Event offline charging is specified in TS 32.299.


The online charging functionality for Monitoring Events is outside the scope of 3GPP standardisation.


All references, abbreviations, definitions, descriptions, principles and requirements, used in this document, that are common across 3GPP TSs, are defined in the 3GPP Vocabulary, TR 21.905. Those that are common across charging management in GSM/UMTS/LTE domains, services or subsystems are provided in the umbrella document TS 32.240 and are copied into clause 3 of this document for ease of reading. Finally, those items that are specific to this document are defined exclusively in this document.


2.2.2.39741	TS 32.401 


Telecommunication management; Performance Management (PM); Concept and requirements


This document describes the requirements for the management of performance measurements and the collection of performance measurement result data across GSM, UMTS and LTE networks. It defines the administration of measurement schedules by the Network Element Manager (EM), the generation of measurement results in the Network Elements (NEs) and the transfer of these results to one or more Operations Systems, i.e. EM(s) and/or Network Manager(s) (NM(s)).


The basic Performance Management concept that this document is built upon is described in clause 4. 


The requirements of how an EM administers the performance measurements and how the results can be collected are defined in detail in clause 5. Measurements available for collection by NEs are described in the following specifications:


–	TS 52.402 for GSM systems;


–	TS 32.405, TS 32.406, TS 32.407 and TS 32.408 for UMTS and combined UMTS/GSM systems; 


–	TS 32.409 for IMS networks;


–	TS 32.425 for E-UTRAN.


–	TS 32.426 for EPC.


–	TS 32.452 for Home Node B (HNB) Subsystem (HNS).


–	TS 32.453 for Home enhanced Node B (HeNB) Subsystem (HeNS).


Effort has been made to ensure consistency in the definition of measurements between different NEs and generations. The performance measurement result is described in Performance Measurement File Format Definition (3GPP TS 32.432).


The following is beyond the scope of this document, and therefore this document does not describe:


–	the formal definition of the interface that the EM uses to administer performance measurements in the NEs;


–	the formal definition of the interface that the EM uses to collect measurement results from the NEs;


–	how the data, once accumulated and collected, could or should be processed, stored, or presented to an end user;


–	the information which may be obtained through the collection and processing of call or event related records which have been produced by the NEs primarily for the purpose of raising bills and other charges.


The management requirements have been derived from existing telecommunications operations experience. The management definitions were then derived from other standardisation work so as to minimise the re-invention factor. References are given as appropriate.


The objectives of this standardisation are:


–	to provide the descriptions for a standard set of measurements;


–	to produce a common description of the management technique for measurement administration and result accumulation; and


–	to define a method for the bulk transmission of measurement results across a management interface.


The definition of the standard measurements is intended to result in comparability of measurement result data produced in a multi-vendor wireless network, for those measurement types that can be standardised across all vendors' implementations.


As far as possible, existing standardisation in the area of Performance Management has been re-used and enhanced where particular requirements, peculiar to the mobile telephony environment, have been recognised.


This document considers all the above aspects of Performance Management for a GSM, UMTS or LTE network and its NEs defined in the core Technical Specifications. However, only those aspects which are specific to a GSM/UMTS/LTE system and particular to wireless network operation are included in this document.


2.2.2.39842	TS 32.409


Telecommunication management; Performance Management (PM); Performance measurements; IP Multimedia Subsystem (IMS)


This document describes the measurements of IMS.


3GPP TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an IMS network. These may be measurement types defined within this document, measurements defined within other standards bodies, or vendor specific measurement types.


Only measurement types that are specific to IMS network are defined within this documents. I.e. vendor specific measurement types and measurements related to "external" technologies used in IMS network, such as ATM or IP, are not covered. Instead, these could be applied as described by the other, "external" standards bodies (e.g. ITU-T or IETF) or according to manufacturer's documentation.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to CSCF);


–	Header 2: Measurement function (e.g. Registration related measurements);


–	Header 3: Measurements.


2.2.2.39943	TS 32.425 


Telecommunication management; Performance Management (PM); Performance measurements Evolved Universal Terrestrial Radio Access Network (E-UTRAN)


This document describes the measurements for E-UTRAN.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an E-UTRAN. 


Only measurement types that are specific to E-UTRAN are defined within this documents. Vendor specific measurement types used in E-UTRAN are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to eNodeB);


–	Header 2: Measurement function (e.g. RRC connection setup related measurements);


–	Header 3: Measurements.


2.2.2.400344	TS 32.426 


Telecommunication management; Performance Management (PM); Performance measurements Evolved Packet Core (EPC) network


This document describes the measurements for EPC and combined EPC/UMTS/GSM.


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of an EPC network and combined EPC/UMTS/GSM network. Only measurement types that are specific to EPC or combined EPC/UMTS/GSM networks are defined within this documents. 


Vendor specific measurement types used in EPC and combined EPC/UMTS/GSM networks are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as IP) as described by "external" standards bodies (e.g. IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. MME related measurements);


–	Header 2: Measurement function;


–	Header 3: Measurements.


2.2.2.401345	TS 32.432 


Telecommunication management; Performance measurement: File format definition


This document describes the general semantics of performance measurement result and collection. It defines the report file format, report file conventions and the file transfer procedure. Clause 4 specifies the file format for the bulk transfer of performance measurement results to the NM, while clause 5 discusses the file transfer procedure utilised on that interface.


This document does not give the definition of any specific file format – such as XML and ASN.1, which will be given in Performance Measurement eXtensible Markup Language (XML) File Format Definition 3GPP TS 32.435 and Performance Measurement Abstract Syntax Notation 1 (ASN.1) File Format Definition 3GPP TS 32.436.


2.2.2.402346	TS 32.435 


Telecommunication management; Performance measurement; eXtensible Markup Language (XML) file format definition


This document describes the XML file format of performance measurement results whose semantics is defined in 3GPP TS 32.432.


2.2.2.40347	TS 32.436 


Telecommunication management; Performance measurement: Abstract Syntax Notation 1 (ASN.1) file format definition


This document defines the ASN.1 file format definition for performance measurement results collection whose semantics is defined in 3GPP TS 32.432.


2.2.2.404348	TS 32.453 


Telecommunication management; Performance Management (PM); Performance measurements Home enhanced Node B (HeNB) Subsystem (HeNS)


This document describes the measurements for Home enhanced Node B Subsystem (HeNS).


HeNS consists of a HeNB and optionally a HeNB GW. And, it is connected by means of the standard S1 interface to the EPC (Evolved Packet Core), more specifically to the MME (Mobility Management Entity) by means of the S1-MME interface and to the Serving Gateway (S-GW) by means of the S1-U interface


TS 32.401 describes Performance Management concepts and requirements.


This document is valid for all measurement types provided by an implementation of HeNS.


Only measurement types that are specific to HeNS are defined within this documents. Vendor specific measurement types used in HeNS are not covered. Instead, these could be applied according to manufacturer's documentation.


Measurements related to "external" technologies (such as ATM or IP) as described by "external" standards bodies (e.g. ITU-T or IETF) shall only be referenced within this specification, wherever there is a need identified for the existence of such a reference.


The definition of the standard measurements is intended to result in comparability of measurement data produced in a multi-vendor network, for those measurement types that can be standardised across all vendors' implementations.


The structure of this document is as follows:


–	Header 1: Network Element (e.g. measurements related to HeNB and HeNB GW);


–	Header 2: Measurement function (e.g. HeNB registration measurements);


–	Header 3: Measurements.


2.2.2.405349	TS 32.501 


Telecommunication management; Self-configuration of network elements; Concepts and requirements


This document describes the concepts how self-configuration works and what IRP requirements need to be met to support this functionality. The document also captures if a requirement shall be met via the Itf-N interface or via other protocols. This version of the TS is restricted to self-configuration of eNBs. The requirements in this document are not imposed on HNBs.


2.2.2.406350	TS 32.508


Telecommunication management; Procedure flows for multi-vendor plug-and-play eNode B connection to the network


This document describes the procedure flows between network entities involved in the multi-vendor plug-and-play eNB connection to network. 


These procedures are based on requirements and use cases specified in 3GPP TS 32.501. The format of the data exchanged in these procedures is defined in 3GPP TS 32.509.


2.2.2.407351	TS 32.509


Telecommunication management; Data formats for multi-vendor plug and play eNode B connection to the network


This document describes the data formats used between network entities involved in the multi-vendor plug and play eNB connection to network. 


These data formats are based on requirements and use cases specified in 3GPP TS 32.501. The procedure flows where these data exchanged are defined in 3GPP TS 32.508.


2.2.2.408352	TS 32.602


Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP); Information Service (IS)


This document defines a component of an Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate basic Configuration Management related information to one or several 'IRPManagers' (typically Network Managers). 


The function of this Basic CM IRP Information Service is to define an interface for the retrieval and modification of Configuration Management Information. 


This Basic CM IRP IS is aligned with ITU-T M.3700 in that ITU-T M.3700 is a subset of the Basic CM IRP IS in terms of the definitions of operations for the retrieval and modification of Configuration Management Information.


2.2.2.409353	TS 32.612


Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information Service (IS)


This document (Bulk Configuration Management IRP: Information Service) defines a number of Integration Reference Point (IRP) through which an 'IRPAgent' (typically an Element Manager or Network Element) can communicate bulk Configuration Management related information to one or several 'IRPManagers' (typically Network Managers).


2.2.2.410354	TS 33.102


Security architecture


Provides a specification of all security mechanisms and protocols, except algorithms.


2.2.2.411355	TS 33.105


Cryptographic algorithm requirements


Defines requirements for standard cipher and integrity algorithm.


2.2.2.412356	TS 33.106


Lawful interception requirements


Defines all requirements for network based lawful interception.


2.2.2.413	TS 33.107


3G security; Lawful interception architecture and functions


This document describes the architecture and functional requirements within a Third Generation Mobile Communication System (3GMS) and the Evolved Packet System (EPS). The specification shows the service requirements from a Law Enforcement point of view only. The aim of this document is to define a 3GMS and EPS interception system that supports a number of regional interception regulations, but these regulations are not repeated here as they vary. Regional interception requirements shall be met in using specific (regional) mediation functions allowing only required information to be transported.


2.2.2.414	TS 33.108


3G security; Handover interface for Lawful Interception (LI)


This specification addresses the handover interfaces for Lawful Interception (LI) of Packet-Data Services, Circuit Switched Services, Multimedia Services within the UMTS network and Evolved Packet System (EPS). The handover interface in this context includes the delivery of Intercept Related Information (HI2) and Content of Communication (HI3) to the Law Enforcement Monitoring Facility.


2.2.2.415	TS 33.110


Key establishment between a Universal Integrated Circuit Card (UICC) and a terminal


This document describes the security features and mechanisms to provision a shared key between a UICC and a terminal that may host the UICC or be connected to the device hosting the UICC via a local interface. Candidate applications to use this key establishment mechanism include but are not restricted to secure channel between a UICC and a terminal. The scope of this specification includes an architecture overview and the detailed procedure how to establish the shared key between the UICC and the terminal.


2.2.2.416		TS 33.116


Security Assurance Specification (SCAS) for the MME network product class 


This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.


2.2.2.417		TS 33.117


Catalogue of general security assurance requirements


This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.


It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.


2.2.2.418	TS 33.141


Presence service; Security


This document is the Stage 2 specification for the security requirements, security architecture, security features and security mechanisms for the Presence Service, which includes the elements necessary to realize the requirements in TS 22.141 and TS 23.141. As far as SIP-based procedures are concerned, this specification refers to TS 33.203. The main content of this specification is the security for the Ut reference point, which is HTTP–based, as applied in presence services. The document includes information applicable to network operators, service providers and manufacturers.


2.2.2.419357		TS 33.179


Security of Mission Critical Push To Talk (MCPTT) over LTE 


This document specifies the security architecture, procedures and information flows needed to protect the mission critical push to talk (MCPTT) service. The architecture includes mechanisms for authentication, protection of MCPTT signalling and protection of MCPTT media. Security for both MCPTT group calls and MCPTT private calls operating in on-network and off-network modes of operation is specified.


The functional architecture for MCPTT is defined in 3GPP TS 23.179, the corresponding service requirements are defined in 3GPP TS 22.179.


The MCPTT service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.


2.2.2.420	TS 33.180


Security of the mission critical service


This document specifies the security architecture, procedures and information flows needed to protect the mission critical service (MCX). The architecture includes mechanisms to protect the Common Functional Architecture and security mechanisms for mission critical applications. This includes Push-To-Talk (MCPTT), Video (MCVideo) and Data (MCData). Additionally, security mechanisms relating to on-network use, off-network use, roaming, migration, interconnection, interworking and multiple security domains are described. 


This specification complements the Common Functional Architecture defined in TS 23.280, the functional architecture for MCPTT defined in 3GPP TS 23.379, the functional architecture for MCVideo defined in 3GPP TS 23.281 and the functional architecture for MCData defined in 3GPP TS 23.282.


The MC service can be used for public safety applications and also for general commercial applications e.g. utility companies and railways. As the security model is based on the public safety environment, some security features may not be applicable to MCPTT for commercial purposes.


2.2.2.421	TS 33.185


Security aspect for LTE support of Vehicle-to-Everything (V2X) services


This document specifies the security aspects of V2X features in LTE, including security architecture, security requirements on the network entities that are used to support V2X services, as well as the procedures and solutions which are provided to meet those requirements.


2.2.2.358	TS 33.303


Proximity-based Services (ProSe); Security aspects


This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:


–	Configuration of ProSe-enabled UEs;


–	Open ProSe Direct Discovery (in network coverage);


–	One-to-many communication for ProSe-enabled Public Safety UEs;


–	EPC-level ProSe Discovery;


–	EPC support for WLAN Direct Communication.


2.2.2.422359	TS 33.187


Security aspects of Machine-Type Communications (MTC) and other mobile data applications communications enhancements


This document specifies the security architecture enhancements (i.e. enhancements to the security features and the security mechanisms) to facilitate Machine-Type and other mobile data applications Communications enhancements (MTCe) as per the use cases and service requirements defined in 3GPP TS 22.368 and the architecture enhancements and procedures defined in 3GPP TS 23.682.


2.2.2.42360	TS 35.231


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 1: Algorithm specification


This document and the other Technical Specifications in the series, TS 35.232 and 35.233 contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. All seven functions are operator-specifiable rather than being fully standardised and other algorithms could be envisaged.


2.2.2.424361	TS 35.232 


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 2: Implementers’ test data


This document and the other Technical Specifications in the series, TS 35.231 and TS 35.233, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. In particular, this document defines the test data: 


–	for the Keccak permutation used within Tuak,


–	for the authentication algorithms f1 and f1*,


–	for the algorithms f2, f3, f4, f5 and f5*.


2.2.2.425362	TS 35.233


Specification of the TUAK algorithm set: A second example algorithm set for the 3GPP authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5*; Document 3: Design conformance test data


This document and the other Technical Specifications in the series, TS 35.231 and TS 35.232, contain an example set of algorithms which could be used as the authentication and key generation functions f1, f1*, f2, f3, f4, f5 and f5* for 3GPP systems. 


This document provides sets of input/output test data for ‘black box’ testing of physical realizations of all algorithms, and in particular:


–	Test data for the Keccak permutation used within Tuak.


–	Test data for the MILENAGE authentication and key generation algorithms f1, f1*, f2, f3, f4, f5 and f5*.


2.2.2.426	TS 33.250


Security assurance specification for the PGW network product class


This document contains requirements and test cases that are specific to the PGW network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the PGW network product class.


2.2.2.427	TS 33.303


Proximity-based Services (ProSe); Security aspects


This document specifies the security aspects of the Proximity Services (ProSe) features in EPS. The ProSe features covered are:


–	Configuration of ProSe-enabled UEs;


–	Open ProSe Direct Discovery (in network coverage);


–	One-to-many communication for ProSe-enabled Public Safety UEs;


–	EPC-level ProSe Discovery;


–	EPC support for WLAN Direct Communication.


2.2.2.363		TS 22179


Mission Critical Push to Talk (MCPTT) over LTE; Stage 1 


This document covers requirements for Mission Critical Push To Talk (MCPTT) service (represented by the term, MCPTT Service). The MCPTT Service can be used for public safety applications and also for general commercial applications (e.g. utility companies and railways). The specifications contained within this document can also form the basis for a non-mission critical Push To Talk service (called a PTT service).


Note that further development of mission critical services beyond MCPTT (such as Mission Critical Video and Mission Critical Data) created an opportunity to re-use base functionality documented in the Stage 1 requirements for MCPTT. For example, the ability to communicate mission critical information to groups of users is a common need regardless of service type. Wherever originating MCPTT requirements were found to be in common with other mission critical services, those requirements were moved to a new Technical Specification (3GPP TS 22.280). Each requirement that was moved has been voided in this version of 3GPP TS 22.179, and an informative annex has been created at the end of this specification documenting the location of the originating 3GPP TS 22.179 requirement in 3GPP TS 22.280.


2.2.2.364		TS 26.223


Telepresence using the IP Multimedia Subsystem (IMS); Media handling and interaction 


This document specifies a client for the IMS-based telepresence service supporting conversational speech, video and text transported over RTP. Telepresence is defined as a conference with interactive audio-visual communications experience between remote locations, where the users enjoy a strong sense of realism and presence between all participants (i.e. as if they are in same location) by optimizing a variety of attributes such as audio and video quality, eye contact, body language, spatial audio, coordinated environments and natural image size. A telepresence system is defined as a set of functions, devices and network elements which are able to capture, deliver, manage and render multiple high quality interactive audio and video signals in a telepresence conference. An appropriate number of devices (e.g. cameras, screens, loudspeakers, microphones, codecs) and environmental characteristics are used to establish telepresence. 


The media handling capabilities of a telepresence client (TP UE) are specified in this document. A TP UE supports Multimedia Telephony Service for IMS (MTSI) UE media handling capabilities, but it also supports more advanced media handling capabilities. The media handling aspects of a TP UE within the scope of this document include media codecs, media configuration and session control, data transport, audio/video parameters, and interworking with MTSI.


2.2.2.428365		TS 32.281


Telecommunication management; Charging management; Announcement service 


During any phase of a voice or video call, the Online Charging System (OCS) may need to deliver billing/charging in-session notifications to the end user via announcements as part of the rating, balance management and billing process. For example, the OCS may need to inform the user about usage states, threshold crossings, offer statuses, reason for call rejection, alerts about low balances, etc.


In Circuit Switched (CS) domain, online charging of a voice session is performed using Customised Applications for Mobile network Enhanced Logic (CAMEL) mechanisms. In order to deliver insession notifications or to interact with the end user, OCS can use CAMEL messages such as: Play Announcement, Prompt and Collect, Connect to Resource, Establish Temporary Connection. Such notifications can be delivered pre-, mid- or post-call. However, in IMS and MMTel charging defined in TS 32.260 and TS 32.275 as well as in Diameter Credit-Control Application (DCCA) defined in RFC 4006, announcement capabilities, available at the OCS level, are limited to redirection of a session to a given SIP URI at completion of the session. When redirected the session may be connected to a resource that delivers an announcement.


The Announcement service in this specification provides announcement capabilities for use in a Diameter based online charging session. The OCS is able to specify that a given announcement be played to a call party in order to deliver charging/billing related notifications.


2.2.2.366		TS 33.116


Security Assurance Specification (SCAS) for the MME network product class 


This document contains objectives, requirements and test cases that are specific to the MME network product class. It refers to the Catalogue of General Security Assurance Requirements and formulates specific adaptions of the requirements and test cases given there, as well as specifying requirements and test cases unique to the MME network product class.


2.2.2.367		TS 33.117


Catalogue of general security assurance requirements


This document contains objectives, requirements and test cases that are deemed applicable, possibly after adaptation, to several network product classes.


It has been recognized that several network product classes will share very similar if not identical security requirements for some aspects. Therefore, these are collected in this "catalogue" document applicable to many network product classes. In addition to this catalogue, requirements specific to different network product classes will be captured in separate documents.





Annex 2

Specification of the WirelessMAN-Advanced radio interface technology


Background


IMT-Advanced is a system with global development activity and the IMT-Advanced terrestrial radio interface specifications identified in this Recommendation have been developed by the ITU in collaboration with the GCS[footnoteRef:10] Proponents and the Transposing Organizations. It is noted from Document IMT-ADV/24(Rev.3), that: [10: 	Global Core Specifications.] 



–	The GCS Proponent must be one of the RIT[footnoteRef:11]/SRIT[footnoteRef:12] Proponents for the relevant technology, and must have legal authority to grant to ITU-R the relevant legal usage rights to the relevant specifications provided within a GCS corresponding to a technology in Recommendation ITU-R M.2012 [11: 	Radio Interface Technology.]  [12: 	Set of Radio Interface Technologies.] 



–	A Transposing Organization must have been authorized by the relevant GCS Proponent to produce transposed standards for a particular technology, and must have the relevant legal usage rights.


It is further noted that GCS Proponents and Transposing Organizations must also qualify appropriately under the auspices of Resolution ITU-R 9-5 and the ITU-R “Guidelines for the contribution of material of other organizations to the work of the Study Groups and for inviting other organizations to take part in the study of specific matters (Resolution ITU-R 9-5)”.


The ITU has provided the global and overall framework and requirements, and has developed the Global Core Specification jointly with the GCS Proponent. The detailed standardization has been undertaken within the recognized Transposing Organizations which operate in concert with the GCS Proponent. This Recommendation therefore makes extensive use of references to externally developed specifications.


This approach was considered to be the most appropriate solution to enable completion of this Recommendation within the aggressive schedules set by the ITU and by the needs of administrations, operators and manufacturers.


This Recommendation has therefore been constructed to take full advantage of this method of work and to allow the global standardization time-scales to be maintained. The main body of this Recommendation has been developed by the ITU, with each Annex containing references pointing to the location of the more detailed information.


This Annex 2 contains the detailed information developed by the ITU and “IEEE” (the GCS Proponent) and IEEE, ARIB, TTA, ITRI and WiMAX Forum (the Transposing Organizations). Such use of referencing enables timely completion and update of the high-level elements of this Recommendation, with change control procedures, transposition, and public enquiry procedures being undertaken within the external organization. This information has generally been adopted unchanged, recognizing the need to minimize duplication of work, and the need to facilitate and support an ongoing maintenance and update process.


This general agreement, noting that the detailed information of the radio interface should to a large extent be achieved by reference to the work of external organizations, highlights not only the ITU’s significant role as a catalyst in stimulating, coordinating and facilitating the development of advanced telecommunications technologies, but also its forward-looking and flexible approach to the development of this and other telecommunications standards for the 21st century.


A more detailed understanding of the process for the development of the first release of this Recommendation may be found in Document IMT-ADV/24(Rev.3) whereas details on the process for the development of Revisions of this Recommendation may be found in Document IMTADV/25(Rev.2).


1	Overview of the radio interface technology


The WirelessMAN-Advanced radio interface specification is developed by IEEE. A complete endto-end system based on WirelessMAN-Advanced is called WiMAX 2, as developed by the WiMAX Forum.


1.1	Overview of physical layer


The following sections highlights selected physical layer (PHY) features.


1.1.1	Multiple access scheme


WirelessMAN-Advanced uses OFDMA as the multiple-access scheme in downlink (DL) and uplink (UL). It further supports both TDD and FDD duplex schemes including H-FDD operation of the mobile stations (MSs) in the FDD networks. The frame structure attributes and baseband processing are common for both duplex schemes. The OFDMA parameters are summarized in Table 2.1. WirelessMAN-Advanced also supports wider channel bandwidths, up to 160 MHz, with carrier aggregation. In Table 2.1, TTG and RTG denote transmit/receive and receive/transmit transition gaps, respectively.


TABLE 2.1


OFDMA parameters


			Nominal channel bandwidth (MHz)


			5


			7


			8.75


			10


			20





			Sampling factor


			28/25


			8/7


			8/7


			28/25


			28/25





			Sampling frequency (MHz)


			5.6


			8


			10


			11.2


			22.4





			FFT size


			512


			1 024


			1 024


			1 024


			2 048





			Subcarrier spacing (kHz)


			10.94


			7.81


			9.76


			10.94


			10.94





			Useful symbol time Tu (µs)


			91.429


			128


			102.4


			91.429


			91.429





			CP
Tg = 1/8 Tu


			Symbol time Ts (µs)


			102.857


			144


			115.2


			102.857


			102.857





			


			FDD


			Number of OFDM symbols per 5 ms frame


			48


			34


			43


			48


			48





			


			


			Idle time (µs)


			62.857


			104


			46.40


			62.857


			62.857





			


			TDD


			Number of OFDM symbols per 5 ms frame


			47


			33


			42


			47


			47





			


			


			TTG + RTG (µs)


			165.714


			248


			161.6


			165.714


			165.714








TABLE 2.1 (end)


			CP
Tg = 1/16 Tu


			Symbol time Ts (µs)


			97.143


			136


			108.8


			97.143


			97.143





			


			FDD


			Number of OFDM symbols per 5 ms frame


			51


			36


			45


			51


			51





			


			


			Idle time (µs)


			45.71


			104


			104


			45.71


			45.71





			


			TDD


			Number of OFDM symbols per 5 ms frame


			50


			35


			44


			50


			50





			


			


			TTG + RTG (µs)


			142.853


			240


			212.8


			142.853


			142.853





			CP
Tg = 1/4 Tu


			Symbol Time Ts (µs)


			114.286


			160


			128


			114.286


			114.286





			


			FDD


			Number of OFDM symbols per 5 ms frame


			43


			31


			39


			43


			43





			


			


			Idle time (µs)


			85.694


			40


			8


			85.694


			85.694





			


			TDD


			Number of OFDM symbols per 5 ms frame


			42


			30


			37


			42


			42





			


			


			TTG + RTG (µs)


			199.98


			200


			264


			199.98


			199.98











1.1.2	Frame structure


A superframe is a collection of consecutive equally-sized radio frames whose beginning is marked with a superframe header (SFH), which carries short-term and long-term system configuration information. 


In order to decrease the air-link access latency, the radio frames are further divided into a number of subframes where each subframe comprises of an integer number of OFDM symbols. The transmission time interval (TTI) is defined as the transmission latency over the air-link and is equal to a multiple of subframe length (default is one subframe). There are four types of subframes: 1) type-1 subframe, which consists of six OFDM symbols, 2) type-2 subframe, which consists of seven OFDM symbols, 3) type-3 subframe which consists of five OFDM symbols, and 4) type-4 subframe, which consists of nine OFDM symbols and can be used only in UL for channel bandwidth of 8.75 MHz when supporting legacy, i.e. OFDMA TDD WMAN, frames. 


The basic frame structure is shown in Fig. 2.1, where superframe length is 20 ms (comprised of four radio frames), radio frame size is 5 ms, and subframe length depends on channel bandwidth, length of cyclic prefix, and subframe type, i.e. type-1/2/3/4. The number of subframes per radio frame is predetermined to maximize the spectral efficiency for each frame configuration depending on channel bandwidth, length of cyclic prefix, subframe type, and duplex mode.


The concept of time zones applies to both TDD and FDD systems. These time zones are timedivision multiplexed across time domain in the DL to support both new and legacy MSs. For UL transmissions both time and frequency-division multiplexing approaches can be used to support legacy and new terminals. The non-backward compatible improvements and features are restricted to the new zones. All backward compatible features and functions are used in the legacy zones.


FIGURE 2.1


Basic frame structure








1.1.3	Physical structure and resource unit


The DL/UL subframes are divided into a number of frequency partitions, where each partition consists of a set of physical resource units (PRUs) over the available number of OFDM symbols in the subframe. Each frequency partition can include localized and/or distributed physical resource units. Frequency partitions can be used for different purposes such as fractional frequency reuse (FFR). The DL/UL resource partitioning and mapping is illustrated in Fig. 2.2. PRU is the basic physical unit for resource allocation that comprises 18 contiguous subcarriers by Nsym contiguous OFDM symbols where Nsym is 6, 7, 5 and 9 OFDM symbols for type-1, type-2, type-3 and type-4 subframes, respectively (type-4 is used only for UL). A logical resource unit (LRU) is the basic logical unit for distributed and localized resource allocations. LRU comprises of 18 × Nsym subcarriers.


FIGURE 2.2


Resource mapping process








1.1.4	Resource mapping


The resource mapping process is defined as follows as illustrated in Fig. 2.2, where Pi denotes the ith frequency partition.


The PRUs are first subdivided into sub-bands and mini-bands where a sub-band comprises four adjacent PRUs and a mini-band comprises one PRU. The sub-bands are suitable for frequency selective allocations as they provide a contiguous allocation of PRUs in frequency. The mini-bands are suitable for frequency diverse allocations and are permuted in frequency (outer permutation in Fig. 2.2).


After frequency partitioning, the partition between localized or contiguous resource units (CRUs) and distributed resource units (DRUs) is done on a sector specific basis. All sub-bands are categorized into CRU, while mini-bands are categorized into either CRU or DRU. CRUs are used to achieve frequency-selective scheduling gain. A CRU comprises a group of subcarriers which are contiguous across frequency. DRUs are used to achieve frequency diversity gain. A DRU contains a group of subcarriers which are spread across a frequency partition. The sizes of the CRU and DRU are equal to that of PRU.


To form CRUs and DRUs, the subcarriers over the OFDM symbols of a sub-frame are partitioned into guard and used subcarriers. The DC subcarrier is not used. The used subcarriers are divided into PRUs. Each PRU contains pilot and data subcarriers. The number of used pilot and data subcarriers depends on MIMO mode, rank and number of multiplexed MS, as well as the number of OFDM symbols within a sub-frame.


The subcarrier (tone-pair) permutation defined for DRU of a DL frequency partition spreads the subcarriers across all the distributed resource allocations within a frequency partition. After mapping all pilots, the remaining used subcarriers are paired into contiguous subcarrier-pairs (tonepairs), and then are permuted to define the distributed logical resource units (DLRUs). The DL subcarrier permutation is performed per OFDM symbol within a sub-frame. Each of the DRUs of an UL frequency partition is divided into 3 tiles of 6 adjacent subcarriers over Nsym symbols. The tiles are collectively permuted across all the distributed resource allocations within a frequency partition to define DLRUs. The contiguous logical resource unit (CLRU) are obtained from direct mapping of CRUs. CLRUs are categorized into sub-band-based LRUs, so-called sub-band logical resource unit (SLRU), and mini-band-based LRUs, so called mini-band logical resource unit (NLRU).


1.1.5	Modulation and coding


FIGURE 2.3


Coding and modulation procedures








Figure 2.3 shows the channel coding and modulation procedures. A cyclic redundancy check (CRC) is appended to a burst (i.e. a physical layer data unit) prior to partitioning. The 16-bit CRC is calculated over the entire bits in the burst. If the burst size including burst CRC exceeds the maximum FEC block size, the burst is partitioned into KFB FEC blocks, each of which is encoded separately. If a burst is partitioned into more than one forward error correction (FEC) blocks, a FEC block CRC is appended to each FEC block before the FEC encoding. The FEC block CRC of a FEC block is calculated based on the entire bits in that FEC block. Each partitioned FEC block including 16-bit FEC block CRC has the same length. The maximum FEC block size is 4800 bits. Concatenation rules are based on the number of information bits and do not depend on the structure of the resource allocation (number of logical resource units and their size). WirelessMAN-Advanced utilizes the convolutional turbo code (CTC) with code rate of 1/3. The CTC scheme is extended to support additional FEC block sizes. Furthermore, the FEC block sizes can be regularly increased with predetermined block size resolutions. The FEC block sizes which are multiple of seven are removed for the tail-biting encoding structure. The encoder block depicted in Fig. 2.3 includes the interleaver. 


Bit selection and repetition are used in WirelessMAN-Advanced to achieve rate matching. Bit selection adapts the number of coded-bits to the size of the resource allocation which may vary depending on the resource unit size and sub-frame type. The total subcarriers in the allocated resource unit are segmented to each FEC block. The total number of information and parity bits generated by FEC encoder are considered as the maximum size of circular buffer. Repetition is performed when the number of transmitted bits is larger than the number of selected bits. The selection of coded bits is done cyclically over the buffer. The mother-code bits, the total number of information and parity bits generated by FEC encoder, are considered as a maximum size of circular buffer. In case that the size of the circular buffer Nbuffer is smaller than the number of mother-code bits, the first Nbuffer bits of mother-code bits are considered as selected bits. 


Modulation constellations of QPSK, 16QAM, and 64QAM are supported. The mapping of bits to the constellation point depends on the constellation-rearrangement (CoRe) version used for HARQ retransmission as described and further depends on the MIMO scheme. The QAM symbols are mapped into the input of the MIMO encoder. The sizes include the addition of CRC (per burst and per FEC block), if applicable. Other sizes require padding to the next burst size. The code rate and modulation depend on the burst size and the resource allocation.


Incremental redundancy HARQ (HARQ-IR) is used in WirelessMAN-Advanced by determining the starting position of the bit selection for HARQ retransmissions. Chase combining HARQ (HARQCC) is also supported and considered as a special case of HARQ-IR. The 2-bit sub-packet identifier (SPID) is used to identify the starting position. The CoRe scheme can be expressed by a bit-level interleaver. 


The resource allocation and transmission formats in each retransmission in DL can be adapted with control signalling. The resource allocation in each retransmission in UL can be fixed or adaptive according to control signalling. In HARQ re-transmissions, the bits or symbols can be transmitted in a different order to exploit the frequency diversity of the channel. 


For HARQ retransmission, the mapping of bits or modulated symbols to spatial streams may be applied to exploit spatial diversity with given mapping pattern, depending on the type of HARQ-IR. In this case, the predefined set of mapping patterns should be known to the transmitter and receiver. In DL HARQ, the base station (BS) may transmit coded bits exceeding current available soft buffer capacity.


1.1.6	Pilot structure


Transmission of pilot subcarriers in DL is necessary to allow channel estimation, channel quality measurement (e.g. channel quality indicator, CQI), frequency offset estimation, etc. To optimize the system performance in different propagation environments, WirelessMAN-Advanced supports both common and dedicated pilot structures. The classification of pilots into common and dedicated is done based on their usage. The common pilots can be used in distributed allocation by all MSs. Dedicated pilots can be used with both localized and distributed allocations. They are associated with user specific pilot index. The dedicated pilots are associated with a specific resource allocation, are intended to be used by the MSs allocated to specific resource allocation, and therefore shall be precoded or beamformed in the same way as the data subcarriers of the resource allocation. The pilot structure is defined for up to eight streams and there is a unified design for common and dedicated pilots. There is equal pilot density per spatial stream; however, there is not necessarily equal pilot density per OFDM symbols.


FIGURE 2.4


Pilot structures for 1, 2, 4, and 8 streams for Type-1 sub-frame








For the sub-frame consisting of five OFDM symbols, the last OFDM symbol is deleted. For the subframe consisting of seven OFDM symbols, the first OFDM symbol is added as the 7th OFDM symbol. To overcome the effects of pilot interference among the neighbouring sectors or BSs, an interlaced pilot structure is utilized by cyclically shifting the base pilot pattern such that the pilots of neighbouring cells do not overlap.


The UL pilots are dedicated to localized and distributed resource units and are precoded using the same precoding as the data subcarriers of the resource allocation. The pilot structure is defined for up to four transmit streams for SU-MIMO and up to eight streams for CSM. When pilots are powerboosted, each data subcarrier should have the same transmission power across all OFDM symbols in a resource block.


The 18 × 6 UL resource blocks use the same pilot patterns as the DL counterpart. The pilot pattern for 6 × 6 tile structure is used for DLRU only in case the number of streams is one or two and it is also shown in Fig. 2.4.


1.1.7	Control channels


DL control channels carry essential information for system operation. Depending on the type of control signalling, information is transmitted over different time intervals (i.e. from superframe to sub-frame intervals). The system configuration parameters are transmitted at the superframe intervals, whereas control signalling related to user data allocations is transmitted at the frame/sub-frame intervals.


1.1.7.1	Downlink control channels


Superframe Header (SFH)


The superframe header (SFH) carries essential system parameters and configuration information. The content of SFH is divided into two segments; i.e. primary and secondary SFHs. The primary SFH is transmitted every superframe, whereas the secondary SFH is transmitted over one or more superframes. The primary and secondary SFHs are located in the first sub-frame within a superframe and are time-division-multiplexed with the advanced preamble. The SFH occupies no more than 5 MHz bandwidth. The primary SFH is transmitted using predetermined modulation and coding scheme. The secondary SFH is transmitted using predetermined modulation scheme while its repetition coding factor is signalled in the primary SFH. The primary and secondary SFHs are transmitted using two spatial streams and space-frequency block coding to improve coverage and reliability. The MS is not required to know the antenna configuration prior to decoding the primary SFH. The information transmitted in the secondary SFH is divided into different sub-packets. The secondary SFH sub-packet 1 (SP1) includes information needed for network re-entry. The secondary SFH sub-packet 2 (SP2) contains information for initial network entry. The secondary SFH sub-packet 3 (SP3) contains remaining system information for maintaining communication with the BS.


Advanced MAP (A-MAP)


The advanced MAP (A-MAP) consists of both user-specific and non-user-specific control information. Non-user-specific control information includes information that is not dedicated to a specific user or a specific group of users. It contains information required to decode user-specific control signalling. User specific control information consists of information intended for one or more users. It includes scheduling assignment, power control information, and HARQ feedback. Resources can be allocated persistently to the MSs. Group control information is used to allocate resources and/or configure resources to one or multiple MSs within a user group. Within a subframe, control and data channels are frequency-division-multiplexed. Both control and data channels are transmitted on logical resource units that span over all OFDM symbols within a subframe.


Each DL subframe contains a control region including both non-user-specific and user-specific control information. All A-MAPs share a time-frequency region known as A-MAP region. The control regions are located in every subframe. The corresponding UL allocations occurs L subframes later, where L is determined by A-MAP relevance. The coding rate is predetermined for non-user-specific information while it is indicated by SFH for user-specific control information.


An A-MAP allocation Information Element (IE) is defined as the basic element of unicast service control. A unicast control IE may be addressed to one user using a unicast identifier or to multiple users using a multicast/broadcast identifier. The identifier is masked with CRC in the A-MAP allocation IE. It may contain information related to resource allocation, HARQ, MIMO transmission mode, etc. Each A-MAP IE is coded separately.


Non-user-specific control information is encoded separately from the user-specific control information. In the DL subframes, frequency partition for reuse-1 and/or frequency partition for power-boosted reuse-3 may contain an A-MAP region. The A-MAP region occupies the first few DLRUs in a frequency partition. The structure of an A-MAP region is illustrated in Fig. 2.5. The resource occupied by each A-MAP physical channel may vary depending on the system configuration and scheduler operation. There are different types of A-MAPs as follows: 


–	Assignment A-MAP contains resource assignment information which is categorized into multiple types of resource assignment IEs (assignment A-MAP IE).


–	HARQ Feedback A-MAP contains HARQ ACK/NACK information for UL data transmission.


–	Power Control A-MAP includes fast power control command to MSs.


There are different assignment A-MAP IE types that distinguish between DL/UL, persistent/non-persistent, single user/group resource allocation, basic/extended IE scenarios.


FIGURE 2.5


A-MAP location and structure (example)








1.1.7.2	Uplink control channels


Fast Feedback Channel (FBCH)


The UL fast feedback channel (FBCH) carries CQI and MIMO feedback.


CQI feedback provides information about channel conditions as seen by the MS. This information is used by the BS for link adaptation, resource allocation, power control, etc. The channel quality measurement includes both narrowband and wideband measurements. The CQI feedback overhead can be reduced through differential feedback or other compression techniques. Examples of CQI include effective carrier to interference plus noise ratio (CINR), band selection, etc.


MIMO feedback provides wideband and/or narrowband spatial characteristics of the channel that are required for MIMO operation. The MIMO mode, preferred matrix index (PMI), rank adaptation information, channel covariance matrix elements, and best sub-band index are examples of MIMO feedback information.


There are two types of UL FBCHs: a) primary fast feedback channel (P-FBCH) and b) secondary fast feedback channel (S-FBCH).S-FBCH can be used to support CQI reporting at higher code rate and thus more CQI information bits. FBCH is frequency-division-multiplexed with other UL control and data channels.


FBCH starts at a predetermined location, with the size defined in a DL broadcast control message. Fast feedback allocations to an MS can be periodic and the allocations are configurable. The specific type of feedback information carried on each fast feedback opportunity can be different. The number of bits carried in the fast feedback channel can be adaptive. For efficient transmission of feedback channels, a mini-tile is defined comprising two subcarriers by six OFDM symbols. One LRU consists of nine mini-tiles and can be shared by multiple FBCHs.


HARQ feedback channel


HARQ feedback (ACK/NACK) is used to acknowledge DL data transmissions. The UL HARQ feedback channel starts at a predetermined offset with respect to the corresponding DL transmission. The HARQ feedback channel is frequency-division-multiplexed with other control and data channels. Orthogonal codes are used to multiplex multiple HARQ feedback channels. The HARQ feedback channel comprises three distributed mini-tiles.


Sounding channel


The sounding channel is used by an MS to transmit sounding reference signals to enable the BS to measure UL channel conditions. The sounding channel may occupy either specific UL sub-bands or the entire bandwidth over an OFDM symbol. The BS can configure an MS to transmit the UL sounding signal over predefined subcarriers within specific sub-bands or the entire bandwidth. The sounding channel is orthogonally multiplexed (in time or frequency) with other control and data channels. Furthermore, the BS can configure multiple user terminals to transmit sounding signals on the corresponding sounding channels using code-, frequency-, or time-division multiplexing. Power control for the sounding channel can be utilized to adjust the sounding quality. The transmit power from each mobile terminal may be separately controlled according to certain CINR target values.


Ranging channel


The ranging channel is used for UL synchronization. The ranging channel can be further classified into ranging for non-synchronized and synchronized MSs. The ranging channel for nonsynchronized MS(NS-RCH) is used for initial network entry and for handover to a target BS. The ranging channel for synchronized MS(S-RCH) is used for periodic ranging. In a femtocell, MSs shall perform initial ranging, handover ranging, and periodic ranging by using the S-RCH.


Bandwidth request (BR) channel


Bandwidth request (BR) channels are used to request UL grant. BRs are transmitted through BR preamble with or without messages. BR messages can include information about the status of queued traffic at the MS such as buffer size and quality of service parameters. Contention or noncontention based random access is used to transmit BR information on this control channel. 


The BR channel starts at a configurable location with the configuration defined in a DL broadcast control message. The BR channel is frequency-division-multiplexed with other UL control and data channels. A BR tile is defined as six contiguous subcarriers by six OFDMA symbols. Each BR channel consists of three distributed BR tiles. Multiple BR preamble can be transmitted on the same BR channel using code-division multiplexing.


1.1.8	Power control


Power control mechanism is supported for DL and UL. Using DL power control, user-specific information with dedicated pilot is received by the terminal with the controlled power level. The DL advanced MAPs can be power-controlled based on the terminal UL channel quality feedback. 


The UL power control is supported to compensate the path loss, shadowing, fast fading and implementation loss as well as to mitigate inter-cell and intra-cell interference. The BS can transmit necessary information through control channel or message to terminals to support UL power control. The parameters of power control algorithm are optimized on system-wide basis by the BS and broadcasted periodically.


In high-mobility scenarios, power control scheme may not be able to compensate the fast fading channel effect because of the variations of the channel impulse response. As a result, the power control is used to compensate the distance-dependent path loss, shadowing and implementation loss only. 


The channel variations and implementation loss are compensated via open-loop power control without frequently interacting with the BS. The terminal can determine the transmit power based on the transmission parameters sent by the serving BS, UL channel transmission quality, DL channel state information, and interference knowledge obtained from DL. Open-loop power control provides a coarse initial power setting of the terminal when an initial connection is established.


The dynamic channel variations are compensated via closed-loop power control with power control commands from the serving BS. The BS measures UL channel state and interference information using UL data and/or control channel transmissions and sends power control commands to the terminal. The terminal adjusts its transmission power based on the power control commands from the BS.


1.1.9	Downlink synchronization


WirelessMAN-Advanced utilizes a new hierarchical structure for the DL synchronization where two types of preambles, a) primary advanced preamble (PA-Preamble) and b) secondary advanced preamble (SA-Preamble), are transmitted (Fig. 2.6). One PA-Preamble symbol and two SAPreamble symbols exist within the superframe. The location of the A-Preamble symbol is specified as the first symbol of frame except for the last frame. PA-Preamble is located at the first symbol of second frame in a superframe while SA-Preamble is located at the first symbol of the first and the third frames. The PA-Preamble carries information about system bandwidth and carrier configuration. The PA-Preamble has a fixed bandwidth of 5 MHz. A frequency reuse of one is applied to the PA-Preamble in frequency domain. SA-Preamble is repeated once every two frames and spans the entire system bandwidth and carries the cell ID. A frequency reuse of three is used for this set of sequences to mitigate inter-cell interference. SA-Preamble carries 768 distinct cell IDs. 


The set of SA-Preamble sequences is partitioned and each partition is dedicated to specific BS type such as macro BS, femto BS, etc. The partition information is broadest in the secondary SFH and AAI-SCD message. 


FIGURE 2.6


Structure of advanced preambles








1.1.10	Multi-antenna techniques


1.1.10.1	MIMO structure


WirelessMAN-Advanced supports several advanced multi-antenna techniques including single and multi-user MIMO (spatial multiplexing and beamforming) as well as a number of transmit diversity schemes. In single-user MIMO (SU-MIMO) scheme only one user can be scheduled over one (time, frequency, space) resource unit. In multi-user MIMO (MU-MIMO), on the other hand, multiple users can be scheduled in one resource unit. Vertical encoding utilizes one encoder block (or layer), whereas multi-layer encoding uses multiple encoders (or multiple layers). A layer is defined as a coding and modulation input path to the MIMO encoder. A stream is defined as the output of the MIMO encoder that is further processed through the beamforming or the precoder block. For spatial multiplexing, the rank is defined as the number of streams to be used for the user. 


FIGURE 2.7


MIMO structure








The MIMO transmitter structure is shown in Fig. 2.7. The encoder block contains the channel encoder, interleaving, rate-matching, and modulating blocks per layer. The resource mapping block maps the complex-valued modulation symbols to the corresponding time-frequency resources. The MIMO encoder block maps the layers onto the streams, which are further processed through the precoder block. 


The precoder block maps the streams to antennas by generating the antenna-specific data symbols according to the selected MIMO mode. The OFDM symbol construction block maps antennaspecific data to the OFDM symbols. Table 2.2 contains information on various MIMO modes supported by WirelessMAN-Advanced.


TABLE 2.2


DL MIMO modes


			Mode index


			Description


			MIMO encoding format


			MIMO precoding





			Mode 0


			Open-Loop SU-MIMO (TX Diversity)


			Space-Frequency Block Coding (SFBC)


			Non-Adaptive





			Mode 1


			Open-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Non-Adaptive





			Mode 2


			Closed-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Adaptive





			Mode 3


			Open-Loop MU-MIMO (Spatial Multiplexing)


			Multi-layer Encoding


			Non-Adaptive





			Mode 4


			Closed-Loop MU-MIMO (Spatial Multiplexing)


			Multi-layer Encoding


			Adaptive





			Mode 5


			Open-Loop SU-MIMO (TX Diversity)


			Conjugate Data Repetition (CDR)


			Non-Adaptive











The minimum antenna configuration in the DL and UL is 2 × 2 and 1 × 2, respectively. For openloop spatial multiplexing and closed-loop SU-MIMO, the number of streams is constrained to the minimum of number of transmit or receive antennas. The MU-MIMO can support up to two streams with two transmit antennas and up to four streams for four transmit antennas and up to eight streams for eight transmit antennas. Table 2.3 summarized the DL MIMO parameters for various MIMO modes.


TABLE 2.3


DL MIMO parameters


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 0


			2


			1


			2


			2


			1





			


			4


			1


			2


			2


			1





			


			8


			1


			2


			2


			1





			MIMO Mode 1 and MIMO Mode 2


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1





			


			8


			1


			1


			1


			1





			


			8


			2


			2


			1


			1





			


			8


			3


			3


			1


			1





			


			8


			4


			4


			1


			1





			


			8


			5


			5


			1


			1





			


			8


			6


			6


			1


			1





			


			8


			7


			7


			1


			1





			


			8


			8


			8


			1


			1





			MIMO Mode 3 and MIMO Mode 4


			2


			1


			2


			1


			2





			


			4


			1


			2


			1


			2





			


			4


			1


			3


			1


			3





			


			4


			1


			4


			1


			4





			


			8


			1


			2


			1


			2





			


			8


			1


			3


			1


			3





			


			8


			1


			4


			1


			4





			MIMO Mode 4


			4


			2 and 1a


			3


			1


			2





			


			4


			2 and 1b


			4


			1


			3





			


			4


			2


			4


			1


			2





			


			8


			2 and 1a


			3


			1


			2





			


			8


			2 and 1b


			4


			1


			3





			


			8


			2


			4


			1


			2





			


			8


			1


			8


			1


			8





			


			8


			2 and 1c


			8


			1


			7





			


			8


			2 and 1d


			8


			1


			6





			


			8


			2 and 1e


			8


			1


			5





			


			8


			2


			8


			1


			4











TABLE 2.3 (end)


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 5


			2


			1/2


			1


			2


			1





			


			4


			1/2


			1


			2


			1





			


			7


			1/2


			1


			2


			1





			a	2 streams to one MS and 1 stream to another MS, with 1 layer each.


b	2 streams to one MS and 1 stream each to the other two MSs, with 1 layer each.


c	2 streams to one MS and 1 stream each to the other six MSs, with 1 layer each.


d	2 streams each to two MS and 1 stream each to the other four MSs, with 1 layer each.


e	2 streams each to three MS and 1 stream each to the other two MSs, with 1 layer each.











The stream to antenna mapping depends on the MIMO scheme. In DL, the CQI and rank feedback are transmitted to assist the BS in rank adaptation, mode switching, and rate adaptation. For spatial multiplexing, the rank is defined as the number of streams to be used for each user. In FDD and TDD systems, unitary codebook based precoding is used for closed-loop SU-MIMO. In DL, an MS may feedback some information to the BS in closed-loop SU-MIMO such as rank, sub-band selection, CQI, precoding matrix index (PMI), and long-term channel state information.


In DL, the MU-MIMO transmission with up to two streams per user is supported. Beamforming is enabled with this precoding mechanism. WirelessMAN-Advanced has the capability to adapt between SU-MIMO and MU-MIMO in a predefined and flexible manner. Multi-BS MIMO techniques are also supported for improving sector and cell-edge throughput using multi-BS collaborative precoding, network coordinated beamforming, or inter-cell interference cancellation.


For UL MIMO, the BS will schedule users to resource blocks and determines the modulation and coding scheme (MCS) level and MIMO parameters (mode, rank, etc.). The supported antenna configurations include one, two or four transmit antennas and more than two receive antennas. The UL MIMO modes and parameters are shown in Table 2.4 and Table 2.5, respectively.


TABLE 2.4


UL MIMO modes


			Mode Index


			Description


			MIMO Encoding Format


			MIMO Precoding





			Mode 0


			Open-Loop SU-MIMO (TX Diversity)


			SFBC


			Non-Adaptive





			Mode 1


			Open-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Non-Adaptive





			Mode 2


			Closed-Loop SU-MIMO (Spatial Multiplexing)


			Vertical Encoding


			Adaptive





			Mode 3


			Open-Loop Collaborative Spatial Multiplexing (MU-MIMO)


			Vertical Encoding


			Non-Adaptive





			Mode 4


			Closed-Loop Collaborative Spatial Multiplexing (MU-MIMO)


			Vertical Encoding


			Adaptive








TABLE 2.5


UL MIMO parameters


			


			Number of transmit antennas


			STC rate per layer


			Number of streams


			Number of subcarriers


			Number of layers





			MIMO Mode 0


			2


			1


			2


			2


			1





			


			4


			1


			2


			2


			1





			MIMO Mode 1


			1


			1


			1


			1


			1





			MIMO Mode 1 and MIMO Mode 2


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1





			MIMO Mode 3 and MIMO Mode 4


			1


			1


			1


			1


			1





			


			2


			1


			1


			1


			1





			


			2


			2


			2


			1


			1





			


			4


			1


			1


			1


			1





			


			4


			2


			2


			1


			1





			


			4


			3


			3


			1


			1





			


			4


			4


			4


			1


			1











The supported UL transmit diversity modes include two and four transmit antenna schemes with rate 1 such as space frequency block coding (SFBC) and two stream precoder. In FDD and TDD systems, unitary codebook-based precoding is supported. In this mode, the MS transmits a sounding reference signal in the UL to assist the UL scheduling and precoder selection in the BS. The BS signals the resource allocation, MCS, rank, preferred precoder index, and packet size to the MS. UL MU-MIMO enables multiple MSs to be spatially multiplexed on the same radio resources. Both open-loop and closed-loop MU-MIMO are supported. The MSs with single transmit antenna can operate in open-loop SU- or MU-MIMO mode.


1.2	Overview of MAC layer


The following sections describe selected MAC features.


1.2.1	MAC addressing


WirelessMAN-Advanced defines global and logical addresses for an MS that identify the user and its connections during a session. The MS is identified by the globally unique 48-bit IEEE extended unique identifier assigned by the IEEE Registration Authority. The MS is further assigned the following logical identifiers: 1) A station identifier during network entry (or network re-entry), that uniquely identifies the MS within the cell, and 2) a flow identifier (FID) that uniquely identifies the control connections and transport connections with the MS. A temporary station identifier is used to protect the mapping between the actual station identifier during network entry. A deregistration identifier is defined to uniquely identify the MS within the set of paging group identifiers, paging cycle, and paging offset.


1.2.2	Network entry


Network entry is the procedure through which an MS detects a cellular network and establishes a connection with that network. The network entry has the following steps (see Fig. 2.8):


–	synchronization with the BS by acquiring the preambles;


–	acquiring necessary system information such as BS and network service provider identifiers for initial network entry and cell selection;


–	initial ranging;


–	basic capability negotiation;


–	authentication/authorization and key exchange;


–	registration and service flow setup.


FIGURE 2.8


Network entry procedures








1.2.3	Connection management and quality of service


A connection is defined as a mapping between the MAC layers of a BS and one (or several) MS. If there is a one-to-one mapping between one BS and one MS, the connection is called a unicast connection; otherwise, it is called a multicast or broadcast connection. Two types of connections are specified: control connections and transport connections. Control connections are used to carry MAC control messages. Transport connections are used to carry user data including upper layer signalling messages. A MAC control message is never transferred over transport connection, and user data is never transferred over the control connections. One pair of bi-directional (DL/UL) unicast control connections are automatically established when an MS performs initial network entry. 


All the user data communications are in the context of transport connections. A transport connection is unidirectional and established with a unique FID. Each transport connection is associated with an active service flow to provide various levels of QoS required by the service flow. An MS may have multiple transport connections which have different set of QoS parameters, and each transport connection may have one or more sets of QoS parameters. 


The transport connection is established when the associated active service flow is admitted or activated, and released when the associated service flow becomes inactive. Transport connections can be preprovisioned or dynamically created. Pre-provisioned connections are those established by system for an MS during the MS network entry. On the other hand, the BS or the MS can create new connections dynamically if required.


2.1.2.4	MAC header


WirelessMAN-Advanced specifies a number of efficient MAC headers for various applications comprising of fewer fields with shorter size compared to the generic MAC header of OFDMA TDD WMAN. The advanced generic MAC header in Fig. 2.9 consists of Extended Header Indicator, FID, and Payload Length fields. Other MAC header types include two-byte short-packet MAC header, which is defined to support small-payload applications such as VoIP and is characterized by small data packets and non-ARQ connection, Fragmentation extended header, Packing extended header for transport connections, MAC Control extended header for control connections, and Multiplexing extended header that is used when data from multiple connections associated with the same security association is present in the payload of the MAC protocol data unit (PDU). 


FIGURE 2.9


Advanced generic MAC headers








2.1.2.5	ARQ and HARQ functions


An ARQ block is generated from one or multiple MAC service data units (SDUs) or MAC SDU fragment(s). ARQ blocks can be variable in size and are sequentially numbered. 


WirelessMAN-Advanced uses adaptive asynchronous and non-adaptive synchronous HARQ schemes in the DL and UL, respectively. The HARQ operation is relying on an N-process (multichannel) stop-and-wait protocol. In adaptive asynchronous HARQ, the resource allocation and transmission format for the HARQ retransmissions may be different from the initial transmission. In case of retransmission, control signalling is required to indicate the resource allocation and transmission format along with other HARQ necessary parameters. A non-adaptive synchronous HARQ scheme is used in the UL where the parameters and the resource allocation for the retransmission are known a priori.


1.2.6	Mobility management and handover


WirelessMAN-Advanced supports both network-controlled and MS-assisted handover (HO). As illustrated in Fig. 2.10, the handover procedures may be initiated by either MS or BS; the final handover decision and target BS selection may be made either by the serving BS or the MS. The MS executes the handover or cancels the procedure through HO cancellation message. The network re-entry procedures with the target BS, as shown in Fig. 2.10, may be optimized by target BS possession of MS information obtained from serving BS via core network. The MS may also maintain communication with serving BS while performing network re-entry at target BS as directed by serving BS. 


FIGURE 2.10


Handover procedures








1.2.7	Power management


WirelessMAN-Advanced provides power management functions including sleep mode and idle mode to mitigate power consumption of the MS. Sleep mode is a state in which an MS performs prenegotiated periods of absence from the serving BS. The sleep mode may be enacted when an MS is in the connected state. Using the sleep mode, the MS is provided with a series of alternative listening and sleep windows. The listening window is the time interval in which MS is available for transmit/receive of control signalling and data. The WirelessMAN-Advanced has the capability of dynamically adjusting the duration of sleep and listening windows within a sleep cycle based on changing traffic patterns and HARQ operations. When MS is in active mode, sleep parameters are negotiated between MS and BS. The base station instructs the MS to enter sleep mode. MAC management messages can be used for sleep mode request/response. The period of the sleep cycle is measured in units of frames or superframes and is the sum of a sleep and listening windows. During the MS listening window, BS may transmit the traffic indication message intended for one or multiple MSs. The listening window can be extended through explicit or implicit signalling. The maximum length of the extension is to the end of the current sleep cycle. 


Idle mode allows the MS to become periodically available for DL broadcast traffic messaging such as paging message without registration with the network. The network assigns MSs in the idle mode to a paging group during idle mode entry or location update. If an MS is assigned to multiple paging groups, it may also be assigned multiple paging offsets within a paging cycle where each paging offset corresponds to a separate paging group. The assignment of multiple paging offsets to an MS allows monitoring of the paging messages at different paging offset when the MS is located in one of its paging groups. The distance between two adjacent paging offsets should be long enough so that the MS paged in the first paging offset can inform the network before the next paging offset in the same paging cycle occurs, thereby avoiding unnecessary paging in the next paging offset. The MS monitors the paging message during listening interval. The paging message contains identification of the MSs to be notified of pending traffic or location update. The start of the paging listening interval is calculated based on paging cycle and paging offset are defined in terms of number of superframes. 


The serving BS transmits the list of paging group identifiers (PGID) at the predetermined location at the beginning of the paging available interval. During paging available interval, the MS monitors the SFH and if there is an indication of any change in system configuration information, the MS will acquire the latest system information at the next instance of SFH transmission (i.e. next SFH). To provide location privacy, the paging controller assigns Deregistration identifiers to uniquely identify the MSs in the idle mode in a particular paging group. 


An MS in idle mode performs location update, if either of these conditions are met, paging group location update, timer based location update, or power down location update. The MS performs the location update when the MS detects a change in paging group by monitoring the PGIDs, which are transmitted by the BS. The MS periodically performs location update procedure prior to the expiration of idle mode timer. At every location update including paging group update, the idle mode timer is reset. 


1.2.8	Security


Security functions provide subscribers with privacy, authentication, and confidentiality across WirelessMAN-Advanced network. The PKM protocol provides mutual and unilateral authentication and establishes confidentiality between the MS and the BS by supporting transparent exchange of authentication and authorization (EAP) messages.


The MS and the BS may support encryption methods and algorithms for secure transmission of MAC PDUs. WirelessMAN-Advanced supports selectively confidentiality or integrity protection over MAC control messages. Figure 2.11 shows the functional blocks of security architecture.


FIGURE 2.11


Functional blocks of security architecture








The security architecture is divided into security management and encryption and integrity logical entities. The security management functions include overall security management and control, EAP encapsulation/de-encapsulation, privacy key management (PKM) control, security association management, and identity/location privacy. To accomplish identity/location privacy, the MSID (i.e. MS MAC address) is not disclosed over the air even during network entry. The BS assigns a station identifier (STID) to the MS which is securely transmitted to the MS so that the MS’s identity and location can be hidden. The encryption and integrity protection entity functions include encryption of user data and authentication, control message authentication, message confidentiality protection. 


2	Detailed specification of the radio interface technology[footnoteRef:13]  [13: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 2.2 reflects IEEE’s structure of the WirelessMAN-Advanced air interface specification IEEE Std 802.16 which is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.] 



The material in § 2 reflects the structure of the IEEE specifications from the first release of Recommendation ITU-R M.2012 (01-2012) prior to the IEEE revising the structure of the specifications related to WirelessMAN-Advanced on 8 June 2013. 


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS)[footnoteRef:14], which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3). [14: 	A “GCS” (Global Core Specification) is the set of specifications that defines a single RIT, an SRIT, or a RIT within an SRIT.] 



The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-0/WirelessMAN-Advanced/. The following notes apply to the sections below: 


1)	The identified relevant Transposing Organizations should make their reference material available from their website. 


2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


2.1	Description of the global core specification and the transposed standards


IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011. IEEE Std 802.16 is described in § 2.2.1.1. 


[bookmark: OLE_LINK29]In accordance with Clause 16.1.1 of IEEE Std 802.16, the WirelessMAN-Advanced GCS is specified in the clauses of IEEE Std 802.16 as indicated in Table 2.6. Anything in IEEE Std 802.16 that is not included in Table 2.6 is excluded from the WirelessMAN-Advanced GCS.


TABLE 2.6


Description of the WirelessMAN-Advanced GCS


			IEEE Std 802.16
Clause and Subject


			IEEE Std 802.16-2009


			IEEE Std 802.16j-2009


			IEEE Std 802.16h-2010


			IEEE Std 802.16m-2011





			Clause 1.4: Reference models


			Base specification


			


			Amended


			Amended





			Clause 2: Normative references


			Base specification


			


			Amended


			Amended





			Clause 3: Definitions


			Base specification


			Amended


			Amended


			Amended





			Clause 4: Abbreviations and acronyms


			Base specification


			Amended


			Amended


			Amended





			Clause 5.2: Packet convergence sublayer


			Base specification


			


			


			Amended








TABLE 2.6 (end)


			IEEE Std 802.16
Clause and Subject


			IEEE Std 802.16-2009


			IEEE Std 802.16j-2009


			IEEE Std 802.16h-2010


			IEEE Std 802.16m-2011





			Clause 16: WirelessMAN-Advanced air interface


			


			


			


			Base specification





			Annex R: MAC control messages


			


			


			


			Base specification





			Annex S: Test vectors


			


			


			


			Base specification





			Annex T: Supported frequency bands


			


			


			


			Base specification





			Annex U: Radio specifications


			


			


			


			Base specification





			Annex V: Default capability class and parameters


			


			


			


			Base specification











2.1.1	IEEE Std 802.16


IEEE Std 802.16 is summarized here.


IEEE Std 802.16: Standard for local and metropolitan area networks – Air interface for broadband wireless access systems


This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.


[bookmark: OLE_LINK40]IEEE Std 802.16 is composed of IEEE Std 802.16-2009, as amended, consecutively, by IEEE Std 802.16j-2009, IEEE Std 802.16h-2010, and IEEE Std 802.16m-2011.


[bookmark: OLE_LINK37]2.1.1.1	IEEE Std 802.16-2009


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems


This standard specifies the air interface, including the medium access control layer (MAC) and physical layer (PHY), of combined fixed and mobile point-to-multipoint broadband wireless access (BWA) systems providing multiple services. The MAC is structured to support multiple PHY specifications, each suited to a particular operational environment.


2.1.1.2	IEEE Std 802.16j-2009


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 1: Multiple relay specification


This amendment updates and expands IEEE Std 802.16-2009, specifying physical layer and medium access control layer enhancements to IEEE Std 802.16 for licensed bands to enable the operation of relay stations. Subscriber station specifications are not changed.


2.1.1.3	IEEE Std 802.16h-2010


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 2: Improved coexistence mechanisms for license-exempt operation


This amendment updates and expands IEEE Std 802.16, specifying improved mechanisms, as policies and medium access control enhancements, to enable coexistence among license-exempt systems and to facilitate the coexistence of such systems with primary users.


2.1.1.4	IEEE Std 802.16m-2011


Standard for local and metropolitan area networks – Part 16: Air interface for broadband wireless access systems – Amendment 3: Advanced air interface


This amendment specifies the WirelessMAN-Advanced air interface, an enhanced air interface designed to meet the requirements of the IMT-Advanced standardization activity conducted by the ITU-R. The amendment is based on the WirelessMAN-OFDMA specification of IEEE Std 802.16 and provides continuing support for WirelessMAN-OFDMA subscriber stations.


2.1.2	Transposed standards


2.1.2.1	Transpositions: IEEE 


Reserved.


2.1.2.2	Transpositions: ARIB





			[bookmark: OLE_LINK70]


			[bookmark: OLE_LINK59]Base specification
per IEEE
Std 802.16-2009


			[bookmark: OLE_LINK78][bookmark: OLE_LINK62]Amendment
per IEEE
Std 802.16j-2009


			Amendment
per IEEE Std
802.16h-2010


			Amendment
per IEEE Std
802.16m-2011





			Transposing Organization


			ARIB


			ARIB


			ARIB


			ARIB





			Document number


			[bookmark: OLE_LINK65]ARIB STD-T105 Annex 1


			ARIB STD-T105 Annex 2


			ARIB STD-T105 Annex 3


			ARIB STD-T105 Annex 4





			Version


			1.30


			1.30


			1.30


			1.30





			Date


			18 December 2012


			18 December 2012


			18 December 2012


			18 December 2012





			Clause 1.4: Reference models


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


[bookmark: OLE_LINK60][bookmark: OLE_LINK49][bookmark: OLE_LINK61](Clause 1.4, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


[bookmark: OLE_LINK67][bookmark: OLE_LINK68](Clause 1.4, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


[bookmark: OLE_LINK69](Clause 1.4, ARIB transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 2, ARIB transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16-2009)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf


[bookmark: OLE_LINK66](Clause 3, ARIB transposition of IEEE Std 802.16j)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 3, ARIB transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16-2009)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%202_IEEE%20Std%20802%2016j-2009.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16j)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%203_IEEE%20Std%20802%2016h-2010.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16h)


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 4, ARIB transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%201_IEEE%20Std%20802%2016-2009.pdf


(Clause 5.2, ARIB transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 5.2, ARIB transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Clause 16, ARIB transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex R, ARIB transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex S, ARIB transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex T, ARIB transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex U, ARIB transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.arib.or.jp/IMT-Advanced/WirelessMAN-Advanced.1.30/ARIB%20STD-T105%20Annex%204_IEEE%20Std%20802%2016m-2011.pdf


(Annex V, ARIB transposition of IEEE Std 802.16m)















2.1.2.3	Transpositions: TTA





			


			Base specification
per IEEE Std 802.162009


			Amendment
per IEEE Std 802.16j2009


			Amendment
per IEEE Std 802.16h2010


			Amendment
per IEEE Std 802.16m2011





			Transposing Organization


			TTA


			TTA


			TTA


			TTA





			Document number


			TTAE.IE-802.16-2009


			TTAE.IE-802.16j


			TTAE.IE-802.16h


			TTAE.IE-802.16m





			Version


			1.0


			1.0


			1.0


			1.0





			Date


			29 June 2011


			29 June 2011


			29 June 2011


			29 June 2011





			Clause 1.4: Reference models


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 1.4, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 1.4, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 1.4, TTA transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 2, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 2, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 2, TTA transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 3, TTA transposition of IEEE Std 802.16-2009)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j


(Clause 3, TTA transposition of IEEE Std 802.16j)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 3, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 3, TTA transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 4, TTA transposition of IEEE Std 802.16-2009)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16j


(Clause 4, TTA transposition of IEEE Std 802.16j)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16h


(Clause 4, TTA transposition of IEEE Std 802.16h)


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 4, TTA transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16-2009


(Clause 5.2, TTA transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 5.2, TTA transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Clause 16, TTA transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex R, TTA transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex S, TTA transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex T, TTA transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex U, TTA transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.tta.or.kr/data/ttasDown.jsp?where=14688&pk_num=TTAE.IE-802.16m


(Annex V, TTA transposition of IEEE Std 802.16m)















2.1.2.4	Transpositions: WiMAX Forum





			


			Base specification
per IEEE 
Std 802.16-2009


			Amendment
per IEEE
Std 802.16j-2009


			Amendment
per IEEE
Std 802.16h-2010


			Amendment
per IEEE
Std 802.16m-2011





			Transposing Organization


			WIMAX FORUM


			WIMAX FORUM


			WIMAX FORUM


			WIMAX FORUM





			Document number


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16-2009


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16j


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16h


			T28-001-R020v01, WIMAX FORUM transposition of IEEE Std 802.16m





			Version


			V01


			V01


			V01


			V01





			Date


			20 September 2011


			20 September 2011


			20 September 2011


			20 September 2011





			Clause 1.4: Reference models


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 1.4, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 2: Normative references


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 2, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 3: Definitions


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16j)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 3, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 4: Abbreviations and acronyms


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16j)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16h)


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 4, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 5.2: Packet convergence sublayer


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16-2009)


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 5.2, WIMAX FORUM transposition of IEEE Std 802.16m)





			Clause 16: WirelessMAN-Advanced air interface


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Clause 16, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex R: MAC control messages


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex R, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex S: Test vectors


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex S, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex T: Supported frequency bands


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex T, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex U: Radio specifications


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex U, WIMAX FORUM transposition of IEEE Std 802.16m)





			Annex V: Default capability class and parameters


			Not applicable


			Not applicable


			Not applicable


			http://www.wimaxforum.org/files/WMF-IMT-Advanced-Spec-T28-001-R020v01.pdf


(Annex V, WIMAX FORUM transposition of IEEE Std 802.16m)











3	Detailed specification of the radio interface technology[footnoteRef:15]  [15: 	On 8 June 2012, the IEEE-SA Standards Board approved IEEE Std 802.16.1 (WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems) as a new IEEE standard. IEEE Std 802.16.1 encompasses the WirelessMAN-Advanced air interface, with some minor improvements. On the same date, the Standards Board approved IEEE Std 802.16-2012 as a new revision of IEEE Std 802.16, which now excludes the WirelessMAN-Advanced air interface.
	Accordingly, the material in § 3 reflects IEEE’s transfer of the WirelessMAN-Advanced air interface specification to IEEE Std 802.16.1. The WirelessMAN-Advanced GCS for § 3 includes IEEE Std 802.16.1 but not IEEE Std 802.16. 
	IEEE has further enhanced IEEE Std 802.16.1 with two amendments:
	–	IEEE Std 802.16.1a: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Higher Reliability Networks.
	–	IEEE Std 802.16.1b: WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment: Enhancements to Support Machine-to-Machine Applications.
	The content of these two standards is also included in § 3.] 



The material in § 2.3 reflects the structure of the IEEE specifications subsequent to the IEEE revising the structure of the relevant IEEE specifications related to WirelessMAN-Advanced on 8 June 2013 beginning with Revision 1 of Recommendation ITU-R M.2012 (2014).


Detailed specifications described in this Annex are developed around a “Global Core Specification” (GCS), which is related to externally developed materials incorporated by specific references for a specific technology. The process and use of the GCS, references, and related notifications and certifications are found as Document IMT-ADV/24(Rev.3).


The IMT-Advanced standards contained in this section are derived from the global core specification for WirelessMAN-Advanced contained at http://ties.itu.int/u/itu-r/ede/rsg5/IMT-Advanced/GCS/M.2012-1/WirelessMAN-Advanced/. The following notes apply to the sections below: 


1)	The identified relevant Transposing Organizations should make their reference material available from their website. 


2)	This information was supplied by the Transposing Organizations and relates to their own deliverables of the transposed global core specification.


3.1	Description of the global core specification and the transposed standards


IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. IEEE Std 802.16.1 is described in § 3.1.1. 






TABLE 2.7


Description of the WirelessMAN-Advanced GCS


			[bookmark: OLE_LINK97]IEEE Std 802.16.1 Clause 
and Subject


			IEEE Std
802.16.1-2012


			IEEE Std
802.16.1b-2012


			IEEE Std
802.16.1a-2013





			Clause 1: Overview


			Base specification


			Amended


			Amended





			Clause 2: Normative references


			Base specification


			


			





			Clause 3: Definitions


			Base specification


			[bookmark: OLE_LINK92]Amended


			Amended





			Clause 4: Abbreviations and acronyms


			Base specification


			


			Amended





			Clause 5: Service-Specific Convergence Sublayer


			[bookmark: OLE_LINK93]Base specification


			


			Amended





			Clause 6: WirelessMAN-Advanced Air Interface


			Base specification


			Amended


			Amended





			Annex A: Bibliography


			Base specification


			


			





			Annex B: Control Messages


			Base specification


			Amended


			Amended





			Annex C: Test Vectors


			Base specification


			


			





			Annex D: Supported frequency bands


			Base specification


			


			





			[bookmark: OLE_LINK91]Annex E: Radio specifications


			Base specification


			


			





			Annex F: Default capability class and parameters


			Base specification


			


			











3.1.1	IEEE Std 802.16.1


IEEE Std 802.16.1 is summarized here.


[bookmark: OLE_LINK94]IEEE Std 802.16.1: IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems


[bookmark: OLE_LINK95]This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services


IEEE Std 802.16.1 is composed of IEEE Std 802.16.1-2012, as amended, consecutively, by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013. 


3.1.1.1	IEEE Std 802.16.1-2012


IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems


This standard specifies the WirelessMAN-Advanced Air Interface, including the medium access control layer (MAC) and physical layer (PHY), of a broadband wireless access (BWA) system supporting multiple services.


3.1.1.2	IEEE Std 802.16.1b-2012


[bookmark: OLE_LINK96]IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 1: Enhancements to Support Machine-to-Machine Applications


This amendment specifies enhancements to the WirelessMAN-Advanced Air Interface. The enhancements provide improved support for machine-to-machine applications. As of the approval date, the applicable version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE 802.16.1b-2012.


3.1.1.3	IEEE Std 802.16.1a-2013


IEEE Standard for WirelessMAN-Advanced Air Interface for Broadband Wireless Access Systems – Amendment 2: Higher Reliability Networks


This amendment updates and expands IEEE Std 802.16.1, specifying enhanced mechanisms to support Higher Reliability Networks. As of the publication date, the current version of IEEE Std 802.16.1 is IEEE Std 802.16.1-2012, as amended by IEEE Std 802.16.1b-2012 and IEEE Std 802.16.1a-2013.


3.1.2	Transposed standards


3.1.2.1	Transpositions: IEEE





			


			[bookmark: OLE_LINK98]Base standard per 
IEEE Std
802.16.1-2012


			[bookmark: OLE_LINK101][bookmark: OLE_LINK99]Amendment per
IEEE Std
802.16.1b-2012


			[bookmark: OLE_LINK100]Amendment per
IEEE Std
802.16.1a-2013





			Transposing Organization


			IEEE


			IEEE


			IEEE





			Document Number


			IEEE Std 802.16.1-2012


			IEEE Std 802.16.1b-2012


			IEEE Std 802.16.1a-2013





			Version


			2012


			2012


			2013





			Issued Date


			8 June 2012


			30 August 2012


			6 March 2013





			Document


			[bookmark: OLE_LINK103]IEEE transposition of IEEE Std 802.16.1-2012


			[bookmark: OLE_LINK105]IEEE transposition of IEEE Std 802.16.1b-2012


			[bookmark: OLE_LINK107]IEEE transposition of IEEE Std 802.16.1a-2013











3.1.2.2	Transpositions: ARIB


Reserved.


3.1.2.3	Transpositions: TTA





			


			Base standard per
IEEE Std
802.16.1-2012


			Amendment per
IEEE Std
802.16.1b-2012


			Amendment per
IEEE Std
802.16.1a-2013





			Transposing
Organization


			TTA


			TTA


			TTA





			Document
Number


			[bookmark: OLE_LINK17]TTAE.IE-802.16.1-2012


			TTAE.IE-802.16.1b-2012


			Not applicable





			Version


			1.0


			1.0


			Not applicable





			Issued Date


			21 December 2012


			26 June 2013


			Not applicable





			Document


			http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE_[1].IE-802.16.1-2012.pdf


[bookmark: OLE_LINK19](TTA transposition of IEEE Std 802.16.1-2012)


			http://committee.tta.or.kr/include/Download.jsp?filename=stnfile/TTAE.IE-802.16.1b-2012.zip


(TTA transposition of IEEE Std 802.16.1b-2012)


			Not applicable











3.1.2.4	Transpositions: WiMAX Forum


Reserved.


3.1.2.5	Transpositions: ITRI





			


			Base standard per IEEE Std
802.16.12012


			Amendment per IEEE Std
802.16.1b-2012


			Amendment per IEEE Std
802.16.1a-2013





			Transposing Organization


			ITRI


			ITRI


			ITRI





			Document Number


			ITRI-2013-Std-001


			ITRI-2013-Std-001


			ITRI-2013-Std-001





			Version


			2013


			2013


			2013





			Issued Date


			6 September 2013


			6 September 2013


			6 September 2013





			Document


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf 


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf


			http://std-share.itri.org.tw/Content/Files/Stdlink/ITRI-BWA-001.pdf
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Abbreviations


AAS	Active Antenna System


ARQ	Automatic repeat request


CMAS	Commercial Mobile Alert System


CoMP	Coordinated Multipoint


CQI	Channel Quality Identifier


CTC	Convolutional Turbo Code


DFTS	Discrete Fourier Transform-spread


DLC	Data link control layer


DRX	Discontinuous Reception


EMC	ElectroMagnetic Compatibility


ETWS	Earthquake and Tsunami Warning System


FEC	Forward error correction


FFR	Fractional Frequency Reuse


FSTD	Frequency Switched Transmit Diversity


GCS	Global Core Specifications


GNSS	Global Navigation Satellite System


GPS	Global Positioning System


H-ARQ	Hybrid – ARQ


ICIC	Inter-cell interference coordination


IMEI	International Mobile station Equipment Identities


IMS	IP multimedia subsystems


LAA	Licensed-Assisted Access


LBT	Listen before Talk


LWA	LTE-WLAN aggregation


MAC	Medium access control


MBMS	Multimedia broadcast/multicast service


MIMO	Multiple-input/multiple-output


MME	Mobility Management Entity


MTC	Machine-Type Communications


NB-IOT	Narrow-band Internet of Things


OAM	Operation and Maintenance


OFDM	Orthogonal frequency-division multiplexing


OFDMA	Orthogonal frequency-division multiple access


OTDOA	Observed Time Difference of Arrival


PAPR	Peak-to-Average Power Ratio


PDCP	Packet data convergence protocol


PDU	Protocol data unit


PHS	Payload header suppression


PHY	Physical layer


ProSe	Proximity based Services


RRM	Radio Resource Management


PWS	Public Warning System


QoS	Quality of Service


RIT	Radio Interface Technology


RLC	Radio link control


RRC	Radio resource control


SDP	Session Description Protocol


SDU	Service data unit


SIP	Session Initiation Protocol


SFBC	Space-Frequency Block Coding


SFH	Super Frame Header


SIM	Subscriber identity module


SON	Self Organizing Networks


SPS	Semi-persient scheduling


SRIT	Set of RIT


TTI	Transmission time interval


UE	User Equipment


V2V	Vehicle to vehicle








________________
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Subject: LS: Important information related to evaluation process and received initial evaluation report for the terrestrial
components of the radio interface(s) for IMT-2020

Date: Friday, October 26, 2018 10:47:00

Attachments: 5D_TD_610.docx

Addressed to: ATIS WTSC, 5G Infrastructure Association, ChEG Chinese Evaluation Group,
Canadian Evaluation Group, Wireless World Research Forum, TCOE India, 5GMF, TTA
SPG33, Trans-Pacific Evaluation Group, ETSI Evaluation Group, Egyptian Evaluation Group,
3GPP, KOREA, CHINA, ETSI and DECT Forum, TSDSI.

Dear Sir/Madam,

Please find attached a Liaison Statement from ITU-R Working Party 5D entitled:
“Important information related to evaluation process and received initial evaluation report for
the terrestrial components of the radio interface(s) for IMT-2020".

The Attachment is an extract from the WP 5D Chairman’s Report (Att. 7.4 Doc. 5D0/1110 —
5D/TEMP/610) that can be found at (https://www.itu.int/md/R15-WP5D-C-1110/en) (TIES
Restricted access).

Yours Sincerely,

Sergio Buonomo

Counselor ITU-R Study Group 5

Radiocommunication Bureau

e-mail : Sergio.Buonomo@itu.int
Phone : +41 22 730 6229
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[bookmark: dbreak]As per the IMT-2020 process for “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” and in accordance with Document IMT-2020/2(Rev.1), the evaluation process for Independent Evaluation Groups (IEGs) started from Working Party (WP) 5D 31st meeting in October 2018 and will proceed until WP 5D 34th meeting in February 2020.


Working Party 5D would like to thank Trans-Pacific Evaluation Group (TPCEG) for providing its initial evaluation report of IMT-2020 candidate technology submission in Document IMT-2020/3 (Rev. 1). WP 5D reviewed this information and noted that this initial evaluation report will be updated according to the corresponding candidate technology submission update(s). Correspondingly, Document IMT-2020/8 was created to record the input materials received from this IEG at the 31st WP 5D meeting.


It is noted that there would be more than one received evaluation report due to the update(s) from one IEG while WP 5D will produce  only one evaluation report summary for each IEG whether there is more than one corresponding candidate radio interface technology.


Considering the tight schedule of the evaluation process, and the potential intensive evaluation work which addresses a variety of configurations as well as Test Environments for the three Usage Scenarios (eMBB, mMTC and URLLC) as defined in Report ITU-R M.2412, WP 5D expects to receive the final evaluation report(s) at the 34th WP 5D meeting and recommends that the independent evaluation groups to provide interim evaluation reports before or at the 33rd WP 5D meeting, which is tentatively scheduled in December 2019.


The 33rd meeting of WP 5D is a focus meeting for progressing evaluation activities on-going in different IEGs, and WP 5D would like to take this opportunity, to review the progress and to facilitate the exchange of information and address any issues based on  the interim evaluation reports from IEGs.


IEGs are recommended to provide the interim evaluation report with the information including but not limited to, the use of Report ITU-R M.2412, the provision of compliance templates, the considered test environment(s), the evaluated RIT/SRIT, and the initial evaluation results as per requested by the compliance templates, etc. It is also recommended that the interim evaluation report provides evaluation details as much as possible, particularly for those configurations in addition to those specified in Report ITU-R M.2412, e.g. receiver algorithm, different MIMO schemes, which can facilitate ITU-R WP5D and other evaluation groups to better understand the received evaluation results.


WP 5D looks forward to the fruitful collaboration with IEGs on IMT-2020 evaluation, and will provide further information under Step 4 of the IMT-2020 process.
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		[bookmark: dtitle1]Important information related to evaluation process and received initial evaluation report for the terrestrial components of the radio interface(s) 
for IMT-2020





[bookmark: dbreak]As per the IMT-2020 process for “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” and in accordance with Document IMT-2020/2(Rev.1), the evaluation process for Independent Evaluation Groups (IEGs) started from Working Party (WP) 5D 31st meeting in October 2018 and will proceed until WP 5D 34th meeting in February 2020.

Working Party 5D would like to thank Trans-Pacific Evaluation Group (TPCEG) for providing its initial evaluation report of IMT-2020 candidate technology submission in Document IMT-2020/3 (Rev. 1). WP 5D reviewed this information and noted that this initial evaluation report will be updated according to the corresponding candidate technology submission update(s). Correspondingly, Document IMT-2020/8 was created to record the input materials received from this IEG at the 31st WP 5D meeting.

It is noted that there would be more than one received evaluation report due to the update(s) from one IEG while WP 5D will produce  only one evaluation report summary for each IEG whether there is more than one corresponding candidate radio interface technology.

Considering the tight schedule of the evaluation process, and the potential intensive evaluation work which addresses a variety of configurations as well as Test Environments for the three Usage Scenarios (eMBB, mMTC and URLLC) as defined in Report ITU-R M.2412, WP 5D expects to receive the final evaluation report(s) at the 34th WP 5D meeting and recommends that the independent evaluation groups to provide interim evaluation reports before or at the 33rd WP 5D meeting, which is tentatively scheduled in December 2019.

The 33rd meeting of WP 5D is a focus meeting for progressing evaluation activities on-going in different IEGs, and WP 5D would like to take this opportunity, to review the progress and to facilitate the exchange of information and address any issues based on  the interim evaluation reports from IEGs.

IEGs are recommended to provide the interim evaluation report with the information including but not limited to, the use of Report ITU-R M.2412, the provision of compliance templates, the considered test environment(s), the evaluated RIT/SRIT, and the initial evaluation results as per requested by the compliance templates, etc. It is also recommended that the interim evaluation report provides evaluation details as much as possible, particularly for those configurations in addition to those specified in Report ITU-R M.2412, e.g. receiver algorithm, different MIMO schemes, which can facilitate ITU-R WP5D and other evaluation groups to better understand the received evaluation results.

WP 5D looks forward to the fruitful collaboration with IEGs on IMT-2020 evaluation, and will provide further information under Step 4 of the IMT-2020 process.



		Status:	For information and action, if any

		



		Contact:	Sergio Buonomo	

	Counsellor ITU-R SG 5

		E-mail:	sergio.buonomo@itu.int
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			[bookmark: dtitle1]Characteristics of IMT-Advanced, IMT-2020 and Advanced Antenna Systems for ITU-r sharing and compatibility 
studies in the frequency band 3 300-3 400 MHz








[bookmark: dbreak]Further to the WRC-15 conclusion, Working Party 5D (WP 5D), as the responsible group for IMT in ITU-R, initiated the development of the working document towards preliminary draft new Report ITU-R [RADAR&IMT SHARING] on “In band and adjacent band coexistence and compatibility studies between IMT systems in 3 300-3 400 MHz and Radiolocation systems in 3 1003 400 MHz”.


WP 5D has agreed to include IMT-2020 systems and Advanced Antenna Systems in the above mentioned report.


WP 5D had previously developed sharing parameters for IMT-Advanced technologies for bands between 3 and 6 GHz, which are contained in Report ITU-R M.2292 and summarized in Annex 1. In addition, the beamforming antenna characteristics of IMT-2020, which are summarized in Annex 2, were developed in WP 5D for sharing and compatibility studies under WRC-19 agenda item 1.13.


Due to the situation that, in addition to parameters of IMT-2020, the beamforming antenna characteristics of IMT-Advanced and IMT-2020 in the frequency band 3.3-3.4 GHz are not currently contained in ITU-R deliverables, WP 5D would ask for appropriate input from 3GPP (considering also Annexes 1 and 2) for consideration by WP 5D on:


· the parameters and antenna characteristics for IMT-2020 in the frequency band 3.33.4 GHz, as well as; 


· the applicability of the beamforming antenna characteristics of IMT-2020 to IMTAdvanced in the frequency band 3.3-3.4 GHz.


WP 5D would appreciate to receive the above mentioned information preferably in time for its next meeting which is planned for 11th to 15th February 2019. The deadline for submission of input contributions for that meeting is 4th February 2019 (1600 hours UTC).
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			Status:	For action


			





			Contact:	Sergio Buonomo


	Counsellor ITU-R SG 5


			E-mail:	 sergio.buonomo@itu.int
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1)	IMT-Advanced technology-related and deployment-related parameters for bands between 3 and 6 GHz (Source: Report ITU-R M.2292)


[bookmark: _MON_1549784359]2)	Antenna characteristics for IMT-2020 (Source: Document 5-1/36, Attachment 2, Table 10)






ANNEX 1


IMT-Advanced technology-related and deployment-related parameters 
for bands between 3 and 6 GHz


TABLE A1-1


IMT-Advanced specification related parameters


			


			


			IMT-Advanced 





			


			Duplex mode


			FDD


			TDD





			No.


			Parameter


			Base station


			Mobile station


			Base station


			Mobile station





			1


			Access technique


			OFDM


			SC-FDMA


			OFDM


			SC-FDMA





			2


			Modulation parameters


			QPSK


16-QAM


64-QAM





			3


			Channel spacing


			Nominal channel spacing = (BWChannel(1) + BWChannel((2))/2





			4


			Channel bandwidth (MHz)


			(1)


			(1), (19)


			(1)


			(1), (19)





			5


			Signal bandwidth (MHZ)


			(1)


			(1), (19)


			(1)


			(1), (19)





			6


			Transmitter characteristics


			


			


			


			





			6.1


			Power dynamic range (dB)


			(2)


			63(18)


			(2)


			63(18)





			6.2


			Spectral mask


			(3), (17)


			(4), (17)


			(3), (17)


			(4), (17)





			6.3


			ACLR


			(5), (17)


			(6), (17)


			(5), (17)


			(6), (17)





			6.4


			Maximum output power


			(7)


			(8)


			(7)


			(8)





			6.5


			Spurious emissions


			(15), (17)


			(16), (17)


			(15), (17)


			(16), (17)















TABLE A1-1 (end)


			


			


			IMT-Advanced 





			


			Duplex mode


			FDD


			TDD





			No.


			Parameter


			Base station


			Mobile station


			Base station


			Mobile station





			
7


			Receiver characteristics


			


			


			


			





			7.1


			Noise figure


			5 dB (macro)


10 dB (micro)


13 dB (pico/femto)


			9 dB


			5 dB (macro)


10 dB (micro)


13 dB (pico/femto)


			9 dB





			7.2


			Sensitivity


			(9)


			(10)


			(9)


			(10)





			7.3


			Blocking response


			(11)


			(12)


			(11)


			(12)





			7.4


			ACS


			(13)


			(14)


			(13)


			(14)





			Notes to the Table:


(1)	See 3GPP Document TS 36.101 v.11.2.0, § 5.6. Signal bandwidth in MHz corresponds to “Transmission bandwidth configuration*0.180”.


(2)	See 3GPP Document TS 36.104 v.11.2.0, § 6.3.2.1.


(3)	See 3GPP Document TS 36 104 v.11.2.0, § 6.6.3.


(4)	See 3GPP Document TS 36 101 v.11.2.0, §§ 6.6.2.1, 6.6.2.1A, 6.6.2.2 and 6.6.2.2A describe UE spectrum emissions masks for different channel bandwidths. In case multiple UEs are transmitting simultaneously on the same channel they will share the available radio resource blocks. As the actual transmission bandwidth is thus decreased the unwanted emissions performance might be improved. This may be taken into account during sharing analysis when measurements or detailed models are available.


(5)	See 3GPP Document TS 36.104 v.11.2.0, § 6.6.2.


(6)	See 3GPP Document TS 36.101 v.11.2.0, § 6.6.2.3.


(7)	See 3GPP Document TS 36.104 v.11.2.0, § 6.2.


(8)	See 3GPP Document TS 36.101 v.11.2.0, § 6.2.


(9)	See 3GPP Document TS 36.104 v.11.2.0, § 7.2.


(10)	See 3GPP Document TS 36.101 v.11.2.0, § 7.3.


(11)	See 3GPP Document TS 36.104 v.11.2.0, § 7.6.


(12)	See 3GPP Document TS 36.101 v.11.2.0, § 7.6 and § 7.7.


(13)	See 3GPP Document TS 36.104 v.11.2.0, § 7.5.


(14)	See 3GPP Document TS 36.101 v.11.2.0, § 7.5.


(15)	See 3GPP Document TS 36.104 v.11.2.0, § 6.6.4.


(16)	See 3GPP Document TS 36.101 v.11.2.0, § 6.6.3.


(17)	These unwanted emission limits are the upper limits from SDO specifications for laboratory testing with maximum transmitting power. It is assumed that when the in-band transmitting power is reduced by x dB through power control, the unwanted emission levels would be reduced by x dB in consequence in the coexistence simulations.


(18)	See 3GPP Document TS 36.101 v.11.2.0, § 6.3.


(19)	In case multiple UEs are transmitting simultaneously on the same channel they will share the available radio resource blocks. As the actual transmission bandwidth is thus decreased the unwanted emissions performance might be improved. This may be taken into account during sharing analysis when measurements or detailed models are available.











TABLE A1-2


IMT-Advanced Deployment-related parameters for bands between 3 and 6 GHz


			


			Macro suburban


			Macro
urban


			Small cell outdoor/
Micro urban


			Small cell indoor/
Indoor urban





			Base station characteristics/Cell structure





			Cell radius/Deployment density


			0.3-2 km
(typical figure to be used in sharing studies 0.6 km)


			0.15-0.6 km
(typical figure to be used in sharing studies 0.3 km)


			1-3 per urban macro cell
<1 per suburban macro site


			Depending on indoor coverage/capacity demand





			Antenna height


			25 m


			20 m


			6 m


			3 m





			
Sectorization


			3 sectors


			3 sectors


			Single sector


			Single sector





			Downtilt


			6 degrees


			10 degrees


			n.a.


			n.a.





			Frequency reuse


			1


			1


			1


			1





			Antenna pattern


			Recommendation ITU-R F.1336 (recommends 3.1)


ka = 0.7


kp = 0.7


kh = 0.7


kv = 0.3


Horizontal 3 dB beamwidth: 65 degrees


Vertical 3 dB beamwidth: determined from the horizontal beamwidth by equations in Recommendation ITU-R F.1336. Vertical beamwidths of actual antennas may also be used when available.


			Recommendation ITU-R F.1336 omni















TABLE A1-2 (continued)


			


			Macro suburban


			Macro
urban


			Small cell outdoor/
Micro urban


			Small cell indoor/
Indoor urban





			Base station characteristics/Cell structure





			Antenna polarization


			Linear/±45 degrees


			Linear/±45 degrees


			Linear


			Linear





			Indoor base station deployment


			n.a.


			n.a.


			n.a.


			100%





			Indoor base station penetration loss





			n.a.


			n.a.


			n.a.


			20 dB (3-5 GHz)


25 dB (5-6 GHz)
(horizontal direction)
Rec. ITU-R P.1238, Table 3 (vertical direction)





			Below rooftop base station antenna deployment


			0%


			50%


			100%


			n.a.





			
Feeder loss


			3 dB


			3 dB


			n.a


			n.a





			Maximum base station output power (5/10/20 MHz)


			43/46/46 dBm


			43/46/46 dBm


			24 dBm


			24 dBm





			Maximum base station antenna gain


			18 dBi


			18 dBi


			5 dBi


			0 dBi





			Maximum base station output power/sector (EIRP)


			58/61/61 dBm


			58/61/61 dBm


			29 dBm


			24 dBm





			Average base station activity


			50%


			50%


			50%


			50%





			Average base station power/sector taking into account activity factor 


			55/58/58 dBm


			55/58/58 dBm


			26 dBm


			21 dBm





			User terminal characteristics





			Indoor user terminal usage


			70%


			7%


			70%


			100%





			Indoor user terminal penetration loss


			20 dB


			20 dB


			20 dB


			20 dB (3-5 GHz)
25 dB (5-6 GHz)
(horizontal direction)


Rec. ITU-R P.1238, Table 3 (vertical direction)





			User terminal density in active mode to be used in sharing studies


			2.16/5 MHz/km2


			3/5 MHz/km2


			3/5 MHz/km2


			Depending on indoor coverage/capacity demand















TABLE A1-2 (end)


			


			Macro suburban


			Macro
urban


			Small cell outdoor/Micro urban


			Small cell indoor/Indoor urban





			User terminal characteristics





			Maximum user terminal output power


			23 dBm


			23 dBm


			23 dBm


			23 dBm





			Average user terminal output power


			–9 dBm


			–9 dBm


			–9 dBm


			–9 dBm





			Typical antenna gain for user terminals


			–4 dBi


			–4 dBi


			–4 dBi


			–4 dBi





			Body loss 


			4 dB


			4 dB


			4 dB


			4 dB















ANNEX 2


Antenna characteristics for IMT-2020 


TABLE A2-1


Antenna Characteristics for IMT-2020


			


			


			Outdoor
Suburban hotspot


			Outdoor
Urban hotspot


			Indoor





			1


			Base station Antenna Characteristics





			1.1


			Antenna pattern 


			Refer to Recommendation ITU-R M.2101





			1.2


			Element gain (dBi)


			5


			5


			5





			1.3


			Horizontal/vertical 3 dB beamwidth of single element (degree) 


			65º for both H/V


			65º for both H/V


			90º for both H/V





			1.4


			Horizontal/vertical front-to-back ratio (dB)


			30 for both H/V


			30 for both H/V


			25 for both H/V





			1.5


			Antenna polarization 


			Linear  ±45º


			Linear  ±45º


			Linear  ±45º





			1.6


			Antenna array configuration (Row × Column)



NOTE 2


			8×8 elements


			8×8 elements


			8×8 elements





			1.7


			Horizontal/Vertical radiating element spacing 


			0.5 of wavelength for both H/V


			0.5 of wavelength for both H/V


			0.5 of wavelength for both H/V





			1.8


			Array Ohmic loss (dB)


			3


			3


			3





			1.9


			Conducted power (before Ohmic loss) per antenna element (dBm/200 MHz)


			10


			10


			5





			1.10


			Base station maximum coverage angle in the horizontal plane (degrees)


			120


			120


			120





			2


			User terminal Antenna Characteristics 





			2.1


			Antenna pattern


			Refer to Recommendation ITU-R M.2101





			2.2


			Element gain (dBi)


			5


			5


			5





			2.3


			Horizontal/vertical 3 dB beamwidth of single element (degree)


			90º for both H/V


			90º for both H/V


			90º for both H/V





			2.4


			Horizontal/vertical front-to-back ratio (dB)


			25 for both H/V


			25 for both H/V


			25 for both H/V





			2.5


			Antenna polarization


			Linear ±45º


			Linear ±45º


			Linear ±45º





			2.6


			Antenna array configuration (Row × Column)


NOTE 2


			4×4 elements


			4×4 elements


			4×4 elements





			2.7


			Horizontal/Vertical radiating element spacing 


			0.5 of wavelength for both H/V


			0.5 of wavelength for both H/V


			0.5 of wavelength for both H/V





			2.8


			Array Ohmic loss (dB)


			3


			3


			3





			2.9


			Conducted power (before Ohmic loss) per antenna element (dBm / 200 MHz)


			10


			10


			10














________________
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[bookmark: dbreak]Further to the WRC-15 conclusion, Working Party 5D (WP 5D), as the responsible group for IMT in ITU-R, initiated the development of the working document towards preliminary draft new Report ITU-R [RADAR&IMT SHARING] on “In band and adjacent band coexistence and compatibility studies between IMT systems in 3 300-3 400 MHz and Radiolocation systems in 3 1003 400 MHz”.

WP 5D has agreed to include IMT-2020 systems and Advanced Antenna Systems in the above mentioned report.

WP 5D had previously developed sharing parameters for IMT-Advanced technologies for bands between 3 and 6 GHz, which are contained in Report ITU-R M.2292 and summarized in Annex 1. In addition, the beamforming antenna characteristics of IMT-2020, which are summarized in Annex 2, were developed in WP 5D for sharing and compatibility studies under WRC-19 agenda item 1.13.

Due to the situation that, in addition to parameters of IMT-2020, the beamforming antenna characteristics of IMT-Advanced and IMT-2020 in the frequency band 3.3-3.4 GHz are not currently contained in ITU-R deliverables, WP 5D would ask for appropriate input from 3GPP (considering also Annexes 1 and 2) for consideration by WP 5D on:

· the parameters and antenna characteristics for IMT-2020 in the frequency band 3.33.4 GHz, as well as; 

· the applicability of the beamforming antenna characteristics of IMT-2020 to IMTAdvanced in the frequency band 3.3-3.4 GHz.

WP 5D would appreciate to receive the above mentioned information preferably in time for its next meeting which is planned for 11th to 15th February 2019. The deadline for submission of input contributions for that meeting is 4th February 2019 (1600 hours UTC).



		Status:	For action

		



		Contact:	Sergio Buonomo

	Counsellor ITU-R SG 5

		E-mail:	 sergio.buonomo@itu.int





Annexes:	2

1)	IMT-Advanced technology-related and deployment-related parameters for bands between 3 and 6 GHz (Source: Report ITU-R M.2292)

[bookmark: _MON_1549784359]2)	Antenna characteristics for IMT-2020 (Source: Document 5-1/36, Attachment 2, Table 10)




ANNEX 1

IMT-Advanced technology-related and deployment-related parameters 
for bands between 3 and 6 GHz

TABLE A1-1

IMT-Advanced specification related parameters

		

		

		IMT-Advanced 



		

		Duplex mode

		FDD

		TDD



		No.

		Parameter

		Base station

		Mobile station

		Base station

		Mobile station



		1

		Access technique

		OFDM

		SC-FDMA

		OFDM

		SC-FDMA



		2

		Modulation parameters

		QPSK

16-QAM

64-QAM



		3

		Channel spacing

		Nominal channel spacing = (BWChannel(1) + BWChannel((2))/2



		4

		Channel bandwidth (MHz)

		(1)

		(1), (19)

		(1)

		(1), (19)



		5

		Signal bandwidth (MHZ)

		(1)

		(1), (19)

		(1)

		(1), (19)



		6

		Transmitter characteristics

		

		

		

		



		6.1

		Power dynamic range (dB)

		(2)

		63(18)

		(2)

		63(18)



		6.2

		Spectral mask

		(3), (17)

		(4), (17)

		(3), (17)

		(4), (17)



		6.3

		ACLR

		(5), (17)

		(6), (17)

		(5), (17)

		(6), (17)



		6.4

		Maximum output power

		(7)

		(8)

		(7)

		(8)



		6.5

		Spurious emissions

		(15), (17)

		(16), (17)

		(15), (17)

		(16), (17)










TABLE A1-1 (end)

		

		

		IMT-Advanced 



		

		Duplex mode

		FDD

		TDD



		No.

		Parameter

		Base station

		Mobile station

		Base station

		Mobile station



		
7

		Receiver characteristics

		

		

		

		



		7.1

		Noise figure

		5 dB (macro)

10 dB (micro)

13 dB (pico/femto)

		9 dB

		5 dB (macro)

10 dB (micro)

13 dB (pico/femto)

		9 dB



		7.2

		Sensitivity

		(9)

		(10)

		(9)

		(10)



		7.3

		Blocking response

		(11)

		(12)

		(11)

		(12)



		7.4

		ACS

		(13)

		(14)

		(13)

		(14)



		Notes to the Table:

(1)	See 3GPP Document TS 36.101 v.11.2.0, § 5.6. Signal bandwidth in MHz corresponds to “Transmission bandwidth configuration*0.180”.

(2)	See 3GPP Document TS 36.104 v.11.2.0, § 6.3.2.1.

(3)	See 3GPP Document TS 36 104 v.11.2.0, § 6.6.3.

(4)	See 3GPP Document TS 36 101 v.11.2.0, §§ 6.6.2.1, 6.6.2.1A, 6.6.2.2 and 6.6.2.2A describe UE spectrum emissions masks for different channel bandwidths. In case multiple UEs are transmitting simultaneously on the same channel they will share the available radio resource blocks. As the actual transmission bandwidth is thus decreased the unwanted emissions performance might be improved. This may be taken into account during sharing analysis when measurements or detailed models are available.

(5)	See 3GPP Document TS 36.104 v.11.2.0, § 6.6.2.

(6)	See 3GPP Document TS 36.101 v.11.2.0, § 6.6.2.3.

(7)	See 3GPP Document TS 36.104 v.11.2.0, § 6.2.

(8)	See 3GPP Document TS 36.101 v.11.2.0, § 6.2.

(9)	See 3GPP Document TS 36.104 v.11.2.0, § 7.2.

(10)	See 3GPP Document TS 36.101 v.11.2.0, § 7.3.

(11)	See 3GPP Document TS 36.104 v.11.2.0, § 7.6.

(12)	See 3GPP Document TS 36.101 v.11.2.0, § 7.6 and § 7.7.

(13)	See 3GPP Document TS 36.104 v.11.2.0, § 7.5.

(14)	See 3GPP Document TS 36.101 v.11.2.0, § 7.5.

(15)	See 3GPP Document TS 36.104 v.11.2.0, § 6.6.4.

(16)	See 3GPP Document TS 36.101 v.11.2.0, § 6.6.3.

(17)	These unwanted emission limits are the upper limits from SDO specifications for laboratory testing with maximum transmitting power. It is assumed that when the in-band transmitting power is reduced by x dB through power control, the unwanted emission levels would be reduced by x dB in consequence in the coexistence simulations.

(18)	See 3GPP Document TS 36.101 v.11.2.0, § 6.3.

(19)	In case multiple UEs are transmitting simultaneously on the same channel they will share the available radio resource blocks. As the actual transmission bandwidth is thus decreased the unwanted emissions performance might be improved. This may be taken into account during sharing analysis when measurements or detailed models are available.







TABLE A1-2

IMT-Advanced Deployment-related parameters for bands between 3 and 6 GHz

		

		Macro suburban

		Macro
urban

		Small cell outdoor/
Micro urban

		Small cell indoor/
Indoor urban



		Base station characteristics/Cell structure



		Cell radius/Deployment density

		0.3-2 km
(typical figure to be used in sharing studies 0.6 km)

		0.15-0.6 km
(typical figure to be used in sharing studies 0.3 km)

		1-3 per urban macro cell
<1 per suburban macro site

		Depending on indoor coverage/capacity demand



		Antenna height

		25 m

		20 m

		6 m

		3 m



		
Sectorization

		3 sectors

		3 sectors

		Single sector

		Single sector



		Downtilt

		6 degrees

		10 degrees

		n.a.

		n.a.



		Frequency reuse

		1

		1

		1

		1



		Antenna pattern

		Recommendation ITU-R F.1336 (recommends 3.1)

ka = 0.7

kp = 0.7

kh = 0.7

kv = 0.3

Horizontal 3 dB beamwidth: 65 degrees

Vertical 3 dB beamwidth: determined from the horizontal beamwidth by equations in Recommendation ITU-R F.1336. Vertical beamwidths of actual antennas may also be used when available.

		Recommendation ITU-R F.1336 omni










TABLE A1-2 (continued)

		

		Macro suburban

		Macro
urban

		Small cell outdoor/
Micro urban

		Small cell indoor/
Indoor urban



		Base station characteristics/Cell structure



		Antenna polarization

		Linear/±45 degrees

		Linear/±45 degrees

		Linear

		Linear



		Indoor base station deployment

		n.a.

		n.a.

		n.a.

		100%



		Indoor base station penetration loss




		n.a.

		n.a.

		n.a.

		20 dB (3-5 GHz)

25 dB (5-6 GHz)
(horizontal direction)
Rec. ITU-R P.1238, Table 3 (vertical direction)



		Below rooftop base station antenna deployment

		0%

		50%

		100%

		n.a.



		
Feeder loss

		3 dB

		3 dB

		n.a

		n.a



		Maximum base station output power (5/10/20 MHz)

		43/46/46 dBm

		43/46/46 dBm

		24 dBm

		24 dBm



		Maximum base station antenna gain

		18 dBi

		18 dBi

		5 dBi

		0 dBi



		Maximum base station output power/sector (EIRP)

		58/61/61 dBm

		58/61/61 dBm

		29 dBm

		24 dBm



		Average base station activity

		50%

		50%

		50%

		50%



		Average base station power/sector taking into account activity factor 

		55/58/58 dBm

		55/58/58 dBm

		26 dBm

		21 dBm



		User terminal characteristics



		Indoor user terminal usage

		70%

		7%

		70%

		100%



		Indoor user terminal penetration loss

		20 dB

		20 dB

		20 dB

		20 dB (3-5 GHz)
25 dB (5-6 GHz)
(horizontal direction)

Rec. ITU-R P.1238, Table 3 (vertical direction)



		User terminal density in active mode to be used in sharing studies

		2.16/5 MHz/km2

		3/5 MHz/km2

		3/5 MHz/km2

		Depending on indoor coverage/capacity demand










TABLE A1-2 (end)

		

		Macro suburban

		Macro
urban

		Small cell outdoor/Micro urban

		Small cell indoor/Indoor urban



		User terminal characteristics



		Maximum user terminal output power

		23 dBm

		23 dBm

		23 dBm

		23 dBm



		Average user terminal output power

		–9 dBm

		–9 dBm

		–9 dBm

		–9 dBm



		Typical antenna gain for user terminals

		–4 dBi

		–4 dBi

		–4 dBi

		–4 dBi



		Body loss 

		4 dB

		4 dB

		4 dB

		4 dB










ANNEX 2

Antenna characteristics for IMT-2020 

TABLE A2-1

Antenna Characteristics for IMT-2020

		

		

		Outdoor
Suburban hotspot

		Outdoor
Urban hotspot

		Indoor



		1

		Base station Antenna Characteristics



		1.1

		Antenna pattern 

		Refer to Recommendation ITU-R M.2101



		1.2

		Element gain (dBi)

		5

		5

		5



		1.3

		Horizontal/vertical 3 dB beamwidth of single element (degree) 

		65º for both H/V

		65º for both H/V

		90º for both H/V



		1.4

		Horizontal/vertical front-to-back ratio (dB)

		30 for both H/V

		30 for both H/V

		25 for both H/V



		1.5

		Antenna polarization 

		Linear  ±45º

		Linear  ±45º

		Linear  ±45º



		1.6

		Antenna array configuration (Row × Column)


NOTE 2

		8×8 elements

		8×8 elements

		8×8 elements



		1.7

		Horizontal/Vertical radiating element spacing 

		0.5 of wavelength for both H/V

		0.5 of wavelength for both H/V

		0.5 of wavelength for both H/V



		1.8

		Array Ohmic loss (dB)

		3

		3

		3



		1.9

		Conducted power (before Ohmic loss) per antenna element (dBm/200 MHz)

		10

		10

		5



		1.10

		Base station maximum coverage angle in the horizontal plane (degrees)

		120

		120

		120



		2

		User terminal Antenna Characteristics 



		2.1

		Antenna pattern

		Refer to Recommendation ITU-R M.2101



		2.2

		Element gain (dBi)

		5

		5

		5



		2.3

		Horizontal/vertical 3 dB beamwidth of single element (degree)

		90º for both H/V

		90º for both H/V

		90º for both H/V



		2.4

		Horizontal/vertical front-to-back ratio (dB)

		25 for both H/V

		25 for both H/V

		25 for both H/V



		2.5

		Antenna polarization

		Linear ±45º

		Linear ±45º

		Linear ±45º



		2.6

		Antenna array configuration (Row × Column)

NOTE 2

		4×4 elements

		4×4 elements

		4×4 elements



		2.7

		Horizontal/Vertical radiating element spacing 

		0.5 of wavelength for both H/V

		0.5 of wavelength for both H/V

		0.5 of wavelength for both H/V



		2.8

		Array Ohmic loss (dB)

		3

		3

		3



		2.9

		Conducted power (before Ohmic loss) per antenna element (dBm / 200 MHz)

		10

		10

		10









________________
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Working Party (WP) 5D would like to thank 3GPP, China, DECT Forum, ETSI and Korea on having provided the updated information related to their proposals on candidate IMT-2020 terrestrial radio interface(s). WP 5D reviewed these information and informed the independent evaluation groups of the availability of this information.
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Dear Sir/Madam,

Please find attached a Liaison Statement from ITU-R Working Party 5D entitled:
“Information on ITU-R Working Party 5D Workshop on IMT-2020 Terrestrial Radio Interfaces
Evaluation”.
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5D/TEMP/663(Rev.1)) that can be found at (https://www.itu.int/md/R15-WP5D-C-1110/en)
(TIES Restricted access).

Document 5D/TEMP/660 (Info Workshop) which is embedded in the LS is also attached to this
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[bookmark: dbreak]1	Background


[bookmark: _Hlk522014706]Following the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” in accordance with Document IMT-2020/2(Rev.1), ITU-R Working Party (WP) 5D started evaluation process for Independent Evaluation Groups (IEGs) from its 31st meeting in October 2018, in conjunction with the ongoing IMT-2020 development under Step 3 of the IMT-2020 process.


At the 32nd meeting of WP 5D in July 2019, the Step 3 of the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” will end in accordance with Document IMT-2020/2(Rev.1). In this context, all the submissions from proponents will be finalized at the 32nd meeting of WP 5D. In addition, WP 5D will acknowledge the completed submission(s) based on the materials provided by the proponents at the same meeting.


WP 5D will hold a workshop on IMT-2020 focussing on the evaluation of the candidate terrestrial radio interfaces in conjunction with the 32nd meeting. This will facilitate the possibility on the IEGs to understand the details of the proposed candidate technologies, and to interact with WP 5D and other IEGs participating in the ITU-R evaluation process on IMT2020. This workshop is a continuation of the previous workshop on IMT-2020 held in 2017, Munich, which addressed the process, requirements, and evaluation criteria for IMT-2020 as well as views from proponents on the developments on IMT-2020 radio interface(s) and IEGs activities.


2	Objectives


The objectives of the workshop are as follows:


–	to promote information sharing on IMT-2020;


–	to facilitate dialog among ITU-R WP 5D, the possible proponents and the evaluation groups; and in particular;


–	to provide the final submission status of the proposed RIT/SRIT (acknowledgement, results of the completeness, initial review of the self-evaluation results, template to summarise each IEG’s evaluation results, etc.) by WP 5D;


–	to show how to use “Evaluation Group discussion area” on “IMT-2020 submission and evaluation process” webpage for future evaluation activities;


–	to present the details of the proposed RIT/SRIT including self-evaluation results and detailed evaluation method by RIT/SRIT Proponents; and


–	to introduce the evaluation plan and activities by IEGs, and to share the information relating to the evaluation.


3	Program


Please refer to the draft program of Workshop in Attachment 1.


4	Schedule


The workshop will be a full day meeting in conjunction with the 32nd meeting of WP 5D. Detailed date, time and venue:	Available in late February 2019


5	Participants


WP 5D delegates, representatives from potential RIT/SRIT proponents, registered independent evaluation groups.


6	Workshop convener


Available in late February 2019


7	Critical deadlines


Available in late February 2019


8	Language


The workshop will be conducted in English only.


9	Registration


9.1	Participants Registered for the WP 5D Meeting


A separate registration for the workshop is not required for participants of the 32nd meeting of WP 5D.


9.2	Participants NOT Registered for the WP 5D Meeting must separately register for the workshop before: 	Available in late February 2019


The registration form may be found here (https://www.itu.int/en/ITU-R/study-groups/rsg5/rwp5d/imt-2020/Pages/submission-eval.aspx)


Additionally, participants from possible RIT/SRIT proponents or registered independent evaluation groups who register for the workshop will be able to join the WP 5D meeting #32 as invited observers, in accordance with the provisions of Resolution ITU-R 9-5.


10	Additional information


The workshop information will be appropriately communicated and/or updated on the WP 5D webpage (https://www.itu.int/en/ITU-R/study-groups/rsg5/rwp5d/imt-2020/Pages/submission-eval.aspx).



Attachment 1


Draft Program of the Workshop





			


			Registration





			


			Opening remarks by the Chairman of WP 5D





			


			Welcome remarks by the Host of the 32nd WP 5D meeting





			


			





			Session 1


			Presentations by ITU-R





			


			Presentation by WP 5D (e.g., introduction to IMT-2020 evaluation process, status of submissions, initial review status of “Self-evaluation”, etc.)





			


			





			Session 2


			Presentations by IMT-2020 RIT/SRIT proponents





			


			Presentations by IMT-2020 RIT/SRIT proponents (e.g. the introduction of technical characteristics according to final submission, the self-evaluation results and detailed evaluation method, and submission templates, etc.) [Editor’s note: This session could be divided into sub-sessions considering technology groups, each of which consists of technically identical proposals.]





			


			Q & A for each proponent in Session 2





			


			





			Session 3


			Presentations by registered independent evaluation groups





			


			Presentations by the registered independent evaluation groups (e.g. evaluation activities of RIT/SRIT, initial independent evaluation results, useful experiences, tools, and future plans, etc.)





			


			Presentation from each IEG





			


			





			


			Q & A for each IEG in Session 3





			


			





			


			Wrap up and Closing





			


			











Note 1: The program and time schedule are subject to change.


Note 2: The program of sessions 2 and 3 would be based on number of requests for presentation from the interested bodies.





			Contact:


			


			





			Workshop Convener:


			TBD


			Email:





			Counsellor, ITU-R SG 5


			Mr. Sergio Buonomo


			Email:	sergio.buonomo@itu.int














_______________


Attention: The information contained in this document is temporary in nature and does not necessarily represent material that has been agreed by the group concerned. Since the material may be subject to revision during the meeting, caution should be exercised in using the document for the development of any further contribution on the subject.
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Following Step 3 (“Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt”) of the IMT-2020 developing process in accordance with Document IMT-2020/2(Rev.1), ITU-R Working Party (WP) 5D started an evaluation process for Independent Evaluation Groups (IEGs) from its 31st meeting in Oct. 2018, in conjunction with the ongoing IMT-2020 development under Step 3 of the IMT-2020 process.


At the 32nd meeting of WP 5D in July 2019, the Step 3 of the IMT-2020 developing process will end in accordance with Document IMT-2020/2(Rev.1). In this context, all the submissions from proponents will be finalized at the 32nd meeting of WP 5D.


WP 5D therefore intends to have a workshop for IMT-2020 focusing on the evaluation of the candidate terrestrial radio interfaces in conjunction with its 32nd meeting in July 2019, with presentations from the proponents, IEGs, and the WP 5D experts. This will facilitate the IEGs to understand the details of the proposed candidate technologies, and to interact with WP 5D and other IEGs participating in the ITU-R evaluation process on IMT2020.


The initial information of the workshop can be found in the Attachment. Further information will be appropriately communicated and/or updated on the WP 5D webpage https://www.itu.int/en/ITU-R/study-groups/rsg5/rwp5d/Pages/default.aspx 


WP 5D kindly invites the proponents and registered independent evaluation groups to consider the above information to plan for the workshop in the 32nd meeting. 






WP 5D looks forward to fruitful collaboration with IEGs and proponents on IMT-2020 submission and evaluation, and will provide further information under Step 3 of IMT-2020 process.


Status:	For information and action, if any


Contact:	Sergio Buonomo				E-mail: sergio.buonomo@itu.int


Attachment:	Document: Preliminary information on ITU-R Working Party 5D Workshop on IMT2020 Terrestrial Radio Interfaces Evaluation
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[bookmark: dbreak]1	Background



[bookmark: _Hlk522014706]Following the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” in accordance with Document IMT-2020/2(Rev.1), ITU-R Working Party (WP) 5D started evaluation process for Independent Evaluation Groups (IEGs) from its 31st meeting in October 2018, in conjunction with the ongoing IMT-2020 development under Step 3 of the IMT-2020 process.



At the 32nd meeting of WP 5D in July 2019, the Step 3 of the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” will end in accordance with Document IMT-2020/2(Rev.1). In this context, all the submissions from proponents will be finalized at the 32nd meeting of WP 5D. In addition, WP 5D will acknowledge the completed submission(s) based on the materials provided by the proponents at the same meeting.



WP 5D will hold a workshop on IMT-2020 focussing on the evaluation of the candidate terrestrial radio interfaces in conjunction with the 32nd meeting. This will facilitate the possibility on the IEGs to understand the details of the proposed candidate technologies, and to interact with WP 5D and other IEGs participating in the ITU-R evaluation process on IMT2020. This workshop is a continuation of the previous workshop on IMT-2020 held in 2017, Munich, which addressed the process, requirements, and evaluation criteria for IMT-2020 as well as views from proponents on the developments on IMT-2020 radio interface(s) and IEGs activities.



2	Objectives



The objectives of the workshop are as follows:



–	to promote information sharing on IMT-2020;



–	to facilitate dialog among ITU-R WP 5D, the possible proponents and the evaluation groups; and in particular;



–	to provide the final submission status of the proposed RIT/SRIT (acknowledgement, results of the completeness, initial review of the self-evaluation results, template to summarise each IEG’s evaluation results, etc.) by WP 5D;



–	to show how to use “Evaluation Group discussion area” on “IMT-2020 submission and evaluation process” webpage for future evaluation activities;



–	to present the details of the proposed RIT/SRIT including self-evaluation results and detailed evaluation method by RIT/SRIT Proponents; and



–	to introduce the evaluation plan and activities by IEGs, and to share the information relating to the evaluation.



3	Program



Please refer to the draft program of Workshop in Attachment 1.



4	Schedule



The workshop will be a full day meeting in conjunction with the 32nd meeting of WP 5D. Detailed date, time and venue TBD.



5	Participants



WP 5D delegates, representatives from potential RIT/SRIT proponents, registered independent evaluation groups.



6	Workshop convener



TBD



7	Critical deadlines



TBD



8	Language



The workshop will be conducted in English only.



9	Registration



Participants Registered for the WP 5D Meeting



A separate registration for the workshop is not required for participants of the 32nd meeting of WP 5D.



Participants NOT Registered for the WP 5D Meeting must separately register for the workshop before TBD.



The registration form may be found here (Add URL; Editor's note: The Counsellor will finalize the form and should be consulted for any specific content need.)



Additionally, participants from possible RIT/SRIT proponents or registered independent evaluation groups who register for the workshop will be able to join the WP 5D meeting #32 as invited observers, in accordance with the provisions of Resolution ITU-R 9-5.



10	Additional information



The workshop information will be appropriately communicated and/or updated on the WP 5D webpage ([Editor’s note: Add URL when available]).
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Note 1: The program and time schedule are subject to change.



Note 2: The program of sessions 2 and 3 would be based on number of requests for presentation from the interested bodies.







				Contact:



				



				







				Workshop Convener:
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Following Step 3 (“Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt”) of the IMT-2020 developing process in accordance with Document IMT-2020/2(Rev.1), ITU-R Working Party (WP) 5D started an evaluation process for Independent Evaluation Groups (IEGs) from its 31st meeting in Oct. 2018, in conjunction with the ongoing IMT-2020 development under Step 3 of the IMT-2020 process.

At the 32nd meeting of WP 5D in July 2019, the Step 3 of the IMT-2020 developing process will end in accordance with Document IMT-2020/2(Rev.1). In this context, all the submissions from proponents will be finalized at the 32nd meeting of WP 5D.

WP 5D therefore intends to have a workshop for IMT-2020 focusing on the evaluation of the candidate terrestrial radio interfaces in conjunction with its 32nd meeting in July 2019, with presentations from the proponents, IEGs, and the WP 5D experts. This will facilitate the IEGs to understand the details of the proposed candidate technologies, and to interact with WP 5D and other IEGs participating in the ITU-R evaluation process on IMT2020.

The initial information of the workshop can be found in the Attachment. Further information will be appropriately communicated and/or updated on the WP 5D webpage https://www.itu.int/en/ITU-R/study-groups/rsg5/rwp5d/Pages/default.aspx 

WP 5D kindly invites the proponents and registered independent evaluation groups to consider the above information to plan for the workshop in the 32nd meeting. 




WP 5D looks forward to fruitful collaboration with IEGs and proponents on IMT-2020 submission and evaluation, and will provide further information under Step 3 of IMT-2020 process.

Status:	For information and action, if any

Contact:	Sergio Buonomo				E-mail: sergio.buonomo@itu.int
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[bookmark: _Hlk522014706]Following the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” in accordance with Document IMT-2020/2(Rev.1), ITU-R Working Party (WP) 5D started evaluation process for Independent Evaluation Groups (IEGs) from its 31st meeting in October 2018, in conjunction with the ongoing IMT-2020 development under Step 3 of the IMT-2020 process.


At the 32nd meeting of WP 5D in July 2019, the Step 3 of the IMT-2020 developing process “Submission/Reception of the RIT and SRIT proposals and acknowledgement of receipt” will end in accordance with Document IMT-2020/2(Rev.1). In this context, all the submissions from proponents will be finalized at the 32nd meeting of WP 5D. In addition, WP 5D will acknowledge the completed submission(s) based on the materials provided by the proponents at the same meeting.


WP 5D will hold a workshop on IMT-2020 focussing on the evaluation of the candidate terrestrial radio interfaces in conjunction with the 32nd meeting. This will facilitate the possibility on the IEGs to understand the details of the proposed candidate technologies, and to interact with WP 5D and other IEGs participating in the ITU-R evaluation process on IMT2020. This workshop is a continuation of the previous workshop on IMT-2020 held in 2017, Munich, which addressed the process, requirements, and evaluation criteria for IMT-2020 as well as views from proponents on the developments on IMT-2020 radio interface(s) and IEGs activities.


2	Objectives


The objectives of the workshop are as follows:


–	to promote information sharing on IMT-2020;


–	to facilitate dialog among ITU-R WP 5D, the possible proponents and the evaluation groups; and in particular;


–	to provide the final submission status of the proposed RIT/SRIT (acknowledgement, results of the completeness, initial review of the self-evaluation results, template to summarise each IEG’s evaluation results, etc.) by WP 5D;


–	to show how to use “Evaluation Group discussion area” on “IMT-2020 submission and evaluation process” webpage for future evaluation activities;


–	to present the details of the proposed RIT/SRIT including self-evaluation results and detailed evaluation method by RIT/SRIT Proponents; and


–	to introduce the evaluation plan and activities by IEGs, and to share the information relating to the evaluation.


3	Program


Please refer to the draft program of Workshop in Attachment 1.


4	Schedule


The workshop will be a full day meeting in conjunction with the 32nd meeting of WP 5D. Detailed date, time and venue TBD.


5	Participants


WP 5D delegates, representatives from potential RIT/SRIT proponents, registered independent evaluation groups.


6	Workshop convener


TBD


7	Critical deadlines


TBD


8	Language


The workshop will be conducted in English only.


9	Registration


Participants Registered for the WP 5D Meeting


A separate registration for the workshop is not required for participants of the 32nd meeting of WP 5D.


Participants NOT Registered for the WP 5D Meeting must separately register for the workshop before TBD.


The registration form may be found here (Add URL; Editor's note: The Counsellor will finalize the form and should be consulted for any specific content need.)


Additionally, participants from possible RIT/SRIT proponents or registered independent evaluation groups who register for the workshop will be able to join the WP 5D meeting #32 as invited observers, in accordance with the provisions of Resolution ITU-R 9-5.


10	Additional information


The workshop information will be appropriately communicated and/or updated on the WP 5D webpage ([Editor’s note: Add URL when available]).
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Note 1: The program and time schedule are subject to change.


Note 2: The program of sessions 2 and 3 would be based on number of requests for presentation from the interested bodies.
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