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	Indonesia (Republic of)

	Proposals for the work of the conference

	

	Agenda item 1.10


1.10	to conduct studies on spectrum needs, coexistence with radiocommunication services and regulatory measures for possible new allocations for the aeronautical mobile service for the use of non-safety aeronautical mobile applications, in accordance with Resolution 430 (WRC19);
Introduction
In Indonesia, the frequency band 22-22.21 GHz is heavily used for terrestrial microwave links and the frequency band 15.4-15.7 GHz is allocated for future use of aeronautical mobile (OR) services. 
Indonesia supports Method B of the CPM Report for WRC23 to satisfy agenda item 1.10, to add new allocations for the aeronautical mobile service for the use of non-safety aeronautical mobile applications.
Proposals


[bookmark: _Toc42842383]ARTICLE 5
[bookmark: _Toc327956583][bookmark: _Toc42842384]Frequency allocations
Section IV – Table of Frequency Allocations
(See No. 2.1)


MOD	INS/117A10/1#1658
15.4-18.4 GHz
	Allocation to services

	Region 1
	Region 2
	Region 3

	15.4-15.413	RADIOLOCATION  5.511E  5.511F
				AERONAUTICAL RADIONAVIGATION

	15.41-15.43	AERONAUTICAL MOBILE (OR)  ADD 5.I110  ADD 5.J110  ADD 5.K110
				RADIOLOCATION  5.511E  5.511F
				AERONAUTICAL RADIONAVIGATION

	15.43-15.63	FIXED-SATELLITE (Earth-to-space)  5.511A
				AERONAUTICAL MOBILE (OR)  ADD 5.I110  ADD 5.J110  ADD 5.K110
				RADIOLOCATION  5.511E  5.511F
				AERONAUTICAL RADIONAVIGATION
				5.511C

	15.63-15.7	AERONAUTICAL MOBILE (OR)  ADD 5.I110  ADD 5.J110  ADD 5.K110
				RADIOLOCATION  5.511E  5.511F
				AERONAUTICAL RADIONAVIGATION




ADD	INS/117A10/2#1659
[bookmark: _Hlk131511734]5.I110	Stations in the aeronautical mobile (OR) service operating in the frequency band 15.41-15.7 GHz shall not cause harmful interference to the radio astronomy service operating in the frequency band 15.35-15.4 GHz. The aggregate power flux-density (pfd) received from these stations at any radio astronomy station operating in this band shall be in compliance with the protection criteria provided in Recommendations ITUR RA.7692 and ITUR RA.15132, unless specifically agreed by the affected administration(s).     (WRC23)

ADD	INS/117A10/3#1660
5.J110	In the frequency band 15.41-15.7 GHz, stations operating in the aeronautical mobile (off-route) service shall not cause harmful interference to, or claim protection from, stations operating in the aeronautical radionavigation and radiolocation services.     (WRC23)

ADD	INS/117A10/4#1661
5.K110	The use of the aeronautical mobile (OR) service in the frequency band 15.41-15.7 GHz is limited to non-safety applications.     (WRC23)

SUP	INS/117A10/5#1670
RESOLUTION 430 (WRC-19)
Studies on frequency-related matters, including possible additional allocations, for the possible introduction of new non-safety aeronautical mobile applications
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