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[bookmark: _Toc306692429]
前言
无线电通信部门的职责是确保卫星业务等所有无线电通信业务合理、平等、有效、经济地使用无线电平谱，不受频率范围限制地开展研究并在此基础上通过建议书。
无线电通信部门的规则和政策职能由世界或区域无线电通信大会以及无线电通信全会在研究组的支持下履行。
知识产权政策（IPR）
ITU-R的IPR政策述于ITU-R第1号决议的附件1中所参引的《ITU-T/ITU-R/ISO/IEC的通用专利政策》。专利持有人用于提交专利声明和许可声明的表格可从http://www.itu.int/ITU-R/go/patents/en获得，在此处也可获取《ITU-T/ITU-R/ISO/IEC的通用专利政策实施指南》和ITU-R专利信息数据库。
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[bookmark: _Toc286842870][bookmark: _Toc286843974][bookmark: _Toc286844451][bookmark: _Toc351376936]1	引言
本报告规定了有关短距离无线电通信设备(SRD)的通用技术与非技术参数，并且对有关在各个国家内使用这些参数的方式得到了广泛的认可。在使用该报告时，应该记住，它代表了最广泛接受的观点，但不应该认为所有规定的参数能被所有国家接受。
还应该记住，无线电使用的方式并非一成不变。它正在继续演变以便反映在无线环境下正在发生的许多变化；尤其是在技术场合。无线电参数必须反映这些变化，因此在本报告中叙述的观点，必须要周期性地加以审查。
还有，几乎所有的主管部门一直有这方面的国家管理规定。由于这些原因，希望在本报告基础上开发或推广销售短距离无线电通信设备的人，去联系本国有关的主管部门以便检查各自在此处要采用的态度。
实际上，短距离无线电通信设备的使用无处不在。例如，具有自动识别系统的数据收集或仓库管理、零售与物业管理系统、婴幼儿监控系统、车库门开启器、无线家庭数据遥测和/或保安系统、无钥匙自动进入系统，以及数百种类型的公用电子设备都依靠这些发射器工作。在一天的任何时间，多数人都被使用SRD的消费品包围着。
短距离无线电通信设备以各种频率运行。这些短距离无线电通信设备必须与其他的无线应用共享这些频率，而且一般要禁止这些频率对那些无线应用产生有害干扰，或者要求保护那些无线应用。如果短距离无线电通信设备对授权的无线电通信确实构成干扰、即便是它们也符合本国制定的所有技术标准和设备授权要求，还是要求其运营商停止运营，至少要在干扰问题解决之前停运。
然而，有些国家的主管部门利用短距离无线电通信设备设立了无线电通信业务，对于公用业务其重要性就是要求这些设备在某种程度上要免受有害干扰、而对其他主管部门无任何有害影响。这种情况的一个例子是如下所述的超小功率有源医用插管通信设备，这些设备是由国家的主管部门所管制的。
本报告有两个附件。附件1包括一些附加应用的技术参数。附加2提供了国家/区域的管理准则的信息，其中包括技术和运行参数及频谱利用：附件2的一些附录中给出了这些内容。
[bookmark: _Toc286842871][bookmark: _Toc286843975][bookmark: _Toc286844452][bookmark: _Toc351376937]2	短距离无线设备的定义
就本报告而言，短距离无线设备意旨包括能提供单向或双向通信、且对其他无线电通信设备干扰很低的无线电发射机。
允许这样的设备在无干扰和无保护的基础上运行。
短距离无线设备采用完整的专用天线或室外天线，符合相关标准或本国的管理规定的所有类型的调制方式和信道形式，都是允许的。
可以采用简单的许可证申请要求，如一般许可证或一般的频率指配、甚至免许可证，但是有关主管部门对短距离无线电通信设备投向市场的要求，或对这些设备的使用方面的要求等等信息，应该通过联系本国的主管部门获取。

[bookmark: _Toc286842872][bookmark: _Toc286843976][bookmark: _Toc286844453][bookmark: _Toc351376938]3	应用
尽管这些设备提供了许多不同的应用且无完整的说明，但是，下列内容就是有关这些设备的说明：
[bookmark: _Toc286842873][bookmark: _Toc286843977][bookmark: _Toc286844454][bookmark: _Toc351376939]3.1	远程命令
无线电通信中用来传输有关启动、修改或结束远端设备功能的信号。
[bookmark: _Toc286842874][bookmark: _Toc286843978][bookmark: _Toc286844455][bookmark: _Toc351376940]3.2	遥测
无线电通信中，用来指示或记录远端数据。
[bookmark: _Toc286842875][bookmark: _Toc286843979][bookmark: _Toc286844456][bookmark: _Toc351376941]3.3	话音与视频
在短距离无线设备方面，通话应用有步谈机、婴幼儿监控和类似应用。民用电台频带(CB)和私人用移动无线电设备（PMR446）排除在外。
在视频应用方面，非专业的无绳摄像机被指定用于控制与监控目的。
[bookmark: _Toc286842876][bookmark: _Toc286843980][bookmark: _Toc286844457][bookmark: _Toc351376942]3.4	用于检测被掩埋者的设备
无线雪崩信标是为了营救目的，而用来搜寻和/或发现被掩埋者的无线电定位系统。
[bookmark: _Toc286842877][bookmark: _Toc286843981][bookmark: _Toc286844458][bookmark: _Toc351376943]3.5	宽带无线局域网 
为了取代大楼内连接数据网的电缆，人们设想利用宽带无线局域网(RLAN)，这样就有可能提供一种更为灵活和经济的方法，在工业与商业环境中安装、重新设置和利用这样的网络。
这些系统经常利用扩频调制或其他冗余（即差错校正）传输技术的优点，这些技术优点使得系统在无线噪声环境中能满意地运行。在低频带，可能获得满意地楼内传播，但是因为频谱的可用范围，而使系统的数据传输速率被限制在较低速率（最大1 Mbit/s）。
为确保能与2.4 GHz和5 GHz频带内的其他无线电应用兼容，要求具有许多限制性强制措施。无线电通信研究组正在进行有关无线局域网的研究。
WRC-03做出决定，将5 150‑5 350 MHz频段和5 470‑5 725 MHz频段划分给除航空移动业务以外的移动业务，同时给予包括RLAN在内的无线接入系统的实施以主要地位。在这些频段采用简单的许可证申请要求，例如，一般许可证或一般的频率指配，多数主管部门甚至免予许可证，如同对待短距离无线电通信设备投向市场的要求。
[bookmark: _Toc351376944]3.6	铁路应用
这些应用旨在专门用于铁路方面，主要包括以下三类：
[bookmark: _Toc286842879]

3.6.1	自动车辆识别
自动车辆识别(AVI)系统用来在位于车辆上的应答器，和位于铁轨上的询问器之间传输数据，以便提供对过往车辆的自动而清楚的识别。该系统也能够读取存储的任何其他数据，并提供可变数据的双向交换。
[bookmark: _Toc286842880]3.6.2	巴里斯(Balise)系统
巴里斯系统是设计用于局部定义的火车和铁轨之间的数据传输链路的系统。在两个方向均可传输数据。实际的数据传输通路长度在1 m的范围内，即这一距离显著比车辆短。询问器在机车下方是安全的，而应答器位于铁轨的中间。询问器为应答器提供电源。
[bookmark: _Toc286842881]3.6.3	环路系统
环路系统设计用于火车与铁轨之间传输数据。在两个方向均可传输数据。环路系统有两种，即短环和中环以提供断续和连续的数据传输。在短环的情况下，接触长度是10 m的量级。在中环的情况下，接触长度在500 m和6 000 m之间。在连续传输的情况下，有可能无火车定位功能。接触长度要大于断续传输的情况，且一般超过一个区间的长度。一个区间是铁轨的一个分区，其中仅能装一个机车。
[bookmark: _Toc286842882][bookmark: _Toc286843983][bookmark: _Toc286844460][bookmark: _Toc351376945]3.7	道路运输与交通控制系统
（也可以称做有关运输信息和控制系统的专用短距离通信系统（TTCS）。）
道路运输与交通控制（RTTT）系统被定义为，在两辆或多辆道路车辆之间、道路车辆与道路基础设施之间、为各种以信息为基础的应用提供数据通信的系统，这些应用包括自动收费、道路与停车管理、避免撞车以及类似的应用。
[bookmark: _Toc286842883][bookmark: _Toc286843984][bookmark: _Toc286844461][bookmark: _Toc351376946]3.8	检测移动的设备和检测警示的设备
检测移动的设备和检测警示的设备都是以无线电测定为目的的小功率雷达系统。无线电测定的意思是确定目标的位置、速度和/或其他特性，或者通过无线电波的传播属性获取有关这些参数的信息。
[bookmark: _Toc286842884][bookmark: _Toc286843985][bookmark: _Toc286844462][bookmark: _Toc351376947]3.9	告警
[bookmark: _Toc286842885]3.9.1	一般告警
利用无线电通信，远距离指示告警状态。
[bookmark: _Toc286842886]3.9.2	社会告警
社会告警服务是一项旨在让人们能够发出信息，告知他们处于危险境地，并允许他们接受相应的救助。该项服务是作为任何一个援助网络组织的，一般来说有一个站内24小时服务小分队，这个站接收告警信号并采取相应的步骤以便提供所需的援助（呼叫医生、消防队等等）。


告警信号通常是经过电话线路发送的，自动拨号是由连接到该线路的固定设备（本地单元）保证的。该本地单元是由各个人携带的小型手提式无线电部件（触发器）来激活的。
社会告警系统是典型地设计用于提供可靠性尽可能高的实用系统。对于无线电系统，若其频率是留作专用的，则要限制干扰风险。
[bookmark: _Toc286842887][bookmark: _Toc286843986][bookmark: _Toc286844463][bookmark: _Toc351376948]3.10	模型控制
模型控制包含无线电模型控制设备，这些设备仅仅用于控制玩具模型在空中、地面、水上和水下的运动等。
[bookmark: _Toc286842888][bookmark: _Toc286843987][bookmark: _Toc286844464][bookmark: _Toc351376949]3.11	电感性应用
电感性环路系统一般是基于低射频（RF）磁场的通信系统。
有关电感性系统的管理规定在各个国家是不同的。在有些国家，这种设备不被认为是无线电设备，并且对这种设备既不定型也不制定磁场限值。在另外的国家，把这种设备看做是无线电设备，而且还有各种各样的国内和国际的定型标准。
电感性应用有许多种，例如汽车固定控制、汽车出入系统或汽车检测器、动物识别、告警系统、项目管理和物业系统、电缆检测、废品管理、个人身份识别、无线话音链路、出入控制、防撞感应器、包括射频防盗感应系统的防盗系统、向手持部件传送数据、自动物品识别、无线控制系统和自动道路收费系统等等。
[bookmark: _Toc286842889][bookmark: _Toc286843988][bookmark: _Toc286844465][bookmark: _Toc351376950]3.12	无线话筒
无线话筒（也称无绳话筒）是一种小型、小功率（50毫瓦或更小）的单向发射机，设计用于戴在身上或拿在手上，以便个人在短距离的范围内传送话音。接收机是特制用于专门的用途，并且尺寸大小从手掌大小到作为多频道系统一部分的机架装的模块。
[bookmark: _Toc286842890][bookmark: _Toc286843989][bookmark: _Toc286844466][bookmark: _Toc351376951]3.13	射频识别系统
任何射频识别（RFID是在适当的转发器（一般称为终端）中以手动或机器可读的方式、在适当的时间传送并检索数据，以便满足特殊应用的要求。终端内的数据可提供有关工厂货物的识别、中转的货物的位置、个人身份及其携带物品的识别、车辆或财产、动物或其他类型的信息。通过装入更多的数据，就有望提供所支持的应用，即读取了终端数据后便可立即得到有关货物的特定信息或指令。这种可读-写的终端，经常作为分散数据库而在无热线的情况下，跟踪与管理货物。
除了终端外，一个系统还要求有对该终端读取或应答的方式，和一些能与主机或信息管理系统通信的方式。如果厂家还没有进行这一工作，系统还要包括能将数据输入终端或将编程数据输入该终端。
就像天线曾经是与射频识别系统分开（的一）部分，所以经常对天线加以区分。当认识到这一提醒的重要性时，我们便把它看做是出现在读出器和终端中的一种特性，这对于读出器与终端之间的通信是至关重要的。当天线是终端的完整（的一）部分时，那么读出器（或询问器）的天线放置就有两种情况即，是读出器（或询问器）的完整部分或分开部分，在作为分开部分的情况下，应被定义为系统不可缺少的一部分（也见第7节：天线的要求）。
[bookmark: _Toc286842891][bookmark: _Toc286843990][bookmark: _Toc286844467]

[bookmark: _Toc351376952]3.14	超小功率有源医疗植入部件
超小功率有源医疗植入（ULP-AMI）部件，是医疗植入通信系统（MICS）的一部分，用做植入医疗设备，像心脏起搏器、可植入除颤器、神经模拟器和其他类型的植入设备。医疗植入通信系统，为了能在被称为外部设备的编程器/控制器和置于人体或动物体内的医疗植入部件之间，进行无线频率通信而采用了（接）收、发（送）模块。
可按照多种方式利用这些通信系统，例如：设备参数调整（如修正步测参数）、已存储信息（如存储过时的或医疗期间记录的心电图信息）的传输和短周期的监视生命特征信息的实时传输。
医疗植入通信系统设备只能在内科医生或其他适当认证的医疗专业人员使用。因为有必要对有关病人健康的医疗植入部件的数据进行检索和再编程，所以要把这些链路的间隔时间限制到短的周期。
[bookmark: _Toc286842892][bookmark: _Toc286843991][bookmark: _Toc286844468][bookmark: _Toc351376953]3.15	无线语音应用
以下是无线语音系统的应用：无绳扬声器、无绳头戴受话器、便携式无绳头戴受话器如便携式录放音机、盒式录音机，或个人携带无线电收音机、车载无绳头戴受话器（配合无线电话或移动电话使用）等以及音乐厅或其他舞台演出场合用的耳麦。
这些系统应该这样来设计，即在没有语音输入的情况下，不应出现射频（RF）的传输。
[bookmark: _Toc286842893][bookmark: _Toc286843992][bookmark: _Toc286844469][bookmark: _Toc351376954]3.16	射频（雷达）水准仪
许多年来、许多工业企业已经利用射频水准仪，测量存储在密封容器或大型储物仓库中的各种物品的数量。采用射频水准仪的企业大都关心的是工艺控制。这些短距离无线设备用于如下设施方面，如提炼厂、化学制品的厂矿车间、制药车间、纸浆搅拌和纸张粉碎、食品饮料车间和电力车间等等。
在所有企业的、存有成品或半成品的工厂车间内，遍布着大型存储库，而这些大型存储库都要求配备水准测量仪。
为了获取河水的信息或报警目的，雷达水准仪也可用来测量河水的深度（例如在桥下固定时）。
采用射频电磁信号的水准仪对于压力、温度、灰尘、蒸汽、介质常数的变化和密度的变化并不敏感。
射频水准仪产品所用的技术类型包括：
−	脉冲调制辐射：和
−	频率调制连续波（FMCW）。
[bookmark: _Toc286842894][bookmark: _Toc286843993][bookmark: _Toc286844470]

[bookmark: _Toc351376955]4	技术标准/管理规定
各种国际标准化组织制定了许多有关短距离无线电通信设备的一致性评估标准，以及获得国际认可的国家标准。这些标准化组织主要有欧洲电信标准学会（ETSI）/国际电工委员会（IEC）、欧洲电子标准化委员会（CENELEC）、国际标准化组织（ISO）、保险人实验室（UL）、工商业无线电协会（ARIB）、联邦通信委员会15分部（FCC）等等。为了避免采用相同设备的每一个国家都要对设备的一致性进行评估，许多情况下在主管部门之间和/或不同区域之间，达成了有关认可这些标准的多边协议（也见第8.3节）。
应当注意的是，许多国家在其设备投向市场之前，除了无线设备要满足参数的技术标准之外，还要考虑其他要求，如电磁兼容性（EMC）、电器安全等。
[bookmark: _Toc286842895][bookmark: _Toc286843994][bookmark: _Toc286844471][bookmark: _Toc351376956]5	公共频带
世界各地都有一些确定的频带供短距离无线电通信设备使用。表1列出了这些公共频带。虽然该表代表了最广泛接受的、供短距离无线电通信设备使用的一组频带，但并不能认为所有这些频带在所有国家都能使用。
然而，应该注意的是，一般而言，不允许短距离无线电通信设备使用划分给下列服务的频带：
	射电天文；
	航空移动活动；
	包括无线电导航的生命安全服务。
还应该进一步注意，《无线电规则》第5.138和第5.150款中所述频带是为工业、科学和医疗（ISM）诸应用设计的（见有关ISM定义的《无线电规则》第1.15款）。以这些频带运行的短距离无线电通信设备，必须接受由这些应用带来的有害干扰。
由于短距离无线电通信设备一般运行在无干扰、无干扰保护的状态（见第2节中短距离无线电通信设备的定义），工业、科学和医疗的频带已成为这些设备选择的目标。
在不同地区，有许多额外建议的频带供短距离无线应用。这些频带的细节可在有些附录中找到。


表1
共用频带
	《无线电规则》第5.138和第5.150款规定频带内的ISM

		6 765-6 795 kHz
	13 553-13 567 kHz
	26 957-27 283 kHz
	40.66-40.70 MHz
	2 400-2 483.5 MHz
	5 725-5 875 MHz
	24-24.25 GHz
	61-61.5 GHz
	122-123 GHz
	244-246 GHz

	其他共用频带

	9-135 kHz：	电感性短距离无线电通信共用
3 155-3 195 kHz：	无线助听器《无线电规则》第5.116款）
402-405 MHz：	超小功率有源医疗植入设备的ITU-R RS.1346建议书
5 795-5 805 MHz：	运输信息与控制系统的ITU‑R M.1453建议书
5 805-5 815 MHz：	运输信息与控制系统的ITU-R M.1453建议书
76-77 GHz：	运输信息与控制系统（雷达）的ITU-R M.1452建议书

	注1 – 也见 ITU-R SM.1756建议书 – 引入采用超宽带技术的设备的框架。



[bookmark: _Toc286842896][bookmark: _Toc286843995][bookmark: _Toc286844472][bookmark: _Toc351376957]6	辐射功率或磁场强度或电场强度
表2至表5所示的辐射功率或磁场强度或电场强度的限值，是能使短距离无线电通信设备满意工作所要求的值。电平是在仔细分析之后确定的，并且与频带、所选择的特定应用和在这些频带中已经使用或正在规划使用的服务和系统有关。
[bookmark: _Toc286842897][bookmark: _Toc286843996][bookmark: _Toc286844473][bookmark: _Toc351376958]6.1	欧洲邮电主管部门大会（CEPT）成员国
CEPT国家的短距离通信设备的辐射功率及磁场或电场强度限值，请参见本报告附件2附录1表9中的频段和其它参数。
[bookmark: _Toc286842898][bookmark: _Toc286843997][bookmark: _Toc286844474]

[bookmark: _Toc351376959]6.2	美国联邦通信委员会（FCC）、巴西和加拿大的一般限值

表2
任何有意发送器的一般限值
	频率
（MHz）
	电场强度
（V/m）
	测量距离
（m）

	0.009-0.490
	2 400/f（kHz）
	300

	0.490-1.705
	24 000/f（kHz）
	30

	1.705-30.0
	30
	30

	30-88
	100
	3

	88-216
	150
	3

	216-960
	200
	3

	960以上
	500
	3



一般限值的例外项或排除项列于附录2中。
[bookmark: _Toc286842899][bookmark: _Toc286843998][bookmark: _Toc286844475]
[bookmark: _Toc351376960]6.3	日本

表3
距离发射极小功率的无线电站3 m处
可允许的电场强度值
	频带
	电场强度（V/m）

	f  322 MHz
	500

	322 MHz  f  10 GHz
	35

	10 GHz  f  150 GHz
	3.5  f (1), (2)

	150 GHz  f
	500

	(1)	f（GHz）。
(2)	如果3.5  f  500 V/m，则可允许值为500 V/m。


[bookmark: _Toc286842900][bookmark: _Toc286843999][bookmark: _Toc286844476]

[bookmark: _Toc351376961]6.4	韩国
表4
小功率设备电场强度的限值
	频带
	距离3 m处测得的
电场强度
（V/m）

	f  322 MHz
	500(1)

	322 MHz < f  10 GHz
	35

	f  10 GHz
	3.5  f (2)，但不大于 500

	(1)	在小于15 MHz 频率上测得的值，应乘以近场测量补偿因子（6波长 （m））。
(2)	此处是频率，单位是GHz。



[bookmark: _Toc286842901][bookmark: _Toc286844000][bookmark: _Toc286844477][bookmark: _Toc351376962]7	天线的要求
一般有三种类型的短距离无线电发射机天线：
−	完整天线（无外接天线插座）；
−	专用天线（设备定型）；
−	外接天线（设备定型、无天线）。
因为在发射机上更换天线，毕竟要显著增加或减少所发送信号的强度，所以大多数情况下短距离无线电通信发射机都配备有完整天线或专用天线。除一些特殊的应用之外，对于射频的要求不仅是根据输出功率还要考虑天线的特性。这样的话，如果把不同的天线接入发射机，那么尽管该短距离无线电通信发射机符合配有特定天线的技术标准，但它还是能超过规定的功率限值。如果这一情况发生，就会对已授权的无线电通信带来一系列的干扰问题，这些无线电通信服务有紧急救援、广播和空中管制等。
为防止这样的干扰问题，应该确保使设计的短距离无线电发射机不用任何类型的天线、除非制造厂家所设计并定型的产品表明符合相应的发射电平标准。这就意味着对普通的短距离无线电通信发射机，必须永远用一种唯一连接器去加装和卸装天线。唯一连接器是一种商店找不到的电子产品，或射频连接通常不用的产品。各国的主管部门可用不同的方式定义唯一连接器这一术语。
我们意识到，短距离无线电通信发射机的供应商，经常想让他们的消费者在天线损坏的情况下更换天线。考虑到这种情况，允许制造厂家以这样的方式设计发射机，即用户可以用一个同样的天线更换损坏的天线。
[bookmark: _Toc286842902][bookmark: _Toc286844001][bookmark: _Toc286844478][bookmark: _Toc351376963]8	主管部门的要求
[bookmark: _Toc286842903][bookmark: _Toc286844002][bookmark: _Toc286844479][bookmark: _Toc351376964]8.1	鉴定与证实
[bookmark: _Toc286842904][bookmark: _Toc286844003]8.1.1	CEPT
并非欧盟（EU）/欧洲自由贸易区（EFTA）成员国且并未实施无线电和电信终端设备（R&TTE）指令的CEPT国家，拥国家规则且无线电设备使用的规范是基于经转换的EN，或在有些情况下是基于其前身--CEPT建议书，亦或基于纯粹的国家标准。在欧盟和欧洲自由贸易协会（EFTA）国家内，无线电与电信终端设备（R&TTE）指导书现在规定了，采用无线电平谱的大多数设备的市场准入和进入服务的条例。每个国家的管理机关负责将R&TTE决议的条款替换到其法律之中。
制造厂家演示其产品是否符合R&TTE指导书的最简单的途径是，要符合已经过协商的相关标准，而这些标准的频谱方面则是由欧洲电信标准学会（ETSI）开发的。现在可以用电子手段，将你的有关设备投向市场的意向书，用所谓一步程序同时发送给多个频谱管理机关。 
[bookmark: _Toc286842905]在设备上添加标识的目的在于，指出这些设别符合相关欧盟（EU）指令的要求。
8.1.2	美国的FCC
符合第15部分规定的发射机，在其可能进入市场之前，必须要进行测试与授权。获取授权的途径有两条，即鉴定和证实。
[bookmark: _Toc286842906]鉴定
鉴定程序要求进行测试，以便测量由设备辐射到开放的天空、或传导给电力线的无线电平率的功率能量。委员会所属实验室必须用文件的形式，做一份有关测试实验室的测量设施情况的说明，或必须附有鉴定应用。这些测试完成之后，必须提出一份报告，其中要表明测试过程、测试结果和一些有关设备的附加信息包括设计图纸、内部和外部照片、解释性陈述等等。鉴定报告必须包括的特定信息，在FCC管理规定的第2部分、有关管理设备的条款中有详细的说明 。
[bookmark: _Toc286842907]证实
证实程序要求对发射机进行测试，以便由已指定为设备测试地的实验室加以认证，或者该发射机是否能在实验室、安装地进行测试。这些测试能测量出发射机辐射到开放天空或传导给电力线的无线电平率能量的电平。测试完成之后必须提出一份报告，其中要表明测试过程、测试结果以及一些有关发射机（包括设计图纸）的附加信息。一份证实报告中还必须包括一些特定的信息，这在FCC规定的第2部分及有关管理这些设备的文件中有详细规定。
一旦报告完成，要求设备制造厂家（或已进口了设备的进口商）存有一份该报告的副本，作为发射机满足FCC第15部分技术标准要求的证据。如果FCC要求，设备制造厂家（进口商）必须能立即交出这份报告。


表5
第15部分发射机的认证程序
	小功率发射机
	认证程序

	校园等教育机构的调幅（AM）频带传输系统
	证实

	以490 kHz或其以下频率工作的电缆定位系统
	证实

	载波系统
	证实

	必须在安装地测量的设备，（如周边保护系统）
	头三次的安装进行证实，用证实结果的数据便可立即获得鉴定

	漏电的同轴电缆系统
	如果指定排除在调幅广播频带运行之外，则应是证实，否则是鉴定

	隧道无线系统
	证实

	所有其他的第15部分发射机
	鉴定



鉴定与证实的详细说明以及制作商标的要求包含在附录2 中。有关小功率设备认证过程的附加指南，可在FCC管理规定的第15部分中找到。
[bookmark: _Toc286842908]8.1.3	韩国
按照无线电波法第46条，无线电发射机进入市场前必须进行测试和注册。测试是由授权的测试实验室完成的。
[bookmark: _Toc286842909]8.1.4	巴西
2008年，巴西国家电信总局（Anatel）再版了有关巴西限制有辐射的无线电通信设备的管理规定，该管理规定于2008年7月1日根据第506号决议通过。这一管理规定制定了被限制的辐射设备的特性，以及无线电平率使用的条件，从而就能够使用这种设备而无需运营许可证或管理机关的许可。
在巴西，所有的电信产品，不管它们是不是辐射受限（制）的通信设备，都必须独立地进行鉴定。2000年11月30日根据第242号决议通过的有关电信产品鉴定与授权的管理规定，建立了有关电信产品鉴定与授权的一般规定与程序，包括用巴西国家电信总局发布并采用的技术规定，评估电信产品的一致性和所涉及的电信产品的授权要求。附件2的附录6中包含了有关电信产品鉴定与授权的详细说明。
[bookmark: _Toc286842910][bookmark: _Toc286844004][bookmark: _Toc286844480][bookmark: _Toc351376965]8.2	许可证的要求
许可证是主管部门监管频谱有效使用的合适的工具。
有这样一个一般协议，即当频谱的利用不是风险以及有害干扰也不大可能出现时，就可以免除一般许可证或个体许可证、而安装和使用频谱或无线电设备。


设备一般免去个体许可证。然而，根据国家的管理规定也有例外。
当无线设备按规定免许可证时，一般而言，任何人都可以购买、安装、拥有和使用无线电设备，而无需事先得到主管部门的许可。主管部门将不注册个体设备，但是使用设备还是要遵守国家的有关规定。进一步而言，有些短距离无线电通信设备、如超小功率有源医用植入设备的销售和拥有，还是要由设备制造厂家或国家主管部门加以控制。
[bookmark: _Toc286842911][bookmark: _Toc286844005][bookmark: _Toc286844481][bookmark: _Toc351376966]8.3	国家或区域之间的多边协议
在很多情况下主管部门已经发现，在国家或区域之间达成多边协议是有利和有效的，这就要做到，一个国家或地区的公认实验室所做的一致性测试结果，要保证被另外的国家或地区认可。
受这一方式的启发，欧盟在广泛基础上，推出了以欧盟为一方和以美国、加拿大、澳大利亚和新西兰为另一方的一些多边认可协议（MRA）。
有了这些多边认可协议，设备制造厂家就能够由它们自己国家指定的实验室、验收单位、和一致性评估机构（CAB）,按照相关第三方国家的管理要求进行评估，从而获得其产品一致性的认可，减少评估成本和进入市场所需的时间。
这些协议包含有一个框架协议，其中有多边认可原则和程序、一系列分节的附件其中是每节附件的细节、按产品和操作的范围以及各自国家的法律和特定的程序。
[bookmark: _Toc286842912]8.3.1	与美国的多边认可协议
欧盟和美国之间的多边认可协议于1998年12月1日开始生效。
该多边认可协议的目的是对6个工业部门的产品：电信设备、电磁兼容（EMC）、电器安全、休闲工艺品、医用产品和医疗设备，避免做重复的控制、增加程序的透明度和减少投入市场的时间。
[bookmark: _Toc286842913]8.3.2	多边认可协议 – 加拿大
加拿大已经成为与下列国家或组织结成多边认可协议的国家。这些国家或组织是欧盟、欧洲经济区-欧洲自由贸易协会（EEA-EFTA）、亚太经合组织（APEC）、瑞士和美洲国家间电信委员会（CITEL）。依靠这些协议，这些国家的设备制造厂家就能有一个按照加拿大管理规定的要求、通过适当组织起来的实验室和鉴定单位评估过的一致性产品。这样，便可减少评估成本和进入市场的时间，而加拿大设备制造厂家在市场方面，也从同样的优越性中获利。
[bookmark: _Toc286842914]8.3.3	与澳大利亚和新西兰的多边认可协议 
欧盟与澳大利亚和新西兰之间的多边认可协议于1999年1月1日开始生效。
通过这些协议，各方都可相互接受各自所做的测试、鉴定和产品批准，从而克服了必须要符合另一方管理规定要求的问题。因此，按照澳大利亚和新西兰的要求，产品可以由认可的一致性评估机构在欧洲进行鉴定，然后投向市场而无需任何再多的手续。
[bookmark: _Toc286842915]

8.3.4	多边认可协议 – 韩国
韩国已经开始了与加拿大、美国、越南和智利的多边认可协议。应该认可来自这些国家指定实验室的测试报告。
[bookmark: _Toc286842916]8.3.5	管理规定的全球协调
只要各个国家/地区的管理规定，不能按照像R&TTE指导书在欧洲经济区范围提供的协调那样，有一个全球范围的协调，那么，为了设备制造厂家、设备提供者和用户的利益，多边认可协议就是促进各国/地区之间贸易的最好解决方法。
[bookmark: _Toc286842917][bookmark: _Toc286844006][bookmark: _Toc286844482][bookmark: _Toc351376967]9	附加应用
短距离无线电设备（SRD）的附加应用有待开发与实现。附件1包含若干类型附加应用的技术参数。迄今为止就有57-64 GHz频带工作的短距离无线电设备用于高速数据通信，还有就是射频水准仪。


[bookmark: _Toc286844007][bookmark: _Toc286844483][bookmark: _Toc351376968]附件1

附加应用
[bookmark: _Toc286842918][bookmark: _Toc286844008][bookmark: _Toc286844484][bookmark: _Toc351376969]1	57-64 GHz频带内运行的短距离无线电通信设备（SRD）
在57-64 GHz的吸氧频带内运行的短距离无线电设备，为了以100 Mbit/s的速率进行高速数据通信，要占用大量的连续频谱。
应用包括数字视频链路、位置感应器、短距离无线的点至多点数据链路、无线局域网、宽带无线接入固定信息设备和宽带无线接入移动设备。
许多情况下，已有的这些应用都将在具有宽带或扫描信号的57-64 GHz的频带上运行。对于网络来说，经常由于很高的速率、或要求有大量的频道，所以整个57-64 GHz的频谱要被一对或一群短距离无线电通信设备使用。还有，为机器工具（采用扫描信号）产生准确定位信息的短距离位置感应器，也要占用整个57-64 GHz的频带。
FCC为控制在57-64 GHz频带内的短距离无线电通信设备的工作，而开发了一种频谱规格。
美国的规格由如下限值组成：
−	发射机输出功率限值= 500 mW峰值
干扰概率与发射机总输出功率限值有最直接的关系。
−	对于发射带宽100 MHz的情况，发射机总输出功率限值 500 mW（发射带宽/100 MHz）
如果存在任何的频率重叠，窄带发射机能干扰宽带通信。
−	e.i.r.p.  （发射机输出概率）  （天线增益） 10 W平均值，20 W峰值
通过限制聚合无线电信号的密度，把干扰能够出现的最大范围限定为小于1 km，即便是对非常窄的无线电信号的密度也是如此。FCC规定的该幅射功率限值，是在距辐射源3 m处测得的18 W/cm2的功率密度。
另外，美国已经对57-64 GHz的短距离无线电通信设备，施加了额外的减扰要求。这就要求短距离无线电通信发射机的广播标识间隔至少为1 s。
FCC对在61-61.5 GHz频带内工作的固定场干扰感应器做了单独处理。其辐射功率被限制为e.i.r.p. = 20 mW峰值，这等效于在距离干扰源3 m处测得的18 W/cm2的功率密度。
在欧洲，61-61.5GHz频带内短距离无线电通信设备的功率限值 e.i.r.p. = 100 mW。
[bookmark: _Toc286842919][bookmark: _Toc286844009][bookmark: _Toc286844485][bookmark: _Toc351376970]2	射频水准仪
表6至表8表示现今在全世界运行的射频水准仪所用工作参数与频谱利用的情况。
[bookmark: _Toc286842920][bookmark: _Toc286844010][bookmark: _Toc286844486][bookmark: _Toc351376971]2.1	脉冲调制系统
脉冲调制系统是一种低成本、低功耗的系统。当今，这些系统工作在5.8 GHz的频率，这是为工业、科学与医疗（ISM）划分的中心频率。但是，设备制造厂家现在期望产品能在10 GHz、25 GHz和76 GHz频带工作。准确的工作频率将取决于特定的产品。表6是典型特性。
表6
	特性
	值

	带宽
	0.1  频率

	发送功率（峰值）（dBm）
	0至10

	脉冲宽度
	200 ps至3 ns

	频宽比（%）
	0.1至1

	脉冲重复频率（MHz）
	0.5至4



脉冲调制射频系统，通过天空辐射有载频或无 载频的脉冲。
[bookmark: _Toc286842921][bookmark: _Toc286844011][bookmark: _Toc286844487][bookmark: _Toc351376972]2.2	调频连续载波（FMCW）系统
这种类型系统的开发已经成熟。调频连续载波坚固耐用并采用了能提供高可靠性的高级信号处理技术。表7是调频连续载波（FMCW）系统的特性。
表7
	特性
	值

	频率（GHz）
	10, 25

	带宽（GHz）
	0.6, 2

	发送功率（dBm）
	0至10



[bookmark: _Toc286842922][bookmark: _Toc286844012][bookmark: _Toc286844488][bookmark: _Toc351376973]2.3	射频水准仪的工作参数和频谱利用
表8
	频带 
（GHz）
	功率
	天线
	频宽比
（%）

	0.5-3
	10 Mw
	完整
	0.1 to 1

	4.5-7
	100 Mw
	
	0.1 to 1

	8.5-11.5
	500 mW
	
	0.1 to 1

	24.05-27
	2 W
	
	0.1 to 1

	76-78
	8 W
	
	0.1 to 1

	注 1 − 这些水准仪可能运行不起来，和/或可要求按照现有国家和国际管理规定、在这些频带的中心部分进行鉴定。
注 2 − 0.5-3 GHz频带将不指配给欧洲邮电主管部门大会国家做射频水准仪用。
注 3 − 在欧洲邮电主管部门大会国家，将10 GHz范围内射频水准仪的工作频带限定为8.5-10.6 GHz。


[bookmark: _Toc286844013][bookmark: _Toc286844489]

[bookmark: _Toc351376974]附件2
本附件提供有关国家、地区的技术规定，其中包括技术参数与频谱利用。本附件的附录1-附录7均为这些内容。


[bookmark: _Toc286844014][bookmark: _Toc286844490][bookmark: _Toc351376975]附件2的
附录1

（1区；欧洲邮电主管部门大会国家）

短距离无线电通信设备（SRD）的技术
与运行参数和频谱利用
[bookmark: _Toc286842923][bookmark: _Toc286844015][bookmark: _Toc286844491][bookmark: _Toc351376976]1	CEPT/ERC/REC 70-03建议书
有关短距离设备（SRD）使用问题的CEPT/ERC/REC 70-03建议书，陈述了CEPT国家内有关短距离无线电通信设备共用频谱划分的一般看法。该建议书还意在让CEPT成员国在准备他们的国家管理规定时，作为参考文件使用。该建议书叙述了与划分的频带有关的短距离无线电通信设备频谱功率要求、最大功率电平、设备的天线、信道间隔、频宽比、审批和自由流通。
[bookmark: _Toc286842924][bookmark: _Toc286844016][bookmark: _Toc286844492][bookmark: _Toc351376977]2	频段和相应参数
CEPT/ERC/REC 70-03建议书的诸附件涵盖了SRD应用和频段，可从欧洲通信局的网站下载：（http://www.cept.org/eco）。此建议书涵盖了有关SRD的最新信息 – 在CETP成员国的监管情况，并可直接通过以下链接获取：http://www.erodocdb.dk/Docs/doc98/official/pdf/REC7003E.PDF[footnoteRef:3]*。 [3: * 	所附文件以英文提供，仅供参考。其最新版本见上述网页链接。] 


 
应该记住，该建议书代表了它在CETP成员国内被广泛接受的看法，但并不能认为所有的频率划分在所有国家均能采用。ERC 70-03建议书的附录1提供了CEPT成员国国内的详尽实施信息。
[bookmark: _Toc286842925][bookmark: _Toc286844017][bookmark: _Toc286844493][bookmark: _Toc351376978]3	技术要求
[bookmark: _Toc286842926][bookmark: _Toc286844018][bookmark: _Toc286844494][bookmark: _Toc351376979]3.1	欧洲电信标准学会（ETSI）标准
ETSI负责为电信与无线电通信设备制定协调标准。为管理之目的而制定的这些标准被称为欧洲标准（前缀EN）。
无线电设备的协调标准包含对有效利用频谱和防止有害干扰的要求。设备制造厂家利用这些标准作为一致性评估的一部分。ETSI开发的协调标准的应用并不是强制性的，但是在这些标准未被采用的地方，必须咨主管当局。国家标准化组织不得不根据欧盟的法律（ETS或EN）更换为国家标准，并撤掉有冲突的国家标准。
[bookmark: _Toc286842927][bookmark: _Toc286844019][bookmark: _Toc286844495]关于短距离无线电通信设备，欧洲电信标准学会开发了四种一般标准（EN 300 220、EN 300 330、EN 300 440和EN 305 550）和许多涉及特定应用的特定标准。所有有关短距离无线电通信设备的标准，列于CEPT/ERC/REC 70-03建议书的附录2。
[bookmark: _Toc351376980]3.2	电磁兼容（EMC）和安全
[bookmark: _Toc286842928]3.2.1	电磁兼容
多数情况下，根据国际电子技术委员会（IEC）和国际无线电干扰特别委员会（CISPR）标准，或有些情况下根据Cenelec欧洲电信标准学会的EMC标准，所有CEPT国家都有对EMC的要求。在欧洲经济区（EEA）（EEA是欧盟和欧洲自由贸易区），来自欧洲电信标准学会（ETSI）和欧洲电子技术标准化委员会（CENELEC）的欧洲协调标准，是假定与EMC 指导书2004/108/EC的本质要求相一致的参考文件（CEPT/ERC/REC 70-03建议书中引用了大多数欧洲标准）。设备制造厂家可以根据EMC的主管当局颁发的一致性鉴定证书，将CE商标贴在其无线电通信产品上。该主管机关将其鉴定的重点主要放在与相关的ETSI/CENELEC协调标准的一致性方面。制造厂家必须在其电器产品上固定CE标识并提供由其签署的CE声明和技术文件。这些文件可以基于由厂商自己开展的一致性调查结果。大多数欧洲经济区中的欧洲协调标准，都是以IEC/CISPR标准为基础的。
EU/EFTA之外的CEPT国家，大多数接受把来自认可的EU/EFTA实验室一致性测试报告，作为一致性的证明。但是有些国家要求来自他们国家的某个实验室的一致性测试报告。
[bookmark: _Toc286842929][bookmark: _Toc286844020]3.2.2	电器安全
总的来说，根据国际电子技术委员会（IEC）标准，欧洲国家都对电气安全提出要求。大多数情况下，无线电通信设备采用IEC 60950 +修正。
在欧洲经济区内部，来自欧洲电子技术标准化委员会（CENELEC）的欧洲协调标准，是假设与低电压设备指导书2006/95/EC的本质要求相一致的参考文件。大多数有关无线电通信设备的欧洲协调标准都是EN 60950 +修正，该文件以IEC 60950为基础。
EU/EFTA之外的CEPT国家，通常都要求一个所谓的CB方案鉴定书（IECEE所属国际鉴定方案），该CB方案鉴定书是由一个CB方案的某个成员准许的并作为与IEC 60950一致的证明。
注1 – 大多数欧洲的海关当局要求从欧洲经济区以外进口的设备，在获得进口许可证之前，都应该贴上有关电磁兼容（EMC）和电气安全的商标-CE，同时还应提交一份设备制造厂家产品一致性的EC申报单。
[bookmark: _Toc286842930][bookmark: _Toc286844021][bookmark: _Toc286844496][bookmark: _Toc351376981]3.3	国家的产品定型规范
并非欧盟（EU）/欧洲自由贸易区（EFTA）成员国且并未实施无线电和电信终端设备（R&TTE）指令的CEPT国家，拥国家规则且无线电设备使用的规范是基于经转换的EN，或在有些情况下是基于其前身 – CEPT建议书，亦或基于纯粹的国家标准。
[bookmark: _Toc286842931][bookmark: _Toc286844022][bookmark: _Toc286844497][bookmark: _Toc351376982]4	附加的频谱利用
[bookmark: _Toc286842932][bookmark: _Toc286844023][bookmark: _Toc286844498][bookmark: _Toc351376983]4.1	辐射功率或磁场强度
CEPT/ERC/REC 70‑03建议书中所述辐射功率或H场强的限值，是允许给短距离无线电设备的最大值。电平是在欧洲电信标准学会（ETSI）和欧洲无线电通信委员会（ERC）内部经过认真地分析并根据频带和所选择的应用之后确定的。在10m处的平均H场强/功率电平是5 dB（A/m）。
[bookmark: _Toc286842933][bookmark: _Toc286844024][bookmark: _Toc286844499][bookmark: _Toc351376984]4.2	发射机的天线来源
基本上SRD所用的发射机天线有三种类型：
−	完整型（无外接天线插座）；
−	专用型（设备经一致性评估定型）；
−	外接型（设备定型，无天线）。
只有在例外情况下采用外接天线，CEPT/ERC/REC 70-03建议书的相应附件中有这方面的阐述。
[bookmark: _Toc286842934][bookmark: _Toc286844025][bookmark: _Toc286844500][bookmark: _Toc351376985]4.3	信道间隔
[bookmark: _Toc286842935][bookmark: _Toc286844026][bookmark: _Toc286844501]短距离无线电通信设备的信道间隔是按照不同应用的需要定义的。这些信道间隔可能在5 kHz 和200 kHz之间变化、或有些情况下甚至可以用这样一句话形容“全部规定的频率均可用，就是没有信道间隔”。
[bookmark: _Toc351376986]4.4	频宽比的分类
ETSI EN 300 220-1定义了下述的频宽比：
为介绍本文件之目的而把频宽比定义为：相对一小时的周期，在一小时内监视到的、发射机开启的最大时间百分比。根据设备是如何被触发而开启、以及设备的频宽比是固定还是随机的这些因素，来确定该设备是自动触发还是手动触发。
对于自动工作的设备即软件控制的或预装程序的设备，设备提供者应声明待测试设备的频宽比的等级，见表9。
表9
	
	名称
	发送时间/
全周期
（%）
	发射机的
最大开启
时间(1)
(s)
	发射机的
最小断开
时间(1)
(s)
	说明

	1
	很低
	< 0.1
	0.72
	0.72
	例如1小时内0.72 s的5次传输

	2
	低
	< 1.0
	3.6
	1.8
	例如1小时内3.6 s的10次传输

	3
	高
	< 10
	36
	3.6
	例如1小时内36 s的10次传输

	4
	很高
	最高100
	−
	−
	典型的连续传输，但频宽比大于10%

	(1)	为促进同一频带内的系统之间的共享，这些限值要征询意见。



对于人工操作的设备或事件相关设备、不管是否是软件控制的，设备提供者都应该声明该设备一旦启动，是否就按照预先编好的程序循环直至启动被释放、或者说发射机持续开机直至关机、或设备由人工重置。设备提供者还要提供有关设备应用的说明，包括一种典型的使用图表。设备提供者声明的这种典型图表，应被用以确定频宽比、进而还有频宽比等级。
在要求认可的场合，设备提供者应包括有额外的“守时”发射机并加以声明。
对于以100%频宽比且大多数时间都在发送未调制载频的设备，为了改善频谱的有效利用，应提供超时、断开的功能设施。设备提供者应声明实现方法。
[bookmark: _Toc286842936][bookmark: _Toc286844027][bookmark: _Toc286844502][bookmark: _Toc351376987]5	主管部门的要求
[bookmark: _Toc286842937][bookmark: _Toc286844028][bookmark: _Toc286844503][bookmark: _Toc351376988]5.1	对许可证的要求
许可证是主管部门控制无线电设备使用和有效利用无线电平谱的合适的工具。


有这样一个一般协议，即当频谱的利用不是风险、以及有害干扰也不大可能出现时，就可以免除一般许可证或个体许可证而安装和使用无线电设备。
欧洲邮电主管部门大会成员国的主管部门，一般都采取类似的许可证制度，同时免除个体许可证。但是，有关无线电设备是否应该要求许可证、或者是否免除个体许可证，要用不同的准则加以决定。
CEPT/ERC/REC 01-07建议书列出了主管部门用来决定是否免除个体许可证而应采用的已协商的准则。
一般来说，短距离无线电通信设备是免除个体许可证的。例外情况在CEPT/ERC/REC 70-03建议书的附录和附件3中做了说明。
当无线电设备符合免除个体许可证时，任何人均可购买、安装、拥有和使用无线电设备而无需事先得到主管部门的许可。更进一步，主管部门将不对个体设备进行注册。设备的使用要能遵守一般规定。
[bookmark: _Toc286842938][bookmark: _Toc286844029][bookmark: _Toc286844504][bookmark: _Toc351376989]5.2	对一致性评估、商标的要求和自由流通
为设备制作商标的目的是表明该设备与相关的EC指导书、ECC或ERC决议或者诸建议书以及国家的管理规定相一致。
几乎是在100%的情况下，都能够批准制定商标和标签的要求，而且授权的设备要置于国家的法律之中，大多数主管部门至少要求要在标签上表示出审批机关的标记或名称，沿着审批号还要注明审批的年号。
CEPT/ERC/REC 70-03建议书根据短距离无线电通信设备所用的一致性评估，为其商标制定和自由流通推荐了三种不同的可能性。
对于EU/EFTA成员国，短距离无线电通信设备的市场准入和自由流动均在R&TTE指导书（见第7节）中做了规定。
[bookmark: _Toc286842939][bookmark: _Toc286844030][bookmark: _Toc286844505][bookmark: _Toc351376990]6	运行参数
短距离无线电通信设备 一般运行在共享频带且不允许对其他无线电业务引起有害干扰。
短距离无线电通信设备不能要求其他无线电业务的保护。
不能因任何设备功能而使其技术参数的限值超过规定。
在为新的短距离无线电通信设备选择参数时，要注意这些设备可能有对人类生命隐含的固有安全问题，所以设备制造厂家和使用者，都要特别注意来自工作在相同或相邻频带的其他系统的干扰。
[bookmark: _Toc286842940][bookmark: _Toc286844031][bookmark: _Toc286844506][bookmark: _Toc351376991]7	无线电与电信终端设备（R&TTE）指导书 
在欧盟和EFTA（欧洲自由贸易协会）国家内，无线电与电信终端设备（R&TTE）指导书现在规定了，采用无线电平谱的大多数设备的市场准入和进入服务的条例。每个国家的管理机关负责将R&TTE决议的条款替换到其法律之中。


制造厂家演示其产品是否符合R&TTE指导书的最简单的途径是，要符合已经过协商的相关标准，而这些标准的频谱方面则是由欧洲电信标准学会（ETSI）开发的。现在可以用电子手段，将你的有关设备投向市场的意向书，用所谓一步程序同时发送给多个频谱管理机关。
有关R&TTE指导书的执行和应用的进一步信息，可在网站http://ec.europa.eu/enterprise/sectors/rtte/index_en.htm找到。该指导书由TCAM（电信一致性评估和市场监督委员会）不时更新。


[bookmark: _Toc286844033][bookmark: _Toc286844508][bookmark: _Toc351376992]附件2的
附录2

（美国）

对FCC有关合法小功率、无（许可）证
发射机标准的理解
[bookmark: _Toc286842942][bookmark: _Toc286844034][bookmark: _Toc286844509][bookmark: _Toc351376993]1	引言
该标准的第15部分，对那些没有从委员会获得许可证、或无需频率协调的小功率无线电平率设备，是允许其运行的。设计制定的第15部分的技术标准，确保这些设备对频谱的其他用户产生有害干扰的概率很低。允许有意辐射器即发射机，按照一组发射限值运行、或按照允许较高发射电平（比那些无意辐射器的发射电平高）的条款、在一定的频带内运行。在设计作为限制频带的敏感频带内、安全相关的频带内、或划分给电视广播的频带内，一般是允许有意辐射器工作的。本标准提供或引用了用于确定与第15部分的技术要求相一致（一致性）的测量规程。
小功率、无证发射机在各处大量使用。无绳电话、婴幼儿监视器、车库门开启器、家庭无线安全系统、无钥匙自动进入系统、无线接入系统包括无线局域网和上百种其他类型的公用电子设备，都依赖于这种发射机的工作。在一天的任何时间里，人们都处在距采用小功率无证发射机的消费产品数米的位置。
无证发射机在各种频率上工作。它们必须与有证发射机共享这些频率，并禁止对有证发射机产生干扰。获准的初级和次级服务是受到第15部分设备保护的。
FCC标准限制由小功率、无证发射机产生的对有证发射机的潜在干扰。在其规定中，FCC考虑到包含有小功率发射机的不同类型产品，其引入有害干扰的潜力大不相同。因此，FCC的规定中，对引起有害干扰最大的产品实施最严格的限制，而对引起有害干扰较小的产品实施较少的限制。
美国联邦行政法典第47篇第15部分的FCC规则的确切版本，可从FCC官方网站http://www.fcc.gov/oet/info/rules/免费下载。
[bookmark: _Toc286842943][bookmark: _Toc286844035][bookmark: _Toc286844510][bookmark: _Toc351376994]2	小功率、无证发射机 – 一般探讨
小功率发射机、小功率无证发射机和第15部分发射机这些名词均指同一产品即符合FCC规定中第15部分规定的小功率无证发射机。第15部分发射机采用非常低的功率，大多数小于1 mW。之所以它们是无证，是因为不要求运营商从FCC获得使用这种设备的许可证。
虽然运营商不必获得使用第15部分发射机的许可证，但是，这种设备在合法进口美国或在美国销售之前，要求发射机本身要有FCC的授权。这种授权要求能帮助我们确认，第15部分发射机符合委员会的技术标准，从而能以对授权无线电通信最小的潜在干扰工作。
如果一部第15部分发射机的确对授权的无线电通信产生了干扰，即便是它符合FCC规定的技术标准和设备授权要求，那还是要求操作员停止工作，至少要到干扰问题解决。
第15部分发射机接受非强制的干扰保护。
[bookmark: _Toc286842944][bookmark: _Toc286844036][bookmark: _Toc286844511][bookmark: _Toc351376995]3	定义
生物医学遥测设备：用于将人或动物的生物学现象的测量数据，发送到接收机的一种有意辐射器。
缆线定位设备：一种有意辐射器即由训练有素的操作人员周期性地用来对埋藏的电缆、线路、管道和类似结构或部件，进行定位的一种有意辐射器。该设备一工作就会把无线电平率信号耦合到电缆、管道等，再用接收机检测它们的位置。
载波系统：通过传导，在电力线上发送射频能量的一种系统或系统的一部分。所设计载波系统是这样工作的，通过传导直接从电力线的连接处（无意辐射器）接收信号、或者因电力线辐射射频信号（有意辐射器）而从空中接收信号。
无绳电话系统：有两个无线收发机组成的一种系统，一个是连接到公用交换电话网（PSTN）的基站，另外一个是能直接与基站通信的移动电话。基站接收手机的传输，然后传送给PSTN。从PSTN收到的信息再由基站传送给手机。
注1 – 考虑把国内的公用蜂窝无线电通信业务做为电话交换网的一部分。此外，如果不把对讲机、寻呼机作为主营业务，则可考虑提供这些业务。
场干扰探测器：这是一种能在其周围建立起无线电平率场、并能检测出因场内人或目标的运动而产生的场的变化的一种设备。
有害干扰：对符合FCC规定的无线电通信业务如导航、或其他安全服务的功能、产生危害或严重地使其功能降级、破坏或反复中断等的任何发射、辐射或感应。
周边保护系统：把射频传输线作为辐射源的一种场干扰检测器。射频传输线要以这样的方式安装、即要让该系统能检测到保护区内的移动情况。


杂散发射：在某个频率上、或在必要的带宽外的若干频率上的发射，其电平可以降低但不影响相应信息的传输。杂散发射包括谐波发射、寄生发射、互调产物和频率变换产物，但排除带外发射。
[bookmark: _Toc286842945][bookmark: _Toc286844037][bookmark: _Toc286844512][bookmark: _Toc351376996]4	技术标准
[bookmark: _Toc286842946][bookmark: _Toc286844038][bookmark: _Toc286844513][bookmark: _Toc351376997]4.1	传导性发射限值
从电力线获取功率的第15部分发射机，遵守传导性发射标准，这一标准就是限定这些发射机在450 kHz-30 MHz频带内，传导回这些线路的射频能量的数量。这一限值是250 V。
对载波系统的传导性发射要求，作了一种例外处理。这些载波系统不遵守任何有关传导性发射的限定、除非它们在535-1 705 kHz频带内产生发射（基频或谐波），而这些发射不会有意被调幅广播接收机接收，在这种情况下要遵守1 000 V的限值。
虽然载波系统在大多数部分不遵守传导性发射的限值，但它们还遵守辐射发射的限值。
[bookmark: _Toc286842947][bookmark: _Toc286844039][bookmark: _Toc286844514][bookmark: _Toc351376998]4.2	辐射性发射的限指
第15部分的第15.209款包含一般辐射性发射（信号强度）的限值，该限值适用于采用9 kHz及以上频率的所有第15部分发射机。还有许多不允许小功率无证发射机工作的受限频带，这是因为它们对敏感无线电通信有潜在干扰，如航空飞行器、无线电导航、射电天文和搜救等系统的工作。如果某个特定的发射机能够符合一般的辐射限值，同时又避开在受限的一个频带内工作，那么它就能够用于任何目的和采用任何调制方式（AM、FM、PCM等）。
除了间断性和周期性传输、以及生物医学遥测设备，不允许第15部分发射机在电视广播频带工作。
对于要求在一定频率上的信号强度、比规定的一般辐射性发射限值要强的那些类型的发射机，在第15部分规定中已做了一些特别规定。例如，对无绳电话、助听设备和场干扰探测仪等都做了这样的规定。对每一类型操作的发射限值和用以测量发射的检测器类型（限值是平均值的检测器用“A”表示，限值是准峰值的检测器用“Q”表示）也做了规定。当对发射功率限值做了规定而取代了发射限值时，便不对发射检测器做出规定。
表10
任何有意发射机的一般限值
	频率
（MHz）
	场强
（V/m）
	测量距离 
（m）

	0.009-0.490
	2 400/f （kHz）
	300

	0.490-1.705
	24 000/f （kHz）
	30

	1.705-30.0
	30
	30

	30-88
	100
	3

	88-216
	150
	3

	216-960
	200
	3

	960以上
	500
	3


表11包含一般限值的例外项或排除项，否则仍可用一般限值。
表11
一般限值的例外项或排除项
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	9-45 kHz
	电缆定位设备
	10 W，峰值输出功率
	

	45-101.4 kHz
	电缆定位设备
	1 W，峰值输出功率 
	

	101.4 kHz
	电话公司电子商标检测器
	23.7 µV/m，在300 m处
	A

	101.4-160 kHz
	电缆定位设备
	1 W，峰值输出功率
	

	160-190 kHz
	电缆定位设备
	1 W，峰值输出功率
	

	
	任意
	1 W，输入到最后的射频级
	

	190-490 kHz
	电缆定位设备
	1 W，峰值输出功率
	

	510-525 kHz
	任意
	100 W，输入到最后的射频级
	

	525-1 705 kHz
	任意
	100 W，输入到最后的射频级
	

	
	教育机构地面发射机
	24 000/f（kHz）V/m，在校园界外30m处
	Q

	
	载波与漏电电缆系统
	15 V/m ，在距电缆 47 715/f（kHz） m处 
	

	1.705-10 MHz
	任意，当6 dB 带宽中心频率的10% 时
	100 V/m，在30 m处
	A

	
	任意，当6 dB 带宽中心频率的10% 时
	15 V/m，在30 m处或（kHz）/f（MHz）带宽
	

	13.553-13.567 MHz
	任意15.225
	10 000 V/m，在30 m处
	Q





表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	26.96-27.28 MHz
	任意15.227
	10 000 V/m，在3 m处
	A

	40.66-40.7 MHz
	间歇控制信号
	2 250 V/m，在3 m处
	A或Q

	
	周期性传输
	1 000 V/m，在3 m处
	

	
	任意15.229
	1 000 V/m，在3 m处
	Q

	
	周边保护系统
	500 V/m，在3 m处
	A

	43.71-44.49 MHz
	无绳电话
	10 000 V/m，在3 m处
	

	46.6-46.98 MHz
	
	
	

	48.75-49.51 MHz
	
	
	

	49.66-49.82 MHz
	
	
	

	49.82-49.9 MHz
	任意15.235
	
	

	
	无绳电话
	
	

	49.9-50 MHz
	无绳电话
	
	

	54-70 MHz
	专用非居住区
周边保护系统
	100 V/m，在3 m处
	Q

	70-72 MHz
	专用间歇控制信号
	1 250 V/m，在3 m处
	A或Q


	
	或专用周期性传输
	500 V/m，在3 m处
	

	
	或专用非居住区周边保护系统
	100 V/m，在3 m处
	Q

	72-73 MHz
	助听设备
	80 000 V/m，在3 m处
	A

	
	间歇控制信号
	1 250 V/m，在3 m处
	A或Q

	
	周期性传输
	500 V/m，在3 m处
	

	74.6-74.8 MHz
	助听设备
	80 000 V/m，在3 m处
	A

	
	间歇控制信号
	1 250 V/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	

	75.2-76 MHz
	助听设备
	80 000 V/m，在3 m处
	A

	
	间歇控制信号
	1 250 V/m，在3 m处
	A或Q

	
	周期性传输
	500 V/m，在3 m处
	

	76-88 MHz
	专用间歇控制信号
	1 250 µV/m，在3 m处
	

	
	或专用周期性传输
	500 V/m，在3 m处
	

	76-88 MHz （续.）
	专用非居住区周边保护系统
	100 µV/m，在3 m处
	Q

	88-108 MHz
	间歇控制信号
	1 250 V/m，在3 m处
	A或Q

	
	周期性传输
	500 V/m，在3 m处
	

	
	任何15.239
（ 200 kHz带宽）
	250 µV/m ，在3 m处
	A




表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	121.94-123 MHz
	间歇控制信号
	1 250 V/m，在3 m处
	A或Q

	
	周期性传输
	500 V/m，在3 m处
	

	138-149.9 MHz
	间歇控制信号
	（625/11） f （MHz） − 
（67 500/11）V/m，在3 m处
	

	
	周期性传输
	（250/11） f （MHz） −
（27 000/11）V/m，在3 m处
	

	150.05-156.52475 MHz
	间歇控制信号
	（625/11） f（MHz） − 
（67 500/11） V/m，在3 m处
	

	
	周期性传输
	（250/11） f （MHz） −
（27 000/11） V/m，在3 m处
	

	156.52525-156.7 MHz
	间歇控制信号
	（625/11） f （MHz） − 
（67 500/11）V/m，在3 m处
	

	
	周期性传输
	（250/11） f（MHz） −
（27 000/11）V/m，在3 m处
	

	156.9-162.0125 MHz
	间歇控制信号
	（625/11） f （MHz）− 
（67 500/11）V/m，在3 m处
	A或Q

	
	周期性传输
	（250/11） f （MHz）−
（27 000/11）V/m，在3 m处
	A或Q

	167.17-167.72 MHz
	间歇控制信号
	（625/11） f （MHz）− 
（67 500/11）V/m，在3 m处
	A或Q

	
	周期性传输
	（250/11） f （MHz）−
（27 000/11） V/m，在3 m处
	A或Q

	173.2-174 MHz
	间歇控制信号
	（625/11）  f （MHz）− 
（67 500/11） V/m，在3 m处
	A或Q

	
	周期性传输
	（250/11） f （MHz）−（27 000/11）V/m，在3 m处
	A或Q

	174-216 MHz
	专用间歇控制信号
	3 750 V/m，在3 m处
	A或Q

	
	或专用周期性传输
	1 500 V/m，在3 m处
	A或Q

	
	或专用医疗遥测设备
	1 500 µV/m，在3 m处
	A

	216-240 MHz
	间歇控制信号
	3 750 V/m，在3 m处
	A或Q

	
	周期性传输
	1 500 V/m，在3 m处
	A或Q

	285-322 MHz
	间歇控制信号
	（125/3）  f （MHz）−（21 250/3） V/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f （MHz）−
（8 500/3） V/m，在3 m处
	A或Q




表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	335.4-399.9 MHz
	间歇控制信号
	（125/3）  f （MHz）− 
（21 250/3） V/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f （MHz）−
（8 500/3） V/m，在3 m处
	A或Q

	410-470 MHz
	间歇控制信号
	（125/3）  f （MHz）− 
（21 250/3） V/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f （MHz）−
（8 500/3） V/m，在3 m处
	A或Q

	470-512 MHz
	专用间歇控制信号
	[bookmark: ][bookmark: ]12 500 V/m，在3 m处
	A或Q

	
	或专用周期性传输
	5 000 V/m，在3 m处
	A或Q

	512-566 MHz
	专用间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	或周期性传输
	5 000 V/m，在3 m处
	A或Q

	
	或医院用医疗遥测设备
	200 µV/m，在3 m处
	Q

	566-608 MHz
	专用间歇控制信号
	12 500 V/m，在3 m
	A或Q

	
	或专用周期性传输
	5 000 V/m，在3 m处
	A或Q

	614-806 MHz
	专用间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	或专用周期性传输
	5 000 V/m，在3 m处
	A或Q

	806-890 MHz
	间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	周期性传输
	5 000 V/m，在3 m处
	A或Q

	890-902 MHz
	间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	周期性传输
	5 000 V/m，在3 m处
	A或Q

	
	用做测量材料特性的信号
	500 µV/m，在30 m处
	A

	902-928 MHz
	扩展频谱发射机
	1 W 输出功率
	

	
	数字调制
	1 W输出功率
	A

	
	场干扰感应器
	500 000 V/m，在3 m处
	A

	
	任意15.249
	50 000 V/m，在3 m处
	Q

	
	用做测量材料特性的信号
	500 V/m，在30 m处
	A

	
	间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	周期性传输
	5 000 V/m，在3 m处
	A或Q




表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	928-940 MHz
	间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	周期性传输
	5 000 V/m，在3 m处
	A或Q

	
	用做测量材料特性的信号
	500 V/m，在30 m处
	A

	940-960 MHz
	间歇控制信号
	12 500 V/m，在3 m处
	A或Q

	
	周期性传输
	5 000 V/m，在3 m处
	A或Q

	1.24-1.3 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.427-1.435 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.6265-1.6455 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.6465-1.66 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.71-1.7188 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.7222-2.2 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	1.91-1.92 GHz
	异步个人通信服务设备
	变化的
	

	1.92-1.93 GHz
	等时个人通信服务设备
	变化的
	

	2.3-2.31 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	2.39-2.4 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	异步个人通信服务设备
	变化的
	

	
	周期性传输
	5 000 V/m，在3 m处
	A

	2.4-2.435 GHz
	扩展频谱发射机
	1 W 输出功率
	

	
	数字调制
	1 W输出功率
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A

	2.435-2.465 GHz
	扩展频谱发射机
	1 W 输出功率
	

	
	数字调制
	1 W输出功率
	A

	
	场干扰感应器
	500 000 V/m，在3 m处
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A




表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	2.465-2.4835 GHz
	扩展频谱发射机
	1 W输出功率
	

	
	数字调制
	1 W输出功率
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A

	2.5-2.655 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m
	A

	2.9-3.26 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	
	AVI系统
	3 000 V/m，3 m处，每MHz带宽
	A

	3.267-3.332 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m ，在3 m处
	A

	
	AVI系统
	3 000 V/m，在3 m处，每MHz 带宽
	A

	3.339-3.3458 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	
	AVI系统
	3 000 V/m，在3 m处，每MHz带宽
	A

	3.358-3.6 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	
	AVI系统
	3 000 V/m，在3 m处，每 MHz带宽 
	A

	4.4-4.5 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输 
	5 000 V/m，在3 m处
	A

	5.15-5.25 GHz
	国家信息设施设备
	仅室内。输出功率：较小于
50 mW或4 dBm + 10 log B（此处B = 26 dB带宽（MHz））
	A

	5.25-5.35 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	国家信息设施设备
	输出功率：较小于250 mW或
11 dBm + 10 log B（此处B = 26 dB带宽（MHz））
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	5.46-5.725 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	5.47-5.725 GHz
	国家信息设施设备
	输出功率：较小于250 mW或
11 dBm + 10 log B（此处B = 26 dB带宽（MHz））
	A




表11（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	5.725-5.825 GHz
	国家信息设施设备
	输出功率：较小于1 W或17 dBm + 10 log B（此处B = 26 dB带宽（MHz））
	A

	5.725-5.785 GHz
	扩展频谱发射机
	1 W输出功率 
	

	
	数字调制
	1 W输出功率
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A

	5.785-5.815 GHz
	扩展频谱发射机
	1 W输出功率 
	

	
	数字调制
	1 W输出功率
	A

	
	场干扰感应器
	500 000 V/m，在3 m处
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A

	5.815-5.85 GHz
	扩展频谱发射机
	1 W输出功率
	

	
	数字调制
	1 W输出功率
	A

	
	任意15.249
	50 000 V/m，在3 m处
	A

	5.85-5.875 GHz
	任意
	50 000 V/m，在3 m处
	A

	5.875-7.25 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	7.75-8.025 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	8.5-9 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	9.2-9.3 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	9.5-10.5 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	10.5-10.55 GHz
	场干扰感应器
	2 500 000 V/m，在3 m处
	A

	
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	10.55-10.6 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	12.7-13.25 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	13.4-14.47 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	14.5-15.35 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A


表11（完）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	16.2-17.7 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	21.4-22.01 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	23.12-23.6 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	24-24.075 GHz
	任意15.249
	250 000 V/m，在3 m处
	A

	24.075-24.175 GHz
	场干扰感应器
	2 500 000V/m，在3 m处
	A

	
	任意15.249
	250 000 V/m，在3 m处
	A

	24.175-24.25 GHz
	任意15.249
	250 000 V/m，在3 m处
	A

	24.25-31.2 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	31.8-36.43 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	36.5-38.6 GHz
	间歇控制信号
	12 500 V/m，在3 m处
	A

	
	周期性传输
	5 000 V/m，在3 m处
	A

	46.7-46.9 GHz
	车载场干扰感应器
	变化的
	

	57-64 GHz
	不是航空飞行器、不是卫星、不是场干扰感应器（带有合格确定的例外）
	变化的
	

	76-77 GHz
	车载场干扰感应器
	变化的
	


[bookmark: _Toc286842948][bookmark: _Toc286844040][bookmark: _Toc286844515]
[bookmark: _Toc351376999]5	天线要求
变换发射机的天线，毕竟要显著增加或减少所发送的信号强度。除了载波设备、调谐式无线电系统、电缆定位系统，或者说在160-190 kHz、510-1 705 kHz频带内的运行之外，第15部分的标准并不完全依据输出功率、也不考虑天线的特性。这样一来，一部符合第15部分技术标准且装有特定天线的小功率发射机，如果安装了不同的天线，就会超过第5部分标准。如果这一情况发生，就能对已授权无线电通信，如急救、广播和航空飞行器控制通信，造成严重的干扰问题。
为了防止这样的干扰问题，每一部第15部分发射机必须要设计得能保证做到这一点即，除非使用的一种天线表明它符合技术标准，否则就不能采用其他类型的天线。这就意味着，第15部分发射机必须要安装永久性天线，或具有唯一连接器的可拆卸天线。“唯一连接器”就是电子产品商店能找到的一种非标准产品。


大家公认，第15部分的供应商都希望他们的顾客在天线损坏时能更换天线。考虑到这一点，第15部分允许所设计的发射机在天线损坏时用户能够更换。当做到了这一点时，置换的天线在电气性能上，必须与当初为发射机取得FCC授权所用的天线完全相同。置换的天线还必须包括上述的唯一连接器，以便保证与相应的发射机一起使用。
[bookmark: _Toc286842949][bookmark: _Toc286844041][bookmark: _Toc286844516][bookmark: _Toc351377000]6	限制频带
不允许有意辐射器在以下频带运行：

表12
有限制频带 – 仅用于例外项（未指出）受限的杂散发射
	（MHz）
	（MHz）
	（MHz）
	（GHz）

		0.090-0.110
	0.495-0.505
	2.1735-2.1905
	4.125-4.128
	4.17725-4.17775
	4.20725-4.20775
	6.215-6.218
	6.26775-6.26825
	6.31175-6.31225
	8.291-8.294
	8.362-8.366
	8.37625-8.38675
	8.41425-8.41475
	12.29-12.293
	12.51975-12.52025
	12.57675-12.57725
	13.36-13.41
		16.42-16.423
	16.69475-16.69525
	16.80425-16.80475
	25.5-25.67
	37.5-38.25
	73-74.6
	74.8-75.2
	108-121.94
	123-138
	149.9-150.05
	156.52475-156.52525
	156.7-156.9
	162.0125-167.17
	167.72-173.2
	240-285
	322-335.4
		399.9-410
	608-614
	960-1 240
	1 300-1 427
	1 435-1 626.5
	1 645.5-1 646.5
	1 660-1 710
	1 718.8-1 722.2
	2 200-2 300
	2 310-2 390
	2 483.5-2 500
	2 655-2 900
	3 260-3 267
	3 332-3 339
	3 345.8-3 358
	3 600-4 400
		4.5-5.15
	5.35-5.46
	7.25-7.75
	8.025-8.5
	9.0-9.2
	9.3-9.5
	10.6-12.7
	13.25-13.4
	14.47-14.5
	15.35-16.2
	17.7-21.4
	22.01-23.12
	23.6-24.0
	31.2-31.8
	36.43-36.5
	38.6-46.7
	46.9-59
	64-76
	77 GHz以上



[bookmark: _Toc286842950][bookmark: _Toc286844042][bookmark: _Toc286844517][bookmark: _Toc351377001]7	设备认证
符合15部分规定的发射机，在其可能进入市场之前，必须要进行测试与授权。获取授权的途径有两条，即鉴定和证实。



表13
第15部分发射机的认证程序
	小功率发射机
	认证程序

	校园等教育机构的调幅（AM）频带传输系统
	证实

	以 490 kHz或其以下频率工作的电缆定位系统。
	证实

	载波系统
	证实

	必须在安装地测量的设备，（如周边保护系统）
	头三次安装的设备进行证实，用证实结果的数据立即便可获得鉴定

	漏电的同轴电缆系统
	如果指定将其排除在调幅广播频带运行之外，则应是证实，否则是鉴定

	隧道无线系统
	证实

	所有其他的第15部分发射机
	鉴定


[bookmark: _Toc286842951][bookmark: _Toc286844043][bookmark: _Toc286844518]
[bookmark: _Toc351377002]7.1	鉴定
鉴定鉴定程序要求，进行测试以便测量由设备辐射到开放的天空或传导给电力线的无线电平率的功率能量。委员会所属实验室必须用文件的形式，做一份有关测试实验室的测量设施情况的说明，或必须附有鉴定应用。这些测试完成之后，必须提出一份报告，其中要表明测试过程、测试结果和一些有关设备的附加信息包括设计图纸。鉴定报告必须包括的特定信息，在FCC管理规定的第2部分、有关管理设备的条款中有详细的说明。
还要求已鉴定的发射机上贴两种标签：FCC的标识ID和一致性的标签。FCC ID标签标识出与发射机相关的FCC设备认证文件，和向消费者显示该发射机已经由FCC进行了认证的这一服务。一致性标签向消费者指出，发射机已按照FCC规定的第15部分做了认证，而且它既不会产生有害干扰但也不受有害干扰保护。
FCC标识（FCC ID）。FCC ID必须永久性地（蚀刻、雕刻、牢牢打印）直接标在发射机上、或先标在标牌上然后把标牌永久性地固定（铆钉、焊接、胶粘）在发射机上。顾客在购买产品时必须能很容易地看见FCC ID标牌。
FCC ID是一串4-17个的字符。这一字符串可包含大写字母、数字或连字符/破折号的任意组合。申请人如果愿意，可以指定4-17的字符。但是前三个字符是“受让人码”，这是由FCC指配给每一个特定申请人（受让人）的。任何FCC的申请文件上，必须要有以指配的受让人码打头的FCC ID。
受让人码。为得到受让人码，新的申请者必须发送一封信、写明申请人的姓名、住址和要获得受让人码的要求。这封信内还必须附有一张填写好的“缴费通知书”（FCC表格159）和处理费。


一致性标签。对于鉴定授权的申请人，要负责持有制作的一致性标签并负责将其固定在每一部已上市或进口的设备上。关于一致性标签的措词在第15部分中做了规定，如果希望的话，还可包括在与FCC ID相同的标签上。
在获得设备的鉴定受让之前，不能将一致性标签和FCC ID标签置于任何设备。
一旦完成一致性（符合技术标准）的论证报告、且一致性标签与FCC ID已经设计完毕，那么希望获得发射机鉴定书的一方（可以是任何人）必须提交一份该报告的复印件、一份“设备授权申请书”（FCC表格731）和交付FCC的申请费。
该申请提交之后，FCC的实验室将对报告进行审查，可能（也可能不）要求对发射机的样机进行测试。如果申请完成且很正确、FCC实验室完成的任何测试表明发射机符合规定，那么FCC就发出该发射机的鉴定受让书。申请人收到该受让书的副本之后，发射机便可进入以市场。
[bookmark: _Toc286842952][bookmark: _Toc286844044][bookmark: _Toc286844519][bookmark: _Toc351377003]7.2	证实
证实程序要求对发射机进行测试，以便由指定为设备测试地的实验室加以认证，或者该发射机是否能在实验室、安装地进行测试。这些测试能测量出发射机辐射到开放天空或传导给电力线的无线电平率能量的电平。测试完成之后必须提出一份报告，其中要表明测试过程、测试结果以及一些有关发射机（包括设计图纸）的附加信息。一份证实报告中还必须包括一些特定的信息，这在FCC规定的第2部分有详细规定。
一旦报告完成，要求设备制造厂家（或已进口了设备的进口商）存有一份该报告的副本，作为发射机满足FCC第15部分技术标准要求的证据。如果FCC要求，设备制造厂家（进口商）必须能立即交出这份报告。
一致性标签。设备制造厂家（或进口商），要负责持有制作的一致性标签并负责将其固定在每一部已上市或进口的发射机上。关于一致性标签的措词在第15部分中做了规定。已证实的发射机必须用商标号和/或型号加以惟一地标识，以便不会与在市场上现有的、电气功能不同的发射机相混淆。然而，这些发射机不能用FCC ID作标签、或者不能用可能与FCC ID混淆的方式做标签。
一旦表明一致性的报告已经由设备制造厂家（或进口商）成文、且一致性标签已经贴于发射机上，该发射机便可上市。对于已证实的设备，FCC不要求整理什么文件。
连接到公用交换电话网（PSTN）的任何设备如无绳电话，也要遵守FCC规定的第68部分的规定，而且在进入市场之前必须经FCC注册。第68部分的规定用于保护对电话网的有害影响。
[bookmark: _Toc286842953][bookmark: _Toc286844045][bookmark: _Toc286844520][bookmark: _Toc351377004]

8	特殊情况
[bookmark: _Toc286842954][bookmark: _Toc286844046][bookmark: _Toc286844521][bookmark: _Toc351377005]8.1	无绳电话
要求无绳电话中装入有数字安全码的电路，以便在它遭遇来自其他无绳电话的射频噪声、或其他一些来源的干扰时，无意间接入公用交换电话网（PSTN）。要求没有这种电路的无绳电话（1991年9月11日以前生产或进口的电话）在装有待销售无绳电话的包装箱上有一声明，上有关于线路无意间阻塞的危险警告，并指出所包装的电话机有哪些特性能够帮助防止这些危险。
[bookmark: _Toc286842955][bookmark: _Toc286844047][bookmark: _Toc286844522][bookmark: _Toc351377006]8.2	隧道无线电系统
许多隧道自然地被大地和/或水流环绕，而大地和水流都会引起无线电波的衰减。不在隧道内工作的发射机不遵守隧道内的任何的辐射限值。取而代之的是，这些发射机产生的信号，必须要满足第15部分关于隧道外的一般辐射性发射的限值，包括其运行。还有，它们也必须符合有关对隧道外电力线的传导性发射的限值规定。
未被大地或流水环绕的楼房或其他建筑物不属于隧道。在这类建筑物内工作的发射机，要遵守与在开放区域工作的发射机相同的标准。
[bookmark: _Toc286842956][bookmark: _Toc286844048][bookmark: _Toc286844523][bookmark: _Toc351377007]8.3	非销售家庭装发射机
设计和组装非卖的第15部分发射机的业余爱好者、发明家和其他人们，可以组装和运行多达5部这样的发射机供个人使用，而无需获得FCC的设备授权。如果有可能，应该对这些发射机的一致性（与委员会规定一致）进行测试。若这种测试进行不下去，就要求发射机的设计者和组装者采用好的工程经验，以便确保与第15部分标准相一致。
像所有第15部分发射机一样，也不允许家庭装发射机对获准的无线电通信产生干扰，而且还必须接受所收到的干扰。如果家庭装发射机对获准的无线电通信确实产生了干扰，那么委员会就要求其操作人员停止工作直至干扰问题解决。更进一步，如果委员会确认发射机的操作人员，有意不采用好的工程经验去确保其发射机符合第15部分的技术标准，那么操作人员就要受到罚款。
在有限环境下，无定所的运行是允许的。例如，这些家庭内发射机就可以在贸易展览会上演示，但在获得授权之前不能进入市场。
[bookmark: _Toc286842957][bookmark: _Toc286844049][bookmark: _Toc286844524][bookmark: _Toc351377008]9	普遍问到的问题
[bookmark: _Toc286842958][bookmark: _Toc286844050][bookmark: _Toc286844525][bookmark: _Toc351377009]9.1	如果有人销售、进口或使用非一致性小功率发射机，将会怎么样？
制定FCC规定就是要控制小功率发射机在市场上的营销活动，并将其使用控制在一个较小的范围。如果非一致性发射机的运行对授权的无线电通信产生了干扰，那么用户就要停止 发射机的运行并解决所产生的干扰问题。但是，向用户出售这种非一致性发射机的个人（或公司）已经违反了第2部分中规定的FCC市场规则以及联邦法律。销售、租赁或提供销售和


租赁的活动，或进口还未通过一定的FCC设备授权手续的小功率发射机的活动等，均属违反委员会规定和联邦法律的行为。违法者要接受委员会采取的强制性行动，其结果如下：
−	没收全部非一致性设备；
−	对个人/或组织给以刑事处罚；
−	刑事罚款，其量为销售非一致性设备所得总收益的两倍；
−	行政处罚。
[bookmark: _Toc286842959][bookmark: _Toc286844051][bookmark: _Toc286844526][bookmark: _Toc351377010]9.2	对FCC授权的设备作哪些修改才无需FCC的重新授权？
对于获准FCC授权的第15部分发射机的个人或公司，允许其做下述类型的修改：
对于已鉴定的设备，鉴定受让的持有人或持有人代理，能够对发射机的电路、外观或其他设计方面做局部修改。局部修改分为三种类型：I级允许修改、II级允许修改和III级允许修改。不允许较大范围的修改。
对于不增加发射机无线电平率发射的局部修改，无需向FCC提交任何信息。这就称为I级允许修改。
注1 – 如果经过I级允许修改而导致产品不像曾经鉴定过的那部产品，那么强烈建议将已修改发射机的照片提交FCC。
对于增加了无线电平率干扰的局部修改，要求受让人提交有关修改的完全信息，连同能表明该设备还继续符合FCC技术标准的测试结果。在这种情况下，当委员会认可接受此次修改之前，按照现有的鉴定受让，已做修改的设备不能销售。这就是所谓的II级允许修改。
对于软件定义的无线电发射机软件的局部修改，有如下一些方面，即修改频率范围、调制方式或前已批准的参数之外的最大输出功率（辐射性或传导性）或修改环境（即发射机的运行符合FCC规定的环境）。做了这些修改后，要求受让人提交有关修改与测试结果的说明，该测试结果应表明设备符合新装软件的可用规定、包括符合可用的射频幅照量的要求。在这种情况下，已修改过的软件不能装入设备，以及当委员会认可接受此次修改之前，按照现有的鉴定受让，具有修改过软件的设备不能销售。这就是所谓的III级允许修改。仅仅对原有已获准的设备未做过II级允许修改的设备允许做III级允许修改。
大的修改需要新的受让，这可以通过提交一份带有完全测试结果的新的申请书获取。局部修改的一些实例包括：修改（能测定电路和稳定电路的）基本频率；修改频率倍增级或基本调制器电路；以及对机身尺寸、式样或屏蔽特性的大量修改。
除了受让人、受让人指定的代理之外不允许任何人修改已鉴定的设备。但是例外情况是，只要对设备不做任何修改，任何人只要提交一份简短的申请书便可修改FCC ID。


对已经过证实的设备，只要设备制造厂家（如果设备是进口的话就是进口商）提交更新的电路图和表明设备继续符合FCC规定的文件，便可对设备的电路、外观和其他设计方面进行修改。
[bookmark: _Toc286842960][bookmark: _Toc286844052][bookmark: _Toc286844527][bookmark: _Toc351377011]9.3	V/m和W之间的关系是什么?
瓦特（W）是用以描述发射机产生的功率数量的单位。每米微瓦（V/m）是用以描述由于发射机的工作而产生的电场强度的单位。
一部产生恒定功率电平的特定发射机、视传输线路的类型和连接到它的天线的类型等等因素，可产生不同的电场强度。正是这个电场强度产生了对授权的无线电通信的干扰，而且特定的电场强度并不对应于特定的发射功率电平，所以大多数第15部分的发射限值是按照场强规定的。
虽然功率和场强之间的精确关系与许多附加的因素有关，但是有一个使二者关系近似的共用方程是：


		

其中：
	P ：	发射功率（W）
	G ：	相对于一个无向源来说、发送天线的数值增益
	D ：	测量点相距电场中心的距离（m）
	E ：	场强度（V/m）
	4 π D2 ：	以辐射源为中心的天空表面积，辐射源的表面相距辐射源D米
	120 π ：	自由空间的特性阻抗（）。
利用这一方程并假定是一种单位增益的天线G  1，以及3 m的测量距离D  3，可以推导出确定功率（给定场强）的公式：

		P  0.3 E2

其中：
	P ：	发射功率（e.i.r.p.）（W）
	E ：	场强（V/m）。


[bookmark: _Toc286844053][bookmark: _Toc286844528][bookmark: _Toc351377012]附件2的
附录3

（中华人民共和国）

中国对短距离无线电通信设备（SRD）的规定
和技术参数的要求
[bookmark: _Toc286842961][bookmark: _Toc286844054][bookmark: _Toc286844529][bookmark: _Toc351377013]1	技术参数要求
[bookmark: _Toc286842962][bookmark: _Toc286844055][bookmark: _Toc286844530][bookmark: _Toc351377014]1.1	模拟无绳电话
用于基站的发送频率（MHz）：	45.000, 45.025, 45.050, ..., 45.475
用于手机的发送频率（MHz）：	48.000, 48.025, 48.050, ..., 48.475
总信道数量：	20
辐射功率限值：	20 mW（e.r.p.）
最大占用带宽：	16 kHz
频差容限：	1.8 kHz
[bookmark: _Toc286842963][bookmark: _Toc286844056][bookmark: _Toc286844531][bookmark: _Toc351377015]1.2	民用无线音频发射机和测量设备
−	工作频带（MHz）：	87至108 
辐射功率限值：	3 mW （e.r.p.）
最大占用带宽：	200 kHz
频差容限：	100  10−6
−	工作频带（MHz）：	75.4- 76.0, 84至87 
辐射功率限值：	10 mW （e.r.p.）
最大占用带宽：	200 kHz
频差容限：	100  10−6
−	工作频带（MHz）：	189.9 - 223.0 
辐射功率限值：	10 mW （e.r.p.）
最大占用带宽：	200 Hz
频差容限：	100  10−6
−	工作频带（MHz）： 	470 -510, 630 -787 
辐射功率限值：	50 mW （e.r.p.）
最大占用带宽：	200 kHz
频差容限：	100  10−6
[bookmark: _Toc286842964][bookmark: _Toc286844057][bookmark: _Toc286844532][bookmark: _Toc351377016]1.3	模型与玩具遥控设备
−	工作频率（MHz）：	26.975, 26.995, 27.025, 27.045, 27.075, 27.095, 27.125, 27.145, 27.175, 27.195, 27.225, 27.255
辐射功率限值：	750 mW （e.r.p.）
最大占用带宽：	8 kHz
频差容限：	100  10−6
−	工作频率（MHz）：	40.61, 40.63, 40.65, 40.67, 40.69, 40.71, 40.73, 40.75, 40.77, 40.79, 40.81, 40.83, 40.85
辐射功率限值：	750 mW（e.r.p.）
最大占用带宽：	20 kHz
频差容限：	30  10−6
−	工作频率（MHz）：	72.13, 72.15, 72.17, 72.19, 72.21, 72.79, 72.81, 72.83, 72.85, 72.87
辐射功率限值：	750 mW （e.r.p.）
最大占用带宽：	20 kHz
频差容限：	30  10−6
[bookmark: _Toc286842965][bookmark: _Toc286844058][bookmark: _Toc286844533][bookmark: _Toc351377017]1.4	民用频带的专用移动无线设备
−	工作频率（MHz）：	409.7500, 409.7625, 409.7750, 409.7875, 409.8000, 409.8125, 409.8250, 409.8375, 409.8500, 409.8625, 409.8750, 409.8875, 409.9000, 409.9125, 409.9250, 409.9375, 409.9500, 409.9625, 409.9750, 409.9875
辐射功率限值：	500 mW （e.r.p.）
调制类型：	F3E
信道间隔：	12.5 kHz
频差容限：	5  10−6
[bookmark: _Toc286842966][bookmark: _Toc286844059][bookmark: _Toc286844534][bookmark: _Toc351377018]1.5	一般无线电遥控设备
−	工作频带（MHz）： 	470至566, 614至787 
辐射功率限值：	5 mW（e.r.p.）
最大占用带宽：	1 MHz
[bookmark: _Toc286842967][bookmark: _Toc286844060][bookmark: _Toc286844535][bookmark: _Toc351377019]1.6	生物医疗遥测发射机
−	工作频带（MHz）：	174至216, 407至425, 608至630
辐射功率限值：	10 mW（e.r.p.）
频差容限：	100  10−6
[bookmark: _Toc286842968][bookmark: _Toc286844061][bookmark: _Toc286844536][bookmark: _Toc351377020]1.7	用于起重的设备
−	工作频率（MHz）：	223.100, 223.700, 223.975, 224.600, 225.025, 225.325, 230.100, 230.700, 230.975, 231.600, 232.025, 232.325
辐射功率限值：	20 mW（e.r.p.）
最大占用带宽：	16 kHz
频差容限：	4  10−6
[bookmark: _Toc286842969][bookmark: _Toc286844062][bookmark: _Toc286844537][bookmark: _Toc351377021]1.8	用于称重的设备
−	工作频率（MHz）：	223.300, 224.900, 230.050, 233.050, 234.050
最大占用带宽：	50 kHz
辐射功率限值：	50 mW（e.r.p.）
频差容限：	4 10−6
−	工作频率（MHz）：	450.0125, 450.0625, 450.1125, 450.1625, 450.2125
最大占用带宽：	20 kHz
辐射功率限值：	50 mW（e.r.p.）
频差容限：	4  10−6
[bookmark: _Toc286842970][bookmark: _Toc286844063][bookmark: _Toc286844538][bookmark: _Toc351377022]1.9	用于工业的无线遥控设备
−	工作频率（MHz）：	418.950, 418.975, 419.000, 419.025, 419.050, 419.075, 419.100, 419.125, 419.150, 419.175, 419.200, 419.250, 419.275
辐射功率限值：	20 mW（e.r.p.）
最大占用带宽：	16 kHz
频差容限：	4  10−6
[bookmark: _Toc286842971][bookmark: _Toc286844064][bookmark: _Toc286844539][bookmark: _Toc351377023]1.10	移动数据设备
−	工作频率（MHz）：	223.150, 223.250, 223.275, 223.350, 224.050, 224.250, 228.050, 228.100, 228.200, 228.275, 228.425, 228.575, 228.600, 228.800, 230.150, 230.250, 230.275, 230.350, 231.050, 231.250
辐射功率限值：	10 mW（e.r.p.）
最大占用带宽：	16 kHz
频差容限：	4  10−6
[bookmark: _Toc286842972][bookmark: _Toc286844065][bookmark: _Toc286844540][bookmark: _Toc351377024]1.11	民用无线电控制设备
−	工作频带（MHz）：	314 -316, 430 -432, 433 -434.79
辐射功率限值：	10 mW（e.r.p.）
最大占用带宽：	400 kHz
−	工作频带（MHz）：	779至787
[bookmark: _Toc286842973][bookmark: _Toc286844066][bookmark: _Toc286844541]辐射功率限值：	10 mW（e.r.p.）
[bookmark: _Toc351377025]

1.12	其他的短距离无线电设备（SRD）
−	设备A：
工作频带（kHz）：	9至190 
磁场强度的限值：	72 dB（A/m），在10 m处（在9至50 kHz内, 准峰值检测器）
				72 dB（A/m），在10 m处（在50至190 kHz内，下降3 dB/十倍频程，准峰值检测器）
−	设备B：
	工作频带（MHz）：	1.7至2.1、2.2至3.0、3.1至4.1、4.2至5.6、5.7至6.2、7.3至8.3、8.4至9.9
磁场强度的限值：	9 dB（A/m），在10 m处（准峰值检测器）
最大6 dB带宽：	200 kHz
	频差容限：	100  10−6
−	设备C：
	工作频带（MHz）：	6.765至6.795, 13.553至13.567, 26.957至27.283
磁场强度的限值：	42 dB（A/m），在10 m处（准峰值检测器）
频差容限：	100  10−6
杂散发射限值：	9 dB（A/m），在10 m处（在13.553 -13.567 MHz内，把小于140 kHz的任何发射从频带边沿移除，准峰值检测器）
−	设备D：
工作频带：	315 kHz -30 MHz（设备A、B、C除外）
磁场强度的限值：	−5 dB（A/m），在10 m处（在315 kHz至1 MHz内，准峰值检测器）
			−15 dB（A/m），在10 m处（在1至30 MHz内，准峰值检测器）
−	设备E：
工作频带（MHz）：	40.66至40.70
辐射功率限值：	10 mW（e.r.p.）
频差容限：	100  10−6
−	设备F：（数字无绳电话除外,
蓝牙设备和宽带局域网（WLAN）设备）：
工作频带（MHz）：	2 400至2 483.5 
辐射功率限值：	10 mW（e.i.r.p.）
频差容限：	75 kHz


−	设备G：
工作频带（GHz）：	24.00至24.25
辐射功率限值：	20 mW（e.i.r.p.）
[bookmark: _Toc286842974][bookmark: _Toc286844067][bookmark: _Toc286844542][bookmark: _Toc351377026]1.13	数字无绳电话
−	工作频带（MHz）：	2 400至2 483.5 
辐射功率限值：	25 mW（平均e.i.r.p.）
频差容限：	20  10−6
[bookmark: _Toc286842975][bookmark: _Toc286844068][bookmark: _Toc286844543][bookmark: _Toc351377027]1.14	自动雷达（防撞雷达）
−	工作频带（GHz）：	76至77
辐射功率限值：	55 dBm（峰值e.i.r.p.）
[bookmark: _Toc286842976][bookmark: _Toc286844069][bookmark: _Toc286844544][bookmark: _Toc351377028]2	工作参数的要求
2.1	当SRD对其他合法无线电站造成有害干扰时，禁止使用。如果已造成有害干扰必须立即停止工作。只有在进行了特定的测量而消除这些干扰之后，方可再次投入工作。
2.2	使用SRD时必须避免或承受来自其他合法无线电站的干扰，或来自工业、科学和医疗（ISM）的辐射干扰。在SRD遇到干扰时无法律保护。但用户可诉诸于当地无线电管理机构。
2.3	靠近机场或飞机的地方禁止使用。
2.4	使用SRD无需许可证，但是要求由无线电管理机关进行必须的检查或测试，从而保证SRD是在可接受的范围内运行。
2.5	为了研发、生产或进口SRD，根据国家无线电总局发布的相关规定，他们必须办理相关手续。
2.6	未经国家无线电总局定型的SRD，不能在中国生产、销售和使用。
2.7	对于通过了无线电总局定型的SRD，设备制造厂家和用户不能任意更改工作频率或增加发射功率（包括增加额外的射频放大器）。不能任意安装外接天线或用另外的发射天线代替原有的天线，同时也不能任意更改原有的设计规范和功能。
2.8	SRD必须装备在一体化机箱内。其内部调整和控制只能在定性技术规范的范围内进行。
2.9	在使用下列SRD时，要遵守其中的规定：
[bookmark: _Toc286842977]2.9.1	无线声频发射机
当它们所用的频率与当地无线电台或电视台的频率相同时，不能在当地使用。
如果它们干扰了当地的台、站，则必须停止其工作。只要在消除了干扰并将频率调整为空闲频率之后，才能再次启用。


为了避免对医疗遥测设备的干扰，无线声频发射机不能够在医院使用。无线声频发射机的制造厂家必须在其产品手册中表明这一点。
[bookmark: _Toc286842978]2.9.2	医疗遥测发射机
允许医院或医学研究机构使用能发送人或动物医学现象测量信号的无线电设备，但禁止对射电天文服务测试产生干扰。
[bookmark: _Toc286842979]2.9.3	起重设备和称重设备
安装前必须测试电磁兼容（EMC）的环境，从而避免对能引起不必要生产事故的其他设备的干扰。
在产生有害干扰时，要停止这些设备的工作。只有通过把频率调整到空闲频率而将干扰移除掉之后，方可重新使用这些设备。
为了保护射电天文服务，禁止采用下列频率的设备在北京和贵州省平塘县使用。
	223.100 MHz, 223.700 MHz, 223.975 MHz, 224.600 MHz, 225.025 MHz, 225.325 MHz, 230.100 MHz, 230.700 MHz, 230.975 MHz, 231.600 MHz, 232.025 MHz, 232.325 MHz。
[bookmark: _Toc286842980]2.9.4	工业用无线电遥控设备
这类设备必须在工厂的车间内（或大楼内）使用。
[bookmark: _Toc286842981]2.9.5	移动数据设备
必须用于建筑物内。
为了保护射电天文服务，禁止采用下列频率的设备在北京和贵州省平塘县使用。
	223.150 MHz, 223.250 MHz, 223.275 MHz, 223.350 MHz, 224.050 MHz, 224.250 MHz, 228.050 MHz, 228.100 MHz, 228.200 MHz, 228.275 MHz, 228.425 MHz, 228.575 MHz, 228.600 MHz, 228.800 MHz, 230.150 MHz, 230.250 MHz, 230.275 MHz, 230.350 MHz, 231.050 MHz, 231.250 MHz。
[bookmark: _Toc286842982]2.9.6	民用无线电控制设备
不能用于无线电遥控玩具和模型。
[bookmark: _Toc286842983]2.9.7	一般无线电遥控设备
不能用于无线电遥控玩具。
当它们所用的频率与当地无线电台或电视台的频率相同时，不能在当地使用。
如果它们干扰了当地的台、站，则必须停止其工作。只要在消除了干扰并将频率调整为空闲频率之后，才能再次启用。
[bookmark: _Toc286842984]2.9.8	模型与玩具遥控设备
用于控制无人驾驶的模型和玩具，如空中的飞机模型、水面上的船只模型和陆地上的自动汽车模型的遥控设备，不能用做其他类型的无线电设备。
这种设备被限定为单向控制。
这种设备不能用于发送声频信号。
在无线电管制期内和无线电管制区域内，要求停止使用这类设备。为满足电磁环境的需要，在半径5 000 m的范围内，禁止使用所有类型的模型与玩具遥控设备。这一圆形禁区的中心就是机场跑道的中间。
禁止在模型中安装无线电发射机。
[bookmark: _Toc286842985]2.9.9	数字无绳电话
在2 400-2 483.5 MHz频段内工作的数字无绳电话，至少采用75个跳频。
在任一信道上占用的平均时间、在60 s周期内不应大于0.4 s。
[bookmark: _Toc286842986][bookmark: _Toc286844070][bookmark: _Toc286844545][bookmark: _Toc351377029]3	一般要求
[bookmark: _Toc286842987][bookmark: _Toc286844071][bookmark: _Toc286844546][bookmark: _Toc351377030]3.1	用做测量辐射性杂散发射的频带 
表14
	工作频带
	测量频带的
较低频率
	测量频带的
较高频率

	9 kHz-100 MHz
	9 kHz
	1 GHz

	100-600 MHz
	30 MHz
	10次谐波

	600 MHz-2.5 GHz
	30 MHz
	12.75 GHz

	2.5-13 GHz
	30 MHz
	26 GHz

	13 GHz以上
	30 MHz
	2次谐波



[bookmark: _Toc286842988][bookmark: _Toc286844072][bookmark: _Toc286844547][bookmark: _Toc351377031]3.2	辐射性杂散发射的限值
[bookmark: _Toc286842989]3.2.1	下表所示为发射机处于最大发射功率时，辐射性杂散发射的限值
表15
	频带
	测试带宽
	发射限值
	检测器

	9-150 kHz
	200 kHz（6 dB）
	27 dB（A/m），在10 m处
（下降3 dB/十倍频程）
	准峰值

	150 kHz-10 MHz
	9 kHz（6 dB）
	
	

	10-30 MHz
	9 kHz（6 dB）
	−3.5 dB（A/m），在10 m处
	准峰值

	30 MHz-1 GHz
	100 kHz（3 dB）
	−36 dBm
	方均根值

	1-40 GHz
	1 MHz（3 dB）
	−30 dBm
	方均根值

	40 GHz以上
	1 MHz（3 dB）
	−20 dBm
	方均根值

	表15注（完）：
注1 – 磁场强度的测量应在空地上进行。辐射功率测量应在完全无回声的房间进行。
注2 – 可将30 MHz以下工作的发射机的状态，设置为单一载频传输的状态。
注3 – 如果具体的技术参数与一般要求不符，则采用前者。



[bookmark: _Toc286842990]3.2.2	下表所示为发射机处于空闲或备份状态时辐射性杂散发射的限值
表16
	频带
	测试带宽
	发射限值
	检测器

	9-150 kHz
	200 kHz（6 dB）
	6 dB（A/m）在10 m处
（下降3 dB/十倍频程）
	准峰值

	150 kHz-10 MHz
	9 kHz（6 dB）
	
	

	10-30 MHz
	9 kHz（6 dB）
	−24.5 dB（A/m）在10 m处
	准峰值

	30 MHz-1 GHz
	100 kHz（3 dB）
	−47 dBm
	方均根值

	1 GHz以上
	1 MHz（3 dB）
	
	



3.3	在48.5-72.5 MHz、76-108 MHz、167-223 MHz、470-566 MHz和606-798 MHz频带内，辐射性杂散发射不应超过−54 dBm。
3.4	功率端口、信号端口和通信端口的传导性干扰发射，应符合国标GB9254-1998：“信息技术设备 — 无线电干扰特性 — 限值与测量方法”的规定。这一技术标准于1998年由前中国国家质量和技术监督局颁布。
3.5	对于上述工作频带内30 MHz以上的频带，在频带边沿处的辐射功率不能超过80 dBm/Hz （e.i.r.p.）。对于30 MHz以下频带，在任何工作信道（99%能量）上的已占用频宽的边沿处，不能超过上述工作频带。
为了正常使用短距离无线电通信设备（SRD），制造厂家应告知工作环境的极端条件。在极端条件下，发射功率和频差容限应满足上述要求。

[bookmark: _Toc286844073][bookmark: _Toc286844548]

[bookmark: _Toc351377032]附件2的
附录4

（日本）

日本对短距离无线电设备的要求
在日本，建立无线电站需要从内政与通信部（MIC）获得许可证。但是，无线电法第4条第1)和第3)款列出的无线电站（发射极小功率的无线电站和小功率无线电站），无需从MIC获得许可证便可建立。对于已经具有与技术标准一致的、一致性受让鉴定书的无线电站，无需临时许可证或无线电站的检查监督便可获得许可证。
无线电法第4条第1)和第3)款列出的无线电站：
[bookmark: _Toc286842991][bookmark: _Toc286844074][bookmark: _Toc286844549][bookmark: _Toc351377033]1	发射极小功率的无线电站
如果电场强度满足图1和表17所示、距无线电设备3 m处的最大容限值，就不需要无线电站许可证。
图1
距发射极小功率无线电站3 m处电场强度的最大可容限值*2153-01 报告
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表17
距发射极小功率无线电站3 m处
电场强度的容限值
	频带
	电场强度
（V/m）

	f  322 MHz
	500

	322 MHz < f  10 GHz
	35

	10 GHz < f  150 GHz
	3.5  f (1), (2)

	150 GHz < f
	500

	(1) 	f（GHz）。
(2) 	如果 3.5  f  500 µV/m,则容限值是500 V/m。



[bookmark: _Toc286842992][bookmark: _Toc286844075][bookmark: _Toc286844550][bookmark: _Toc351377034]2	小功率无线电站
采用天线功率为10 mW或更小的无线电设备的无线电站，如果它们旨在下述用途，则无需许可证便可建立。
（仅限于采用MIC规定频率的站）
	遥测、遥控和数据传输
	无线电话
	无线寻呼
	无线话筒
	医疗遥测
	助听
	个人便携式电话用移动地面站（PHS）
	小功率数据通信系统/无线局域网的无线电站
	毫米波雷达
· 无绳电话无线电站
· 小功率安全系统无线电站
	数字无绳电话无线电站
	专用短距离通信系统（DSRC）的移动地面站
	射频识别（RFID）系统
	医疗植入通信系统
	移动目标的检测或测量用检测器
	准毫米波通信系统
	动物位置监视系统
	超宽带系统
表18
有代表性小功率无线电站的技术规定
	发射类型
	频带
（MHz）
	占用带宽
（kHz）
	功率电平
或频谱密度（e.i.r.p.）
	天线功率
和天线增益
	载波检测

	遥测、遥控和数据传输

	–
	312-315.25
	 1 000
	 250 W
（−6 dBm）
	–
	不要求

	
	312-315.05
	
	 25 W
（−16 dBm）
	
	

	F1D, F1F, F2D, F2F, F7D, F7F, G1D, G1F, G2D, G2F, G7D, G7F, D1D, D1F, D2D, D2F, D7D或D7F
	426.025-426.1375
（12.5 kHz间隔）
	 8.5
	 1.6 mW
（2.14 dBm） 
	 1 mW
2.14 dBi
	不要求

	
	426.0375-426.1125
（25 kHz间隔）
	 8.5
 16
	 1.6 mW
（2.14 dBm）
	 1 mW
 2.14 dBi
	不要求

	
	429.1750-429.7375
（12.5 kHz间隔）
	 8.5
	 16 mW
（12.14 dBm）
	 10 mW
2.14 dBi
	7 V

	
	429.8125-429.9250
（12.5 kHz间隔）
	
	
	
	

	
	449.7125-449.8250
（12.5 kHz间隔）
	
	
	
	

	
	449.8375-449.8875
（12.5 kHz间隔）
	
	
	
	

	
	469.4375-469.4875
（12.5 kHz间隔）
	
	
	
	

	
	954.2
954.4
954.6
954.8
	 200
	 20 mW
（13 dBm）
	 10 mW
3 dBi
	−75 dBm

	
	951-955.8
（200 kHz间隔）
	
	 2 mW
（3 dBm）
	 1 mW
3 dBi
	

	
	954.3
954.5
954.7
	 200
 400
	 20 mW
（13 dBm）
	 10 mW
3 dBi
	

	
	951.1-955.5
（200 kHz间隔）
	
	 2 mW
（3 dBm）
	 1 mW
3 dBi
	

	
	954.4
954.6
	 400
 600
	 20 mW
（13 dBm）
	 10 mW
3 dBi
	

	
	951.2-955.4
（200 kHz间隔）
	
	 2 mW
（3 dBm）
	 1 mW
3 dBi
	

	
	1 216-1 217
（50 kHz间隔）
	 16
 32
	 16 mW
（12.14 dBm） 
	 10 mW
2.14 dBi

	4.47 V

	
	1 252-1 253
（50 kHz间隔）
	
	
	
	

	
	1 216.0125-1 216.9875
（25 kHz间隔）
	
	
	
	

	
	1 252.0125-1 252.9875
（25 kHz间隔）
	
	
	
	


表18（续）
	发射类型
	频带 
（MHz）
	占用带宽 （kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
或天线增益
	载波检测

	遥测、遥控和数据传输

	
	1 216.5375-1 216.9875
（25 kHz间隔）
	 16
	
	
	

	
	1 252.5375-1 252.9875
（25 kHz间隔）
	
	
	
	

	无线电话

	F1D, F1E, F2D, F2E, F3E, F7W, G1D, G1E, G2D, G2E, G7E, G7W, D1D, D1E, D2D, D2E, D3E, D7E或D7W
	422.2-422.3
（12.5 kHz间隔）
	 8.5
	 16 mW
（12.14 dBm） 
	 10 mW
2.14 dBi

	7 V

	
	421.8125-421.9125
（12.5 kHz间隔）
	
	
	
	

	
	440.2625-440.3625
（12.5 kHz间隔）
	
	
	
	

	
	422.05-422.1875
（12.5 kHz间隔）
	
	
	
	

	
	421.575-421.8
（12.5 kHz间隔）
	
	
	
	

	
	440.025-440.25
（12.5 kHz间隔）
	
	
	
	

	F2D, F3E
	413.7-414.14375
（6.25 kHz间隔）
	 8.5
	1.6 mW
（2.14 dBm）
	 1 mW
 （2.14 dBi）
	不要求

	
	454.05-454.19375
（6.25 kHz间隔）
	
	
	
	

	无线寻呼

	F1B, F2B, F3E, G1B或G2B
	429.75
429.7625
429.775
429.7875
429.8
	 8.5
	 16 mW
（12.14 dBm） 
	
 10 mW
2.14 dBi
	7 V

	无线话筒

	F1D, F1E, F2D, F3E, F7D, F7E, F7W, F8E, F8W, F9W, D1D, D1E, D7D, D7E, D7W, G1D, G1E, G7D, G7E, G7W或N0N
	806.125-809.75
（125 kHz间隔）
	频率调制（频移键控除外）
 110

频率调制（限于频移键控）,调相或正交调幅 192
	 16 mW
（12.14 dBm） 
	 10 mW
2.14 dBi
	不要求



表18（续）
	发射类型
	频带 
（MHz）
	占用带宽 （kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
或天线增益
	载波检测

	无线话筒

	F3E, F8W, F2D或F9W
	322.025-322.15
（25 kHz间隔）
	 30
	 1.6 mW
（2.14 dBm） 
	 1 mW
 2.14 dBi

	不要求

	
	322.25-322.4
（25 kHz间隔）
	
	
	
	

	F3E或F8W
	74.58,74.64,74.70,74.76
	 60
	 16 mW
（12.14 dBm） 
	[bookmark: OLE_LINK4] 10 mW
 2.14 dBi
	不要求

	医疗遥测

	F1D, F2D, F3D, F7D, F8D或F9D
	420.05-421.0375,
424.4875-425.975,
429.25-429.7375,
440.5625-441.55,
444.5125-445.5 和
448.675-449.6625
（12.5 kHz间隔）
	 8.5
	 1.6 mW
（2.14 dBm） 
	 1 mW
2.14 dBi
	不要求

	F7D, F8D或F9D
	420.0625-421.0125,
424.5-425.95,
429.2625-429.7125,
440.575-441.525,
444.525-445.475,
448.6875-449.6375
（25 kHz间隔）
	[bookmark: OLE_LINK5][bookmark: OLE_LINK6]> 8.5
 16
	
	
	

	F7D, F8D, F9D或G7D
	420.075-420.975,
424.5125-425.9125,
429.275-429.675,
440.5875-441.4875,
444.5375-445.4375,
448.7-449.6
（50 kHz间隔）
	> 16
 32
	
	
	

	F7D, F8D, F9D或G7D
	420.1-420.9,
424.5375-425.8375,
429.3-429.6,
440.6125-441.4125,
444.5625-445.3625,
448.725-449.525,
（100 kHz间隔）
	> 32
 64
	
	
	

	F7D, F8D, F9D或G7D
	420.3, 420.8, 424.7375, 425.2375, 425.7375, 429.5, 440.8125, 441.3125, 444.7625, 445.2625, 448.925, 449.425
	> 64
 320
	16 mW
（12.14 dBm） 
	 10 mW
 2.14 dBi
	

	助听

	F3E或F8W
	75.2125-75.5875
（12.5 kHz间隔）
	 20
	 16 mW
（12.14 dBm） 
	 10 mW
 2.14 dBi 

	不要求

	F3E或F8W
	75.225-75.575
（25 kHz间隔）
	> 20
 30
	
	
	


表18（续）
	发射类型
	频带 
（MHz）
	占用频宽 （kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
和天线增益
	载波检测

	助听

	F3E或F8W
	75.2625-75.5125
（62.5 kHz间隔）
	> 30
 80
	
	
	

	F3E或F8W
	169.4125-169.7875
（25 kHz间隔）
	> 20
 30
	 16 mW
（12.14 dBm）
	 10 mW
 2.14 dBi
	不要求

	F3E或F8W
	169.4375-169.75
（62.5 kHz间隔）
	> 30
 80
	
	
	

	
PHS （地面移动站l）

	D1C, D1D, D1E, D1F, D1X, D1W, D7C, D7D, D7E, D7F, D7X, D7W, G1C, G1D, G1E, G1F, G1X, G1W, G7C, G7D, G7E, G7F, G7X或G7W
	1 884.65-1 918.25
	1 884.65-1 918.25 MHz  288
1 884.95-1 893.05 MHz
 884
	 25 mW
（14 dBm） 

	 10 mW
 4 dBi
	159 V 

	无线局域网

	SS （扩展频谱） （DS （引导序列）, FH （跳频）, FH/DS）, 正交频分复用（OFDM）或其他
	2 400-2 483.5
	FH或FH/DS： 85.5 MHz
OFDM
 38 MHz
其他：
 26 MHz
	FH或FH/DS：
 4.9 mW/MHz
（6.9 dBm/MHz）
DS或OFDM：
 16 mW/MHz
（12.14 dBm/MHz）
其他：
 16 mW
（12.14 dBm/MHz）
	FH或FH/DS：
 3 mW/MHz
DS或OFDM：
 10 mW/MHz
其他：
 10 mW
 2.14 dBi

	不要求

	SS （DS, FH或FH/DS）
	2 471-2 497
	 26 MHz
	 16 mW
（12.14 dBm/MHz） 
	 10 mW/MHz
 2.14 dBi
	不要求


表18（续）
	发射类型
	频带 
（MHz）
	占用频宽 （kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
和天线增益
	载波检测

	无线局域网

	SS （DS）, OFDM或其他
	5 150-5 250 （室内用）
	20 MHz系统：
 19 MHz
40 MHz系统：
 38 MHz 
	20 MHz系统：
 10 mW/MHz
40 MHz系统：
 5 mW/MHz 
	采用DS或OFDM 的20 MHz系统或：
 10 mW/MHz
采用其他方式的20 MHz系统：
 10 mW
40 MHz系统：
 5 mW/MHz

不要求天线增益
	100 mV/m
DFS/
TPC不要求

	
	5 250-5 350 （室内用）
	
	20 MHz系统：
有TPC：
  10 mW/MHz
 没有TPC：
  5 mW/MHz
40 MHz系统：
 有TPC：
  5 mW/MHz
 没有 TPC：
  2.5 mW/MHz
	
	100 mV/m
DFS/
TPC对关键站要求

DFS/
TPC对关键站控制的站不要求

	
	5 470-5 725
	 19.7 MHz
	 50 mW/MHz
（17 dBm/MHz）
	
	

	毫米波雷达

	−
	60.5 GHz
76.5 GHz
	 500 MHz
	100 W
50 dBm
	 10 mW
 40 dBi
	不要求

	无绳电话无线电站

	F1D, F2A, F2B, F2C, F2D, F2N, F2X或F3E
	253.8625-254.9625
（12.5 kHz间隔）
380.2125-381.3125
（12.5 kHz间隔）
	 8.5
	 10 mW
（10 dBm）
	−
	2 V

	小功率安全系统无线电站

	F1D, F2D或G1D
	426.25-426.8375
（12.5 kHz间隔）
	 8.5
	 10 mW
（10 dBm）
	−
	不要求

	
	426.2625-426.8375
（25 kHz间隔）
	> 8.5
 16
	
	
	

	数字无绳电话无线电站

	G1C, G1D,
G1E, G1F,
G1X, G1W,
G7C, G7D,
G7E, G7F,
G1X或G7W
	1 893.65-1 905.95
（300 kHz间隔）
	 288
	 25 mW
（14 dBm）
	 10 mW
 4 dBi
	159 V


表18（续）
	发射类型
	频带 
（MHz）
	占用频宽 （kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
和天线增益
	载波检测

	专用短距离通信（DSRC） 系统的移动地面站

	A1D
G1D
	5.815-5.845 GHz
（5 MHz间隔）
	 4.4 MHz
	 100 mW
（20 dBm）
	 10 mW
 10 dBi
	不要求

	射频识别（RFID）系统

	−
	433.67-434.17（1）
	 500 kHz
（询问器） 200 kHz
（有源终端）
	 0.4 mW 
（−4 dBm）(2) （询问器或）
 1 mW 
（0 dBm） 
（有源终端）
	−
	不要求

	N0N, A1D,
AXN, H1D,
R1D, J1D,
F1D, F2D或G1D
	952-954
	 200*m kHz（3）
	 4 W
（36 dBm）
	 1 W(4)
 6 dBi
	−74 dBm

	
	952-955
	 200*n kHz(5)
	 20 mW
（13 dBm）
	 10 mW
 3 dBi
	−64 dBm

	N0N, A1D,
AXN, F1D,
F2D或G1D
	2 427-2 470.75
	FH：
 43.75 MHz
DS：
 5.5 MHz
	 30 W
（44.77 dBm）
	 300 mW(4)
 20 dBi
	不要求

	
	
	5.5 MHz
	 1 W
（30 dBm）
	 10 mW
 20 dBi
	

	医疗植入通信系统

	A1D, F1D或
G1D
	402-405
	 300 kHz
	 25 W
（−16 dBm）
	
	10 log B
−150 + G dB
（将1 mW 看做0 dB）(6)

	
	[bookmark: OLE_LINK1]403.5-403.8
	
	100 nW
（−40 dBm）
	
	不要求

	检测或测量移动目标用检测器

	−
	10.525 GHz （室内用）
	 40 MHz
	2.5 W
（34 dBm）
	 10 mW
 24 dBi
	

	
	24.15 GHz
	76 MHz
	
	
	

	准毫米波通信系统

	OFDM或
其他
	24.77-25.23 GHz
27.02-27.46 GHz
	18 MHz
	100 mW/MHz
（20 dBm/MHz）
	 10 mW/MHz
 10 dBi
	460 mW/m


表18（完）
	发射类型
	频带 
（MHz）
	占用频宽
（kHz）
	功率电平
或频谱密度 （e.i.r.p.）
	天线功率
和天线增益
	载波检测

	动物位置监视系统

	F1D, F2D, A1D或M1D
	142.94-142.98
（10 kHz间隔）
	 16 kHz
	 16 mW
（12.14 dBm）
	 10 mW
 2.14 dBi
	不要求

	通信应用的超宽带系统

	
	3.4-4.8 GHz（7）
7.25-10.25 GHz
	450 MHz
	−41.3 dBm/MHz 
	–
	–

	OFDM：	正交频分复用
PSK：		相移键控
(1)			仅国际后勤。
(2)			在发信号开启有源终端时，将询问器的功率电平（e.i.r.p.）限定小于0.1 mW （−10 dBm）。 
(3)			m: m 表示同时使用的单位无线电信道的数量。（n = 1-9）。
(4)			虽然设立这种无线电站无需许可证，但要求注册。
(5)			n: n表示同时使用的单位信道的数量（n = 1-3）。
(6)			B是通信状态下最大辐射带宽（是指活体内的无线设备或活体外的无线控制设备辐射的带宽，并且大于某个频宽（Hz）的上限或下限，而在这个频宽处，最大调制期间的辐射功率最大值的衰减为20 dB）。G是接收天线的绝对增益。
(7)			在3.4-4.8 GHz频带应采用干扰缓解功能（DAA等）。但是4.2-4.8 GHz频带的干扰缓解功能在2010年12月31日之前不能采用。


[bookmark: _Toc286844076][bookmark: _Toc286844551]


[bookmark: _Toc351377035]附件2的
附录5

（韩国）

韩国短距离无线电设备（SRD）
的技术参数和频谱利用
[bookmark: _Toc286842993][bookmark: _Toc286844077][bookmark: _Toc286844552][bookmark: _Toc351377036]1	引言
按照韩国无线电波法，采用下列设备安装无线电站免去个体许可证。这种类型的设备要进行定型注册。
−	小功率设备（LPD）
−	民用频带无线电收发两用机
−	特定短距离设备


−	测量仪器
−	仅接收机
−	用于将公用无线电通信服务或广播服务，转接至室内无线电传播盲区的无线电设备。
[bookmark: _Toc286842994][bookmark: _Toc286844078][bookmark: _Toc286844553][bookmark: _Toc351377037]2	SRD的技术参数和频谱应用
[bookmark: _Toc286842995][bookmark: _Toc286844079][bookmark: _Toc286844554][bookmark: _Toc351377038]2.1	小功率设备和特定SRD
表19
	编号
	应用
	频带/频率
	最大场强/射频
输出功率
	备注

	1
	小功率设备
	0-322 MHz*
	500 µV/m，在3 m处
	低于15 MHz频率的测量值应乘以近场补偿因子（6π/λ），此处λ是波长（m）。
1)  f：频率（GHz）。

	
	
	322 MHz-10 GHz*
	35 µV/m，在3 m处
	

	
	
	10-150 GHz*
	3.5f µV/m，在3 m处1)
	

	
	
	150 GHz以上*
	500 µV/m，在3 m处
	

	2
	感应性应用
	9-30 kHz
	72 dB（μA/m），在10 m处
	检测器类型是准峰值
2)  f：频率（kHz）。

	
	
	30-90 kHz
	72 − 10 log（f/30） dB
（μA/m），在10 m处2)
	

	
	
	90-110 kHz
	42 dB（μA/m），在10 m处
	

	
	
	110-135 kHz
	72 − 10log（f/30） dB（μA/m），在10 m处2)
	

	
	
	135-140 kHz
	42 dB（μA/m），在10 m处
	

	
	
	140-148 kHz
	37.5 dB（μA/m），在10 m处
	

	
	
	148-150 kHz
	14.8 dB（μA/m），在10 m处
	

	3
	模型汽车与模型船用无线电控制器
	26.995, …, 27.195 MHz
（5信道，50 kHz间隔）
	10 mV/m，在10 m处
	

	
	
	40.255, …, 40.495 MHz 
（13信道，20 kHz间隔）
	10 mV/m，在10 m处
	

	
	
	75.630, ..., 75.790 MHz 
（9信道, 20 kHz间隔）
	10 mV/m，在10 m处
	

	4
	模型飞机用无线电控制器
	40.715, ..., 40.995 MHz 
（15信道, 20 kHz间隔）
	10 mV/m，在10 m处
	

	
	
	72.630, …, 72.990 MHz 
（19信，20 kHz间隔）
	
	

	5
	玩具、安全告警和远距指挥的无线电控制器
	13.552-13.568 MHz
	10 mV/m，在10 m处
	

	
	
	26.958-27.282 MHz
	
	

	
	
	40.656-40.704 MHz
	
	


表19（续）
	编号
	应用
	频带/ 频率
	最大场强/射频
输出功率
	备注

	6
	数据传输
	173.0250, …, 
173.2750 MHz
（21个信道，
12.5 kHz间隔）
	5 mW （e.r.p.）
	最大占用带宽（OBW）
是8.5 kHz

	
	
	173.6250, …, 
173.7875 MHz
（14个信道，
12.5 kHz间隔）
	10 mW （e.r.p.）
	

	
	
	219.000 （224.000）, …,
219.125 （224.125）
（6 对信道，
25 kHz间隔）
	10 mW （e.r.p.）
	219.000 的频率（224.000） MHz 用做信道控制；
OBW是16 kHz
括弧（ ）中的频率用做双工通信

	
	
	311.0125, …, 
311.1250 MHz
（10个信道，
12.5 kHz间隔）
	5 mW （e.r.p.）
	OBW是8.5 kHz

	
	
	424.7000, …, 
424.9500 MHz
（21个信道，
12.5 kHz间隔）
	10 mW （e.r.p.）
	424.7 MHz的信道用做信道控制
OBW是8.5 kHz

	
	
	433.795-434.045 MHz
	3 mW （e.r.p.）
	仅用于疲劳压力监视系统 （TPMS）和车门锁及车位固定器
OBW是250 kHz

	
	
	447.6000, …, 
447.8500 MHz
（21个信道，
12.5 kHz间隔）
	5 mW （e.r.p.）
	OBW是8.5 kHz

	
	
	447.8625, …, 
447.9875 MHz
（11个信道，
12.5 kHz间隔）
	10 mW （e.r.p.）
	OBW是8.5 kHz

	7
	视障感应
	235.3000, 235.3125,
235.3250, 235.3375 MHz
	10 mW （e.r.p.）
	固定设备
OBW是8.5 kHz

	
	
	358.5000, 358.5125,
358.5250, 358.5375 MHz
	10 mW （e.r.p.）
	移动设备
OBW是8.5 kHz

	8
	安全应用
	447.2625, …, 
447.5625 MHz
（25个信道，
12.5 kHz间隔）
	10 mW （e.r.p.）
	OBW是8.5 kHz


表19（续）
	编号
	应用
	频带/ 频率
	最大场强/射频
输出功率
	备注

	9
	数据传输或无线电话音寻呼
	219.150, 219.175,
219.200, 219.225 MHz
（4个，25 kHz间隔）
	10 mW （e.r.p.）
	OBW是16 kHz

	10
	无线话筒或声频传输
	72.610-73.910 MHz
	10 mW （e.r.p.）
	OBW是60 kHz

	
	
	74.000-74.800 MHz
	
	

	
	
	75.620-75.790 MHz
	
	

	
	
	173.020-173.280 MHz
	10 mW （e.r.p.）
	OBW是200 kHz

	
	
	217.250-220.110 MHz
	
	

	
	
	223.000-225.000 MHz
	
	

	
	
	740.000-752.000 MHz
	
	

	
	
	925.000-932.000 MHz
	
	

	11
	包括无线局域网的无线电接入系统
	5 150-5 250 MHz
	2.5 mW/MHz
	标称天线增益是
6 dBi

	
	
	5 250-5 350 MHz,
5 470-5 650 MHz
	10 mW/MHz
	0.5 MHz ≤ OBW ≤ 20 MHz
标称天线增益是7 dBi

	
	
	
	5 mW/MHz
	20 MHz ≤ OBW ≤ 40 MHz
标称天线增益是7 dBi

	
	
	17 705-17 715 MHz
	10 mW （e.r.p.）
	OBW是10 MHz
标称天线增益是2.15 dBi

	
	
	17 725-17 735 MHz
	
	

	
	
	19 265-19 275 MHz
	
	

	
	
	19 285-19 295 MHz
	
	



表19（续）
	编号
	应用
	频带/ 频率
	最大场强/射频
输出功率
	备注

	12
	数据通信
	2 400-2 483.5 MHz,
5 725-5 825 MHz
	3 mW/MHz3)
（对FHSS类型）

10 mW/MHz4)
（对其他扩展频谱型）

10 mW5)
（其他类型）
	标称天线增益是6 dBi （点-点应用时为20 dBi）
3)	跳频信道的峰值功率被整个跳频频带（MHz）相除。
4)	在OBW是26-40 MHz的情况下为5 mW/MHz；在OBW是40-60 MHz的情况下为0.1 mW/MHz。
5)	对于2.4 GHz 频带OBW是26 MHz；对于 5.8 GHz频带是
70 MHz。

	
	
	2 410, 2 430, 2 450和
2 470 MHz6)
	10 mW
	标称天线增益是6 dBi（点-点应用是20 dBi）
OBW是16 MHz
6)	仅用于模拟视频传输。

	
	
	5 800和 5 810 MHz7)
	10 mW（e.r.p.）
	用于路旁设备的标称天线增益是22 dBi，对于运载工具的是8 dBi
OBW是8 MHz
7)	仅用于专用短距离通信（DSRC）。

	13
	车辆识别系统
	2 440 （2 427-2 453）MHz
	300 mW
	标称天线增益是20 dBi

	
	
	2 450 （2 434-2 465）MHz
	
	

	
	
	2 455 （2 439-2 470）MHz
	
	

	14
	车辆与基础设施雷达系统
	76-77 GHz
	10 mW
	功率电平50 dBm峰值功率e.i.r.p.

	15
	无线电平率识别应用（RFID）
	13.552-13.568 MHz
	93.5 dB（μV/m），
在10 m处
	

	
	
	433.670-434.170 MHz
	3.6 mW（e.i.r.p.）
	

	
	
	917-923.5 MHz
（32信道，200 kHz步长）
	4 W（e.i.r.p.）
	在2、5、8、11、14和17号信道上的无源RFID

	
	
	
	200 mW（e.i.r.p.）
	在20~32号信道上的无源RFID 

	
	
	
	10 mW（e.i.r.p.）
	在2、5、8、11、14、17和19~32号信道上的任何设备

	
	
	
	3 mW（e.i.r.p.）
	在1、3、4、6、7、9、10、12、13、15、16、18号信道上的任何设备



表19 （完）
	编号
	应用
	频带/ 频率
	最大场强/射频
输出功率
	备注

	16
	无绳电话（数字）
	1786.750-1791.950 MHz
	100 mW（e.i.r.p.）
	OBW是1.728 MHz

	
	
	2 400-2 483.5 MHz
	3 mW/MHz3)
（用于FHSS型）
10 mW/MHz4)
（用于其他扩展
频谱类型）
10 mW/MHz8)
（非扩展频谱类型）
	标称天线增益是6 dBi
8) 	OBW电话26 MHz。

	17
	UWB 设备
	3.1-4.8 GHz
	−41.3 dBm/MHz （e.i.r.p.）
	最小10 dB
带宽为450 MHz
应在3.1-4.8 GHz频带内采用 

	
	
	7.2-10.2 GHz
	
	

	18
	非特定SRD
	57-64 GHz
	10 mW
	标称天线增益是17 dBi （对于点-点应用是47 dBi）

	19
	医疗植入通信系统 （MICS）
	402-405 MHz
	25 μW（e.i.r.p.）
	OBW是300 kHz

	20
	雷达感应器系统
	10.5-10.55 GHz
	25 mW（e.i.r.p.）
	OBW是50 MHz

	
	
	24.05-24.25 GHz
	100 mW（e.i.r.p.）
	OBW是200 MHz

	21
	民用频带无线电收发两用机（单工）
	26.965, 26.975, 26.985, 27.005, 27.015, 27.025, 27.035, 27.055, 27.065, 27.075, 27.085, 27.105, 27.115, 27.125, 27.135, 27.155, 27.165, 27.175, 27.185, 27.205, 27.215, 27.225, 27.235, 27.245, 27.255, 27.265, 27.275, 27.285, 27.295, 27.305, 27.315, 27.325, 27.335, 27.345, 27.355, 27.365, 27.375, 27.385, 27.395 
和27.405 MHz
（40信道，10 kHz间隔）
	3 W
（应该是鞭状天线,其长度为：便携型1 m，车内装3 m（总高度不应高于4.5 m）和固定型6 m）
	对于双边带发射OBW是
6 kHz，单边带是3 kHz
信道27.065 MHz指定用于应急通信（如消防）
信道27.065 MHz指定用于气象、医疗和交通指挥

	
	
	448.7375, …, 
448.9250 MHz 和
449.1500, …, 
449.2625 MHz
（总计 26个信道，
12.5 kHz间隔）
	500 mW（e.r.p.）
	信道448.7375 MHz指定用于信道控制
OBW是8.5 kHz

	
	
	424.1375 （449.1375）, …, 424.2625 （449.2625） MHz 
（11对信道，
12.5 kHz间隔）
	500 mW（e.r.p.）
	信道424.1375 (449.1375) MHz指定用于信道控制
OBW是8.5 kHz

	（*）	在《无线电规则》5.82、5.108、5.109、5.110、5.149、5.180、5.199、5.200、5.223、5.226、5.328、5.337、5.340、5.375、5.392、5.441、5.444A、5.448B、5.497各款和韩国频率划分表K16、K47、K63及K116各款中规定的频带内，禁止故意辐射，以保护安全服务和无源服务。


[bookmark: _Toc286842996][bookmark: _Toc286844080][bookmark: _Toc286844555][bookmark: _Toc351377039]
2.2	测量仪器
这类设备包括标准电场发生器和信号发生器等。
[bookmark: _Toc286842997][bookmark: _Toc286844081][bookmark: _Toc286844556][bookmark: _Toc351377040]2.3	接收机
由于航海和导航安全性的缘固，或为天文/空间的无线电通信服务（按照无线电波法，这些应用都应该通报韩国主管部门）而采用的接收机不在此类之列。
[bookmark: _Toc286842998][bookmark: _Toc286844082][bookmark: _Toc286844557][bookmark: _Toc351377041]2.4	用于将公用无线电服务或广播服务转接入无线电传播盲区的无线电设备
表 20
	应用
	频率
	功率限值
	备注

	将公用无线电通信服务或广播服务转接入室内无线电传播盲区
	指配给对应服务站（广播、固定或基站）的频率
	10 mW/MHz
	未经通信服务提供者同意，不能安装此类无线电设备。频谱与技术准则应该与为特定服务用的无线电设备的相同

	为将已获准的服务扩展到隧道或地下空间或为了转接卫星广播服务的无线中继器
	指配给对应服务站的频率
	10 mV/m，在10m处
	仅一个方向



[bookmark: _Toc286842999][bookmark: _Toc286844083][bookmark: _Toc286844558][bookmark: _Toc351377042]2.5	测量仪器
这类设备包括标准电场发生器和信号发生器等。
[bookmark: _Toc286843000][bookmark: _Toc286844084][bookmark: _Toc286844559][bookmark: _Toc351377043]2.6	接收机
由于航海和导航安全性的缘固，或为天文/空间的无线电通信服务（按照无线电波法，这些应用都应该通报韩国主管部门）而采用的接收机不在此类之列。


[bookmark: _Toc286843001][bookmark: _Toc286844085][bookmark: _Toc286844560][bookmark: _Toc351377044]2.7	用于将公用无线电服务或广播服务转接入无线电传播盲区的无线电设备
表21
	应用
	频率
	功率限值
	备注

	将公用无线电通信服务或广播服务转接入室内无线电传播盲区
	指配给对应服务站（广播、固定或基站）的频率
	10 mW/MHz
	未经通信服务提供者同意，不能安装此类无线电设备。频谱与技术准则应该与为特定服务用的无线电设备的相同

	为将已获准的服务扩展到隧道或地下空间或为了转接卫星广播服务的无线中继器
	指配给对应服务站的频率
	10 mV/m，在10 m处
	仅一个方向




[bookmark: _Toc286844086][bookmark: _Toc286844561][bookmark: _Toc351377045]附件2的
附录6

（巴西联邦共和国）

巴西关于对辐射受限无线电通信设备[footnoteRef:4]
辐射的管理规定 [4:   在巴西，短距离设备(SRD)被称为“辐射受限的无线电通信设备”。] 

[bookmark: _Toc286843002][bookmark: _Toc286844087][bookmark: _Toc286844562][bookmark: _Toc351377046]1	引言
2008年，巴西国家电信总局（Anatel）颁布了按照2008年7月的第506号决议批准的对限制无线电通信设备的管理规定。该管理规定制定了辐射受限设备[footnoteRef:5]的特性，并建立了使用无线电平率的条件，从而能够在没有无线电站运营许可证的情况下、或没有授权的情况下使用无线电平率。 [5:   该管理规定可在巴西国家电信总局(Anatel)的官方网站找到(http://www.anatel.gov.br)。] 

[bookmark: _Toc286843003][bookmark: _Toc286844088][bookmark: _Toc286844563][bookmark: _Toc351377047]

2	定义
为了阐述有关限制无线电通信设备辐射的管理规定，应利用下述的定义和概念：
助听设备指能为有缺陷的人或人们提供助听的任何设备。这类设备应该用于教育院校的听力培训、公共场合如教堂、剧院或音乐厅的助听，以及对在其他地方的有缺陷个人提供的专门助听；
医疗遥测设备用于将人或动物的医疗现象的测量信息，发送到某个限制区域内的接收机的设备；
周期性运行设备指按照本管理规定而设定的、其传输间隔时间和寂静周期以不连续方式工作的设备；
电磁场干扰发射感应器是指这样的任何一种设备，即在其附近建立起一种无线电平率场，并对其工作范围内、因活动的人或动物及任何目标的移动而导致的该无线电平率场的变化进行检测；
无线电通信信号封闭设备使通信用的无线电平率或特定频带无效的设备；
电缆定位设备用来不定期地对埋于地下的电缆、线路、管道和类似部件或结构进行定位的设备；
辐射受限的无线电通信设备这一术语泛指将无线电平率用于各种应用的设备、装置或部件，辐射受限是指在各种应用中对应的发射产生电磁场，其场强应该保持在本管理规定所设置的限值以内。接下来，本管理规定可能规定最大传输功率或功率密度电平以取代强度；
通用无线电通信设备能双向发送话音通信信号的便携式部件；
扩展频谱是一种将已发送信号的平均能量，在某个显著比包含该信息的带宽要宽的带宽上加以扩展的技术。采用这一技术的系统，利用小功率密度补偿并达到了利用较宽传输带宽的目的，而且在拒绝来自同一频带工作的其他系统的干扰方面还做了改善；
有害干扰使通信阻塞、严重降低质量或反复中断的任何发射、辐射或感应；
无绳话筒由集成了发射机与接收机的话筒组成的系统，用户可以自由运动而不受物理传输媒介（缆线）施加的限制；
数字调制载波的特性（频率、相位。幅度或组合）按照数字信号（由编码脉冲组成或从量化信息衍生的状态）变化的过程；
跳频跳频是按照信道的伪随机序列、通过每秒钟对中心传输频率进行若干次变化而使能量扩展的一种技术。这种序列是重复使用的，从而发射机就连续地循环已变换信道的相同序列；


直接序列是经过把通常为数字的信号信息，与一个高速二进制序列组合起来的方式，对载频进行调制的技术。该二进制码（由系统连续循环的一种固定长度的伪随机数位序列）控制调制功能，并且是发送信号扩宽的直接原因；
伪随机序列用一个随机序列和一个非随机序列的属性、在相同时间定义的二进制数据流；
无线接入系统包括无线本地接入网，是表示在本地无线网（要求高传输速率、如至少6 Mbit/s）内的各种应用中采用的、符合本管理规定设置的频带和功率电平的设备、装置或部件的术语；
周边保护系统是指一种电磁场干扰发射检测器，即用无线电平率线作为辐射源，并将其安装在该系统能检测出防护区域内移动情况的地方；
无线（PABX）专用自动小交换机系统是由连接到专用自动小交换机（PABX）的基站和与基站直接通信的移动终端单元组成的系统。基站接收来自移动终端单元的传输信息并转送给专用自动小交换机；
室内声音系统为替代用有线将声源连接到扬声器的方式，而由发射机、接收机与扬声器组装在一起的系统；
无绳电话系统由两种具有收发功能的系统和设备组成的系统，一种是与公用交换电话网连接的基站，另一种是直接与基站通信的移动单元。基站接收到移动单元的传输信息并转发给固定交换电话业务（FSTS）网。从公用电话交换网（PSTN）接收到的信息由基站发送给移动单元；
远距离指挥是指利用电信网传输无线电信号以便启动、修改或结束远端设备的功能；
遥测利用电信网自动指示或记录远距测量设备地方的测量结果。
[bookmark: _Toc286843004][bookmark: _Toc286844089][bookmark: _Toc286844564][bookmark: _Toc351377048]3	一般条件
按照巴西国家电信总局第506号决议规定的、与辐射受限设备相联系的无线电站，其使用和运行均免除许可证的要求。当无线电通信的运行是按照电信服务条款规定时，电信服务的提供者要遵守1998年11月25日、巴西国家电信总局的第73号决议批准的电信服务管理规定。
与辐射受限相联系的无线电通信站，在次要基础上运行，其意思是，这样的站应接受由任何其他无线电通信站产生的有害干扰，而且不应该对在主要基础上运行的任何系统产生有害干扰。对在主要基础上运行的任何系统产生了有害干扰的辐射受限设备，应立即停止运行直到排除了干扰原因。


按照第506决议规定的条款运行的辐射受限设备，应按照条款强制承担巴西国家电信总局颁布或批准的鉴定。该鉴定应包括施加给该设备的限制辐射的状况，以及在确定距离内可允许的最大场强，和在设备使用期间允许的天线类型。另一方面，该鉴定还应规定出有场强地方的最大发送功率和功率密度电平。
辐射受限设备应在显著位置贴有永久性标签，上写“本设备在次要基础上运行，因此必须接受包括同一类型站的有害干扰，并对在主要基础上运行的系统不会产生有害干扰”。如果设备小或其结构不可能将这一说明贴在上面，那么设备制造厂家应将其写入提供给用户的产品使用手册的显著位置。
另外，第506号决议也明显阐述了例外情况即，所有辐射受限设备应确保除了辐射受限设备本身之外，不能使用天线。应考虑采用一种内置于辐射受限设备的天线（永久性置入）以符合要求。禁止使用标准的天线插孔或电气插头。
[bookmark: _Toc286843005][bookmark: _Toc286844090][bookmark: _Toc286844565][bookmark: _Toc351377049]4	受限频带
在表25所列的频带内禁止使用辐射受限设备。这些频带应该允许来自辐射受限设备（在另外频带工作）的杂散发射。
表22
受限频带*
	（MHz）
	（MHz）
	（MHz）
	（GHz）

	0.090-0.110
	13.36-13.41
	399.9-410
	5.35-5.46

	0.495-0.505
	16.42-16.423
	608-614
	6.65-6.6752

	2.1735-2.1905
	16.69475-16.69525
	952-1215
	8.025-8.5

	4.125-4.128
	16.80425-16.80475
	1 300-1 427
	9.0-9.2

	4.17725-4.17775
	21.87-21.924
	1 435-1 646.5
	9.3-9.5

	4.20725-4.20775
	23.2-23.35
	1 660-1 710
	10.6-11.7

	6.215-6.218
	25.5-25.67
	1 718.8-1 722.2
	12.2-12.7

	6.26775-6.26825
	37.5-38.25
	2 200-2 300
	13.25-13.4

	6.31175-6.31225
	73-74.6
	2 483.5-2 500
	14.47-14.5

	8.291-8.294
	74.8-75.2
	2 655-2 900
	15.35-16.2

	8.362-8.366
	108-138
	3 260-3 267
	20.2-21.26

	8.37625-8.38675
	149.9-150.05
	3 332-3 339
	22.01-23.12

	8.41425-8.41475
	156.52475-156.52525
	3 345.8-3 352.5
	23.6-24.0

	12.29-12.293
	156.7-156.9
	4 200-4 400
	31.2-31.8

	12.51975-12.52025
	242.95-243
	4 800-5 150
	36.43-36.5

	12.57675-12.57725
	322-335.4
	
	38.6以上

	*	作为例外，如果医疗植入通信系统（MICS）符合巴西国家电信总局第506号决议的条款，则可授权这种系统在402 MHz至405 MHz频带内运行。



[bookmark: _Toc286843006][bookmark: _Toc286844091][bookmark: _Toc286844566][bookmark: _Toc351377050]5	一般发射限值
另外，巴西国家电信总局的第506号决议明显指出的例外是，发射受限设备的发射，不应该大于表26规定的场强电平。
表23
一般发射限值
	频率
（MHz）
	场强 
（V/m）
	测量距离 
（m）

	0.009-0.490
	2 400/f（kHz）
	300

	0.490-1.705
	24 000/f（kHz）
	30

	1.705-30.0
	30
	30

	30-88
	100
	3

	88-216
	150
	3

	216-960
	200
	3

	960以上
	500
	3



只有在巴西国家电信总局第506号决议规定的特定条件下，发射受限设备才能在54-72 MHz、76-88 MHz、174-216 MHz和470-806 MHz频带内工作。
在26.96-27.28 MHz和 49.82-49.90 MHz频带内工作的发射受限设备的场强不应超过：
–	距离载频发射体3 m处，10 000（V/m）/m； 
–	距离发射体3 m处，500（V/m）/m。（发射出现在频带外包括谐波频率，高于载频10 kHz的任何频率）。
在40.66-40.70 MHz频带工作的发射受限设备在距离发射体3 m处的场强不应超过1 000 （V/m）/m。
距离发射受限设备（在902-907.5 MHz、9 15-928 MHz、2 400-2 483.5 MHz、5 725-5 875 MHz和24.00-24.25 GHz频带内运行）3 m处的平均电场强度限值，不应超过表26规定的电平。任何发射的峰值场强不应超过20 dB的平均电平。出现在规定频带外的所有发射（谐波除外），应该加以衰减，最小是基本规定以下50 dB，或按照表27规定的一般发射限值，取其中较小值。
发射受限设备，可以通过将发射功率限制为10 mW（e.i.r.p.）的方法，在室内采用433-435 MHz无线频带。


表24
在902-907.5 MHz、915-928 MHz、2 400-2 483.5 MHz、5 725-5 875 MHz和
24.00 -24.25 GHz频带内运行的设备的场强限值
	基本频率
	基本频率的场强 
（V/m）
	谐波的场强 
（V/m）

	902-907.5 MHz
	50
	500

	915-928 MHz
	50
	500

	2 400-2 483.5 MHz
	50
	500

	5 725-5 875 MHz
	50
	500

	24.00-24.25 GHz
	250
	2 500



[bookmark: _Toc286843007][bookmark: _Toc286844092][bookmark: _Toc286844567][bookmark: _Toc351377051]6	一般限值的例外项或排除项
表28包含了巴西规定的一般限值中的例外项或排除项。另外，在特定条件下，远距离指挥系统能够在一些特定频带中运行，这些频带是26 MHz、27 MHz、50 MHz、71 MHz和
75 MHz。
表25
一般限值中的例外项或排除项
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	40.66-40.7 MHz
	间歇控制信号
	2 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	1 000 µV/m，在3 m处
	A或Q

	
	任意 
	1 000 µV/m，在3 m处
	Q

	
	周边保护系统
	500 µV/m，在3 m处
	A

	54-70 MHz
	排除的非居住区周边保护系统
	100 µV/m，在3 m处
	Q

	
	无线话筒
	50 mW
	

	
	遥测设备
	50 mW
	

	70-72 MHz
	间歇控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	
	非居住区周边保护系统
	100 µV/m，在3 m
	Q

	
	无线话筒
	50 mW
	

	72-73 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	74.6-74.8 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m
	A或Q


表25（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	75.2-76 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	76-88 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	
	非居住区周边保护系统
	100 µV/m，在3 m处
	Q

	
	无线话筒
	50 mW
	

	88-108 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	
	无线话筒
	250 mW
	

	121.94-123 MHz
	间歇性控制信号
	1 250 µV/m，在3 m处
	A或Q

	
	周期性传输
	500 µV/m，在3 m处
	A或Q

	138-149.9 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	150.05-156.52475 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	156.52525-156.7 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	156.9-162.0125 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	167.17-167.72 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	173.2-174 MHz
	间歇性控制信号
	（625/11）  f（MHz） − 
（67 500/11） µV/m，在3 m处
	A或Q

	
	周期性传输
	（250/11）  f（MHz） − 
（27 000/11） µV/m，在3 m处
	A或Q

	174-216 MHz
	间歇性控制信号
	3 750 µV/m，在3 m处
	A或Q

	
	周期性传输
	1 500 µV/m，在3 m处
	A或Q

	
	无线话筒
	50 mW
	


表25（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	216-225 MHz
	间歇性控制信号
	3 750 µV/m，在3 m处
	A或Q

	
	周期性传输
	1 500 µV/m，在3 m处
	A或Q

	225-240 MHz
	间歇性控制信号
	3 750 µV/m，在3 m处
	A或Q

	
	周期性传输
	1 500 µV/m，在3 m处
	A或Q

	
	室内声音系统
	580 000 µV/m，在3 m处
	

	240-242.95 MHz
	室内声音系统
	580 000 µV/m，在3 m处
	

	243-270 MHz
	室内声音系统
	580 000 µV/m，在3 m处
	

	285-322 MHz
	间歇性控制信号
	（125/3）  f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q

	335.4-399.9 MHz
	间歇性控制信号
	（125/3）  f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q

	402-405 MHz
	医疗植入通信系统
（MICS）
	25 µW （e.i.r.p.） 每300 kHz带宽 
	

	410-462.53 MHz
	间歇性控制信号
	（125/3）  f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q

	433-435 MHz
	间歇性控制信号
	（125/3） f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz）−
（8 500/3） µV/m，在3 m处
	A或Q

	
	任意
	10 mW（e.i.r.p.）
	

	462.53-462.74 MHz
	间歇性控制信号
	（125/3） f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3） f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q

	
	通用无线电设备
	500 mW（e.r.p.）
	

	462.74-467.53 MHz
	间歇性控制信号
	（125/3） f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q


表25（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	467-53-467.74 MHz
	间歇性控制信号
	（125/3）  f（MHz） − 
（21 250/3） µV/m，在3 m处
	A或Q

	
	周期性传输
	（50/3）  f（MHz） − 
（8 500/3） µV/m，在3 m处
	A或Q

	
	通用无线电设备
	500 mW （e.r.p.）
	

	470-512 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	无线话筒
	250 mW
	

	512-566 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	医院用生物医学遥测设备
	200 µV/m，在3 m处
	Q

	
	无线话筒
	250 mW
	

	566-608 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	无线话筒
	250 mW
	

	614-806 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	无线话筒
	250 mW
	

	806-864 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	864-868 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	无线 PABX 系统
	250 mW
	

	868-890 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	890-902 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	用于测量材料特性的信号
	500 µV/m，在30 m处
	A

	902-907.5 MHz
	用于测量材料特性的信号
	500 µV/m，在30 m处
	A

	
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q



表25（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	915-928 MHz
	用于测量材料特性的信号
	500 µV/m，在3 m处
	A

	
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	928-940 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	
	用于测量材料特性的信号
	500 µV/m，在30 m处
	A

	940-944 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	944-948 MHz
	间歇性控制信号
	12 500µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m 在3 m处
	A或Q

	
	无线 PABX系统 
	250 mW
	

	948-960 MHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A或Q

	
	周期性传输
	5 000 µV/m，在3 m处
	A或Q

	1.24-1.3 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.427-1.435 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.6265-1.6455 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.6465-1.66 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.71-1.7188 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.7222-2.2 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	1.91-1.93 GHz
	无线 PABX 系统
	250 mW
	

	2.3-2.31 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	2.39-2.4 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	2.4-2.4835 GHz
	扩展频谱或OFDM 发射机
	1 W e.i.r.p.(1)
	

	2.5-2.655 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A


表25（续）
	频带
	应用类型
	发射限值
	检测器
A - 平均值
Q - 准峰值

	2.9-3.26 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	3.267-3.332 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	3.339-3.3458 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	3.358-3.6 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	4.4-4.5 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	5.15-5.25 GHz
	室内无线局域网
	200 mW e.i.r.p.
	A

	5.25-5.35 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	
	室内无线局域网
	200 mW e.i.r.p.
	A

	5.46-5.47 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	5.47-5.725 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	
	无线局域网
	1 W e.i.r.p.
	A

	5.875-7.25 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	7.75-8.025 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	8.5-9 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	9.2-9.3 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	9.5-10.5 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	10.5-10.55 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	10.55-10.6 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	12.7-13.25 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	13.4-14.47 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A


表25（完）
	频带
	应用类型
	发射限值
	检测器
A - 平均值 
Q - 准峰值

	14.5-15.35 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	16.2-17.7 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	19.156-19.635 GHz
	任何 P-MP无线电系统
	100 mW 输出功率
	

	21.4-22.01 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	23.12-23.6 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	24.25-31.2 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	31.8-36.43 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	36.5-38.6 GHz
	间歇性控制信号
	12 500 µV/m，在3 m处
	A

	
	周期性传输
	5 000 µV/m，在3 m处
	A

	46.7-46.9 GHz
	车载场干扰检测器
	变化(2)
	

	76-77 GHz
	车载场干扰检测器
	变化(1)
	

	(1)	在人口超过500 000城市使用时限定为400 mW e.i.r.p.。
(2)	参见巴西电信总局官方网站（http://www.anatel.gov.br）的关于发射受限无线电通信设备的管理规定。



[bookmark: _Toc286843008][bookmark: _Toc286844093][bookmark: _Toc286844568][bookmark: _Toc351377052]7	鉴定与授权程序
根据2000年11月由巴西国家电信总局的第242号决议批准的、有关电信产品鉴定和授权的规定，建立起了关于电信产品鉴定和授权的一般规则与程序，包括电信产品的一致性（与巴西国家电信总局颁布和采用的技术规定相一致）评估，以及有关电信产品授权的要求等。
[bookmark: _Toc286843009][bookmark: _Toc286844094][bookmark: _Toc286844569][bookmark: _Toc351377053]7.1	授权的有效性和程序
按照巴西国家电信总局颁布的管理规定，对给定产品进行一致性评估的过程，构成了整个过程的初始阶段，其目的在于获得该产品的授权。为了商业化和使用的目的，在巴西国内要按照下列三种产品分类，颁发授权文件：
−	I类：电信产品意思是，为接入各种各样的电信服务而广泛使用的终端设备；
−	II类：电信产品不包括I类产品所定义的设备，但是这类产品能用电场频谱传输信号，这类设备包括天线和在特定的管理规定中、作为发射受限的无线电通信设备而划分的那些产品；
–	III类：电信产品任何产品，或不包括I类和II类产品所定义的设备，就管理规定而言，对这类产品的要求是：
a)	保证支持电信服务网络的互操作性；
b)	保证支持电信服务网络的可靠性；或
c)	保证电磁兼容和电气安全。
[bookmark: _GoBack]为了在巴西国家电信总局之前对一致性评估做一论证，相关方在了解授权所要求的任务，和需要采用的管理规定的同时，必须提交下列之一份文件：
−	一致性声明；
−	一致性声明附带测试报告；
−	定型测试基础上的一致性鉴定；
−	特定产品的测试和周期性评估基础上的一致性鉴定；或
−	一致性鉴定附带质量系统评估。
一致性声明是用于家庭制作产品的一致性评估文件，这类产品旨在个人使用并不会得到授权在巴西国内商品化。
一致性声明附带测试报告是例外情况下采用的一致性评估文件，这种例外情况是，指定的鉴定单位花了三个月以上的时间开始和完成发放一致性鉴定的过程，还不包括完成测试所需的周期，其结果是巴西国家电信总局应考虑指导必要的一致性评估。当没有指定且无称职的鉴定单位情况下，就应该采用这一规定区指导一致性评估。
定型测试基础上的一致性鉴定，是用于III类电信产品的一致性评估鉴定文件。
特定产品的测试和周期性评估基础上的一致性鉴定是用于II类电信产品的一致性评估鉴定文件。
一致性鉴定附带质量系统评估，是用于I类电信产品的一致性评估鉴定文件。
[bookmark: _Toc286843010][bookmark: _Toc286844095][bookmark: _Toc286844570][bookmark: _Toc351377054]7.2	授权
为获得由巴西国家电信总局所要求的特定产品的授权，以下各方被定义为关注方或有责任方，并被认为是合法单位：
−	产品制造厂家；
−	巴西内的产品提供者；
−	申请个人用电信产品授权的自然人或法人。


如果关注方是自然人，则这种人必须具备全部法律能力，另一方面，若这样的一方是法人，那就必须按照巴西法律合法地设立。关注产品授权的外国法人，在巴西必须设有合法的商业代表机构，并且有能力承担在巴西领土内、有关这种产品商业化和与消费者服务相关的全部责任。
产品授权申请书必须具有下列文件：
−	论证产品一致性的一致性鉴定或声明；
−	交费证明；
−	用葡萄牙文编写的产品用户手册；
−	关注方的注册表应由自己亲自完成；
−	关注方是按照巴西法律合法设立的机构的证明，或它已经在巴西设立了商业代表处的证明，并且允许这样的机构在巴西境内承担产品质量、供货和任何有关的技术帮助等方面的责任。
出现下述情况，巴西国家电信总局应拒绝产品授权：当发现一致性鉴定或一致性声明的文件无效时；一致性鉴定书是由未指定的鉴定单位颁发的；一致性鉴定书是由指定的鉴定单位颁发的，但是对该单位的指定已被终止或撤销；一致性鉴定或声明的文件是按照管理规定颁布的，但是其中有些对产品有用、目前在国内仍然有效的管理规定被忽略了。
在下述两种情况下，第三方不能通过一致性鉴定而获得产品授权：仅仅是在工厂生产出了产品但未经评测，特别是对那些要求一致性鉴定附带质量系统评估的产品；产品提供商在巴西境内发售产品但未申请授权，这样的情况将危害管理规定职能的效力。
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阿联酋关于使用短距离无线电设备和
准许使用小功率设备的管理规定
1.1	在次要基础上允许使用短距离设备：短距离无线电通信设备（SRD）被用做电信应用的固定站和移动站，以及在工业、科学和医疗（ISM）应用中作为ISM设备。短距离无线电通信设备用于诸多领域，所以一般将其归类为非特定一类，这样就允许将其用于各个方面，如汽车无钥进入、玩具遥控、蓝牙等。
1.2	授权机构要求按照产品定型的规定对短距离无线电通信设备进行注册，而且按照分类授权就允许使用短距离设备和ISM设备，所以无需频率授权。
1.3	使用小功率无线设备要求频率授权。


1.4	可以将无线电设备看做是短距离设备、小功率无线设备，否则，按照以下准则判断：
1.4.1	短距离设备（SRD）：如果满足本管理规定的表29的技术条件，则为短距离设备（SRD）。
1.4.2	小功率无线电设备（LPWE）：如果满足本管理规定的表30的技术条件，则为小功率无线电设备（LPWE）。对小功率无线设备用的频谱应收取费用。
1.4.3	对于不在规定频带内的任何无线电设备，或辐射功率超过本管理规定所设定的最大辐射功率准则的无线电设备，将像任何其他固定或移动站一样对待。对固定或移动站服务均收取频谱费用。
表26
短距离设备的技术条件
使用SRD应符合下列技术条件
	频带
	最大辐射功率
或磁场强度
	应用说明

	9-315 kHz
	30 dB（µA/m），在10 m处
	非特定

	9.0-59.75 kHz
	72 dB（A/m），在10 m处
	非特定

	59.750-60.250 kHz
	42 dB（A/m），在10 m处
	非特定

	60.250-70.000 kHz
	69 dB（µA/m），在10 m处
	非特定

	70-119 kHz
	42 dB（A/m），在10 m处
	非特定

	119-135 kHz
	66 dB（µA/m），在10 m处
	非特定

	135-140 kHz
	42 dB（A/m），在10 m处
	非特定

	140-148.5 kHz
	37.7 dB（µA/m），在10 m处
	非特定

	148.5 kHz − 5 MHz
	−15 dB （µA/m），在10 m处
	非特定

	400-600 kHz
	−8 dB（µA/m），在10 m处
	非特定

	315-600 kHz
	−5 dB（µA/m），在10 m处
	非特定

	3 155-3 195 kHz
	13.5 dB（µA/m），在10 m处
	无线助听

	3 195-3 400 kHz
	13.5 dB（µA/m），在10 m处
	非特定

	5-30 MHz
	−20 dB（µA/m），在10 m处
	非特定

	6 765-6 795 kHz
	42 dB（A/m），在10 m处
	非特定

	7 400-8 800 kHz
	9 dB（µA/m），在10 m处
	非特定

	10.2-11.0 MHz
	9 dB（µA/m），在10 m处
	非特定

	11.1-20 MHz
	−7 dB（µA/m），在10 m处
	非特定

	13.553-13.567 MHz
	60 dB（µA/m），在10 m处
	仅为射频识别（RFID） 和EAS 

	26.957-27.283 MHz
	42 dB（A/m），在10 m处
	非特定

	29.7-47.0 MHz
	10 mW
	非特定

	30-37.5 MHz
	1 mW
	非特定

	40.66-40.7 MHz
	10 mW
	非特定

	87.5-108 MHz
	50 nW
	自动发射机设备

	169.4-174.0 MHz
	10 mW
	非特定

	174.0-216.0 MHz
	50 mW
	非特定

	312-315 MHz
	50 mW
	汽车无钥进入系统



表26（完）
	频带
	最大辐射功率
或磁场强度
	应用说明

	401-402 MHz
405-406 MHz
	25 W

	用于话筒

	402-405 MHz
	25 W
	用于医用设备

	433.050-434.790 MHz
	50 mW
	非特定

	863.0-870.0 MHz
	50 mW
	非特定

	870.0-875.4 MHz
	10 mW
	非特定

	2 400-2 500 MHz
	100 mW
	非特定

	5 725-5 875 MHz
	50 mW
	非特定

	9 200-9 975 MHz
	25 mW
	非特定

	13.4-14.0 GHz
	25 mW
	非特定

	17.1-17.3 GHz
24.00-24.25 GHz
61.0-61.5 GHz
122-123 GHz
244-246 GHz
	100 mW




	非特定

	4.5-7.0 GHz
8.5-10.6 GHz
24.05-27.0 GHz
57.0-64.0 GHz
75.0-85.0 GHz
	24 dBm e.i.r.p.
30 dBm e.i.r.p.
43 dBm e.i.r.p.
43 dBm e.i.r.p.
43 dBm e.i.r.p.
	仅用于储藏容器水准探测雷达

	76-77 GHz
	55 dBm 峰值
50 dBm平均值
23.5 dBm 平均功率
	仅用于脉冲调制雷达



表27
小功率无线电设备的技术条件
使用LPWE设备应采用下列技术条件
	频带
	最大辐射功率
或磁场强度
	应用说明

	433.050-434.790 MHz
	100 mW
	非特定

	470-790 MHz
	10 mW/100 mW/1 W
	电场量

	863.0-870.0 MHz
	100 mW
	非特定

	2 400-2 500 MHz
	100-200 mW
	非特定

	5 725-5 875 MHz
	50-200 mW
	非特定

	注 1 – 阿联酋（UAE）不允许在880-960 MHz频段使用SRD。




[bookmark: _Toc277324652][bookmark: _Toc286844097][bookmark: _Toc286844572][bookmark: _Toc351377056]附件2的
附录8

区域通信共同体国家SRD的技术参数和频谱使用
下述各表提交的信息反映的是区域通信共同体国家目前使用SRD的情况。
表28
亚美尼亚（共和国）的SRD技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备

	6 765-6 795 kHz
	在用

	13.559-13.567 MHz
	在用

	26.957-27.283 MHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。
e.r.p.的最大值为10 mW

	40.66-40.70 MHz
	e.r.p.的最大值为10 mW

	138.20-138.45 MHz
	此频段不适于使用SRD

	433.05-434.79 MHz
	433.05-434.79 MHz可供最大发射功率为5 mW的低功率汽车告警系统和最大发射功率为10 mW的低功率数据传输系统使用。
低功率无线电台及处理和传输条形码信息的装置在使用433.075-
434.79 MHz频段时发射功率被限制为10 mW。

	868-870 MHz
	在用

	2 400.0-2 483.5 MHz
	在用

	5 725-5 875 MHz
	e.r.p.的最大值为25 mW

	24.00-24.25 GHz
	e.r.p.的最大值为10 mW

	铁路应用

	4 510-4 520 kHz
	在用

	27.957-27.283 MHz
	铁路的自动识别装置使用被限制在27.095 MHz。

	863-868 MHz
	在用

	2 400-2 483.5 MHz
	自动识别装置的使用被限制在2 400-2 420 MHz和2 446-2 454 MHz。

	公路运输和交通信息管理

	5 725-5 875 MHz
	信息管理装置的使用被限制在5 795-5 805 MHz和5 805-5 815 MHz。

	63-64 GHz
	在用

	76-77 GHz
	在用



表28（续）
	频段
	主要技术参数和说明

	模型控制

	26.957-27.283 MHz
	在用

	28.0-28.2 MHz
	有效辐射功率最高为1 W。
SRD将该频段用于信号控制（空中、水上及水下等）。

	30-37.5 MHz
	该子频段被限制在34.995-35.225 MHz。

	40.66-40.70 MHz
	有效辐射功率最高为1 W 
SRD将该频段用于信号控制（空中、水上及水下等）。

	无线麦克风 

	66-74 MHz
	“Karaoke”类无线电麦克风的最大发射功率为10 mW。

	87.5-92 MHz
	“Karaoke”类无线电麦克风的最大发射功率为10 mW。

	100-108 MHz
	“Karaoke”类无线电麦克风的最大发射功率为10 mW。

	151-230 MHz
	音乐会麦克风所用频率为165.70 MHz、166.10 MHz、166.50 MHz和167.15 MHz。最大发射功率为20 mW。
151-162.7 MHz、163.2-168.5 MHz和174-230 MHz子频段的部分频率可为其它类型的无线电麦克风使用。最大发射功率为5 mW。

	174-216 MHz
	此子频段不适于SRD使用。

	470-638 MHz
	部分频率可供低功率音乐会无线电麦克风使用，其最大发射功率为
5 mW ，但不得对电视信号的接收造成有害干扰。 

	710-726 MHz
	部分频率可供音乐会无线电麦克风使用，其最大发射功率为5 mW ，但不得对电视信号接收造成有害干扰。

	1 795-1 800 MHz
	在用

	射频识别（RFID）应用

	433.05-434.79 MHz
	在用

	863-868 MHz
	在用

	2 400-2 483.5 MHz
	在用

	无线音频应用

	87.5-92 MHz
	在用

	100-108 MHz
	在用

	863-868 MHz
	被限制于863-865 MHz子频段。

	1 795-1 800 MHz
	在用

	感应应用 

	9-135 kHz
	在用

	6 765-6 795 kHz
	在用

	7 400-8 800 kHz
	在用



表28（完）
	频段
	主要技术参数和说明

	感应应用

	13.559-13.567 MHz
	在用

	26.957-27.283 MHz 
	在用

	医疗保健方面的无线应用

	315-600 kHz
	在用

	3 155-3 400 kHz
	用于低功率的无线听力装置。

	33.2-48.5 MHz
	在固定频率上供听力受损人员使用的听力和语音培训无线电装置。最大发射功率为10 mW。

	57-57.5 MHz
	在固定频率上供听力受损人员使用的听力和语音培训无线电装置。最大发射功率为10 mW。

	402-405 MHz
	在用

	用于探测雪崩受难人员的应用

	315-600 kHz
	SRD仅能用于雪崩遇难人员的探测。
中心频率为457 kHz。

	无线电判定应用 

	2 400-2 483.5 MHz
	在用

	9 200-9 975 MHz
	在用

	10.5-10.6 GHz
	在用

	13.4-14 GHz
	在用

	24.00-24.25 GHz
	在用

	告警

	26 945 kHz
	该频率可由安全告警系统使用。最大发射功率为2 W。

	26 957-27 283 kHz
	26 960 kHz频率可供安全告警系统使用。
最大发射功率为2 W。

	149.95-150.06 MHz
	在用

	433.050-434.79 MHz
	433.05-434.79 MHz可供低功率汽车告警系统使用，其最大发射功率为5mW。
低功率信息处理传输系统的发射功率被限制在10 mW。

	868-870 MHz
	在用

	无线局域网

	2 400-2 483.5 MHz
	最大发射功率为100 mW。

	5 150-5 250 MHz
	在用

	17.1-17.3 GHz
	此频段不适合SRD使用。

	监测装置

	457 kHz
	此频率不适合SRD使用。



表29
白俄罗斯（共和国）SRD的技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备

	6 765-6 795 kHz
	10 m处的最大磁场强度为+42 dBμA/m。

	13.553-13.567 MHz
	10 m处的最大磁场强度为+42 dBμA/m。

	26.957-27.283 MHz
	10 m处的最大磁场强度为+42 dBμA/m。
最大有效辐射功率为10 mW

	38.7-39.23 MHz
	最大有效辐射功率为10 mW
本频段已根据IEEE 802.11b/n （Wi-Fi）规范纳入海关同盟SRD设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）。

	40.660-40.700 MHz
	最大有效辐射功率10 mW。

	138.20-138.45 MHz
	最大有效辐射功率为10 mW，占空因子小于1.0%。

	433.050-434.790 MHz
	最大有效辐射功率为10 mW，占空因子小于10%。
最大有效辐射功率为1 mW，占空因子最高为100%。
针对带宽大于250 kHz的宽带调制，功率密度被限制在
 –13 dBmV/10 kHz。

	434.040-434.790 MHz
	最大有效辐射功率为10 mW，占空因子最高为100%，频道间隔最高为25 kHz。

	868.0-868.6 MHz
	最大有效辐射功率为25 mW，占空因子最高为1%。

	868.7-869.2 MHz
	最大有效辐射功率为25 mW，占空因子最高为1%。

	869.7-870.0 MHz
	最大有效辐射功率为5 mW，占空因子最高为100%。 

	2 400.0-2 483.5 MHz
	最大等效全向辐射功率为10 mW。

	宽带数据传输系统

	2 400.0-2 483.5 MHz
	最大等效全向辐射功率为100 mW，允许将SRD（蓝牙）用于室内和室外应用。 
本频段依据IEEE 802.15（蓝牙）规范被列入海关同盟SRD设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）。 

	2 400.0-2 483.5 MHz
	最大等效全向辐射功率为100 mW。可将SRD（Wi-Fi）用于室内应用。
对于FHSS以外的宽带调制，最大等效全向辐射功率密度被限制在10 mW/MHz。
本频段依据IEEE 802.11b/n （Wi-Fi）被列入海关同盟SRD设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）。

	2 400.0-2 483.5 MHz
	最大等效全向辐射功率为500 mW。可将SRD（Wi-Fi）用于室外应用。
需要单独的牌照。

	5 150-5 350 MHz
	最大等效全向辐射功率为200 mW。限于室内使用。
最大等效全向辐射功率密度为10 mW/MHz。

	5 470-5 725 MHz
	最大等效全向辐射功率为1W。限室外使用。
最大等效全向辐射功率密度为50 mW/MHz。
需要单独的牌照。

	5 650-5 725 MHz
	最大等效全向辐射功率为200 mW。 
最大等效全向辐射功率密度为50 mW/MHz。



表29（续）
	频段
	主要技术参数和说明

	铁路应用 

	865 MHz, 867 MHz, 
869 MHz
	最大等效全向辐射功率为2 W，频道间隔最高为200 kHz。

	公路运输和交通信息管理 

	5 797.5 MHz
5 802.5 MHz
5 807.5 MHz
5 812.5 MHz
	最大等效全向辐射功率为2 W。
需要单独的牌照。

	76-77 GHz
	最大等效全向辐射功率为55 dBm（峰值）。

	无线电判定应用

	10.5-10.6 GHz
	最大等效全向辐射功率为100 mW。

	24.05-24.25 GHz
	最大等效全向辐射功率为100 mW。

	告警

	26.945 MHz
	最大发射功率为2 W。
此频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射机和2 W放射功率的遇险信号发射器。 

	26.960 MHz
	此频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射机和2 W放射功率的遇险信号发射器。

	433.05-434.79 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射机和5 W放射功率的遇险信号发射器。

	868-868.2 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射机和10 W放射功率的遇险信号发射器。

	模型控制

	28.0-28.2 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于1 W放射功率的SRD。

	40.66-40.70 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于1 W放射功率的SRD。

	无线电麦克风

	29.7- 230 MHz 
	230 MHz以下的部分子频段，108‑144 MHz、148-151 MHz、162.7-
163.2 MHz和168.5-174 MHz子频段除外，已被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于听力受损人员的听力和语音培训无线电设备。其输出功率不超过10 mW。

	66-74 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于“Karaoke ”类型的无线电麦克风，其最大发射功率不超过10 mW。

	87.5-92 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于“Karaoke ”类型的无线电麦克风，其最大发射功率不超过10 mW。

	774-782 MHz
	最大有效辐射功率为50 mW。



表29（完）
	频段
	主要技术参数和说明

	视频识别（RFID）应用

	433.050-434.790 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为10 mW的SRD。

	865.7 MHz, 866.3 MHz, 866.9 MHz, 867.5 MHz
	最大等效全向辐射功率为2 W，频道间隔最高为200 kHz。

	监测应用

	457 kHz
	在10 m处的最大磁场强度为+7 dB（μA/m）。占空因子为0.1%。连续波，无调制。
此频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于搜索和救援受灾者。

	感应应用

	9-59.750 kHz
	在10 m处的最大磁场强度为+72 dB（μA/m）。

	59.750-60.250 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	60.250-70.000 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	70-119 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	119-135 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	135-140 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	140-148.5 kHz
	在10 m处的最大磁场强度为+37.7 dB（μA/m）。

	6765-6795 kHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。

	13.553-13.567 MHz
	在10 m处的最大磁场强度为+42 dB（μA/m）。
在10 m处的最大磁场强度为+60 dB（μA/m），仅用于RFID和EAS。 

	26.957-27.283 MHz 
	在10 m处的最大磁场强度为+42 dB（μA/m）。



表30
哈萨克斯坦（共和国）的SRD技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备

	38.7-39.23 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为1 W的SRD。

	40.660-40.700 MHz 
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为10m W的SRD。

	433.050-434.790 MHz 
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为10m W的SRD。

	863.933-864.045 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为2 W的SRD。



表30（续）
	频段
	主要技术参数和说明

	宽带数据传输系统

	2 400.0-2 483.5 MHz 
	本频段依据IEEE 802.15（蓝牙）和IEEE.802.11、802.11b、802.11n （Wi-Fi）规范被列入海关同盟设备清单，用于最大发射功率为100 mW的SRD。

	5 150-5 350 MHz 
	本频段依据IEEE 802.11a、IEEE.802.11n规范被列入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为100 m W的SRD。

	5 650-5 725 MHz
	本频段依据IEEE 802.11a、IEEE.802.11n规范被列入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为100 m W的SRD。

	告警

	26.945 MHz, 26.960 MHz
	这些频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射器和最大发射功率为2 W的遇险信号发射器。

	433.05- 434.79 MHz
	这些频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射器和最大发射功率为5m W的遇险信号发射器。

	868-868.2 MHz
	这些频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于入室盗窃告警发射器和最大发射功率为2 W的遇险信号发射器。

	模型控制

	28.0-28.2 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为1 W 的SRD。

	40.66-40.70 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为1 W 的SRD。

	无线电麦克风

	29.7-230 MHz 
	230 MHz以下的部分子频段，108‑144 MHz、148-151 MHz、162.7-
163.2 MHz和168.5-174 MHz子频段除外，已被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于听力受损人员的听力和语音培训的无线电设备。其输出功率不超过10 mW。

	66-74 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于“Karaoke ”类型的无线电麦克风，其最大发射功率不超过10 mW。

	87.5-92 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）用于“Karaoke ”类型的无线电麦克风，其最大发射功率不超过10 mW。



表30（完）
	频段
	主要技术参数和说明

	视频识别（RFID）应用

	13.553-13.567 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦）。

	433.050-434.790 MHz
	此频段被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于最大发射功率为10 W的SIRD。

	监测应用

	457 kHz 
	此频率被纳入海关同盟设备清单（白俄罗斯、哈萨克斯坦、俄罗斯联邦），用于遇难者的搜索与营救。



表31
吉尔吉斯共和国的SRD技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备 

	433.050-434.790 MHz 
	此频段不宜供SRD使用。

	863-870 MHz 
	此频段不宜供SRD使用。

	无线电判定应用

	4.5-7.0 GHz
	此频段不宜供SRD使用。

	8.5-10.6 GHz
	此频段不宜供SRD使用。

	告警

	169.4750-169.4875 MHz 
	此频段不宜供SRD使用。

	169.5875-169.6000 MHz 
	此频段不宜供SRD使用。

	868.6-868.7 MHz 
	此频段不宜供SRD使用。

	869.200-869.400 MHz 
	此频段不宜供SRD使用。

	869.650-869.700 MHz 
	此频段不宜供SRD使用。

	模型控制

	34.995-35.225 MHz 
	此频段不宜供SRD使用。

	无线电麦克风

	3 155-3 400 kHz
	最大发射功率为5 mW。

	29.7-47.0 MHz 
	此频段不宜供SRD使用。

	74.0-74.6 MHz
	最大发射功率为5mW。

	169.4-174.0 MHz 
	此频段不宜供SRD使用。

	470-862 MHz 
	此频段不宜供SRD使用。

	863-865 MHz 
	此频段不宜供SRD使用。

	视频识别（RFID）应用

	865.0-868 MHz 
	此频段不宜供SRD使用。


表31（完）
	频段
	主要技术参数和说明

	医疗保健中的无线应用

	9-315 kHz 
	此频段不宜供SRD使用。

	315-600 kHz 
	此频段不宜供SRD使用。

	30.0-37.5 MHz 
	此频段不宜供SRD使用。

	401-406 MHz 
	由于可能受到其它电台有害干扰的影响，不允许使用有源医疗植入设备。

	无线音频应用

	863-865 MHz
	此频段不宜供SRD使用。

	监控应用

	169.4-169.475 MHz 
	此频段不宜供SRD使用。

	感应设备

	148.5 kHz – 5 MHz 
	此频段不宜供SRD使用。

	400-600 kHz 
	此频段不宜供SRD使用。




表32
摩尔多瓦（共和国）的SRD技术参数和频谱使用
	频段
	主要技术参数和说明(1)

	非专用短程无线电设备

	6 765-6 795 kHz
	在用 

	13.553-13.567 MHz 
	在用 

	26.957-27.283 MHz 
	在用

	40.660-40.700 MHz 
	在用

	138.20-138.45 MHz 
	在用

	433.050-434.790 MHz 
	在用

	864-865 MHz
	在用

	2 400.0-2 483.5 MHz 
	在用

	5 725-5 875 MHz 
	在用

	24.00–24.25 GHz 
	在用

	61.0-61.5 GHz 
	在用

	122-123 GHz 
	在用

	244-246 GHz 
	在用



表32（续）
	频段
	主要技术参数和说明(1)

	宽带数据传输系统

	2 400.0-2 483.5 MHz 
	在用

	5 150-5 250 MHz 
	在用

	5 250-5 350 MHz
	在用

	5 470-5 725 MHz
	在用

	17.1-17.3 GHz 
	在用

	铁路应用

	4 234 kHz 
	在用

	4 516 kHz 
	在用

	11.1-16.0 MHz 
	在用

	27.095 MHz 
	在用

	2 446-2 454 MHz 
	在用

	5 795-5 815 MHz 
	在用

	63-64 GHz 
	在用

	76-77 GHz 
	在用

	无线电判定应用

	2 400.0-2 483.5 MHz
	在用

	4.5-7.0 GHz 
	在用

	8.5-10.6 GHz 
	在用

	9.2-9.5 GHz 
	在用

	9.5-9.975 GHz 
	在用

	10.5-10.6 GHz 
	在用

	13.4-14.0 GHz 
	在用

	17.1-17.3 GHz 
	在用

	24.05-27.0 GHz 
	在用

	57-64 GHz 
	在用

	75-85 GHz 
	在用

	告警

	169.4750-169.4875 MHz 
	在用

	169.5875-169.6000 MHz 
	在用

	868.6-868.7 MHz 
	在用

	869.200-869.400 MHz 
	在用

	869.650-869.700 MHz 
	在用



表32（续）
	频段
	主要技术参数和说明(1)

	模型控制

	26.995 MHz, 27.045 MHz, 27.095 MHz, 27.145 MHz, 27.195 MHz 
	在用

	34.995-35.225 MHz 
	在用

	40.665 MHz, 40.675 MHz, 40.685 MHz, 40.695 MHz 
	在用

	无线电麦克风

	29.7-47.0 MHz 
	在用

	169.4-174.0 MHz 
	在用

	173.965-174.015 MHz 
	在用

	174-216 MHz 
	在用

	470-862 MHz 
	在用

	863-865 MHz 
	在用

	1 785-1 800 MHz 
	在用

	医疗保健无线应用

	9-315 kHz 
	在用

	315-600 kHz 
	在用

	12.5-20.5 MHz 
	在用

	30.0-37.5 MHz 
	在用

	401-406 MHz 
	在用

	视频识别（RFID）应用

	865.0-868 MHz
	在用

	2 446-2 454 MHz 
	在用

	无线音频应用

	87.5-108.0 MHz 
	在用

	863-865 MHz
	在用

	1 795-1 800 MHz 
	在用

	监测应用

	457 kHz 
	在用

	169.4-169.475 MHz 
	在用



表32（完）
	频段
	主要技术参数和说明(1)

	感应应用

	9-148.5 kHz 
	在用

	148.5 kHz-5 MHz 
	在用

	400-600 kHz 
	在用

	3 155-3 400 kHz 
	在用

	6 765-6 795 kHz 
	在用

	7 400-8 800 kHz 
	在用

	10.200-11.000 MHz 
	在用

	13.553-13.567 MHz 
	在用

	26.957-27.283 MHz 
	在用

	(1)	表中的SRD主要技术参数可以满足ERC REC70-03。




表33
俄罗斯联邦的SRD技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短程无线电通信设备

	26.957-27.283 MHz
	10 m处的最大磁场强度为+42 dB（μA/m）。最大发射功率为10 mW。最大天线增益为3 dB。

	40.660-40.700 MHz
	最大发射功率为10 mW。最大天线增益为3 dB。

	433.075-434.790 MHz
	最大发射功率为10 mW。可使用低功率电台。

	864-865 MHz
	最大有效辐射功率为25 mW，占空因子为0.1%或LBT。禁止在机场（小型机场）使用。

	868.700-869.200 MHz
	最大有效辐射功率为25 mW。

	5 725-5 875 MHz
	最大有效辐射功率为25 mW，占空因子为0.1%或LBT。天线高度不得超过5 m。

	雪崩遇难者的探测

	456.9-457.1 kHz
	10 m处的最大磁场强度为+7 dB（μA/m）。占空因子为100%。连续波，无调制。中心频率为457 kHz。





表33（续）
	频段
	主要技术参数和说明

	宽带数据传输系统

	2 400.0-2 483.5 MHz
	1.	使用FHSS调制的SRD。
	1.1	最大等效全向辐射功率为2.5 mW。 
	1.2	最大等效全向辐射功率为100 mW。允许将SRD用于室外应用，而对安装高度没有限制，但其仅用于搜集有关自动监测和资源计费系统的遥测信息。
		允许将SRD用于其它室外应用，但前提是安装高度不超过地面
10 m。
2.	使用DSSS和其它调制方法的SRD。
	2.1	最大平均e.i.r.p.密度为2 mW/MHz。最大e.i.r.p.为100 mW。
	2.2	最大平均e.i.r.p.密度为20 mW/MHz。最大等效全向辐射功率为100 m。允许将SRD用于室外应用，而对安装高度没有限制，但其仅用于搜集有关自动监测和资源计费系统的遥测信息。

	
	

	2 400.0-2 483.5 MHz
	1.	使用FHSS调制的SRD。最大e.i.r.p.为100 mW。室内应用。 
2.	使用DSSS和其它调制的SRD。最大平均e.i.r.p.密度为10 mW/MHz。最大e.i.r.p.为100 mW。室内应用。

	5 150-5 250 MHz
	使用DSSS和其它调制方式的SRD。 
1.	最大平均e.i.r.p.密度为5 mW/MHz。最大e.i.r.p.为200 mW。室内应用。
2.	最大e.i.r.p.为100 mW。允许在航空器上使用。

	5 250-5 350 MHz
	最大e.i.r.p.为100 mW。 
1.	可供机载航空服务通信局域网在机场及飞行的各个阶段使用。
2.	可供在3 000 m以下高度飞行的公共无线接入局域网在飞机上使用。

	5 650-5 825 MHz
	最大e.i.r.p.为100 mW。可供在3 000 m以上高度飞行的机载设备使用。

	公路运输和交通信息处理（RTTT）

	5 795-5 815 MHz
	e.r.p.为200 mW。应按规定程序获得使用无线电平率或频道的授权。

	无线电判定应用

	24.05-24.25 GHz
	车载雷达。最大e.i.r.p.为100 mW。 
如果辐射带宽不低于9 MHz，则不存在限制。 
如果辐射带宽低于9 MHz，则要求为每3 ms的最大停留时间为0.14 μs/60 kHz。



表33（续）
	频段
	主要技术参数和说明

	无线电判定应用

	24.05-24.25 GHz
	固定雷达。最大e.i.r.p.为100 mW。 
1.	运动检测设备应沿道路安装，与道路的受控部分距离为4 m。
2. 	运动检测设备的安装应当与单车道或多车道路面上的车辆运动方向垂直，允许的偏差为±15度。
3. 	运动检测设备的安装高度不得超过路面5 m。 
4. 	主波束的地平面倾角应当为负20°或更低。

	车载短距离雷达

	22-26.65 GHz
	频谱平均e.i.r.p.密度应为：
a) 当22.0 < f < 22.65 GHz时，数值为 –61.3 + 20  （f – 21.65）/1 GHz [dBm/MHz]；
b) 当22.65 < f < 25.65 GHz时，数值为–41.3 dBm/MHz；
c) 当25.65 < f < 26.65 GHz时，数值为–41.3 – 20  （f – 25.65）/1 GHz [dBm/MHz]；
式中：f 为工作频率（GHz）。
在下述城市35 km范围内的SRD应当自动关闭：Dmitrov（56°26'00" N, 37°27'00" E）、Pushchino （54°49'00" N, 37°40'00" E）、Kalyazin 
（57°13'22" N, 37°54'01" E）、Zelenchukskaya（43°49'53" N, 41°35'32" 
E）。

	告警

	26.939-26.951 MHz
	允许汽车告警系统在26.945 MHz频率使用。
最大发射功率为2 W。占空因子< 10%。最大天线增益为3 dB。

	26.954-26.966 MHz
	允许在26.960 MHz工作的住宅安全告警系统使用。最大发射功率为
2 W。占空因子< 10%。最大天线增益为3 dB。

	149.95-150.0625 MHz
	允许远程对象安全告警系统使用。最大发射功率为25 mW。占空因子
< 10%。最大天线增益为3 dB。

	433.05-434.79 MHz
	最大发射功率为5 mW。占空因子< 10%。最大天线增益为3 dB。

	868-868.2 MHz
	最大发射功率为10 mW。占空因子< 10%。最大天线增益为3 dB。

	模型控制

	26.957-27.283 MHz
	最大发射功率为10 mW。信道间隔为50 kHz。最大天线增益为3 dB。工作频率为26.995 MHz、27.045 MHz、27.095 MHz、27.145 MHz、27.195 MHz。

	
	

	28.0-28.2 MHz
	最大发射功率为1 W。最大天线增益为3 dB。

	40.66-40.7 MHz
	最大发射功率为1 W。最大天线增益为3 dB。
信道间隔为10 kHz。



表33（续）
	频段
	主要技术参数和说明

	感应应用

	9-59.75 kHz
	10 m处的最大磁场强度为 +72 dB（μA/m）。外部天线只能使用环形螺管天线。场强电平在30 kHz降低至3 dB/oct。

	59.75-60.25 kHz
	10 m处的最大磁场强度为+42 dB（μA/m）。外部天线只能使用环形螺管天线。

	60.25-70 kHz
	10 m处的最大磁场强度为+69 dB（μA/m）。外部天线只能使用环形螺管天线。场强在30 kHz处下降至3 dB/oct at 30 kHz。

	70-119 kHz
	10 m处的最大磁场强度为+42 dB（μA/m）。外部天线只能使用环形螺管天线。

	119-135 kHz
	10 m处的最大磁场强度为+66 dB（μA/m）。外部天线只能使用环形螺管天线。30 kHz处的场强电平下降至3 dB/oct。

	6 765-6 795 kHz
	10 m处的最大磁场强度为+42 dB（μA/m）。

	7 400-8 800 kHz
	10 m处的最大磁场强度为+9 dB（μA/m）。

	10.200-11.000 MHz
	10 m处的最大磁场强度为–4 dB（μA/m）。

	13.553-13.567 MHz
	10 m处的最大磁场强度为+42 dB（μA/m）。

	26.957-27.283 MHz 
	10 m处的最大磁场强度为+42 dB（μA/m）。

	无线电麦克风与辅助听力装置

	33.175-40 MHz,
40.025-48.5 MHz,
57-57.575 MHz
	在固定频率供听力受损人员使用的听力和语音培训无线电装置。最大发射功率为10 mW。最大天线增益为3 dB。 

	66-74 MHz,
87.5-92 MHz,
100-108 MHz
	最大发射功率为10 mW。最大天线增益为3 dB。

	151-162 MHz,
163.2-168.5 MHz
	最大发射功率为5 mW。最大天线增益为3 dB。

	无线电麦克风和听力辅助装置

	165.55-167.3 MHz
	在165.7 MHz、166.1 MHz、166.5 MHz和167.15 MHz频率工作的音乐会无线电麦克风。最大发射功率为20 mW MHz。最大天线增益为3 dB。

	174-230 MHz,
470-638 MHz,
710-726 MHz
	音乐会专用无线电麦克风。最大发射功率为5 mW。最大天线增益为3 dB。信道间隔为200 kHz。

	863-865 MHz
	最大e.i.r.p.为10 mW。

	射频识别（RFID）应用

	13.553-13.567 MHz
	10 m处的最大磁场强度为+60 dB（μA/m）。

	433.050-434.790 MHz
	最大发射功率为10 mW。 

	866.0-867.6 MHz
	最大e.r.p.为2 W。信道间隔为200 kHz。无线电平率或信道的指配应当按照特定顺序实施。



表33（完）
	频段
	主要技术参数和说明

	射频识别（RFID）应用

	866-868 MHz
	最大e.r.p.为500 mW。信道间隔为200 kHz。无线电平率或信道的指配应当按规定顺序实施。

	866.6-867.4 MHz
	最大e.r.p.为100 mW。信道间隔为200 kHz。在下述情况下无需为无线电平率或信道进行指配：
a)	已经应用LBT；
b)	设备在机场使用。

	无线音频应用

	87.5-108.0 MHz
	最大e.i.r.p.为–43 dBmW（50 nW）。无信道间隔。可在轿车和其它车辆以及封闭的住宅内使用。

	863-865 MHz
	最大e.r.p.为10 mW。占空因子为100%。




表34
塔吉克斯坦（共和国）SRD的技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备

	26.957-27.283 MHz 
	在用

	无线局域网

	2 400.0-2 483.5 MHz 
	在用

	5 470-5 725 MHz
	在用

	模型控制

	26.995 MHz, 27.045 MHz, 27.095 MHz, 27.145 MHz, 27.195 MHz 
	在用

	无线电麦克风

	66-74 MHz 
	在用

	87.5-92 MHz
	在用

	100-108 MHz
	在用

	169.4-174.0 MHz 
	此频段不宜供SRD使用。

	173.965-174.015 MHz 
	此频段不宜供SRD使用。

	470-862 MHz 
	在用

	超低功率有源医疗植入设备

	401-406 MHz 
	此频段不宜供SRD使用。

	监测应用

	169.4-169.475 MHz 
	此频段不宜供SRD使用。 


表35
乌克兰SRD的技术参数和频谱使用
	频段
	主要技术参数和说明 

	非专用短距离设备

	6 765-6 795 kHz
	仅限于6 767-6 794 kHz子频段。10 m处的最大磁场强度为
+42 B（μA/m）。

	13.553-13.567 MHz 
	10 m处的最大磁场强度为+42 dB（μA/m）。 

	40.660-40.700 MHz 
	最大发射功率为10 mW。

	138.20-138.45 MHz
	乌克兰未将此频段用于SRD。

	433.050-434.790 MHz 
	最大发射功率为10 mW。使用最大的发射功率超过10 mW以上的设备需要许可。 

	868-868.6 MHz
	最大发射功率为25 mW。

	2 400.0-2 483.5 MHz 
	考虑将其用于此类别的SRD。

	跟踪、追溯和数据获取

	457 kHz
	10 m处的最大磁场强度为+7 dB（μA/m）。

	宽带数据传输系统

	2 400.0-2 483.5 MHz 
	使用集成天线时最大e.i.r.p.为100 mW（用于DSSS）。使用集成天线时，FHSS的最大e.i.r.p.为500 mW。
IEEE 802.11n设备标准仅适用于室内。同一房间内安装的所有
IEEE 802.11n基站的总e.i.r.p.不得超过100 mW。

	5 150-5 250 MHz 
	使用集成天线时，最大e.i.r.p.为200 mW。
最大e.i.r.p.密度为10 mW/MHz。
应当使用发射功率控制（TPC）和动态频率选择（DFS）技术。 
IEEE 802.11n设备标准仅用于室内。同一房间内安装的所有
IEEE 802.11n标准基站的总e.i.r.p.不得超过100 mW。40 MHz带宽的信道间隔构成公式（IEEE Std 802.11n-2009）为：Fn = 5 000 МГц + N*5 МГц，式中N = 38, 46, 56, 64。

	5 250-5 350 MHz
	使用集成天线时，最大e.i.r.p.为200 mW。
在任何1 MHz的频段内最大平均e.i.r.p.密度均为10 mW/MHz。
应当使用发射功率控制（TPC）和动态频率选择（DFS）技术。 
IEEE 802.11n设备标准仅用于室内。同一房间内安装的所有
IEEE 802.11n标准基站的总e.i.r.p不得超过100 mW。40 MHz带宽的信道间隔构成公式（IEEE Std 802.11n-2009）为：Fn = 5 000 МГц + N*5 МГц，式中N = 38, 46, 56, 64。



表35（续）
	频段 
	主要技术参数和说明 

	宽带数据传输系统

	5 470-5 725 MHz
	仅适用于5 470-5 670 MHz频段。 
最大e.i.r.p.为1 W。 
使用集成天线时，在任何1 MHz的频段内最大平均e.i.r.p.密度均为
50 mW/MHz。
IEEE 802.11n设备标准仅供室内使用。同一房间内安装的所有
IEEE 802.11n标准基站的总e.i.r.p.值不得超过100 mW。40 MHz带宽内构成信道间隔的公式（IEEE Std 802.11n-2009）为：Fn = 5 000 МГц + N*5 МГц，式中N = 98, 106, 114, 122, 130。

	5 725-5 850 MHz
	使用集成天线时最大e.i.r.p.为2 W。IEEE 802.11n设备标准仅用于室内。同一房间内安装的所有IEEE 802.11n标准基站的总e.i.r.p.值不得超过
100 mW。40 MHz带宽内构成信道间隔的公式（IEEE Std 802.11n-2009）为：Fn = 5 000 МГц + N*5 МГц，式中N = 156, 162。

	17.1–17.3 GHz 
	乌克兰未将此频段用于SRD。

	铁路应用

	865 MHz, 867 MHz,
869 MHz
	最大发射功率为2 W。

	道路运输和交通信息处理（RTTT）

	5 795-5 805 MHz
	考虑将其用于此类SRD。

	5 805-5 815 MHz
	考虑将其用于此类SRD。

	21.65-26.65 GHz
	仅使用频率24,125 GHz。最大e.i.r.p.不会超过20 dBm。占空因子被限制在10%以内。

	76-77 GHz
	最大平均e.i.r.p.为23.5 dBm。

	无线电判定应用

	2 400.0-2 483.5 MHz
	考虑将其用于此类SRD。

	10.5–10.6 GHz 
	限于10.51-10.54 GHz子频段。在用。

	17.1-17.3 GHz 
	乌克兰未将此频段用于SRD。

	24.05 – 24.25 GHz 
	仅限于24.0-24.25 GHz子频段。最大e.i.r.p.为100 mW。
仅用于储藏容器水准探测雷达。

	150 MHz, 250 MHz,
500 MHz,700 MHz,
900 MHz
	这些频率用于地球遥感雷达。

	35-37.5 GHz
	最大e.i.r.p.为100 mW。仅用于储藏容器水准探测雷达。

	告警

	868-868.6 MHz 
	最大发射功率为10 mW。

	869.2-869.25 MHz
	最大发射功率为10 mW。

	869.2-869.25 MHz
	最大发射功率为10 mW。

	169.4750-169.4875 MHz
	这些频段不用于SRD。 

	169.5875-169.6000 MHz
	



表35（续）
	频段 
	主要技术参数和说明 

	模型控制

	26.995 MHz, 27.045 MHz,
27.095 MHz, 27.145 MHz,
27.195 MHz 
	最大发射功率为10 mW。

	34.995-35.225 MHz 
	最大发射功率为10 mW。

	40.665 MHz,
40.675 MHz,
40.685 MHz,
40.695 MHz 
	最大发射功率为10 mW。

	感应应用

	9-148.5 kHz 
	如果工作子频段被限制在9-59.75 kHz和59.75-60.25 kHz，则10 m处的最大磁场强度为+72 dB（μA/m）。
如果工作子频段被限制在59.75-60.25 kHz、135-140 kHz和70-119 kHz，则10 m处的最大磁场强度为+42 dB（μA/m）。
如果工作子频段被限制在60.250-70 kHz，则10 m处的最大磁场强度为+69 dB（μA/m）。
如果工作子频段被限制在119-135 kHz，则10 m处的最大磁场强度为
+66 dB（μA/m）。
如果工作子频段被限制在140-148.5 kHz，则10 m处的最大磁场强度为+37.7 dB（μA/m）。 

	3 155-3 400 kHz 
	10 m处的最大磁场强度为+9 dB（μA/m）。

	6 765-6 795 kHz 
	10 m处的最大磁场强度为+42 dB（μA/m）。

	7 400-8 800 kHz 
	10 m处的最大磁场强度为+9 dB（μA/m）。

	10.200-11.000 MHz 
	10 m处的最大磁场强度为+13.5 dB（μA/m）。

	13.553-13.567 MHz 
	10 m处的最大磁场强度为+42 dB（μA/m）。

	26.957-27.283 MHz 
	10 m处的最大磁场强度为+42 dB（μA/m）。

	无线电麦克风和辅助听力装置

	29.7-47.0 MHz 
	仅限于30.01-47 MHz子频段。最大发射功率为10 mW。

	863-865 MHz
	最大发射功率为10 mW。

	174-216 MHz 
	可以使用，但不得对此频段内工作的其它系统造成有害干扰。最大发射功率为50 mW。 
在 174.4-174.6 MHz 和 174.9‑175.1 MHz 子频段内的最大发射功率为10 mW。

	470-862 MHz 
	可以使用，但不得对此频段内工作的其它系统造成有害干扰。最大发射功率为50 mW。

	169.4000-169.4750 MHz
	这些频段不用于SRD。

	169.4875-169.5875 MHz
	

	169.4-174.0 MHz
	



表35（完）
	频段 
	主要技术参数和说明 

	有源医疗植入设备和其它相关外设

	402-405 MHz
	最大发射功率为25 μW。

	9-315 kHz 
	10 m处的最大磁场强度为 +30 dB（μA/m）。

	315-600 kHz 
	10 m处的最大磁场强度为–5 dB（μA/m）。

	30.0-37.5 MHz 
	最大发射功率为1 mW。

	无线音频应用

	863-865 MHz
	最大发射功率为10 mW。

	87.5-108.0 MHz 
	限制在87.5-92 MHz和100-108 MHz子频段使用。最大发射功率为
10 mW。

	433.05-434.79 MHz
	最大发射功率为10 mW。



表36
乌兹别克斯坦（共和国）SRD的技术参数和频谱使用
	频段
	主要技术参数和说明

	非专用短距离无线电通信设备

	30-41 MHz
	最大发射功率为10 mW。

	46-49 MHz
	最大发射功率为10 mW。

	433 MHz
	最大发射功率为10 mW。

	433.075-434.790 MHz
	最大发射功率为10 mW。

	1 880-1 900 MHz
	最大发射功率为250 mW。

	无线局域网

	2 400.0-2 483.5 MHz
	根据IEEE 802.15（蓝牙）和IEEE 802.11（Wi-Fi）用于数据传输。
最大发射功率为100 mW。

	告警

	26.945 MHz
	最大发射功率为2 W。

	26.960 MHz
	最大发射功率为2 W。

	149.950-150.0625 MHz
	最大发射功率为25 mW。

	169.4750-169.4875 MHz
	此频段不宜供SRD使用。

	169.5875-169.6000 MHz
	此频段不宜供SRD使用。

	433.075-434.79 MHz
	最大发射功率为10 mW。

	868-868.2 MHz
	最大发射功率为10 mW。

	模型控制

	26.957-27.283 MHz
	最大发射功率为10 mW。

	28.0-28.2 MHz
	最大发射功率为1 W。

	40.66-40.70 MHz
	最大发射功率为1 W。


表36（完）
	频段
	主要技术参数和说明

	无线电麦克风

	66-74 MHz
	最大发射功率为10 mW。

	87.5-92 MHz
	最大发射功率为10 mW。

	100-108 MHz
	最大发射功率为10 mW。

	165.70 MHz,
166.100 MHz,
166.500 MHz,
167.150 MHz
	最大发射功率为20 mW。

	169.4-174.0 MHz
	此频段不宜供SRD使用。

	173.965-174.015 MHz
	此频段不宜供SRD使用。

	470-862 MHz
	最大发射功率为5 mW。

	710-726 MHz
	最大发射功率为5 mW。

	超低功率有源医疗植入设备

	30.0-37.5 MHz
	最大发射功率为10 mW。

	57.5 MHz
	最大发射功率为10 mW。

	401-406 MHz
	此频段不宜供SRD使用。

	监测应用

	169.4-169.475 MHz
	此频段不宜供SRD使用。
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附件2的
附录9

部分亚太电信组织（APT）成员国/地区（文莱达鲁萨兰国、中国（香港）、马来西亚、
菲律宾、新西兰、新加坡和越南）SRD的技术参数和频谱使用
文莱达鲁萨兰国的技术规则
	短距离无线电通信设备的技术规则

	编号
	技术应用类型
	授权频段/频率
	最大场强/
RF输出功率
	发射机
杂散发射
	应用的
无线电标准
	备注(1)

	1
	感应环路系统/RFID
	16-150 kHz
	≤ 66 dB（μA/m） @ 3 m
	3 m处的载波杂散发射值 ≤ 32 dB或遵从EN 300 224-1
	EN 300 224-1
	

	
	
	150-5 000 kHz
	≤ 13.5 dB（μA/m） @ 10 m
	
	
	

	
	
	6 765-6 795 kHz
	≤ 42 dB（μA/m） @ 10 m
	
	
	

	
	
	7 400-8 800 kHz
	≤ 9 dB（μA/m） @ 10 m
	
	
	

	
	
	13.55-13.567 MHz
	≤ 94 dB（μV/m） @ 10 m
	
	
	

	2
	无线电探测、告警系统
	0.016-0.150 MHz
	≤ 100 dB（μV/m） @ 3 m
	3 m处的载波杂散发射值 ≥ 32 dB或遵从EN 300 330-1
	FCC第15部分或
EN 300 330-1
	

	3
	
	13.553-13.567 MHz
	≤ 94 dB（μV/m） @ 10 m
	
	
	

	4
	
	240.15-240.30 MHz
300.00-300.30 MHz
312.00-316.00 MHz
444.40-444.80 MHz
	≤ 100 mW （e.r.p.）
	3 m处的载波杂散发射值 ≤ 32 dB或遵从300 220-1
	FCC第15部分或
EN 300 220-1
	

	5
	无线麦克风
	0.51-1.60 MHz
	≤ 57 dB（μV/m） @ 3 m
	
	
	

	6
	
	88.00-108.00 MHz
	≤ 60 dB（μV/m） @ 10 m
	
	
	

	7
	
	470.00-742.00 MHz
	≤ 10 mW （e.r.p.） 
	
	
	

	8
	车库门、照相机、玩具和其它装置的遥控
	26.96-27.28 MHz
	≤ 100 mW （e.r.p.） 
	3 m处的载波杂散发射值≤ 32 dB或遵从300 220-1
	FCC第15部分或
EN 300 220-1
	

	
	
	40.665-40.695 MHz
	≤ 100 mW （e.r.p.）
	
	
	

	
	
	72.13-72.21 MHz
	
	
	
	

	9
	航空器与滑翔机模型、遥测、检测与告警系统的遥控
	26.96-27.28 MHz 
29.70-30.00 MHz
	≤ 100 mW（e.r.p.） 
	
	
	

	10
	医疗与生物遥测
	40.50-41.00 MHz
	≤ 0.01 mW（e.r.p.）
	3 m处的载波杂散发射值 ≤ 32 dB或遵从300 220-1
	FCC第15部分或
EN 300 220-1
	

	
	
	216.00-217.00 MHz
	> 25 μW 至 
≤ 100 mW（e.r.p.）
	
	
	

	
	
	454.00-454.50 MHz
	≤ 2 mW（e.r.p.）
	
	
	

	11
	无线调制解调器、数据通信系统
	72.080 MHz
72.200 MHz
72.400 MHz
72.600 MHz
	≤ 100 mW（e.r.p.） 
	在100 kHz至2 000 MHz载波的杂散发射
≤ 43 dB ；
EN 300 390-1或
EN 300 113-1
	EN 300 390-1 或
EN 300 113-1
	

	12
	短距离雷达系统，例如车辆自动巡航控制与碰撞告警系统
	76-77 GHz
	当车辆处于运动状态时≤ 37 dBm（e.r.p.）
当车辆处于静止状态时≤ 23.5 dBm（e.r.p）
	FCC第15部分§ 15.253（c）或
EN 301 091
	FCC第15部分或
EN 301 091
	

	13
	无线电遥测、
遥控系统
	433.05-434.79 MHz
	≤ 10 mW（e.r.p.） 
	在3 m处的载波杂散发射 ≥ 32 dB或遵从EN300 220-1的规定
	FCC第15部分或 
EN 300 220-1
	

	14
	无线电遥测、遥控、RFID系统
	866-869 MHz 
923-925 MHz
	≤ 500 mW（e.r.p.） 
	在3 m载波的杂散发射≥ 32 dB；或遵从EN 300 220-1或EN 302 208的规定进行浏览、选择与取消。
	FCC第15部分；
EN 300 220-1或
EN 302 208
	

	15
	射频识别（RFID）系统
	923-925 MHz
	> 500 mW（e.r.p.） 
≤ 2 000 mW（e.r.p.）
	3 m处的载波杂散发射≤32 dB; 
或遵从EN 300 220-1或 EN 302 208
	FCC第15部分；EN 300 220-1或
EN 302 208
	只有在923-925 MHz 频段工作的RFID系统可使用500 mW至 2 000 mW （e.r.p.）发射，且仅在特殊情况下会批准。 

	16
	无线视频发射机和其它SRD应用
	2.4000-2.4835 GHz
	≤ 100 mW （e.i.r.p.） 
	FCC第15部分
§ 15.209;
§ 15.249（d）或
EN 300 440-1
	FCC第15部分或
EN 300 440-1 
	

	17
	
	10.50-10.55 GHz
	≤ 117 dB（μV/m） @ 10m 
	
	
	

	18
	
	24.00-24.25 GHz
	≤ 100 mW（e.i.r.p.）
	
	
	在此规定下不允许使用雷达枪设备。

	19
	蓝牙
	2.4000-2.4835 GHz
	≤ 100 mW（e.i.r.p.） 
	FCC第15部分
§ 15.209；或
EN 300 328
	FCC第15部分
§ 15.247或
EN 300 328
	

	20
	仅针对无线局域网
	2.4000-2.4835 GHz
	≤ 200 mW（e.i.r.p.） 
	
	
	只在特殊情况下批准将WLAN用于非本地化操作。

	21
	SRD应用
	5.725-5.850 GHz
	≤ 100 mW（e.i.r.p.） 
	FCC第15部分
§ 15.209
	FCC第15部分
§ 15.247或15.407
	

	22
	无线局域网
	5.725-5.850 GHz
	≤ 1 000 mW（e.i.r.p.）
	
	
	只在特殊情况下批准非本地操作。

	23
	
	5.725-5.850 GHz
	> 1 000 mW（e.i.r.p.） 
≤ 4 000 mW（e.i.r.p.）
	
	
	只在特殊情况下批准在此规定下进行操作。

	24
	无线局域网
	5.150-5.350 GHz
	> 100 mW （e.i.r.p.） 
≤ 200 mW （e.i.r.p.）
	FCC第15部分
§ 15.407（b）或
EN 301 893
	FCC第15部分
§ 15.407或
EN 301 893
	此规定下，在5.250-5.350 GHz 工作的WLAN应当使用动态频率选择机制（DFS）并实施发射功率控制（TPC）。
只在特殊情况下批准非本地操作。

	25
	无线局域网
	5.150-5.350 GHz
	≤ 100 mW （e.i.r.p.） 
	FCC第15部分
§ 15.407（b）或
EN 301 893
	FCC第15部分
§ 15.407或
EN 301 893
	在此规定下工作的WLAN，应在5.250-5.350 GHz 频段使用DFS功能。

只在特殊情况下批准非本地操作。

	(1)	主管部门可以给出有关信道间隔、必要带宽和抗扰要求方面的补充信息。




中国（香港）的技术规则

	短距离无线电通信设备的技术规则

	编号
	典型应用类型
	授权频段/频率
	最大场强/RF输出功率
	备注(2)

	1
	
	3-195 kHz
	距设备100 m处的电场强度不超过40 dB（μV/m）且磁场强度不超过48.4 dB（μA/m） 
	

	2
	无绳电话
	1 627.5-1 796.5 kHz
	距设备30 m处的电场强度不超过88 dB（μV/m）
	




	短距离无线电通信设备的技术规则

	编号
	典型应用类型
	授权频段/频率
	最大场强/RF输出功率
	备注(2)

	3
	RFID
	13.553-13.567 MHz
	(a)	距设备30 m处的电场强度不超过80 dB（μV/m）；或
(b)	距设备10 m处的电场强度不超过42 dB（μA/m）
	

	4
	
	26.96-27.28 MHz
	平均功率不超过0.5 W
	

	5
	无线麦克风
	33-33.28 MHz
	e.r.p.不超过10 mW
	

	6
	模型控制
	35.145-35.225 MHz
	e.r.p.不超过100 mW
	

	7
	无线麦克风
	36.26-36.54 MHz
	e.r.p.不超过10 mW
	

	8
	无线麦克风
	36.41-36.69 MHz
	e.r.p.不超过10 mW
	

	9
	无线麦克风
	36.71-36.99 MHz
	e.r.p.不超过10 mW
	

	10
	无线麦克风
	36.96-37.24 MHz
	e.r.p.不超过10 mW
	

	11
	模型控制
	40.66-40.70 MHz
	e.r.p.不超过100 mW
	

	12
	
	42.75-43.03 MHz
	e.r.p.不超过10 mW
	

	13
	无绳电话
	43.71-44.49 MHz
	距设备3 m处的电场强度不超过10 mV/m
	

	14
	
	44.73-45.01 MHz
	e.r.p.不超过10 mW
	

	15
	无绳电话
	46.6-46.98 MHz
	距设备3 m处的电场强度不超过10 mV/m
	

	16
	
	47.13-47.41 MHz
	e.r.p. 不超过10 mW
	

	17
	无绳电话
	47.43-47.56 MHz
	e.r.p. 不超过10 mW
	

	18
	无绳电话
	48.75-50 MHz
	距设备3 m处的电场强度不超过10 mV/m
	

	19
	模型控制
	72.00–72.02 MHz
	载波功率不超过 750 mW
	

	20
	
	72.12–72.14 MHz
	
	

	21
	
	72.16–72.22 MHz
	
	

	22
	
	72.26–72.28 MHz
	
	

	23
	无线麦克风
	173.96-174.24 MHz
	e.r.p.不超过20 mW
	

	24
	无线麦克风
	187.5-188.0 MHz
	e.r.p.不超过10 mW
	

	25
	无绳电话
	253.85-255 MHz
	e.r.p.不超过12 mW
	

	26
	
	266.75-267.25 MHz
	e.r.p.不超过10 mW
	

	27
	
	313.75-314.25 MHz
	e.r.p.不超过10 mW
	

	28
	
	314.75-315.25 MHz
	e.r.p.不超过10 mW
	

	29
	无绳电话
	380.2-381.325 MHz
	e.r.p.不超过12 mW
	

	30
	医疗植入设备
	402-405 MHz
	e.i.r.p.不超过25 W
	

	31
	便携无线电
	409.74-410 MHz
	e.r.p.不超过0.5 W
	

	32
	RFID
	433.92 MHz中心频率和500 kHz的占用带宽
	e.r.p.不超过2.2 mW
	

	33
	
	819.1-823.1 MHz
	(a)	e.r.p.不超过100 mW
(b)	功率频谱密度不超过 10 mW/25 kHz
	

	34
	无绳电话
	864.1-868.1 MHz
	载波功率或e.r.p.不超过10 mW
	

	35
	RFID
	865-868 MHz
	e.r.p.不超过100 mW
	

	36
	RFID
	865.6-867.6 MHz
	e.r.p.不超过2 W
	

	37
	RFID
	865.6-868 MHz
	e.r.p.不超过500 mW
	

	38
	
	919.5-920.0 MHz
	e.r.p.不超过10 mW
	

	39
	RFID
	920-925 MHz
	e.i.r.p.不超过4 W
	

	40
	无绳电话
	1 880-1 900 MHz
	(a)	带天线输出终端的装置，峰值功率不超过250 mW；或
(b)	内置天线装置的峰值e.i.r.p.不超过250 mW
	

	41
	无绳电话
	1 895-1 906.1 MHz
	(a)	带天线输出终端的装置，峰值功率不超过10 mW；或
(b)	内置天线装置的峰值e.r.p.不超过10 mW 
	

	42
	WLAN, RFID
	2 400-2 483.5 MHz
	(a)	跳频扩频调制或数字调制系统的峰值e.i.r.p.不超过4 W；或
(b)	任何调制的集总e.r.p.不超过100 mW
	

	43
	WLAN
	5 150-5 350 MHz
	e.i.r.p.不超过200 mW，仅使用数字调制
	

	44
	WLAN
	5 470–5 725 MHz
	e.i.r.p.不超过1 W
	

	45
	WLAN
	5 725-5 850 MHz
	(a)	跳频扩频调制或数字调制系统的峰值e.i.r.p.不超过4 W；或
(b)	任何调制的集总e.r.p.不超过100 mW
	

	46
	
	18.82-18.87 GHz
	（a）	e.r.p.不超过100 mW
（b）	功率频谱密度不超过3 mW /100 kHz
	

	47
	车载雷达
	76-77 GHz
	载波功率不超过10 mW
	

	(2)	主管部门可以给出有关信道间隔、必要带宽、抗扰要求、无用辐射限值和适用无线电标准方面的补充信息。




马来西亚的技术规则

	短距离无线电通信设备的技术规则

	编号
	典型应用类型
	授权频段/频率
	最大场强/
RF输出功率（mW）
	备注(3)

	1
	短距离通信设备
	6.7650至6.7950 MHz
13.5530至13.5670 MHz
26.9570至27.2830 MHz
40.6600至40.7000 MHz
433.0000至435.0000 MHz
	≤ 100 （e.i.r.p.）
	

	
	
	2 400.0000至2 500.0000 MHz
	≤ 500 （e.i.r.p.）
	

	
	
	5 150.0000至5 250.0000 MHz
5 250.0000至5 350.0000 MHz
5 725.0000至5 875.0000 MHz
24.0000 GHz至24.2500 GHz
61.0000 GHz至61.5000 GHz
122.0000 GHz至123.0000 GHz
244.0000 GHz至246.0000 GHz
	≤ 1 000 （e.i.r.p.）
	

	2
	个人无线电业务设备
	477.5250至477.9875 MHz
	≤ 500
	

	3
	无绳电话
	46.6100至46.9700 MHz
49.6100至49.9700 MHz
	≤ 50 （e.i.r.p.）
	

	
	
	866.0000至871.0000 MHz
CT2/CT3频段*
	≤ 50 （e.i.r.p.）
	

	
	
	1 880.0000至1 900.0000 MHz
2 400.0000至2 483.5000 MHz
	≤ 100 （e.i.r.p.）
	

	4
	双向无线寻呼接入装置
	279.0000至281.0000 MHz/
919.0000至923.0000 MHz
	≤ 1 000
	

	5
	无线电遥测接入装置
	162.9750至163.1500 MHz
	≤ 1 000
	

	6
	红外装置
	187.5000 THz至420.0000 THz
	≤ 125
	

	7
	遥控消费设备 – 船模、车模/车库门/照相机/玩具机器人、吊车等 
	26.9650至27.2750 MHz
40.0000 MHz
47.0000 MHz
49.0000 MHz
303.0000至320.0000 MHz
433.0000至435.0000 MHz
	≤ 50 （e.i.r.p.）
	

	8
	安全装置– 无线电检测和告警
	3.0000 kHz至195.0000 kHz
228.0063至228.9937 MHz
303.0000至320.0000 MHz
400.0000至402.0000 MHz
433.0000至435.0000 MHz
868.1000 MHz
76.0000 GHz至77.000GHz
	< 50 （e.i.r.p.）
	

	9
	无线麦克风系统
	26.95728至27.28272 MHz
40.4350至40.9250 MHz
87.5000至108.000 MHz
182.0250至182.9750 MHz
183.0250至183.4750 MHz
217.0250至217.9750 MHz
218.0250至218.4750 MHz
510.0000至798.0000 MHz
	< 50 （e.i.r.p.）
	

	10
	自由空间光学设备
	193.5484 THz（波长
1 550 nm）
352.9412 THz（波长
850 nm）
	≤ 650
	

	11
	工业、科学和医疗（ISM）设备
	6 765.0000 kHz至6 795.0000 kHz
13.5530至13.5670 MHz
26.9570至27.2830 MHz
40.6600至40.7000 MHz
2 400.0000至2 500.0000 MHz
5 725.0000至5 875.0000 MHz
24.0000 GHz至24.2500 GHz
61.0000 GHz至61.5000 GHz
122.0000 GHz至123.0000 GHz
244.0000 GHz至246.0000 GHz
	< 500 （e.i.r.p.）
	

	12
	有源医疗植入设备
	402.0000 MHz至405.0000 MHz
9.0000 kHz至315.0000 kHz
	25 W
30 dB（A/m） at
10 m
	* 已规划

	13
	RFID
	13.5530 MHz至13.5670 MHz
433.0000 MHz至435.0000 MHz
869.0000 MHz至870.3750 MHz
919.0000 MHz至923.0000 MHz
2 400.000 MHz至2 500.000 MHz
	100 mW
100 mW
500 mW
2 W e.r.p.
500 mW
	*已规划

	(3)	主管部门可以给出有关信道间隔、必要带宽、抗扰要求、无用辐射限值和适用无线电标准方面的补充信息。


	
新西兰的技术规则

	短距离无线电通信设备的技术规则

	编号
	典型应用类型
	授权频段/频率
	最大场强/
RF输出功率
	备注(4)

	1
	遥测/遥令
	0.009-0.03 MHz
	在300 m 处使用平均检测器测出的最大允许场强为2 400 （µV/m）/ f（kHz）。
	

	2
	遥测/遥令
	0.03-0.19 MHz
	10 mW e.i.r.p.
	

	3
	遥测/遥令
	6.765-6.795 MHz
	10 mW e.i.r.p.
	

	4
	遥测/遥令
	13.55-13.57 MHz
	100 mW e.i.r.p.
	

	5
	无限制
	26.95-27.3 MHz
	1 000 mW e.i.r.p.
	

	6
	无限制
	29.7-30 MHz
	100 mW e.i.r.p.
	

	7
	无限制
	35.5-37.2 MHz
	100
	

	8
	无限制 
	40.66-40.7 MHz
	1 000 mW e.i.r.p.
	

	9
	无限制 
	40.8-41.0 MHz
	100 mW e.i.r.p.
	

	10
	听力辅助
	72-72.25 MHz
	100 mW e.i.r.p.
	

	11
	无限制 
	72.25-72.50 MHz
	100 mW e.i.r.p.
	

	12
	音频发送器
	88-108 MHz
	0.00002 mW e.i.r.p.
	

	13
	无限制 
	107-108 MHz
	25 mW e.i.r.p.
	

	14
	无限制 
	160.1-160.6 MHz
	500 mW e.i.r.p.
	

	15
	无限制 
	173-174 MHz
	100 mW e.i.r.p.
	

	16
	遥测/遥令 
	235-300 MHz
	1 mW e.i.r.p.
	

	17
	遥测/遥令 
	300-322 MHz
	10 mW e.i.r.p.
	

	18
	生态医疗遥测
	402-406 MHz
	0.025 mW e.i.r.p.
	最大占空因子为0.1% 

	19
	遥测/遥令 
	433.05-434.79 MHz
	25 mW e.i.r.p.
	

	20
	生态医疗遥测
	444-444.925 MHz
	25 mW e.i.r.p.
	

	21
	无限制 
	458.54-458.61 MHz
	500 mW e.i.r.p.
	

	22
	无限制 
	466.80-466.85 MHz
	500 mW e.i.r.p.
	

	23
	生态医疗遥测
	470-470.5 MHz
	100 mW e.i.r.p.
	

	24
	无限制 
	471-471.5 MHz
	100 mW e.i.r.p.
	

	25
	音频/视频发送器 
	614-646 MHz
	25 mW e.i.r.p.
	

	26
	无限制 
	819-824 MHz
	100 mW e.i.r.p.
	

	27
	无限制 
	864-868 MHz
	1 000 mW e.i.r.p.
	在峰值功率不超过4 W e.i.r.p.的情况下，可与增益天线一同工作

	28
	遥测/遥令（1）
	869.2-869.25 MHz
	10 mW e.i.r.p.
	

	29
	遥测/遥令 
	915-921 MHz
	3 mW e.i.r.p.
	

	30
	无限制 
	921-929 MHz
	1 000 mW e.i.r.p.
	

	31
	无限制
	2.4-2.4835 GHz
	1 000 mW e.i.r.p.
	在峰值功率不超过4 W e.i.r.p.的情况下，可与增益天线一同工作

	32
	无线电定位
	2.9-3.4 GHz
	100 mW e.i.r.p.
	

	33
	无线局域网
	5.15-5.25 GHz
	200 mW e.i.r.p.
	室内使用– 最大允许功率密度为10 mW/MHz e.i.r.p.或相应为0.25 mW/25 kHz的e.i.r.p.

	34
	无线局域网
	5.25-5.35 GHz
	1 000 mW e.i.r.p.
	室内系统：在250至5 350 MHz频段，如果使用了动态频率选择和发射功率控制，则允许的最大平均功率为200 mW e.i.r.p.且允许的最大平均功率密度为10 mW/MHz e.i.r.p.。如果未使用发射功率控制，则应将e.i.r.p.值降低3 dB。
室内和室外系统：在5 250至5 350 MHz频段，如果使用了动态频率选择和发射功率控制，且应用了下述垂直辐射角限值，其中q为本地水平面（地面）上的角度 ，则最大允许平均功率为1W e.i.r.p.且允许的最大平均功率密度为50 mW/MHz： 
允许的最大平均功率密度//水平面上仰角：
–13 dB（W/MHz）
		时，角度范围是0° <= θ < 8°
–13 – 0.716（θ-8） dB（W/MHz）
		时，角度范围是8° <= θ < 40°
–35.9 – 1.22（θ-40） dB（W/MHz）
		时，角度范围是40° <= θ <= 45°
[bookmark: note6]–42 dB（W/MHz）
		时，角度范围是45° < θ 

	35
	无线局域网
	5.47-5.725 GHz
	1 000 mW e.i.r.p.
	如果使用了动态频率选择和发射功率控制，则最大发射功率为250 mW，允许的最大平均功率为1 W e.i.r.p.且允许的最大平均功率密度为50 mW/MHz e.i.r.p.。如果发射功率控制未使用，则允许的最大平均功率应降低3 dB。

	36
	无线电定位
	5.47-5.725 GHz
	100 mW e.i.r.p.
	

	37
	无限制（参考注2）
	5.725-5.875 GHz
	1 000 mW e.i.r.p.
	

	38
	公路运输和交通信息管理
	5.725-5.875 GHz
	2 000 mW e.i.r.p.
	

	39
	无线电定位
	8.5-10 GHz
	100 mW e.i.r.p.
	

	40
	无线电定位 – 仅针对雷达系统
	10-10.6 GHz
	25 mW e.i.r.p.
	

	41
	无线电定位
	15.7-17.3 GHz
	100 mW e.i.r.p.
	

	42
	无限制
	24-24.25 GHz
	1 000 mW e.i.r.p.
	

	43
	无线电定位
	33.4-36 GHz
	100 mW e.i.r.p.
	

	44
	现场骚扰传感器
	46.7-46.9 GHz
	100 mW e.i.r.p.
	

	45
	固定点对点链接
	57-64 GHz
	20 000 mW e.i.r.p.
	在发射间隔测量出的，所有发射的平均功率密度在3 m处不应超过9 µW/cm2，且在3 m处任何发射的峰值功率密度不超过18 µW/cm2。
在57-64 GHz频段，总峰值发射功率不超过500 mW。
在57-64 GHz频段，对于带宽在100 MHz以下的发射，发射峰值功率必须限制在500 mW x（带宽（MHz）/ 100 （MHz））。

	46
	无线电定位
	59-64 GHz
	100 mW e.i.r.p.
	

	47
	现场骚扰传感器
	76-77 GHz
	1 000 mW e.i.r.p.
	

	48
	无限制
	122-123 GHz
	1 000 mW e.i.r.p.
	

	49
	无限制
	244-246 GHz
	1 000 mW e.i.r.p.
	

	(4)	主管部门可以给出有关信道间隔、必要带宽、抗扰要求、无用辐射限值和适用无线电标准方面的补充信息。




菲律宾的技术规则

	短距离无线电通信设备的技术规则

	编号
	典型应用类型
	授权频段/频率
	最大场强/
RF输出功率
	备注

	1
	超低功率有源MICS
	9-315 kHz
	30 dB（A/m） @ 10 m
	*	单独的发射机可与相邻信道合并，以便将带宽提高至300 kHz

	
	
	402-405 MHz*
	25 W （e.r.p.）
	

	2
	生态医疗装置
	40.66-40.70 MHz
	1 000 V/m @ 3 m
	

	3
	告警
	868.6-868.7 MHz
	10 mW （e.r.p.）
	

	
	
	869.2-869.25 MHz
	10 mW （e.r.p.）
	

	
	
	869.25-869.3 MHz
	10 mW （e.r.p.）
	

	
	
	869.65-869.7 MHz
	25 mW （e.r.p.）
	

	4
	运动检测和警报告警设备
	2 400-2 483.5 MHz
	25 mW （e.i.r.p.）
	

	
	
	9 200-9 500 MHz
	25 mW （e.i.r.p.）
	

	
	
	9 500-9 975 MHz
	25 mW （e.i.r.p.）
	

	
	
	13.4-14.0 GHz
	25 mW （e.i.r.p.）
	

	
	
	24.05-24.25 GHz
	100 mW （e.i.r.p.）
	

	5
	运动检测和警报告警设备
	2 400-2 483.5 MHz
	25 mW （e.i.r.p.）
	

	
	
	9 200-9 500 MHz
	25 mW （e.i.r.p.）
	

	
	
	9 500-9 975 MHz
	25 mW （e.i.r.p.）
	

	
	
	13.4-14.0 GHz
	25 mW （e.i.r.p.）
	

	
	
	24.05-24.25 GHz
	100 mW （e.i.r.p.）
	

	6
	感应应用
	9-59.750 kHz
	72 dB（μA/m） @ 10 m
	

	
	
	59.750-60.250 kHz
	42 dB（μA/m） @ 10 m
	

	
	
	60.250-70 kHz
	69 dB（μA/m） @ 10 m
	

	
	
	70-119 kHz
	42 dB（μA/m） @ 10 m
	

	
	
	119-135 kHz
	66 dB（μA/m） @ 10 m
	

	
	
	135-140 kHz
	42 dB（μA/m） @ 10 m
	

	
	
	140-148.5 kHz
	37.7 dB（μA/m） @ 10 m
	

	
	
	3 155-3 400 kHz
	13.5 dB（μA/m） @ 10 m
	

	
	
	6 765-6 795 kHz
	42 dB（μA/m） @ 10 m
	

	
	
	7 400-8 800 kHz
	9 dB（μA/m） @ 10 m
	

	
	
	13.553-13.567 MHz
	42 dB（μA/m） @ 10 m
	

	
	
	26.957-27.283 MHz
	42 dB（μA/m） @ 10 m
	

	
	
	10.2-11 MHz
	9 dB（μA/m） @ 10 m
	

	7
	非专用短距离设备，遥测、遥令、告警、通用数据和其它类似应用
	6 765-6 795 kHz
	42 dB（μA/m） @ 10 m
	

	
	
	13.553-13.567 MHz
	42 dB（μA/m） @ 10 m
	

	
	
	26.957-27.283 MHz
	10 mW e.r.p. /
42 dB（μA/m） @ 10 m
	

	
	
	40.660-40.700 MHz
	10 mW （e.r.p.）
	

	
	
	138.2-138.45 MHz
	10 mW （e.r.p.）
	

	
	
	315 MHz
	10 mW （e.r.p.）
	

	
	
	433.050-434.790 MHz
	10 mW （e.r.p.）
	

	
	
	868.000-868.600 MHz
	25 mW （e.r.p.）
	

	
	
	868.700-869.200 MHz
	25 mW （e.r.p.）
	

	
	
	869.3-869.4 MHz
	25 mW （e.r.p.）
	

	
	
	869.700-870.000 MHz
	5 mW （e.r.p.）
	

	
	
	2 400-2 483.5 MHz
	10 mW （e.i.r.p.）
	

	
	
	5 725-5 875 MHz
	25 mW （e.i.r.p.）
	

	
	
	24.00-24.25 GHz
	100 mW （e.i.r.p.）
	

	
	
	61.0-61.5 GHz
	100 mW （e.i.r.p.）
	

	
	
	122-123 GHz
	100 mW （e.i.r.p.）
	

	
	
	244-246 GHz
	100 mW （e.i.r.p.）
	

	8
	公路运输和交通信息管理 
	5 795-5 805 MHz*
	2W （e.i.r.p.）
	*	需要单独的许可

	
	
	63-64 GHz
	8W （e.i.r.p.）
	

	
	
	76-77 GHz
	55 dBm峰值功率
	

	9
	无线音频应用
	72.0-73.0 MHz*
	3米处为80 mV/m 
（场强）
	*	仅针对助听设备。对于模拟系统，最大占用带宽不应超过300 kHz 

	
	
	75.4-76.0 MHz*
	3米处为80 mV/m
（场强）
	

	
	
	863-865 MHz
	10 mW （e.r.p.）
	

	
	
	864.8-865.0 MHz
	10 mW （e.r.p.）
	

	10
	无线麦克风
	29.7-47.0 MHz
	2 mW （e.r.p.）
	随身麦克风限制为50 mW 

	
	
	173.965-174.015 MHz
	10 mW （e.r.p.）
	

	
	
	174-216 MHz
	10 mW （e.r.p.）/
50 mW （e.r.p.）
	

	
	
	470-862 MHz
	10 mW （e.r.p.）/
50 mW （e.r.p.）
	

	
	
	863-865 MHz
	10 mW （e.r.p.）
	

	
	
	1 785-1 800 MHz
	10 mW （e.i.r.p.）/
50 mW （e.i.r.p.）
	

	11
	无线视频发射机
	630-710 MHz
	3米处为76 dB（V/m） 
5-8 MHz
	

	
	
	2 400-2 483.5 MHz（窄带）
	100 mW （e.i.r.p.）
	





新加坡的技术规则
	短距离无线电通信设备的技术规则

	编号
	典型应用类型 
	授权频段/频率
	最大场强/
RF输出功率
	发射机的杂散发射
	备注

	1
	感应环路系统/ RFID
	16-150 kHz
	≤ 66 dB（μA/m） @ 3 m
	3 m处的载波杂散发射≤32 dB; 
或遵从EN 300 224-1

	

	
	
	150-5 000 kHz
	≤ 13.5 dB（μA/m） @ 10 m
	
	

	
	
	6 765-6 795 kHz
	≤ 42 dB（μA/m） @ 10 m
	
	

	
	
	7 400-8 800 kHz
	≤ 9 dB（μA/m） @ 10 m
	
	

	2
	无线电检测、告警系统
	0.016-0.150 MHz
	≤ 100 dB（μV/m） @ 3 m
	3 m处的载波杂散发射≤32 dB; 
或遵从EN 300 330-1

	

	3
	
	13.553-13.567 MHz
	≤ 94 dB（μV/m） @ 10 m
	
	

	4
	
	146.35-146.50 MHz
240.15-240.30 MHz
300.00-300.30 MHz
312.00-316.00 MHz
444.40-444.80 MHz
	≤ 100 mW （e.r.p.）
	3 m处的载波杂散发射≤32 dB; 
或遵从EN 300 220-1

	

	5
	无线麦克风
	0.51-1.60 MHz
	≤ 57 dB（μV/m） @ 3 m
	
	

	6
	
	40.66-40.70 MHz
	≤ 65 dB（μV/m） @ 10 m
	
	

	7
	
	88.00-108.00 MHz
	≤ 60 dB（μV/m） @ 10 m
	
	

	8
	
	470.00-806.00 MHz
	≤ 10 mW （e.r.p.）
	
	

	9
	无线麦克风，听力/音频辅助装置
	169.40-175.00 MHz
	≤ 500 mW （e.r.p.）
	3 m处的载波杂散发射
≤32 dB；
或遵从EN 300 220-1
	

	
	
	180.00-200.00 MHz
487.00-507.00 MHz
	≤ 112 dB（μV/m） @ 10 m
	
	

	10
	车库门、照相机、玩具和其它装置的遥控
	26.96-27.28 MHz
	≤ 100 mW（e.r.p.）(5)
	3 m处的载波杂散发射
≤32 dB; 
或遵从EN 300 220-1
	

	
	
	34.995-35.225 MHz
	≤ 100 mW（e.r.p.）
	
	

	
	
	40.665-40.695 MHz
	≤ 500 mW（e.r.p.）
	
	

	
	
	40.77-40.83 MHz
	
	
	

	
	
	72.13-72.21 MHz
	
	
	

	11
	飞行器和滑翔机模型、遥测、检测与告警装置的遥控 
	26.96-27.28 MHz
29.70-30.00 MHz
	≤ 500 mW（e.r.p.）
	
	

	12
	吊臂和装卸臂的遥控
	170.275 MHz
170.375 MHz
173.575 MHz
173.675 MHz
451.750 MHz
452.000 MHz
452.050 MHz
452.325 MHz
	≤ 1 000 mW （e.r.p.）
	
	这些规定下的操作仅在特殊情况下批准

	13
	现场无线电寻呼系统
	26.96-27.28 MHz
40.66-40.70 MHz
	≤ 3 000 mW （e.r.p.）(5)
	3 m处的载波杂散发射
≤32 dB;或遵从
EN 300 135-1;
EN 300 433-1或 
EN 300 224-1
	这些规定下的操作仅在特殊情况下批准

	14
	
	151.125 MHz
151.150 MHz
	≤ 3 000 mW （e.r.p.）
	100 kHz至2 000 MHz 间的载波杂散发射≤ 60 dB或遵从EN 300 224-1
	

	15
	医疗和生态遥测
	40.50-41.00 MHz
	≤ 0.01 mW （e.r.p.）
	3 m处的载波杂散发射
≤32 dB; 
或遵从EN 300 220-1
	

	
	
	216.00-217.00 MHz
	> 25 μW 至
≤ 100 mW（e.r.p.）
	
	

	
	
	454.00-454.50 MHz
	≤ 2 mW（e.r.p.）
	
	

	16
	
	1 427.00-1 432.00 MHz
	> 25 μW 至
≤ 100 mW（e.r.p.）
	FCC第15部分或 
EN 300 440-1
	

	17
	
	所有频率
	≤ 25 μW（e.r.p.）
	FCC第15部分;
EN 300 220-1;
EN 300 330-1；或
EN 300 440-1
	

	18
	无线调制解调器、数据通信系统 
	72.080 MHz
72.200 MHz
72.400 MHz
72.600 MHz
158.275/162.875 MHz
158.325/162.925 MHz
453.7250/458.7250 MHz
453.7375/458.7375 MHz
453.7500/458.7500 MHz
453.7625/458.7625 MHz
	≤ 1 000 mW（e.r.p.）(5)
	100 kHz至2 000 MHz 间的载波杂散发射≤ 43 dB或遵从EN 300 390-1或 
EN 300 113-1
	

	19
	自动巡航控制和车辆碰撞告警系统的短距离雷达系统 
	76-77 GHz
	当车辆处于运动状态时
≤ 37 dBm（e.r.p.） 
当车辆处于静止状态时
≤ 23.5 dBm（e.r.p.） 
	FCC第15部分§ 15.253 （c） 或
EN 301 091
	

	20
	无线电遥测、遥令系统
	433.05-434.79 MHz
	≤ 10 mW（e.r.p.）
	3 m处的载波杂散发射
≤32 dB; 
或遵从EN 300 220-1
	

	21
	无线电遥测、遥令和RFID系统
	866-869 MHz
920-925 MHz
	≤ 500 mW（e.r.p.）(5)
	3 m处的载波杂散发射
≤32 dB; 或遵从
EN 300 220-1或
EN 302 208
	

	22
	射频识别（RFID）系统
	920-925 MHz
	> 500 mW（e.r.p.） 
≤ 2 000 mW（e.r.p.）
	3 m处的载波杂散发射
≤32 dB;
EN 300 220-1 或
EN 302 208
	只允许在920-925 MHz 频段工作的RFID系统使用 500 mW和2 000 mW （e.r.p.）发射并在特殊情况下批准。 

	23
	无线视频发射机和其它SRD应用
	2.4000-2.4835 GHz
	≤ 100 mW（e.i.r.p.）(6)
	FCC第15部分§ 15.209; § 15.249 （d） 或
EN 300 440-1
	

	24
	
	10.50-10.55 GHz
	≤ 117 dB（μV/m） @ 10 m
	
	

	25
	
	24.00-24.25 GHz
	≤ 100 mW（e.i.r.p.）
	
	不允许使用雷达枪装置。

	26
	蓝牙
	2.4000-2.4835 GHz
	≤ 100 mW（e.i.r.p.）(6)
	FCC第15部分§ 15.209；或EN 300 328
	

	27
	仅用于无线局域网
	2.4000-2.4835 GHz
	≤ 200 mW（e.i.r.p.）
	
	只在特殊情况下批准WLAN非本地操作。

	28
	SRD应用
	5.725-5.850 GHz
	≤ 100 mW（e.i.r.p.）
	FCC第15部分§ 15.209
	

	29
	仅用于无线局域网和宽带接入 （WBA）
	5.725-5.850 GHz
	≤ 1 000 mW（e.i.r.p.）
	
	只在特殊情况下批准非本地操作。

	30
	
	5.725-5.850 GHz
	> 1 000 mW（e.i.r.p.）
≤ 4 000 mW（e.i.r.p.）
	
	这些规定下的操作仅在特殊情况下批准

	31
	无线局域网
	5.150-5.350 GHz
	> 100 mW（e.i.r.p）(6)
≤ 200 mW（e.i.r.p.）
	FCC第15部分§ 15.407
（b） 或
EN 301 893
	根据此规定在5.250-5.350 GHz工作的WLAN，应使用动态频率选择（DFS）并应用发射功率控制（TPC）。

只在特殊情况下批准非本地操作。

	32
	无线局域网
	5.150-5.350 GHz
	≤ 100 mW （e.i.r.p.）
	FCC第15部分§ 15.407 
（b） 或
EN 301 893
	根据此规定工作的WLAN，应在5.250-5.350 GHz频率范围内实施DFS功能。

只在特殊情况下批准非本地操作。

	(5)	有效辐射功率（e.r.p.）是指半波调谐双极天线的辐射，用于1 GHz以下频率。
(6)	等效全向辐射功率（e.i.r.p.）是为天线供电的产物，与全向天线最大增益相对应，可用于1 GHz以上频率。e.i.r.p.和e.r.p.间总存在2.15 dB的差值[e.i.r.p. （dBm） = e.r.p. （dBm） + 2.15]。





越南的技术规则
MIC的36/2009/TT-BTTTT 决定（03/12/2009）包含针对各类SRD的独立技术要求。下表列出了一些共同的要求：

	短距离无线电通信设备的技术要求

	
	频段（MHz）
	辐射
（最大功率）
	杂散发射
（最大或最小劣化）
	设备或应用的类型

	
	A
	B
	C
	D

	1
	0.115-0.150
	≤ 4.5 mW e.r.p.
	细节 (7)
	无线电告警和检测系统

	
	
	
	
	RFID

	
	
	
	
	无线遥控

	2
	10.2-11
	≤ 4.5 W e.r.p.
	
	无线音频助听系统

	3
	13.553-13.567
	≤ 4.5 mW e.r.p.
	
	无线电告警和检测系统

	
	
	
	
	RFID

	
	
	
	
	其它应用

	4
	26.957-27.283
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线遥控

	
	
	
	
	无线电遥测

	
	
	
	
	其它应用

	5
	29.70-30.00
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线遥控

	
	
	
	
	无线电告警和检测系统

	
	
	
	
	无线电遥测

	6
	34.995-35.225
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线遥控

	7
	40.02-40.98
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	航空模型遥控（无线遥控）

	8
	40.66-40.7
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	
	
	
	
	无线遥控

	
	
	
	
	其它应用

	9
	40.50-41.00
	≤ 10 W e.r.p.
	发射机输出端≥ 32 dBc 
	医疗和生态遥测

	10
	43.71-44.00
46.60-46.98
48.75-49.51
49.66-50.00
	≤ 183 W e.r.p.
	3 m 处≥ 32 dBc
	无绳电话

	11
	50.01-50.99
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	航空模型遥控（无线遥控）

	12
	72.00-72.99
	≤ 1 W e.r.p.
	发射机输出端≥ 40 dBc
	航空模型无线遥控（无线遥控）

	13
	88-108
	≤ 3 W e.r.p.
	3 m 处≥ 32 dBc 
	无线音频系统（FM发射机除外）

	
	
	≤ 20 nW e.r.p.
	
	FM发射机（属于无线音频系统）

	14
	146.35-146.50
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线电告警和检测系统

	15
	182.025-182.975
	≤ 30 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	16
	216-217
	≤ 10 W e.r.p.
	发射机输出端≥ 40 dBc
	医疗和生态遥测

	17
	217.025-217.975
	≤ 30 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	18
	218.025-218.475
	≤ 30 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	19
	240.15-240.30
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线电告警和检测系统

	20
	300.00-300.33
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线电告警和检测系统

	21
	312-316
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线电告警和检测系统

	
	
	
	
	无线遥控

	22
	401-406
	≤ 25 W e.r.p.
	细节(8)
	MICS

	23
	402-405
403.5-403.8
405-406
	≤ 100 nW e.r.p.
	
	MITS

	24
	433.05-434.79
	≤ 10 mW e.r.p.
	3 m 处≥ 32 dBc
	RFID

	
	
	
	发射机输出端≥ 40 dBc
	无线遥控

	
	
	
	
	无线电遥测

	25
	444.40-444.80
	≤ 100 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线电告警和检测系统

	26
	470.075-470.725
	≤ 10 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	27
	482.19-488.00
	≤ 30 mW e.r.p.
	发射机输出端≥ 40 dBc
	无线音频系统

	28
	821-822
	≤ 183 W e.r.p.
	3 m 处≥ 32 dBc
	无绳电话

	29
	866-868
	≤ 500 mW e.r.p.
	在发射机的输出端≥ 32 dBc
	RFID

	30
	920-925
	≤ 500 mW e.r.p.
	在发射机的输出端≥ 32 dBc
	RFID

	31
	924-925
	≤ 183 W e.r.p.
	3 m 处≥ 32 dBc
	无绳电话

	32
	2 400-2 483.5
	对于使用FHSS调制的装置而言，功率≤ 100 mW e.i.r.p. 且≤ 100 mW/100 kHz
e.i.r.p. 
对于使用其它调制方式的装置而言，功率≤ 10 mW/1 MHz e.i.r.p.
	细节(9)
	WLAN

	
	
	
	
	其它扩频应用

	
	
	≤ 10 mW e.i.r.p.
	细节(10)
	无线视频发射机

	
	
	
	细节(11)
	其它应用

	33
	5 150-5 250
	≤ 200 mW e.i.r.p. 且
≤ 10 mW/MHz
	细节(12)
	WLAN

	34
	5 250-5 350
	≤ 200 mW e.i.r.p且
≤ 10 mW/MHz
	细节(13)
	WLAN

	35
	5 470-5 725
	≤ 1 mW e.i.r.p. 且
≤ 50 mW/MHz
	细节(14)
	WLAN

	36
	5 725-5 850
	≤ 1 mW e.i.r.p. 且
≤ 50 mW/MHz
	细节(15)
	WLAN

	
	
	≤ 25 mW e.i.r.p.
	细节(16)
	其它应用

	37
	10.5-10.55
	≤ 100 mW e.i.r.p.
	细节(17)
	无线视频发射机

	38
	24-24.25
	≤ 100 mW e.i.r.p.
	细节(18)
	无线视频发射机

	
	
	
	
	其它应用



(7)	杂散发射：

	频率范围
状态
	9 kHz  f  10 MHz
	10 MHz  f  30 MHz
	47 MHz  f  74 MHz
87.5 MHz  f  118 MHz
174 MHz  f  230 MHz
470 MHz  f  862 MHz
	其它频率
30 MHz  f  1 000 MHz

	工作
	27 dB（A/m） 下降3 dB/8 倍频程
	–3.5 dB（A/m）
	4 nW
	250 nW

	待机
	6 dB（A/m） 下降3 dB/8 倍频程
	–24 dB（A/m）
	
	2 nW



(8)	杂散发射：

	频率范围
状态
	47 MHz  f  74 MHz
87.5 MHz  f  118 MHz
174 MHz  f  230 MHz
470 MHz  f  862 MHz
	其它频率
f  1 000 MHz
	其它频率
f 1 000 MHz

	工作
	4 nW
	250 nW
	1 W

	待机
	
	2 nW
	20 nW



(9)	杂散发射：

	频率范围
状态
	30 MHz  f  1 GHz
	1,8 MHz  ≤ f ≤ 1,9 GHz
5,15 GHz ≤ f ≤  5,3 GHz
	1 GHz  ≤ f ≤ 12,75 GHz

	
	窄带
	宽带
	窄带
	
	窄带
	宽带

	工作
	–36 dBm
	–86 dBm/Hz
	–47 dBm
	工作
	–36 dBm
	–86 dBm/Hz

	待机
	–57 dBm
	–107 dBm/Hz
	
	待机
	–57 dBm
	–107 dBm/Hz



(10)	杂散发射：

	频率范围


状态
	47 MHz  f  74 MHz
87.5 MHz  f  118 MHz
174 MHz  f  230 MHz
470 MHz  f  862 MHz
	其它频率
f  1 000 MHz
	其它频率
f 1 000 MHz

	工作
	4 nW
	250 nW
	1 W

	待机
	2 nW
	2 nW
	20 nW



(11)	杂散发射：

	频率范围

状态
	47 MHz  f  74 MHz
87.5 MHz  f  118 MHz
174 MHz  f  230 MHz
470 MHz  f  862 MHz
	其它频率
f  1 000 MHz
	其它频率
f 1 000 MHz

	工作
	4 nW
	250 nW
	1 W

	待机
	
	2 nW
	20 nW





(12)	杂散发射：

	频率范围

状态
	47 MHz  f  74 MHz
87.5 MHz  f  118 MHz
174 MHz  f  230 MHz
470 MHz  f  862 MHz
	其它频率
f  1 000 MHz
	其它频率
f 1 000 MHz

	工作
	–54 dBm e.r.p.
（带宽： 100 kHz）
	–36 dBm e.r.p.
（带宽： 100 kHz）
	–30 dBm e.r.p.
（带宽： 1 MHz）



(13)	杂散发射的内容与注中的细节相同(2)。
(14)	杂散发射的内容与注中的细节相同(2) 。
(15)	杂散发射的内容与注中的细节相同(2) 。
(16)	杂散发射的内容与注中的细节相同(1) 。
(17)	杂散发射的内容与注中的细节相同(1) 。
(18)	杂散发射的内容与注中的细节相同(1) 。
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FOREWORD

This Recommendation sets out the general position on common spectrum allocations for Short Range Devices
(SRDs) for countries within the CEPT. It is also intended that it can be used as a reference document by the
CEPT member countries when preparing their national regulations in order to keep in line with the provisions of
the R&TTE Directive.

In using this Recommendation it should be remembered that it represents the most widely accepted position
within the CEPT but it should not be assumed that all allocations are available in all countries. An indication of
where allocations are not available or where deviations from the CEPT position occur is to be found in
Appendix 3.

It should also be remembered that the pattern of radio use is not static. It is continuously evolving to reflect the
many changes that are taking place in the radio environment; particularly in the field of technology. Spectrum
allocations must reflect these changes and the position set out in this Recommendation is therefore subject to
continuous review.

Moreover, many administrations have designated additional frequencies or frequency bands for SRD
applications on a national basis that do not conform to the CEPT position set out in this Recommendation.

For these reasons, those wishing to develop or market SRDs based on this Recommendation are advised to
contact the relevant national administration to verify that the position set out herein still applies. Any
inconsistencies between the national position stated in the implementation table in Appendix 1 of this
Recommendation and those national positions stated elsewhere should be brought to the attention of the ECO
(thomas.weber@eco.cept.org) in order that these differences may be resolved.

When selecting parameters for new SRDs, which may have inherent safety of human life implications,
manufacturers and users should pay particular attention to the potential for interference from other systems
operating in the same or adjacent bands. Manufacturers should advice users on the risks of potential interference
and its consequences.
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INTRODUCTION

CEPT has adopted this Recommendation to deal with Short Range Devices and the European Telecommunications
Standards Institute (ETSI) has now developed harmonised European standards for the majority of these devices.
Other standards or technical specifications will be applicable within the framework of the R&TTE Directive for
placing on the market.

The term “Short Range Device” (SRD) is intended to cover the radio transmitters which provide either uni-
directional or bi-directional communication and which have low capability of causing interference to other radio
equipment. SRDs use either integral, dedicated or external antennas and all modes of modulation can be permitted
subject to relevant standards. SRDs are not considered a “Radio Service” under the ITU Radio Regulations
(Article 1).

This Recommendation describes the spectrum management requirements for SRDs relating to allocated
frequency bands, maximum power levels, channel spacing and duty cycle.

For CEPT countries that have implemented the R&TTE Directive, Article 12 (CE-marking) and Article 7.2 on
putting into service of radio equipment apply. Article 12 states that “any other marking may be affixed to the
equipment provided that the visibility and legibility of the CE-marking is not hereby reduced” and Article. 7.2
states that “member states may restrict the putting into service of radio equipment only for reasons related to the
effective and appropriate use of the radio spectrum, avoidance of harmful interference or matters relating to
public health.”

"The CEPT has considered the use of SRD devices on board aircraft and it has concluded that, from the CEPT
regulatory perspective, such use is allowed under the same conditions provided in the relevant Annex of
Recommendation 70-03. For aviation safety aspects, the CEPT is not the right body to address this matter
which remains the responsibility of aircraft manufacturers or aircraft owners who should consult with the
relevant national or regional aviation bodies before the installation and use of such devices on board aircraft."”

For Short Range Devices individual licenses are normally not required. Where licenses are required this is stated
in the relevant Annex.

The following annexes define the regulatory parameters as well as additional information about harmonised
standards, frequency issues and important technical parameters. Other technical parameters are indicated in the
relevant standard.

Appendix 2 covers the relevant ECC/ERC Decisions and ETSI standards.

For countries having implemented the R&TTE Directive further details can be found on the relevant EC
http://ec.europa.eu/enterprise/sectors/rtte/index_en.htm and the ECO web sites (www.cept.org/ecc).

Applications for certain short range devices within this recommendation are subject to EC Decisions including
Decision 2006/771/EC and EU/EFTA Member States are obliged to implement the EC Decision in all these cases.
These applications are identified by a footnote under “Additional Information” in the relevant Annex which also
mentions any derogations that have been agreed. A list of relevant EC Decisions can be found in Appendix 2.

Member States of EU/EFTA may allow, at national level, equipment to operate under more permissive conditions
than specified in the EC Decision if permitted by that EC Decision. However, in this case such equipment could not
operate throughout the European Community without restrictions and would therefore be considered as ‘Class 2’

equipment under the classification in the 1999/5/EC (R&TTE) Directive.
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“The European Conference of Postal and Telecommunications Administrations,

considering

a)

that SRDs in general operate in shared bands and are not permitted to cause harmful interference to radio
services;

b) that in general SRDs cannot claim protection from radio services;

c) that due to the increasing interest in the use of SRDs for a growing number of applications it is necessary to
harmonise frequencies and regulations for these devices;

d) that there is a need to distinguish between different applications;

e) that additional applications and associated annexes will be added as necessary;

f)  that for CEPT countries that have implemented the R&TTE Directive article 12 (CE marking) and article
7.2 on putting into service of radio equipment apply,

g) that equipment marketed before the adoption of this Recommendation marked with the abbreviation CEPT
LPD Y according to the abrogated CEPT Recommendation T/R 01-04 should be allowed continuation of free
circulation and use

h) that maintenance of Appendices 2 and 3 and also the related cross-references in the Annexes may be
undertaken by the ECO based on information from Administrations,

i)  that information about placing SRD equipment on the market and its use can be obtained by contacting
individual administrations, especially with regard to equipment operating in frequencies or frequency
bands that may be designated for SRDs by administrations in addition to those covered in this
Recommendation;

j)  that SRD equipment normally use either integral or dedicated antennas. In exceptional cases external
antennas could be used which will be mentioned in the appropriate annex to this Recommendation;

k) that for those countries implementing the provisions of this Recommendation, national restrictions in
respect of the annexes can be found in Appendix 3;

) that EU/ EFTA Member States are required to implement the EC Decisions listed in Appendix 2 of this
recommendation and that for those countries a ”’Y” indication in the implementation table means that the
least restrictive regulatory parameters of any of the respective EC Decisions listed in Appendix 2 applies.
The parameters in the EC Decisions listed in Appendix 2 may be subject to a derogation for an individual
country and this should be detailed in Appendix 3.

recommends

1) that CEPT administrations implement the parameters in accordance with the indications mentioned in the
annexes;

2) that technical parameter limits should not be exceeded by any function of the equipment;

3) that CEPT administrations should allow visitors from other countries to carry and use their equipment
temporarily without any further formalities unless there are national restrictions as shown in Appendix 3.”

Note:

Please check the Office web site (www.cept.org/eco/deliverables) for the up to date position on the
implementation of this and other ECC/ERC deliverables.
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Annex 1 Non-specific Short Range Devices

Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended primarily for Telemetry,
Telecommand, Alarms and Data in general and other similar applications. Video applications should be preferably used above 2.4
GHz.

This annex also includes references to the generic UWB regulation which was primarily developed to allow communication
applications using UWB technology in bands below 10.6 GHz; but enables also other types of radio applications.

Regulatory parameters related to Annex 1

Frequency Band Power / Spectrum access Channel ECC/ERC Notes
Magnetic Field | and mitigation spacing Decision
requirement
a 6765-6795 kHz 42 dBpA/m at 10m No requirement No spacing
b 13.553-13.567 MHz 42 dBpA/m at 10m No requirement No spacing
c 26.957-27.283 MHz 42 dBpA/m at 10m No requirement No spacing
10 mW e.r.p
d 40.660-40.700 MHz 10 mW e.r.p. No requirement No spacing
e 138.20-138.45 MHz 10 mW e.r.p. < 1.0 % duty cycle No spacing
(note 1)
f 433.050-434.790 MHz 10 mW e.r.p. <10 % duty cycle No spacing
(note 4) (note 1)
f1 433.050-434.790 MHz 1 mW e.r.p. No requirement No spacing Powe'r density limited 'to —13 dBm/10 kHZ
. for wideband modulation with a bandwidth
(note 4bis) -13 dBm/10 kHz
greater than 250 kHz
f2 434.040-434.790 MHz 10 mW e.r.p. No requirement Up to 25 kHz
(note 4bis)
o] 863-870 MHz <25mW e.r.p. <0.1% duty cycle <100 kHz FHSS modulation
(note 3, 4 and 6) or LBT for 47 or more
(note 1 and 5) channels
(note 2)
<25mW e.r.p. <0.1% duty cycle No spacing DSSS and other wideband modulation other
(note 6) or LBT+AFA than FHSS
Power density : (note 1, 5 and 6)
- 4.5 dBm/100 kHz
(note 7)
<0.1% duty cycle <100 kHz, Narrow /wide-band modulation
<25mWerp. or LBT+AFA for 1 or more
(note 1 and 5) channels
modulation
bandwith
<300 kHz
(note 2)
1 868.000-868.600 MHz <25mW e.r.p. < 1% duty cycle No spacing, Narrow / wide-band modulation.
9 (note 4) or LBT+AFA for 1 or more No channel spacing, however the whole
(note 1) channels stated frequency band may be used
(note 2)
g2 868.700-869.200 MHz <25mW e.r.p. <0.1% duty cycle No spacing, Narrow / wide-band modulation.
(note 4) or LBT+AFA for 1 or more No channel spacing, however the whole
(note 1) channels stated frequency band may be used
(note 2)
g3 869.400-869.650 MHz <500 mW e.r.p. < 10% duty cycle 25 kHz Narrow / wide-band modulation
or LBT+AFA (for 1 or more The whole stated frequency band may be
(note 1) channels) used as 1 channel for high speed data
transmission
g4 869.700-870.000 MHz <5mWe.urp. No requirement No spacing Narrow / wide-band modulation.
(note 4bis) <25 mW up to 1% duty cycle (for 1 or more No channel spacing, however the whole
R or LBT+AFA channels) stated frequency band may be used
(note 1)
h 2400.0-2483.5 MHz 10 mW e.i.r.p. No requirement No spacing
i 5725-5875 MHz 25 mW e.ir.p. No requirement No spacing
j 24.00-24.25 GHz 100 mW e.i.r.p. No requirement No spacing
k 61.0-61.5 GHz 100 mW e.i.r.p. No requirement No spacing
| 122-123 GHz 100 mW e.i.r.p. No requirement No spacing
m 244-246 GHz 100 mW e.i.r.p. No requirement No spacing
n 3.1-4.8 GHz * * * ECC/DEC/(06)04 | Generic UWB regulation
6-9 GHz * See detailed requirements in related
ECC Decisions
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Note 1:  When either a duty cycle, Listen Before Talk (LBT) or equivalent technique applies then it shall not be user dependent/adjustable and shall be guaranteed
by appropriate technical means.
For LBT devices without Adaptive Frequency Agility (AFA), or equivalent techniques, the duty cycle limit applies.
For any type of frequency agile device the duty cycle limit applies to the total transmission unless LBT or equivalent technique is used.

Note 2:  The preferred channel spacing is 100 kHz allowing for a subdivision into 50 kHz or 25 kHz.
Note 3:  Sub-bands for alarms are excluded (see ERC/REC 70-03 Annex 7).

Note 4:  Audio and video applications are allowed provided that a digital modulation method is used with a max. bandwidth of 300 kHz.
Analogue and digital voice applications are allowed with a max. bandwidth < 25 kHz.
In sub-band 863-865 MHz voice and audio conditions of Annexes 10 and 13 of ERC/REC 70-03 apply respectively.

Note 4bis: Audio and video applications are excluded. Analogue or digital voice applications are allowed with a max. bandwidth < 25 kHz and with spectrum access
technique such as LBT or equivalent. The transmitter shall include a power output sensor controlling the transmitter to a maximum transmit period of 1
minute for each transmission

Note 5:  Duty cycle may be increased to 1% if the band is limited to 865-868 MHz.

Note 6:  For other wide-band modulation than FHSS and DSSS with a bandwidth of 200 kHz to 3 MHz, duty cycle can be increased to 1% if the band is limited to
865-868 MHz and power to <10 mW e.r.p.

Note 7:  The power density can be increased to +6.2 dBm/100 kHz and -0.8 dBm/100 kHz, if the band of operation is limited to 865-868 MHz and 865-870 MHz
respectively.

Additional Information

Harmonised Standards

EN 300 220 sub-bands c) to g4)

EN 300 330 sub-bands a) to c)

EN 300 440 sub-bands h), 1) and j)

EN 305 550 sub-band k), 1) and m)

EN 302 065 subband n)

EN 302 500 subband n) (only 6-9 GHz)

Technical parameters also referred to in the harmonised standard

Listen before talk (LBT) with Adaptive Frequency Agility (AFA) technique feature may be used instead of duty cycle.
LBT is defined in EN 300 220.

Audio and voice are defined in EN 300 220.

Frequency issues

The bands in Annex 1l a-b-c-d f-fl-f2-h-i-j-k-1and m are also designated for industrial, scientific and medical (ISM)
applications as defined in ITU Radio Regulations.

Sub-band g)

Certain channels may be occupied by RFID operating at higher powers (See Annex 11 for further details). To minimise the risk of
interference from RFID, SRDs should use LBT with AFA or observe suitable separation distances. (In the high power RFID channels
typically these may vary from 918 m (indoor) to 3.6 km (rural outdoor). In the remaining 2.2 MHz, where tags at -20 dBm e.r.p.
occupy the spectrum, this may vary from 24 m (indoor) to 58 m (rural outdoor)).

The adjacent frequency bands below 862 MHz and above 870 MHz may be used by high power systems. Manufacturers should take
this into account in the design of equipment and choice of power levels.
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Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended for a number of specific devices

including:

Annex 2

e Detecting avalanche victims

e  Meter Reading

e  Asset Tracking and Tracing

Regulatory parameters related to Annex 2

Tracking, Tracing and Data Acquisition

Frequency Band Power / Spectrum access | Channel ECC/ERC Notes
Magnetic field and mitigation Spacing Decision
requirement
a 456.9-457.1 kHz 7 dBpA/mat 10 m No requirement Continuous wave (CW) ECC/DEC/(04)01 Detection of avalanche victims.
—no modulation. Note:
Centre frequency is 457 kHz

b 169.4-169.475 MHz 500 mW e.r.p. < 10% duty cycle Max 50 kHz ECC/DEC/(05)02 Meter Reading

c 169.4-169.475 MHz 500 mW e.r.p. < 1% duty cycle Max 50 kHz ECC/DEC/(05)02 Asset Tracking and Tracing
Additional Information
Harmonised Standards
EN 300 718 Sub-band a)
EN 300 220 Sub-bands b) and ¢)

Frequency issues
No information

Technical parameters also referred to in the harmonised standard

No information
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Annex 3 Wideband Data Transmission systems
Scope of Annex
This annex covers frequency bands and regulatory as well as informative parameters recommended for Wideband Data Transmission

Systems and Wireless Access Systems including Radio Local Area Networks (WAS/RLANSs) within the bands 2400-2483.5 MHz and
17.1-17.3 GHz as well as for Multiple-Gigabit WAS/RLAN Systems within the band 57-66 GHz.

Regulatory parameters related to Annex 3

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a 2400.0-2483.5 MHz | 100 mW e.ir.p. | Adequate spectrum No spacing | ERC/DEC/(01)07 | For wide band modulations other than FHSS, the
sharing mechanism maximum e.i.r.p. density is limited to 10 mW/MHz
(e.g. Listen-before-
Talk, Detect-And-

Avoid) shall be
implemented by the
equipment
b 17.1-17.3 GHz 100 mW e.i.r.p. | No requirement No spacing
¢ 57-66 GHz 40 dBm Adequate spectrum No spacing Fixed outdoor installations are not allowed.
mean €.1.I.p. ?ha”ig rtnecga?lsm The maximum mean e.i.r.p density is limited to
e.g. Listen-before-
This refers to Talgk Detect-And- 13 dBm/MHz.
the highest Avoi’ d) shall be Point-to-point links of the Fixed Service are regulated
power level of implemented by the by ECC/REC/(05)02 and ECC/REC/(09)01
the transmitter equipment.

power control
range during the
transmission
burst if
transmitter
power control is
implemented

Additional Information

Harmonised Standards

EN 300 328 sub-band a)
t.b.d sub-band b)
EN 302 567 sub-band ¢)
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Annex 4 Railway applications

Scope of Annex
This annex covers frequency bands and regulatory as well as informative parameters recommended for applications specifically
intended for use on railways.

The sub-bands below are intended for the following applications:

- band a) Automatic vehicle identification systems for railways including Automatic Vehicle Identification for Railways (AVI)

- band b) Balise tele-powering and down-link (train to ground) systems including Eurobalise and activation of the Loop / Euroloop
- band c) Balise up-link (ground to train) systems including Eurobalise

- band d) Loop up-link (ground to train) systems including Euroloop

Regulatory parameters related to Annex 4

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a 2446-2454 MHz 500 mW e.i.r.p. No requirement Transmitting only in presence of trains.

5 channels, each 1.5 MHz wide within the band
2446-2454 MHz

b 27.090-27.100 MHz 42 dBpA/mat 10 m | No requirement No spacing Tele-powering and Down-link signal for Balise /
Eurobalise. May also be optionally used for the
activation of the Loop / Euroloop.

Note:

Center frequency is 27.095 MHz

C  984-7484 kHz 9 dBuA/mat 10m | <1% duty cycle No spacing Transmitting only on receipt of a Balise /
Eurobalise tele-powering signal from a train.

Note:
Center frequency is 4234 kHz

d 7.3-23.0 MHz -7 dBpA/m at 10m No requirement No spacing Maximum field strength specified in a bandwidth
of 10 kHz, spatially averaged over any 200m
length of the loop.

Transmitting only in presence of trains.

Spread Spectrum Signal, Code Length: 472 Chips.
Note:

Center frequency is 13.547 MHz

Additional Information

Harmonised Standards

EN 300 761 sub-band a)

EN 302 608 sub-bands b) and c)
EN 300 330 sub-bands b), ¢),
EN 302 609 sub-band d)

Frequency issues

No information

Technical parameters also referred to in the harmonised standard

Spectrum masks for Eurobalise and Euroloop are defined in ETSI standards EN 302 608 and EN 302 609, in accordance with the
elements given in ECC Report 98.
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Road Transport and Traffic Telematics (RTTT)

This annex covers frequency bands and regulatory as well as informative parameters recommended for Road Transport and Traffic
Telematics (RTTT) including all types of communications between vehicles (e.g. car-to-car), and between vehicles and fixed
locations (e.g. car-to-infrastructure) as well as radar system installations to be used in ground based vehicles.

Regulatory parameters related to Annex 5

Frequency Band

Power

Spectrum access
and mitigation
requirement

Channel
spacing

ECC/ERC
Decision

Notes

a 5795-5805 MHz

2 We.ir.p.
8 We.ir.p.

No requirement

ECC/DEC/(02)01

Individual license may be required for the higher power
of 8 W systems

b 5805-5815 MHz

2 We.irp.
8 We..r.p.

No requirement

ECC/DEC/(02)01

Individual license required.
Individual license may be required for the higher power
of 8 W systems

c 76-77 GHz

55 dBm peak
e.ir.p.

No requirement

No spacing

ECC/DEC/(02)01

50 dBm average power or 23.5 dBm average power
for pulse radar only.
For vehicle radars

dl  21.65-26.65 GHz

ECC/DEC/(04)10

For automotive Short Range Radars (SRR)

* See detailed requirements in related ECC
Decision. New SRR equipment may only be placed
onto the market until 1 July 2013

d2  24.25-26.65 GHz

ECC/DEC/(04)10

For automotive Short Range Radars (SRR)

See detailed requirements in related ECC Decision.
SRR equipment may only be placed onto the market
until 1 January 2018. This date is extended by 4
years for SRR equipment mounted on motor
vehicles for which vehicle conformity compliance
has been granted before 1 January 2018

e 77-81 GHz

ECC/DEC/(04)03

For automotive Short Range Radars (SRR)
* See detailed requirements in related ECC Decision

fl 24.050-24.075 GHz

100 mW e.i.r.p.

No requirement

For vehicle radars

f2 24.075-24.150 GHz

0.1mW e.i.r.p.

No requirement

For vehicle radars

100 mW e.i.r.p.

< 4us/40 kHz dwell
time every 3ms

For automotive radars

The spectrum access and mitigation requirement is
given for devices mounted behind a bumper. If
mounted without a bumper, the requirement should
be 3us/40kHz maximum dwell time every 3ms.

A requirement for minimum frequency modulation
range (applicable to FMCW or step frequency
signals) or minimum instantaneous bandwidth
(applicable to pulsed signal) of 250 kHz applies in
addition to the requirement on maximum dwell time

< 1ms/40 kHz dwell
time every 40ms

For automotive radars

The spectrum access and mitigation requirement is
given for devices mounted either behind a bumper or
mounted without a bumper.

A requirement for minimum frequency modulation
range (applicable to FMCW or step frequency
signals) or minimum instantaneous bandwidth
(applicable to pulsed signal) of 250 kHz applies in
addition to the requirement on maximum dwell time

3 24.150-24.250 GHz

100mW e.i.r.p.

No requirement

For vehicle radars

gl 24.250-24.495 GHz

-11 dBme.ir.p.

<0.25%/s/25 MHz
duty cycle

g2  24.495-24.500 GHz

-8 dBm e.i.r.p.

< 1.5%/s/5 MHz
duty cycle

g3  24.250-24.500 GHz

+20 dBm e.i.r.p.

<5.6%/s/25 MHz
duty cycle

+16 dBm e.i.r.p.

<2.3%/s/25 MHz
duty cycle

For automotive radars

The activity of the Wideband Low Activity Mode
(WLAM) is limited to avoid the risk of interference
and this mode is only activated in specific
configurations as a complementary to designation f1
to f3 as described in ECC Report 164
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Additional Information

Harmonised Standards

EN 300 674 sub-bands a) and b)

EN 301 091 sub-band c)

EN 302 288 sub-band d1) and d2)

EN 302 264 sub-band e)

EN 302 858 sub-bands f1) to f3) and g1) to g3) (under revision)
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Annex 6 Radiodetermination applications

Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended for SRD radiodetermination
applications including Equipment for Detecting Movement and Alert. Radiodetermination is defined as the determination of the
position, velocity and/or other characteristics of an object, or the obtaining of information relating to these parameters, by means of
the propagation properties of radio waves.

Regulatory parameters related to Annex 6

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a  2400.0-2483.5 MHz 25 mW e.i.r.p. No requirement No spacing ERC/DEC/(01)08
b 9200-9500 MHz 25 mW e.i.r.p. No requirement No spacing
¢ 9500-9975 MHz 25 mW e.i.r.p. No requirement No spacing
d 10.5-10.6 GHz 500 mW e.i.r.p. No requirement No spacing
e 13.4-14.0 GHz 25 mW e.ir.p. No requirement No spacing
f 24.05-24.25 GHz 100 mW e.i.r.p. No requirement No spacing The frequency band 24.0-24.25 GHz is
identified with the same emission
parameters in Annex 1 band j
g 4.5-7.0 GHz -41.3 dBm/MHz e.i.r.p. No requirement No spacing For Tank Level Probing Radar (TLPR)
outside the enclosed test
tank structure
h 8.5-10.6 GHz -41.3 dBm/MHz e.ir.p. No requirement No spacing For Tank Level Probing Radar (TLPR)
outside the enclosed test The radiated unwanted emissions within
tank structure the frequency band 10.6-10.7 GHz outside
the test tank enclosure shall be less than -
60 dBm/MHz e.i.r.p.
i 24.05-27.00 GHz -41.3 dBm/MHz e.ir.p. No requirement No spacing For Tank Level Probing Radar (TLPR)
outside the enclosed test
tank structure
j 57-64 GHz -41.3 dBm/MHz e.ir.p. No requirement No spacing For Tank Level Probing Radar (TLPR)
outside the enclosed test
tank structure
k 75-85 GHz -41.3 dBm/MHz e.ir.p. No requirement No spacing For Tank Level Probing Radar (TLPR)
outside the enclosed test
tank structure
I 6.0-8.5GHz * * * ECC/DEC/(11)02 | For Industrial Level Probing Radar (LPR)
*See detailed requirements in related
ECC Decision
m 24.05-26.5 GHz * * * ECC/DEC/(11)02 | For Industrial Level Probing Radar (LPR)
*See detailed requirements in related
ECC Decision
n 57-64 GHz * * * ECC/DEC/(11)02 | For Industrial Level Probing Radar (LPR)
*See detailed requirements in related
ECC Decision
0 75-85GHz * * * ECC/DEC/(11)02 | For Industrial Level Probing Radar (LPR)
*See detailed requirements in related
ECC Decision
p 17.1-17.3 GHz +26 dBm e.i.r.p. DAA No spacing For Ground Based Synthetic Aperture
Radar (GBSAR)
Specific requirements for the radar antenna
pattern and for the implementation of
Detect And Avoid (DAA) technique apply
as described in EN 300 440
q 30MHz-12.4 GHz * * * ECC/DEC/(06)08 | For Ground- and Wall- Probing Radar
(GPR/WPR) imaging systems, subject to
an appropriate licensing regime
* See detailed requirements in related
ECC Decision
r 22-8GHz * * * ECC/DEC/(07)01 For Material Sensing Devices.
* See detailed requirements in related
ECC Decision
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Additional Information

Harmonised Standards

EN 300 440 sub-bands a), b), ¢), d), e), ), p)
EN 302 372 sub-bands g), h), 1), j), k)

EN 302 729 sub-bands 1), m), n), and o)

EN 302 066 sub-band q)

EN 302 435 sub-band r)
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Scope of Annex

Annex 7

Alarms

ERC/REC 70-03
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This annex covers frequency bands and regulatory as well as informative parameters recommended exclusively for alarm systems
including social alarms and alarms for security and safety.

The sub-bands below are intended for the following applications:
— Alarms in sub-bands a), b) ,c) and ¢)
- Social Alarms sub-bands d), f) and g)

Regulatory parameters related to Annex 7
Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a 868.6-868.7 MHz 10 mW erp. | <1.0% duty cycle 25 kHz The whole frequency band may also be used as
1 channel for high speed data transmissions
b 869.250-869.300 MHz 10 mW e.r.p. | <0.1 % duty cycle 25 kHz
¢ 869.650-869.700 MHz 25mW erp. | <10 % duty cycle 25 kHz
d  869.200-869.250 MHz 10mW erp. | <0.1%dutycycle | 25kHz Social Alarms
e 869.300-869.400 MHz 10 mW erp. | <1.0% dutycycle 25 kHz
f  169.4750-169.4875 MHz 10mW erp. | <0.1% duty cycle 12.5 kHz ECC/DEC/(05)02 Social Alarms (exclusive use)
g 169.5875-169.6000 MHz 10mW er.p. | <0.1 % duty cycle 12.5 kHz ECC/DEC/(05)02 Social Alarms (exclusive use)

Additional Information

Harmonised Standards
EN 300 220

Frequency issues
No information

Technical parameters also referred to in the harmonised standard

No information
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Scope of Annex

Annex 8

Model Control

This annex covers frequency bands and regulatory as well as informative parameters recommended for the application of model
control equipment, which is solely for the purpose of controlling the movement of the model, in the air, on land or over or under the
water surface. Although the bands are not harmonised, the parameters given in the table are common in a majority of CEPT countries.

It should be noted that the bands are not exclusive for this type of application.

Regulatory parameters related to Annex 8

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a 26.995,27.045,27.095, 100 mW e.r.p No requirement 10 kHz
27.145,27.195 MHz
b 34.995-35.225 MHz 100 mW e.r.p No requirement 10 kHz ERC/DEC/(01)11 Only for flying models
C  40.665, 40.675, 40.685, 100 mW e.r.p No requirement 10 kHz ERC/DEC/(01)12
40.695 MHz

Additional Information

Harmonised Standards
EN 300 220

Frequency issues
No information

Technical parameters also referred to in the harmonised standard

No information
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Scope of Annex
This annex covers frequency bands and regulatory as well as informative parameters recommended for inductive applications include
for example car immobilisers, animal identification, alarm systems, cable detection, waste management, personal identification,
wireless voice links, access control, proximity sensors, data transfer to handheld devices, automatic article identification, wireless
control systems, automatic road tolling and anti-theft systems including RF anti-theft induction systems. It should be noted that other
types of anti-theft systems can be operated in accordance with other relevant annexes.

Regulatory parameters related to Annex 9

Annex 9

Inductive applications

ERC/REC 70-03
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Frequency Band Magnetic field Spectrum access | Channel ECC/ERC Notes
strength and mitigation spacing Decision
requirement
al  9-90kHz 72 dBuA/mat 10m | No requirement No spacing In case of external antennas only loop coil
(note 1) antennas may be employed. Field strength level
descending 3 dB/oct at 30 kHz
a2 90-119 kHz 42 dBpA/m at 10m No requirement No spacing In case of external antennas only loop coil
antennas may be employed
a3 119-135kHz 66 dBuA/m at 10m No requirement No spacing In case of external antennas only loop coil
(note 1) antennas may be employed. Field strength level
descending 3 dB/oct at 119 kHz
b 135-140 kHz 42 dBpA/m at 10m No requirement No spacing In case of external antennas only loop coil
antennas may be employed
c 140-148.5 kHz 37.7 dBpA/m at No requirement No spacing In case of external antennas only loop coil
10m antennas may be employed
d 6765-6795 kHz 42 dBpA/m at 10m No requirement No spacing
e 7400-8800 kHz 9 dBpA/m at 10m No requirement No spacing
f 13.553-13.567 MHz | 42 dBpA/m at 10m No requirement No spacing
fl  13.553-13.567 MHz | 60 dBpA/m at 10m No requirement No spacing For RFID and EAS only
26.957-27.283 MHz | 42 dBpA/m at 10m No requirement No spacing
10.200-11.000 MHz | 9 dBpA/m at 10m No requirement No spacing
k 3155-3400 kHz 13.5 dBpA/m at No requirement No spacing In case of external antennas only loop coil
10m antennas may be employed
11 148.5kHz-5MHz | -15dBpA/mat10m | No requirement No spacing In case of external antennas only loop coil
antennas may be employed.
The maximum field strength is specified in a
bandwidth of 10 kHz.The maximum allowed total
field strength is -5 dBA/m at 10 m for systems
operating at bandwidths larger than 10 kHz
whilst keeping the density limit (-15 dBpA/m in a
bandwidth of 10 kHz)
12 5-30 MHz -20 dBpA/mat 10 m | No requirement No spacing In case of external antennas only loop coil
antennas may be employed.
The maximum field strength is specified in a
bandwidth of 10 kHz.The maximum allowed total
field strength is -5 dBuA/m at 10 m for systems
operating at bandwidths larger than 10 kHz
whilst keeping the density limit (-20 dBuA/m in a
bandwidth of 10 kHz)
13 400-600 kHz -8 dBpA/mat 10 m No requirement No spacing For RFID only.

In case of external antennas only loop coil
antennas may be employed.

The maximum field strength is specified in a
bandwidth of 10 kHz.

The maximum allowed total field strength is -
5dBpA/m at 10 m for systems operating at
bandwidths larger than 10 kHz measured at the
center frequency whilst keeping the density limit
(-8dBpA/m in a bandwidth of 10 kHz.)

These systems should operate with a minimum
operating bandwidth of 30 kHz
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Note 1: Limit is reduced to 42 dBpA/m at 10 m according to Table 1.

Station | Frequency Protection Maximum Field strength Location
bandwidth at 10 m

MSF 60 kHz +/-250Hz 42 dBuA/m United Kingdom

RBU 66.6 kHz +/-750Hz 42 dBuA/m Russian Federation

HBG 75 kHz +/-250Hz 42 dBuA/m Switzerland

DCF77 77.5 kHz +/-250Hz 42 dBpuA/m Germany

DCF49 | 129.1 kHz +/-500Hz 42 dBpA/m Germany

Table 1: Standard frequency and time signals to be protected within 9 - 90 kHz and 119 - 135 kHz

Additional Information

Harmonised Standards

EN 300 330 for all sub-bands
EN 302 291 sub-band f)

Frequency issues

Users should be aware that emissions from inductive applications could cause interference to nearby receivers of other radio services.

In case of loop antennas used within bands aa) and ac) integral or dedicated within an area between 0.05 m” and 0.16 m’ the field
strength is reduced by 10 * log (area/0.16 m?); for an antenna area less than 0.05 m” the field strength is reduced by 10 dB.

Particular attention should also be paid to the more stringent protection requirements identified by the ITU for global distress and
safety communications frequencies in the same or adjacent bands.

Technical parameters also referred to in the harmonised standard
Sub-band a3)

RFIDs operating in the frequency sub-band 119-135 kHz shall meet the spectrum mask given in EN 300 330. This will permit a
simultaneous use of the various sub-bands within the range 90 — 148.5 kHz.
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Annex 10 Radio microphone applications including aids for the hearing impaired

Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended for radio microphone
applications (also referred to as wireless microphones or cordless microphones) including aids for the hearing impaired
(also referred to as assistive listening devices). Radio microphones are small, low power (typically 50 mW or less)
transmitters designed to be worn on the body, or hand held, for the transmission of sound. The receivers are more tailored
to specific uses and may range from small and portable to rack mounted modules as part of a multichannel system. This
annex covers professional and consumer radio microphones, both hand-held and body-worn, and aids for the hearing
impaired.

Because of the difficulty in determining harmonised frequency bands for radio microphones, frequency band limits should
be regarded as tuning ranges within which a device can be designated to operate. In most cases, Appendix 3 indicates those
parts of the range that are not available in individual countries but this does not apply to the broadcasting bands at 174-216
MHz and 470-862 MHz where national geographical and licensing restrictions are likely to exist and the national
administration should be contacted.

The sub-bands below are intended for the following applications:
- Aids for the hearing impaired: sub-bands b), c), d), h1), h2), 1)
- Radio microphones: sub-bands a), ¢), d), el), e2), €3), e4), ), g)

Aids for the hearing impaired are specific radio microphone applications which capture an acoustic signal that is
transmitted by radio to the hearing aid receivers.

Regulatory parameters related to  Annex 10

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
a 29.7-47.0 MHz 10 mW e.r.p. No requirement 50 kHz On a tuning range basis

The frequency bands 30.3-30.5 MHz,
32.15-32.45 MHz and 41.015-47.00 MHz are
harmonised military bands

b 173.965-174.015 2 mW e.r.p. No requirement 50 kHz Aids for the hearing impaired
MHz

c 863-865 MHz 10 mW e.r.p. No requirement No spacing

d 174-216 MHz 50 mW e.r.p. No requirement No spacing On a tuning range basis.

Individual licence required

el 470-786 MHz 50 mW e.r.p. No requirement No spacing On a tuning range basis.
Individual licence required

e2 786-789 MHz 12 mW e.r.p. No requirement No spacing On a tuning range basis.
Individual licence required.

See technical conditions for PMSE (including
radio microphones) in Annex 3 of Decision
ECC/DEC/(09)03 section 3.1.

e3 823-826 MHz 20 mW e.i.r.p. No requirement 200 kHz Individual licence required.
100 mW e.i.r.p. 100 mW restricted to body worn microphones.

See technical conditions for PMSE (including
radio microphones) in Annex 3 of Decision
ECC/DEC/(09)03 section 3.1.

e4 826-832 MHz 100 mW e.i.r.p. No requirement 200 kHz Individual licence required.

See technical conditions for PMSE (including
radio microphones) in Annex 3 of Decision
ECC/DEC/(09)03 section 3.1.

f 1785-1795 MHz 20 mW e.i.r.p. No requirement No spacing Individual licence required.
50 mW e.i.r.p. 50 mW restricted to body worn microphones
g 1795-1800 MHz 20 mW e.ir.p. No requirement No spacing 50 mW restricted to body worn equipment
50 mW e.i.r.p.
hl 169.4000- 10 mW e.r.p. No requirement Max 50 kHz | ECC/DEC/(05)02 | Aids for the hearing impaired
169.4750 MHz (Personal Hearing Aid System)
500 mW e.r.p. No requirement Max 50 kHz | ECC/DEC/(05)02 | Aids for the hearing impaired

(Public Hearing Aid System)
Individual licence may be required.
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h2 169.4875- 10 mW e.r.p. No requirement Max 50 kHz | ECC/DEC/(05)02 | Aids for the hearing impaired
169.5875 MHz (Personal Hearing Aid System)
500 mW e.r.p. No requirement Max 50 kHz | ECC/DEC/(05)02 | Aids for the hearing impaired
(Public Hearing Aid System)
Individual licence may be required.
i 169.4-174.0 MHz 10 mW e.r.p. No requirement Max 50 kHz Aids for the hearing impaired

On a tuning range basis

Administrations should consider channel plan
for band 169.4-169.8125 MHz detailed in
ECC/DEC/(05)02 and the risk of interference
towards systems operated in the band 169.6-
169.8125 MHz when developing their national
frequency table

Additional Information

Harmonised Standards

EN 300 422 all sub-bands
EN 301 357

sub-band c)

Frequency Issues

Sub-band d)

Some countries may allow radio microphones and aids for the hearing impaired to operate in parts of this band with
maximum transmitter power of 10 mW e.r.p. and without individual licence. Detailed information can be obtained
from national administrations.

Sub-bands €2), €3), e4):

Some national administrations which have not introduced mobile/fixed communication networks (MFCN) in
accordance with Decision ECC/DEC/(09)03 may authorise larger parts or the whole of the band 786-862 MHz to be

used by radio microphones.

Technical parameters also referred to in the harmonised standard

No information
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Annex 11 Radio frequency identification applications

Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended for radio frequency
identification (RFID) applications including for example automatic article identification, asset tracking, alarm systems, waste
management, personal identification, access control, proximity sensors, anti-theft systems, location systems, data transfer to
handheld devices and wireless control systems. It should be noted that other types of RFID systems can be operated in
accordance with other relevant annexes.

Regulatory parameters related to Annex 11

Frequency Band Power Spectrum access | Channel ECC/ERC Notes
and mitigation spacing Decision
requirement
al 2446-2454 MHz <500 mW e.i.r.p. No requirement No spacing
a2 2446-2454 MHz >500 mW-4 W < 15% duty cycle No spacing Power levels above 500 mW are restricted to be
eirp . used inside the boundaries of a building and the
FHSS techniques . Lo
hould b d duty cycle of all transmissions shall in this case be
should be use <15 % in any 200 ms period (30 ms on /170 ms
off).
bl 865.0-865.6 MHz 100 mW e.r.p. No requirement 200 kHz
b2 865.6-867.6 MHz 2 We.rp. No requirement 200 kHz
b3 867.6-868.0 MHz 500 mW e.r.p. No requirement 200 kHz

Additional Information

Harmonised Standards
EN 300 440 Sub-band al) and a2)

EN 300 761 Sub-band al)
EN 302 208 Sub-bands b1l), b2) and b3)

Frequency issues

Sub-band a2)

To assist enforcement authorities any emissions from an RFID device when measured outside of the building at a distance of
10 metres shall not exceed the field strength from a 500 mW RFID device mounted outside the building when measured at the
same distance. Where a building consists of a number of premises, such as shops within a shopping arcade or Mall then the
measurements shall be referenced to the boundary of the user's premises within the building.

Sub-bands b1), b2) and b3)
Channel centre frequencies are 864.9 MHz + (0.2 MHz * channel number).
The available channel numbers for each sub-band are:

bl: channel numbers 1 to 3

b2: channel numbers 4 to 13

b3: channel numbers 14 to 15.

Note: The same equipment is allowed to operate in several sub-bands.

Frequency hopping or other spread spectrum techniques shall not be used.

Technical parameters also referred to in the harmonised standard

Sub-band a2)
In addition, antenna beamwidth limits shall be observed as described in the standard EN 300 440.

In addition, for an RFID device which can exceed 500 mW, the device should be fitted with an automatic power control to reduce the

radiated power below 500 mW; this automatic power control shall guarantee the reduction of the power to a maximum of 500 mW in
cases where the device is moved and used outside the boundary of the user's building or premises as described above.
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Annex 12 Active Medical Implants and their associated peripherals
Scope of Annex
This annex covers frequency bands and regulatory as well as informative parameters recommended for Active Medical

Implants and their associated peripherals.

Regulatory parameters related to Annex 12

Frequency Band Power/Magnetic | Spectrum access | Channel ECC/ERC Notes
Field and mitigation spacing Decision
requirement

a 402-405 MHz 25 uW e.r.p. See Note 3 25 kHz ERC/DEC/(01)17 | For Ultra Low Power Active Medical Implants
covered by the applicable harmonised standard.

Individual transmitters may combine adjacent
channels for increased bandwidth up to 300 kHz.

al  401-402 MHz 25 uWe.rp. LBT or duty cycle 25 kHz ERC/DEC/(01)17 | For Ultra Low Power Active Medical Implants
<0.1% (see note 2) and accessories covered by the applicable
harmonised standard and not covered by band a.

Individual transmitters may combine adjacent 25
kHz channels for increased bandwidth up to 100
kHz (see note 1).

a2  405-406 MHz 25 uW e.r.p. LBT or duty cycle 25 kHz ERC/DEC/(01)17 | For Ultra Low Power Active Medical Implants
<0.1% (see note 2) and accessories covered by the applicable
harmonised standard and not covered by band a.

Individual transmitters may combine adjacent 25
kHz channels for increased bandwidth up to 100
kHz (see note 1).

b 9-315 kHz 30 dBpA/m at 10m < 10% duty cycle No spacing The application is for Ultra Low Power Active
Medical Implant systems using inductive loop
techniques for telemetry purposes

¢ 315-600 kHz -5 dBpA/m at 10m < 10% duty cycle No spacing The application is for animal implantable
devices.

d 30.0-37.5 MHz 1 mW e.r.p. < 10% duty cycle No spacing The application is for Ultra Low Power medical
membrane implants for blood pressure
measurements.

e 12.5-20.0 MHz -7 dBpA/m at 10m < 10% duty cycle No spacing The application is for ULP active animal

implantable devices (ULP-AID), limited to
indoor only applications.

The maximum field strength is specified in a
bandwidth of 10 kHz.

The transmission mask of ULP-AID is defined as
follows: 3dB bandwidth 300 kHz

10dB bandwidth 800 kHz
20dB bandwidth 2 MHz.
f 2483.5-2500 MHz 10 dBme.i.r.p LBT+AFA and < 1 MHz For Low Power Active Medical Implants and
10% duty cycle. associated peripherals, covered by the applicable
See Note 3 harmonised standard.

Individual transmitters may combine adjacent
channels on a dynamic basis for increased
bandwidth higher than 1 MHz.

Peripheral units are for indoor use only.

Note 1:  Due to the limited available spectrum of 1 MHz, a maximum bandwidth of 100 kHz is proposed for these bands to ensure that several users could
access the band concurrently.

Note 2:  Systems not providing frequency agility based on ambient RF field sensing, be limited to a maximum permitted e.r.p. of 250 nanowatts with a
duty cycle of < 0.1%.

Note 3:  The equipment shall implement a spectrum access mechanism as described in the applicable harmonized standard or an equivalent spectrum
access mechanism
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Additional Information

Harmonised Standards

EN 301 839 Sub-band a)
EN 302 537 Sub-bands al) and a2)
EN 302 195 Sub-band b)
EN 302 536 Sub-band c)
EN 302 510 Sub-band d)
EN 300 330 Sub-band e)

Frequency issues

Technical parameters also referred to in the harmonised standard

No information
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Annex 13 Wireless Audio Applications

Scope of Annex

This annex covers frequency bands and regulatory as well as informative parameters recommended for applications for wireless audio
systems including the following, cordless loudspeakers; cordless headphones; cordless headphones for portable use, for example
portable CD, cassette or radio devices carried on a person; cordless headphones for use in a vehicle, for example for use with a radio
or mobile telephone etc; in-ear monitoring, for use with concerts or other stage productions.

Regulatory parameters related to Annex 13

Frequency Band Power Spectrum access and Channel ECC/ERC Notes
mitigation requirement spacing Decision
a 863-865 MHz 10 mW e.r.p. No requirement No spacing
b 864.8-865.0 MHz 10 mW e.r.p. No requirement 50 kHz Narrow band analogue voice devices
c 1795-1800 MHz 20 mW e.i.r.p. No requirement No spacing
d 87.5-108.0 MHz 50 nW e.r.p. No requirement 200 kHz

Additional Information

Harmonised Standards

EN 301 357 sub-band a) ¢) and d)
EN 300 220 sub-band b)

Frequency issues
Sub-band b)

Narrow band analogue voice devices, such as baby voice monitors, door entry systems etc should only use the band b) 864.8-865
MHz.

Technical parameters also referred to in the harmonised standard
Systems should be designed so that when not in use there should be no transmission of an RF carrier.

Sub-band d)
The user interface of SRD shall permit as a minimum the selection of any and all possible frequencies within the 88.1 MHz to
107.9 MHz and as a maximum 87.6 MHz to 107.9 MHz.

When audio signals are not present, apparatus must employ a transmission time out facility. Pilot tones that ensure continuity of
transmission are not permitted.
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Annexes to ERC REC 70-03
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Annex 1 - Non-Specific SRDs

Annex 1A 6765-6795 kHz

Annex 1B 13.553-13.567 MHz

Annex 1C 26.957-27.283 MHz

Annex 1D 40.660-40.700 MHz

Annex 1E 138.20-138.45 MHz

Annex 1F  433.050-434.790 MHz

Annex 1F1 433.050-434.790 MHz

Annex 1F2 434.040-434.790 MHz

Annex 1G 863-870 MHz

Annex 1G1 868.000-868.600 MHz

Annex 1G2 868.700-869.200 MHz

Annex 1G3 869.400-869.650 MHz

Annex 1G4 869.700-870.000 MHz

Annex 1H 2400.0-2483.5 MHz

Annex 11 5725-5875 MHz

Annex 1J 24.00-24.25 GHz

Annex 1K 61.0-61.5 GHz

Annex 1L 122-123 GHz

Annex 1M 244-246 GHz

Annex 1IN 3.1-4.8 GHz

Annex IN 6 -9 GHz } DEC/(06)04

<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|<|<|<|<|z]|<|<[<|=<

<|=<[|=<|=<|=<[=<]=<[<|=<]=<[=<|=<]|=<[<]|=<]|=<[<]|=<]|=<[<]|=<

<|=<[=<|=<|=<[=<]=<[<|=<]|=<[=<|=<]|=<[<]|=<]|=<[<]|=<]=<[<]|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<[=<|=<|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<|[<|[<|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<|[<|<|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|[=<|=<|<|<[<|=<

<|<|zlz|<||=<[<|=<]|=<[<]|=<]|=<[<]|=<]|<[z]<]|<[<]|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|<|<|<|<|z|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|-|=<|=<|[<|[<|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|<|<|<|<|z|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<|[<|<|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|[=<|<|<|<[<|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|<|=<|<|<|z]<|<[<|=<

<|=<1=<[{=<I=<|=<|=<[=<]=<|=<[=<]=<|=<[=<]|=<|=<[z]<|=<[=<]|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[<|=<|<|<|<|<|z|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<|[<|<|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|=<|=<|[<|[<|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|<|<|<[<|=<

<|=<[|=<I=<|=<|=<]=<[<|=<]|=<[<]|=<]|c|<]|<]|<[z]<]|<[<]|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|-|<|=<|[<|[<|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[<|=<|<|<|<|<|z]<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<[=<|=<|=<|<|=<[<|<|<|<[<|=<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<[<|=<|=<|<[<|=<

<|<|=<|=<|=<|=<[=<|=<]=<]=<]|<|<|<|<|<|[<|z|<]|<]|<]|<

<|<|=<|=<|=<|=<[<|=<]=<]|=<]|<|<|<|<|<|[<|z|<]|<]|<]|<

<|=<|=<|=<|=<|=<|=<|=<|=<|=<|<|=<|-|<|<|<|z|<|<[<|<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<|<|=<|<|<|<|<|z]|<|<[<]|=<
<|=<|=<|=<|=<|=<|=<|=<|=<|=<|<|<|z|<|<|<|z|<|<[<|=<

<|=<|=<|=<|=<|-|=<|=<|=<|=<|=<|=<|=<|=<|=<|=<|<|<|<[<|=<

Annex 2 - Tracking, Tracing and Data Acquisition

<|<|=<|o|=<|=<|=<|=<|=<|<|<[<|=<[<[<|<[<|<|<|<|<|<]|<]|=<]|=<
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Annex 3 - Wideband Data Transmission Systems
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Annex 4 - Railway Applications

Annex 4A 2446-2454 MHz Y Y Y Y N Y Y Y Y Y Y Y N Y N Y Y Y Y N Y Y Y Y Y U Y Y Y L Y
Annex 4B (*27.095 MHz) 27.090-27.100 MHz Y Y Y Y N Y Y Y Y Y Y Y N Y Y Y Y Y Y N Y Y Y Y Y Y Y Y Y N Y
Annex 4C (*4234 kHz) 984-7484 kHz Y P Y P N Y Y Y N Y N Y N Y N Y Y Y Y N P Y Y Y Y U Y N Y N Y
Annex 4D (*13.547 MHz) 7.3-23.0 MHz Y P Y N N Y Y Y N Y N Y N Y N P Y Y Y N P N Y Y Y U Y N Y N Y
Annex 5 - Road Transport and Traffic Telematics- RTTT

Annex 5A 5795-5805 MHz Y Y Y Y Y Y Y Y L Y Y Y Y L Y Y L Y Y L Y L Y Y Y Y Y Y L Y L
Annex 5B 5805-5815 MHz DEC (02)01 Y Y Y Y Y Y Y Y N Y Y Y Y L Y Y L Y Y L Y L Y Y Y Y Y Y L Y L
Annex 5C 76-77 GHz Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y
Annex 5D1 21.65-26.65 GHz DEC(04)10 Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y
Annex 5D2 24.25-26.65 GHz N N N N N N N N N N N N N N N N P N N N N N N N N N N N P N N
Annex 5E 77 - 81 GHz DEC (04)03 Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y
Annex 5F1: 24.050-24.075 GHz Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y Y N Y Y Y Y Y Y Y Y Y
*)Center frequency for the band

Highlighted yellow = not implemented Y =implemented L=limited implementation P=planned U=under study
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Annex 9 - Inductive Applications -continued
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U=under study

P=planned

limited implementation

L=l

implemented

Y=

Highlighted yellow = not implemented
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Annexes to ERC REC 70-03 [ALB JAZE | BIH | BLR | GEO | HRV [MDA] MKD] MNEJRUS| SRB | TUR | UKR

Annex 1 - Non-Specific SRDs

Annex 1A 6765-6795 kHz

Annex 1B 13.553-13.567 MHz

Annex 1C 26.957-27.283 MHz

Annex 1D 40.660-40.700 MHz

Annex 1E 138.20-138.45 MHz

Annex 1F 433.050-434.790 MHz

Annex 1F1 433.050-434.790 MHz

Annex 1F2 434.040-434.790 MHz

Annex 1G 863-870 MHz

Annex 1G1 868.000-868.600 MHz

Annex 1G2 868.700-869.200 MHz

Annex 1G3 869.400-869.650 MHz

Annex 1G4 869.700-870.000 MHz

Annex 1H 2400.0-2483.5 MHz

Annex 11 5725-5875 MHz

Annex 1J 24.00-24.25 GHz

Annex 1K 61.0-61.5 GHz

Annex 1L 122-123 GHz

Annex 1M 244-246 GHz

Annex 1IN 3.1-4.8 GHz

<| < =<|=<|=<|=<|=<|=<|=<|=<]=<]|=<]|=<]|=<]|=<]|=<]|=<]|=<]|=<]|=<]|=<
| <| <| <[ =<|=<| <] =<]| <] <] <] <] <] <] <] <] <] <] <] =<
zZlz|z|z|zZ|<|<|[X|z|z|z|z|zZ|||~|zZ|Z|Z|=Z|=2
<| <|o| o| o| <| <| <] <] <] <] <]| <] <] <]| <] o] <]| <] <] =<
<[ <|<|=<|=<|=<|=<|=<|=<]=<]=<]|<]|<]|=<]|=<]|=<]|=<]|=<]|=<]|=<]|=<
zZ| z| <| <| <[ <|=<|=<|=<]| <] <] <] <] <] <] <] <] <] =<]|=<]|=<
<| < <] =<|=<|[=<|=<|=<]|=<|=<|=<]<]=<|=<|=<]=<]<]=<|=<|=<]|=<
rir|Z|Z|IZ|Z|r | <|Z|Z|<|Z||Z|Z|| Z|<]|<]|<]|Z
z| z| <| <] <| <| <[ <| <] <| <] <| <| <[ <] <] <] <] <] <] =<
=zl z| <| <| <[ <[ <| <] <| <] <] <] <] <] <]|<]|=z| <]| <] <] =<
Zlcl<I<I|X<|<|<|rlzlIzIzIr|r|r|r|r|z|zZ|Z|Z|—

Annex IN 6 - 9 GHz [ ECC/DEC/(06)04

Annex 2 - Tracking, Tracing and Data Acquisition

Annex 2A (*457 kHz) 456.9-457.1 kHz Y Y N Y Y Y Y Y Y Y L
Annex 2B 169.4-169.475 MHz Y Y N L Y Y Y N Y Y U
Annex 2C 169.4-169.475 MHz } EC C/DEC/(05)02 Y Y N | C YN[V Y U
Annex 3 - Wideband Data Transmission Systems

Annex 3A 2400.0-2483.5 MHz Y Y Y Y Y Y Y L Y Y L
Annex 3B 17.1-17.3 GHz Y Y L Y Y Y Y N Y N N
Annex 3C 57-66 GHz Y L N Y Y Y Y N L N N
Annex 4 - Railway Applications

Annex 4A 2446-2454 MHz Y Y L Y Y Y Y N Y Y N
Annex 4B (*27.095 MHz) 27.090-27.100 MHz Y Y N Y Y Y Y N Y Y N
Annex 4C (*4234 kHz) 984-7484 kHz Y Y N P Y P Y N N U N
Annex 4D (*13.547 MHz) 7.3-23.0 MHz Y Y N P Y P Y N L U N
Annex5 - Road Transport and Traffic Telematics- RTTT

Annex 5A 5795-5805 MHz Y Y L Y Y Y Y L Y Y N
Annex 5B 5805-5815 MHz ECC/DEC/(02)01 Y Y L P Y Y Y L Y Y N
Annex 5C 76-77 GHz Y Y N Y Y Y Y N Y Y Y
Annex 5D1 21.65-26.65 GHz ECC/DEC(04)10 Y L N Y Y N Y N N N N
Annex 5D2 24.25-26.65 GHz Y N N N N N Y N N N N N N
Annex 5E 77 - 81 GHz EC C/DEC (04)03 Y L N Y Y Y Y N N Y U
Annex 5F1 24.050-24.075 GHz Y L N U Y N Y N N N N

Edition of May 2012 Y=implemented / N=not implemented / L=limited implementation / P=planned / U= under study
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Annex5 - Road Transport and Traffic Telematics- RTTT continue

Annex 5F2 24.075-24.150 GHz

Annex 5F3 24.150-24.250 GHz

Annex 5G1 24.250-24.495 GHz

Annex 5G2 24.495-24.500 GHz

Annex 5G3 24.250-24.500 GHz

<|<|=<|<]=<

ZlZ|Z|7 | ™

ZlIZ|Z|1Z2|Z2

Z|Z|Z|C|C

<| <] <] =<|=<

Zl|Z|Z2|1Z2|2

Z|Z| 2| <] <

ZIZ|Z|1Z2|Z2

ZlZ|Z2|1Z2|2

Zl1Z|Z2|1Z2|Z2

ZlZ|Z2|1Z2|Z2

Annex 6 - Radiodetermination applications

Annex 6A 2400.0-2483.5 MHz ERC/DEC/(01)08

Annex 6B 9200-9500 MHz

Annex 6C 9500-9975 MHz

Annex 6D 10.5 - 10.6 GHz

Annex 6E  13.4 - 14.0 GHz

Annex 6F 24.05 - 24.25 GHz

Annex 6G 4.5- 7.0 GHz

Annex 6H 8.5-10.6 GHz

Annex 61 24.05 - 27.0 GHz

Annex 6J 57 - 64 GHz

Annex 6K 75 - 85 GHz

Annex 6L 6.0 - 8.5 GHz

Annex 6M 24.05 - 26.05 GHz

Annex 6N 57 - 64 GHz

Annex 60 75 -85 GHz
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Annex 6P 17.1-17.3 GHz

Annex 6Q 30 MHz - 12.4 GHz ECC/DEC/(06)08

Annex 6R 2.2 - 8.0 GHz ECC/DEC/(07)01
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Annex 7 - Alarms

Annex 7A  868.6-868.7 MHz

Annex 7B 869.250-869.300 MHz

Annex 7C 869.650-869.700 MHz

Annex 7D 869.200-869.250 MHz

Annex 7E  869.300-869.400 MHz

Annex 7F 169.4750-169.4875 MHz }
Annex 7G  169.5875-169.6000 MHz ECC/DEC/(05)02
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Annex 8 - Model Control

Annex 8A 26.995,27.045,27.095, 27.145,27.195 MHz
Annex 8B 34.995-35.225 MHz
Annex 8C 40.665,40.675 40.685, 40.695 MHz
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Annex 9 - Inductive Applications

Annex 9A1 9-90 kHz

Annex 9A2  90-119 kHz

Annex 9A3  119-135 kHz

Annex 9B 135-140 kHz

Annex 9C 140.0-148.5 kHz
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[ALB |AZE | BIH | BLR| GEO | HRV | MDA|[ MKD| MNE| RUS | SRB | TUR | UKR
Annex 9 - Inductive Applications
Annex 9E  7400-8800 kHz Y Y N Y Y Y Y Y Y Y N
Annex 9F 13.553-13.567 MHz Y Y N Y Y Y Y Y Y Y N
Annex 9F1 13.553-13.567 MHz Y Y N Y Y Y Y Y Y Y L
Annex 9G  26.957-27.283 MHz Y Y N Y Y Y Y Y Y Y L
Annex 9H 10.200-11.000 MHz Y Y N Y Y Y Y L Y Y L
Annex 9K 3155-3400 kHz Y Y N Y Y Y Y N Y Y L
Annex 9L1 148.5 kHz - 5 MHz Y Y N Y Y Y Y N Y Y U
Annex 9L2 5 - 30 MHz Y Y N Y Y Y Y N Y Y N
Annex 9L3 400-600 kHz Y Y N Y Y Y Y N Y Y U
Annex 10 — Radio microphone applicationsincluding aids for the hearing impaired
Annex 10A 29.7-47.0 MHz Y Y N N Y Y Y L Y Y L
Annex 10B 173.965-174.015 MHz Y Y N Y Y Y Y N Y Y N
Annex 10C 863-865 MHz Y Y N L Y Y Y N Y Y L
Annex 10D 174-216 MHz Y Y N Y Y Y Y L Y Y L
Annex 10E1 470-786 MHz Y Y N Y Y Y Y L Y Y L
Annex 10E2 786-789 MHz Y N N N Y N N N N N N
Annex 10E3 823-826 MHz Y N N N Y N N N N N N
Annex 10E4 826-832 MHz Y N N N Y N N N N N N
Annex 10F 1785-1795 MHz Y Y N Y Y Y Y N Y Y U
Annex 10G 1795-1800 MHz Y Y N L Y Y Y N Y Y U
Annex 10H1 169.4000-169.4750 MHz Y Y N Y Y Y Y N Y Y U
Annex 10H2 169.4875-169.5875 MHz } EC C/DEC/(05)02 Y Y N[ Y[ Y| Y[ Y[ N]Y[Y U
Annex 101 169.4-174.0 MHz Y Y N Y Y Y Y N N N N
Annex 11 - Radio Frequency Identification Applications
Annex 11A 2446-2454 MHz Y Y Y Y Y Y Y N Y Y U
Annex 11B1 865.0-865.6 MHz Y Y N Y Y N Y N Y Y U
Annex 11B2 865.6-867.6 MHz Y Y N Y Y N Y L Y Y U
Annex 11B3 867.6-868.0 MHz Y Y N Y Y N Y L Y Y u
Annex 12 - Active Medical Implantsand their associated peripherals
Annex 12A  402-405 MHz I Y Y N Y Y Y Y N Y Y L
Annex 12A1 401-402 MHz } ERC/DEC/(01)17 Y Y N Y Y Y Y N N u Y
Annex 12A2 405-406 MHz ] Y Y N Y Y Y Y N N U Y
Annex 12B  9-315 kHz Y Y N Y Y Y Y N Y Y L
Annex 12C 315-600 kHz Y Y N Y Y Y Y N Y Y L
Annex 12D 30.0-37.5 MHz Y Y N Y Y Y Y N N Y L
Annex 12E 12.5-20.0 MHz Y Y N Y Y Y Y N L Y U
Annex 12F 2483.5-2500 MHz Y N N P Y N N N N N N
Annex 13 - Wireless Audio Applications
Annex 13A 863-865 MHz Y Y N Y Y Y Y Y Y Y N
Annex 13B 864.8-865.0 MHz Y Y Y Y Y Y Y N Y Y L
Annex 13C 1795-1800 MHz Y Y L N Y Y Y N Y Y U
Annex 13D 87.5-108.0 MHz Y Y Y Y Y Y Y L Y Y L
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APPENDIX 2

List of relevant ECC/ERC Decisions, ECC/ERC Reports, EC Decisions and ETSI Standards

ECC/ERC Decisions

Industrial Level Probing Radars (LPR) operating in frequency bands 6-8.5 GHz,

ECC/DEC/11)02 24.05-26.5 GHz, 57-64 GHz and 75-85 GHz
Harmonised conditions for Mobile/Fixed Communications Networks (MFCN)operating in the

ECC/DEC/(09)03 band 790-862 MHz

ECC/DEC/(07)01 Building Material Analysis (BMA) devices using UWB technology

ECC/DEC/(06)08 The gondltmns for use of the radio spectrum by Ground- and Wall- probing radar (GPR/WPR)
1maging systems

ECC/DEC/(06)04 The harmonised conditions for devices using Ultra-wideband (UWB) technology in bands
below 10.6 GHz

ECC/DEC/(05)02 The use of the frequency band 169.4-169.8125 MHz

ECC/DEC(04)10 The frequency bands to be designated for the temporary introduction of Automotive Short
Range Radars

ECC/DEC(04)08 The harmonised use of the 5 GHz frequency bands for the implementation of Wireless Access
Systems including Radio Local Area Networks (WAS/RLANS)

ECC/DEC/(04)03 The frequency band 77-81 GHz to be designated for the use of Automotive Short Range Radars

ECC/DEC/(04)01 Short Range Devices for detection of Avalanche Victims

ECC/DEC/(02)01 The frequency ‘pands to be designated for the coordinated introduction of Road Transport and
Traffic Telematic Systems.

ERC/DEC(01)08 Short Range Devices for Movement Detection and Alert in 2400-2483.5 MHz

ERC/DEC(01)11 Short Range Devices for Flying Model Control in 34.995-35.225 MHz

ERC/DEC(01)12 Short Range Devices for Model Control in 40.665, 40.675, 40.685 and 40.695 MHz

ERC/DEC(01)17 Short Range Devices for Medical Implants in 402-405 MHz
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ECC/ERC Reports

ECC Report 001

Compatibility between inductive LF and HF RFID transponder and other radio communications
systems in the frequency ranges 135-148.5 kHz, 4.78-8.78 MHz and 11.56-15.56 MHz

ECC Report 002

SAP/SAB (Incl. ENG/OB) spectrum use and future requirements

ECC Report 007

Compatibility between inductive LF RFID systems and radio communications systems in the
frequency range 135 - 148.5 kHz

ECC Report 011

Strategic Plans for the future use of the frequency bands 862-870 MHz and 2400-2483.5 MHz
for Short Range Devices

ECC Report 012 Ultra Low Power Active Medical Implant systems (ULP-AMI)

ECC Report 013 Adjacent band compatibility between Short Range Devices and TETRA TAPS mobile services
at 870 MHz
Compatibility of automotive collision warning short range radar operating at 24 GHz with FS,

ECC Report 023 EESS and Radio Astronomy

ECC Report 024 PLT., DSL, CABLE communications (Including CABLE TV), LANS and their effect on radio
services

ECC Report 037 Compatibility of planned SRD applications in 863-870 MHz

ECC Report 040 Adjacent band compatibility between CDMA-PAMR mobile services and Short Range Devices
below 870 MHz

ECC Report 056 Compatibility of automotive collision warning short range radar operating at 79 GHz with

radiocommunication services

ECC Report 064

The protection requirements of radiocommunication systems below 10.6 GHz from generic
UWRB applications

Compatibility between existing and proposed SRDs and other radiocommunication applications

ECC Report 055 in the 169.4-169.8 MHz frequency band. See supplementary excel spreadsheets in download
ECC Report 067 Compatibility study for generic limits for the emission levels of inductive SRDs below 30 MHz
ECC Report 068 Compatibility studies in the band 5725-5875 MHz between Fixed Wireless Access (FWA)
systems and other systems
ECC Report 073 Compatibility of SRD in the FM radio broadcasting band
ECC Report 081 The coexistence between Ultra Low Power - Animal Implant Devices (ULP-AID) operating in
p the frequency band 12.5-20 MHz and existing radiocommunication systems
Coexistence between Ultra Low Power Active Medical Implants devices (ULP-AMI) and
ECC Report 092 existing radiocommunication systems and services in the frequency bands 401-402 MHz and
405-406 MHz
ECC Report 094 Technical requirements for UWB LDC devices to ensure the protection of FWA systems
ECC Report 098 Studying the compatibility issues of the UIC EUROLOOP system with other systems in the

frequency band 9.5 to 17.5 MHz

ECC Report 100

Compatibility studies in the band 3400- 3800 MHz between broadband wireless access (BWA)
systems and other services
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ECC Report 111

Compatibility studies between Ground Based Synthetic Aperture Radar (GBSAR) and existing
services in the range 17.1 GHz to 17.3 GHz

ECC Report 113

Compatibility studies around 63 GHz between Intelligent Transport Systems (ITS) and other
systems

ECC Report 114

Compatibility studies between multiple GIGABIT wireless systems in frequency range 57-66
GHz and other services and systems (except its in 63-64 GHz)

ECC Report 120

Technical requirements for UWB DAA (Detect And Avoid) devices to ensure the protection of
radiolocation in the bands 3.1-3.4 GHz and 8.5-9 GHz and BWA terminals in the band 3.4-4.2
GHz

ECC Report 134

Analysis of potential impact of mobile Vehicle Radars (VR) on Radar Speed Meters (RSM)
operating at 24 GHz

ECC Report 135

Inductive limits in the frequency range 9 kHz to 148.5 kHz

ECC Report 139

Impact of Level Probing Radars (LPR), using Ultra-Wideband Technology on
Radiocommunications Services

ECC Report 149

Compatibility of LP-AMI applications within 2360-3400 MHz, in particular for the band
2483.5-2500 MHz, with incumbent services

ECC Report 164

Compatibility between Wide Band Low Activity Mode (WLAM) automotive radars in the
frequency range 24.25 GHz to 24.5 GHz, and other radiocommunication systems/services

ERC Report 001 Harmonisation of frequency bands to be designated for Radio Local Area Networks (RLANS)
ERC Report 003 Harmonisation of frequency bands to be designated for road transport information systems
(RTTT)
ERC Report 005 ERC Report on frequency bands for Low Power Devices
General methodology for assessing compatibility between Radio Local Area Networks
ERC Report 008 (RLANS) and the fixed Service
ERC Report 014 Co-existence of radio local area networks with the microwave landing system
ERC Report 015 Compatibility study between radar and RLANSs operating at frequencies around 5.5 GHz
ERC Report 042 {i{relllilglbook on radio equipment and systems radio microphones and simple wide band audio
ERC Report 044 EII{{S Report on sharing inductive systems and radiocommunication systems in the band 9-135
ERC Report 047 ERC Report on compatibility fixed services and motion sensors at 10.5 GHz

ERC Report 062

Compatibility analysis regarding possible sharing between the UIC system and radio
microphones in the frequency ranges 876 - 880 MHz and 921 - 925 MHz

ERC Report 063

ERC Report on radio microphone applications in the frequency range 1785-1800 MHz

ERC Report 067

Study of the Frequency sharing between HIPERLANSs and MSS feeder links in the 5 GHz band

ERC Report 069

ERC Report on propagation model and interference range calculation for inductive systems in
10 kHz — 30 MHz

ERC Report 072

Compatibility studies related to the possible extension band for HIPERLANs at 5 GHz
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ERC Report 074

ERC Report on RFID and the radioastronomy services at 13 MHz

ERC Report 088

Compatibility and sharing analysis between DVB-T and radio microphones in bands IV and V

ERC Report 092

ERC Report on sharing inductive Short Range Devices and radio communication systems in
10.2-11 MHz

ERC Report 095

ERC Report on the use of 3155-3400 kHz for general inductive applications

ERC Report 096

ERC Report on the use of 290-300 kHz and 500-510 kHz for general inductive applications

ERC Report 098

ERC Report on compatibility of Short Range Devices at 900 MHz with adjacent services

ERC Report 109

Compatibility of Bluetooth with other existing and proposed radiocommunication systems in the
2.45 GHz frequency band

Edition of August 2011






ERC/REC 70-03
Appendix 2, Page 35
ETSI Standards including harmonised standards

Further information can be found at http://ec.europa.eu/enterprise/policies/european-standards/documents/harmonised-standards-
legislation/list-references/rtte/index_en.htm

Generic standards

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio

EN 300220 equipment to be used in the 25 MHz to 1000 MHz frequency range with power levels ranging up to 500 mW.

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio
EN 300 330 equipment in the frequency range 9 kHz to 25 MHz and inductive loop systems in the frequency range 9 kHz to
30 MHz.

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short range devices; Radio equipment to be

EN 300 440 used in the 1 GHz to 40 GHz frequency range.
EN 302 065 Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD) using Ultra
Wide Band technology (UWB) for communications purposes.
EN 305 550 Electromagnetic compatibility and Radio spectrum Matters (ERM);Short Range Devices (SRD);Radio
equipment to be used in the 40 GHz to 246 GHz frequency range.
Specific standards
EN 300 328 Electromagnetic compatibility and Radio spectrum Matters (ERM); Wideband Transmission systems; Data
transmission equipment operating in the 2.4 GHz ISM band and using spread spectrum modulation techniques.
EN 300 422 Electromagnetic compatibility and Radio spectrum Matters (ERM); Wireless microphones in the 25 MHz to 3
GHz frequency range.
Electromagnetic Compatibility and Radio Spectrum Matters (ERM); Road Transport and Traffic Telematics
EN 300 674 (RTTT); Technical characteristics and test methods for Dedicated Short Range Communication (DSRC)
transmission equipment (500 kbit/s / 250 kbit/s) operating in the 5.8 GHz Industrial, Scientific and Medical
(ISM) band.
Electromagnetic compatibility and Radio spectrum matters (ERM); Avalanche Beacons; Transmitter-receiver
EN 300 718
systems.
EN 300 761 Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Automatic

Vehicle Identification (AV]) for railways operating in the 2.45 GHz frequency range.

Electromagnetic Compatibility and Radio Spectrum Matters (ERM); Road Transport and Traffic Telematics
EN 301 091 (RTTT); Technical characteristics and test methods for radar equipment operating in the 76 GHz to 77 GHz
band.

Electromagnetic compatibility and Radio spectrum Matters (ERM); Analogue cordless wideband audio devices
using integral antennas operating in the CEPT recommended 863 MHz to 865 MHz frequency range.

Electromagnetic compatibility and Radio spectrum Matters (ERM);Short Range Devices (SRD);Ultra Low
EN 301 839 Power Active Medical Implants (ULP-AMI) and Peripherals (ULP-AMI-P) operating in the frequency range
402 MHz to 405 MHz.

Broadband Radio Access Networks (BRAN); 5 GHz high performance RLAN; Harmonised EN covering

EN 301 357

EN 301 893 essential requirements of article 3.2 of the R&TTE Directive.

EN 302 066 Electromagnetic compatibility and Radio spectrum Matters (ERM); Ground- and Wall- Probing Radar
applications (GPR/WPR) imaging systems.

EN 302 195 Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio equipment in the frequency range 9
kHz to 315 kHz for Ultra Low Power Active Medical Implants (ULP-AMI) and accessories.

EN 302 208 Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio Frequency Identification Equipment

operating in the band 865 MHz to 868 MHz with power levels up to 2 W.

EN 302 291 Close Range Inductive Data Communication equipment operating at 13.56 MHz.

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Equipment
EN 302 372 for Detection and Movement; Tanks Level Probing Radar (TLPR) operating in the frequency bands 5.8 GHz, 10
GHz, 25 GHz, 61 GHz and 77 GHz.

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices; Road Transport and

EN 302 264 Traffic Telematics (RTTT);Short Range Radar equipment operating in the 77 GHz to 81 GHz band.

Edition of May 2012





ERC/REC 70-03
Appendix 2, Page 36

Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices;Road Transport and

EN 302 288 Traffic Telematics (RTTT);Short range radar equipment operating in the 24 GHz range.
Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD);Technical
EN 302 435 characteristics for SRD equipment using Ultra WideBand technology (UWB);Building Material Analysis and
Classification equipment applications operating in the frequency band from 2.2 GHz to 8.5 GHz.
Electromagnetic compatibility and Radio spectrum Matters (ERM);Short Range Devices (SRD) using Ultra
EN 302 500 WideBand (UWB) technology;Location Tracking equipment operating in the frequency range from 6 GHz to
8.5 GHz.
EN 302 510 Electromagnetic compatibility and Radio spectrum Matters (ERM); Radio equipment in the frequency range 30
MHz to 37.5 MHz for Ultra Low Power Active Medical Membrane Implants and Accessories.
EN 302 536 Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio
N > equipment in the frequency range 315 kHz to 600 kHz.
Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Ultra Low
EN 302 537 Power Medical Data Service Systems operating in the frequency range 401 MHz to 402 MHz and 405 MHz to
406 MHz.
EN 302 567 Broadband Radio Access Networks (BRAN); 60 GHz Multiple-Gigabit WAS/RLAN Systems.
Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio
EN 302 608 . . .
equipment for Eurobalise railway systems.
EN 302 609 Electromagnetic compatibility and Radio spectrum Matters (ERM); Short Range Devices (SRD); Radio
equipment for Euroloop railway systems.
Electromagnetic compatibility and Radio spectrum Matters (ERM); Road Transport and Traffic Telematics
ES 200 674
(RTTT).
EC Decisions
Decision Title
2011/485/EU Harmonisation of the 24 GHz range radio spectrum band for the time-limited use by automotive SRR
equipment in the Community
2010/368/EU Amending the Decision 2006/771/EC on harmonisation of the radio spectrum for use by SRDs
2009/381/EC Amending Decision 2006/771/EC on harmonisation of the radio spectrum for use by SRDs
2009/343/EC Amending the Decision 2007/131/EC on the harmonised use of the radio spectrum for equipment
using UWB technology
2008/673/EC Amending Decision 2005/928/EC on the harmonisation of the 169.4-169.8125 MHz frequency band
in the Community
2008/432/EC Amending Decision 2006/771/EC on harmonisation of the radio spectrum for use by short-range
devices
2007/346/EC Granting a derogation requested by France pursuant to Decision 2006/804/EC on harmonisation of
the radio spectrum for radio frequency identification (RFID) devices operating in the ultra high
frequency (UHF) band
2007/131/EC Allowing the use of the radio spectrum for equipment using Ultra-wideband technology in a
harmonised manner in the community
2007/90/EC Amending Decision 2005/513/EC on the harmonised use of radio spectrum in the 5 GHz frequency
band for the implementation of Wireless Access Systems including Radio Local Area Networks
(WAS/RLANS)
2006/804/EC Harmonisation of the radio spectrum for radio frequency identification (RFID) devices operating in
the ultra high frequency (UHF) band
2006/771/EC Harmonisation of the radio spectrum for use by short-range devices
2005/928/EC Harmonisation of the 169.4-169.8125 MHz frequency band in the Community
2005/513/EC Harmonised use of radio spectrum in the 5 GHz frequency band for the implementation of wireless
access systems including radio local area networks (WAS/RLANs)
2005/50/EC The harmonisation of the 24 GHz range radio spectrum band for the time-limited use by
Automotive Short-Range Radar equipment in the community
2004/545/EC The harmonisation of radio spectrum in the 79 GHz range for the use of Automotive Short-Range

Radar equipment in the community
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Appendix 3 — National Restrictions

“Appendix 3 lists national restrictions. The first section contains general comments from administrations and these apply to all
annexes in this Recommendation. The second section contains comments from administrations and these are on specific frequency
bands contained within this Recommendation. These indicate where administrations are not able to implement frequency allocations or

where implementation is incomplete. For consistency, one of the following four standard positions should be used:

Implemented: If the Appendix entry is blank then Recommendation 70-03 has been fully implemented.

Limited implementation: A short explanation can be provided. If under study or planned, then a date should be given.
Not implemented: A short explanation can be provided. If under study or planned, then a date should be given.

No information: No information has yet been provided by the administration.”

Frequency band Country Implementation Reason/remark
All Annexes Albania Frequencies covered by ERC/REC 70-03 are implemented through
the notes of the National Frequency Table, for each band mentioned
in 70-03
France France does not recognise the
former marking CEPT SRD Aa
Y and CEPT RLAN Y
recommmended by T/R 01-04
and T/R 10-01 respectively.
The free circulation and use of
products bearing these old
markings must then be confined
to existing equipments and to
countries which have already
adopted these markings. The
marking CEPT SRD Aa'Y
proposed by ERC/REC 70-03
will not be recognised in France.
In any case in France marking
issues are in line with the
R&TTE Directive
Germany Clarification of the terms contained in the table reference to the
German Telecommunications Act of 22 June 2004: The use of
frequencies or frequency bands for the operation of transmitting
equipment requires "frequency assignment". There are two types of
frequency assignments: individual frequency assignments are granted
upon application and correspond to "individual license required"
within the meaning of CEPT/ERC/REC 70-03; general frequency
assignments are granted ex officio by administrative act, published in
the Federal Network Agency's Official Gazette and correspond to
"individual license not required" within the meaning of
CEPT/ERC/REC 70-03
Lithuania The radio frequencies may be used without an individual
authorisation in case the relevant radio frequency or radio
frequencies band is included in the List of Radio Frequencies, which
may be used without an Individual Authorisation, approved by Order
No. 1V-893 of 9 September 2010 of the Director of the
Communications Regulatory Authority (Official Gazette Valstybes
zinios, Nr. 108-5577, 2010). Radio equipment must conform to the
requirements of the List
Moldova Telecommunication equipment In accordance with Law of Telecommunications of Republic of
and cables are imported Moldova.
commercialized only on basis of | Decision Nr. 126 dated 02.06.2009 of the Administrative Council of
conformity certificates issued by | the National Regulatory Agency for electronic Communications and
the Telecommunication Products | Information Technology of the Republic of Moldova, owners of short
Certification Body of Moldova range radiocommunication devices have the right to use several
and must be marked in Moldova. | categories of frequencies in compliance with the ERC/REC 70-03
It is not permitted to utilise non- | without obtaining a license for the use of radio frequencies/channels
certificated and non-marked or a technical permit
telecommunication equipment
and cables. Subject to the above
all SRD frequency bands with
technical parameters indicated in
ERC REC 70-03 are permitted
on secondary basis
Russian Federation In accordance with the current
National Frequency Allocation
Table, different communication
services, including special
applications operate in
frequency bands designated for
SRD applications. All
radiocommunication systems
require individual license and
authorisation for using certain
radio frequencies, which is
granted after conformity
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Appendix 3 — National Restrictions

Frequency band Country Implementation Reason/remark
assessment procedures. All
types of radio equipment require
national approval based on the
national standard system
(GOST) and issue of conformity
certificate. Only equipment with
national mark can be placed on
the market in Russia
Turkey The short range and low powered devices under the scope of SRD
Ordinance (enter into force 17 March 2007) can be used without any
need to get the certificate, use permit and frequency registers on
condition that they shall meet the determined conditions and be in
accordance with the technical regulations specifications accepted by
The Authority
Annex 1 Band A Georgia No info

(Non- Specific SRDs)
6765-6795 kHz

Russian Federation

Not implemented

Ukraine Limited implementation The maximal strength of a magnetic field on distance of 10 m from
the station is 42 dBmpA/m
Annex 1 Band E Belgium Not implemented
(Non_ Specific SRDS) Croatia Not implemented Implementation planned for 2012
138.20-138.45 MHz France Not implemented Military use. The use of this band by SRDs is not planned in France
Georgia Not implemented
Germany Not implemented Defence systems
Hungary Not implemented Aeronautical mobile applications operate in the band
Italy Not implemented Military application
Latvia Not implemented Exclusive defence systems
Liechtenstein Not implemented
Luxembourg Implemented Notification Number: 2005/0347/L)
Poland Not implemented Military application

Russian Federation

Not implemented

Slovak Republic Not implemented Defence systems
Slovenia Not implemented Not available
Spain Not implemented Military application
Sweden Not implemented
Switzerland Not implemented Exclusive defence systems
The Netherlands Not implemented Exclusive defence systems
Turkey Not implemented Defence systems
Ukraine Not implemented
Annex 1 Band F Georgia Limited implementation
Italy Limited implementation Audio applications are limited in the range 433.05-433.575 MHz

(Non- Specific SRDs)
433.050-434.790
MHz

with 12.5 or 25 kHz channel spacing

Russian Federation

Limited implementation

433.075-434.790 MHz. Possible use of low power stations and
devices for processing of bar-codes

Ukraine Limited implementation The maximal transmitter power 10 mW
Annex 1 Band F1 Georgia Limited implementation
(Non- Specific SRDS) Italy Limited implementation Audio applications are limited in the range

433.050-434.790
MHz

433.05-433.575 MHz with 12.5 or 25 kHz channel spacing

Russian Federation

Not implemented

Ukraine

Limited implementation

The maximal transmitter power 10 mW

Annex 1 Band F2
(Non- Specific SRDs)

434.040-434.790
MHz

Georgia

Limited implementation

Russian Federation

Not implemented

Ukraine

Limited implementation

The maximal transmitter power 10 mW

Edition of May 2012






Appendix 3 — National Restrictions

Annex 1 Band G
(Non- Specific SRDs)
863-870 MHz

Austria Not implemented Planned
Georgia Not implemented

Greece Limited implementation to 863-865 MHz
Norway Not implemented

Russian Federation

Limited implementation

864-865 MHz with max e.r.p 25 mW, duty cycle 0.1% or LBT.
Forbidden to use at the airports (aecrodromes)

Spain Limited implemented to the band 863-868 MHz

Sweden Not implemented

The Netherlands Not implemented Under study

Ukraine Limited implementation 863-865 / 868-868.6 / 868.6-868.7 / 869.2-869.25 MHz
Annex 1 Band G1 Georgia Not implemented

(Non- Specific SRDs)
868.000-868.600
MHz

Russian Federation

Not implemented

Ukraine

Limited implementation

e.ir.p. <25 mW

Annex 1 Band G3
(Non- Specific SRDs)

869.400-869.650
MHz

Georgia

Not implemented

Russian Federation

Not implemented

Ukraine

Not implemented

Annex 1 Band G4
(Non- Specific SRDs)

Georgia

Not implemented

Russian Federation

Not implemented

869.700-870.000 Ukraine Not implemented
MHz
Annex 1 Band H Norway Implemented This subsection does not apply for the geographical area within a

(Non- Specific SRDs)
2400.0-2483.5 MHz

radius of 20 km from the centre of Ny-Alesund

Russian Federation

Bluetooth

Ukraine

Limited implementation

e.ir.p. <100 mW

Annex 1 Band |
(Non- Specific SRDs)
5725-5875 MHz

Russian Federation

Limited implementation

Duty cycle 0.1% or LBT. Antenna height should not exceed 5 m

Annex 1 Band J
(Non- Specific SRDs)
24.00-24.25 GHz

France

Power limited to 0.1 mW
e.i.r.p.in frequency band 24.10 —
24.15 GHz

Military Radiolocation use. Operation by police forces of Radar
Speed Meters

Russian Federation

Not implemented

United Kingdom Limited implementation Only 24.150-24.250 GHz to protect police speedmeters
Annex 1 Band K Croatia Not implemented Implementation planned for 2012
Georgia No info

(Non- Specific SRDs)
61.0-61.5 GHz

Russian Federation

Not implemented

Annex 1 Band L
(Non- Specific SRDs)
122-123 GHz

Croatia Not implemented Implementation planned for 2012
France Not implemented
Georgia No info

Russian Federation

Not implemented

Annex 1 Band M
(Non- Specific SRDs)
244-246 GHz

Croatia Not implemented Implementation planned for 2012
France Not implemented
Georgia No info

Russian Federation

Not implemented
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Annex 1 Band N Bosnia and Not implemented Committed
. Herzegovina
(Non_ Specific SRDs) Macedonia (FYROM) | No info
3.1-4.8 GHz/6-9 GHz Russian Federation Limited In accordance with National restrictions
For Indoor applications:
1. Prohibited to use outside buildings
2. Prohibited to use onboard aircraft while arriving and departure
3. Prohibited to use in freight terminals in airports.
Power spectral density limits:
2850-3375 MHz: -57 dBm/MHz
3375-3950 MHz: -61.5 dBm/MHz
3950-4425 MHz: -54.5 dB/MHz
4425-5470 MHz: -50 dB/MHz
5470-6000 MHz: -62.5 dBm/MHz
6000-8100 MHz: -47 dBm/MHz
8100-8625 MHz: -65 dBm/MHz
8625-9150 MHz: -47 dB/MHz
9150-10600 MHz: -45 dBm/MHz
For Outdoor applications:
Power spectral density limits:
2850-3375 MHz: -57 dBm/MHz
3375-4800 MHz: -76 dBm/MHz
4800-5475 MHz: -50 dBm/MHz
5475-6000 MHz: -62.5 dBm/MHz
6000-7250 MHz: -47 dBm/MHz
7250-7750 MHz: -73 dBm/MHz
7750-8625 MHz: -69 dBm/MHz
8625-9150 MHz: -47 dBm/MHz
9150-10600 MHz: -45 dBm/MHz
Serbia No info
Turkey No info
Ukraine Not implemented Under study for 3.1-4.8 GHz
Annex 2 Band A Bulgaria Implemented 457 kHz center frequency is allocated
Tracking, Tracing 456.9-457.1 kHz band is not allocated
and Data Acquisition | France Implemented National regulation specifies only the carrier frequency 457 kHz
456.9-457.1 kHz Georgia Not implemented
Ukraine Limited implementation The maximal strength of magnetic field is 7 dBmuA/m on distance of
10 m from a construction where the radiator is placed
Annex 2 Band B Bulgaria Not implemented The band is used for national security needs
Tracking, Tracing Croatia Limited implementation Individual licence required
?_234'?_?2% Iz\gngj\l/lsglzon Cypm,S Impl-emented Cyprus has implemented Decision 2005/928/EC
Georgia Not implemented
Greece Not implemented
Norway Limited Maximum radiated power = 10 mW

Russian Federation

Not implemented

The Netherlands Implemented Channel spacing 12.5 kH
Ukraine Not implemented Under study
Annex 2 Band C Austria Not implemented Planned
TI’aCking, TraCing Bulgaria Not implemented The band is used for national security needs
and Data ACQUiSitiOﬂ Croatia Limited implementation Individual licence required
169.4-169.475 MHz Cyprus Implemented Cyprus has implemented Decision 2005/928/EC
Denmark Not implemented PMR band
Georgia Not implemented
Greece Not implemented

Russian Federation

Not implemented

The Netherlands

Implemented

Channel spacing 12.5 kHz

Ukraine

Not implemented

Under study
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Annex 3 Band A
Wideband Data
Transmission
systems
2400.0-2483.5 MHz

France

Limited implementation

The outdoor use is limited to 10 mW e.i.r.p. within the band 2454-
2483.5 MHz. Military Radiolocation use. Refarming of the 2.4 GHz
has been ongoing in recent years to allow current relaxed regulation.
Full implementation planned 2012

Italy

For private use, a general authorisation is required if WAS/RLAN’s
are used outside own premises. For public use, a general
authorisation is required

Norway

Implemented

This subsection does not apply for the geographical area within a
radius of 20 km from the centre of Ny-Alesund

Russian Federation

Limited implementation

1. SRD with FHSS modulation
1.1. Maximum 2.5 mW e.i.r.p.

1.2. Maximum 100 mW e.i.r.p. Permitted for use SRD for outdoor
applications without restriction on installation height only for
purposes of gathering telemetry information for automated
monitoring and resources accounting systems. Permitted to use SRD
for other purposes for outdoor applications only when the installation
height is not exceeding 10 m above the ground surface.

1.3.Maximum 100 mW e.i.r.p. Indoor applications
2. SRD with DSSS and other than FHSS wideband modulation

2.1. Maximum mean e.i.r.p. density is 2 mW/MHz. Maximum 100
mW e.i.r.p.

2.2. Maximum mean e.i.r.p. density is 20 mW/MHz. Maximum 100
mW e.i.r.p. It is permitted to use SRD for outdoor applications only
for purposes of gathering telemetry information for automated
monitoring and resources accounting systems or security systems.

2.3. Maximum mean e.i.r.p. density is 10 mW/MHz. Maximum 100
mW e.i.r.p. Indoor applications

Ukraine Limited implementation e.i.r.p. <100 mW with built-in antenna with amplification factor up to
6 dBi
Annex 3 Band B Cyprus Not implemented
Wideband Data France Not implemented Military Radiolocation use.
Transmission Equipment/Standard not yet developed
systems Georgia Limited implementation
17.1-17.3 GHz Germany Not implemented Equipment/Standard not yet developed
Hungary Planned No equipment and standards are available
Italy A general authorisation is required if WAS/RLAN’s are used outside

own premises

Russian Federation

Not implemented

Slovak Republic Not implemented Planned service, currently not in use
Slovenia Not implemented Not available
Spain Not implemented Military application
Turkey Not implemented
Ukraine Not implemented
United Kingdom Not implemented No requirement
Annex 3 Band C Georgia No info

Wideband Data
Transmission

Russian Federation

Not implemented

Serbia Available in the range: 61.0-61.5 | According to the Frequency Plan, only this part of the spectrum is
systems GHz aimed for the SRD applications
57-66 GHz Turkey Not implemented Defence systems
Ukraine No info
Annex 4 Band A Cyprus Not applicable No railways
Railway applications | Georgia Limited implementation
2446-2454 MHz .
Iceland Not implemented Service not applicable to Iceland
Italy Not implemented
Malta Not implemented

Service not applicable to Malta

Russian Federation

Not implemented

Slovak Republic

Not implemented

Under study

Sweden

Limited implementation

License required — Defence systems

Ukraine

Not implemented
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Annex 4 Band B
Railway applications

27.090-27.100 MHz
(Center frequency 27.095
MHz)

Bulgaria Implemented 27.095 MHz center frequency is allocated.
27.090-27.100 MHz band is not allocated
Cyprus Not implemented Service not applicable to Cyprus
France Implemented National regulation specifies only the carrier frequency 27.095 MHz
Georgia No info
Iceland Not implemented Service not applicable to Iceland
Malta Not implemented

Service not applicable to Malta

Russian Federation

Not implemented

Sweden Not implemented 27.115 MHz used as provided in EU legislation
Ukraine Not implemented
Annex 4 Band C Belgium Not implemented Planned
Railway applications | Bulgaria Implemented 4234 kHz center frequency is allocated
984-7484 kHz (Centre 984-7484 kHz band is not allocated
frequency 4234 kHz) Croatia Not implemented Implementation planned for 2012
Cyprus Not implemented Service not applicable to Cyprus
Czech Republic Not implemented Planned 2012
France Not implemented
Georgia No info
Greece Not implemented
Iceland Not implemented Service not applicable to Iceland
Italy Not implemented
Latvia Implemented National regulation specifies only the carrier frequency 4234 kHz.
The 984-7484 kHz band is not allocated
Macedonia (FYROM) | Not implemented Planned
Malta Not implemented Service not applicable to Malta

Russian Federation

Not implemented

Serbia

Not implemented

According to the Frequency Plan, this part of the spectrum is aimed
for the mobile maritime applications (4063-4438 kHz)

Slovak Republic Not implemented Under study
Slovenia Not implemented
Spain Not implemented Not implemented due to lack of demand
Sweden Not implemented
The Netherlands Not implemented Planned
Turkey Under study Planned 2009
Ukraine No info
Annex 4 Band D Belgium Not implemented Planned
Railway applications | gyigaria Implemented 11.1-16.0 MHz is allocated
f7r'e3q-uze?1'c(3/ M?ﬁ E\(/I:g;t)re : : 7.3-23.0 MHz band is not allocated
Croatia Not implemented Implementation planned for 2012
Cyprus Not implemented Service not applicable to Cyprus
Czech Republic No info
France Not implemented
Georgia No info
Greece Not implemented
Iceland Not implemented Service not applicable to Iceland
Italy Not implemented
Latvia Not implemented Planned
Macedonia (FYROM) | Not implemented Planned
Malta Not implemented Service not applicable to Malta
Norway Not implemented

Russian Federation

Not implemented

Serbia

Available in the range: 13.553-
13.567 MHz

According to the Frequency Plan, this part of the spectrum is
available for the SRD applications

Slovak Republic

Not implemented

Under study

Slovenia Not implemented

Spain Not implemented Not implemented due to lack of demands
Sweden Not implemented

The Netherlands Not implemented Planned

Turkey Under study Planned 2009
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" Ukraine | No info
Annex 5 Band A France Limited implementation Limited to automatic toll collection.
Power limited to 2 W e.i.r.p.
RTTT Military Radiolocation and Meteorological use
5795-5805 MHz - " -
Georgia Limited implementation
Ireland Limited implementation 8W system not implemented
Liechtenstein Limited implementation Annex has two levels. Lower level with 2 W e.i.r.p.is implemented
Malta Limited implementation Power limited to 2 W e.i.r.p. as per the lower limit of the Annex
Norway Limited implementation Individual license required

Russian Federation

Limited implementation

200 mW e.r.p.
An authorisation for using radio frequencies or channels should too
be obtained in established order

Switzerland Limited implementation Annex has two levels. Lower level with 2 W e.i.r.p. is implemented
to protect defence systems
Ukraine Not implemented
United Kingdom Limited implementation 2 Watts only permitted
Annex 5 Band B Croatia Not implemented Planned until 01.03.2012
RTTT France Not implemented
5805-5815 MHz Georgia Limited implementation
Ireland Limited implementation 8W system not implemented
Liechtenstein Limited implementation Annex has two levels. Lower level with 2 W e.i.r.p. is implemented.
For road toll systems only
Malta Limited implementation Power limited to 2 W e.i.r.p. as per the lower limit of the Annex
Norway Limited implementation Individual license required

Russian Federation

Limited implementation

200 mW e.r.p.
An authorisation for using radio frequencies or channels should too
be obtained in established order

Switzerland

Limited implementation

Annex has two levels. Lower level with 2 W e.i.r.p. is implemented.
For road toll systems only

Annex 5 Band C

Ukraine Not implemented
United Kingdom Limited implementation 2 Watts only permitted
Georgia Not implemented

RTTT Russian Federation Not implemented
76-77 GHz
Georgia Not implemented
Annex 5 Band D1 X
Turkey No info
RTTT Ukrai Not impl ted
raine ot implemente:
21.65-26.65 GHz P
Annex 5 Band D2 ; - ;
RTTT Liechtenstein Not implemented Planned
Switzerland Not implemented Pl d
24.25-26.65 GHz P anne
Annex 5 Band E Georgia Not implemented
RTTT Russian Federation Not implemented
77-81 GHz Serbia Not implemented
Turkey No info
Ukraine Not implemented Under study
Bosnia and Not implemented Committed
Annex 5 Band F1 Herzegovina
RTTT Croatia Not implemented Under study until 2015
24.050-24.075 GHz Georgia Not implemented
Macedonia (FYROM) | No info
Norway No info
Russian Federation No info
Serbia No info
Turkey No info
Ukraine No info
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Bosnia and Not implemented Committed
Annex 5 Band F2 Herzegovina
RTTT Croatia Not implemented Under study until 2015
24.075-24.150 GHz Georgia Not implemented
Macedonia (FYROM) | No info
Norway No info
Russian Federation No info
Serbia No info
Turkey No info
Ukraine No info
Bosnia and Not implemented Committed
Annex 5 Band F3 Herzegovina
RTTT Croatia Not implemented Under study until 2015
24.150-24.250 GHz Georgia Not implemented
Macedonia (FYROM) | No info
Norway No info
Russian Federation No info
Serbia No info
Turkey No info
Ukraine No info
Annex 5 Band G1
RTTT
24.250-24.495 GHz
Liechtenstein Not implemented Planned
Switzerland Not implemented Planned
Annex 5 Band G2
RTTT
24.495-24.500 GHz
Liechtenstein Not implemented Planned
Switzerland Not implemented Planned
Annex 5 Band G3
RTTT
24.250-24.500 GHz
Liechtenstein Not implemented Planned
Switzerland Not implemented Planned

Annex 6 Band A

Radiodetermination
applications
2400.0-2483.5 MHz

France Limited implementation Military Radiolocation use. Refarming of the 2.4 GHz band has been
ongoing in recent years to allow current relaxed regulation.
Full implementation planned 2012

Georgia Limited implementation

Russian Federation

Not implemented

Ukraine Limited implementation e.ir.p. <100 mW
Annex 6 Band B Finland Not implemented
. . . F Not impl ted
Radiodetermination Grance. Lf’ ftrn(? ,emjn - —
applications eorgia 1m1- ed implementation
Italy Not implemented

9200-9500 MHz

Russian Federation

Not implemented

Spain

Not implemented

Military application

Sweden

Not implemented
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Ukraine Not implemented Under study
United Kingdom Limited implementation May be used for Radar Level Gauges only
France Limited implementation Limited to 9.88-9.92 with max e.i.r.p. 50 mW
Annex 6 Band C , — . L
) . ) Georgia Limited implementation
Radiodetermination Germany Not implemented Defence systems

applications
9500-9975 MHz

Russian Federation

Not implemented

Slovak Republic Not implemented Defence systems
Spain Not implemented Military application
Sweden Not implemented
Ukraine Not implemented Under study
United Kingdom Limited implementation May be used for Radar Level Gauges only
Annex 6 Band D Austria Not implemented Fixed Ser\iice'
Radiodetermination Czech. Republic Not ?mplemented Other service in the band
applications Estonia Not implemented FWA ‘
10.5-10.6 GHz Finland Not implemented 1(').4'5-10.50 GHz avallabl'e .
France Limited implementation Limited to 10.57-10.61 with max e.i.r.p. 20 mW
Georgia Limited implementation
Germany Not implemented ENG/OB video links equipment
Hungary Limited implementation e.i.r.p. 25 mW. ENG/OB systems are protected
Ireland Limited implementation Max power limitation of 25 mW to protect Fixed Wireless Access
Local Area Service operating in the 10.5 GHz band
Luxembourg Limited to 25 mW Reason: To avoid interference with other services

Russian Federation

Not implemented

Under study

Slovak Republic

Not implemented

Fixed Service

Sweden Limited implementation Limited to 10.51-10.58 GHz
Turkey Not implemented Fixed Service and radiolocation
United Kingdom Limited implementation Limited to 10.577-10.597 GHz. May be used for Radar Level Gauges
Ukraine Limited implementation 10.51-10.54 GHz
Annex 6 Band E France Not implemented
Radiodetermination Georgia Limited implementation

app lications Russian Federation Not implemented
13.4-14.0 GHz Spain Not implemented Not implemented due to lack of demand
Sweden Not implemented
Ukraine Not implemented Under study
A 6 Band E France Limited implementation No restriction for fixed applications. Power limited otherwise to 0.1
nnex an mW e.i.r.p. in frequency band 24.10 — 24.15 GHz. Alternatively for
Radiodetermination FMCW modulation, the following conditions are also allowed: power
applications limited to 20 mW (+13 dBm) mean e.i.r.p. and 50 mW (+17 dBm)
24.05-24.25 GH peak e.i.r.p. with a minimum frequency sweep speed of 5 MHz per
ooTet z millisecond. Military Radiolocation use. Operation by police forces
of Radar Speed Meters
Georgia Limited implementation

Russian Federation

Limited implementation

Vehicle radars : Maximum 100 mW e.i.r.p.

No restrictions if emission bandwith is not less than 9 MHz. If
emission bandwith is less than 9 MHz then the requirement should be
0.14 ps/60 kHz maximum dwell time every 3ms

Fixed radars: Maximum 100 mW e.i.r.p.

1. The equipment for detecting movement should be installed along
roads at 4 m distance from controlled part of road.

2. The installation of equipment for detecting movement should be
performed perpendicularly to movement direction of one- or
multilane road with permissible deviation £15 degrees.

3. The installation height of equipment for detecting movement
should not exceed 5m above a road.

4. The tilt angle of the main beam to horizon should be minus 20
degrees or less

Ukraine

Limited implementation

e.i.r.p. <100 mW

United Kingdom

Limited implementation

To protect police speedmeters devices operating in 24.05-24.15 GHz
must employ a minimum sweep rate
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Annex 6 Band G
Radiodetermination

Georgia

Not implemented

Under study

Macedonia (FYROM)

Not implemented

Planned

Russian Federation

Not implemented

appllcatlons Serbia Available in the range: According to the Frequency Plan, 5.725-5.875 GHz is available for
4.5-7.0 GHz 5725-5.875 GHz the SRD applications.
According to the Frequency Plan, 5.15-5.25 GHz, 5.250-5255 GHz
5.15-5.25 GHz / 5.250-5.255 - .
GHz and 5 252_5 350 GHz and 5.255-5.350 GHz is available for the WAS and RLANS
) ) applications
Turkey Under study Planned 2009
Ukraine Not implemented Under study
Annex 6 Band H Georgia : Not %mplemented
Macedonia (FYROM) | Not implemented Planned

Radiodetermination
applications
8.5-10.6 GHz

Russian Federation

Not implemented

Serbia

Available in the range: 10.50-
10.55 GHz and 10.55-10.60
GHz

According to the Frequency Plan, this part of the spectrum is
available for the SRD applications

Turkey Under study Planned 2009
Ukraine Not implemented Under study
Georgia Not implemented Under stud
Annex 6 Band | £ — >
Macedonia (FYROM) | Not implemented Planned

Radiodetermination
applications

Russian Federation

Not implemented

Serbia Auvailable in the range: According to the Frequency Plan, this part of the spectrum is
24.05-27.0 GHz 24.05-24.25 GHz available for the SRD applications

Turkey Under study Planned 2009

Ukraine Limited implementation 24.05-24.25 GHz

Georgia No info
Annex 6 Band J 2 ;

Macedonia (FYROM) | Not implemented Planned

Radiodetermination

Russian Federation

Not implemented

app“catlons Serbia Auvailable in the range: According to the Frequency Plan, only this part of the spectrum is
57-64 GHz 61.0-61.5 GHz aimed for the SRD applications

Turkey Under study Planned 2009

Ukraine Not implemented Under study

Georgia No info
Annex 6 Band K 2 ;

Macedonia (FYROM) | Not implemented Planned

Radiodetermination

Russian Federation

Not implemented

app“catlons Serbia Auvailable in the range: According to the Frequency Plan, only this part of the spectrum is
75-85 GHz 76.0-77.5 GHz aimed for the SRD applications (traffic radiolocation)
Turkey Under study Planned 2009
Ukraine Limited implementation In the band 76-77 GHz average e.i.r.p. <23.5 dBm
Annex 6 Band L
Radiodetermination
applications
6.0-8.5 GHz Liechtenstein Not implemented Planned
Switzerland Not implemented Planned
Annex 6 Band M
Radiodetermination
applications
24.5-26.5 GHz Liechtenstein Not implemented Planned
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Switzerland Not implemented Planned

Annex 6 Band N

Radiodetermination

applications

57-64 GHz Liechtenstein Not implemented Planned
Switzerland Not implemented Planned

Annex 6 Band O

Radiodetermination

applications

75-85 GHz Liechtenstein Not implemented Planned
Switzerland Not implemented Planned
Croatia Not implemented Lack of demand

Annex 6 Band P . —

A . A Georgia Not implemented
Radiodetermination :
I A Greece Not implemented

applications Italy Not implemented Under study

17.1-17.3 GHz . .
Macedonia (FYROM) | Not implemented Planned
Malta Not implemented Malta implemented the provision of 2006/771/EC, as amended
Portugal Not implemented Under study

Russian Federation

Not implemented

Serbia Not implemented According to the Frequency Plan this part of the spectrum is aimed
for WLL and RLANs

Spain Not implemented
The Netherlands Not implemented Planned
Ukraine Not implemented

Annex 6 Band Q Aust.ria Not ?mplemented Planned

A . A Belgium Not implemented Planned

Rad I_Ode_termmatlon Cyprus Not implemented Under study

app lications France Not implemented Planned 2012

30 MHz-12.4 GHz Georgia Not implemented
Greece No info
Hungary Not implemented Planned
Ireland Not implemented Planned before end of 2012
Italy No info
Lithuania Not implemented Under study
Macedonia (FYROM) | Not implemented
Montenegro Not implemented Under study

Russian Federation

Not implemented

Serbia Not implemented

Slovak Republic No info

Spain Not implemented Planned but not before third quarter of 2012

Sweden No

Turkey Not implemented

Ukraine Not implemented Under study

United Kingdom Limited implementation Devices are limited to GPR only. Full implementation planned for

2012
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Annhex 6 Band R Austria Limited implementation According to Commission Decision 2009/343/EC
Radiodetermination Bosnia and Limited implementation
lications Herzegovina
app Cyprus Not implemented Under study
22-80GHz Georgia Not implemented
Greece No info
Hungary Not implemented Planned
Italy No info
Lithuania Limited implementation only parameters set in 2009/343/EC are allowed
Malta No info
Macedonia (FYROM) | Not implemented
Poland Not implemented Under study
Portugal Not implemented Planned
Russian Federation Not implemented
Serbia Not implemented
Slovak Republic No info
Spain Not implemented
Sweden Not implemented Planned
Ukraine Not implemented
United Kingdom Not implemented Planned for 2012
Annex 7 Band A Georgia No info

Alarms

Russian Federation

Not implemented

868.600-868.700 Ukraine Limited implementation The maximal transmitter power 10 mW
MHz
Annex 7 Band B Georgia

Alarms

869.250-869.300
MHz

No info

Russian Federation

Not implemented

Ukraine

No info

Annex 7 Band C
Alarms

869.650-869.700
MHz

Georgia

No info

Russian Federation

Not implemented

Ukraine

Not implemented

Under study

Annex 7 Band D
Alarms
869.200-869.250

Georgia

No info

Russian Federation

Not implemented

MHz Ukraine Limited implementation The maximal transmitter power 10 mW
Annex 7 Band E Georgia No info

Alarms Greece Not implemented

869.300-869.400 Macedonia (FYROM) | Not implemented Planned

MHz (Technical
parameters have been

Russian Federation

Not implemented

changed) Ukraine Not implemented
Bulgaria Not implemented The band is used for national security needs
Annex 7 Band F L D - seeurity
Alarms Cyprus Implemented Cyprus has implemented Decision 2005/928/EC
Denmark Limited implementation PMR band
169.4750-169.4875 . .
MH Georgia Not implemented
z Greece Not implemented

Russian Federation

Not implemented

Ukraine Not implemented Under study
Annex 7 Band G Austria. Not %mplemented Planned : : :
Alarms Bulgaria Not implemented The band is used for national security needs
169.5875-169.6000 Cyprus Irflplieme‘nted : Cyprus has implemented Decision 2005/928/EC
MHz Denmark Limited implementation PMR band

Georgia Not implemented

Greece Not implemented

Russian Federation

Not implemented

Ukraine

Not implemented

Under study
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Annex 8 Band A
Model Control
26.995, 27.045,

Georgia

No info

Russian Federation

Limited implementation

Power limited to 10 mW.
Maximum antenna gain is 3 dB, channel spacing 50 kHz

27.095. 27.145 Ukraine Limited implementation The maximal transmitter power 10 mW
27.195 MHz
France Limited implementation Limited to 34.995-35.055 MHz. Dedicated networks for Ministry of
Annex 8 Band B transport.
Model Control Georgia Not implemented
34.995-35.225 MHz Germany Limited to 35.005-35.205 MHz Emergency services

Russian Federation

Not implemented

Spain Limited implementation to 35.030-35.200 MHz
Ukraine Limited implementation The maximal transmitter power 10 mW
Annex 9 Band Al Aust.ria Not ?mplemented
. Belgium Not implemented Planned
Indu_CtIV_e Bulgaria Partly implemented Implemented in the band 9-59.75 kHz. The bands 59.75-60.25 kHz
appllca‘]onS and 70-90 kHz are allowed with a maximum magnetic field strength
9-90 kHz of 42 dBpA/m at 10 m. The band 60.25-70.0 kHz is allowed with a
maximum magnetic field strength of 69 dBpA/m at 10 m
Cyprus No info
Denmark Limited implementation Implemented according to the EC SRD Decision 2006/771/EC
France Limited implementation Limited to +42 dBpuA/m in the frequency band 70-90 kHz
Georgia Not implemented
Greece No info
Italy No info
Latvia Limited implementation 9-59.750 kHz maximum field strength 72 dBpA/m at 10m;
59.750-60.250 kHz maximum field strength 42 dBuA/m at 10m;
60.250-70 kHz maximum field strength 69 dBuA/m at 10m;
70-119 kHz maximum field strength 42 dBpA/m at 10m
Lithuania Limited implementation Implemented according to the EC SRD Decision 2006/771/EC
Malta Not implemented Malta implemented the provision of 2006/771/EC, as amended
Macedonia (FYROM) | No info
Norway No info
Portugal No info

Russian Federation

Limited implementation

9-59.75 kHz: Maximum magnetic field strength is +72 dBpA/m

at 10 m. In case of external antennas only loop coil antennas may
be employed. Field strength level descending 3 dB/oct at 30 kHz.
59.75-60.25 kHz: Maximum magnetic field strength is +42 dBuA/m
at 10 m. In case of external antennas only loop coil antennas may be
employed.

60.25-70 kHz: Maximum magnetic field strength is +69 dBuA/m at
10 m. In case of external antennas only loop coil antennas may be
employed. Field strength level descending 3dB/oct at 30 kHz. 70-90
kHz: Maximum magnetic field strength is +42 dBpA/m at 10 m. In
case of external antennas only loop coil antennas may be employed

Serbia No info
Slovak Republic No info
Spain Limited implementation to 9-70 kHz
The Netherlands Not implemented Planned (Pending)
Turkey No info
Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
a construction where the radiator is placed in the band 9-59.75 kHz is
72 dBmpA/m, in the band 59.75-60.25 kHz is 42 dBmpA/m, in the
band 60.250-70 kHz is 69 dBmpA/m, in the band 70-119 kHz is 42
dBmpA/m
Annex 9 Band A2 Cyprus No info : -
Inductive Denmark Limited implementation Implemented according to the EC SRD Decision 2006/771/EC
app lications Georgia Limited implementation
90-119 kHz Greece No info
Italy No info
Latvia Partly implemented
Lithuania Limited implementation Implemented according to the EC SRD Decision 2006/771/EC
Malta Not implemented Malta implemented the provision of 2006/771/EC, as amended
Macedonia (FYROM) | No info

Edition of May 2012

ERC/REC 70-03
Appendix 3, Page 49






ERC/REC 70-03
Appendix 3, Page 50

Appendix 3 — National Restrictions

Norway No info
Portugal No info
Serbia No info
Slovak Republic No info
The Netherlands Not implemented Planned (Pending)
p g
Turkey No info
Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
p g g
a construction where the radiator is placed in the band 70-119 kHz is
42 dBmuA/m
Annex 9 Band A3 Georgia Not implemented
Inductive Lithuania Limited implementation Implemented according to the EC SRD Decision 2006/771/EC
applications The Netherlands Not implemented Planned (Pending)
K Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
119-135 kHz a construction where the radiator is placed in the band 119-135 kHz
is 66 dBmpA/m
Annex 9 Band B Georgia Not implemented
Inductive Greece Not implemented
applications Hungary Not implemented Not allocated. Planned
135-140 kHz Russian Federation Not implemented

The Netherlands Not implemented Planned (Pending)
Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
a construction where the radiator is placed in the band 135-140 kHz
is 42 dBmpA/m
Annex 9 Band C Georgia Not implemented
Inductive Greece Not implemented
app lications Russian Federation Not implemented
140.0-148.5 kHz The Netherlands Not implemented Planned (Pending)
Ukraine Limited implementation The maximalstrength of magnetic field on the distance of 10 m from
a construction where the radiator is placed in the band 140-148.5 kHz
is 37.7 dBmpA/m
Annex 9 Band D Georgia Not implemented
Inductive . .
applications Ukraine No info
6765-6795 kHz
Annex 9 Band E Spain No restriction Frequency band 7350-8800 kHz
Inductive
applications
7400-8800 kHz
Annex 9 Band F1 Georgia Not implemented
. Ukraine Limited implementation The maximalstrength of magnetic field on the distance of 10 m from
Inductive a construction where the radiator is placed is 42 dBmpA/m
P p 1
applications
13.553-13.567 MHz
Annex 9 Band G Georgia Not implemented
Inductive Ukraine Limited implementation The maximalstrength of magnetic field on the distance of 10 m from
applications a construction where the radiator is placed is 42 dBmpA/m
26.957-27.283 MHz
Annex 9 Band H Georgia Not implemented
Iar[])(;lill(églllins Russian Federation Limited implementation Maximum magnetic field strength is -4 dBuA/m at 10 m
10.200-11.000 MHz Ukraine Limited implementation The maximalstrength of magnetic_ field on t_he distance of 10 m from
a construction where the radiator is placed is 9 dBmpA/m
Annex 9 Band K Georgia Not implemented

Inductive
applications
3155-3400 kHz

Russian Federation

Not implemented

Ukraine

Limited implementation

The maximalstrength of magnetic field on the distance of 10 m from
a construction where the radiator is placed is 13.5 dBmpA/m
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Annex 9 Band L1
Inductive

applications
148.5 kHz-5 MHz

Georgia Not implemented
Greece Not implemented
Poland Limited implementation Implemented 148.5 kHz — 1.6. MHz

Russian Federation

Not implemented

Ukraine Not implemented Under study
Annex 9 Band L2 Georgia Not implemented
Inductive Greece Not implemented
applications Russian Federation No info
5-30 MHz Ukraine No info
Annex 9 Band L3 Georgia Not implemented
Inductive Greece Not implemented
app lications Russian Federation Not implemented
400-600 kHz Ukraine Not implemented Under study
Annex 10 Band A Austria Limited implementation only the frequencies 36.8, 36.85, 37.45, 37.50-37.55 MHz for
) . narrow band and 36.7-37.1-44.55-45.0 MHz for broadband radio
Radio M |crophone microphones are available
app“cations Croatia Not implemented Defence systems
inCIUding aids for the Czech Republic Limited implementation Only four sub-bands allowed:
hearing impaired 27.415-27.915 MHz 10 mW e.r.p. channel max 50 kHz
29.7-47.0 MHz 36.4-36.65 MHz 10 mW e.r.p. channel max 50 kHz
36.65-38.0 MHz 2 mW e.r.p. channel max 50 kHz
38.0-38.5 MHz 10 mW e.r.p. channel max 200 kHz
Estonia Limited to 37.6-38.6 MHz Land mobile
Finland Limited implementation only 31.1, 32.1, 32.9, 33.5, 36.7, 37.1 and 42.4-43.6 MHz with max
200 kHz channels
France Limited implementation to 32.8, 36.4,39.2 MHz 1 mW e.r.p. and 200 kHz
Georgia Not implemented
Germany Limited implementation to 32.4-38.2 MHz. Permitted channel spacing 10 kHz below 36 MHz
and 40 kHz above 36 MHz
Greece Limited implementation to 30.00 MHz, 30.50 MHz, 31.00 MHz, 35.00 MHz, 36.50 MHz,
36.70 MHz, 37.00 MHz, 37.10 MHz, 37.50 MHz
Hungary Limited implementation 34.9-38.5 MHz band is allocated
Italy Limited to 41.0-43.6 MHz Military application
Liechtenstein Limited implementation Limited to 31.4-39.6 MHz
Lithuania Limited implementation only 30.01-30.3 MHz, 30.5-32.15 MHz, and 32.45-37.5 MHz are
allowed
Luxembourg Limited implementation excluding the use of the band 34.995-35.225 MHz
Malta Limited implementation t0 29.7-34.9 and 37.5-40.98 MHz
Norway Limited implementation to 41.0-43.6 MHz max channel spacing 10 kHz. Max 100 mW e.r.p.
AM not allowed
Portugal Not implemented Defence systems
Romania Limited implementation Only sub-bands: 29.7-30.3 MHz; 30.5-32.15 MHz; 32.45- 33.1 MHz;

33.6-34.975 MHz; 37.5- 40.02 MHz; 40.66- 41.015 MHz; 44.5-45.2
MHZz are allowed

Russian Federation

Limited implementation

Hearing and speech training radio devices for persons with speech
defects. Power limited to 10 mW

Fixed frequencies in the bands 33.175-40MHz and 40.025-48.5 MHz:

33.2,33.35,33.45, 33.55, 33.575, 33.6, 33.75, 33.85, 33.875, 33.9,
34.05, 34.15, 34.175, 34.2, 34.3, 34.375, 34.4, 34.975, 35.025, 35.15,
35.225, 35.375, 35.55, 35.65, 35.95, 35.975, 36.025, 36.075, 36.125,
36.175, 36.225, 36.275, 36.325, 36.375, 36.425, 36.475, 36.525,
36.575, 36.625, 36.675, 36.725, 36.775, 36.825, 36.875, 36.925,
36.975, 37.025, 37.075, 37.125, 37.175, 37.225, 37.275, 37.325,
37.375,37.425, 37.475, 37.525, 37.575, 37.625, 37.675, 37.725,
37.775,37.825, 37.875, 37.925, 37.975, 38.025, 38.075, 38.125,
38.175, 38.225, 38.275, 38.325, 38.375, 38.425, 38.475, 38.525,
38.575, 38.625, 38.675, 38.725, 38.775, 39.025, 39.225, 39.400,
39.6, 39.75, 39.85, 39.925, 39.975, 40.05, 40.15, 40.25, 40.325,
40.425, 40.65, 40.825, 41.3, 41.325, 41.35,41.375,41.4, 41.5, 41.6,
41.625,41.65,41.675,41.7,41.75, 41.8, 41.9,41.95,42.1,42.15,
42.2,42.25,42.35,42.45,42.475, 42.5, 42.525, 42.55, 42.575, 42.6,
42.625,42.65,42.675,42.7,42.725,42.75,42.8,42.85,42.95,
42.975,43,43.15,43.175,43.2,43.225,43.25,43.4,43.5,43.7,
43.725,43.75,43.8, 44, 44.25, 44.4, 44.475, 44.5, 44.65, 44.75,
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44.975, 45, 45.25, 45.45, 45.475, 45.5, 45.65, 45.75, 45.8, 45.95,
45.975, 46, 46.125. 46.175, 46.225, 46.425, 46.45, 46.475, 46.55,
46.575, 46.6, 46.65, 46.675, 46.7, 46.775, 46.8, 46.825, 46.85,
46.875,46.925, 46.95, 46.975, 47, 47.075, 47.125, 47.25 MHz

Slovak Republic Limited to 27.75-27.9 and 36.4- Defence systems in the rest of the band

38.5 MHz
Spain Limited implementation to 31.500, 31.750, 37.850, 38.300 and 38.550 MHz
Sweden Limited implementation Limited to 41.0-43.6 MHz - Land Mobile

Switzerland

Limited implementation

Limited to 31.4-39.6 MHz. Main use by defence systems

Ukraine Limited implementation In the band 30.01-47 MHz maximal transmitter power is 10 mW
United Kingdom Not implemented

Annex 10 Band B Belgium Not implemented

Radio M icrophone Bulgaria Limited implementation Limited to 174.000-174.015 MHz

app lications Denmark Not implemented PMR band

includin g aids for the France Not implemented Governmental band

heari ng impai red Georgia Not implemented
Greece Not implemented

173.965-174.015 Liechtenstein Not implemented Occupied with mobile services

MHz Poland Not implemented Planned in 2011

Russian Federation

Not implemented

Spain Not implemented Not implemented due to lack of demand
Sweden Not implemented Land Mobile
Switzerland Not implemented Closely occupied with mobile services
Ukraine Not implemented

Annex 10 Band C Croatia Limited implementation Individual license required

Radio Microphone Georgia Not implemented

applications
including aids for the

Russian Federation

Not implemented

. N . Ukraine Limited implementation The maximal transmitter power is 10 mW
hearing impaired P P
863-865 MHz
Annex 10 Band D Denmark Limited implementation Tuning range
Radio Micr oph one Finland Limited implementation Regional restrictions
app lications France Limited implementation For professional users.
. . : 175.5-178.5 and 183.5-186.5 MHz also authorised for consumer
including aids for the ; .
h L ired products with 10 mW e.r.p. and 200 kHz channel spacing
earing impaire Georgia Not implemented
174-216 MHz Ireland Not implemented
Malta Not implemented
Norway Not implemented

Russian Federation

Limited implementation

174-230 MHz. Power limited to 5 mW. Maximum antenna gain is 3
dB. Channel spacing is 200 kHz

Spain Limited implementation 174.100, 174.300, 175.500, 176.300, 179.300, 188.100, 188.500,
189.100, 191.900 and 194.500 MHz
Ukraine Limited implementation Under condition of not causing interference to other stations working
in this band. In bands of 174.4-174.6 MHz and 174.9-175.1 MHz the
maximal transmitter power is 10 mW
Annex 10 Band E1 Czech Republic Partly implemented under This band will replace previous band 470-862 MHz arrangement
Radio Mi h conditions of former band E before 2013
a I_O . Icropnone Finland Limited implementation Regional restrictions. Radiomicrophones in the frequency band 694-
gppllcgtlon_s 786 MHz allowed until the end of year 2020
mclu.dlng aIdS. for the France Limited implementation For professional users
hearmg Impai red Germany Limited implementation
470-786 MHz Greece Limited implementation
Lithuania Limited implementation In all 470-862 MHz band 50 mW e.r.p. Only for radio microphones.
Individual registrations required
Malta Limited implementation
Norway Limited implementation
Poland Limited implementation Radio Microphones and Assistive Listening Devices are allowed in
the whole band 470 — 862 MHz until introduction of MFCN networks
in Poland.
After that frequency band will be limited to the band 470-786 MHz.
Individual licensing under study
Spain Not implemented Only broadcasting TV in this band
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Annex 10 Band E2
Radio Microphone
applications
including aids for the
hearing impaired
786-789 MHz

Austria Limited implementation Currently old regulation (470-862 MHz; 50 mW e.r.p.; 200 kHz
channel spacing) is in force

Belgium Not implemented Planned

Croatia Implemented Individual license required

Czech Republic Partly implemented under This band will replace previous band 470-862 MHz arrangement

conditions of former band E before 2013

Cyprus No info

Finland Limited implementation Regional restrictions. Radiomicrophones in the frequency band 694-
786 MHz allowed until the end of year 2020

France Limited implementation For professional users

Greece No info

Hungary No info

Latvia No info

Liechtenstein Limited implementation 50 mW e.r.p. until 31.12.2012

Lithuania Limited implementation In all 470-862 MHz band 50 mW e.r.p. Only for radio microphones.
Individual registrations required

Malta Not implemented

The Netherlands Not implemented

Norway Not implemented

Poland Limited implementation With technical parameters for the “old” band E.
Full implementation and individual licensing under study

Portugal Not implemented

Romania Not implemented

Slovak Republic Not implemented

Spain Not implemented Only broadcasting TV in this band

Sweden Not implemented

Switzerland

Limited implementation

50 mW e.r.p. until 31.12.2012

Turkey No info
Annex 10 Band E3 Austria Limited implementation Currently old regulation (470-862 MHz; 50 mW e.r.p.; 200 kHz
Radio Mi h channel spacing) is in force
a I_O . ICrophone Belgium Not implemented Planned
applications ; :
. . . Croatia Not implemented
including aids for the ; : ; - ;
L . Czech Republic Partly implemented under This band will replace previous band 470-862 MHz arrangement
hearmg Impal red conditions of former band E before 2013
823-826 MHz Cyprus No info
Estonia Not implemented Under study
France Limited implementation For professional users.
Limited to 50 mW e.r.p.
Greece No info
Hungary No info
Latvia No info
Liechtenstein Limited implementation 50 mW e.r.p. until 31.12.2012
Lithuania Limited implementation In all 470-862 MHz band 50 mW e.r.p. Only for radio microphones.
Individual registrations required
Malta Not implemented
Norway Not implemented
Poland Limited implementation With technical parameters for the “old” band E.
Full implementation and individual licensing under study
Portugal Not implemented
Romania Not implemented
Slovak Republic Not implemented
Spain Not implemented Only broadcasting TV in this band
Sweden Not implemented
Switzerland Limited implementation 50 mW e.r.p. until 31.12.2012
The Netherlands Not implemented
Turkey No info
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Annex 10 Band E4 Austria Limited implementation Currently old regulation (470-862 MHz; 50 mW e.r.p.; 200 kHz
. . channel spacing) is in force
Rad I_O Mlcrophone Belgium Not implemented Planned
.app ! |c:_:1t|on_s Croatia Not implemented
mclu_dmg aIdS. for the Czech Republic Partly implemented under This band will replace previous band 470-862 MHz arrangement
hearmg Impal red conditions of former band E before 2013
826-832 MHz Cyprus No info
Estonia Not implemented Under study
France Limited implementation For professional users.
Limited to 8§26-830 MHz with 50 mW max e.r.p.
Greece No info
Hungary No info
Latvia No info
Liechtenstein Limited implementation 50 mW e.r.p. until 31.12.2012
Lithuania Limited implementation In all 470-862 MHz band 50 mW e.r.p. Only for radio microphones.
Individual registrations required
Malta Not implemented
Norway Not implemented
Poland Limited implementation With technical parameters for the “old” band E.
Full implementation and individual licensing under study
Portugal Not implemented
Romania Not implemented
Slovak Republic Not implemented
Spain Not implemented Only broadcasting TV in this band
Sweden Not implemented
Switzerland Limited implementation 50 mW e.r.p. until 31.12.2012
The Netherlands Not implemented
Turkey No info
Annex 10 Band F Austria Limited implementation to 1785.7-1795 MHz
Radio Microphone Georgia Not implemented
application S Italy Not implemented Military application
including aids for the Ireland Not implemented All-island WAPECS in Operation
hearing impaired Malta Not implemented Planned
1785-1795 MHz Russian Federation Not implemented
Slovak Republic Not implemented Fixed Service
Sweden Not implemented
The Netherlands Implemented max 50 mW e.r.p. Channel spacing 600 kHz
Ukraine Not implemented Under study
United Kingdom Implemented Individual licence required
Annex 10 Band G Austria Limited implementation to the band 1795 — 1799.4 MHz
Radio Mi croph one Croatia Limited implementation Individual licence required
app“ cations Czech Republic Limited implementation Individual license required, General licence planned 2012
includin g aids for the Finland Limited implementation Individual license required
hearing impai red Georgia Not impiementej : 1
Italy Not implemente: Military application
1795-1800 MHz Ireland Not implemented All-island WAPECS in Operation

Russian Federation

Not implemented

Slovak Republic Not implemented Fixed Service
Sweden Not implemented
The Netherlands Implemented max 50 mW e.r.p. Channel spacing 600 kHz
Ukraine Not implemented Under study
United Kingdom Limited implementation Individual licence required
Annex 10 Band H1 Bulgaria Not implemented The band is used for national security needs
Radio Mi croph one Cyprus Implemented Cyprus has implemented Decision 2005/928/EC
app lications Denmz.lrk Limi.ted implementation PMR band
including aids for the Georgia Not implemented
hearing impaired Greece Not implemented
169.4000-169.4750 Ireland Limited implementation Max. e.r.p. is currently limited to 10mW

MHz

Russian Federation

Not implemented

Ukraine

Not implemented

Under study
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Annex 10 Band H2

Radio Microphone
applications
including aids for the
hearing impaired
169.4875-169.5875
MHz

Austria Not implemented Planned

Bulgaria Not implemented The band is used for national security needs
Cyprus Implemented Cyprus has implemented Decision 2005/928/EC
Denmark Limited implementation PMR band

Georgia Not implemented

Greece Not implemented

Ireland Limited implementation Max. e.r.p. is currently limited to 10mW

Russian Federation

Not implemented

Ukraine Not implemented Under study
Annex 10 Band | Austria Not implemented Implementation depends on market demand
Radio M icrophone Belgiufn Not %mplemented : : :
app“ cations Bulgaria Not ?mplemented The band is used for national security needs
including aids for the gypr;SR bli T’Ot'ltmgl'emt;med tati Only t rts of the band allowed above 169.5875 MHz 173.3
hearing impaired zech Republic imited implementation Mr;—l}zf; ‘;v(?gi)vse?r,p_ crenain75ak1(_)l\;ve above 169. z 173.
169.4-174.0 MHz 173.965-174.015 MHz: 2 mW e.r.p. channel spacing max 50 kHz.

Other services in the rest of the band

Finland Not implemented

France Not implemented

Georgia Not implemented

Greece Not implemented

Hungary Not planned Governmental use in the band

Iceland No info

Ireland Not implemented

Italy Limited to 169.815 MHz

Liechtenstein Not implemented Occupied with mobile services

Malta Not implemented

Poland Not implemented

Portugal Not implemented Land Mobile

Russian Federation

Not implemented

Serbia Not implemented In the Frequency Plan in this part of the spectrum there are not
available frequency slots for the radio microphones

Slovak Republic Not implemented Under study

Spain Limited implementation Channel plan for 169.4-169.8 MHz according ECC/DEC/(05)02

Sweden Not implemented

Switzerland Not implemented Occupied with mobile services

The Netherlands Not implemented Planned

Turkey No info

Ukraine Not implemented

United Kingdom Limited implementation Implemented in 173.325-174.000 MHz and at 2 mW only
Annex 11 Band A France Limited implementation Power limited to 500 mW e.i.r.p.

RFID
2446-2454 MHz

Military Radiolocation and Fixed Service use

Russian Federation

Not implemented

Sweden Limited implementation Limited to 100 mW e.i.r.p. Defence systems
Ukraine Not implemented Under study
Annex 11 Band B1 Georgia No info
RFID Russian Federation Not implemented
865.0-865.6 MH Ukraine Not implemented Under study
.U- . z
Annex 11 Band B2 France Limited implementation Power limited to 500 mW e.r.p. within defined zones around certain
military camps in France (see list of military camps with
RFID geographical coordinates in national radio interface specification).
865.6-867.6 MHz Tactical Radio Relay
Georgia No info

Russian Federation

Limited implementation

866.6-867.4 MHz with e.r.p 100 mW.

The assignment of radio frequencies or channels is not required in
when:

a) LBT is applied
b) equipment is used at the airport 866.0-867.6 MHz with e.r.p 2 W.

The assignment of radio frequencies or channels should too be
performed in established order

Ukraine

Not implemented

Under study
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Annex 11 Band B3
RFID
867.6-868.0 MHz

Georgia

No info

Russian Federation

Limited implementation

866-868 MHz. The assignment of radio frequencies or channels
should too be performed in established order

Ukraine

Not implemented

Under study

Annex 12 Band A
Active Medical

Georgia

No info

Russian Federation

Not implemented

Implants and their Ukraine Limited implementation The maximal transmitter power is 25 mpW
associated
peripherals
402-405 MHz
Annex 12 Band Al Georgia No info
Active Medical Greece Not implemented About to be implemented (info of June 2008)
Implants and their Hungary Not implemented Planned 2011
assquated Italy Not implemented Military application
peripherals . . .
Russian Federation Not implemented
401-402 MHz

Serbia

Not implemented

In the Frequency Plan in this part of the spectrum there are not
available frequency slots for this applications

Spain Not implemented Planned
Turkey Under study Planned 2009

Annex 12 Band A2 Georgia No info

Active Medical Greece Not implemented About to be implemented (info of June 2008)
Italy Not implemented Military application

Implants and their

Russian Federation

associated Not implemented
i Serbia Not implemented In the Frequency Plan in this part of the spectrum there are not
peripherals . ) he s
available frequency slots for this applications

405-406 MHz . _

Spain Not implemented Planned

Turkey Under study Planned 2009
Annex 12 Band B Georgia No info

Active Medical

Russian Federation

Not implemented

Implants and their Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
associated a construction where the radiator is placed is 30 dBmpA/m
peripherals
9-315 kHz
Annex 12 Band C Georgia No info

Italy Not implemented

Active Medical
Implants and their

Russian Federation

Not implemented

associated Ukraine Limited implementation The maximal strength of magnetic field on the distance of 10 m from
peripherals a construction where the radiator is placed is 30 dBmpA/m
315-600 kHz
Annex 12 Band D Georgia No info

Italy Not implemented Military application

Active Medical
Implants and their

Russian Federation

Not implemented

Serbia

associated Not implemented In tk_le Frequency Plan in this part of the spectrum there are not
. available frequency slots for this applications
perlpherals Slovak Republic Limited to 33 —37.5 MHz Defence systems and other services in the rest of the band
30.0-37.5 MHz Spain Not implemented Planned
Ukraine Limited implementation The maximal transmitter power is 1 mW
Annex 12 Band E Georgia No info
Active Medical Greece Not implemented Planned
Italy Not implemented

Implants and their
associated
peripherals

12.5-20.0 MHz

Russian Federation

Not implemented

Serbia Available in the range: According to the Frequency Plan, this part of the spectrum is
13.553-13.567 MHz available for the SRD applications

Slovak Republic Not implemented Under study

Spain Not implemented Planned

Ukraine Not implemented Under study
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Annex 12 Band F Austria Not implemented Planned
Active Medical Belgiur.n N0t~implemented Planned
Implants and their Bulgaria No info
associated Croatia Not implemented Implementation planned for 2012
peri pherals gzech Republic Not ir;lplemented Planned 2012
yprus No info
2483.5-2500 MHz Denmark No info
Estonia Not implemented Under study
Finland Not implemented Planned 2012
France Not implemented
Georgia No info
Greece No info
Hungary No info
Iceland No info
Italy No info
Lithuania Not implemented
Malta Not implemented
Norway Not implemented
Poland Not implemented Under study
Portugal Not implemented
Romania Not implemented
Slovak Republic Not implemented
Slovenia Not implemented Planned
Spain Not implemented
Sweden Not implemented
The Netherlands Not implemented
Turkey No info
United Kingdom Not implemented

Annex 13 Band B
Wireless Audio

Russian Federation

Not implemented

App| ications Ukraine Limited implementation e.dr.p. <10 yBr

864.8-865 MHz

Annex 13 Band C Austria Not implemented Under study

Wireless Audio Croatia Not implemented Lack of demand

Appl ications Finland Limited implementation Individual license required
France Not implemented

1795-1800 MHz Georgia Limited implementation
Ireland Not implemented All-island WAPECS in Operation
Italy Not implemented Military application

Russian Federation

Not implemented

Slovak Republic Not implemented Fixed service
Spain Not implemented
The Netherlands Not implemented
Ukraine Not implemented Under study
United Kingdom Limited implementation Individual licence required
Annex 13 Band D Greece Not implemented About to be implemented (info of June 2008)

Wireless Audio
Applications

87.5-108.0 MHz

Russian Federation

Limited implementation

Maximum e.i.r.p. -43 dBm (50 nW). No spacing. Omnidirectional
antenna. Permitted to use inside cars and other vehicles, and also
inside of the closed premises

Ukraine

Limited implementation

87.5-92 MHz; 100-108 MHz; (e.i.r.p. <50*10W); 89.9-90.2 MHz
(the maximal transmitter power is 10 mW)
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List of abbreviations as used in this document

AFA Adaptive Frequency Agility

AVI Automatic Vehicle Identification for Railways

BMA Building Material Analysis

CEPT European Conference of Postal and Telecommunications Administrations
DAA Detect and Avoid

EAS Electronic Article Surveillance

ECC Electronic Communications Committee

ECO European Communications Office

EFIS ECO Frequency Information System

ENG/OB Electronic News Gathering / Outside Broadcasting

ERC European Radiocommunications Committee

ERM Electromagnetic Compatibility and Radio Spectrum Matters
ETSI European Telecommunications Standard Institute

FHSS Frequency Hopping Spread Spectrum

FMCW Frequency Modulated Continuous Wave

GBSAR Ground Based Synthetic Aperture Radar

FHSS Frequency Hopping Spread Spectrum

GPR/WPR Ground- and Wall Probing Radars

ISM Industrial, Scientific and Medical applications

LAN Local Area Network

LBT Listen Before Talk

LPR Level Probing Radar

PMR Professional Mobile Radio / Private Mobile Radio

PMSE Programme Making Special Events

R&TTE Directive 1999/5/EC of the European Parliament and of the Council of 9 March 1999

on radio equipment and telecommunications terminal equipment and the mutual
recognition of their conformity

RFID Radio Frequency Identification
RTTT Road Transport & Traffic Telematics
SRD Short Range Devices

SRR Short Range Radar

TETRA Terrestrial Trunked Radio

TLPR Tank Level Probing Radar

ULP-AID Ultra Low Power Animal Implant Devices
ULP-AIP Ultra Low Power Animal Implantable
UWB Ultra WideBand

WLAM Wideband Low Activity Mode

WAS Wireless Access Systems

WLL Wireless Local Loop
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For the purposes of this Recommendation the duty cycle is defined as the ratio, expressed as a percentage, of the maximum
transmitter “on” time on one carrier frequency, relative to a one hour period unless otherwise mentioned in the relevant Annex.

For pre-programmed devices the maximum transmitter “on” time and minimum “off” time are given in the following table.'
These limits are advisory with a view to facilitating sharing between systems in the same frequency band

Name

Transmitting
time/Full cycle®

Maximum transmitter
“on” time (seconds)

Minimum transmitter
“off” time (seconds)

Explanation

1 Very Low

<0.1%

0.72

0.72

For example, 5 transmissions of 0.72 seconds
within one hour.

2 Low <1.0% 3.6 1.8 For example, 10 transmissions of 3.6 seconds
within one hour.
3 High <10% 36 3.6 For example, 10 transmissions of 36 seconds

within one hour

4 Very High

Up to 100%

Typically continuous transmissions but also those
with a duty cycle greater than 10%
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