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	-
To the Administrations of Member States of the Union

	
	
	Copy:

-
To ITU-T Sector Members;

-
To ITU-T Associates;

-
To the Chairman, Deputy Chairman and Vice-Chairmen of Study Group 2;

-
To the Director of the Telecommunication Development Bureau;

-
To the Director of the Radiocommunication Bureau




	Subject:
	Meeting of Study Group 2 with a view to approving 8 draft revised and 5 draft new Recommendations in accordance with the provisions of Resolution 1, Section 9, of the WTSA (Montreal, 2000)

Geneva, 23 January 2001


Dear Sir/Madam,

1
Further to TSB Circular 6 of 9 November 2000, in which I informed you that Study Group 2 will devote one Plenary session on 23 January 2001 to apply the approval procedure to five draft revised and four draft new Recommendations, please note that there were an additional four Recommendations which were inadvertently omitted from the list of those announced for approval in Annex 1 to TSB Circular 6.

2
These four Recommendations were already determined for approval under the procedures of Resolution 1, at the March 2000 meeting of Study Group 2 and were not subsequently modified.

The summaries and location of draft texts of these additional four Recommendations will be found in Annex 1 to this Addendum to TSB Circular 6.

3
Having regard to the provisions of Resolution 1, Section 9, I should be grateful if you would inform me by 2400 hours UTC on 11 January 2001 whether your Administration assigns authority to Study Group 2 that these four additional draft revised and new Recommendations should also be considered for approval at the Study Group 2 meeting.

Yours faithfully,


H. Zhao,
Director of the Telecommunication
Standardization Bureau

Annexes : 1

ANNEX 1
(to Addendum 1 to TSB Circular 6)

Summary and location of texts

(in addition to the Recommendations announced in TSB Circular 6)

1
Recommendation E.411P (New)
FRAMEWORK FOR THE TRAFFIC MANAGEMENT OF IP-BASED NETWORKS

Summary

This Recommendation lays down a framework for supporting and defining the role of network management in IP-based telecommunications networks.  IP-based networks generally make use of various telecommunications technologies that support a range of multimedia services such as voice, data, still image and video.  Such IP-based networks are referred to here as converged networks.  Network Management (NM) goals, principles and functions that are intended for use with IP-based equipment are defined.

Location of text: COM 2-R 78 (March 2000 SG2 Meeting)

2
Recommendation E.451 (Revised)

FACSIMILE CALL CUT-OFF PERFORMANCE

Summary

The metrics defined in this Recommendation are intended for use when data is collected using the intrusive test call based method defined in ITU Recommendation E.457.  Metrics representing call cutoff performance for high speed facsimile, i.e. (facsimile using V.34 modulation in accordance with T.30 Annex F) can be found in ITU Recommendation E.460.

Location of text: COM 2-R78

3
Recommendation E.502 (Revised)
TRAFFIC MEASUREMENT REQUIREMENTS FOR DIGITAL TELECOMMUNICATION EXCHANGES

Summary

This Recommendation applies to all digital telecommunications exchanges operating in a switched telephone network and ISDN.  Traffic measurements on these exchanges are defined to provide the database from which the dimensioning, planning, operation and management of the network are carried out.

Location of the text: COM 2-R 79 (March 2000 SG2 Meeting)

4
Revision to Recommendation E.737 (Revised)

DIMENSIONING METHODS FOR B-ISDN

Summary

This Recommendation provides general principles and methods for dimensioning B-ISDNs from the call and connection level perspective.  A network modeling technique for dimensioning and call and connection level traffic controls such as traffic routing and bandwidth reservation are described.  Call demand types that are taken into account for network dimensioning considering available B-ISDN signaling capabilities are presented.  Principles of network dimensioning methods are described and several example methods for computing end-to-end GOS (i.e. call/connection blocking probabilities) are provided.

Location of text: COM 2-R79

	Place des Nations
	Telephone 
+41 22 730 51 11
	Telex 421 000 uit ch
	E-mail: 
itumail@itu.int

	CH-1211 Geneva 20
	Telefax
Gr3:
+41 22 733 72 56
	Telegram ITU GENEVE
	
www.itu.int

	Switzerland
	
Gr4:
+41 22 730 65 00
	
	



