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Geneva, 8 December 2000

	Ref:
	TSB Circular 14

COM 11/AO
	-
To Administrations of Member States of the Union

	Tel:
Fax:
E-mail:
	+41 22 730 5866
+41 22 730 5853
tsbsg11@itu.int
	Copy:
-
To ITU-T Sector Members;
-
To ITU-T Associates;

-
To the Chairman and Vice-Chairmen of Study Group 11;

-
To the Director of the Telecommunication Development Bureau;

-
To the Director of the Radiocommunication Bureau


	Subject:
	Approval of 27 new ITU-T Recommendations


Dear Sir/Madam,

1
Further to TSB Circular 281 of 18 July 2000, I hereby inform you that 17 Member States participating in the last meeting of Study Group 11, approved the text of 27 draft new ITU-T Recommendations during its Plenary session held on 6 December 2000.

2
The Annex gives you the titles of the approved texts of these revised or new ITU-T Recommendations.

3
Available patent information can be accessed on‑line via the ITU‑T Website.

4
The texts of pre-published Recommendations will soon be available on the ITU‑T Website.

5
The texts of these Recommendations will be published by the ITU as soon as possible.

Yours faithfully,

H. Zhao
Director of the Telecommunication
Standardization Bureau


Annex: 1

ANNEX

(to TSB Circular 14)

NEW ITU-T RECOMMENDATIONS APPROVED 
UNDER RESOLUTION 1 (GENEVA 1996)
NEW ITU-T RECOMMENDATION Q.784.3 - addendum 1 (Annex B)

PIXIT proforma for ISDN User Part (ISUP) '97 Basic Call Control Procedures

NEW ITU-T Recommendation Q.785.2 - ADDENDUM 1 (ANNEX D)

ATS for ISDN User Part (ISUP) '97 Supplementary Services

new ITU-T Recommendation Q.1600bis – ADDENDUM 1 (Annex B)

PIXIT proforma for ISDN User Part (ISUP) '97 and INAP CS-1

NEW ITU-T RECOMMENDATION Q.765.1bis - addendum 1(Annex B)

PIXIT proforma for support of virtual private network (VPN) applications

NEW ITU-T Recommendation Q.2931bis
broadband integrated services digital network (b-isdn) – digital subscriber SIGNALLING system no. 2 (DSS 2) – user-network interface (UNI) layer 3 specification for basic call/connection control PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
new ITU-T Recommendation Q. 2931ter
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Test Suite Structure and Test Purposes (TSS&TP) for the user

NEW ITU-T RECOMMENDATION Q. 2931quater
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

NEW ITU-T RECOMMENDATION Q. 2931quinquies
broadband integrated services digital network (B‑isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Test Suite Structure and Test Purposes (TSS&TP) for the Network

New ITU-T Recommendation Q. 2931sexies
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network

NEW ITU-T RECOMMENDATION Q.2961bis
digital subscriber SIGNALLING system no. 2 (DSS 2) – Additional Traffic Parameters – PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
NEW ITU-T RECOMMENDATION Q.2961ter
digital subscriber SIGNALLING system no. 2 (DSS 2) - Additional Traffic Parameters - Test Suite Structure and Test Purposes (TSS&TP) for the user

NEW ITU-T RECOMMENDATION Q.2961quater
digital subscriber SIGNALLING system no. 2 (DSS 2) – Additional Traffic Parameters – Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user
NEW ITU-T RECOMMENDATION Q.2961quinquies
digital subscriber SIGNALLING system no. 2 (DSS 2) - Additional Traffic Parameters - Test Suite Structure and Test Purposes (TSS&TP) for the network

NEW ITU-T RECOMMENDATION Q.2961sexies
digital subscriber SIGNALLING system no. 2 (DSS 2) - Additional Traffic Parameters - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the Network
NEW ITU-T RECOMMENDATION Q.2962bis
Digital Subscriber Signalling System No. 2 – Connection Characteristics Negotiation During call/connection Establishment Phase PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
NEW ITU-T RECOMMENDATION Q.2962ter
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Test Suite Structure and Test Purposes (TSS&TP) for the user

new ITU-T Recommendation Q.2962quater
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

new ITU-T Recommendation Q.2962quinquies
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Test Suite Structure and Test Purposes (TSS&TP) for the network

NEW ITU-T RECOMMENDATION Q.2962sexies
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network

NEW ITU-T RECOMMENDATION Q.2963.1bis
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA

new ITU-T Recommendation Q.2963.1ter
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Test Suite Structure and Test Purposes (TSS&TP) for the user

new ITU-T Recommendation Q.2963.1quater
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

NEW ITU-T Recommendation Q.2963.1quinquies
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Test Suite Structure and Test Purposes (TSS&TP) for the network
NEW ITU-T recommendation Q.2963.1sexies
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network

New ITU-T Recommendation Q.2965.1bis
Digital Subscriber Signalling System No. 2 - Support of Quality of Service classes PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA

New ITU-T Recommendation Q.2965.2bis
Digital Subscriber Signalling System No. 2 - Signalling of individual Quality of Service parameters PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT 
(PICS) PROFORMA

New ITU-T Recommendation Q.2630.2

AAL TYPE 2 SIGNALLING PROTOCOL (CAPABILITY SET 2)
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