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Abstract

This contribution provides comments on clauses 2 and 4 of FG IPTV-DOC-0037, working document: Traffic Management Mechanism for the Support of IPTV Services.
Background

At the most recent FG IPTV e-meeting, i.e. 16-20 October 2006, significant progress was made. However, there are many abbreviations used in the document which need to be explained.  

Discussion

This contribution proposes explanations for the abbreviations used in the document
Reference
FG IPTV-DOC-0037 (Busan 16-20 October 2006), Working document: Traffic Management Mechanism for the Support of IPTV Services 
Proposal
It is proposed to replace content of clauses 2 and 4 with the following. It is also proposed that appropriate revisions be made throughout the document accordingly. Also, to comply with the ITU-T’s editor’s guidelines all reference be identified as proposed in this contribution.   
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References

The following ITU-T Recommendations and other references contain provisions, which, through reference in this text, constitute provisions of this working document. At the time of publication, the editions indicated were valid. All Recommendations and other references are subject to revision; users of this working document are therefore encouraged to investigate the possibility of applying the most recent edition of the Recommendations and other references listed below. A list of the currently valid ITU-T Recommendations is regularly published.

The reference to a document within this working document does not give it, as a stand-alone document, the status of a Recommendation.

[RFC2250]
IETF RFC 2550 (1998), RTP Payload Format for MPEG 1 and MPEG 2 Video
[RFC3984]
IETF RFC 3984 (2005), RTP Payload Format for H.264 Video
[H.264]
ITU-T Recommendation H.264 (2005), Advanced video coding for generic audiovisual services
[Y.1541]
ITU-T Recommendation Y.1541 (2006), Network performance objectives for IP-based services
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Abbreviations

This working document uses the following abbreviations.

BE
Best Effort

DSCP
Differentiated Services Codepoint
IP
Internet Protocol

IPDV
IP packet Delay Variation
IPER
IP packet Error Ratio
IPLR
IP packet Loss Ratio
IPRR
IP Packet Reordering Ratio 

IPTD
IP Packet Transfer Delay
LL
Low Loss
MPEG
Moving Picture Experts Group

NAL
Network Adaptation Layer 

NALU
Network Adaptation Layer Unit

PDU
Protocol Data Unit 

PPV
Pay Per View 

PVR
Private Video Recorder

QoS
Quality of Service

RTI
Real-Time Interactive 

RTMU
Real-Time Multicast & Unicast 

RTP
Real Time Protocol 

VCL
Video Coding Layer 

VoD
Video on Demand
VoIP
Voice over IP

VTC
Video Teleconference
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