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استبيان بشأن كبلات الألياف البصرية ضئيلة العدد المستخدمة داخل المباني
حضرات السادة والسيدات،

تحية طيبة وبعد ...

1
نظراً لتزايد الطلب على التطبيقات عريضة النطاق، يتزايد استعمال تكنولوجيا الألياف البصرية في شبكات النفاذ. ويعني هذا أن الأمر قد يقتضي، بالإضافة إلى الألياف والكبلات البصرية، استخدام الأجهزة البصرية داخل المباني وخارجها على السواء.
2
وفي هذا السياق، وافقت لجنة الدراسات 6 في الاتحاد في اجتماعها (جنيف، 31 يناير - 4 فبراير 2005) من حيث المبدأ على أن تضع خلال فترة الدراسة الحالية توصية بشأن استخدام كبلات الألياف البصرية ضئيلة العدد المستخدمة داخل المباني بالنسبة للمنازل والمكاتب الصغيرة والمكاتب المنـزلية في إطار برنامج عمل المسألة 7/6.

3
وتيسيراً لصياغة مشروع هذه التوصية وافقت لجنة الدراسات على إعداد استبيان لجمع المعلومات والتجارب بشأن استخدام الكبلات الداخلية في شبكات داخل المباني في مختلف أرجاء العالم. وسوف يساعد ذلك على معرفة المسائل المتعلقة بالمشغلين واحتياجاتهم وممارساتهم بهذا الشأن. وستساعد هذه المعلومات على إعداد مشروع للتوصية الجديدة. 

4
ومن ثم نحن بحاجة إلى مساعدتكم لإعداد مشروع هذه التوصية الجديدة. ولذلك يرجى استكمال الاستبيان الوارد في الملحق وإعادته إلى مقرر المسألة 7/6 (وإرسال نسخة إلى tsbsg6@itu.int) قبل 1 سبتمبر 2005:
	Mr Shigeru Tomita
NTT Access Network Service Systems Labs.
1-7-1 Hanabatake, Tsukuba, Ibaraki
305-0805 Japan
	Tel:
+81-29-868-6141
Fax:
+81-29-868-6142
Email:
tomita@ansl.ntt.co.jp 


5
وينبغي إرسال الاستبيان بالبريد الإلكتروني أو بالفاكس. ولكم أن تضيفوا صفحات لمزيد من المعلومات إذا لم تكن المساحة المخصصة في الاستبيان كافية.

6
ونحن نعتمد على حسن تعاونكم ونتمنى أن تكون إجاباتكم دقيقة بقدر الإمكان وأن تصل إلى المقرر قبل انتهاء المهلة المحددة أعلاه.

وتفضلوا بقبول فائق التقدير والاحترام.
ﮪ. جاو

مدير مكتب تقييس الاتصالات

الملحقات: 1
Annex 1

Questionnaire on small count indoor optical fibre cables
Scope

This questionnaire addresses the development of optical fibre cables for home and SOHO applications. Replies should be sent to the Rapporteur by 1st September 2005 at the latest to allow time for data processing and analysis before the next Study Group 6 meeting (Geneva, 28 November - 2 December 2005).
Objective

ITU-T Recommendation L.59 "Optical fibre cables for indoor application" was approved in September 2004. The Recommendation includes requirements and test methods for optical fibre cables that are designed to be connected to public networks.  When discussing the content of the Recommendation, the SG6 members made no mention of optical fibre cables that include small count fibres and that are used in the home or small offices.

Recently, discussion of home networks has become widespread not only in ITU-T but also in IEEE, IEC and other standardization bodies.  Therefore, SG6 plans to develop a Recommendation for optical fibre cables that are designed to be used in such environments.  Before starting this program, we would like to collect opinions, information and experiences related to these kinds of cables.
Deadline

Replies to this Questionnaire should be sent to the Rapporteur (with a copy to TSB) by 1st September 2005 at the latest to allow time for data processing and analysis before the next Study Group 6 meeting (Geneva, 28 November - 2 December 2005).  The Rapporteur’s contact details are:
	Mr Shigeru Tomita
NTT Access Network Service Systems Labs.
1-7-1 Hanabatake, Tsukuba, Ibaraki
305-0805 Japan

	Tel:
+81-29-868-6141
Fax:
+81-29-868-6142
Email:
tomita@ansl.ntt.co.jp


The form can be returned via email or fax.  If necessary, please feel free to add additional pages should the space provided be insufficient.
Questions

	1.
	Company or organization name: 


	
	

	2.
	Country: 


	For the following questions, please select the answer that best describes your opinion.  
If you select ‘other’, please add a corresponding description.



	3.
	Do you know that ITU-T SG 6 approved ITU-T Recommendation L.59 “Optical fibre cables for indoor application” in September 2004?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	4.
	Small count optical fibre cables for indoor applications are not included in ITU-T Rec. L.59. Do you think that an international standard is necessary for small count optical fibre cables for indoor applications?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	5.
	The International Electrotechnical Commission (IEC) has three standards for such kind of cables: IEC 60794-2-10 “Simplex and duplex cables” (Jan. 2003); IEC 60794-2-20 “Multi-fibre cables” (Jan. 2003); and IEC 60794-2-30 “Ribbon cords” (Jan. 2003). 
Do you think that these are sufficient for such applications?

	 FORMCHECKBOX 

	Sufficient (no ITU-T Recommendation is necessary)

	 FORMCHECKBOX 

	Insufficient (ITU-T Recommendation is necessary)

	 FORMCHECKBOX 

	Unfamiliar with IEC standards (ITU-T Recommendation is necessary)

	 FORMCHECKBOX 

	Even if those standards are sufficient, ITU-T SG 6 should create a Recommendation from the viewpoint of requirements.

	6.
	Does your country have a national standard for small count optical fibre cables for indoor applications?

	 FORMCHECKBOX 

	Yes (In this case, the Rapporteur would greatly appreciate a copy of the text of such a standard.)

	 FORMCHECKBOX 

	No

	7.
	If your answer to Question 6 is “no”, do you think that it is necessary to create a national standard for small count optical fibre cables for indoor applications?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	8.
	Which types of optical fibres are frequently used for indoor applications?

	 FORMCHECKBOX 

	Single-mode glass fibre (e.g.; ITU-T G.652-G.656, IEC B-series)

	 FORMCHECKBOX 

	Multi-mode glass fibre (e.g.; ITU-T G.651, IEC A.1-series)

	 FORMCHECKBOX 

	Multi-mode plastic fibre (e.g.; IEC A.4-series)

	9.
	Which types of buffers for optical fibres are most frequently used for indoor applications?

	 FORMCHECKBOX 

	No buffer

	 FORMCHECKBOX 

	Semi-tight buffer (loose type)

	 FORMCHECKBOX 

	Tight buffer

	10.
	Are ribbon fibres frequently used for indoor applications?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	11.
	Are the environmental conditions for indoor cables more relaxed than those for outside cables?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	 FORMCHECKBOX 

	Depends on the item

	12.
	Are mechanical requirements for indoor cables more relaxed than those for outside cables?

	 FORMCHECKBOX 

	Yes

	 FORMCHECKBOX 

	No

	 FORMCHECKBOX 

	Depends on the item

	13.
	Please select the mechanical test items that should be included in the Recommendation for small count indoor optical fibre cables.

	 FORMCHECKBOX 

	Bending
	(     )
	Flexing

	 FORMCHECKBOX 

	Bending at low temperature
	(     )
	Torsion

	 FORMCHECKBOX 

	Repeated bending
	(     )
	Kink

	 FORMCHECKBOX 

	Crush
	(     )
	Tensile performance

	 FORMCHECKBOX 

	Impact
	
	

	 FORMCHECKBOX 

	Other (please describe): 





	14.
	Please select fire performance test items that should be included in the Recommendation for small count indoor optical fibre cables.

	 FORMCHECKBOX 

	Flame propagation

	 FORMCHECKBOX 

	Emission of smoke

	 FORMCHECKBOX 

	Emission of corrosive gas

	 FORMCHECKBOX 

	Other (please specify): 




___________________
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