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الموضوع:
استبيان بشأن البيئة الكهرمغنطيسية المنـزلية
حضرات السادة والسيدات،

تحية طيبة وبعد ...

1
يتيح الانتشار السريع للخدمات عريضة النطاق في كافة أنحاء العالم (بنحو 100 مليون خط فعّال عريض النطاق في نهاية 2005) لمشغلي شبكات الاتصالات إمكانية تنمية مصادر إيرادات جديدة متجددة تستند إلى تقديم خدمات متزامنة للصوت والبيانات والتلفزيون (السيناريو المسمى "الأداء الثلاثي").
2
ولتحقيق ذلك يتعين زيادة تمديد الخدمة عريضة النطاق في المنـزل أيضاً عما يتحقق في العادة حالياً إلى طائفة من الأجهزة التي يمكن أن توضع في أي مكان. وعلى سبيل المثال، لتقديم خدمات التلفزيون يتعين توجيه الخدمة عريضة النطاق إلى جهاز الملاءمة متعدد الوسائط الموضوع بالقرب من أي جهاز تلفزيون. وتجري دراسة طائفة من تكنولوجيات التوزيع في المنـزل، بما في ذلك خيارا الخط السلكي والخيار اللاسلكي.
3
ومما يتسم بأهمية بالغة لأداء التوزيع في المنـزل هو توافر فهم كاف للبيئة الكهرمغنطيسية في المنـزل. والحاجة إلى المعرفة ماسّة لمنع البيئة الكهرمغنطيسية في المنـزل من التداخل مع التوزيع على الطبقة المادية في المنـزل. والمعرفة لازمة لكلتا البيئة بالإيصال - لأنها تؤثر على تكنولوجيات توزيع الخط السلكي - وللبيئة الإشعاعية - لأنها تؤثر على تكنولوجيات التوزيع اللاسلكي.
4
وتستقصي لجنة الدراسات 5 التابعة لقطاع تقييس الاتصالات هذا التهديد لأداء سيناريو الأداء الثلاثي وتطلب مساهمات بمعلومات بشأن هذا الموضوع. ويُرجى أن تؤدي بعض الأطراف المهتمة بعض القياسات البسيطة وفقاً لأسلوب الاختبار البسيط الوارد بيانه في الملحق 1 وأن ترسل ردودها (انظر التذييل ألف) إلى مقرر المسألة 8/5 (مع إرسال نسخة إلى tsbsg5@itu.int) قبل أول مايو 2006:
	Ryuichi Kobayashi
4-10-23, Higashi Gotanda,
Shinagawa-ku, Tokyo, 141-0022, Japan
	Tel:
+81-3-5739-3241
Fax:
+81-3-6408-2914
E-mail:
kobayasi@tasc.mod.east.ntt.co.jp 


5
وينبغي إعادة الاستمارات الواردة في التذييل ألف سواء بالبريد الإلكتروني أو بالفاكس. ولكم عند الضرورة أن تضيفوا صفحات لمزيد من المعلومات إذا لم تكن المساحة المخصصة في الاستبيان كافية.

6
ونعتمد على حسن تعاونكم ويحدونا الأمل في أن تكون إجاباتكم دقيقة بقدر الإمكان وأن تصل إلى المقرر قبل انتهاء المهلة المحددة المذكورة أعلاه.

وتفضلوا بقبول فائق التقدير والاحترام.
ﮪ. جاو

مدير مكتب تقييس الاتصالات

الملحقات: 1
Annex 1
(to TSB Circular 83)
Simplified measurement method for evaluating 
Electromagnetic Environment

1
General approach for evaluating EM-environment in the Home Network

1.1
General information
It takes a long time to precisely evaluate the EM-environment,. Therefore, a simplified method for evaluating the EM-environment is useful to grasp the real in home EM-environment.
The measurement investigation should be performed in two steps on:

1. Conducted disturbances;

2. Radiated disturbances.

The measurement of the conducted disturbances could be carried out on all the power and signal lines connected to the equipment of the home network. In some cases, it is difficult to measure all lines in the home. In this case, it is recommended that a sample of telecom and power lines should be measured.

The measurement of the radiated disturbances should be carried out in each room of the home environment. It is recommend that situation of the measurement should be noted on the measurement report.

As a minimum, the environment should be measured in the following steps

(I) With every electrical/electronic device within the home switched off.

(II) With every electrical/electronic device within the home switched on.

If possible, the following additional steps are recommended:

a) switch on one electrical/electronic device and measure the EM-environment;

b) Repeat (a) until all electrical/electronic devices are switched on.
The results to be reported in the questionnaire should indicate the minimum and the maximum measured values. It is recommended that visual results, i.e. a wave form, wave shape, frequency spectrum, and so on, would be noted on the measurement report.

1.2
Measurement report

After the measurement, measurement report should be made and it should include the following information, at least.

(I) Results of the measurement, such as level of the interferences, frequencies, and so on, should be recorded in the report. If you can, visual data would be attached to it.

(II) The equipment in each room should be listed in the report. Name of the manufacturer and model are important information.
(III) The consumer electronic and/or electrical devices, such as TV, refrigerator, or lighting system, should be also listed in the report, because these kinds of devices may be the cause of trouble in home, in some case.

(IV) Diagrams showing equipment position, telecom/power cable arrangement and measurement position should be presented in the report.
(V) Type of the residence, i.e. apartment, semi-detached house, or detached house, should be note in the report.  Construction of the home, eg wood, brick and so on, and separation of home from nearest neighbour should be also recorded.
(VI) Measurement time and date should be described in the report, because, in some case, an influence of the circumstances, such as interference from neighbour house (room), depends on these parameters. 
2
Simplified method for measuring a conducted disturbance

Figure 1 shows simplified measurement method for a conducted common-mode current. Current probe is used to detect “common-mode current” on the telecom. and/or power line. Oscilloscope is used to measure the waveform of the current. 
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Figure 1 - Simplified measurement method for conducted common-mode current
Figure 2 shows simplified measurement method for a conducted common-mode voltage on the line.  It is important to isolate between Oscilloscope and the earth, because of reducing the influence from the earth and reducing risks of a power fault (making electrical short-circuit) or human safety for electrical shock when measuring power line.  Using Battery operated Oscilloscope is better way to measure a voltage of the conducted disturbances without avoiding these risks. Especially, when you measure a voltage on a power line, using jig as shown in fig.3 is also better way to reduce risk of safety.

It is recommended that measurement condition should be noted on the measurement report.
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Figure 2 - Simplified measurement method for conducted common-mode voltage
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Figure 3 - Example of “Jig” for measuring conducted interference voltage on a power line by voltage probe

3
Simplified method for measuring a radiated disturbance

It is sometimes difficult to measure a radiated disturbance in the home. To simplify the measurement, the following procedure is recommended.

 1) Select a frequency range concerned.
     Ex. Mid-wave radio: 500kHz ~ 2MHz, TV: over 80MHz to below 1GHz, WiFi: 2.4 GHz band or 5.4GHz band

 2) Select appropriate antenna that can measure the frequency range.

If the frequency range is wide, it is recommended to use “Broadband antenna”, such as biconical antenna, loop antenna, and so on.

If the frequency range is narrow, it is recommended to use Dipole antenna (Tuned), horn antenna, tuned loop antenna, and so on.

 3) Select measurement equipment.

If you measure a spectrum, it is recommended to use Spectrum analyser.

If you measure a spectrum and time variation, it is recommended to use Real-time spectrum analyser.

 4) It is recommended that using “Auto configuration” function is easy way to set up measurement .equipment.

Figure 3 shows set up for measuring a radiated disturbance.

In reality, distance from the equipment (or devices), height of the antenna, and polarity of the antenna are key parameters to evaluate the measurement results. Following points are recommended to measure the radiated emission in real home environment.

a) Distance from the object: It is recommended 3 m between antenna and the objects. If in the case of distance is shorter or longer than 3m, or in the case of there are lot of devices in close proximity, then distance from the objects should be noted on the measurement report.

b) Antenna height: It is recommended that it should be greater than 1.5 m above the floor. The height should be noted on the measurement report.

c) Polarity of the antenna: It is recommend that 3-plorities (one vertical, and two orthogonal horizontals) should be measured to survey radiated emission. If it is difficult to measure the three directions, it must note the measured polarity on the measurement report.
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Figure 4 - Simplified measurement method for radiated disturbances

Appendix A
(to TSB Circular 83)
Questionnaire on EM-environment

1. Company or organization name: 
2. Country:

3. Contact person:

4. EMC trouble in home network (including telecommunication services)

4.1 Have you had an experience?

· Yes


· No

4.2 If “yes”, please fill the information in the table in Appendix A.

 * Please feel free to add additional pages for additional information.

5. EM environment in home

5.1 Have you ever measured an EM environment in Home?

· Yes


· No

5.2 If “yes”, please fill the information in the table in Appendix A.

* Please feel free to add additional pages for additional information.

Sheet for collecting information on EM-environment
	Title
	

	Sort of trouble

(If experienced)
	 Acoustic noise, malfunction, disturbance, other                           
   

	
	More detail : 

	Environment
	Type
	1. Detached house,

2. Semi-detached house

3. User building (used by one user / used by multiple users)

	
	Use
	1. Telecom. centre,                         2. Data centre,

3. Office,           4. Residence,                5. Others (                   )

	Situation, configuration, measured data, and so on (Please add some figures, if necessary)

	

	Source of EM interference

(If clarified)
	 

	Type of the interference
	Characteristics of the interferences

	
	Type
	Frequency ( band)
	Level
	Others

	Conducted
	Voltage or

Current   
	Continuous
	Hz
	[     ]
	

	
	
	Impulsive
	Hz
	[     ]
	

	Radiated
	Electromagnetic wave(field)
	Continuous
	Hz
	[     ]
	

	
	
	Impulsive
	Hz
	[     ]
	


___________________

	Place des Nations
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Switzerland

Gr4:
+41 22 730 65 00
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