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Genève, le 29 juin 2007

	Réf:

Tél.:
Fax:
E-mail:
	Circulaire TSB 156
COM 6/SC
+41 22 730 6805
+41 22 730 5853
tsbsg6@itu.int
	-
Aux administrations des Etats Membres de l'Union

	
	
	Copie:

-
Aux Membres du Secteur UIT-T;

-
Aux Associés de l'UIT-T;

-
Aux Président et Vice-Présidents de la Commission d'études 6;

-
Au Directeur du Bureau de développement des télécommunications;

-
Au Directeur du Bureau des
radiocommunications


	Objet:
	Questionnaire sur les câbles à fibres optiques pour microconduits et les câbles associés pour installation par soufflage


Madame, Monsieur,
1
Etant donné l'augmentation de la demande pour des applications large bande, la technologie des fibres optiques est déployée de plus en plus dans les réseaux d'accès. Ainsi, outre les fibres et les câbles optiques, des dispositifs optiques pourront être mis en place aussi bien dans les installations intérieures que dans les installations extérieures.

2
Dans ce contexte, la Commission d'études 6 de l'UIT-T, à sa réunion tenue à Genève du 14 au18 mai 2007, a approuvé en principe l'élaboration, pendant la présente période d'études, d'une Recommandation sur les câbles à fibres optiques pour microconduits et les câbles associés pour installation par soufflage dans le cadre du programme de travail prévu pour la Question 7/6.

3
Pour faciliter l'élaboration de ce projet de Recommandation, la Commission d'études a décidé de rédiger un questionnaire visant à recueillir des informations et des données d'expérience sur l'application des câbles dans les réseaux d'installations intérieures du monde entier. Les données ainsi obtenues permettront de répertorier les problèmes, les besoins et les pratiques des opérateurs en la matière et serviront à élaborer un projet de nouvelle Recommandation. 

4
Nous comptons sur votre concours pour nous aider à élaborer le projet susmentionné. Nous vous prions donc de bien vouloir remplir le questionnaire reproduit dans l'Annexe B et de le retourner, dûment rempli, au Rapporteur pour la Question 7/6 (copie à tsbsg6@itu.int) avant le 15 septembre 2007. Nous vous serions reconnaissants de bien vouloir répondre par voie électronique.
	M. Shigeru Tomita
NTT Access Network Service Systems Labs.
1-7-1 Hanabatake, Tsukuba, Ibaraki
305-0805 Japon
	Tél.:
+81-29-868-6141
Fax:
+81-29-868-6142
Email:
tomita@ansl.ntt.co.jp 


5
Vous êtes invités à renvoyer les formulaires par e-mail ou télécopie. N'hésitez pas, le cas échéant, à utiliser des pages supplémentaires si l'espace prévu dans le questionnaire est insuffisant. 

6
Nous comptons sur votre coopération pour que vous fassiez en sorte de formuler des réponses aussi précises que possible et de les communiquer au Rapporteur avant la date limite susmentionnée. 

Veuillez agréer, Madame, Monsieur, l'assurance de ma haute considération.

Malcolm Johnson
Directeur du Bureau de la
normalisation des télécommunications

Annexes: 2

Annex A
(to TSB Circular 156)
Introduction to the Questionnaire on
“Microduct optical fibre cables and related cables for blowing installation”

A1
Scope

This Questionnaire addresses the development of a Recommendation on micro optical fibre cables and related cables for blowing installation. Replies should be sent to the Rapporteur of Question 7/6 by 15 September 2007 at the latest, to allow time for data processing and analysis before the next Study Group 6 meeting (Geneva, 19 - 23 November 2007).

A2
Objective

To install optical fibres economically, a method called "blowing installation" is used. First, empty ducts are installed, followed by a microduct optical fibre cable that has a suitable number of optical fibres. The installation cost may be lower than that when using conventional cables, because the installed fibre number matches the demand with this method.
Based on this situation, IEC SC86A has created a standard called “Micro duct cabling for installation by blowing”. ITU-T SG 6 also began to study such applications in terms of the installation and functional aspects of this type of cable. It has been agreed to develop two Recommendations with respect to the installation and functional requirements of microduct optical fibre cables and related cables for blowing application, respectively.  The goal of Question 7/6 is to develop a Recommendation as regards optical fibre cable requirements. Before starting this program, I would like to collect opinions, information and experiences related to this type of cable.

A3
Deadline

Replies to this Questionnaire should be sent to the Rapporteur (with a copy to TSB) by 15 September 2005 at the latest, to allow data processing and analysis to be completed before the next Study Group 6 meeting (Geneva, 19 - 23 November 2007).  The Rapporteur’s contact details are as follows.

Mr Shigeru Tomita
Tel:
+81-29-868-6141

NTT Access Network Service Systems Labs.
Fax:
+81-29-868-6142

1-7-1 Hanabatake, Tsukuba, Ibaraki
Email:
tomita@ansl.ntt.co.jp 

305-0805, JAPAN

The form can be returned via email or fax.  If necessary, please feel free to provide further pages with additional information, should the space provided be insufficient.

ANNEX B
(to TSB Circular 156)

Questionnaire

“Microduct optical fibre cables and related cables for blowing installation”

This Questionnaire is intended to be returned, duly filled in, to the Rapporteur of Question 7/6 (copy to tsbsg6@itu.int) before 15 September 2007. Answers returned by electronic means would be highly appreciated.

The Rapporteur's directions are:

	Mr Shigeru Tomita
NTT Access Network Service Systems Labs.
1-7-1 Hanabatake, Tsukuba, Ibaraki
305-0805, JAPAN
	Tel:
+81-29-868-6141

Fax:
+81-29-868-6142

Email:
tomita@ansl.ntt.co.jp 


Questionnaire filled by:

	Name:

	Tel:


	Organization:

	Fax:


	Country:

	Email:


	Address:





For the following questions, please select the answer that best describes your opinion.

If you select “other”, please add a corresponding comment.

B1 Do you have a plan to use microduct optical fibre cables and related cables for blowing installation?

(  ) Yes

(  ) No

B2 Does your country have a national standard for microduct optical fibre cables and related cables for blowing installation?

(  ) Yes (in this case, the Rapporteur would greatly appreciate receiving a copy of the text of this standard.) 

(  ) No

B3 Do you think that an international standard is necessary for microduct optical fibre cables and related cables for blowing installation?

(  ) Yes

(  ) No

B4 The International Electrotechnical Commission (IEC) Sub Committee (SC) 86 A has a standard for microduct optical fibre cables for blowing installation called “Micro duct cabling for installation by blowing”(IEC 60794-5).  Do you think that this standard is sufficient for such applications?

(  ) Yes (no Recommendation is needed in ITU-T)

(  ) No (Recommendation is needed in ITU-T)

(  ) Not familiar with IEC Standards (Recommendation is needed in ITU-T)
(  ) Even if the standard is sufficient, ITU-T SG 6 should create a Recommendation as regards requirements
B5 Which types of optical fibres are (will be) used for blowing installation applications?

(  ) Single-mode glass fibre (e.g; ITU-T G.652-G.657, IEC B-series)

(  ) Multi-mode glass fibre (e.g; ITU-T G.651, IEC A.1-series)

(  ) Multi-mode plastic fibre (e.g; IEC A.4-series)

B6 Which kinds of cables should be included in a new Recommendation?
(  ) Empty duct(s) cable

(  ) Cable that consists of empty duct(s) and an optical fibre cable 

(  ) Microduct optical fibre cable (a cable will be installed into an empty duct by blowing)

(  ) Other _____________________________________________________________ 

B7 Where is this kind of cable employed?

(  ) Indoors

(  ) Outdoors (underground)

(  ) Outdoors (aerial)

(  ) Other _____________________________________________________________ 
B8 For empty duct(s) cable, please select the mechanical test items that should be included in the Recommendation.

(  ) Tensile performance 

(  ) Crush

(  ) Impact

(  ) Bending

(  ) Repeated bending

(  ) Bending at low temperature

(  ) Flexing

(  ) Torsion

(  ) Kink

(  ) Other_____________________________________________________________

B9 For cable consisting of empty duct(s) and optical fibre cable, please select the mechanical test items that should be included in the Recommendation.

(  ) Tensile performance 

(  ) Crush

(  ) Impact

(  ) Bending

(  ) Repeated bending

(  ) Bending at low temperature

(  ) Flexing

(  ) Torsion

(  ) Kink

(  ) Other _____________________________________________________________

B10 For microduct optical fibre cable, please select the mechanical test items that should be included in the Recommendation.

(  ) Tensile performance 

(  ) Crush

(  ) Impact

(  ) Bending

(  ) Repeated bending

(  ) Bending at low temperature

(  ) Flexing

(  ) Torsion

(  ) Kink

(  ) Other _____________________________________________________________

B11 When using this type of cable for indoor applications, what fire performance tests should be carried out?
(  ) No requirement

(  ) Flame propagation 

(  ) Emission of smoke

(  ) Emission of corrosive gas

(  ) Other _____________________________________________________________

___________________
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