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Женева, 1 апреля 2009 года

	Осн.:


	Циркуляр 32 БСЭ

COM 12/JKK

	–
Администрациям Государств – Членов Союза

	Тел.:

Факс:
Эл. почта:
	+41 22 730 5780
+41 22 730 5853
tsbsg12@itu.int
	Копии:
–
Членам Сектора МСЭ-Т

–
Ассоциированным членам МСЭ-Т

–
Председателю и заместителям председателя 12-й Исследовательской комиссии

–
Директору Бюро развития электросвязи

–
Директору Бюро радиосвязи


	Предмет:
	12-я Исследовательская комиссия приглашает представлять предложения по модели на основе мнений, предназначенной для приложений потокового аудио и видео (G.OMVAS) 



	Действия:
	Просьба ответить не позднее 31 мая 2009 года


Уважаемая госпожа,
уважаемый господин

1
12-я Исследовательская комиссия МСЭ-T в рамках Вопроса 13/12 ставит целью стандартизировать новую модель на основе мнений, которая применяется при планировании качества приложений потокового аудио и видео и которая временно названа G.OMVAS.

2
Техническое задание на проект G.OMVAS, а также график этого проекта представлены, соответственно, в Приложениях А и В.

3
В рамках этого проекта, по существу, предполагается разработать модель на основе сотрудничества с участием сторон, вносящих предложения. Этим сторонам предлагается предоставить базы данных для обучения и проверки, которые должны содержать экспериментальные условия и их субъективное качество, например показатель усредненного мнения (MOS).

4
Организациям, которые намереваются представить возможные модели, предлагается уведомить о своем намерении секретариат 12-й Исследовательской комиссии МСЭ-Т (tsbsg12@itu.int), а также направить копии уведомлений содокладчикам по Вопросу 13/12 (takahashi.akira@lab.ntt.co.jp; yi.chen@huawei.com) к 31 мая 2009 года.

5
Модель G.OMVAS имеет следующую сферу применения:

В настоящей Рекомендации описывается вычислительная модель, которая применяется к приложениям потокового видео и аудио и линейного телевидения, включая IPTV, предоставляемым в сетях IP. Эту модель целесообразно использовать в качестве средства планирования QoE/QoS для оценки совместного воздействия изменения нескольких параметров видео- и аудиосигналов, которые влияют на оценку пользователем качества услуги (QoE). В то время как Рекомендация G.1070 предназначена для конкретного использования в полнодуплексной двусторонней видеотелефонной связи, в настоящей Рекомендации приводится модель на основе мнений, предназначенная для односторонних приложений потокового видео и аудио, например для IPTV.
Эта модель может использоваться планировщиками QoE/QoS, для того чтобы обеспечить удовлетворенность пользователей сквозным качеством обслуживания и не допустить недочетов при разработке. В эту модель включены параметры качества сети, приложения и оконечного оборудования, имеющие большое значение для планировщиков QoE/QoS.

Представленная в настоящей Рекомендации модель призвана стать гибким средством, способным обеспечивать получение информации от потребителей об отдельных составляющих качества, а также об общем качестве.

В настоящей Рекомендации используются входные параметры, отличные от параметров Рекомендации МСЭ-Т J.148. В настоящей Рекомендации рассчитывается качество мультимедийного сигнала с использованием параметров сети, приложения и оконечного оборудования.

В настоящей Рекомендации предполагается, что имеет место использование приложений потокового видео и аудио и линейного телевидения в телевизорах высокой и стандартной четкости, настольных и портативных компьютерах, персональных цифровых ассистентах (PDA) и мобильных телефонах, рассчитанных на полный диапазон звуковых частот.
Применение настоящей Рекомендации ограничивается планированием QoE/QoS. Другие варианты применения, например задание ориентиров в области качества и контроль качества, не входят в сферу применения настоящей Рекомендации.

6
Любые просьбы о предоставлении дополнительной информации или разъяснений в отношении настоящего приглашения представлять предложения следует направлять в секретариат 12-й Исследовательской комиссии по следующему адресу: tsbsg12@itu.int.

7
Я хотел бы подчеркнуть важность вашего участия в стандартизации этой новой модели, поскольку оно поможет 12-й Исследовательской комиссии в ее работе по разработке новой Рекомендации, описывающей вычислительную модель, которая применяется к приложениям потокового видео и аудио и линейного телевидения, включая IPTV, предоставляемым в сетях IP, и которую целесообразно использовать в качестве средства планирования QoE/QoS для оценки совместного воздействия изменения нескольких параметров видео- и аудиосигналов, влияющих на оценку пользователем качества услуги (QoE).

С уважением,

Малколм Джонсон
Директор Бюро
стандартизации электросвязи

Приложения: 2

annex A

(to TSB Circular 32)

Terms of Reference (ToR) of G.OMVAS

G.OMVAS model

A block diagram of G.OMVAS model is shown in Figure 1. The model is developed for each assumed service condition. Input, output, and assumed service condition of G.OMVAS are defined as follows.
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Figure 1 - G.OMVAS model

Input parameters for quality-estimation module
	Input parameters
	Value range and unit

	Bit rate
	Total bit rate: 32 kbps to 22 Mbps

Video bit rate:
HD

· MPEG2: 6 to 22 Mbps
· H.264: 3 to 15 Mbps
SD

· MPEG2: 3 to 15 Mbps
· H.264: 1.5 to 8 Mbps

QVGA

· MPEG4/H.264: 80 to 800 kbps
QCIF
· MPEG4/H.264: 32 to 256 kbps

Audio bit rate:
High bit rates: 64 to 384 kbps
Low bit rates: 12 to 128 kbps 

	Packet-loss ratio
	0 to 20 % (See Table 4/G.1050)

	Averaged burst packet-loss length
	0 to 10 packets

	Jitter  (Delay variation)
	0 to 500 ms (See Table 4/G.1050)


Input parameters for coefficient database

	Input parameters
	Value range and unit

	Video codec type
	For low bitrate mode, one of the following: 

· MPEG4 Visual Simple Profile

· H.264 baseline profile

For high bitrate mode, one of the following: 

· MPEG2

· H.264 baseline profile

· H.264 main profile

· H.264 high profile

	Audio codec type
	AMR-NB,

AMR-WB+,

AAC-LC,

HE-AAC (V1 and V2)

To be completed with the list from http://wiki.videolan.org/VLC_Features_Formats

	Product type and implementation
	Various types and implementations of:

· Encoder
· Decoder/buffer/PLC

e.g., set-top boxes

	Video format
	QCIF,

QVGA,

SD:

· PAL

· NTSC

HD:

· 720P

· 1080P

· 1080I

	Group of pictures (GoP)
	e.g., M = 3, N = 15, M = 1, N = 15
Length: fixed, variable, adaptive

Structure (e.g.: IBBPBB, IPPPPP, etc.)
Note: The value of GoP is determined by the system.

	Frame rate
	High bit rate: 24, 25, 30, 50 (interlaced), 60 (interlaced) fps

Low bit rate: 5, 8.33, 12.5, 15, 20, 25, 30 fps
Note: The value of frame rate is determined by the system.

	Number of slices
	1, 2, 3, 6, …
Note: The number of slice is determined by the system.

	Audio sampling rate
	48, 44.1, 22.05, 16, 8 kHz
Note: The value of audio sampling rate is determined by the system.

	Audio channel number
	1 (mono), 2 (stereo)
Note: The value of audio channel is determined by the system.

	Audio frame length
	e.g., 20, 64 ms, …
Note: The value of audio frame length is determined by the system.

	Jitter
	SD and HD: 

Jitter is absorbed by jitter buffer because the client terminal has a large amount of capacity.

QCIF and QVGA: 

Packets discarded by jitter buffer translate into packet loss or re-buffering time.


G.OMVAS output parameters

The G.OMVAS model’s outputs are multimedia ACR MOS, with separate video and audio ACR MOS. G.OMVAS should have different ACR MOS scales for different video formats.
Assumptions of G.OMVAS
	General assumptions
	Value range and unit

	Packet loss characteristics
	Packet loss characteristics include random and burst packet loss.

Packet loss model is based on G.1050 Appendix II.

	Jitter characteristics
	Jitter model is based G.1050 Appendix II.

	Terminal characteristics
	Video: display size and resolution

Audio: frequency characteristics, signal-to-distortion ratio, and loudness rating

	Environmental characteristics
	Ambient illuminance and noise

	Type of content
	Should include audio (spoken voices, background noises, music)

Different levels of complexity and motion for both video and audio


Requirements of G.OMVAS in quality estimation accuracy (PROVISIONAL)
Minimum requirements of quality estimation accuracy based on condition-base analysis: R > 0.85, RMSE < 0.5, OR < 0.6.

The R, RMSE, and OR, which are averaged over all experiments, needs to satisfy the minimum requirements.
These requirements are the same for all codecs and video formats.
Note 1: The “condition-base analysis” means that all the evaluation scores for the same coding/transmission-error condition are averaged over different contents.

Note 2: The calculation procedures of the R, RMSE, and OR can be found in Recommendation ITU-T J.247 Appendix 2.

annex B

(to TSB Circular 32)

Time schedule of G.OMVAS project
	Item no.
	Description
	Remark
	Schedule

	1
	Drafting the scope
	Done
	13 March 2008

	2
	Evaluating the so-called “core model approach” in conjunction with P.NAMS under Q.14/12
	Done
	13 March 2008

	3
	Agreement on the scope
	Done
	SG12 meeting in May 2008

	4
	Deciding whether to take the so-called “core model approach” in conjunction with P.NAMS under Q.14/12
	Done

(No “core model” for the time being. Revisit this issue after candidates are available.)
	SG12 meeting in May 2008

	5
	ToR
	Done
	March 2009

	6
	Initial agreement on the model development procedure (collaboration/competition)
	Done
(Collaboration)
	March 2009

	7
	Call for Proposals
	Done
	March 2009

	8
	Initial indication of participation
	
	June 2009

	9
	Test plan for model validation
	
	interim meeting in June/July 2009

	10
	Declaration of participation in model development
	
	August 2009

	11
	Collection of training databases
	
	August 2009

	12
	Submission of candidate model
	
	October 2009

	13
	Development of validation databases 
	
	December 2009

	14
	Evaluation of candidate model(s)
	
	January 2010

	15
	Initial draft of G.OMVAS (possible Q.13/12 Rapporteur meeting)
	
	March 2010 

	16
	Consent of G.OMVAS
	
	June 2010
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