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	Abstract:
	This draft liaison reply gives Q2/5 and Q8/5 opinions on the definitions of unintentional radiator.

This LS replies to ITU-R WP 1A-Document 1A/TEMP/79
ITU-T Study Group 5 would like thank ITU-R Working Party 1A for requesting an opinion on the use of the word “unintentional”.
[bookmark: _Hlk89333707]The referenced Recommendation ITU-T K.70: “Mitigation techniques to limit human exposure to EMFs in the vicinity of radiocommunication stations” term is:
unintentional radiation: Electromagnetic fields radiated unintentionally, for example through the transmitter enclosure or feeding line.
This definition is specific to radiocommunication stations
The referenced Recommendation ITU-T K.114: “Electromagnetic compatibility requirements and measurement methods for digital cellular mobile communication base station equipment” term is: 
unintentional radiator: A transmitter that intentionally generates radio frequency energy for use within the device, or that sends radio frequency signals by conduction to associated equipment via connecting wiring, but which emits RF energy by radiation or induction without intention.
This definition in Recommendation ITU-T K.114 is derived from FCC CFR47, but the word “device” was changed in “transmitter” in ITU-T K.114. The definition of unintentional radiator in FCC CFR47 is the following:
Unintentional radiator: A device that intentionally generates radio frequency energy for use within the device, or that sends radio frequency signals by conduction to associated equipment via connecting wiring, but which is not intended to emit RF energy by radiation or induction.
ITU-T SG5 understands the point raised by ITU-R WP1A and will modify the definition of “unintentional radiator” included in Recommendation ITU-T K.114 according to the same wording of FCC CFR47. Please note that currently, Recommendation ITU-T K.114 is being revised.
In general, unintentional radiation can occur in items that do not contain a transmitter by design but do contain a component or components that produce undesirable signals. For a generic situation, the IEC 62479, ed. 1.0 (2010-06) definition could be used:
unintentional radiator; non-intentional radiator: electrical or electronic equipment that radiates radio frequency (RF) energy, even though the emission is not a deliberate or necessary part of its function:
EXAMPLE Examples of unintentional radiators include all types of ITE without antenna and/or wireless radio transmission function.
ITU-T SG5 would like to inform ITU-R WP1A that the next ITU-T SG5 meeting is planned from 20 June to 1 July 2022. 
ITU-T SG5 hopes you find the comments useful in deciding on an appropriate definition for your purpose.
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