- 2 -
9/1(Add.2)-E

	
	INTERNATIONAL TELECOMMUNICATION UNION
	

	
	RADIOCOMMUNICATION
STUDY GROUPS
	Addendum 2 to
Document 9/1-E
24 March 2000
Original: English


Radiocommunication Study Group 9

qUESTIONS assigned to radiocommunication study group 9

FIXED SERVICE

The attached Question approved by correspondence since the last Radiocommunication Assembly is to be added to the list of Questions assigned to Radiocommunication Study Group 9.

Annex: 
Question ITU-R 201-1/9

ANNEX

QUESTION ITU-R 201-1/9

PROTECTION OF RADIO-RELAY SYSTEMS FROM NON-GEOSTATIONARY
SATELLITE FEEDER LINKS IN THE FIXED-SATELLITE SERVICE USED BY
THE MOBILE-SATELLITE SERVICE IN THE SHARED FREQUENCY BANDS

(1993 - 1999)

The ITU Radiocommunication Assembly,

considering

a)
that the World Administrative Radio Conference for Dealing with Frequency Allocations in Certain Parts of the Spectrum (Malaga-Torremolinos, 1992) (WARC-92) adopted primary mobile-satellite service (MSS) allocations in the 1 to 3 GHz frequency range on a shared basis with other radio services subject to coordination in accordance with Resolution 46 (WARC-92);

b)
that non-geostationary satellite (non-GSO) networks implementing these MSS allocations may use the fixed‑satellite service (FSS) allocations for feeder links shared with the fixed service;

c)
that the feeder links for these MSS non-GSO networks are considered part of the FSS;

d)
that it is necessary to study interference mechanisms between non-GSO network feeder links and radio-relay systems using the same frequency bands;

e)
that allowable interference criteria used for interference between geostationary FSS networks and radio-relay systems may not be applicable to interference from non-GSO network feeder links to radio-relay systems;

f)
that the preliminary agenda for WRC-2001 addresses in Resolution 722 (WRC-97) sharing between the fixed-satellite service (FSS) and the fixed service in the 19 GHz band, when used bidirectionally by the FSS to provide feeder links for non-geostationary-satellite orbit (non-GSO) mobile-satellite service (MSS) systems,

decides that the following Question should be studied
1
What are the preferred sharing criteria for interference from MSS non-GSO feeder links to radio-relay systems using the same frequency bands?

2
What are the interference calculation methods needed to analyse the potential interference from MSS non-GSO feeder links to radio-relay systems using the same frequency bands?

3
What are the preferred sharing criteria for interference to radio-relay systems from FSS systems using the same frequency bands as MSS non-GSO feeder links operating bi-directionally?

NOTE 1 - See Recommendation ITU-R SF.1320.

NOTE 2 - This Question is complementary and related to Question ITU-R 219/4.
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