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	Subject:

	Meeting of Study Group 11 with a view to approving 27 draft new Recommendations in accordance with the provisions of Resolution 1, Section 8, of the WTSC (Geneva, 1996)

Geneva, 6 December 2000


Dear Sir/Madam,

1
At the request of the Chairperson of Study Group 11, Signalling Requirements and Protocols, I have the honor to inform you that this Study Group, which will meet from 27 November to 6 December 2000, intends to apply the procedure described in Resolution 1, Section 8, of the WTSC (Geneva, 1996) for the approval of 27 new Recommendations.

2
The summaries and locations of the draft revised ITU-T Recommendations and draft new ITU-T Recommendations proposed for approval will be found in Annex 1.

3
Any ITU Member State or Sector Member aware of a patent held by itself or others which may fully or partly cover elements of the draft Recommendation(s) proposed for approval is requested to disclose such information to the TSB, in accordance with TSB patent policy (see Resolution 1, Appendix 1 to Section 8, of the WTSC (Geneva, 1996)).

Available patent information can be accessed on-line via the ITU-T Website.

4
Having regard to the provisions of Resolution 1, Section 8, I should be grateful if you would inform me by 2400 hours UTC on 15 November 2000 whether your Administration assigns authority to Study Group 11 that these draft revised or new Recommendations should be considered for approval at the Study Group meeting.

Should any Member States be of the opinion that consideration for approval should not proceed, they should advise their reasons for disapproving and indicate the possible changes that would facilitate further consideration and approval of the draft revised or new Recommendation(s).

5
If 70% or more of the replies from Member States support consideration for approval of these draft new Recommendations at the Study Group meeting, one Plenary session will be devoted on 6 December 2000 to apply the approval procedure.

I accordingly invite your Administration to send a representative to the meeting. The Administrations of Member States of the Union are invited to supply the name of the Head of their delegation. If your Administration wishes to be represented at the meeting by a recognized operating agency, a scientific or industrial organization or another entity dealing with telecommunication matters, the Director should be duly informed, in accordance with Article 19, No. 239, of the Convention of the International Telecommunication Union (Geneva, 1992), as amended by the Plenipotentiary Conference (Kyoto, 1994).

6
The agenda, registration form and all relevant information concerning the Study Group 11 meeting will be available from Collective-letter 12/11.

7
Information on the meeting room will be displayed on the screens at the entrances to the ITU headquarters building.

8
After the meeting, the Director of TSB will notify, in a circular, the decision taken on these Recommendations. This information will also be published in the ITU Notification.

Yours faithfully,

H. Zhao
Director of the Telecommunication
Standardization Bureau

Annex: 1

ANNEX 1

(to TSB Circular 281)

DRAFT NEW ITU-T RECOMMENDATIONS PROPOSED FOR APPROVAL 
UNDER RESOLUTION 1 (GENEVA 1996)
COM 11-R 239

DRAFT NEW ITU-T RECOMMENDATION Q.784.3 - addendum 1 





(Annex B)

PIXIT proforma for ISDN User Part (ISUP) '97
Basic Call Control Procedures

Summary
This Addendum contains the PIXIT proforma (Annex B), PCTR proforma (Annex C) and the ATS (Annex D) to Q.784.3, ISUP'97 Basic Call Control Procedures Test Suite Structure and Test Purposes.

COM 11-R 240

DRAFT NEW ITU-T Recommendation Q.785.2 - ADDENDUM 1





(ANNEX D)

ATS for ISDN User Part (ISUP) '97 Supplementary Services

Summary
This addendum contains the normative ATS (Annex D) and an informative ATS (Appendix I) to the ITU-T test Recommendation Q.785.2 ISUP'97 Supplementary Services. The normative and the informative ATS are using different test configurations.

COM 11-R 241

Draft new ITU-T Recommendation Q.1600bis – ADDENDUM 1 (Annex B)

PIXIT proforma for ISDN User Part (ISUP) '97 and INAP CS-1

Summary
This Addendum contains the PIXIT proforma (Annex B), PCTR proforma (Annex C) and the ATS (Annex D) to Q.1600bis, Signalling System No. 7 interaction between ISDN User Part (ISUP'97) and INAP CS-1 Test Suite Structure and Test Purposes.

COM 11-R 242

DRAFT NEW ITU-T RECOMMENDATION Q.765.1bis - addendum 1(Annex B)

PIXIT proforma for support of virtual private network (VPN) applications

Summary

This Addendum contains the PIXIT proforma (Annex B), PCTR proforma (Annex C) and the ATS (Annex D) to Q.765.1bis, Support of Virtual Private Network (VPN) applications with PSS1 information flows.

COM 11-R 258

DRAFT NEW ITU-T Recommendation Q.2931bis
broadband integrated services digital network (b-isdn) – 
digital subscriber SIGNALLING system no. 2 (DSS 2) – 
user-network interface (UNI) layer 3 specification for 
basic call/connection control PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
Summary

This part of ITU-T Recommendation Q.2931 specifies the Protocol Implementation Conformance Statement (PICS) proforma for the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [2]) of implementations conforming to the procedures for the support of point-to-point release 1 switched virtual channel connections between the calling party and the called party of the Digital Subscriber Signalling System No. Two (DSS2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2931 [1].

Further parts of this ITU-T Recommendation specify Test Suite Structure and Test Purposes (TSS&TP) and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 259

Draft new ITU-T Recommendation Q. 2931ter
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Test Suite Structure and Test Purposes (TSS&TP) 
for the user

Summary

This part of ITU-T Recommendations of the Q.2931-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [3]) of implementations conforming to the procedures for the support of point-to-point release 1 switched virtual channel connections between the calling party and the called party of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2931 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 260

DRAFT NEW ITU-T RECOMMENDATION Q. 2931quater
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

Summary

This part of ITU-T Recommendations of the Q.2931-series specifies Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [4]) of implementations conforming to the procedures for the support of point-to-point release 1 switched virtual channel connections between the calling party and the called party of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2931 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 261

DRAFT REVISED ITU-T RECOMMENDATION Q. 2931quinquies
broadband integrated services digital network (B‑isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - 
user-network interface (UNI) layer 3 specification for 
basic call/connection control 
Test Suite Structure and Test Purposes (TSS&TP) 
for the Network

Summary

This part of ITU-T Recommendations of the Q.2931-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [3]) of implementations conforming to the procedures for the support of point-to-point release 1 switched virtual channel connections between the calling party and the called party of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B‑ISDN), ITU-T Recommendation Q.2931 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 262

Draft New ITU-T Recommendation Q. 2931sexies
broadband integrated services digital network (b-isdn) - digital subscriber SIGNALLING system no. 2 (DSS 2) - user-network interface (UNI) layer 3 specification for basic call/connection control Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network

Summary
This part of ITU-T Recommendations of the Q.2931-series specifies Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [4]) of implementations conforming to the procedures for the support of point-to-point release 1 switched virtual channel connections between the calling party and the called party of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2931 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 263

DRAFT NEW ITU-T RECOMMENDATION Q.2961bis
digital subscriber SIGNALLING system no. 2 (DSS 2) – 
Additional Traffic Parameters – PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
Summary

This part of ITU-T Recommendation Q.2961 specifies the Protocol Implementation Conformance Statement (PICS) proforma for the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [7]) of implementations conforming to the procedures for the handling of additional traffic parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendations of the Q.2961 series [1], [2], [3], [4], [5], [6].

Further parts of this ITU-T Recommendation specify Test Suite Structure and Test Purposes (TSS&TP) and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 264

DRAFT NEW ITU-T RECOMMENDATION Q.2961ter
digital subscriber SIGNALLING system no. 2 (DSS 2) - 
Additional Traffic Parameters - Test Suite Structure and 
Test Purposes (TSS&TP) for the user

Summary

This part of ITU-T Recommendations of the Q.2961-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [10]) of implementations conforming to the procedures for the handling of additional traffic parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2961 [1], [2], [3], [4], [5], [6].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 265

DRAFT NEW ITU-T RECOMMENDATION Q.2961quater
digital subscriber SIGNALLING system no. 2 (DSS 2) – 
Additional Traffic Parameters – Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user
Summary

This part of ITU-T Recommendations of the Q.2961 series specifies Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [9]) of implementations conforming to the procedures for the handling of additional traffic parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2961 [1], [2], [3], [4], [5], [6].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 266

DRAFT NEW ITU-T RECOMMENDATION Q.2961quinquies
digital subscriber SIGNALLING system no. 2 (DSS 2) - 
Additional Traffic Parameters - Test Suite Structure and Test Purposes (TSS&TP) for the network

Summary

This part of ITU-T Recommendations of the Q.2961-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [7]) of implementations conforming to the procedures for the handling of additional traffic parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2961 [1], [2], [3], [4], [5].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 267

DRAFT NEW ITU-T RECOMMENDATION Q.2961sexies
digital subscriber SIGNALLING system no. 2 (DSS 2) - 
Additional Traffic Parameters - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the Network
Summary

This part of ITU-T Recommendations of the Q.2961-series specifies Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [9]) of implementations conforming to the procedures for the handling of additional traffic parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2961 [1], [2], [3], [4], [5], [6].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 268

DRAFT NEW ITU-T RECOMMENDATION Q.2962bis
Digital Subscriber Signalling System No. 2 – 
Connection Characteristics Negotiation During call/connection Establishment Phase PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA
Summary

This part of ITU-T Recommendation Q.2962-series specifies the Protocol Implementation Conformance Statement (PICS) Proforma for the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [2]) of implementations conforming to the procedures for the handling of the connection characteristics negotiation during call/connection establishment phase of the Digital Subscriber Signalling System No. 2 (DSS2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2962 [1].

Further parts of this ITU-T Recommendation specify Test Suite Structure and Test Purposes (TSS&TP) and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) Proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 269

DRAFT NEW ITU-T RECOMMENDATION Q.2962ter
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Test Suite Structure and Test Purposes (TSS&TP) for the user

Summary

This part of ITU-T Recommendations of the Q.2962-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [2]) of implementations conforming to the procedures for the handling of the connection characteristics negotiation during call/connection establishment phase of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2962 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.
COM 11-R 270

draft new ITU-T Recommendation Q.2962quater
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

Summary

This part of ITU-T Recommendations of the Q.2962-series specifies the Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) pro‑forma for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [6]) of implementations conforming to the procedures for the handling of the connection characteristics negotiation during call/connection establishment phase of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2962 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 271

draft new ITU-T Recommendation Q.2962quinquies
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Test Suite Structure and Test Purposes (TSS&TP) for the network

Summary

This part of ITU-T Recommendations of the Q.2962-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [2]) of implementations conforming to the procedures for the handling of the connection characteristics negotiation during call/connection establishment phase of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2962 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 272

DRAFT NEW ITU-T RECOMMENDATION Q.2962sexies
Digital Subscriber Signalling System No. 2 - Connection Characteristics Negotiation During call/connection Establishment Phase Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network

Summary

This part of ITU-T Recommendations of the Q.2962-series specifies the Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [6]) of implementations conforming to the procedures for the handling of the connection characteristics negotiation during call/connection establishment phase of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2962 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.
COM 11-R 273

DRAFT NEW ITU-T RECOMMENDATION Q.2963.1bis
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA

Summary

This part of ITU-T Recommendations of the Q.2963.1-series specifies the Protocol Implementation Conformance Statement (PICS) proforma the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [3]) of implementations conforming to the procedures for the modification of the peak cell rate traffic parameter by the connection owner in the active phase of the call of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2963.1 [2].

Further parts of the series specify Test Suite Structure and Test Purposes (TSS&TP) and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 274

draft new ITU-T Recommendation Q.2963.1ter
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Test Suite Structure and Test Purposes (TSS&TP) 
for the user

Summary

This part of ITU-T Recommendations of the Q.2963.1-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the user  attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [1]) of implementations conforming to the procedures for the modification of the peak cell rate traffic parameter by the connection owner in the active phase of the call of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2963.1 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO’s standard published in one language.

COM 11-R 275

Draft new ITU-T Recommendation Q.2963.1quater
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user

Summary

This part of ITU-T Recommendations of the Q.2963.1-series specifies the Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the user attached to the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [6]) of implementations conforming to the procedures for the modification of the peak cell rate traffic parameter by the connection owner in the active phase of the call of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2963.1 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 276

DRAFT NEW ITU-T Recommendation Q.2963.1quinquies
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Test Suite Structure and Test Purposes (TSS&TP) 
for the network
Summary

This part of ITU-T Recommendations of the Q.2963.1-series specifies the Test Suite Structure and Test Purposes (TSS&TP) for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [2]) of implementations conforming to the procedures for the modification of the peak cell rate traffic parameter by the connection owner in the active phase of the call of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2963.1 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 277

DRAFT NEW ITU-T recommendation Q.2963.1sexies
Digital Subscriber Signalling System No. 2 - Connection Modification: Peak Cell Rate Modification by the Connection Owner - Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT)
proforma for the network

Summary

This part of ITU-T Recommendations of the Q.2963.1-series specifies the Abstract Test Suite (ATS) and partial Protocol Implementation eXtra Information for Testing (PIXIT) proforma for the network at the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [6]) of implementations conforming to the procedures for the modification of the peak cell rate traffic parameter by the connection owner in the active phase of the call of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2963.1 [1].

Further parts of the series specify the Protocol Implementation Conformance Statement (PICS) proforma and Test Suite Structure and Test Purposes (TSS&TP) based on this ITU-T Recommendation.

NOTE - This draft Recommendation related to protocol conformance is published in one language; it is based on an external SDO's standard published in one language.

COM 11-R 278

Draft New ITU-T Recommendation Q.2965.1bis
Digital Subscriber Signalling System No. 2 - Support of Quality 
of Service classes PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT (PICS) PROFORMA

Summary

This part of ITU-T Recommendation Q.2965.1 specifies the Protocol Implementation Conformance Statement (PICS) proforma for the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [4]) of implementations conforming to the procedures for the handling of quality of service parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2965.1 [1].
COM 11-R 279

Draft New ITU-T Recommendation Q.2965.2bis
Digital Subscriber Signalling System No. 2 - Signalling of 
individual Quality of Service parameters PROTOCOL IMPLEMENTATION CONFORMANCE STATEMENT 
(PICS) PROFORMA

Summary

This part of ITU-T Recommendation Q.2965.2 specifies the Protocol Implementation Conformance Statement (PICS) proforma for the TB reference point or coincident SB and TB reference point (as defined in ITU-T Recommendation I.413 [4]) of implementations conforming to the procedures for the handling of quality of service parameters that may be used for basic call and connection control of the Digital Subscriber Signalling System No. 2 (DSS 2) protocol for the Broadband Integrated Services Digital Network (B-ISDN), ITU-T Recommendation Q.2965.2 [1].

COM 11-R 280

Draft New ITU-T Recommendation Q.2630.2
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Summary

This Recommendation specifies the inter-node protocol and nodal functions that control AAL type 2 point-to-point connections.

The AAL type 2 signalling protocol specified in this Recommendation is usable in switched and non-switched environments and can operate in public or private networks over a range of signalling transport protocol stacks.

It also provides maintenance capabilities, carriage of user-plane protocol stack information and carriage of an identifier to link the connection control protocol with other higher layer control protocols.

This Recommendation specifies the extensions to the AAL type 2 signalling protocol (Capability Set 1) to support the selection of AAL type 2 path, the indication of SSCS for audio extended, the indication of SSCS for multi-rate extended, the AAL type 2 path redirection request, and the modification of AAL type 2 connection resources during the established phase of the AAL type 2 connection.
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