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ABSTRACT



This document is a compilation of reported defects in the 1996/1997 editions of the ITU-T X.160 series Recommendations. It is intended to be an additional authoritative source of information for implementors to be read in conjunction with the Recommendations themselves. Further, this Guide includes defect solutions that will be corrected in the next editions of the relevant Recommendations.



�

Preface





The purpose of this Guideline is to help implementors of the 1996/1997 ITU-T CNM related Recommendations. This Guide is not part of those Recommendations, but may be used in their ongoing maintenance.



The first version of the guide was produced following the fifth plenary meeting of SG7.



Every change to the Recommendations is identified with bullets having reference numbers of the form Yx where Y is a letter which corresponds to one of the ITU-T Recommendations and x is a number which identifies the particular change in the context of that Recommendation.



At the end of each bullet a defect report number (DR) or an identification number is included if appropriate. This defect report number is used in Appendix A, which is a register of defect reports raised and their current status. Note that a single bullet may relate to more than one defect report, or a single defect report may result in more than one bullet being generated.



This Guide is published in the sprit of international communication and cooperation. However the authors assume no responsibility for the accuracy of the information it contains or for the consequences arising from its use.
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�1.	Introduction

1.1	Background

This Guide concerns the ITU-T X.160 series of Recommendations on the Customer Network Management (CNM).

This guide is informal in nature and the Guide is not an ITU-T Recommendation. The information it contains will serve as an information source for ITU-T SG 7, who is responsible for maintaining the X.160 series of CNM Recommendations, and other users both within and outside the ITU-T. The changes are expected to be included into future versions of the Recommendations.

1.2	Scope of the Guide

This guide resolves defects in (only) the following categories; 

	-	editorial errors;

	-	technical errors, such as omissions or inconsistencies;

	-	ambiguities.

In addition the Guide may include explanatory text found necessary as a result of interpretation difficulties apparent from the defect reports.

NOTE - This Guide will not address proposed additions, deletions or modifications to the Recommendations that are not strictly related to implementation difficulties in the above categories.

Initially, the Guide is limited to defects concerning information models and implementation conformance statement proformas.

1.3	Contacts and Distribution of the Guide

This Guide will be made available at ITU-T SG7 meetings. In addition copies of this Guide can in general also be made available from one's national representative for ITU-T Recommendations.

Contacts:

ITU-T WP1/7 Chairman

David Jeanes

Nortel Networks P.O. Box 3511, Station C

Ottawa, Ontario, Canada  KIY 4H7��tel. +1 613 763 4915

fax +1 613 722 6751

email: jeanes@nortelnetworks.com��

Rapporteur and Implementor's Guide Editor

Hiroshi Sunaga

NTT Network Service Systems Laboratories

3-9-11, Midori-Cho, Musashino-shi, Tokyo Japan��tel. +81 422 59 4003

fax +81 422 59 3494

email: sun@nttssl.nslab.ntt.co.jp��

�ITU-T SG7 Secretariat

B. G. Sebek

Study Group 7

Telecommunications Standardization Bureau International Telecommunication Union

Place des Nations CH-1211�Geneva 20, Switzerland��tel. +41 22 730 59 94

fax +41 22 730 58 53

email: sebek@itu.int

��

Defect group leaders

This list includes the names of leaders for Recommendations. Not all of the Recommendations may have defects raised against them and leaders are not identified for all Recommendations. However, whenever a defect is raised, a defect group leader will be identified for the relevant Recommendation.



Recommendation�Defect group leader��ITU-T Rec.X.161 DEFINITION OF CUSTOMER NETWORK MANAGEMENT SERVICE FOR PUBLIC DATA NETWORKS�Hiroshi Sunaga

NTT Network Service Systems Laboratories

3-9-11, Midori-Cho, Musashino-shi, Tokyo Japan�tel. +81 422 59 4003

fax +81 422 59 3494

email: sun@nttssl.nslab.ntt.co.jp��ITU-T Rec.X.162 DEFINITION OF MANAGEMENT INFORMATION FOR CUSTOMER NETWORK MANAGEMENT SERVICE FOR PUBLIC DATA NETWORKS TO BE USED WITH THE CNMc INTERFACE����1.4	History Log

Item�Location�Reason��1�Geneva, December 1997�First version of the Guide for ITU-T Rec.X.162 Ver.2��2�Geneva, June 1999�Second version of the Guide for ITU-T Rec. X.162 Ver.2.1������2.	Defect Report and Resolution Procedures

2.1	Submission of defects

Any implementor of the CNM Recommendation is invited to submit CNM defect report using the form in Appendix B of this Guide. The defect should be submitted to the ITU-T SG 7 Secretariat and copied to the ITU-T WP1/7 Chairman. Each form should cover a single defect. It is important that the form is completed accurately, especially the sections, which relate to the base material against which the defect report is being raised.

2.2	Resolution of defects

A CNM defect resolution group is established for each of the Recommendations. In some cases a group covers more than one Recommendation.

Following agreement on a resolution, within the defect resolution group, the proposed resolution may require approval of ITU-T WP1/7 and ITU-T SG7.

This Guide will contain resolutions as they are agreed by the defect resolution group. The status of each will be reflected in Appendix A of the Guide and any modifications required to the resolutions themselves, prior to final approval, will be reflected in Section 3 of this Guide.

Please note that individual responses can not be given to an individual who submitting defect reports, and that the procedure is not intended as a consulting service.

2.3	Defect report register

New defect report will be included in the report of the relevant Question or Working Party.

3.	Implementors Guidance

Remember that the Guide is intended to be an authoritative source of information for implementors of the CNM Recommendations, however it is not itself an ITU-T Recommendations.

Bullets have reference numbers of the form Yx where Y is a letter which corresponds to one of the ITU-T Recommendations, and x is a number which identified the bullet in the context of that Recommendation.

At the end of each bullet a defect report number (DR) or an identification number is included if appropriate. This defect report number is used in Appendix A, which is a register of defect reports raised and their current status. Note that a single bullet may relate to more than one defect report, or a single defect report may result in more than one bullet being generated. The text contained in this clause shall only be considered final when the associated changes are part of a revised Recommendation.

A	Changes to ITU-T Rec. X.160 (1996)

None.

B	Changes to ITU-T Rec. X.161 (1997)

None.

�C	Changes to ITU-T Rec. X.162 (1997)

C1	DR-X162-1 (TD1058 Defect Number: 1)

Clause 7.1.2.2.1 PDN fault log record

Change the object class definition from 

"

	CONDITIONAL PACKAGES



	specificProblems-P  PACKAGE

	ATTRIBUTES

	"DMI" : specificProblems  GET;;

	PRESENT IF "...",



	backedUpStatus-P PACKAGE

	ATTRIBUTES

	"DMI" : backedupStatus GET;;

	PRESENT IF "...",



	backUpObject-P PACKAGE

	ATTRIBUTES

	"DMI" : backUpObject GET;;

	PRESENT IF "...",



	trendIndication-P PACKAGE

	ATTRIBUTES

	"DMI" : trendIndication GET;;

	PRESENT IF "...",



	thresholdInfo-P PACKAGE

	ATTRIBUTES

	"DMI" : thresholdInfo GET;;

	PRESENT IF "...",



	stateChangeDefinition-P PACKAGE

	ATTRIBUTES

	"DMI" : stateChangeDefinition  GET;;

	PRESENT IF "...",



	monitoredAttributes-P PACKAGE

	ATTRIBUTES

	"DMI" : monitoredAttributes GET;;

	PRESENT IF "...",

�	proposedRepairActions-P PACKAGE

	ATTRIBUTES

	"DMI" : proposedRepairActions GET;;

	PRESENT IF "...",



	attributeList-P PACKAGE

	ATTRIBUTES

	"DMI" : attributeList GET;;

	PRESENT "...",



	sourceIndicator-P PACKAGE

	ATTRIBUTES

	"DMI" : sourceIndicator GET;;

	PRESENT "...",



REGISTERED AS { cnmObjectClass pdnAlarmLogRecord(22)};  

"

to 

"

	specificProblems-P  PACKAGE

	ATTRIBUTES

	"DMI" : specificProblems  GET;

	REGISTERED AS {cnmPackage specificProblems-P(14)};

	PRESENT IF "...",



	backedUpStatus-P PACKAGE

	ATTRIBUTES

	"DMI" : backedupStatus GET;

	REGISTERED AS {cnmPackage backedUpStatus-P(15)};

	PRESENT IF "...",



	backUpObject-P PACKAGE

	ATTRIBUTES

	"DMI" : backUpObject GET;

	REGISTERED AS {cnmPackage backUpObject-P(16)};

	PRESENT IF "...",



	trendIndication-P PACKAGE

	ATTRIBUTES

	"DMI" : trendIndication GET;

	REGISTERED AS {cnmPackage trendIndication-P(17)};

	PRESENT IF "...",

�	thresholdInfo-P PACKAGE

	ATTRIBUTES

	"DMI" : thresholdInfo GET;

	REGISTERED AS {cnmPackage thresholdInfo-P(18)};

	PRESENT IF "...",



	stateChangeDefinition-P PACKAGE

	ATTRIBUTES

	"DMI" : stateChangeDefinition  GET;

	REGISTERED AS {cnmPackage stateChangeDefinition-P(19)};

	PRESENT IF "...",



	monitoredAttributes-P PACKAGE

	ATTRIBUTES

	"DMI" : monitoredAttributes GET;

	REGISTERED AS {cnmPackage monitoredAttributes-P(20)};

	PRESENT IF "...",



	proposedRepairActions-P PACKAGE

	ATTRIBUTES

	"DMI" : proposedRepairActions GET;

	REGISTERED AS {cnmPackage proposedRepairActions-P(21)};

	PRESENT IF "...",



	attributeList-P PACKAGE

	ATTRIBUTES

	"DMI" : attributeList GET;

	REGISTERED AS {cnmPackage attributeList-P(22)};

	PRESENT IF "...",



	sourceIndicator-P PACKAGE

	ATTRIBUTES

	"DMI" : sourceIndicator GET;

	REGISTERED AS {cnmPackage sourceIndicator-P(23)};

	PRESENT IF "...";



REGISTERED AS { cnmObjectClass pdnFaultLogRecord(22)};  

".



C2	DR-X162-2 (TD1058 Defect Number: 2)

Clause 7.1.4.1.1 CNM loopback point

�Change the incorrect syntax missing semicolon from 

"

       BEHAVIOUR cnmLoopbackPoint-B BEHAVIOUR

        DEFINED AS " ... ";

"

to 

"

       BEHAVIOUR cnmLoopbackPoint-B BEHAVIOUR

        DEFINED AS " ... ";;

".



C3	DR-X162-3 (TD1058 Defect Number: 3)

Clause 7.1.5.2.1 X.25 physical connection

Change the incorrect syntax from 

"testTerminateError," to 

"testTerminateError;;;".



C4	DR-X162-4 (TD1058 Defect Number: 4)

Clause 7.1.5.2.1 X.25 physical connection

Change the incorrect syntax from 

"

       cnmLoopbackTestTARRPackage PACKAGE

		BEHAVIOUR A ...;

"

to 

"

       cnmLoopbackTestTARRPackage PACKAGE

		BEHAVIOUR cnmLoopbackTestTARR-B BEHAVIOUR

DEFINED AS " ... ";;

".



C5	DR-X162-5 (TD1058 Defect Number: 5)

Clause 7.1.5.2.2 CNM X.25 entity tested

Change the incorrect syntax from 

"testTerminateError," to 

"testTerminateError;;;".



C6	DR-X162-6 (TD1058 Defect Number: 6)

Clause 7.1.5.2.2    CNM X.25 entity tested

�Change the incorrect syntax from 

"

       cnmProtocolIntegrityTestTARRPackage PACKAGE

		BEHAVIOUR A ...;

"

to 

"

       cnmProtocolIntegrityTestTARRPackage PACKAGE

		BEHAVIOUR cnmProtocolIntegrityTestTARR-B BEHAVIOUR

DEFINED AS " ... ";;

".



C7	DR-X162-7 (TD1058 Defect Number: 10)

Clause 7.2.4.2.1 Redirection

Change the incorrect syntax from 

"

        BEHAVIOUR   redirectionListPackage-B  BEHAVIOUR

        DEFINED AS "...";

"

to 

"

        BEHAVIOUR   redirectionListPackage-B  BEHAVIOUR

        DEFINED AS "...";;

".



C8	DR-X162-8 (TD1058 Defect Number: 11)



Clause 7.3.1.2 Defined managed objects

Change the incorrect syntax from

"

		ATTRIBUTES

		 "ITU-T Rec. X.742| ISO/IC 10165-10": controlObjectId	GET,

		 "DMI": administrativeState	GET-REPLACE;;

	NOTIFICATIONS

	invoiceReport;

REGISTERED AS {cnmObjectClass cnmBillingController(27)};

"

to 

"

		ATTRIBUTES

		 "ITU-T Rec. X.742| ISO/IC 10165-10": controlObjectId	GET,

		 "DMI": administrativeState	GET-REPLACE;

	NOTIFICATIONS

	invoiceReport;;;

REGISTERED AS {cnmObjectClass cnmBillingController(27)};

".



C9	DR-X162-9 (TD1058 Defect Number: 12)



Clause 8.1.4.1 loopbackPoint

Change the name binding definition from

"

	loopback-network-NB NAME BINDING  

		SUBORDINATE OBJECT CLASS loopbackPoint;  

		NAMED BY

		SUPERIOR OBJECT CLASS network;  

		WITH ATTRIBUTE x25TerminationPointId; 

	REGISTERED AS { cnmNameBinding loopback-network-NB(30)};  

"

to 

"

	cnmLoopbackPoint-network-NB NAME BINDING  

		SUBORDINATE OBJECT CLASS cnmLoopbackPoint;  

		NAMED BY

		SUPERIOR OBJECT CLASS network;  

		WITH ATTRIBUTE x25TerminationPointId; 

	REGISTERED AS { cnmNameBinding cnmLoopbackPoint-network-NB(30)};  

".



C10	DR-X162-10 (TD1058 Defect Number: 13)



Clause 10.2.13 Redirction list identifier

Change the incorrect syntax from

"MATCHES FOR Equality, Substrings;" to 

"MATCHES FOR EQUALITY, SUBSTRINGS;".



C11	DR-X162-11 (TD1058 Defect Number: 14)



Clause 11.2.1 Invoice report

Change the incorrect syntax from 

"

	invoiceReport NOTIFICATION

		BEHAVIOUR

		invoiceReport-B BEHAVIOUR

		DEFINED AS "represents invoice items. ";

"

�to 

"

	invoiceReport NOTIFICATION

		BEHAVIOUR

		invoiceReport-B BEHAVIOUR

		DEFINED AS "represents invoice items. ";;

".

C12	DR-X162-12  (Delayed Contribution D114 Defect Number: 31,33,35)



Clause 2.1 Identical Rcommendations | International Standars 

Change  from 

"

ITU-T Recommendation X.724 (1993) | ISO/IEC 10164-6:1993, ... - Part6: Requirements and guidelines for ICS proformas associated with management informantion.

" 

to 

"

ITU-T Recommendation X.724 (1996) | ISO/IEC 10164-6:1997, Information technology – Open Systems Interconnnection – Strucure of management information: Requirements and guidelines for implementation conformance statement proformas associated with OSI management

".



C13	DR-X162-13 (TD1170 Defect Number: 0)

Clause 7 Definition of managed object classes

Add as the following: 



" --<GDMO.Document "Recommendation X.162 (1997)">-- "



C14	DR-X162-14 (TD1170 Defect Number: 1)

Clause 7.1.1.2.2 X.25 Termination Point

Change the incorrect syntax from 

"

...

DERIVED FROM "GMN": terminationPoint; 

...

"

to

"

...

DERIVED FROM "GNM": terminationPoint;

...

"

�C15	DR-X162-15 (TD1170 Defect Number: 2)

Clause 7.1.2.2.1 PDN fault log record

 Change the incorrect syntax from

" 

...

backedUpStatus-P PACKAGE

       ATTRIBUTES

       "DMI" : backedupStatus GET;

 ...

PRESENT IF “the 'attributeList' parameter is present in the object

...

PRESENT IF "the 'sourceIndicator' parameter is present in the object

          creation (or deletion) notification or event report corresponding to

          the instance of object creation (or deletion) record.",

"

to

" 

...

backedUpStatus-P PACKAGE

       ATTRIBUTES

       "DMI" : backedUpStatus GET;

...

PRESENT IF "the 'attributeList' parameter is present in the object

...

PRESENT IF "the 'sourceIndicator' parameter is present in the object

          creation (or deletion) notification or event report corresponding to

          the instance of object creation (or deletion) record.";

...

"

C16	DR-X162-16 (TD1170 Defect Number: 3)

Clause 7.1.3.2.2    PDN Trouble History Record

Change the incorrect syntax from

"

  pdnTroubleHistoryRecord MANAGED OBJECT CLASS

  DERIVED FROM "ITU-T Rec. X.790": troubleHistory;

  CONDITIONAL PACKAGES

      troubleTypePspdnPkg PACKAGE

      ATTRIBUTES

      troubleTypePspdn GET;

  REGISTERED AS {cnmObjectClass pdnTroubleHistoryRecord(4)};

"

�to

"

pdnTroubleHistoryRecord MANAGED OBJECT CLASS

  DERIVED FROM "ITU-T Rec. X.790": troubleHistoryRecord;

  CHARACTERIZED BY

      troubleTypePspdnPkg PACKAGE

      ATTRIBUTES

      troubleTypePspdn GET;;;

  REGISTERED AS {cnmObjectClass pdnTroubleHistoryRecord(4)};

"



C17	DR-X162-17 (TD1170 Defect Number: 4)

Clause 7.1.5.2.1    X.25 physical connection

Change the incorrect syntax from

"

x25PhysicalConnection MANAGED OBJECT CLASS

DERIVED FROM "DMI": top;

CHARACTERIZED BY

x25PhysicalConnection-P PACKAGE

	BEHAVIOUR x25PhysicalConnection-B BEHAVIOUR

	DEFINED AS This object includes the TARR package for performing a loop-back test.;;

	ATTRIBUTES

	x25PhysicalConnectionId GET;;;,

cnmLoopbackTestTARRPackage PACKAGE

	BEHAVIOUR A managed object containing this package supports receiving a loop-back test request in the form of the testRequestControlledAction action with the appropriate parameters defined for loop-back testing. Test results are returned in a testResultNotification with the loopbackControlledResultsParam parameter by the loopback Test Object.;

	ACTIONS

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testRequestControlledAction

"ITU-T Rec. X.737 | ISO/IEC 10164-14":loopbackTestInfoParam

"ITU-T Rec. X.745 | ISO/IEC 10164-12":associatedObjectNotAvailable

"ITU-T Rec. X.745 | ISO/IEC 10164-12":independentTestInvocationError

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestCategoryId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestRequestInformation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mORTNotAvailable

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchAssociatedObject

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchMORT

"ITU-T Rec. X.745 | ISO/IEC 10164-12":relatedTOError,

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeAction

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeError,

"ITU-T Rec. X.745 | ISO/IEC 10164-12"testTerminateAction

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateError,

REGISTERED AS {cnmObjectClass x25PhysicalConnection(24)};

"

to

"

x25PhysicalConnection MANAGED OBJECT CLASS

DERIVED FROM "DMI": top;

CHARACTERIZED BY

x25PhysicalConnection-P PACKAGE

    BEHAVIOUR x25PhysicalConnection-B BEHAVIOUR

    DEFINED AS This object includes the TARR package for performing

    a loop-back test.;;

    ATTRIBUTES

    x25PhysicalConnectionId GET;;,

cnmLoopbackTestTARRPackage PACKAGE

    BEHAVIOUR cnmLoopbackTestTARR-B BEHAVIOUR

    DEFINED AS A managed object containing this package supports

    receiving a loop-back test request in the form of the

    testRequestControlledAction action with the appropriate

    parameters defined for loop-back testing. Test results are

    returned in a testResultNotification with the

    loopbackControlledResultsParam parameter by the loopback Test

    Object.;

    ;

    ACTIONS

    "ITU-T Rec. X.745 | ISO/IEC 10164-12":testRequestControlledAction

        "ITU-T Rec. X.737 | ISO/IEC 10164-14":loopbackTestInfoParam

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":associatedObjectNotAvailable

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":independentTestInvocationError

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperatio

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestCategoryInformation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":mORTNotAvailable

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchAssociatedObject

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchMORT

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":relatedTOError,

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeAction

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeError,

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateAction    -- corrected 6/99

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateError;;;

REGISTERED AS {cnmObjectClass x25PhysicalConnection(24)};

"



C18	DR-X162-18 (TD1170 Defect Number: 5)

Clause 7.1.5.2.2    CNM X.25 entity tested

�Change the incorrect syntax from

"

cnmX25EntityTested MANAGED OBJECT CLASS

DERIVED FROM cnmX25Entity;

CHARACTERIZED BY

cnmX25EntityTested-P PACKAGE

	BEHAVIOUR cnmX25EntityTested-B BEHAVIOUR

	DEFINED AS This object includes the TARR package for performing a protocol integrity test.;;;,

	cnmProtocolIntegrityTestTARRPackage PACKAGE

	BEHAVIOUR A managed object containing this package supports receiving a protocol integrity test request in the form of the testRequestControlledAction action with the appropriate parameters defined for protocol integrity testing. Test results are returned in a testResultNotification with the protocolIntegrityControlledResultsParam parameter by the protocolIntegrity Test Object.;

	ACTIONS

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testRequestControlledAction

"ITU-T Rec. X.737 | ISO/IEC 10164-14":protocolIntegrityTestInfoParam

"ITU-T Rec. X.745 | ISO/IEC 10164-12":associatedObjectNotAvailable

"ITU-T Rec. X.745 | ISO/IEC 10164-12":independentTestInvocationError

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestCategoryId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestRequestInformation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":mORTNotAvailable

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchAssociatedObject

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchMORT

"ITU-T Rec. X.745 | ISO/IEC 10164-12":relatedTOError,

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeAction

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeError,

"ITU-T Rec. X.745 | ISO/IEC 10164-12"testTerminateAction

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

"ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

"ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateError,

REGISTERED AS {cnmObjectClasscnmX25EntityTested(25)};

"

to

"

cnmX25EntityTested MANAGED OBJECT CLASS

DERIVED FROM cnmX25Entity;

CHARACTERIZED BY

cnmX25EntityTested-P PACKAGE

    BEHAVIOUR cnmX25EntityTested-B BEHAVIOUR

    DEFINED AS This object includes the TARR package for performing

    a protocol integrity test.;;;,



    cnmProtocolIntegrityTestTARRPackage PACKAGE

    BEHAVIOUR cnmProtocolIntegrityTestTARR-B BEHAVIOUR

    DEFINED AS A managed object containing this package supports

    receiving a protocol integrity test request in the form of the

    testRequestControlledAction action with the appropriate

    parameters defined for protocol integrity testing. Test results are

    returned in a testResultNotification with the

    protocolIntegrityControlledResultsParam parameter by the

    protocolIntegrity Test Object.;

    ; 

    ACTIONS

    "ITU-T Rec. X.745 | ISO/IEC 10164-12":testRequestControlledAction

        "ITU-T Rec. X.737 | ISO/IEC 10164-14":protocolIntegrityTestInfoParam

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":associatedObjectNotAvailable

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":independentTestInvocationError

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":mistypedTestCategoryInformation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":mORTNotAvailable

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchAssociatedObject

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchMORT

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":relatedTOError,

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeAction

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testSuspendResumeError,

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateAction

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestInvocationId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":noSuchTestSessionId

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":invalidTestOperation

        "ITU-T Rec. X.745 | ISO/IEC 10164-12":testTerminateError;;;

REGISTERED AS {cnmObjectClass cnmX25EntityTested(25)};

"



C19	DR-X162-19 (TD1170 Defect Number: 6)

Clause 7.2.1.2.4    MLP Profile

Change the incorrect syntax from

"

mlpProfile MANAGED OBJECT CLASS

DERIVED FROM "DMI": top;

CHARACTERIZED BY

	mlpProfile-P PACKAGE

	BEHAVIOUR mlpProfile-B BEHAVIOUR

	DEFINED AS  This object is used to represent the service profile necessary for providing the MLP. Creation, modification and deletion of this object are controlled by the Service Request object.;;

	ATTRIBUTES

	mlpProfileId GET,

	"DLMO": mW GET,

	"DLMO": mX GET;;;

	CONDITIONAL PACKAGES

	mlpTimer-PACKAGE

	ATTRIBUTES

	"NLMO": localDTEAddress GET,

	"DLMO": mT1Timer GET,

	"DLMO": mT3Timer GET,

	"DLMO": mT2Timer GET;;

	PRESENT IF "The provider allows customers to set and modify these attributes.";

REGISTERED AS {cnmObjectClass mlpProfile(6)};

"

�to

"

mlpProfile MANAGED OBJECT CLASS

DERIVED FROM "DMI": top;

CHARACTERIZED BY

    mlpProfile-P PACKAGE

    BEHAVIOUR mlpProfile-B BEHAVIOUR

    DEFINED AS  This object is used to represent the service profile

    necessary for providing the MLP. Creation, modification and

    deletion of this object are controlled by the Service Request

    object.;;

    ATTRIBUTES

    mlpProfileId GET,

    "DLMO": mW GET,

    "DLMO": mX GET;;;

    CONDITIONAL PACKAGES

    mlpTimer-P PACKAGE

    ATTRIBUTES

    "NLMO": localDTEAddress GET,

    "DLMO": mT1Timer GET,

    "DLMO": mT3Timer GET,

    "DLMO": mT2Timer GET;

    REGISTERED AS {cnmPackage mlpTimer-P(26)};

    PRESENT IF "The provider allows customers to set and modify these

        attributes.";

REGISTERED AS {cnmObjectClass mlpProfile(6)};

"



C20	DR-X162-20 (TD1170 Defect Number: 7)

Clause 7.2.1.2.6    X.25 PVC Profile

Change the incorrect syntax from

"

...



"NLMO": packetSize  GET,

...

"NLMO": windowSize GET;

...

"

to

"

...

"NLMO": packetSizes  GET,

...

"NLMO": windowSizes GET;

...

"



C21	DR-X162-21 (TD1170 Defect Number: 8)

Clause 7.2.1.2.7   Closed User Group Profile

Change the incorrect syntax from

"

cugProfile MANAGED OBJECT CLASS 

DERIVED FROM "DMI": top;

CHARACTERIZED BY cugProfile-P PACKAGE

	BEHAVIOUR cugProfile-B BEHAVIOUR

	DEFINED AS This MO class is used for managing the subscription of each CUG. The attributes represent the list of DTE addresses that belong to the same CUG. Creation, modification and deletion of this object are controlled by the Service Request object.;;

	ATTRIBUTES

	cugProfileId GET,

	"NLMO": cUGWithIncomingAccess GET,

	"NLMO": cUGWithOutgoingAccess GET,

	"NLMO": bilateralCUG GET,

	"NLMO": bilateralCUGWithOutgoingAccess GET, 

	dTEAddressList GET;;;

	NOTIFICATIONS

	"DMI" : objectCreation,

	"DMI" : objectDeletion;;;

CONDITIONAL PACKAGES

	interlockCodePkg PACKAGE

	ATTRIBUTES

	interlockCode GET;;

	PRESENT IF "The service provider allows customers to use the international CUG service and to handle the interlock code value.",

	cugIndexPkg PACKAGE

	ATTRIBUTES

	cugIndex GET;;

	PRESENT IF "The service provider offers multiple CUGs and a customer subscribes to more than one CUG.";

REGISTERED AS {cnmObjectClass cugProfile(9)}; 



"

to

"

cugProfile MANAGED OBJECT CLASS

DERIVED FROM "DMI": top;

CHARACTERIZED BY cugProfile-P PACKAGE

    BEHAVIOUR cugProfile-B BEHAVIOUR

    DEFINED AS This MO class is used for managing the subscription of

    each CUG. The attributes represent the list of DTE addresses that

    belong to the same CUG. Creation, modification and deletion of

    this object are controlled by the Service Request object.;;

    ATTRIBUTES

    cugProfileId GET,

    "NLMO": cUGWithIncomingAccess GET,

    "NLMO": cUGWithOutgoingAccess GET,

    "NLMO": bilateralCUG GET,

    "NLMO": bilateralCUGWithOutgoingAccess GET,

    dTEAddressList GET;

    NOTIFICATIONS

    "DMI" : objectCreation,

    "DMI" : objectDeletion;;;

CONDITIONAL PACKAGES

    interlockCodePkg PACKAGE

    ATTRIBUTES

    interlockCode GET;

      REGISTERED AS {cnmPackage interlockCodePkg (24)};

    PRESENT IF "The service provider allows customers to use the

        international CUG service and to handle the interlock code

        value.",

    cugIndexPkg PACKAGE

    ATTRIBUTES

    cugIndex GET;

      REGISTERED AS {cnmPackage cugIndexPkg (25)};

    PRESENT IF "The service provider offers multiple CUGs and a

        customer subscribes to more than one CUG.";

REGISTERED AS {cnmObjectClass cugProfile(9)};

"



C22	DR-X162-22 (TD1170 Defect Number: 9)

Clause 7.2.1.2.8    Hunt Group Profile

Change the incorrect syntax from

"

...

dTEAddressList         GET;;;

...

"

to

"

...

dTEAddressList         GET;

...

"



C23	DR-X162-23 (TD1170 Defect Number: 10)

Clause 7.2.1.2.9    CNM User

Change the incorrect syntax from

"

...

DERIVED FROM "DMI": customer;

...

"

to

"

...

DERIVED FROM customer;

...

"



C24	DR-X162-24 (TD1170 Defect Number: 11)

Clause  7.2.1.2.10    Customer

Change the incorrect syntax from

"

...

contactListPkg;

...

"

to

"

...

contactList-P:

...

"



C25	DR-X162-25 (TD1XX Defect Number: 12)

Clause 7.2.1.2.11    Location

Change the incorrect syntax from

"

...

contactListPkg;

...

"

to

"

...

contactList-P;

...

"



C26	DR-X162-26 (TD1170 Defect Number: 13)

Clause 7.2.4.2.1    Redirection list

Change the incorrect syntax from

"

redirectionList MANAGED OBJECT CLASS 

	DERIVED FROM top; 

	CHARACTERIZED BY redirectionListPackage PACKAGE

	BEHAVIOUR redirectionListPackage-B BEHAVIOUR

	DEFINED AS This object controls call redirection. Calls are redirected to addresses contained in the redirection list attribute.;

	ATTRIBUTES 

		redirectionListId GET,

		dTEAddress GET-REPLACE,

		DMI:availabilityState GET-REPLACE,

		callRedirectionList GET-REPLACE;;;

REGISTERED AS {cnmObjectClass redirectionList(26)};

"

to

"

redirectionList MANAGED OBJECT CLASS

    -- DERIVED FROM top;

    DERIVED FROM "DMI":top;    

    CHARACTERIZED BY redirectionListPackage PACKAGE

    BEHAVIOUR redirectionListPackage-B BEHAVIOUR

    DEFINED AS This object controls call redirection. Calls are

    redirected to addresses contained in the redirection list attribute.;; 

    ATTRIBUTES

        redirectionListId GET,

        -- dTEAddress GET-REPLACE,

        dTEAddressList GET-REPLACE, 

        -- DMI:availabilityState GET-REPLACE,

        -- "DMI":availabilityStatus GET-REPLACE, 

       "DMI": administrativeState GET-REPLACE, 

       callRedirectionList GET-REPLACE;;;

REGISTERED AS {cnmObjectClass redirectionList(26)};

"



C27	DR-X162-27 (TD1170 Defect Number: 14)

Clause  7.3.1.2    Defined managed objects

Change the incorrect syntax from

" 

cnmBillingController MANAGED OBJECT CLASS

	DERIVED FROM "CCITT Rec. X.721 | ISO/IEC 10165-2": top;

	CHARACTERIZED BY

	cnmBillingController-P PACKAGE

	cnmBillingController-B BEHAVIOUR

	DEFINED AS This MO controls the emission of invoice notifications. If this MO is in the unlocked state, invoices are sent periodically. If it is locked, no invoice is emitted.;;

		ATTRIBUTES

		"ITU-T Rec. X.742 | ISO/IEC 10165-10": controlObjectId	GET,

		"DMI": administrativeState	GET-REPLACE;;

	NOTIFICATIONS

	invoiceReport;

REGISTERED AS {cnmObjectClass cnmBillingController(27)};

"

to

"

cnmBillingController MANAGED OBJECT CLASS

    DERIVED FROM "CCITT Rec. X.721 | ISO/IEC 10165-2": top;

    CHARACTERIZED BY

    cnmBillingController-P PACKAGE

    BEHAVIOUR cnmBillingController-B BEHAVIOUR 

    DEFINED AS This MO controls the emission of invoice notifications. If

    this MO is in the unlocked state, invoices are sent periodically. If

    it is locked, no invoice is emitted.;

    ; 

        ATTRIBUTES

        "ITU-T Rec. X.742 | ISO/IEC 10165-10": controlObjectId    GET,

        "DMI": administrativeState    GET-REPLACE; 

    NOTIFICATIONS

    invoiceReport;;;   

REGISTERED AS {cnmObjectClass cnmBillingController(27)};

"



C28	DR-X162-28 (TD1170 Defect Number: 15)

Clause   7.4.1.2.2    Current Packet Traffic Data

Change the incorrect syntax from

"

...

"NLMO": octetsReceivedCounter GET,

"NLMO": octetsSentCounter GET,

...

"

to

"

...

"DMI": octetsReceivedCounter GET,

"DMI": octetsSentCounter GET,

...

"



C29	DR-X162-29 (TD1170 Defect Number: 16)

Clause   7.4.1.2.3    History Packet Traffic Data

Change the incorrect syntax from

"

...

"NLMO": octetsReceivedCounter GET,

"NLMO": octetsSentCounter GET,

...

"

to

"

...

"DMI": octetsReceivedCounter GET,

"DMI": octetsSentCounter GET,

...

"



C30	DR-X162-30 (TD1170 Defect Number: 17)

Clause 7.4.1.2.5    Current MLP Traffic Data

Change the incorrect syntax from

"

...

"DLMO": receivedMlpInGuardRegion    GET,

...

"

to

"

...

"DLMO": receivedMlpFramesInGuardRegion    GET,

...

"



C31	DR-X162-31 (TD1170 Defect Number: 18)

Clause 7.4.1.2.6    History MLP Traffic Data

Change the incorrect syntax from

"

...

"DLMO": receivedMlpInGuardRegion    GET,

...

"

to

"

...

"DLMO": receivedMlpFramesInGuardRegion    GET,

...

"



C32	DR-X162-32 (TD1170 Defect Number: 19)

Clause  7.4.1.2.8    Current SLP TrafficData

Change the incorrect syntax from

"

...

"DLMO": fCSErrorReceived GET,

...

"

to

"

...

"DLMO": fCSErrorsReceived GET,

...

"



C33	DR-X162-33 (TD1170 Defect Number: 20)

Clause  7.4.1.2.9    History SLP Traffic Data

Change the incorrect syntax from

 "

...

"DLMO": fCSErrorReceived GET,

...

"

to

"

...

"DLMO": fCSErrorsReceived GET,

...

"



C34	DR-X162-34 (TD1170 Defect Number: 21)

Clause   7.6.1.2.1    Service Request

Change the incorrect syntax from

"

...

negotiationPkg PACKAGE

    PRESENT IF "an instance supports it";

...

"

to

"

...

negotiationPkg

    PRESENT IF "an instance supports it";

...

"



C35	DR-X162-35 (TD1170 Defect Number: 22)

Clause  8.1.1.2    CNM X.25 Entity

Change the incorrect syntax from

"

...

             SUPERIOR OBJECT CLASS network;

...

"

�to

"

...

             SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C36	DR-X162-36 (TD1170 Defect Number: 23)

Clause  8.1.1.4    Equipment

Change the incorrect syntax form

"

...

   SUBORDINATE OBJECT CLASS equipment;

    NAMED BY

    SUPERIOR OBJECT CLASS x25TerminationPoint ;

    WITH ATTRIBUTE equipmentId;

...

"

to

"

...

    SUBORDINATE OBJECT CLASS "Recommendation M.3100":equipment;

    NAMED BY

    SUPERIOR OBJECT CLASS x25TerminationPoint ;

    WITH ATTRIBUTE "Recommendation M.3100":equipmentId;

...

"



C37	DR-X162-37 (TD1170 Defect Number: 24)

Clause   8.1.1.6    Event Forwarding Discriminator

Change the incorrect syntax from

"

...

     SUBORDINATE OBJECT CLASS eventForwardingDiscriminator;

     SUPERIOR OBJECT CLASS managedElement;

     WITH ATTRIBUTE discriminatorId;

...

"

to

"

...

     SUBORDINATE OBJECT CLASS

        "CCITT Rec. X.721 (1992) | ISO/IEC 10165-2 : 1992":

            eventForwardingDiscriminator;

     SUPERIOR OBJECT CLASS "Recommendation M.3100":managedElement;

     WITH ATTRIBUTE

        "CCITT Rec. X.721 (1992) | ISO/IEC 10165-2 : 1992":

            discriminatorId;

...

"



C38	DR-X162-38 (TD1170 Defect Number: 25)

Clause  8.1.2.1    PDN fault log record

Change the incorrect syntax from

"

...

    NAMED BY

    SUPERIOR OBJECT CLASS log;

    WITH ATTRIBUTE logRecordId;

...

"

to

"

...

NAMED BY

    SUPERIOR OBJECT CLASS "DMI":log;   

    WITH ATTRIBUTE "DMI":logRecordId;   

...

"



C39	DR-X162-39 (TD1170Defect Number: 26)

Clause   8.1.3.1   PDN Telecommunications Trouble Report

Change the incorrect syntax from

"

...

SUPERIOR OBJECT CLASS network;

           WITH ATTRIBUTE logRecordId

...

"

to

"

...

SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

           WITH ATTRIBUTE "ITU-T Recommendation X.790":troubleReportID;

...

"



C40	DR-X162-40 (TD1170 Defect Number: 27)

Clause  8.1.3.4    Repair Activity

Change the incorrect syntax from

"

...

 SUBORDINATE OBJECT CLASS repairActivity;

   NAMED BY SUPERIOR OBJECT CLASS

        pdnTelecommunicationTroubleReport;

   WITH ATTRIBUTE

        repairActivityID;

...

"

to

"

...

SUBORDINATE OBJECT CLASS "ITU-T Recommendation X.790":repairActivity;

   NAMED BY SUPERIOR OBJECT CLASS

        pdnTelecommunicationsTroubleReport;

   WITH ATTRIBUTE

        "ITU-T Recommendation X.790":repairActivityID;

...

"



C41	DR-X162-41 (TD1170 Defect Number: 28)

Clause  8.1.3.5    PDN Trouble History Record

Change the incorrect syntax from

"

...

      SUPERIOR OBJECT CLASS log;

      WITH ATTRIBUTE pdnTroubleHistoryRecord-MO-Name;

...

"

to

"

...

      SUPERIOR OBJECT CLASS

         "DMI":log;

      WITH ATTRIBUTE

         "DMI":logRecordId;

...

"



C42	DR-X162-42 (TD1170 Defect Number: 29)

Clause   8.1.3.7    Log

�Change the incorrect syntax from

"

...

      SUBORDINATE OBJECT CLASS log;

      SUPERIOR OBJECT CLASS managedElement;

      WITH ATTRIBUTE logId;

...

"

to

"

...

     SUBORDINATE OBJECT CLASS

         "DMI":log;

      SUPERIOR OBJECT CLASS

         "Recommendation M.3100":managedElement;

      WITH ATTRIBUTE

         "DMI":logId;

...

"



C43	DR-X162-43 (TD1170 Defect Number: 30)

Clause  8.1.4.1    loopbackPoint

Change the incorrect syntax from

"

...

    SUPERIOR OBJECT CLASS network;

...

"

to

"

...

    SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C44	DR-X162-44 (TD1170 Defect Number: 31)

Clause  8.1.5.1    cnmX25EntityTested

Change the incorrect syntax from

"

...

SUPERIOR OBJECT CLASS network;

...

"

to

"

...

    SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C45	DR-X162-45 (TD1170 Defect Number: 32)

Clause  8.1.5.2    loopbackTest

Change the incorrect syntax from

"

...

    SUBORDINATE OBJECT CLASS loopbackTest;

    NAMED BY

    SUPERIOR OBJECT CLASS managedElement;

...

"

to

"

...

    SUBORDINATE OBJECT CLASS

       "ITU-T Rec. X.737 (1995) | ISO/IEC 10164-14 : 1995":loopbackTestObject;

    NAMED BY

    SUPERIOR OBJECT CLASS "Recommendation M.3100":managedElement;

...

"



C46	DR-X162-46 (TD1170 Defect Number: 33)

Clause:  8.1.5.3    protocolIntegrityTest

Change the incorrect syntax from

"

...

    SUPERIOR OBJECT CLASS managedElement;

...

"

to

"

...

    SUPERIOR OBJECT CLASS "Recommendation M.3100":managedElement;

...

"



C47	DR-X162-47 (TD1170 Defect Number: 34

Clause  8.1.5.4   X.25 physical connection

�Change the incorrect syntax from

"

...

    SUPERIOR OBJECT CLASS network;

...

"

to

"

...

    SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C48	DR-X162-48 (TD1170 Defect Number: 35)

Clause  8.2.1.5    X.25 Service Profile

Change the incorrect syntax from

"

...

     SUPERIOR OBJECT CLASS network;

...

"

to

"

...

     SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C49	DR-X162-49 (TD1170 Defect Number: 36)

Clause  8.2.1.9    CUG Profile

Change the incorrect syntax from

"

...

SUPERIOR OBJECT CLASS network;

...

"

to

"

...

SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C50	DR-X162-50 (TD1170 Defect Number: 37)

Clause   8.2.1.10    Hunt Group Profile

Change the incorrect syntax from

"

...

        SUPERIOR OBJECT CLASS network;

...

"

to

"

...

        SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C51	DR-X162-51 (TD1170 Defect Number: 38)

Clause   8.2.1.11    Customer

Change the incorrect syntax from

"

...

        SUPERIOR OBJECT CLASS network;

...

"

to

"

...

        SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

...

"



C52	DR-X162-52 (TD1170 Defect Number: 39)

Clause   8.2.1.14    Location

Change the incorrect syntax from

"

...

    SUPERIOR OBJECT CLASS network;

    WITH ATTRIBUTE locationId;

...

"

to

"

...

    SUPERIOR OBJECT CLASS "Recommendation M.3100":network;

    WITH ATTRIBUTE locationID;

...

"



C53	DR-X162-53 (TD1170 Defect Number: 40)

Clause   8.2.4.1    Redirection list

Change the incorrect syntax from

"

...

   REGISTERED AS {cnmNameBinding x25PhysicalConnection-x25TerminationPoint-NB(35)};

"

to

"

...

   REGISTERED AS {cnmNameBinding redirectionList-cnmX25Entity-NB(35)};

"



C54	DR-X162-54 (TD1170 Defect Number: 41)

Clause   8.3.1.1    CNM billing controller

Change the incorrect syntax from

"

...

    SUBORDINATE OBJECT CLASS billingController;

    NAMED BY

    SUPERIOR OBJECT CLASS managedElement;

    WITH ATTRIBUTE controlObjectId;

    WITH ATTRIBUTE "ITU-T Rec. X.742 (1995) | ISO/IEC 10164-10 : 1995":controlObjectId;

    CREATE;

    DELETE;

  REGISTERED AS {cnmNameBinding

                 currentPacketTrafficData-cnmX25Entity-NB(28)};

"

to

"

...

    SUBORDINATE OBJECT CLASS cnmBillingController;

    NAMED BY

    SUPERIOR OBJECT CLASS "Recommendation M.3100":managedElement;

    WITH ATTRIBUTE "ITU-T Rec. X.742 (1995) | ISO/IEC 10164-10 : 1995":controlObjectId;

    CREATE;

    DELETE;

  REGISTERED AS {cnmNameBinding

                 cnmBillingController-managedElement-NB(36)};

"



�C55	DR-X162-55 (TD1170 Defect Number: 42)

Clause  8.4.1.8    Current SLP Traffic Data

Change the incorrect syntax from

"

...

  REGISTERED AS { cnmNameBinding mlpMonitoredPoint-cnmX25Entity-NB(26)};

"

to

"

...

   REGISTERED AS { cnmNameBinding

                             currentSlpTrafficData-cnmX25Entity-NB(26)};

"



C56	DR-X162-56 (TD1170 Defect Number: 43)

Clause   8.6.1    Service Request

Change the incorrect syntax from

"

...

   NAMED BY SUPERIOR OBJECT CLASS  "GMN": managedElement;

...

"

to

"

...

   NAMED BY SUPERIOR OBJECT CLASS  "Recommendation M.3100": managedElement;

...

"



C57	DR-X162-57 (TD1170 Defect Number: 44)

Clause  9.2.1.1    X.25 Service Profile

Change the incorrect syntax from

"

...

    x25ServiceProfileId;

...

"

to

"

...

    x25ServiceProfileId GET;

...

"



C58	DR-X162-58 (TD1170 Defect Number: 45)

Clause   9.2.1.2    PLE Profile

Change the incorrect syntax from

"

...

    "NLMO": incomingCallsBarredWithinCUG GET,

    "NLMO": outgoingCallsBarredWithinCUG GET,

    "NLMO": bilateralCUGwithOutgoingAccess GET,

    "NLMO": oneWayLogicalChannelIncomming GET,

    "NLMO": defaultThroughputClassAssignment GET,

    "NLMO": defaultThroughputClass GET,

    "NLMO": defaultWindowSize GET,

    "NLMO": defaultPacketSize GET,

...

"

to

"

...

    "NLMO": incomingCallBarredWithinCUG GET,

    "NLMO": outgoingCallBarredWithinCUG GET,

    "NLMO": bilateralCUGWithOutgoingAccess GET,

    "NLMO": oneWayLogicalChannelIncoming GET,

    "NLMO": defaultThroughputClassesAssignment GET,

    "NLMO": defaultThroughputClasses GET,

    "NLMO": defaultWindowSizes GET,

    "NLMO": defaultPacketSizes GET,

...

"



C59	DR-X162-59 (TD1170 Defect Number: 46)

Clause  9.2.1.5    Customer

Change the incorrect syntax from

"

...

customerPkgDefinition BEHAVIOUR

       DEFINED AS " ... ",

...

      customerPkg-B BEHAVIOUR

         DEFINED AS " ... ",

...

      commonCreation-B BEHAVIOUR

         DEFINED AS " ... ";

...

"

�to

"

...

customerPkgDefinition BEHAVIOUR

       DEFINED AS " ... ";,

...

      customerPkg-B BEHAVIOUR

       DEFINED AS " ... ";,

...

      commonCreation-B BEHAVIOUR

       DEFINED AS " ... "; ;

...

"



C60	DR-X162-60 (TD1170 Defect Number: 47)

Clause   9.2.1.6    Contact List

Change the incorrect syntax from

"

...

      contactListPkgDefinition BEHAVIOUR

       DEFINED AS " ... ",

...

      contactListPkgBehaviour BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

contactListPkgDefinition BEHAVIOUR

       DEFINED AS " ... ";,

...

      contactListPkgBehaviour BEHAVIOUR

       DEFINED AS " ... "; ;

...

"



C61	DR-X162-61 (TD1170 Defect Number: 48)

Clause:  9.2.1.7    Location

Change the incorrect syntax from

"

locationPkg PACKAGE

	BEHAVIOUR

	locationPkgDefinition,

	locationPkgBehaviour,

	commonCreateBehaviour;

	ATTRIBUTES

	locationID

		PERMITTED VALUES CnmAsn1Module.SystemIdRange

		GET,

	geographicCoordinates

		PERMITTED VALUES CnmAsn1Module.GegraphicCoordinatesRange

		GET-REPLACE,

	locationDetails

		PERMITTED VALUES CnmAsn1Module.LocationDetailesRange

		GET-REPLACE,

	locationTitle GET,

	locationType GET-REPLACE,

	postalAddress

		PERMITTED VALUES CnmAsn1Module.PostalAddressRange

		GET-REPLACE;

REGISTERED AS {cnmPackage locationPkg(7)};

"

to

"

locationPkg PACKAGE

    BEHAVIOUR

    locationPkgDefinition,

    locationPkgBehaviour,

    commonCreation-B;

    ATTRIBUTES

    locationID

        PERMITTED VALUES CnmAsn1Module.SystemIdRange

        GET,

    geographicCoordinates        GET-REPLACE,

    locationDetails              GET-REPLACE,

    locationTitle GET,

    locationType GET-REPLACE,

    postalAddress                GET-REPLACE;

REGISTERED AS {cnmPackage locationPkg(7)};



locationPkgDefinition BEHAVIOUR    

  DEFINED AS !

     The location managed object class refers to a place occupied by one or more

     managed objects or persons associated with object management.

  !;



locationPkgBehaviour BEHAVIOUR    

  DEFINED AS !

     When an instance of the location managed object class is created,

     attributes whose values are names of other managed object instances (such

     as contactList) shall be names of managed objects which already exist, or a

     value of null if permitted for that attribute.



     The attributeValueChange notification is emitted when any of the following

     attributes change in value: geographicCoordinates, locationDetails,

     locationType and postalAddress.  All attributeValueChange notifications

     shall include the Attribute Identifier List parameter.  Also, conditions

     under which an attributeValueChange notification is emitted are stated in

     the behaviour of the appropriate package or attribute.  In the absence of

     such a statement in the behaviour, the attribute does not cause an

     attributeValueChange notification to be emitted.



     A value for the locationID attribute can only be provided when the object

     is created.  Furthermore, once the object is created, the value of

     locationID may not be modified (i.e., the instance can not be renamed).

     When locationTitle is used for naming, the locationID attribute has a NULL

     value.

  !;

"



C62	DR-X162-62 (TD1170 Defect Number: 49)

Clause  9.2.1.8    Type Text

Change the incorrect syntax from

"

...

    typeTextPkgBehaviour BEHAVIOUR

         DEFINED AS " ... ";

    ...

        PERMITTED VALUES CnmAsn1Module.GraphicString32

...

"

to

"

...

    typeTextPkgBehaviour BEHAVIOUR

         DEFINED AS " ... "; ;

    ...

        PERMITTED VALUES CnmAsn1Module.GraphicString64

...

"



C63	DR-X162-63 (TD1170 Defect Number: 50)

Clause  9.6.1    Negotiation

Change the incorrect syntax from

"

...

    typeTextPkgBehaviour BEHAVIOUR

         DEFINED AS " ... ";

...

"

�to

"



...

    typeTextPkgBehaviour BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C64	DR-X162-64 (TD1170 Defect Number: 51)

Clause  9.6.2.1    Service Request

Change the incorrect syntax from

"

...

    serviceRequestBehaviour BEHAVIOUR

         DEFINED AS ... deleted.

    serviceRequestDefinition BEHAVIOUR

         DEFINED AS ... performed.;

         serviceRequestDefinition;

...

"

to

"

...

    serviceRequestBehaviour BEHAVIOUR

         DEFINED AS ... deleted.;,

    serviceRequestDefinition BEHAVIOUR

         DEFINED AS ... performed.; ;

...

"



C65	DR-X162-65 (TD1170 Defect Number: 52)

Clause:   10.2.1    CNM User Identifier

                         10.2.2    CNM X.25 Entity Identifier

                         10.2.3    CUG Profile Identifier

                         10.2.5    Hunt Group Profile Identifier

                         10.2.6    MLP Monitored Point Identifier

                         10.2.7    MLP Profile Identifier

                         10.2.9    SLP Profile Identifier

                         10.2.10    X.25 PVC Profile Identifier

                         10.2.11    X.25 Termination Point Identifier

                         10.2.12    X.25 Service Profile Identifier

                         10.2.13    Redirection list identifier

                         10.2.14    X.25 physical connection identifier

Change the incorrect syntax from

"

...

    WITH ATTRIBUTE SYNTAX CnmAsn1Module.GraphicString;

    MATCHES FOR Equality, Substrings;

...

"

to

"

...

    WITH ATTRIBUTE SYNTAX CnmAsn1Module.GraphicStringBase;

    MATCHES FOR EQUALITY, SUBSTRINGS;

...

"



C66	DR-X162-66 (TD1170 Defect Number: 53)

Clause  10.2.8    Service Request Id

Change the incorrect syntax from

"

...

     DERIVED FROM "CCITT Rec. M.3100": NameType;

...

BEHAVIOUR serviceRequestIdBehaviour BEHAVIOUR

          DEFINED AS " ... ";

...

"

to

"

...

     WITH ATTRIBUTE SYNTAX CnmAsn1Module.NameType;

...

BEHAVIOUR serviceRequestIdBehaviour BEHAVIOUR

          DEFINED AS " ... "; ;

...

"



C67	DR-X162-67 (TD1170 Defect Number: 54)

Clause:  10.2.14  X.25 physical connection identifier

Change the incorrect syntax from

"

...

   REGISTERED AS {cnmAttribute x25PhysicalConnectionId(66)};

"

�to

"

...

   REGISTERED AS {cnmAttribute x25PhysicalConnectionId(53)};

"



C68	DR-X162-68 (TD1170 Defect Number: 55)

Clause  10.3.1    Contact List

Change the incorrect syntax from

                        MATCH FOR SET-COMPARISON, SET-INTERSECTION;

...

      BEHAVIOUR

      contactList-B BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

                        MATCHES FOR SET-COMPARISON, SET-INTERSECTION;

...

      BEHAVIOUR

      contactList-B BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C69	DR-X162-69 (TD1170 Defect Number: 56)

Clause:  10.3.2    Interlock Code

Change the incorrect syntax from

"

...

    BEHAVIOUR

    interlockCode-B BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

    BEHAVIOUR

    interlockCode-B BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C70	DR-X162-70 (TD1170 Defect Number: 57)

Clause:  10.3.3    CUG Index

Change the incorrect syntax from

"

...

    BEHAVIOUR

    cugIndex-B BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

    BEHAVIOUR

    cugIndex-B BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C71	DR-X162-71 (TD1170 Defect Number: 58)

Clause:  10.3.4    Customer Title

Change the incorrect syntax from

"

...

    BEHAVIOUR

    customerTitle-B BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

    BEHAVIOUR

    customerTitle-B BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C72	DR-X162-72 (TD1170 Defect Number: 59)

Clause  10.3.5    Customer Types

�Change the incorrect syntax from

"

...

  customerTypes ATTRIBUTES

    WITH ATTRIBUTES SYNTAX CnmAsn1Module.CustomerTypes;

...

"

to

"

...

  customerTypes ATTRIBUTE

    WITH ATTRIBUTE SYNTAX CnmAsn1Module.CustomerTypes;

...

"



C73	DR-X162-73 (TD1170 Defect Number: 60)

Clause  10.3.6    Date Request

Change the incorrect syntax from

"

...

    BEHAVIOUR

    dateRequestBehaviour BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

    BEHAVIOUR

    dateRequestBehaviour BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C74	DR-X162-74 (TD1170 Defect Number: 61)

Clause  10.3.7    DTE Address List

Change the incorrect syntax from

"

...

dTEAddressList

...

"

to

"

...

dTEAddressList   ATTRIBUTE

...

"



C75	DR-X162-75 (TD1170 Defect Number: 62)

Clause   10.3.9    Hunt Group Address

Change the incorrect syntax from

"

...

                WITH ATTRIBUTE SYNTAX NLM.DTEAddress;

...

"

to

"

...

                WITH ATTRIBUTE SYNTAX CnmAsn1Module.DTEAddress;

...

"



C76	DR-X162-76 (TD1170 Defect Number: 63)

Clause   10.3.10    Limit Validity Date

Change the incorrect syntax from

"

...

    BEHAVIOUR

    limitValidityDateBehaviour BEHAVIOUR

    DEFINED AS This date indicates the date when the proposed

    attributes won't be valid anymore,

    negotiationBehaviour BEHAVIOUR

    DEFINED AS The negotiationPkg provides the means for the manager

    and the agent to negotiate the parameters of the request;

  REGISTERED AS {cnmAttribute limitValidityDate(43)};

"

to

"

...

    BEHAVIOUR

    limitValidityDateBehaviour BEHAVIOUR

    DEFINED AS This date indicates the date when the proposed

    attributes won't be valid anymore;;

  REGISTERED AS {cnmAttribute limitValidityDate(43)};

"



C77	DR-X162-77 (TD1170 Defect Number: 64)

Clause  10.3.11    Location Detail

Change the incorrect syntax from

"

...

     REGISTERED AS {cnmAttribute locationID(44)};

...

"

to

"

...

     REGISTERED AS {cnmAttribute locationDetails(44)};

"



C78	DR-X162-78 (TD1170 Defect Number: 65)

Clause   10.3.12    Location ID

Change the incorrect syntax from

"

...

  DERIVED FROM "CCITT Rec. X.721 | ISO/IEC 10165-2": systemID;

...

"

to

"

...

  DERIVED FROM "CCITT Rec. X.721 | ISO/IEC 10165-2": systemId;

...

"



C79	DR-X162-79 (TD1170 Defect Number: 66)

Clause:   10.3.15    MLP Frames Outside Window Guard

               10.3.16    MLP Frames Received

               10.3.17    MLP Frames Sent

Change the incorrect syntax from

"

...

     DERIVED FROM "GMI": nonwrapping64bitCounter;

...

"

to

"

...

     DERIVED FROM "GMI":nonWrapping64BitCounter;

...

"



C80	DR-X162-80 (TD1170 Defect Number: 67)

Clause              10.3.15    MLP Frames Outside Window Guard

                         10.3.16    MLP Frames Received

                         10.3.17    MLP Frames Sent

                         10.3.25    Suborganization object list

                         10.3.26    Status

                         10.3.28    Type text

Change the incorrect syntax from

"

...

    BEHAVIOUR

    xxxBehaviour BEHAVIOUR

         DEFINED AS " ... ";

...

"

to

"

...

    BEHAVIOUR

    xxxBehaviour BEHAVIOUR

         DEFINED AS " ... "; ;

...

"



C81	DR-X162-81 (TD1170 Defect Number: 68)

Clause    10.3.27    Trouble Type PSPDN

Change the incorrect syntax from

"

...

    BEHAVIOUR troubleTypePspdn-B BEHAVIOUR

         DEFINED AS " ... "

    REGISTERED AS {cnmAttribute troubleTypePspdn(63)}

...

"

to

"

...

    BEHAVIOUR troubleTypePspdn-B BEHAVIOUR

         DEFINED AS " ... "; ;

    REGISTERED AS {cnmAttribute troubleTypePspdn(63)};

...

"



C72	DR-X162-72 (TD1170 Defect Number: 69)

Clause   10.3.28    Type Text

Change the incorrect syntax from

"

...

MATCH FOR EQUALITY, SUBSTRINGS;

...

"

to

"

...

MATCHES FOR EQUALITY, SUBSTRINGS;

...

"



C83	DR-X162-83 (TD1170 Defect Number: 70)

Clause    10.3.29    Call redirection list

Change the incorrect syntax from

"

...

  callRedirectionList

      WITH ATTRIBUTE SYNTAX CnmAsn1Module.DTEAddressList;

      MATCHES FOR EQUALITY;

      BEHAVIOUR callRedirectionList-B BEHAVIOUR

      DEFINED AS A set of DTE addresses to be redirected.;;

  REGISTERED AS {cnmAttribute callRedirectionList(67)}

"

to

"

...

  callRedirectionList ATTRIBUTE

      WITH ATTRIBUTE SYNTAX CnmAsn1Module.DTEAddressList;

      MATCHES FOR EQUALITY;

      BEHAVIOUR callRedirectionList-B BEHAVIOUR

      DEFINED AS A set of DTE addresses to be redirected.;;

  REGISTERED AS {cnmAttribute callRedirectionList(67)};

"



C84	DR-X162-84 (TD1170 Defect Number: 71)

Clause    10.3.30    Location pointer

Change the incorrect syntax from

"

�  locationPointer

      WITH ATTRIBUTE SYNTAX OBJECT INSTANCE;

      MATCHES FOR EQUALITY;

      BEHAVIOUR locationPointer-B BEHAVIOUR

      DEFINED AS represents the point where a loop-back point is set.;;

  REGISTERED AS {cnmAttribute locationPointer(68}

"

to

"

  locationPointer  ATTRIBUTE

      WITH ATTRIBUTE SYNTAX CnmAsn1Module.ObjectInstance;

      MATCHES FOR EQUALITY;

      BEHAVIOUR locationPointer-B BEHAVIOUR

      DEFINED AS represents the point where a loop-back point is set.;;

  REGISTERED AS {cnmAttribute locationPointer(68)};

"



C85	DR-X162-85 (TD1170 Defect Number: 72)

Clause    10.3.31    Loop-back status

Change the incorrect syntax from

"

  loopbackStatus

      WITH ATTRIBUTE SYNTAX BOOLEAN;

      MATCHES FOR EQUALITY;

      BEHAVIOUR loopbackStatus-B BEHAVIOUR

      DEFINED AS represents whether or not the loop-back point is set. By

      setting value 'true', the loop-back point is set. By setting value

      'false', the loop-back point is released.;;

   REGISTERED AS {cnmAttribute loop-backStatus(69)}

"

to

"

  loopbackStatus ATTRIBUTE

      WITH ATTRIBUTE SYNTAX CnmAsn1Module.LoopbackStatus;

      MATCHES FOR EQUALITY;

      BEHAVIOUR loopbackStatus-B BEHAVIOUR

      DEFINED AS represents whether or not the loop-back point is set. By

      setting value 'true', the loop-back point is set. By setting value

      'false', the loop-back point is released.;;

   REGISTERED AS {cnmAttribute loop-backStatus(69)};

"



C86	DR-X162-86 (TD1170 Defect Number: 73)

Clause   11.2.1    Invoice report

Change the incorrect syntax from

"

...

    WITH INFORMATION SYNTAX

    invoiceInfo;

...

"

to

"

...

    WITH INFORMATION SYNTAX

    CnmAsn1Module.InvoiceInfo;

...

"



C87	DR-X162-87 (TD1170 Defect Number: 74)

Clause  14 ASN.1 Production Definitions: CnmAsn1Module

Change the incorrect syntax from

"

...

   CnmAsn1Module {itu-t(0) recommendation(0) x(24) 162 cnmAsn1Module(2)

                  version2(2)};

   DEFINITIONS IMPLICIT TAGS ::= BEGIN

...

"

to

"

...

   CnmAsn1Module {itu-t(0) recommendation(0) x(24) 162 cnmAsn1Module(2)

                  version2(2)}

   DEFINITIONS IMPLICIT TAGS ::= BEGIN

...

"



C88	DR-X162-88 (TD1170 Defect Number: 75)

Clause  14 ASN.1 Production Definitions: EXPORTS

Change the incorrect syntax from

"

...

  EXPORTS everything

...

"

to

"

...

  -- EXPORTS everything

...

"



C89	DR-X162-89 (TD1170 Defect Number: 76)

Clause  14 ASN.1 Production Definitions: IMPORTS

Change the incorrect syntax from

"

...

   FROM Attribute-ASN1 Module {joint-iso-ccitt ms(9) smi(3) part2(2)

                               asn1Module(2) 1}

...

"

to

"

...

   FROM Attribute-ASN1Module  {joint-iso-ccitt ms(9) smi(3) part2(2)

                               asn1Module(2) 1}

...

"



C90	DR-X162-90 (TD1170 Defect Number: 77)

Clause  14 ASN.1 Production Definitions: IMPORTS

Change the incorrect syntax from

"

...

   SetInfoStatus, AttributeId, ObjectInstance, ActionArgument,

   CreateArgument, DeleteArgument, GetArgument, SetArgument

     FROM CMIP-1 Module {joint-iso-itu-t ms(9) cmip(1) modules(0)

                         protocol(3)}

...

"

to

"

...

   SetInfoStatus, AttributeId, ObjectClass, ObjectInstance, ActionArgument,

   CreateArgument, DeleteArgument, GetArgument, SetArgument

     FROM CMIP-1 {joint-iso-itu-t ms(9) cmip(1) modules(0) protocol(3)}

...

"



C91	DR-X162-91 (TD1170 Defect Number: 78)

Clause  14 ASN.1 Production Definitions: IMPORTS

Change the incorrect syntax from

"

...

     DTEAddress

...

"

to

"

...

     DTEAddress, LogicalChannelId

...

"



C92	DR-X162-92 (TD1170 Defect Number: 79)

Clause  14 ASN.1 Production Definitions: IMPORTS

Change the incorrect syntax from

"

...

     FROM NLM {joint-iso-itu-t network-layer(15) management(0) nLM(20)

               asn1Module(2) 0} ;

...

"

to

"

...

     FROM NLM {joint-iso-itu-t network-layer (13) management (0) nLM(2)

               asn1Module(2) 0 };

...

"



C93	DR-X162-93 (TD1170 Defect Number: 80)

Clause  14 ASN.1 Production Definitions: defaultInitialResultList

Change the incorrect syntax from

"

...

  defaultInitialResultList    initialResultList    ::={}

...

"

to

"

...

  defaultInitialResultList    ResultList      ::= {}

...

"



C94	DR-X162-94 (TD1170 Defect Number: 81)

Clause  14 ASN.1 Production Definitions: defaultOperationList

Change the incorrect syntax from

"

...

  defaultOperationList        OperationList         := {}

...

"

to

"

...

  defaultOperationList        OperationList         ::= {}

...

"



C95	DR-X162-95 (TD1170 Defect Number: 82)

Clause  14 ASN.1 Production Definitions: defaultProcessingMode

Change the incorrect syntax from

"

...

 defaultProcessingMode ProcessingMode       ::= sequential : NULL

...

"

�to

"

...

 defaultProcessingMode ProcessingMode ::= independent : NULL

...

"



C96	DR-X162-96 (TD1170 Defect Number: 83)

Clause  14 ASN.1 Production Definitions: InitialResultList

Change the incorrect syntax from

"

...

    InitialResultList ResultList            ::= {}

...

"

to

"

...

    initialResultList ResultList            ::= {}

...

"



C97	DR-X162-97 (TD1170 Defect Number: 84)

Clause  14 ASN.1 Production Definitions: ConnectionType

Add the following: 

"

ConnectionType ::= INTEGER {

    unknown(-1),

    other(0)

   }

"



C98	DR-X162-98 (TD1170 Defect Number: 85)

Clause  14 ASN.1 Production Definitions: CustomerType

Change the incorrect syntax from

"

...

  CustomerType    ::= SET OF INTEGER (0..255)

...

"

to

"

...

  CustomerTypes    ::= SET OF INTEGER (0..255)

...

"



C99	DR-X162-99 (TD1170 Defect Number: 86)

Clause  14 ASN.1 Production Definitions: Date

Change the incorrect syntax from

"

...

  Date     ::= SEQUENCE {

      hour     INTEGER (0 .. 23),

      day     INTEGER (1 .. 31),

      month INTEGER (1 .. 12),

      year     INTEGER (0 .. 99)}

...

"

to

"

...

Date ::= GeneralizedTime

...

"



�C100	DR-X162-100 (TD1170 Defect Number: 87)

Clause  14 ASN.1 Production Definitions: GraphicString

Remove the incorrect syntax from

"

...

     GraphicString    ::= GRAPHICSTRING

...

"



C101	DR-X162-101 (TD1170 Defect Number: 88)

Clause  14 ASN.1 Production Definitions: InitialStatus

Change the incorrect syntax from

"

...



     InitialStatus      ::= 0

...

"

to

"

...

     initialStatus  Status    ::= customerAgreement

...

"



C102	DR-X162-102 (TD1170 Defect Number: 89)

Clause  14 ASN.1 Production Definitions: Integer

Change the incorrect syntax from

"

...

Integer    := INTEGER

...

"

to

"

...

Integer   ::= INTEGER

...

"



C103	DR-X162-103 (TD1170 Defect Number: 90)

Clause  14 ASN.1 Production Definitions: InvoiceInfo

Change the incorrect syntax from

"

...

  InvoiceInfo    ::=    SET OF SEQUENCE {

      serviceProviderName    GraphicString

      invoiceData    ANY DEFINED BY serviceProviderName}

...

"

to

"

...

  InvoiceInfo    ::=    SET OF SEQUENCE {

      serviceProviderName    OBJECT IDENTIFIER,

      invoiceData    ANY DEFINED BY serviceProviderName}

...

"



C104	DR-X162-104 (TD1170 Defect Number: 91)

Clause  14 ASN.1 Production Definitions: InvoiceInfo-PacketService

Remove the following: 

"

...

 InvoiceInfo-PacketService ::= InvoiceInfo (WITH COMPONENTS

       {serviceType (packetService)

       usageData (INCLUDES PacketInvoiceData)})

...

"



C105	DR-X162-105 (TD1170 Defect Number: 92)

Clause  14 ASN.1 Production Definitions: LoopbackStatus

Add the following: 

"

...

LoopbackStatus ::= BOOLEAN

...

"



C106	DR-X162-106 (TD1170 Defect Number: 93)

Clause  14 ASN.1 Production Definitions: PacketCompleteType

Change the incorrect syntax from

"

...

  PacketCompleteType ::=     SEQUENCE {

      providerName    [0]IMPLICIT GraphicString,

      originatingAddress    [1]IMPLICIT DTEAddress,

      destinationAddress    [2]IMPLICIT DTEAddress,

      logicalChannel    [3]IMPLICIT LogicalChannel --X.283

      usageMeasurement    [4]IMPLICIT SET OF UsageMeasurement

      connectionType    [5]IMPLICIT ConnectionType,

      reverseChargingIndication    [6]IMPLICIT Boolean}

...

"

to

"

...

  PacketCompleteType ::=     SEQUENCE {

      providerName    [0]IMPLICIT GraphicString,

      originatingAddress    [1]IMPLICIT DTEAddress,

      destinationAddress    [2]IMPLICIT DTEAddress,

      logicalChannel    [3]IMPLICIT LogicalChannelId,  --X.283

      usageMeasurement    [4]IMPLICIT SET OF UsageMeasurement,

      connectionType    [5]IMPLICIT ConnectionType,

      reverseChargingIndication    [6]IMPLICIT Boolean}

...

"



C107	DR-X162-107 (TD1170 Defect Number: 94)

Clause  14 ASN.1 Production Definitions: PacketInterruptType

Change the incorrect syntax from

"

...

  PacketInterruptType ::= SEQUENCE {

    interruptionTime    [0]IMPLICIT GeneralizedTime,

    durationTime    [1]IMPLICIT DurationTime,

    cause    [2]IMPLICIT ENUMERATED {

        unknown(0),

        hostBusy(1),

        systemFailure(2),

        planedMaintenance(3)}

...

"

to

"

...

  PacketInterruptType ::= SEQUENCE {

    interruptionTime    [0]IMPLICIT GeneralizedTime,

    durationTime    [1]IMPLICIT INTEGER(0..MAX),

    cause    [2]IMPLICIT ENUMERATED {

        unknown(0),

        hostBusy(1),

        systemFailure(2),

        planedMaintenance(3)}

    }

...

"



C108	DR-X162-108 (TD1170 Defect Number: 95)

Clause  14 ASN.1 Production Definitions: PacketRegistrationType

Change the incorrect syntax from

"

...

  PacketRegistrationType ::= SET OF CHOICE {

      --  Identification of a user, several types of identifier

      userId    [0]IMPLICIT DTEAddress,

      --  Directory number

      userName    [1]IMPLICIT GraphicString,

      --  user title

      accountId    [2]IMPLICIT NumericString

      --  invoice number }

...

"

to

"

...

  PacketRegistrationType ::= SET OF CHOICE {

      --  Identification of a user, several types of identifier

      userId    [0]IMPLICIT DTEAddress,

      --  Directory number

      userName    [1]IMPLICIT GraphicString,

      --  user title

      accountId    [2]IMPLICIT NumericString

          --  invoice number

     }

...

"



C109	DR-X162-109 (TD1170 Defect Number: 96)

Clause  14 ASN.1 Production Definitions: packetService

Change the incorrect syntax from

"

...

  packetService    OBJECT IDENTIFIER ::= {itu-t(0) recommendation(0)

                                          x(24) 162 miscellaneous(12) 1}

...

"

to

"

...

  packetService    OBJECT IDENTIFIER ::= {itu-t(0) recommendation(0)

                                          x(24) 162 miscellaneous(12) 1}

...

"



C110	DR-X162-110 (TD1170 Defect Number: 97)

Clause  14 ASN.1 Production Definitions: PacketUsageData

Remove the following: 

"

...

   PacketUsageData ::= SEQUENCE {

       registration    [0]PacketRegistrationType,

       complete    [1]PacketCompleteType,

       interrupt    [2]PacketInterruptType    OPTIONAL,

       correspondent    [3]PacketCorrespondingType    OPTIONAL

    --  The other items shown in Recommendation X.742 are not necessary.

   }

...

"



�C111	DR-X162-111 (TD1170 Defect Number: 98)

Clause  14 ASN.1 Production Definitions: PostalAddress

Add the following: 

"

PostalAddress ::= SET OF GraphicString

"



C112	DR-X162-112 (TD1170 Defect Number: 99)

Clause  14 ASN.1 Production Definitions: serviceType

Remove the following: 

"

...

   serviceType ServiceType ::= packetService -- value declaration

...

"



C113	DR-X162-113 (TD1170 Defect Number: 100)

Clause  14 ASN.1 Production Definitions: sRChangeDenied

Change the incorrect syntax from

"

...

  sRChangeDenied    ::= INTEGER {negotiationAlreadyEnded(0)}

...

"

to

"

...

  SRChangeDenied    ::= INTEGER {negotiationAlreadyEnded(0)}

...

"



C114	DR-X162-114 (TD1170 Defect Number: 101)

Clause  14 ASN.1 Production Definitions: suborganizationObjectList

Change the incorrect syntax from

"

...

   suborganizationObjectList    ::=  SEQUENCE OF

...

"

to

"

...

   SuborganizationObjectList    ::=  SEQUENCE OF

...

"



C115	DR-X162-115 (TD1170 Defect Number: 102)

Clause  14 ASN.1 Production Definitions: TroubleTypePspdn type

Change the incorrect syntax from

"

...

  TroubleTypePspdn     ::= CHOICE {

    INTEGER {

    unknown    (0),



    ...



    remoteProcedureError     (201),

    localProcedureError     (202),

    restartIndicationCause    (205),

    remoteProcedureError     (206),    

    localProcedureError     (207)},    

    OBJECT IDENTIFIER}

...

"

�to

"

...

  TroubleTypePspdn     ::= CHOICE {

    integerForm INTEGER {    

    unknown    (0),



    ...



    remoteProcedureError     (201),

    localProcedureError     (202),

    restartIndicationCause    (205)},

    oidForm OBJECT IDENTIFIER}    

...

"



C116	DR-X162-116 (TD1170 Defect Number: 103)

Clause  14 ASN.1 Production Definitions: UsageInfo-PacketService

Remove the following: 

"

...

   UsageInfo-PacketService ::= UsageInfo (WITH COMPONENTS

       {serviceType (packetService)

       usageData (INCLUDES PacketUsageData)})

...

"



C117	DR-X162-117 (TD1170 Defect Number: 104)

Clause  14 ASN.1 Production Definitions: UsageMeasurement

Change the incorrect syntax from

"

...

  UsageMeasurement ::= SEQUENCE {

    serviceClass    [0]ANY DEFINED BY providerName OPTIONAL,

    usageCounterSent    [1]IMPLICIT SET OF UsageCounter,

    usageCounterReceived    [2]IMPLICIT SET OF UsageCounter,

    usageStartTime    [3]IMPLICIT GeneralizedTime,

    usageStopTime    [4]IMPLICIT GeneralizedTime,

    durationTime    [5]IMPLICIT INTEGER -- time in seconds }

...

"

to

"

...

  UsageMeasurement ::= SEQUENCE {

      serviceClass    [0]ANY,

      usageCounterSent    [1]IMPLICIT SET OF UsageCounter,

      usageCounterReceived    [2]IMPLICIT SET OF UsageCounter,

      usageStartTime    [3]IMPLICIT GeneralizedTime,

      usageStopTime    [4]IMPLICIT GeneralizedTime,

      durationTime    [5]IMPLICIT INTEGER -- time in seconds }

...

"

�APPENDIX A	CNM Defect Report Register



The defects reported to date are listed below. The status of each is indicated according to the classification outlined below:



O	Open

	- Discussion still open within the Defect Resolution Group

	- No solution included in this version of Implementor's Guide



A	Agreed

	- Proposed solution agreed by the Defect Resolution Group

	- Pending approval by affected Study Group



C	Completed

	- Amendment approved by affected Study Group (if appropriate)

	- Final resolution reflected in this version of Implementor's Guide



P	Published

	- change included in published version



R	Rejected

	- as a defect (may be misinterpretation, request for extension or have already been corrected in subsequent version of text)



W	Withdrawn

	- Defect report withdrawn by source.



� TABLE 1	Defect Registration for ITU-T Recommendation X.162

status�Defect Number�source�guide

entry�related defect report�Subject Matter������1997-2000���C�DR-X162-1�Q.5/7 �C1�TD1058 Defect Number 1�Editorial��C�DR-X162-2�Q.5/7 �C2�TD1058 Defect Number 2�Editorial��C�DR-X162-3�Q.5/7 �C3�TD1058 Defect Number 3�Editorial��C�DR-X162-4�Q.5/7 �C4�TD1058 Defect Number 4�Editorial��C�DR-X162-5�Q.5/7 �C5�TD1058 Defect Number 5�Editorial��C�DR-X162-6�Q.5/7 �C6�TD1058 Defect Number 6�Editorial��C�DR-X162-7�Q.5/7 �C7�TD1058 Defect Number 10�Editorial��C�DR-X162-8�Q.5/7 �C8�TD1058 Defect Number 11�Editorial��C�DR-X162-9�Q.5/7 �C9�TD1058 Defect Number 12�Editorial��C�DR-X162-10�Q.5/7 �C10�TD1058 Defect Number 13�Editorial��C�DR-X162-11�Q.5/7 �C11�TD1058 Defect Number 14�Editorial��C�DR-X162-12�NMF�C12�D114 Defect Number 31,33,35�Editorial��C�DR-X162-13�Q.5/7 �C13�TD1170 Defect Number0�Editorial��C�DR-X162-14�Q.5/7 �C14�TD1170 Defect Number1�Editorial��C�DR-X162-15�Q.5/7 �C15�TD1170 Defect Number2�Editorial��C�DR-X162-16�Q.5/7 �C16�TD1170 Defect Number3�Editorial��C�DR-X162-17�Q.5/7 �C17�TD1170 Defect Number4�Editorial��C�DR-X162-18�Q.5/7 �C18�TD1170 Defect Number5�Editorial��C�DR-X162-19�Q.5/7 �C19�TD1170 Defect Number6�Editorial��C�DR-X162-20�Q.5/7 �C20�TD1170 Defect Number7�Editorial��C�DR-X162-21�Q.5/7 �C21�TD1170 Defect Number8�Editorial��C�DR-X162-22�Q.5/7 �C22�TD1170 Defect Number9�Editorial��C�DR-X162-23�Q.5/7 �C23�TD1170 Defect Number10�Editorial��C�DR-X162-24�Q.5/7 �C24�TD1170 Defect Number11�Editorial��C�DR-X162-25�Q.5/7 �C25�TD1170 Defect Number12�Editorial��C�DR-X162-26�Q.5/7 �C26�TD1170 Defect Number13�Editorial��C�DR-X162-27�Q.5/7 �C27�TD1170 Defect Number14�Editorial��C�DR-X162-28�Q.5/7 �C28�TD1170 Defect Number15�Editorial��C�DR-X162-29�Q.5/7 �C29�TD1170 Defect Number16�Editorial��C�DR-X162-30�Q.5/7 �C30�TD1170 Defect Number17�Editorial��C�DR-X162-31�Q.5/7 �C31�TD1170 Defect Number18�Editorial��C�DR-X162-32�Q.5/7 �C32�TD1170 Defect Number19�Editorial��C�DR-X162-33�Q.5/7 �C33�TD1170 Defect Number20�Editorial��C�DR-X162-34�Q.5/7 �C34�TD1170 Defect Number21�Editorial��C�DR-X162-35�Q.5/7 �C35�TD1170 Defect Number22�Editorial��C�DR-X162-36�Q.5/7 �C36�TD1170 Defect Number23�Editorial��C�DR-X162-37�Q.5/7 �C37�TD1170 Defect Number24�Editorial��C�DR-X162-38�Q.5/7 �C38�TD1170 Defect Number25�Editorial��C�DR-X162-39�Q.5/7 �C39�TD1170 Defect Number26�Editorial��C�DR-X162-40�Q.5/7 �C40�TD1170 Defect Number27�Editorial��C�DR-X162-41�Q.5/7 �C41�TD1170 Defect Number28�Editorial��C�DR-X162-42�Q.5/7 �C42�TD1170 Defect Number29�Editorial��C�DR-X162-43�Q.5/7 �C43�TD1170 Defect Number30�Editorial��C�DR-X162-44�Q.5/7 �C44�TD1170 Defect Number31�Editorial��C�DR-X162-45�Q.5/7 �C45�TD1170 Defect Number32�Editorial��C�DR-X162-46�Q.5/7 �C46�TD1170 Defect Number33�Editorial��C�DR-X162-47�Q.5/7 �C47�TD1170 Defect Number34�Editorial��C�DR-X162-48�Q.5/7 �C48�TD1170 Defect Number35�Editorial��C�DR-X162-49�Q.5/7 �C49�TD1170 Defect Number36�Editorial��C�DR-X162-50�Q.5/7 �C50�TD1170 Defect Number37�Editorial��C�DR-X162-51�Q.5/7 �C51�TD1170 Defect Number38�Editorial��C�DR-X162-52�Q.5/7 �C52�TD1170 Defect Number39�Editorial��C�DR-X162-53�Q.5/7 �C53�TD1170 Defect Number40�Editorial��C�DR-X162-54�Q.5/7 �C54�TD1170 Defect Number41�Editorial��C�DR-X162-55�Q.5/7 �C55�TD1170 Defect Number42�Editorial��C�DR-X162-56�Q.5/7 �C56�TD1170 Defect Number43�Editorial��C�DR-X162-57�Q.5/7 �C57�TD1170 Defect Number44�Editorial��C�DR-X162-58�Q.5/7 �C58�TD1170 Defect Number45�Editorial��C�DR-X162-59�Q.5/7 �C59�TD1170 Defect Number46�Editorial��C�DR-X162-60�Q.5/7 �C60�TD1170 Defect Number47�Editorial��C�DR-X162-61�Q.5/7 �C61�TD1170 Defect Number48�Editorial��C�DR-X162-62�Q.5/7 �C62�TD1170 Defect Number49�Editorial��C�DR-X162-63�Q.5/7 �C63�TD1170 Defect Number50�Editorial��C�DR-X162-64�Q.5/7 �C64�TD1170 Defect Number51�Editorial��C�DR-X162-65�Q.5/7 �C65�TD1170 Defect Number52�Editorial��C�DR-X162-66�Q.5/7 �C66�TD1170 Defect Number53�Editorial��C�DR-X162-67�Q.5/7 �C67�TD1170 Defect Number54�Editorial��C�DR-X162-68�Q.5/7 �C68�TD1170 Defect Number55�Editorial��C�DR-X162-69�Q.5/7 �C69�TD1170 Defect Number56�Editorial��C�DR-X162-70�Q.5/7 �C70�TD1170 Defect Number57�Editorial��C�DR-X162-71�Q.5/7 �C71�TD1170 Defect Number58�Editorial��C�DR-X162-72�Q.5/7 �C72�TD1170 Defect Number59�Editorial��C�DR-X162-73�Q.5/7 �C73�TD1170 Defect Number60�Editorial��C�DR-X162-74�Q.5/7 �C74�TD1170 Defect Number61�Editorial��C�DR-X162-75�Q.5/7 �C75�TD1170 Defect Number62�Editorial��C�DR-X162-76�Q.5/7 �C76�TD1170 Defect Number63�Editorial��C�DR-X162-77�Q.5/7 �C77�TD1170 Defect Number64�Editorial��C�DR-X162-78�Q.5/7 �C78�TD1170 Defect Number65�Editorial��C�DR-X162-79�Q.5/7 �C79�TD1170 Defect Number66�Editorial��C�DR-X162-80�Q.5/7 �C80�TD1170 Defect Number67�Editorial��C�DR-X162-81�Q.5/7 �C81�TD1170 Defect Number68�Editorial��C�DR-X162-82�Q.5/7 �C82�TD1170 Defect Number69�Editorial��C�DR-X162-83�Q.5/7 �C83�TD1170 Defect Number70�Editorial��C�DR-X162-84�Q.5/7 �C84�TD1170 Defect Number71�Editorial��C�DR-X162-85�Q.5/7 �C85�TD1170 Defect Number72�Editorial��C�DR-X162-86�Q.5/7 �C86�TD1170 Defect Number73�Editorial��C�DR-X162-87�Q.5/7 �C87�TD1170 Defect Number74�Editorial��C�DR-X162-88�Q.5/7 �C88�TD1170 Defect Number75�Editorial��C�DR-X162-89�Q.5/7 �C89�TD1170 Defect Number76�Editorial��C�DR-X162-90�Q.5/7 �C90�TD1170 Defect Number77�Editorial��C�DR-X162-91�Q.5/7 �C91�TD1170 Defect Number78�Editorial��C�DR-X162-92�Q.5/7 �C92�TD1170 Defect Number79�Editorial��C�DR-X162-93�Q.5/7 �C93�TD1170 Defect Number80�Editorial��C�DR-X162-94�Q.5/7 �C94�TD1170 Defect Number81�Editorial��C�DR-X162-95�Q.5/7 �C95�TD1170 Defect Number82�Editorial��C�DR-X162-96�Q.5/7 �C96�TD1170 Defect Number83�Editorial��C�DR-X162-97�Q.5/7 �C97�TD1170 Defect Number84�Editorial��C�DR-X162-98�Q.5/7 �C98�TD1170 Defect Number85�Editorial��C�DR-X162-99�Q.5/7 �C99�TD1170 Defect Number86�Editorial��C�DR-X162-100�Q.5/7 �C010�TD1170 Defect Number87�Editorial��C�DR-X162-101�Q.5/7 �C101�TD1170 Defect Number88�Editorial��C�DR-X162-102�Q.5/7 �C102�TD1170 Defect Number89�Editorial��C�DR-X162-103�Q.5/7 �C103�TD1170 Defect Number90�Editorial��C�DR-X162-104�Q.5/7 �C104�TD1170 Defect Number91�Editorial��C�DR-X162-105�Q.5/7 �C105�TD1170 Defect Number92�Editorial��C�DR-X162-106�Q.5/7 �C106�TD1170 Defect Number93�Editorial��C�DR-X162-107�Q.5/7 �C107�TD1170 Defect Number94�Editorial��C�DR-X162-108�Q.5/7 �C108�TD1170 Defect Number95�Editorial��C�DR-X162-109�Q.5/7 �C109�TD1170 Defect Number96�Editorial��C�DR-X162-110�Q.5/7 �C110�TD1170 Defect Number97�Editorial��C�DR-X162-111�Q.5/7 �C111�TD1170 Defect Number98�Editorial��C�DR-X162-112�Q.5/7 �C112�TD1170 Defect Number99�Editorial��C�DR-X162-113�Q.5/7 �C113�TD1170 Defect Number100�Editorial��C�DR-X162-114�Q.5/7 �C114�TD1170 Defect Number101�Editorial��C�DR-X162-115�Q.5/7 �C115�TD1170 Defect Number102�Editorial��C�DR-X162-116�Q.5/7 �C116�TD1170 Defect Number103�Editorial��C�DR-X162-117�Q.5/7 �C117�TD1170 Defect Number104�Editorial����������������



�APPENDIX B	CNM Defect Report Form



1.	Defect Report Number:	Recommendation code/numeric



2.	Source:			country, member etc.

					Note: filled out by the defect report submitted



3.	Addressed to:			Defect editors group reference

					Note: filled out by the defect report submitted



4.	(a)ITU-T TSB:			administrative body reference

	(b)ITU-T WP:

					Note: filled out by the defect report submitted



5.	Date circulated by		date

	administrative body:		Note: filled out by the TSB or WP



6.	Deadline for response		date

	from editor:			Note: determined by the defect resolution group



7.	Defect report concerning:	Recommendation number and publication date

					Note: filled out by the defect report submitted



8.	Qualifier:			editorial/minor/major

					Note: filled out by the defect report submitted



9.	Reference in document:	clause number

					Note: filled out by the defect report submitted



10.	Nature of defect:		complete, concise explanation of the 

						perceived problem

					Note: filled out by the defect report submitted



11.	Solution proposed by 	optional

	source;



12.	Editors response: 

	any material proposed for processing as an erratum to, an amendment to or a commentary on the final Recommendation text. This will be included in Chapter 3 of a later version of this document.

______________________

____________________
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*Contact: �Hiroshi SUNAGA, Japan�Tel:	+81-422-59-4003

Fax:	+81-422-59-3494

E-mail: sunaga@nttssl.nslab.ntt.co.jp (Mac)

            sun@nttssl.nslab.ntt.co.jp (Windows)��








