IPCablecom and Cable Modem Recommendation Sources
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This table is intended to assist understanding of the status of international cable modem and IPCablecom standards. It does not have the status of an approved document, may contain errors, and is for information only.

The rows are in numeric order of the ITU-T Recommendations.
Further information:

For ITU-T see www.itu.int/ITU-T/studygroups/index.html specifically /sg9 for J series recommendations. 

For ETSI see www.ETSI.org
For SCTE see www.scte.org
For JCTEA see www.catv.or.jp
For DOCSIS™ see www.cablemodem.com 

For PacketCable™ see www.packetcable.com
For details not covered on any of these sites, or to make any necessary corrections to this summary, please use the contacts named below.
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	Topic
	ITU-T Recommendation
	ETSI Standard
	ANSI/SCTE Standard
	JCTEA Standard
	Main sources

	Cable modem (DAVIC/DVB)
	J.112A, 2001 [1]
	ES 200 800 v1.3.1, 2001 [2]
	Not applicable
	Not applicable
	[1] DVB A023r1, 1999

[2] DVB A023r2, 2002

	Cable modem (DOCSIS™ 1st gen.)
	J.112B (Radio Frequency Interface part), last amended 2001, with Implementors Guide 2003 [3]
	ES 201 488-2 v1.2.1, 2002 [2]
	ANSI/SCTE 23-1, 2002 [1]
	JCTEA STD-005-1.1, 2002  part 2
	[1] DOCSIS™ 1.1 RFI I05, 2000

[2] DOCSIS™ 1.1 RFI I08, 2002

[3] DOCSIS™ 1.1 RFI I09, 2002

	Cable modem privacy
	J.112B (Baseline Privacy Plus  part), amended 2001, with Implementors Guide 2003 [3]
	ES 201 488-3 v1.2.1, 2002 [2]
	ANSI/SCTE 23-2, 2002 [2]
	None
	[1] DOCSIS™ 1.1 BPI+ I06, 2000

[2] DOCSIS™ 1.1 BPI+ I08, 2002

[3] DOCSIS™ 1.1 RFI I09, 2002

	Cable Modem (Japan)
	J.112C, last amended 2002 [1]
	Not applicable
	Not applicable
	JCTEA STD-005-1.1, 2002 part 1
	[1] DOCSIS™ 1.1 RFI I05, 2000



	Cable modem (DOCSIS™ 2nd gen.)
	J.122, 2002 [1]
	None
	None
	JCTEA STD-005-2.0, 2003
	[1] DOCSIS™ 2.0 RFI I02, 2002

[2] DOCSIS™ 2.0 RFI I03, 2002

	Architecture
	J.160, 2002 [1]
	TS 101 909-2 v1.2.1 , 2002 [1]
	ANSI/SCTE 24-1, 2001 [1]
	None
	[1] PacketCable™ 1.0 Technical Report arch I01, 1999

	Audio codec
	J.161, 2001 [1]
	TS 101 909-3 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-2, 2001 [1]
	None
	[1] PacketCable ™ 1.0 codecC I01, 1999

	Network Control Signalling
	J.162, last amended 2002 [1]
	TS 101 909-4 v1.3.1 , 2002 [2]
	ANSI/SCTE 24-3, 2001 [1]
	None
	[1] PacketCable ™ 1.0 mgcp I02, 1999

[2] PacketCable ™ 1.0 MGCP I04, 2001 

	Dynamic QoS
	J.163, 2001 [1]
	TS 101 909-5 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-4, 2001 [1]
	None
	[1] PacketCable ™ 1.0 dqos I02, 2000

	Event messages
	J.164, 2001 [1]
	TS 101 909-10 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-9, 2001 [1]
	None
	[1] PacketCable ™ 1.0 em I01, 1999

	Internet Signalling Transport Protocol
	J.165, last amended 2003 [1]
	TS 101 909-12 v1.1.1 , 2002 [1]
	ANSI/SCTE 24-11, 2001 [1]
	None
	[1] PacketCable ™ 1.0 istp I01, 1999

	MIB framework
	J.166, 2001 [1]
	TS 101 909-7 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-6, 2001 [1]
	None
	[1] PacketCable ™ 1.0 mibs I01, 1999

	MTA device provisioning
	J.167, 2001 [1]
	TS 101 909-6 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-5, 2001 [1]
	None
	[1] PacketCable ™ 1.0 prov I01, 1999

	MTA MIB
	J.168, 2001 [1]
	TS 101 909-8 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-7, 2001 [1]
	None
	[1] PacketCable ™ 1.0 mib-mta I01, 1999

	Signalling MIB
	J.169, 2001 [1]
	TS 101 909-9 v1.1.1 , 2001 [1]
	ANSI/SCTE 24-8, 2001 [1]
	None
	[1] PacketCable ™ 1.0 mib-sig I01, 1999

	Security
	J.170, 2002 [1]
	TS 101 909-11 v1.2.1 , 2002 [1]
	ANSI/SCTE 24-10, 2002 [2]
	None
	[1] PacketCable ™ 1.0 sec I04, 2001

[2] PacketCable ™ 1.0 sec I05, 2002

	Trunking Gateway Control Protocol
	J.171, last amended 2003 [1, 2]
	TS 101 909-13-1 v1.1.1 , 2002 [1, 3]

TS 101 909-13-2 v1.1.2 , 2002 [1]
	ANSI/SCTE 24-12, 2001 [1]
	None
	[1] PacketCable ™ 1.0 tgcp I01, 1999

[2] PacketCable ™ 1.0 sec I04, 2002

[3] ITU-T Rec. H.248

	Management event mechanism
	J.172, 2002 [1]
	TS 101 909-22 v1.1.1 , 2002 [1]
	ANSI/SCTE 24-16, 2002 [1]
	None
	[1] PacketCable ™ 1.1 mem I01, 2000

	Embedded MTA primary line support
	J.173, 2002 [1]
	TS 101 909-18 v1.1.1 , 2002 [1]
	ANSI/SCTE 24-14, 2002 [1]
	None
	[1] PacketCable ™ 1.1 emta-primary I01, 2000

	Inter-domain QoS
	J.174, 2002 [1]
	TS 101 909-17 v1.1.1 , 2002 [1]
	ANSI/SCTE 24-15, 2002 [1]
	None
	[1] PacketCable ™ 1.2 iqos I01, 2000

	Audio server
	J.175, 2002 [1]
	TS 101 909-19-1 v1.1.1 , 2002 [2]

TS 101 909-19-2 v1.1.1 , 2002 [1]
	ANSI/SCTE 24-17, 2002 [1]
	None
	[1] PacketCable ™ 1.1 asp I02, 2001

[2] ITU-T Rec. H.248

	Management event message MIB
	J.176, 2002 [1]
	None
	None
	None
	[1] PacketCable ™ 1.1 evemib I01, 2002

	Call management server provisioning
	J.177, 2003 [1]
	None
	None
	None
	[1] PacketCable ™ 1.3 cmsprov I01, 2002

	Call management server signalling
	J.178, 2003 [1]
	None
	None
	None
	[1] PacketCable ™ 1.2 cmss I02, 2002


