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	SIXTH REPORT FROM WORKING GROUP 4B TO COMMITTEE 4

	CORRECTIVE ACTION CONCERNING INCONSISTENCIES 
AND OBSOLETE PARTS OF THE RADIO REGULATIONS


Working Group 4B considered inconsistencies and obsolete parts in the 1998 edition of the Radio Regulations. The Working Group agreed, that the appropriate changes as given in the following be made.


A. ALLISON


Chairperson of Working Group 4B


Box 68

ARTICLE  S5
Frequency allocations

MOD

S5.50

5)
The footnote references which appear in the Table below the allocated service or services apply to more than one of the allocated services, or to the whole of the allocation concerned.

SUP

S5.81

MOD

200-495 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	415-435

MARITIME MOBILE  S5.79
AERONAUTICAL
RADIONAVIGATION

S5.72
	415-495




MARITIME MOBILE  S5.79  S5.79A



Aeronautical radionavigation  S5.80


	435-495

MARITIME MOBILE  S5.79  S5.79A
Aeronautical radionavigation
	

	S5.72  S5.82
	


S5.77  S5.78  S5.82


MOD

495-1 800 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	505-526.5

MARITIME MOBILE  S5.79  S5.79A  S5.84
AERONAUTICAL
RADIONAVIGATION
	505-510

MARITIME MOBILE  S5.79



	505-526.5

MARITIME MOBILE  S5.79  S5.79A  S5.84
AERONAUTICAL
RADIONAVIGATION

Aeronautical mobile

	
	510-525

MOBILE  S5.79A  S5.84  

AERONAUTICAL
RADIONAVIGATION
	Land mobile

	S5.72
	525-535
	


SUP

S5.120

MOD

3 230-5 003 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	3 500-3 800

AMATEUR
FIXED

MOBILE except aeronautical
mobile
	3 500-3 750

AMATEUR
S5.119
	3 500-3 900

AMATEUR
FIXED

MOBILE

	S5.92
	3 750-4 000
	

	3 800-3 900

FIXED

AERONAUTICAL MOBILE (OR)

LAND MOBILE
	AMATEUR
FIXED

MOBILE except aeronautical
mobile (R)
	

	3 900-3 950

AERONAUTICAL MOBILE (OR)

S5.123
	
	3 900-3 950

AERONAUTICAL MOBILE

BROADCASTING

	3 950-4 000

FIXED

BROADCASTING
	
	3 950-4 000

FIXED

BROADCASTING

	
	S5.122  S5.124  S5.125
	S5.126


MOD

5 003-7 350 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	7 000-7 100
AMATEUR




AMATEUR-SATELLITE





S5.140  S5.141

	7 100-7 300

BROADCASTING
	7 100-7 300

AMATEUR
S5.142
	7 100-7 300

BROADCASTING


MOD

7 350-13 360 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	10 100-10 150
FIXED





Amateur


MOD

13 360-18 030 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	14 000-14 250
AMATEUR




AMATEUR-SATELLITE

	14 250-14 350
AMATEUR




S5.152


MOD

18 030-23 350 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	18 068-18 168
AMATEUR




AMATEUR-SATELLITE





S5.154

	21 000-21 450
AMATEUR




AMATEUR-SATELLITE


MOD

23 350-27 500 kHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	24 890-24 990
AMATEUR




AMATEUR-SATELLITE


MOD

47-75.2 MHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	47-68
BROADCASTING
	47-50

FIXED

MOBILE
	47-50

FIXED

MOBILE

BROADCASTING

ADD S5.162A

	
	50-54



AMATEUR



S5.166  S5.167  S5.168  S5.170  ADD S5.162A

	
	54-68

BROADCASTING

Fixed

Mobile
	54-68

FIXED

MOBILE

BROADCASTING
ADD S5.162A

	S5.162A  S5.163  S5.164  S5.165  
S5.169  S5.171
	
S5.172
	


MOD

137.175-148 MHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	144-146

AMATEUR




AMATEUR-SATELLITE





S5.216


MOD

75.2-137.175 MHz
	Allocation to services

	Region 1
	Region 2
	Region 3

	75.2-87.5

FIXED

MOBILE except aeronautical
mobile
	75.2-75.4



FIXED



MOBILE



S5.179

	
	75.4-76

FIXED

MOBILE
	75.4-87

FIXED

MOBILE

	
	76-88

BROADCASTING

Fixed
	S5.182  S5.183  S5.188

	S5.175  S5.179  S5.184  S5.187
	Mobile
	87-100

FIXED

	87.5-100

BROADCASTING
	S5.185
	MOBILE

BROADCASTING

	S5.190
	88-100

BROADCASTING
	


MOD

410-470 MHz

	Allocation to services

	Region 1
	Region 2
	Region 3


	455-456

FIXED

MOBILE
	455-456

FIXED

MOBILE

MOBILE-SATELLITE
(Earth-to-space)  S5.286A  S5.286B  S5.286C
	455-456

FIXED

MOBILE

	S5.209  S5.271  S5.286A  S5.286B  
S5.286C  S5.286E
	
S5.209 
	S5.209  S5.271  S5.286A  S5.286B  S5.286C  S5.286E


	459-460

FIXED

MOBILE
	459-460

FIXED

MOBILE

MOBILE-SATELLITE
(Earth-to-space)  S5.286A  S5.286B  S5.286C
	459-460

FIXED

MOBILE

	S5.209  S5.271  S5.286A  S5.286B  S5.286C  S5.286E
	
S5.209
	S5.209  S5.271  S5.286A  S5.286B  S5.286C  S5.286E


MOD

4 800-5 830 MHz

	Allocation to services

	Region 1
	Region 2
	Region 3

	5 150-5 250
AERONAUTICAL RADIONAVIGATION





FIXED-SATELLITE (Earth-to-space)  S5.447A




S5.446  S5.447  S5.447B  S5.447C


MOD

S5.536A
Administrations installing earth exploration-satellite earth stations cannot claim protection from stations in the fixed and mobile services operated by neighbouring administrations. In addition, earth stations operating in the earth exploration-satellite service should take into account Recommendation ITU‑R SA.1278.

ARTICLE  S14
Procedure for the review of a finding or other decision of the Bureau

MOD

S14.6
The decision of the Board on the review, to be taken in accordance with the Convention, shall be regarded as final in so far as the Bureau and the Board are concerned. That decision, together with the supporting information, shall be published as under No. S14.4. If this review results in a modification to a finding previously formulated by the Bureau, the Bureau shall re-apply the relevant steps of the procedure under which the previous finding had been formulated, including, if appropriate, removal of the corresponding entries from the Master Register or any consequential effect on notices subsequently received by the Bureau. However, if the administration which requested the review disagrees with the Board’s decision it may raise the matter at a world radiocommunication conference.

ARTICLE  S20
Service documents

SUP

S20.11

APPENDIX  S4
Consolidated list and tables of characteristics for use in the 
application of the procedures of Chapter SIII

ANNEX  1A

List of characteristics of stations in the terrestrial services1
MOD

ITEM  B  –  Notifying administration

Symbol of the notifying administration.

MOD

ITEM  SYNC  –  Synchronized network

Symbol followed by the identification of the network, if the station concerned by the assignment pertains to a synchronized network.

ADD

ITEM  1AA  –  Usable frequency range

For MF/HF adaptive systems, the difference between the maximum and minimum assignable frequencies of a distinct frequency band.

SUP

ITEM 1D

MOD

ITEM  1E  –  Frequency offset, in terms of the line frequency
The carrier frequency offset expressed as a multiple of 1/12 of the line frequency of the television system concerned, expressed by a number (positive or negative).

ADD

ITEM  1E1  –  Frequency offset, kHz

The carrier frequency offset, in kHz, expressed by a number (positive or negative).

SUP

ITEM 1H

MOD

ITEM  3A  –  Call sign or station identification

The call sign or other identification used in accordance with Article S19.

MOD

ITEM  4A  –  Name of the location of the transmitting station

The name of the locality by which the transmitting station is known or in which it is situated.

MOD

ITEM  4B  –  Country or geographical area

Symbol of the geographical area in which the station is located. 

SUP

ITEM 4F

MOD

ITEM  5A  –  Name of the location of the receiving station

The name of the locality by which the receiving station is known or in which it is situated.

MOD

ITEM  5B  –  Country or geographical area

Symbol of the geographical area in which the receiving station is located.

ADD

ITEM  7A1  –  Frequency stability

Frequency stability for analogue television (RELAXED, NORMAL or PRECISION).

MOD

ITEM  7AA  –  Type of modulation

For HF broadcasting stations in their exclusive bands, a symbol which specifies the use of DSB, SSB or any new broadcasting techniques recommended by ITU-R.

ADD

ITEM 7B1 – Adjacent channel protection ratio

For assignments to stations of the broadcasting service covered by the LF/MF Broadcasting Agreement (Regions 1 and 3) (Geneva, 1975), the protection ratio (dB) to be used for adjacent channel interference calculations.

MOD

ITEM  7D  –  Transmission system

Symbol corresponding to the transmission system for an assignment to a VHF sound broadcasting station.

MOD

ITEM  8A  –  Power delivered to the antenna
The power delivered to the antenna transmission line expressed in dBW with the exception of LF/MF sound broadcasting for which the power delivered to the antenna shall be expressed in kW.

MOD

ITEM  8B  –  Radiated power (dBW)

The radiated power expressed in dBW in one of the forms described in Nos. S1.161 to S1.163.
ADD

ITEM 8BA  –  Range of power control

In the case of systems where automatic power control is applied, the range of power control (dB) above the nominal power indicated in 8B.

MOD

ITEM  8BH  –  Maximum effective radiated power (dBW) – horizontal

The maximum effective radiated power of the horizontally polarized component (for VHF sound broadcasting (BC) and VHF/UHF television broadcasting (BT) assignments).

MOD

ITEM  8BV  –  Maximum effective radiated power (dBW) – vertical

The maximum effective radiated power of the vertically polarized component (for VHF sound broadcasting (BC) and VHF/UHF television broadcasting (BT) assignments).

MOD

ITEM  8D  –  Vision/sound power ratio

Vision/sound carrier power ratio for VHF/UHF analogue television broadcasting (BT) assignments.

MOD

ITEM  9A  –  Azimuth of maximum radiation

For a directional transmitting antenna, the azimuth of maximum radiation of the transmitting antenna in degrees (clockwise) from True North.

MOD

ITEM  9AA  –  Central azimuth of augmentation

The central azimuth of the augmentation (centre of the span) in degrees for an assignment to an MF broadcasting station in Region 2.

MOD

ITEM  9CA  –  Total span of augmentation

The total span of the augmentation in degrees for an assignment to an MF broadcasting station in Region 2.

SUP

ITEM  9H

MOD

ITEM  9I  –  Maximum radiation or r.m.s. value of radiation
The maximum radiation, in dB relative to a cymomotive force (c.m.f.) of 300 V or an effective monopole radiated power (e.m.r.p.) of 1 kW, determined from the nominal power of the transmitter and the theoretical gain of the antenna without allowing for miscellaneous losses.
For assignments to stations of the broadcasting service covered by the MF Broadcasting Agreement (Region 2) (Rio de Janeiro, 1981), the product of the r.m.s. characteristic field strength, calculated in the horizontal plane, and the square root of the power.
ADD

ITEM  9L  –  Maximum effective radiated power (dB(kW))

The maximum effective radiated power, expressed in dB relative to an e.r.p. of 1 kW on a short vertical antenna.

SUP

ITEM  9N

MOD

ITEM  9NH  –
Attenuation (dB) of the horizontally polarized component at different azimuths

The value of attenuation of the horizontally polarized component in the horizontal plane at different azimuths, with respect to the maximum e.r.p. of this component, express in dB.

MOD

ITEM  9NV  –  Attenuation (dB) of the vertically polarized component at different azimuths

The value of attenuation of the vertically polarized component in the horizontal plane at different azimuths, with respect to the maximum e.r.p. of this component, expressed in dB.

MOD

ITEM  9Q  –  Type of antenna

Symbol designating a simple vertical antenna or any other antenna. 

MOD

ITEM  9R  –  Slew angle

For HF broadcasting stations in their exclusive bands, the slew angle represents the difference between the azimuth of maximum radiation and the direction of unslewed radiation.

MOD

ITEM  9T3  –  Phase difference of the field

The positive or negative phase difference in the tower field with respect to the field of the reference tower, in degrees.

SUP

ITEM  9T6

MOD

ITEMS  9T9A to 9T9D  –  Description of top-loaded or sectionalized tower

Description of top-loaded or sectionalized towers, in accordance with RJ81 Agreement.

SUP

ITEM  10A

MOD

ITEM  10CA  –  Start date

For HF broadcasting stations in their exclusive bands, used in the case that the requirement starts after the start of the schedule.

MOD

ITEM  10CB  –  Stop date

For HF broadcasting stations in their exclusive bands, used in the case that the requirement stops before the end of the schedule. 

MOD

ITEM  10CC  –  Days of operation

For HF broadcasting stations in their exclusive bands, used when the station does not transmit every day of the week.

MOD

ITEM  11  –  Coordination with other administrations

Symbol of the administration with which coordination has been effected and the provision (No. of the Radio Regulations, regional agreement, or other arrangement) requiring such coordination.

SUP

ANNEX  1B

Table of characteristics to be submitted for stations in the terrestrial services

ADD

ANNEX  1B

Table of characteristics to be submitted for stations in the terrestrial services

	Notice
type
	T01
	T02
	T03
	T04
	T11
	T12
	T13
	T14
	T15
	T16
	T17
	AR S12
	Notice
type

	Item No.
	BC
	BT
	BC
	BC
	FX
	AL, BC1, FA, FB, FC, FL, FP, LR, OE, RN, SS
	FD, FG, SM
	NL
	AM, MA, ML, MO, MR, MS, NR, OD, SA
	RM
	AL2, FA3, FB3, FC2, FD2, FG2, FL, FP, FX3, LR, NL2, OE, RN, SM, SS
	FC4
	AL5, FC5
	FX
	FA, FB, FC2, FD2, FG2, FL, FP
	BC
	Item No.

	B
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	B

	SYNC
	
	
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	
	SYNC

	1A
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	
	X
	X
	X
	X
	1A

	1AA
	
	
	
	
	
	
	
	
	
	
	
	
	
	X
	X
	
	1AA

	1B
	
	
	
	
	+
	+
	+
	+
	+
	+
	+
	
	+
	+
	+
	
	1B

	1C
	
	
	
	
	
	+
	
	
	
	
	
	*6
	
	
	
	O
	1C

	1E
	
	*7,13
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	1E

	1E1
	
	*7, 13
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	1E1

	1G
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	O
	1G

	1X
	
	
	
	
	
	
	
	
	
	
	
	*6
	O
	
	
	
	1X

	1Y
	
	
	
	
	
	
	
	
	
	
	
	O
	
	
	
	
	1Y

	1Z
	
	
	
	
	
	
	
	
	
	
	
	+
	
	
	
	
	1Z

	2C
	+
	+
	+
	+
	X
	X
	X
	X
	X
	X
	X
	X
	
	X
	X
	
	2C

	3A
	O
	O
	O
	O
	+
	+
	X
	O
	
	
	
	
	
	+
	X
	O
	3A

	X  Mandatory
*  One of the items
+  Required in specific cases
O  Optional


Table of characteristics to be submitted for stations in the terrestrial services (cont.)

	Notice
type
	T01
	T02
	T03
	T04
	T11
	T12
	T13
	T14
	T15
	T16
	T17
	AR S12
	Notice
type

	Item No.
	BC
	BT
	BC
	BC
	FX
	AL, BC1, FA, FB, FC, FL, FP, LR, OE, RN, SS
	FD, FG, SM
	NL
	AM, MA, ML, MO, MR, MS, NR, OD, SA
	RM
	AL2, FA3, FB3, FC2, FD2, FG2, FL, FP, FX3, LR, NL2, OE, RN, SM, SS
	FC4
	AL5, FC5
	FX
	FA, FB, FC2, FD2, FG2, FL, FP
	BC
	Item No.

	4A
	X
	X
	X
	X
	X
	X
	X
	X
	
	
	
	+
	X
	X
	X
	X
	4A

	4B
	X
	X
	X
	X
	X
	X
	X
	X
	
	
	
	
	X
	X
	X
	
	4B

	4C
	X
	X
	X
	X
	X
	X
	X
	X
	*8
	X
	*8
	+
	X
	X
	X
	X
	4C

	4D
	
	
	
	
	
	
	
	
	*8
	X
	*8
	
	
	
	
	
	4D

	4E
	
	
	
	
	
	
	
	
	*8
	
	*8
	X
	
	
	
	
	4E

	4G
	
	
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	4G

	5A
	
	
	
	
	X9
	
	
	
	X
	X
	
	
	
	X9
	
	
	5A

	5B
	
	
	
	
	X9
	
	
	
	X
	X
	
	
	
	X9
	
	
	5B

	5C
	
	
	
	
	X9
	*10
	*10
	*
	X
	X
	
	
	
	X9
	*10
	
	5C

	5D
	
	
	
	
	
	*10
	*10
	
	
	
	
	X
	
	
	*10
	X
	5D

	5E
	
	
	
	
	
	*10
	*10
	*
	
	
	
	
	X
	
	*10
	
	5E

	5F
	
	
	
	
	
	*10
	*10
	*
	
	
	
	
	X
	
	*10
	
	5F

	5G
	
	
	
	
	O
	O
	O
	O
	
	
	
	O
	
	O
	O
	
	5G

	6A
	
	
	
	
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	
	6A

	6B
	
	
	
	
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	
	6B

	7A
	X11
	
	X11
	O
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	
	7A

	7A1
	
	+7
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	7A1

	7AA
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	X
	7AA

	7B
	
	
	
	X
	+
	
	
	
	
	
	
	
	
	+
	
	
	7B

	7B1
	
	
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	7B1

	7C1
	
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	7C1

	7C2
	
	+7
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	7C2

	7D
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	7D

	7E
	
	
	
	
	+12
	
	
	
	
	
	
	
	
	
	
	
	7E

	X  Mandatory
*  One of the items
+  Required in specific cases
O  Optional


Table of characteristics to be submitted for stations in the terrestrial services (cont.)

	Notice
type
	T01
	T02
	T03
	T04
	T11
	T12
	T13
	T14
	T15
	T16
	T17
	 AR S12
	Notice
type

	Item No.
	BC
	BT
	BC
	BC
	FX
	AL, BC1, FA, FB, FC, FL, FP, LR, OE, RN, SS
	FD, FG, SM
	NL
	AM, MA, ML, MO, MR, MS, NR, OD, SA
	RM
	AL2, FA3, FB3, FC2, FD2, FG2, FL, FP, FX3, LR, NL2, OE, RN, SM, SS
	FC4
	AL5, FC5
	FX
	FA, FB, FC2, FD2, FG2, FL, FP
	BC
	Item No.

	7F
	
	
	
	
	+12
	
	
	
	
	
	
	
	
	
	
	
	7F

	8
	
	
	
	
	X
	X
	X
	X
	X
	X
	X
	X
	
	X
	X
	
	8

	8A
	
	
	X
	X
	*
	*
	X
	*
	*
	*
	*
	X
	
	X
	X
	X
	8A

	8AB
	
	
	
	
	+12
	
	
	
	
	
	
	
	
	
	
	
	8AB

	8B
	
	
	
	
	*
	*
	*
	*
	*
	*
	*
	
	
	+
	+
	
	8B

	8BA
	
	
	
	
	
	
	
	
	
	
	
	
	
	O
	O
	
	8BA

	8BH
	X
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	8BH

	8BV
	X
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	8BV

	8D
	
	+7
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	8D

	9
	X
	X
	
	
	X
	X
	X
	X
	
	
	
	X
	
	X
	X
	
	9

	9A
	
	
	
	
	+
	+
	+
	+
	
	
	
	+
	
	+
	+
	X
	9A

	9AA
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9AA

	9AB
	
	
	
	
	+
	+
	+
	+
	
	
	
	+
	
	+
	+
	
	9AB

	9B
	
	
	
	
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	9B

	9C
	
	
	
	
	+
	+
	+
	+
	
	
	
	+
	
	+
	+
	
	9C

	9CA
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9CA

	9D
	X
	X
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	9D

	9E
	X
	+
	X
	
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	9E

	9EA
	X
	+
	
	
	+
	+
	+
	+
	
	
	
	
	
	
	
	
	9EA

	9EB
	X
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	9EB

	9EC
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	9EC

	9F
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9F

	9G
	
	
	
	
	+
	+
	+
	+
	
	
	+
	+
	
	+
	+
	
	9G

	9GH
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	9GH

	9GV
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	9GV

	X  Mandatory
*  One of the items
+  Required in specific cases
O  Optional


Table of characteristics to be submitted for stations in the terrestrial services (cont.)
	Notice
type
	T01
	T02
	T03
	T04
	T11
	T12
	T13
	T14
	T15
	T16
	T17
	AR S12
	Notice
type

	Item No.
	BC
	BT
	BC
	BC
	FX
	AL, BC1, FA, FB, FC, FL, FP, LR, OE, RN, SS
	FD, FG, SM
	NL
	AM, MA, ML, MO, MR, MS, NR, OD, SA
	RM
	AL2, FA3, FB3, FC2, FD2, FG2, FL, FP, FX3, LR, NL2, OE, RN, SM, SS
	FC4
	AL5, FC5
	FX
	FA, FB, FC2, FD2, FG2, FL, FP
	BC
	Item No.

	9I
	
	
	
	X
	
	
	
	
	
	
	
	
	
	
	
	
	9I

	9IA
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9IA

	9J
	
	
	
	
	O
	O
	O
	O
	
	
	
	
	
	O
	O
	X
	9J

	9K
	
	
	
	
	+12
	
	
	
	
	
	
	
	
	
	
	
	9K

	9L
	
	
	X
	
	
	
	
	
	
	
	
	
	
	
	
	
	9L

	9NA
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9NA

	9NH
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	9NH

	9NV
	+
	+
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	9NV

	9O
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9O

	9P
	
	
	
	O
	
	
	
	
	
	
	
	
	
	
	
	
	9P

	9Q
	
	
	X
	X
	
	
	
	
	
	
	
	
	
	
	
	
	9Q

	9R
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	X
	9R

	9T1
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T1

	9T2
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T2

	9T3
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T3

	9T4
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T4

	9T5
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T5

	9T7
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T7

	9T8
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T8

	9T9A
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T9A

	9T9B
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T9B

	9T9C
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T9C

	9T9D
	
	
	
	+
	
	
	
	
	
	
	
	
	
	
	
	
	9T9D

	10B
	+
	+
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	X
	
	10B

	10CA
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	10CA

	X  Mandatory
*  One of the items
+  Required in specific cases
O  Optional


Table of characteristics to be submitted for stations in the terrestrial services (end)
	Notice
type
	T01
	T02
	T03
	T04
	T11
	T12
	T13
	T14
	T15
	T16
	T17
	AR S12
	Notice
type

	Item No.
	BC
	BT
	BC
	BC
	FX
	AL, BC1, FA, FB, FC, FL, FP, LR, OE, RN, SS
	FD, FG, SM
	NL
	AM, MA, ML, MO, MR, MS, NR, OD, SA
	RM
	AL2, FA3, FB3, FC2, FD2, FG2, FL, FP, FX3, LR, NL2, OE, RN, SM, SS
	FC4
	AL5, FC5
	FX
	FA, FB, FC2, FD2, FG2, FL, FP
	BC
	Item No.

	10CB
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	10CB

	10CC
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	+
	10CC

	10D
	
	
	
	
	
	
	
	
	
	
	
	X
	
	
	
	
	10D


	10E
	
	
	
	
	
	
	
	
	
	
	
	X
	
	
	
	
	10E

	11
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	
	11

	12A
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	O
	
	
	O
	O
	+
	12A

	12B
	+
	+
	+
	+
	X
	X
	X
	X
	X
	X
	X
	
	
	X
	X
	
	12B

	X  Mandatory
*  One of the items
+  Required in specific cases
O  Optional

1
Outside the planned LF/MF bands and the VHF/UHF bands (up to 960 MHz), the HF bands that are governed by Article S12. 

2
In the non-planned bands. 

3
Outside the bands governed by Regional Agreements GE85M and GE89.

4
In the bands governed by Appendix S25.

5
In the bands governed by Regional Agreement GE85.

6
1C or 1X.

7
For analogue television only if the frequency stability is normal or precision.

8
(4C and 4D) or (4E).

9
(5A, 5B and 5C) or (minimum three sets of 5C).

10
(Minimum three sets of 5C) or (5D) or (5E and 5F).

11
The necessary bandwidth only.

12
This information may be furnished for stations in the fixed service when the parameters are used as a basis to effect coordination with another administration.

13   1E or 1E1.
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TABLE  S5-1 (continued)

	
Reference
of Article S9
	
Case
	Frequency bands 
(and Region) of the service 
for which coordination 
is sought
	
Threshold/condition
	
Calculation 
method
	
Remarks

	No. S9.11
GSO/terrestrial
	A space station in the BSS in any band shared on an equal primary basis with terrestrial services and where the BSS is not subject to a Plan, in respect of terrestrial services
	620-790 MHz
1 452-1 492 MHz
2 310-2 360 MHz 
2 520-2 655 MHz
2 655-2 670 MHz
12.5-12.75 GHz (Region 3)
17.3-17.8 GHz (Region 2) 
21.4-22 GHz (Region 1 and 3)
40.5-42.5 GHz
84-86 GHz
	Condition: bandwidths overlap
	Check by using the assigned frequencies and bandwidths
	

	No. S9.12 
1)
Non-GSO/

non-GSO
	A station in a satellite network using a non-geostationary-satellite orbit in the frequency bands for which a footnote refers to S9.11A in respect of any other satellite network using a non-geostationary-satellite orbit, with the exception of coordination between earth stations operating in the opposite direction of transmission
	See Table [S5-1A]*
	Condition: bandwidths overlap
	Check by using the assigned frequencies and bandwidths
	


*
Under consideration in other working groups.
TABLE  S5-1 (continued)

	No. S9.12 
2)
Non-GSO/ 
GSO
	A station in a satellite network using a non-geostationary-satellite orbit in the frequency bands for which a footnote refers to S9.11A in respect of any other satellite network using the geostationary-satellite orbit, with the exception of coordination between earth stations operating in the opposite direction of transmission
	See Table [S5-1A]*
	Condition: bandwidths overlap
	Check by using the assigned frequencies and bandwidths
	

	No. S9.13
GSO/non-GSO
	A station in a satellite network using the GSO in the frequency bands for which a footnote refers to No. S9.11A in respect of any other satellite network using a non-GSO, with the exception of coordination between earth stations operating in the opposite direction of transmission
	See Table [S5-1A]*
	Condition: bandwidths overlap
	Check by using the assigned frequencies and bandwidths
	

	No. S9.14
Non-GSO/
terrestrial, GSO/terrestrial
	For a space station in a satellite network in the frequency bands for which a footnote refers to No. S9.11A in respect of stations of terrestrial services where threshold(s) is (are) exceeded
	See Table [S5-1A]*
	See § 1 of Annex 1 of 
this Appendix
	See § 1 of Annex 1 of this Appendix
	

	No. S9.15
Non-GSO/
terrestrial
	A specific earth station or a typical earth station in respect of terrestrial stations in frequency bands for which a footnote refers to No. S9.11A allocated with equal rights to space and terrestrial services, where the coordination area of the earth station includes the territory of another country
	See Table [S5-1A]*
	The coordination area of the earth station covers 
the territory of another administration
	See § 2 of Annex 1 of this Appendix
	


TABLE  S5-1 (continued)

	
Reference
of Article S9
	
Case
	Frequency bands 
(and Region) of the service 
for which coordination 
is sought
	
Threshold/condition
	
Calculation 
method
	
Remarks

	No. S9.16
Terrestrial/
non-GSO
	A transmitting station in a terrestrial service within the coordination area of an earth station in a non-GSO network in frequency bands for which a footnote refers to No. S9.11A
	See Table [S5-1A]*
	Transmitting terrestrial station is situated within the coordination area of a receiving earth station
	See § 2 of Annex 1 of this Appendix
	The coordination area of 
the affected earth station has already been determined 
using the calculation method 
of No. S9.15

	No. S9.21
Terrestrial, GSO, non‑GSO/ terrestrial, GSO, non‑GSO
	A station of a service for which the requirement to obtain the agreement of other administrations is included in a footnote to the Table of Frequency Allocations, referring to No. S9.21
	Band(s) indicated in the relevant footnote
	Condition: Incompatibility established by the use of Appendices S7, S8, technical annexes of Appendices S30, S30A, pfd values specified in some of the footnotes, other technical provisions of the Radio Regulations or ITU-R Recommendations as appropriate
	Methods specified in, or adapted from, Appen​dices S7, S8, S30, S30A, other technical provisions of the Radio Regulations or ITU-R Recommendations
	


MOD

Annex  1

2.1
Sharing between feeder links of the non-GSO MSS (space-to-Earth) and terrestrial services in the same frequency bands

SUP


2.3
pfd limits produced by non-GSO FSS in the 20-30 GHz band

SUP


APPENDIX  S13*
Distress and safety communications (non-GMDSS)

(see Article S30)

Part A1  –  General provisions

MOD

§ 2
The procedure specified in this Appendix is obligatory in the maritime mobile-satellite service and for communications between stations on board aircraft and stations of the maritime mobile-satellite service, where this service or stations of this service are specifically mentioned. Paragraphs 1, 3 3), 6 of Part A3, and paragraphs 3 1), 3 4) and 14 1) of Part A4 are also applicable.

Part A6  –  Special services relating to safety

Section IV  –  Narrow-band direct-printing telegraphy system for transmission of navigational and meteorological warnings and urgent information 
to ships (NAVTEX) 

MOD

§ 11
In addition to existing methods, navigational and meteorological warnings and urgent information shall be transmitted by means of narrow-band direct-printing telegraphy, with forward error correction, by selected coast stations.

MOD

APPENDIX  S27*
Frequency allotment Plan for the aeronautical mobile (R)
service and related information

(See Article S43)

Section II  –  Allotment of frequencies in the aeronautical mobile (R) service

ARTICLE  1

	
	Frequency bands
(MHz)

	Area
	3
	3.5
	4.7
	5.4
(Reg. 2)
	5.6
	6.6
	9
	10
	11.3
	13.3
	18

	
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz
	kHz

	2
	2 938
2 950
	
	4 696
	
	5 556
	6 583
6 601
	8 846
8 855
8 888
	10 015
10 045
	11 297
11 360
11 390
	13 321
13 357
	17 964


ARTICLE  2

	S27/222
Band 5 450-5 480 kHz (Reg. 2)
	5.4 MHz

	
	
	

	Frequency
(kHz)
	Authorized area of use*
	Remarks*

	1
	2
	3

	5 466
	R

l0B
13I
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Table of allocation of international call sign series

	Call sign series
	Allocated to

	VSA-VSZ
	United Kingdom of Great Britain and Northern Ireland


_____________










V:\ENG\ITU-R\CONF-R\CMR2000\300\386E.WW9
24.05.00
24.05.00
(109295)

V:\ENG\ITU-R\CONF-R\CMR2000\300\386E.WW9
24.05.00
24.05.00
V:\ENG\ITU-R\CONF-R\CMR2000\300\386E.WW9
24.05.00
24.05.00
(109295)


