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T1179380-96/d083

D

Process Call-Control-U

(hoja 30 de 39)

y n

U12 -
Release

Indication

Release-
resp. (#)

DROP
PARTY,
DP ACK.

STATUS
(Cause,

CS)

RELEASE
COMPLETE

(#)

U12 -
Release

Indication
verify

message

Result

U12 -
Release
Indication

CS=0

STATUS
(Cause,

CS=U12/
U0)

STATUS
(Cause,

CS=U12)

RAP RAI I OK CLR

HOJA 30 DE 39/Q.2971...[D083] = 20 CM
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T1173720-95/d084

D

Process Call-Control-U

(hoja 31 de 39)

party state

call state

ES

call state

I RAP OK RAI CLR

*
(except U0)

Status
Enquiry
req. (#)

which
state?

Status-
Enquiry-
req. (#)

STATUS
ENQUIRY (#)

Set T322

-

STATUS
ENQUIRY

(#)

verify
message

Result

which
state?

STATUS
ENQUIRY

(ER)

CS:= current
state;

cause:= 30

STATUS
(Cause, CS)

-

HOJA 31 DE 39/Q.2971...[D084] = 20 CM
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T1179390-96/d085

D

D C11

Process Call-Control-U

(hoja 32 de 39)

* (except
U0, U11,

U12)

STATUS
(Cause,

CS)

verify
message

Result

Status
ind.

(Cause
:=101)

impl. spec.
recovery

procedure

link state
compatible

?

Recovery
option

RESET
T322

Cause
=30 ?

CS=0

Release-
conf.

(Cause)

RELEASE
COMPLETE

(Cause)

build RC
for all
parties

TOC = ?

STATUS
(Cause,
* / U0)

STATUS
(Cause,

*)

RAP RAI I OK CLR

y n

y

n

n y

y

n

pmp

9.5.12

succ.

pt-pt

HOJA 32 DE 39/Q.2971...[D085] = 22 CM (PLEINE PAGE)
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T1173740-95/d086

C11

Process Call-Control-U

(hoja 33 de 39)

yES
included

?

-

STATUS
(Cause,

ES)

n

HOJA 33 DE 39/Q.2971...[D086] = 9 CM
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T1173750-95/d087

D

Process Call-Control-U

(hoja 34 de 39)

NT = Number
of STATUS ENQUIRY
transmissions,
implementation
dependent value ≥  1

n

yes

n

y

*
(except U0)

Timeout
T322

Timeout:=
Timeout+1

Timeout
= NT

SE

Timeout
:= 0

Active
T322?

-

SET
(NOW+t322,

T322)

STATUS
ENQUIRY

(#)

(Status
Enquiry)

HOJA 34 DE 39/Q.2971...[D087] = 18 CM
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T1173760-95/d088

D

Process Call-Control-U

(hoja 35 de 39)

*
(except U0)

unrecognized
message

any other
message

verify
message

verify
message

-

CS =
U11 or U12

UM

STATUS
(Cause

#97/101)

Result

any recognized message
other than those
specifically shown in
call-control-U process

Notification can
be sent in any state
other than the null
state

(Flag of
instruction
indicator)

Flag
0

RAI Reserved
Instr.
Ind.

I CLR

y

HOJA 35 DE 39/Q.2971...[D088] = 20 CM
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T1179400-96/d089

Process Call-Control-U

(hoja 36 de 39)

*
(except
U10)

Link-
Release-

ind.

TOC = ?

U11, U12

Link-
Establish-

ind.

-
(no state
change)

SE
-

(no state
change)

SE option
supported

Link-
Establish-

ind.

U1, U3, U4, U6,
U7, U8, U9

build RC
for all
parties

RELEASE
COMPLETE
(Cause #27)

Release-
conf.

(Cause #27)

pt-pt

pmp

no yes

HOJA 36 DE 39/Q.2971...[D089] = 18 CM
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T1173780-95/d090

C3

D

C4

D

Process Call-Control-U

(hoja 37 de 39)

Extensions for Annex A/Q.2971

U1 - Call
Initiated

ALERTING
(#)

CONNECT
(#)

Verify
Message

Verify
Message

result result

RESET T310 RESET T310

U1 - Call
Initiated

STATUS
(Cause,
CS=U1)

STATUS
(Cause,
CS=U4)

STATUS
(Cause,

CS=U10)

U1 - Call
Initiated

STATUS
(Cause,
CS=U1)

RAP OK CLR RAI I RAP OK CLR RAI I

HOJA 37 DE 39/Q.2971...[D090] = 20 CM
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C12

D

T1173790-95/d091

C12

Process Call-Control-U

(hoja 38 de 39)

Extensions for Annex A/Q.2971

U3 -
Outgoing

Call
Proceeding

ALERTING
(#)

Verify
Message

TOC = ?

Alerting-
ind. (#)

ALERTING
(#)

RESET T310

STATUS
(Cause,
CS=U4)

STATUS
(Cause,
CS=U3)

U3 -
Outgoing

Call
Proceeding

U4 - Call
Delivered

SET (NOW+
t301, T301) Alerting-

ind. (#)
result

RAP OK CLR RAI I

pt-pt pmp

Annex H/
Q.2931

HOJA 38 DE 39/Q.2971...[D091] = 20 CM
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T1173800-95/d092

Process Call-Control-U

(hoja 39 de 39)

(see Annex A, Q.2931, process
Q.2931-U, pages 19-31 of (31)

Additional Procedures related to Interworking

HOJA 39 DE 39/Q.2971...[D092] = 4.5 CM

F.2.5 Process Reset-Start-U

For the process Reset-Start-U, the SDL description of Annex A/Q.2931 remains valid without the need for technical
changes.

F.2.6 Process Reset-Response-U

For the process Reset-Response-U, the SDL description of Annex A/Q.2931 remains valid without the need for technical
changes.

F.2.7 Process Party-Control-U: Overview State-Event-Diagram (does not include Timer Expires)

[Numbers show sheet No. (sheet 1 of 14); empty fields show events not described/applicable.]
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Process Party-Control-U
(hoja 1 de 14)

State

Event (5.7)
PU0 PU1 PU2 PU3 PU4 PU5 PU6 PU7

(from CC-N:)

Setup-req. 3

Alerting-req. 6

Release-req. 11 11 11 11 10 11 11

Release-resp. 11 11 11 11 11 11 11

SETUP 3

ALERTING 5 11 11 11 11 11 11

CONNECT 4 11 11 7 11 11 11

CONNECT ACK. 11 6 7 11 11 11 11

RELEASE 11 11 11 11 10 11 11

RELEASE COMP. 11 11 11 11 11 11 11

STATUS 13 12 12 12 12 10 12 12

STATUS ENQUIRY 13 12 12 12 12 12 12 12

Add Party req. 3

Add Party Ack. req. 6 7

Add Party Rej. req. 6

Party Alerting req. 6

Drop Party req. 8 8 8 8

DP Ack. req. 9

Party St. Enq. req. 12 12 12 12 12 12 12

ADD PARTY 3 11 6 11 11 11 11 11

ADD PARTY ACK. 4 11 11 7 11 11 11

ADD PARTY REJ. 4 11 11 11 10 11 11

PARTY ALERTING 5 11 11 11 11 11 11

DROP PARTY 9 9 9 9 10 9 9

DP ACK. 8 8 8 8 8 8 8
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T1179410-96/d093

Process Party-Control-U

(hoja 2 de 14)

signals from Call-Control-U related to primitives

signals from Call-Control-U related to messages

signals to Call-Control-U related to primitives

signals to Call-Control-U related to messages

This symbol is used to indicate the end of a process.

Process Party-Control-U – Legend

See Recommendation Q.2931, SDL Key; in addition:

HOJA 2 DE 14/Q.2971...[D093] = 11 CM
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T1179420-96/d094

D

Process Party-Control-U

(hoja 3 de 14)

PU0 -
Null

Add
Party

req. (#)

Setup
req.
(#)

SETUP
(#)

ADD
PARTY

(#)

PU2-Add
Party

Received

Add
Party

ind. (#)

PU0 -
Null

STATUS
(ES:=PU2)

AP
REJECT

(#)

STATUS
(ES:=PU0)

result

PU1-Add
Party

initiated

SET
(NOW+t399,

T399)

ADD
PARTY

(#)

PU1-Add
Party

initiated

PU2-Add
Party

Received
verify

RAP OK CLP RAI I CLR

HOJA 3 DE 14/Q.2971...[D094] = 22 CM (PAGE PLEINE)
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T1179430-96/d095

E

E D

Process Party-Control-U

(hoja 4 de 14)

PU1 - Add
Party

Initiated

CONNECT
(#)

STOP T399
(if

running)

ADD
PARTY
ACK (#)

verify

result

ADD PARTY
REJECT (#)

Timeout
T399

STOP T399 Cause:=102

ADD P.
REJECT
ind. (#)

PU7 -
Active

ADD P.
ACK

ind. (#)

STOP T399

STATUS
(ES:=PU7)

STATUS
(ES:=PU1)

PU1-ADD
P-init

continued

CLP RAP OK CLR RAI I

HOJA 4 DE 14/Q.2971...[D095] = 22 CM  (PLEINE PAGE)
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T1173840-95/d096

ED

Process Party-Control-U

(hoja 5 de 14)

continued from sheet 4

PU1-ADD
PARTY

init.

PARTY
ALERTING

(#)

verify

ALERTING
(#)

result

T397
option

SET
(NOW+t397,

T397)

PU4-Party
Alerting

Received

SET
(NOW+t397,

T397)

T397
option

Party
Alerting
ind. (#)

STOP T399 PU1-Add
Party

Initiated

STATUS
(ES:=PU4)

STATUS
(ES:=PU1)

n

n

y

y

RAP OK CLR RAI I CLP

HOJA 5 DE 14/Q.2971...[D096] = 22 CM  (PLEINE PAGE)
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D

T1179440-96/d097

Process Party-Control-U

(hoja 6 de 14)

PU2-Add
Party

Received

CONNECT
ACK.
(#)

Add P.
Ack

req. (#)

PU7 -
Active

ADD
PARTY
ACK (#)

Add P.
Reject
req. (#)

STOP all
party timers
if running

ADD
PARTY

(#)

Party
Alerting
req. (#)

Alerting
req. (#)

verify
PARTY

ALERTING
(#)

ADD PARTY
REJECT

(#)
result

PU3-Party
Alerting

Delivered

PU2-Add
Party

Received

PU2-Add
Party

Received

STATUS
(ES:=PU2)

STATUS
(ES:=PU2)

ADD PARTY
REJECT

(#)

Stop all
party

timers, if
running

RAP OK CLR RAI I CLP

H
O

JA
 6 D

E
 14/Q

.2971...[D
097] =

 22 C
M

  (PL
E

IN
E

 PA
G

E
)
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D

T1173860-95/d098

E

E

Process Party-Control-U

(hoja 7 de 14)

PU3-Party
Alerting

Delivered

PU4-Party
Alerting

Received

CONNECT
ACK. (#)

Add Party
Acknowl.
req. (#)

ADD
PARTY
ACK (#)

CONNECT
(#)

Timeout
T397, if
running

ADD
PARTY
ACK (#)

PU7 -
Active

result

verify STOP T397,
if running

PU7 -
Active

Cause:=102

CLP RAP OK CLR RAI I

STATUS
(ES:=PU7)

STATUS
(ES:=PU4)

STOP T397,
if running

PU4-Party-
Alerting

Received

Add P.
Ack

ind. (#)

PU7 -
Active

HOJA 7 DE 14/Q.2971...[D098] = 22 CM  (PLEINE PAGE)
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T1179450-96/d099

E

D

D

Process Party-Control-U

(hoja 8 de 14)

clear call is initiated via an
internal signal between PC-N
and CC-N

PU1, PU3,
PU4, PU7

*
except
PU0

Drop
Party

req. (#)

Drop P
ind.

(cause)

DROP
PARTY
ACK (#)

STOP T399,
T397 if
running

verify

SET
(NOW+t398,

T398)

DROP
PARTY
(cause)

PU5-Drop
Party

Initiated

result

Drop P
Ack

ind. (#)

STOP all party
timers if
running

CLR RAP OK CLP RAI I

HOJA 8 DE 14/Q.2971...[D099] = 20 CM
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T1179460-96/d100

D

Process Party-Control-U

(hoja 9 de 14)

PU1, PU2,
PU3, PU4,
PU6, PU7

PU6 -
Drop
Party

Received

DROP
PARTY

(#)

Drop P
Ack

req. (#)

verify
STOP all party

timers if
running

result
DROP
PARTY
ACK (#)

PU6-Drop
Party

Received

Drop
Party

ind. (#)

STOP T399,
T397 if
running

RAP OK CLP RAI I CLR

HOJA 9 DE 14/Q.2971...[D100] = 18 CM
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T1179470-96/d101

D

Process Party-Control-U

(hoja 10 de 14)

PU5-Drop
Party

Initiated

DROP
PARTY

(#)

ADD PARTY
REJECT (#)

Timeout
T398

verify verify
DROP
PARTY
ACK (#)

STOP T398

PU5 - Drop
Party

Initiated

Drop
P-Ack
ind. (#)

indic.
partyst.
=Null?

RELEASE
(#)

STATUS
(ER, ES)

Release
req. (#)

PU5-Drop
Party

Initiated

Drop P
Ack

ind. (#)

STOP T398 STOP T398

result result

RAP OK CLP RAI I CLR CLR RAP OK CLP RAI I

yes

no

HOJA 10 DE 14/Q.2971...[D101] = 22 CM (PAGE PLEINE)
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T1179480-96/d102

ED

D

Process Party-Control-U

(hoja 11 de 14)

* except
PU0, PU5

* except
PU0 * except

PU0, PU2

RELEASE
(#)

STOP T399,
T397 if running

Release
req.
(#)

STOP T399,
T397 if
running

RELEASE
COMPLETE

(#)

Release
resp.
(#)

Any
unexpected
message

STOP all
party timers
if running

verify

result

-

-
STATUS

(ES, cause
:=101)

ADD
PARTY
REJ. (#)

-

STATUS
(ES, cause

:=101)

-

PU2 - Add
Party

Received

Any
unexpected
message

verify

PU1, PU3,
PU4, PU5,
PU6, PU7

ADD
PARTY

(#)

result

I CLR RAP OK RAI CLP

CLR CLP RAP OK RAI I

HOJA 11 DE 14/Q.2971...[D102] = 22 CM  (PLEINE PAGE)
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T1179490-96/d103

E

Process Party-Control-U

(hoja 12 de 14)

y

n

n

y

n

y

n

y

*
except
PU0

Party
Status
Enq.

req. (ER)

STATUS
ENQ (ER)

*
except

PU0, PU5

STATUS
(Cause,
ER, ES)

ES=
PU0?

SE

STATUS
ENQ (ER)

-

verify
message

Result
STOP all party

timers if
running

y n

DP-Ack
ind.

(Cause)

ES
compat-

ible?

impl.
depend.

procedure

Cause:=
CauseR

Cause:=
#101

impl.
depend.

procedure

-

STATUS
(ER, ES,

Cause#30)

impl.
option

-

Cause=
#96, 97,
99, 100?

impl.
option

CLP I RAP OK CLR RAI

HOJA 12 DE 14/Q.2971...[D103] = 22 CM  (PLEINE PAGE)
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T1179500-96/d104

Process Party-Control-U

(hoja 13 de 14)

PU0 -
Null

STATUS
ENQ (ER)

STATUS
(Cause,
ER, ES)

verify
message

ES=
PU0?

STATUS
(ER,

ES=PU0,
Cause)

Cause:=
#30)

DROP PARTY
ACKNOWL.
(Cause, #)

Cause:=
#101

Result

CLP I RAP OK CLR RAI

y

n

HOJA 13 DE 14/Q.2971...[D104] = 17 CM
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T1173930-95/d105

D E

Process Party-Control-U

(hoja 14 de 14)

Extensions for Annex A/Q.2971

PU4-Party
Alerting

Received

SET
(NOW+t397,

T397)Party
Alerting
ind. (#)

STOP T399

PU1-ADD
PARTY

init.

PARTY
ALERTING

(#)

ALERTING
(#)

verify

result

STATUS
(ES:=PU4)

STATUS
(ES:=PU1)

PU1-Add
Party

Initiated

start of timer
mandatory in Annex A

RAP OK CLR RAI I CLP

HOJA 14 DE 14/Q.2971...[D105] = 22 CM {PLEINE PAGE)
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Apéndice  I

Flujos de información
(Este apéndice no es parte integrante de la presente Recomendación)

Este apéndice ilustra los flujos de información para las conexiones punto a multipunto. Las figuras de este apéndice
muestran los flujos de información entre dos UNI cuando se supone que hay una «red» intermedia, cuyas funciones caen
fuera del alcance de esta Recomendación. Para el lado usuario de las UNI, se muestra una subestructura de «parte», «AP»
y «llamada/conexión»; esta subestructura corresponde a las máquinas de estados correspondientes especificadas en la
cláusula 14. Los flujos internos mostrados entre estas entidades no son vinculantes en las implementaciones.

Se indican también los temporizadores y las transiciones de estados. A fin de que las figuras resulten legibles, los estados
de partes se han enumerado como sigue:

• P1: incorporación de parte iniciada;

• P2: incorporación de parte recibida;

• P3: aviso de parte entregado;

• P4: aviso de parte recibido;

• P5: separación de parte iniciada;

• P6: separación de parte recibida;

• P7: activo.

Se proporcionan cuatro figuras que muestran flujos de información para:

1) establecimiento de llamada (Figura I.1);

2) adición de llamada (Figura I.2);

3) separación de parte (Figura I.3);

4) parte abandona llamada (Figura I.4);



168 Recomendación Q.2971     (10/95)

U1

U3

U4

U10

N1

N3

N4

N10

U6

U9

U7

U8

U10

N6

N9

N7

N8

N10

T303

T310

(T397)

T303

T310

T397

T313

U0 N0 N0 U0

P1

P4

P7

P7

P3

P2

T1172890-95/d106

Parte Llamada/
conexión

Red

pet. establ.

AP AP ParteLlamada/
conexión

pet. establ. ESTABLECIMIENTO ESTABLECIMIENTO ESTABLECIMIENTO

LLAMADA EN CURSO LLAMADA EN CURSO
ind. establ.

AVISO AVISO AVISO pet. aviso

pet. avisoind. aviso

CONEXIÓN CONEXIÓN CONEXIÓN resp. establ.

conf. establ.

ACUSE DE CONEXIÓN
ACUSE DE CONEXIÓN ACUSE DE CONEXIÓN

ind. establ. compl.

FIGURA  I.1/Q.2971

Establecimiento de llamada

FIGURA I. 1/Q.2971...[D106] = 10.5 CM

P1

P4

P7

P2

P3

P7

U6

U9

U7

U8

U10

N6

N9

N7

N8

N10

T399

(T397)

T303

T310

T397

T313

U10 N10

P1

P4

P7

P2

P3

P7

U10 N10

U10 N10

U10 N10

T1172900-95/d107

Parte ParteAP APLlamada/
conexión

Llamada/
conexión

Red

pet. incorp. parte

pet. incorp. parte

INCORP. PARTE INCORP. PARTE ESTABLECIMIENTO ESTABLECIMIENTO

LLAMADA EN CURSO

ind. establ.

AVISO pet. aviso

pet. aviso

AVISO PARTE AVISO PARTE

ind. aviso parte

ind. aviso parte

ACUSE INCORP. PARTE ACUSE INCORP. CONEXIÓN resp. establ.

ind. acuse incorp. parte

ACUSE DE ACUSE DE CONEXIÓN

ind. establ. compl.

FIGURA  I.2/Q.2971

Incorporación de parte

ind. acuse incorp. parte

PARTE.

CONEXIÓN

FIGURA I. 2/Q.2971...[D107] = 11 CM
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T398

T308

P5

P6

U12N12 P6

P5

U10N10
U10 N10

U10 N10

U10 N10

U0N0

T1172910-95/d108

FIGURA  I.3/Q.2971

Separación de parte

Parte AP Llamada/
conexión

Llamada/
conexión

AP ParteRed

ind. sep. parte

ind. sep. parte

SEPARACIÓN PARTE SEPARACIÓN PARTE

ACUSE SEP. PARTE ACUSE SEP. PARTE

ind. acuse sep. parte

ind. acuse sep. parte

LIBERACIÓN LIBERACIÓN

ind. liber.

LIBERACIÓN resp. liber.

resp. liber.

COMPLETA

FIGURA I. 3/Q.2971...[D108] = 11 CM

T398

T308

P6

U11N11

P5

U10 N10

U10 N10

U10 N10

U10N10

U0N0

P5

T1172920-95/d109

FIGURA  I.4/Q.2971

Parte abandona llamada

Parte AP Llamada/
conexión

Llamada/
conexión

AP ParteRed

pet. liber.

pet. liber.LIBERACIÓN

LIBERACIÓN COMPLETASEPARACIÓN PARTE SEPARACIÓN PARTE

ind. liber. compl.ind. sep. parte

ind. sep. parte

pet. acus.
sep. parte

pet. acus. sep. parte

ACUSE SEPARAC. PARTE ACUSE SEPARAC. PARTE

LIBERACIÓN
COMPLETA

FIGURA I. 4/Q.2971...[D109] = 11 CM
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Apéndice  II

Indicadores de instrucción
(Este apéndice no es parte integrante de la presente Recomendación)

Directrices para la utilización de indicadores de instrucción

Para los mensajes y elementos de información DSS 2 relacionados con el control de llamada/conexión punto a multipunto
en la RDSI-BA, la bandera de indicador de instrucción se debe utilizar como se muestra en los Cuadros II.1 y II.2 (con la
excepción indicada en 9.2.1). Para los mensajes y elementos de información definidos en la Recomendación Q.2931,
véase el Apéndice I/Q.2931.

En los cuadros siguientes se emplean las siguientes abreviaturas:

• Se utiliza = Se siguen las instrucciones explícitas.

• No se utiliza = El campo de instrucción no es significativo.

CUADRO  II.1/Q.2971

Utilización de indicadores de instrucción para los mensajes
de la Recomendación Q.2971

CUADRO  II.2/Q.2971

Utilización de indicadores de instrucción para los elementos
de información de la Recomendación Q.2971

Mensaje Bandera Origen Indicador de acción

Incorporación de parte No se utiliza Red y usuario

Acuse de incorporación de parte No se utiliza Red y usuario

Aviso de parte No se utiliza Red y usuario

Rechazo de incorporación de parte No se utiliza Red y usuario

Separación de parte No se utiliza Red y usuario

Acuse de separación de parte No se utiliza Red y usuario

Elementos de información Bandera Origen Indicador de acción

Referencia de punto extremo Se utiliza Red Descartar elemento de información y continuar
(Nota 1)

Referencia de punto extremo No se utiliza Red (Nota 2)

Referencia de punto extremo No se utiliza Usuario (Nota 3)

Estado de punto extremo No se utiliza Red y usuario

NOTAS
1 Esta codificación se aplica solamente al mensaje ESTABLECIMIENTO.
2 Esta codificación se aplica a todos los mensajes, salvo el mensaje ESTABLECIMIENTO.
3 El equipo de red versión 1 no aceptará un mensaje ESTABLECIMIENTO para llamadas punto multipunto porque no se
admitirá la capacidad portadora (es decir, la configuración del plano de usuario punto a multipunto).
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