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In addition to TD34-E (PLEN) the changes in this document provide the text for the draft H.323 additions to H.245 Version 3 to be considered for determination..





Summary of Changes:


New H263VideoCapabilities are to also be added to H263VideMode


The comment for “none Null”in Open Logical Channel should be expanded as listed.
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1. Add the fields in italic to H.263VideoMode





H263VideoMode	::=SEQUENCE


{


	resolution	CHOICE


	{


		sqcif	NULL,	


		qcif	NULL,


		cif		NULL,


		cif4	NULL,


		cif16	NULL,


		...


	},


	bitRate	INTEGER (1..19200),	-- units 100 bit/s


	unrestrictedVector	BOOLEAN,


	arithmeticCoding	BOOLEAN,


	advancedPrediction	BOOLEAN,


	pbFrames	BOOLEAN,


	...,


	errorCompensation	BOOLEAN,


	baseBitRateConstrained	BOOLEAN,


	snrEnhancement SET SIZE(1..16) OF EnhancementOptions OPTIONAL,


	spatialEnhancement SET SIZE(1..16) OF EnhancementOptions OPTIONAL,


	bframeEnhancement	SET SIZE(1..16) OF  bparams SEQUENCE


		{


			enhancementOptions	EnhancementOptions,


			numberOfBFrames	INTEGER (1..64)


		}  OPTIONAL,


	encryptionCapability	EncryptionCapability OPTIONAL,


	authenticationCapability	AuthenticationCapability OPTIONAL,


	integrityCapability	IntegrityCapability OPTIONAL		


}








2. Comment for “none”option in OpenLogicalChannel, forwardLogical ChannelParameters, multiplexParameters expanded to the following:





		multiplexParameters	CHOICE


		{


			h222LogicalChannelParameters	H222LogicalChannelParameters,


			h223LogicalChannelParameters	H223LogicalChannelParameters,


			v76LogicalChannelParameters V76LogicalChannelParameters,


			...,


			h2250LogicalChannelParameters H2250LogicalChannelParameters,


			none	NULL  -- for use with Separate Stack when


				-- multiplexParameters are not required


				-- or appropriate


