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This proposal updates the ASN.1 syntax for the two VideoServer proposals APC-1223 and APC-1224.  In addition, we propose alignment of the T.124 conferenceName and the equivalent element of the H.323 ConferenceList.  In T.124 a conference is defined:





ConferenceName ::= SEQUENCE


{


	numeric		SimpleNumericString,


	text		SimpleTextString OPTIONAL,


	...


}





In situations where an MCU is hosting an Audio/Video/Data conference, the MCU should make the following equivalencies.  For a particular conference, the numeric shall be set to the conferenceID and the text shall be set to the conferenceAlias.  By forcing the alignment, in this case an MCU can align a T.120 and an H.323 conference in a manner that allows a user to believe that a single, MCU-hosted Audio/Video/Data conference is being joined.





The updated ASN.1 syntax follows:





Setup-UUIE ::= SEQUENCE


{


	protocolIdentifier	ProtocolIdentifier,


	h245Address		TransportAddress OPTIONAL,


	sourceAddress		SEQUENCE OF AliasAddress OPTIONAL,


	sourceInfo		EndpointType,


	destinationAddress	SEQUENCE OF AliasAddress OPTIONAL,


	destCallSignalAddress	TransportAddress OPTIONAL,


	destExtraCallInfo	SEQUENCE OF AliasAddress OPTIONAL,	-- Note(1) 


	destExtraCRV		SEQUENCE OF CallReferenceValue OPTIONAL,-- Note(1)


	activeMC		BOOLEAN,


	conferenceID		ConferenceIdentifier,


	conferenceGoal	CHOICE


	{


		create		NULL,


		join		NULL,


		invite		NULL,


		...,


		capability-negotiation		NULL,


		query		Null


	},


	callServices		QseriesOptions  OPTIONAL,


	callType		CallType,


	...,


	sourceCallSignalAddress	TransportAddress OPTIONAL,


	remoteExtensionAddress	AliasAddress OPTIONAL,


	callIdentifier		CallIdentifier,


	tokens			SEQUENCE OF Token OPTIONAL,


	h245SecurityCapability	SEQUENCE OF H245Security OPTIONAL,


	conferenceAlias	ConferenceAlias OPTIONAL


}





ReleaseComplete-UUIE ::= SEQUENCE


{


	protocolIdentifier	ProtocolIdentifier,


	reason			ReleaseCompleteReason OPTIONAL,


	...,


	callIdentifier		CallIdentifier


	conferenceList		SEQUENCE OF ConferenceList OPTIONAL,


}








ConferenceList ::= SEQUENCE


{


	ConferenceDescription	SEQUENCE OF SEQUENCE


	{


		CID			GloballyUniqueID OPTIONAL,


		conferenceAlias	ConferenceAlias OPTIONAL,


		nonStandardData	NonStandardParameter OPTIONAL,


	...


	}


	nonStandardData


}





ConferenceAlias	BMPString (SIZE(1..128)) 


 





ReleaseCompleteReason ::= CHOICE


{


	noBandwidth		NULL,	-- bandwidth taken away or ARQ denied


	gatekeeperResources	NULL,	-- exhausted


	unreachableDestination	NULL,	-- no transport path to the destination


	destinationRejection	NULL,	-- rejected at destination


	invalidRevision	NULL,


	noPermission		NULL,	-- called party’s gatekeeper rejects


	unreachableGatekeeper	NULL,	-- terminal cannot reach gatekeeper for ARQ


	gatewayResources	NULL,


	badFormatAddress	NULL,


	adaptiveBusy		NULL,	-- call is dropping due to LAN crowding


	inConf			NULL,	-- no address in AlternativeAddress


	undefinedReason	NULL,


	...,


	facilityCallDeflection	NULL,	-- call was deflected using aacility message


	securityDenied		NULL	-- incompatible security settings


	queryResult		Null	-- conf query response


	aliasNotUnique		NULL	-- see APC 1223


}








