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ACF & LCF messages should contain EndpointType





Overview


When locating an endpoint using the RAS ARQ or LRQ message, the gatekeeper returns the details of the located endpoint in the ACF / LCF message respectively. These details include call signalling and RAS transport addresses.


In many cases, the requesting endpoint may need more information about the specifications of the located destination endpoint, such as its type, vendor and version, in order to select the optimal call parameters before setting up the call. This information is contained in the EndpointType ASN.1 structure. We propose to add an optional field of this type to the ACF/LCF messages.


Note that EndpointType information is already attached to the alternate endpoints, that may also be conveyed by the gatekeeper in the ACF/LCF message. This is because alternate endpoints are described using the Endpoint structure, which already contains an EndpointType field. 


Proposed Changes to H.225.0 Recommendation


Section 7 (ASN.1 Syntax)


Changes are marked in bold:


LocationConfirm ::= SEQUENCE --(LCF)


{


	requestSeqNum			RequestSeqNum,


	callSignalAddress		TransportAddress,


	rasAddress			TransportAddress,


	nonStandardData		NonStandardParameter OPTIONAL,


	...,


	destType			EndpointType OPTIONAL,


	destinationInfo		SEQUENCE OF AliasAddress OPTIONAL,


	destExtraCallInfo		SEQUENCE OF AliasAddress OPTIONAL,


	remoteExtensionAddress	SEQUENCE OF AliasAddress OPTIONAL,


	alternateEndpoints		SEQUENCE OF Endpoint OPTIONAL,


	tokens				SEQUENCE OF Token OPTIONAL


}


AdmissionConfirm ::= SEQUENCE --(ACF)


{


	requestSeqNum			RequestSeqNum,


	bandWidth			BandWidth,


	callModel			CallModel,


	destCallSignalAddress		TransportAddress,


	irrFrequency			INTEGER (1..65535) OPTIONAL,


	nonStandardData		NonStandardParameter OPTIONAL,


	...,


	destType			EndpointType OPTIONAL,


	destinationInfo		SEQUENCE OF AliasAddress OPTIONAL,


	destExtraCallInfo		SEQUENCE OF AliasAddress OPTIONAL,


	remoteExtensionAddress	SEQUENCE OF AliasAddress OPTIONAL,


	alternateEndpoints		SEQUENCE OF Endpoint OPTIONAL,


	tokens				SEQUENCE OF Token OPTIONAL


}





Sections 8.11.2 (ACF) & 8.13.2 (LCF)


Add the following text to both sections:


destType - contains the type and additional specifications of the destination endpoint.


References


ITU-T H.323 Recommendation.


ITU-T H.225.0 Recommendation.
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