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Corrections to the Endpoint Structure


Overview


The Endpoint structure in H.323 is mainly used to convey information about alternate endpoints in RAS messages. Specifically, in the LCF and ACF messages, these are destination endpoints, that can be contacted as alternatives to the main endpoint, whose parameters are rendered by the callSignalAddress, rasAddress and the optional destinationInfo fields. These fields also occur in the Endpoint structure, and can be used to describe each one of the alternate endpoints.


There are two more optional fields that describe the way the main destination endpoint can be contacted: destExtraCallInfo, and remoteExtensionAddress that are relevant when the destination is reached through a gateway, that needs more addressing information regarding the destination endpoint on the target network. Nevertheless, these fields do not occur in the Endpoint structure, and there is no way to convey this information regarding the alternate endpoints. We propose to add these fields to the Endpoint structure as optional members. We also propose to add an optional nonStandard parameter to the same structure, to allow passing non-standard information regarding the alternate endpoints.


Text Changes to H.225.0, section 7





Endpoint ::= SEQUENCE


{  


	aliasAddress		SEQUENCE OF AliasAddress OPTIONAL,  


	callSignalAddress	SEQUENCE OF TransportAddress OPTIONAL,  


	rasAddress		SEQUENCE OF TransportAddress OPTIONAL,  


	endpointType		EndpointType OPTIONAL,  


	tokens			SEQUENCE OF Token OPTIONAL,  


	priority		INTEGER(0..127) OPTIONAL, 


	...


	destinationInfo	SEQUENCE OF AliasAddress OPTIONAL,


	destExtraCallInfo	SEQUENCE OF AliasAddress OPTIONAL,


	nonStandardData	NonStandardParameter OPTIONAL


} 
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