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Abstract
In this contribution, a CE8 subtest 3 cross-check result of Samsung’s loop filter is reported. The coding results perfectly match with those of proponents and confirmed the coding efficiency. The encoding and decoding time increase is also confirmed as the proponent reported.

1 Performance experiments

The experimental results are summarized in Table 1. Detailed results are included in the attachment.
Table 1: Experimental results

	
	Intra

	
	Y BD-rate
	U BD-rate
	V BD-rate

	Class A
	-0.1 
	0.0 
	0.0 

	Class B
	0.0 
	0.0 
	0.0 

	Class C
	-0.5 
	-0.1 
	0.0 

	Class D
	-0.3 
	0.5 
	0.5 

	Class E
	-0.4 
	0.0 
	0.0 

	All
	-0.2 
	0.1 
	0.1 

	Enc Time[%]
	203%

	Dec Time[%]
	160%

	
	
	
	

	
	Random access

	
	Y BD-rate
	U BD-rate
	V BD-rate

	Class A
	-0.5 
	0.2 
	-0.2 

	Class B
	-0.3 
	0.1 
	0.1 

	Class C
	-0.5 
	0.2 
	0.2 

	Class D
	0.6 
	0.9 
	1.0 

	Class E
	　
	　
	　

	All
	-0.2 
	0.3 
	0.3 

	Enc Time[%]
	146%

	Dec Time[%]
	142%

	
	
	
	

	
	Low delay

	
	Y BD-rate
	U BD-rate
	V BD-rate

	Class A
	0.5 
	0.5 
	0.4 

	Class B
	-0.2 
	0.6 
	0.6 

	Class C
	0.2 
	1.9 
	1.6 

	Class D
	0.9 
	0.9 
	1.1 

	Class E
	0.3 
	0.9 
	0.9 

	All
	
	
	

	Enc Time[%]
	131%

	Dec Time[%]
	135%


2 Conclusion

In this contribution, a CE8 subtest 3[1][2] cross-check result of Samsung’s loop filter[3] is reported. The coding results perfectly match with those of proponents and confirmed the coding efficiency. The encoding and decoding time increase is also confirmed as the proponent reported.
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