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Mode Dependent 
Coefficient Scanning 

JCTVC-D393

Only impacts 4x4 & 8x8

Reduce Dependency in Sig Flag Coding
• In Daegu, several contributions in CE11 focused on reducing 

dependency for parallel processing
– Specifically addressed conditional context of sig flag (D260, D393, D195)
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Simplified Context Selection
JCTVC-D260

Only impacts 16x16 and 32x32
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CE11: JCTVC-E227
• E227 reduces number of contexts by 24

• However, it also includes conditional context dependency for 8x8, which 
conflicts with MDCS for parallel processing

• Removing conditional context dependency for 8x8 results in
– No coding loss compared to HM-2.0 anchor

– Reduces number of context by 11

• Propose to adopt this modified version of E227

Results cross-checked by Panasonic (JCTVC-E491)

107%105%105%Dec Time[%]

99%98%106%Enc Time[%]

-0.10-0.19-0.09-0.12-0.02-0.010.040.02-0.02All

0.42-0.32-0.170.04-0.01-0.04Class E

-0.67-0.33-0.15-0.40-0.26-0.040.110.08-0.02Class D

-0.28-0.23-0.08-0.11-0.09-0.020.070.06-0.01Class C

0.180.02-0.03-0.15-0.12-0.03-0.030.00-0.02Class B

0.190.410.040.020.00-0.02Class A
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