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I. Reference Software

Since the last meeting the following software versions were released:

· JM 9.6
· JM 9.7
The latest releases contain a number of bug fixes and some new features including:

· encoder: FME fixes (WF)

· encoder: fixes for I_PCM and encoder output (SN)

· encoder: fix rounding for CABAC stuffing

· encoder: lossless mode fixes (WK)

· encoder: increase maximum slice size (WK/KS)

· added platform specific notes to readme.txt
· encoder: revert zero motion vector change in low complexity mode (YH)

· encoder: fix 4:2:2 encoding (KS)

· encoder: fix mb_qp_delta CABAC context selection (KS)

· encoder: weighted prediction fix/cleanups (DA, KS, AT)
· encoder: fix frame_poc setting (AS)

· decoder: fix direct mode rare case problem (AS)

· decoder: fix pic_struct parsing in timing SEI

· decoder: fix parsing of filler data SEI

· encoder/decoder: fix deblocking filter strength calculation for negative POC (AS/KS)

· encoder/decoder: fix frame_poc setting (AS)

· encoder/decoder: fix SE_TRANSFORM_SIZE usage (KS)
· encoder: updates to explicit hierarchical coding  and picture coding structures (AT)

· encoder: update/enhance control of log2_max_pic_order_cnt_lsb_minus4 and log2_max_frame_num_minus4 (AT)
· encoder: addition of computation of Sequence Level PSNR statistics (AT)

· - encoder/decoder: fix invalid line in deblocking filter (PL)
The following software features need work:

· I_PCM macroblock encoding is not implemented for CABAC
· data partitioning needs checking

· RDOptimization=3 mode (with losses) has been disabled due to incompatibilities with the modified decoding process
· rate-control has been reported to fail for different scenarios (slice mode 2, adaptive frame/field), while slow adaptation speed can result in missing the target bit rate on short sequences
· loss of whole frames or bit errors are not supported by the decoder

· encoder/decoder mismatch has been reported for low complexity mode with Transform8x8Mode=2
The latest H.264/AVC Reference Software Manual is still JVT-O017.

II. JM Reference Text

A new section of the description of the B-Slice coding and field coding is included.
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