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1.  Introduction

The following is an exchange of e-mails correspondence that took place between an implementor, the Editor of H.239, and the Q.1 Rapporteur about some unclear values in H.239 message contents.
Q.1 Experts are asked to review the problem and discuss how this should be addressed in H.239

2.  E-mail correspondence

Date: Tue, 03 May 2005 18:24:52 -0400 

To: bxg <bxgtxh@public.wh.hb.cn> 

From: Dave Lindbergh <lindbergh@92f1.com> 

Subject: Re: question on H.239 

Cc: lindbergh@92f1.com, Patrick Luthi <patrick.luthi@tandberg.net>, 

        Simao Campos-Neto <simao.campos@itu.int> 
Hi,

Thanks again for asking about this.  What follows is my view as editor and Polycom's view - I don't think there will be controversy about this, but just in case be aware that we have to discuss what to do in the ITU.

We've done some checking, and it seems you've discovered something we left out in H.239.
For roleLabel, the "tag type" is booleanArray.  This is described in Table 6/H.239 (as "Parameter Type"). 

For the other parameters (tables 8.3.1, 8.3.2, 8.3.3, 8.3.4, and 8.3.5) it seems we forgot to mention the parameter type - it should have been "unsignedMin".
As H.239 editor, I will propose a correction to H.239 to clarify this.  I'm copying Q.1/16 Rapporteur Patrick Luthi on this email as well - H.239 falls under his Question in ITU-T.

Thanks for bringing this to our attention!

Best regards,

--Dave

At 03:25 AM 5/2/2005, bxg wrote:

Dear sir,

   I get your contact info from H.239 Inplementor's Guide.   

   I read H.239 recommendation (Table 8/H.239) and can not understand the GernericParameters used in H.239 messageContent.  

The recommendation illustrates the parameterValue's range , but does not illustrate parameterValue's tag type. For example channelId is Integer(0,65535) , But I don't know if is unsignedMin or booleanArray, unsignedMax etc. Can you tell me about it? 

    I'm working on interoperation with Polycom VSX series endpoint with H.239. Howerver I have no VSX endpoints now. Can you give me the trace file of VSX endpoint's h.239 procedure? Or Tell me some infos about it? Thanks.

   Sorry to disturb you. You can take it free to ignore the email if you have no time.

Thanks.

Best regards, 

 Bian Xuegong   Wuhan Univ   

 MSN:      bianxg72@hotmail.com 

 Email:    bianxg@21cn.com
___________________________

* Contact:	Patrick Luthi	Phone: +47 67 125 125


		E-mail: patrick.luthi@tandberg.net
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